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PREFACE 



This document defines the programming language Pascal as 
implemented for the Perkin-Elmer 3200 Series computers. 

This document is divided into four main parts which further 
consist of Chapters or Appendices. 

Part^I, which comprises Chapter 1, is a Perkin-Elmer Pascal 
User's Guide, providing introductory overview information and 
detailed infornmtion on the Perkin-Elmer Pascal Comoiler, 
compiling a user-written Pascal source program by executing the 
compiler with selected options, compiler operations, and 
establishing the user's compiled-program as an executable task 
under OS/32. F.efcr to Appendix M for RELIANCE environments. 

Part II, which comprises Chapters 2 through 9, is a Perkin-Elmer 
Pascal Language Reference Manual, defining the Pascal Language as 
provided by this implementation. 

Chapter 2 presents a glossary of basic terms, detailing the 
heirarchy of identifier scopes, and introduces the use of 
syntax-graphs; which are used to define Pascal syntax. 

Chapter 3 presents the language elements, such as the Pascal 
Character Set as a subset of the ASCII character set, special 
symbols, special characters, comments, literal constants, 
rules on separating symbols and separators, reserved words of 
the language, predefined identifiers, and gives definitive 
summaries of available predefined/standard routines; with 
instructions for accessing some math routines from the 
Perkin-Flmer System Hath Functions Library. 

Chapter 4 provides the introduction to program block 
structure, and the syntax of Declarations (LABEL, CONSTant, 
TYPE, and VARiable parts) and the Body of a block. 

Chapter 5 details not only syntax, but by extensive examples, 

constants, and the various Pascal data types, and contains 

the syntax of variable-selectors, as the means for selecting 
and/or specifying a reference to a variable. 

Chapter 6 details the syntax of expressions in Pascal, 
contains the rules concerning operator precedence, summarizes 
the operators and applicable data-types, and contains 
information en programming for "identity" of type and 
"assignment-compatibility" of type regarding 
type-compatibility in Pascal. 

Chapter 7 describes the various executable statements in the 
Pascal language, reserving the Pascal I/O statements to 
Chapter 8; with additional statements provided by the Prefix, 
and additional SVC call capability, given in Chapter 10. 
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Chapter 8 discusses Pascal files, and the file-type 
data-type, including Pascal TEXT files, and details the 
definitions of Pascal I/O procedure-call statements. 

Chapter 9 details the syntax of PROGRAM, !!ODULE, PROCEDURE, 
and FUNCTION header statements; covers the program/module 
prefix syntax which is a Perkin-Elmer extension; and details 
several issues concerning the programming of routines. 

Part III, which comprises Chapter 10, is the Perkin-Elmer Pascal 
Run Time Support Information and Language Extensions. It 
contains a description of the Pascal Runtime Library, the use of 
the Perkin-Elmer Pascal Prefix, the use of the Perkin-Elmer SVC 
capability in Perkin-Elmer Pascal, run time memory utilization, 
internal data storage mechanisms, and contains a description of 
this implementation's Pascal linkage conventions amongst internal 
routines, and between external routines declared EXTERN, either 
CAL routines or Pascal MODULES, and those external routines 
declared with the directive FORTRAN. 

Part IV contains various appendices which summarize key 
information contained in the body of this document, plus 
additional information on extensions and exceptions to standard 
Pascal listed in Appendix K; user information on preparing 
programs to run in a RELIANCE environment in Appendix M; and a 
summary of Functional Differences between Pascal ROC and Pascal 
R01 in Appendix P. 

The reader is assumed familiar with Perkin-Flmer 32-bit Software 
Systems. The following manuals provide detailed information on 
related Perkin-Flmer Software. 



Co-nmon .Assembler Languaae (CAL) Programming S29-6U0 
Hefeusnce Manual 

OS/32 Library Loader Reference 'fanual 48-020 

OS/32 Operator Reference Manual S29-574 

OS/32 Application Level Programmer Reference Manual 48-039 

OS/32 System Level Programmer Reference Manual 48-OUO 

OS/32 Link Reference Manual 48-005 

OS/32 Supervisor Call (SVC) Reference Manual 48-038 

Perkin-Elmer System Mathematical Functions Reference 

•Manual 48-025 

FORTRAN VII Reference Manual 48-017 

FORTRAN VII User Manual 48-010 
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PART I 
PASCAL USER GUIDE 



CHAPTER 1 
PASCAL USER GUIDE 



1.1 INTRODUCTION 

This chapter of the Pascal Reference Manual is a user operations 
guide with system overview information and details on how to 
operate the compiler, establish a compiled program as a task, and 
execute it under OS/32. Users preparing programs for a Peliance 
environment must refer to Appendix M and Section 1.5.3,14. 

1.2 PASCAL PRODUCT OVERVIEW 

The Perkin-Elmer Pascal software product consists of: 

• A multi-pass optimizing compiler supplied in both overlaid 
(PASCAL. TSK) and resident task versions { FASCALR.TSK) . 

• A run time library (PASRTL.OBJ) of assembler written object 
routines which satisfy calls generated by the compiler in the 
compiled object program, to support the running user task. 
This library includes support routines for a basic set of SVC 
calls that the user may code in Pascal. Sample SVCs and 
prerequired source declarations are provided on the file, 
SMPLSVCS.PAS. 

• CSS procedures to facilitate compilation and establishment of 
a user program as a task to run under OS/32. 

• This product reference manual, providing a user guide, a 
Pascal language reference, and run time support information. 

• A package information document with instructions for 
unpackaging the product. It contains an installation exercise 
to ensure installation of an operational package. 

• A Perkin-Elmer Prefix of Pascal source declarations 
(PREFIX. PAS), which when prefixed to the user source program 
before compilation, provides Pascal language extensions for 
additional input/output (I/O) and other system services. 

• The Perkin-Elmer System Mathematical Library (on PEMATH.OBJ) 
provides several math routines. 

Figure 1-1 is a Pascal language system overview. It depicts the 
program developnent cycle and compiler operations. 
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Figure 1-1 Pascal Language System Overview 
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1.3 PASCAL SYSTEM PEQUIREHENTS 

The minimuin system configuration required to compile and run a 
Pascal program/ in addition to this product, are; 

Perkin-Elmer 32-bit processor 

OS/32 EOS. 2 or higher 

OS/32 Link ROO or higher 

One direct access device 

A 168KB task memory partition under OS/32 

The compiler is provided as two tasks; an overlaid version, 
PASCAL. TSK, and a resident version, PASCALR.TSK. Regardless of 
the compiler version used, its user operation is the same. 

The overlaid version, not the resident version, of the compiler 
supports this minimum configuration. The overlaid version 
requires the least memory space at compile time with a slight 
penalty in compile speed because of the overhead of overlay 
loading. Overlay loading is otherwise transparent to the user. 
The root segment of this version is sharable and amounts to 
aporoximately lUKB of the compiler's code. The space required 
for the overlays themselves must be available in the user task 
partition. See Section 1.5.2. 

The resident version can be shared by many users since all passes 
of the compiler are established, along with the root segment, as 
one pure task. The resident version provides an advantage in 
overall memory utilization when the number of concurrent users 
exceeds six. 

The minimum configuration supports compilation of medium size 
Pascal source programs, in which the number of unique identifiers 
is about 1000 and in which routines are no more than about 500 
lines. 

The following additional hardware/software options enhance either 
compilation performance or the run time support environment. 

• Distribution of source, object, listing and scratch files on 
more than one direct access device can significantly improve 
compilation speed. 

• Increased partition size permits compilation of larger 
programs, or permits use of the resident compiler. 

• The routines in the Perkin-Elmer System Mathematical Library 
can be called by the user program. See Section 3.5.9. 

• Source programs may be prepared by OS/32 Edit or Text. 
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1.U PASCAL SYSTEF FEATURES 

The Pascal product provides several features to enact, enhance, 
and simplify program development. These are: 



• Language features 

• Compiler features 

• CS? features 

• Run time features 

1.4.1 Language Features 

The language in which programs are written is defined in Part II 
of this manual. Chapters 2 through 9. The language is a complete 
implementation of Pascal as described by Jensen and Wirth in the 
Pascal User Kanual and Report, with several extensions. Also 
included are prominent stable features of the proposed ISO Pascal 
Language Standard published in SIGPLAN Notices, Volume 15, Number 
4, April 1980. 

Exceptions and extensions to this standard Pascal language 
provided by this implementation are described in Appendix K, 

Additional extensions afforded the user by the Perkin-Elmer 
Prefix and SVC routine declarations have their use described in 
Sections 10,3 and 10.4, respectively. 

The user is given the capability to code SVCs within his Pascal 
program, as Pascal procedure-call statements after declaring the 
necessary SVC source interfaces. 

The Perhin-Elmer Prefix extends the language to allow the user 
to: 



Open a file or device 

Close a file or device 

Allocate a file 

Rename a file 

Heprotect a file 

Delete a file 

Change Access Privileges of a file or device 

Checkpoint a file or device 

Fetch Attributes of a file or device 

Rewind a file or device 

Write a file mark 

Backspace a Record 

Backspace to a file mark 

Forward space a record 

Forward space to a file mark 

Breakpoint a running Pascal program 
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• Obtain the Start Parameters 

• Obtain the time 

• Obtain the date 

• Exit the task with a specified return code 



1.4.2 Compiler Features 



The compiler accepts Pascal source which can be prepared by OS/32 
Edit or OS/32 Text. Pascal source, if on a non-random device, is 
automatically copied by the compiler to a scratch file for 
subsequent rereading by the compiler. Batch compilation of 
programs and modules is provided. It is also possible to merge 
additional source files into the source stream. 

Several programiring aids are generated by the compiler at the 
user's option, such as: 

• Compiled Program Listing 

• Cross reference listing 

• Summary listing 

• Assembly listing 

• Hap of object program listing 

• Program statistics listing 

• Batch statistics listing 

Refer to Appendix A for a sample compiled-program listing. 

Optimizations which may increase the efficiency of the user 
object program are performed by the compiler at the user's 
option. Object programs optionally can be compiled to contain 
additional data validity checking code; or not to contain the 
checking when space economy is of higher priority. 

Object programs are generated as pure code, directly usable by 
Link. 

The compiler can detect a variety of user coding errors and 
displays these diagnostic errors below the line in which the 
error was detected. Also, the compiler summarizes any diagnostic 
error messages at the end of each listing. The textual error 
messages indicate the nature of the error. 

Befer to Appendix G for the Pascal diagnostic error messages 
displayed in compiled-program listings. 

To expedite the identification of any unexpected compiler 
failures, there is a special compiler error message. See Section 
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1.5.4 on error handling. See Appendix B for instructions on 
reporting or recuesting resolution via a Software Change Eeguest 
(SCR). 



1.4.3 CSS Features 

Three Command f^ubstitution System (CSS) Procedures are provided: 
a compile CSS, a link CSS, and a compile and link CSS, to 
establish the user program as an executable task from a user MTM 
terminal under OS/32. Three additional CSS procedures are 
similarly provided for operation from the system console under 
OS/32. 

The Pascal CSS's are summarized in Appendix C, and detailed in 
Section 1.6.4. Also see some sample ease-of-use examples of the 
Pascal CSS's applying SBATCH and $INCLUDE in Section 1.10 at the 
end of this chapter. 



1.4.4 Run Time Features 

A variety of run time error messages, as listed in Appendix G, 
are provided to detect run time errors, in the running user task. 

During execution of an established Pascal program task, the 
Pascal Sun Time Library provides a variety of run time support 
routines. The Pascal Run Time Library is classified into six 
major parts, for the purpose of discussion, as follows: 

The Pascal Initializer and Common Error Message Routines 
The Pascal Task Pausing/EOT/Error Handler (PAS. ERR group) 
The RELIANCE-Pascal Interface/Error Handler (PAS. EEL group) 
The Pascal Prefix Support Routines (PASPRFF group) 
The Pascal SVC Support Routines (PASSVC group) 
The Pascal Library Routines (PASLIB group) 

A Pascal R01 enhancement provides the entire Pascal Run Time 
Library one object file, PASRTL.OBJ. Some of its routines, and 
only those necessary to resolve a user program's external 
references, are linked to Pascal compiled program code during 
task establishment. Also added, is the flexibility to establish 
and run under either an OS/32 or RELIANCE system environment. 

An established Pascal (R01 and up) program task always contains 
a version of the Pascal Initializer, always contains the common 
Jrlrror Message Routine, always contains either the PAS. ERR group 
or the PAS.HEL group, but not both; and almost invariably 
contains several routines from the PASLIB group. If the original 
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program source had referenced the standard Prefix definitions, 
and was compiled with the Prefix, then the established task 
contains several run time support routines from PASPREF. If the 
original program source declared and used the Pascal routines to 
issue SVC calls, then the established task contains several run 
time support routines from the PASSVC group. 

The Pascal Initializer, P$INIT, initializes the memory management 
mechanisms for the task. If the Pascal program is interfacing 
vith FORTRAN produced code or CAL routines using FORTRAN linkage 
conventions (as directed by the Pascal "FORTRAN" directive), then 
the alternate version of the Pascal Initializer is incorporated, 
and it also performs additional housekeeping for the FORTRAN 
interface. 

Programs intended to run in a basic OS/32 environment 
(non-Reliance environment) are compiled into object form that 
users (references) PAS. ERR group for error handling, task 
pausing, and task termination at run time. 

Programs intended to run in a RELIANCE environment are compiled 
with a user-specified compiler option, "RELIANCE", so that the 
compiled object program uses (references) the PAS.REL group for 
error handling, task pausing, and task termination; at run time. 

The Pascal Prefix Support Routines, from the PASPREF group, 
provide the run time support for tasks using the standard 
Perkin-Elmer Prefix routine definitions. 

The Pascal SVC Support Routines, the PASSVC group, are the run 
time support routines for a set of basic SVC calls, (callable 
from Pascal code), whose source interface declarations are 
provided with the product. See Sections 10.2.5 and 10.4. 

The Pascal Library, the PASLIB group, is the run time support 
library of routines which enact certain language features of 
Pascal in the running task. The PASLIB group contains the 
routines which perform heap management, linkage to FORTRAN 
subprograms, copying and comparison of structured variables, set 
operations, Pascal file input and output, and formatted Pascal 
textfile input and output. 

Chapter 10 provides in detail information on the above run time 
features and the use of the Prefix and SVC routines. 

1.5 PASCAL COMPILER DESCRIPTION 

The Pascal compiler performs 10 passes in compiling a Pascal 
source program, translating the program into coded intermediate 
language for inter-pass communication. Different compiler passes 
analyze, optimize, and convert that program into a linkable 
object form and a printed listing. Figure 1-2 is an overview of 
the operational phases performed in the 10 passes. 
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Pass 1 perforins a lexical analysis of the source, creating a 
symbol table index for each unique identifier. The source 
program is converted into a coded intermediate form which is 
written to a temporary disc scratch file on lu 3. Subsequent 
passes read, modify, and rewrite this representation of the 
program unit being compiled, interweaving inter-pass 
communication between lu 3 and lu 4. 

Pass 2 performs a context-free syntax analysis of the source 
program inputing its intermediate form from lu 3 and outputing to 
lu 4 for Pass 3. 

Pass 3 performs a scope analysis of the identifiers. It 
differentiates between local and global variables and replaces 
the earlier general indices with indices unique to each 
identifier at a given nesting level. It communicates to Pass 4 
through lu 3. 

Pass 4 performs a context-sensitive analysis of the CONST, TYPE, 
and VAR declarations and allocates storage on the stack for the 
variable declarations. It communicates to Pass 5 through lu 4. 

Pass 5 performs the main body analysis; i.e., a context-sensitive 
analysis of the executable Pascal statements, and generates 
information on lu 3. If certain errors preclude the possibility 
of continuing to produce object code. Pass 5 abortively skips to 
Pass 10. , 

Pass 6 performs machine independent optimizations (see Section 
1.5.5.1). This operation recognizes certain arrangements of 
intermediate code and reproduces it in a more efficient form 
independent of the machine architecture. It communicates to Pass 
7 through lu 4. Pass 6 and 7 also detect some diagnostics. 

Pass 7 generates symbolic machine code and selects specific 
register allocations. It communicates to Pass 8 through lu 3. 

Pass 8 performs raacbine dependent optimizations on the symbolic 
intermediate code produced in Pass 7. Instruction formats are 
selected and addresses are assigned. Certain arrangements of 
this code are reproduced in a more efficient form (see Section 
1.5.5.2) and communicated to Pass 9 through lu 4. 

Pass 9 generates object code acceptable to Link. An object 
program map, giving relative locations of data and statements, is 
optionally listed on this pass. Also, a listing of the object 
program, as disassembled into Common Assembly Language (CAL/32) 
instruction formats, optionally can be produced on this pass. 

Pass ia generates a listing of the source program just compiled 
into an object program. A summary of internal compiler 
statistics pertaining to the user compiled program, and a cross 
reference of identifiers used in the program optionally can be 
produced on this pass. Batch statistics are produced if a batch 
conpilation is in effect. Individual program statistics, such as 
file allocations, are also listed. 
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1.5.1 Pascal Compiler I/O Beguirements 

The Pascal compiler can use any of the following logical units 
(lu) : 



• logical unit 0, log device or file 

• logical unit 1, source input device or file 

• locfical unit 2, listing device or file 

• logical unit 3, scratch file 

• logical unit U, scratch file 

• logical unit 5, scratch file 

• logical unit 6, map or assembly listing device or file 

• logical unit 7, object code output device or file 

• logical unit 8, additional source input file 

All necessary logical units, or those required for specified 
options, must be assigned to physical devices or files by the 
user. Logical unit 5, which is internally controlled by the 
compiler, and lu 8 which the compiler assigns to a user-specified 
$INCLUDE in-stream option are exceptions. If not using CSS 
procedures, the user must directly assign these logical units (lu 
0, 1, 2, 3, 4, 6, and 7) after loading the compiler and before 
executing it- Refer to Section 1.6.4 for CSS information. 

Table 1-1 is a listing of logical units, their use, when their 
assignment is required, data formats, logical record length 
requirements, and allowable media. 

TABLE 1-1 PASCAL COMPILER I/C BEQOIBEMENTS 



LOG- 










"^""■"^^'■■^^~- 


ICAL 








LOGICAL 




UNIT 




1 ASSIGN- 1 


DATA 


RECORD 




(LU) 


USE 


1 MENT 1 


FORMAT 


LENGTH 


MEDIA 


= = = = =:=:: 


= = = = = = = = = = = = = = = = =: = : 


=========== 


========= 


:======== = : 


========== 





Output: 


1 Always 1 


ASCII 


64 to 


device/ 




Log information 


I required! 




256 


file 


1 


Input: 


Always | 


ASCII 


Up to 


device/ 




User Pascal 


required j 




256 


file 




source program 
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TABLE 1-1 PASCAL COMPIIER I/O BEQUIBEMENTS (Continued) 



LOG- 1 lilt 
ICAL 1 III LOGICAL | 
U!IIT 1 1 ASSIGN- 1 DATA | RECORD | 
(LU) 1 USE 1 MENT j FORMAT | LENGTH | MEDIA 

2 1 Output: 1 Always | ASCII | 132 | device/ 
1 List, cross, 1 required! j 1 file 
1 summary, batch | for j | I 
I statistics and | program | j j 
I program statis- j statis- | I I 
1 tics 1 tics 1 1 1 


3 1 Input/output: j Always | BINARY | 512 | file 
I Temporary com- j required! I I only 
1 piler scratch I 1 1 1 
1 information III! 


U ! Input/output: | Always | BINARY | 512 | file 
1 Temporary com- j required} | ! only 
1 piler scratch I 1 1 1 
I information 1 1 1 1 


5 1 Input/output: | Intern- | ASCII | 256 | file 
1 Temporary com- | ally j | j only 
1 piler scratch j control- | I I 
1 information j led by | j j 
j 1 compiler! | | 


6 1 Output: 1 Optional! ASCII | 132 | device/ 
1 Assembly list- | Requi- | | j file 

I listing j map and 1 | | 
! 1 assem- ! j | 

1 1 hiy 1 1 1 


7 1 Output: 1 Always I BINARY | 126 | device/ 
1 Compiled program! required! | | file 
1 object 1 1 1 1 


8 I Input: 1 Intern- ! ASCII j Up to 1 device/ 

1 1 control-! | I 
1 1 led by 1 j j 
1 I compiler! 1 1 



1.5.1.1 The Log Output Device 

Assignment of the log output device is always required for the 
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compiler to identify itself and to output other ASCII formatted 
compiler-operations messages. Refer to Appendix G for a list of 
compiler-operations messages that may occur during compilation. 

The LOG option additionally enables the comiiiler to identify each 
Pass currently operating and the number of errors that occurred 
during the pass, if any; to the compiler's log device. Refer to 
Section 1.5.3.9 on the LOG option. 

1.5.1.2 The Source Input Device 

The source input device or file on logical unit 1 contains the 
Pascal source program in ASCII format of logical record lengths 
of up to 255 bytes. If the source input records are larger than 
the print medium records, the listed line will wrap around to the 
next line. 

When the source input unit is a device (non-random), the compiler 
automatically allocates and assigns lu 5 to the temporary file to 
copy lu 1 source onto lu 5 for subsequent reuse in Pass 10. 
Logical unit 5 is a temporary scratch file used only for this 
purpose. 



1.5.1.3 The Listing Device 

Output to the listing device or file on logical unit 2 is in 
ASCII in logical record lengths of 132 bytes to produce: 

• Compiled program listings 

• Cross reference listings 

• Summary option listings 

• Program statistics listings 

• Batch statistics listings 

See Section 1.9 for descriptions of listing formats. 

1.5.1.4 Scratch Files 

The compiler requires two temporary scratch files during 
compilation. The files are allocated by the user (when standard 
CSS's are not in use) to lu 3 and lu 4 as indexed files with a 
logical record length of 512 bytes, just as the Pascal CSS's do. 

These file allocations are not controlled internally by the 
compiler. The compiler performs both input and output of binary 
data to these files for inter-pass communication. Some user 
sites may operate the compiler with lu 3 and lu 4 allocated to 
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the same volume. Deferring these allocations to the user or CSS 
level gives the user the option, if possible, of placing them on 
different volumes for increased compilation speed. 

It is possible to shorten compilation-time for large, nearly 
stable programs once the largest number of sectors used during 
compilation is known, by allocating temporary contiguous files 
for lu 3 and lu U. 

The Summary Listino for Pass 1 through Pass 8 displays this 
information (produced under the SUMMARY option). See Section 
1.9.2. 

Another scratch file, lu 5, is internally controlled by the 
compiler depending on whether lu 1 supports random-access as 
described in Section 1.5.1.2. If lu 1 is non-rewindable , lu 1 
source is copied to lu 5 for subsequent rereading on Pass 10. 

1,5.1.5 The Assembly Listing Device 

Logical unit 6 (the assembly listing device or the map option 

listing device) can be a print device or file that can receive 

ASCII logical record lengths of 132 bytes. At the user's option, 

the compiler outputs the following listings to lu 6: 



• Assembly listing 

• ^ap listing 

See Section 1.9 for descriptions of listing formats. 

1.5.1.6 The Object Device 

The object device or file, on lu 7, is required for every 
compilation although it may be assigned to the null device prior 
to starting the compiler. The compiler outputs to the object 
device binary object code in logical record lengths of 126 bytes; 
i.e., an object module of pure code which is directly usable by 
OS/32 Link. 

1.5.1.7 Additional INCLUDE Source Files 

The assignment of source files to lu 8 is internally controlled 
by the compiler for the $INCLUDE option. These source files are 
ASCII files of Pascal source that are merged with the main source 
stream from lu 1. The compiler assigns this lu 8 to the 
user-specified file descriptor (fd) given with each in-stream 
SINCLUDE option. Refer to Section 1.5.3.7 for details of the 
$I?JCLUDE option. The logical record length requirements of 
SINCLUDE files are identical to those specified for the main 
source input file or lu 1 . 
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1.5.2 Compiler Memory Requirements and Speed 

The size of the EJtfirlaid cnmpiler is determined by the size of 
its root segment (14KB) and largest overlay (90KB) and is 
approximately "ffiBIB taken together. The size of the V^WSfWrnt 
i^Udex is determined by the size of its root segment (iUKB) 
plus the sum of the sizes of all of the compiler passes and is 
approximately ^OKB. Approximately 14KB of the overlaid version 
is the sharable root segment and the compiler passes as overlays 
themselves, occupy space (as they occur) in the user task 
partition at compile-time. Bie tesXdfint. Kfiraioix^ is sharable. 

With either compiler version, additional memory is required for 
table space at compile-time. The Pascal CSS • s default this 
"memincr" to 64KB. The amount of required space is source 
program dependent. ft memory segment-size increment of 300KB will 
usually suffice for compilation of 4000 line programs containing 
500 unique identifiers with complex statement structures; e.g., 
a CASE statement with all 128 possible choices indicated. 

The compiler has a compilation speed of approximately 1200 lines 
per minute without optimization, and 400 lines per minute with 
optimization. The exact compilation speed with optimization 
depends on the complexity of the source program. Programs that 
do not lend themselves to any of the available optimizations 
compile at a rate somewhat better than 400 lines per minute. 

1.5.3 Pascal Compiler Options 

The compiler processes the user-written Pascal source program 
into linkable object code. Compiling Pascal source code under 
the default option state allows generation of a compiled program 
listing, cross reference listing, and certain data validity 
bounds and range checks in the object code. 

Additional compile time options provided by the Pascal compiler 
allow the user to tailor compilations and improve ease-of-use 
during the program development cycle. 

The compiler defaults to an internally initialized state when it 
is started without any user-specified options. Certain options 
are considered off/on unless the user reverses them to on/off 
with either a start option or an in-stream option selection. A 
start option is passed to the compiler as an argument in the 
START (ST) directive. An in-stream option having a slightly 
different format is embedded in the source stream of the Pascal 
source program. Some options can be selected only as start 
options, others only as in-stream options. Some can be specified 
by either method. In-stream options over-ride start options. 

The Pascal compiler options give the user flexibility in 
tailoring compilations that affect source, object code, listings, 
listing-format-control, memory allocation schemes, and 
ease-of-use. Each compiler option is detailed in the following 
sections and summarized in Table 1-2. 
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TABLE 1-2 PASCAL COMPILE TIME OPTIONS 



OPTION- 
SPECIFIER 



FUNCTION 



ASSEMBLY 



BATCH 



BEND 



BOUNDSCHECK 



CROSS 



EJECT 



HEAPMARK 



INCLUDE 

(fd,arg1r 

arg2) 



LIST 



LOG 



Assembly listing option prints out a listing 
on lu 6 a disassembly of the compiled object 
program in an assembler-level format. 

Batch compilation option compiles a batch or 
series of Pascal programs or modules from lu 
1 until an end of file (EOF) or an end of 
medium (EOM) condition, or {$BEND> option is 
encountered on the source file or device. 

Batch end option signals end of batch to the 
compiler. Required only if BATCH is in 
effect and lu 1 is a non-random access 
device. Must be placed on line after "FNP." 

Subrange bounds check option generates 
object code within the compiled program that 
will check for illegal out-of-bounds values 
assigned to variables of the subrange-type. 

Cross reference listing option prints out a 
listing on lu 2 which is a cross reference 
of labels and of identifiers used in the 
compiled program, relating place of defini- 
tion and place of reference by source line 
number. 

Eject listing format control option, 
wherever encountered in the source stream, 
causes a top-of-form (or page ejection) 
within the compiled program listing being 
printed on lu 2 under the LIST option. 

The Heapmark option allows the compiler to 
recognize HARK and RELEASE references in the 
user's source as predefined procedure iden- 
tifiers. 

Include additional source option includes, 
wherever t$INCLUDE (fd)> is specified in- 
stream, additional source from the file 
indicated by fd. Argi or arg2 may be LIST or 
NLIST, or CROSS or NCROSS. 

The List option outputs the compiled-program 
listing on lu 2. 

Log option prints notifications (logs) on lu 
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TABLE 1-2 PASCAL COMPILE TIME OPTIONS (Continued) 



OPTION- 1 




SPECIFIEE 


FUNCTION 




notices of compiler operations, such as: 




current pass number and the number of errors 




encountered (if any), on lu 0. 


HAP 


Kap option prints out a map of the compiled 




program object, giving relative address dis- 




placements of statements and data. 


?fEMLIMIT=xx 


Memory allocation option defines a percent- 




age of tashspace for Pascal system workspace 




so the remainder of the task partition can 




be available, for example, for get-storage 




requests from external CAL written routines. 


OPTIMIZE 


Ortimization option generates optimized 




object code so object program space and exe- 




cution time may be minimized. 


RANGECHECK 


Fangecheck option generates additional code 




within the compiled object program to check 




at run time for illegal out-of-range values 




used for subscripts, variant-tags, pointer 




values, and subrange value-parameters. 


eSLIANCE 


The Reliance option causes the appropriate 




run time error, task pausing, and task 




termination mechanisms to be generated in 




in a RELIANCE environment, instead of the 




the compiled object code as is required in a 




Reliance environment, different from OS/32. 


SUM MA BY 


Summary listing option prints out a listing 




on lu 2 of internal compiler statistics 




regarding table space, and file sizes used. 




for a particular compilation-unit and lists 




register usage and the number and kind of 




I any optimizations that were performed in the 




object code. 



The compile-tiine option default states, and minimum abbreviated 
start or in-stream formats are listed in Table 1-3. 
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TABLE 1-3 PASCAL COMPILER OPTION SETTINGS 



1 COMPILER 


j 


1 OPTION 


DEFAULT 1 


1 = = = === ===== = = 1: 


; S: ~ ---=— — -£-> S = 


1 ASSEMBLY 


OFF 1 


1 BATCH 


OFF 1 


1 BEND 


NULL 1 


1 BOO^fDSCHECK 


ON I 


1 CROSS 


ON 1 


1 EJECT 


NULL 1 


1 HEAPMABK 


OFF 1 


1 INCLUDE 


NULL 1 


1 LIST 


ON 1 


1 LOG 


OFF 1 


1 MAP 


OFF 1 


1 HEMLIMIT 


1007= 1 


1 OPTIMIZE 


OFF 1 


1 RANGECHECK 


OK i 


1 RELIANCE 


OFF 1 


1 SUMMARY 


OFF 1 



PLACEMENT 
START or in-stream 
START or in-stream 
In-stream only 
START or in-stream 
START or in-stream 
In-stream only 
START or in-stream 
In-stream only 
START or in-stream 
START only 
START or in-stream 
START or in-stream 
START only 
START or in-stream 
START or in-stream 
START or in-stream 





1 


ABBREVIATED 


1 ABBREVIATED | 


IN-STPEAM 


I START 


OPTION 


OPTION FORMAT 


1 ON 1 


OFF 1 


ON 


OFF 


= =:=: = =: = =: = 


:======== 


:===»======= 


; a = s: s s s = : 


1 AS 


NAS 


<:$AS> 


<:$NAS> 


1 BA 





<:$BA> 

•CSBEND> 




1 BO 


NEO 


CSBO 


t$NBO> 


1 CR 


NCR 


<SCR> 

<:$EJ> 


C$NCP> 


1 HE 


NHE 


<:$HEj 

{$IN(fd)> 


•C$NHE> 


1 LI 


NLI 


<$LI> 


<:$NLI> 


1 LO 


NLO 






1 MA 


NHA 


{SMA> 


■CSNMA> 


1 ME=xx 




■C$ME=xx> 




1 OP 


NOP 






i RA 


NBA 


t$EA> 


■C$NEA> 


1 RE 


NRE 


{SRE> 


1 <$NRF> 


1 SU 


NSU 


t$SU> 


i {$NSU> 



^^ith the exception of LOG and OPTIMIZE, which are START-only 
options, the options can be specified in-stream by preceeding 
their names wit^ a dollar sign and enclosing them within Pascal 
comment delimiters. Additionally, there are three options that 
can be specified in-stream only. They are; 



• C$BEND> 

• {SEJECT> 

• ■C$INCLUDE (fd,arg1,arg2)> 
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Compiler option names indicate the positive condition of 
performing the function that they name. It is advantageous when 
invokinn the optionr as start options to use an abbreviated 
mnemonic of the option-specifier: AS for turning on ASSEMBLY, or 
NCR for turning off the CROSS option, for example. The 
option-specifier names also can be abbreviated in-stream. 
In-stream option-specifier names must immediately be preceded by 
a dollar sign character ($) and must be enclosed within a pair cf 
Pascal comment delimiters; either the pairing -C and > or the 
pairing (* and *). Option-specifier mnemonics consist of at 
least the first two letters of their name and up to all the 
letters that irake up their complete spelling. Preceding the 
option-specifier with the letter N negates those options which 
can be negated. Upper or lower case letters may be ured to 
specify the options. 

Pascal compile time options grouped by type are; 

• Source options 



- BATCH 

- BFND 

- HEAPHARK 

- INCLUDE 



Listing option; 



ASSEMBLY 

CROSS 

LIST 

MAP 

SUMMARY 



• Object options 



- BOUNDSCHECK 

- OPTIMIZE 

- HANGECHECff 

- RELIANCE 



• Listing-f orma t-control option 



- EJECT 



fernery allocation option 



- MSMLIMIT 
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Pass Notification option 



- LOG 



Options that can be specified as start options are; 



ASSEMBLY 

BATCH 

BOUNDSCHECK 

CROSS 

HEAPMAPK 

LIST 

LOG 

MAP 

ME«LIKIT=XX 

OPTIMIZE 

RANGECHECK 

RELIANCE 

SUMMARY 



1.5.3.1 ASSEMBLY Listing Option 

The Assembly Listing option obtains a listing of the 

compiled-program machine instructions (generated for Pascal 

executable statements) disassembled into CAL/32 instructions and 

its EXTERN linkages, and its constants area code. The assembly 
listino is output to lu 6. 

Because its default state is OFF, the user must specify either 
ASSEMBLY as a start-option, or ■C$ASSEMBLY> in-stream to obtain an 
assembly -listing. 

Selecting ASSEMBLY as a start option in conjunction with the 
BATCH start option, causes the option state between individual 
jobs in the batch stream to be ON. 

The assembly listing is printed prior to the map listing on lu 6. 
If lu 2 and lu 6 are assigned to the same file or device, the 
assembly listing and/or the map listing is printed on compiler 
PASS9 prior to those listings output to lu 2 on compiler PASS10. 



1.5.3.2 BATCH Option 

The Batch option allows the user to compile a series of Pascal 
programs and/or modules collectively located as a batch stream on 
a given file or device. This option is available both as a start 
option and as an in-stream option. All other start options 
specified in conjunction with the BATCH start option supersede 
the normal default state of those options, between 
compilation-units, i.e., creating a batch-start default state. 
That is, the compiler returns to the batch-start default state 
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between individual coirpilations of programs and/or modules on the 
batch stream. 

The format for specifying the Batch option in the start options 
IS BATCH, minimally abbreviated BA. The format for specifying 
the Batch option in-stream is $BATCH enclosed in Pascal comment 
delimiters: -CSBATCH}, ( ♦SBAT'CH* ) . It should be on the first 
line of the source in-stream. Other options specified in 
conjunction with the "in-stream" -CSBATCHJ or (*$BATCH*) option 
apply only to the first job of the batch compilation. Only when 
the Batch option is selected as a compiler start option will its 
co-specified option settings determine a batch-start default 
state for all compilation-units of the batch. 

Given the Batch start option, the compiler successively compiles 
the Pascal source batch stream from lu 1 (including any $INCLUDE 
options), until either an EOF/EOM is encountered or the ■C$BEND> 
in-stream option is encountered. The compiler succeedes the 
batch compilation with summarized information on the series of 
individual jobs processed during the batch run. Following all 
other listings output for individual compilation-units, a batch 
statistics listing is output to lu 2. Refer to Section 1.9.5 for 
information on the batch statistics listing. 

1.5.3.3 BEND Option 

Code the Batch-end option by specifing $BEND within the Pascal 
comment delimiters: •CSBEND> or (*$BEND*). This option, if used, 
can be placed in-stream as the last line of source stream text of 
the batch-compilation to indicate an end of batch condition. 
However, it is not necessary for individual program or module 
compilations, nor is it necessary for source files with an EO^ 
indicator. It is necessary on a sequential device like the card 
reader, which might not support an EOF condition. 

The user is cautioned that the C$BEND> or (*$BEND*) option 
specifier must be placed after the end of a compilation-unit, 
which ends with the last line containing "END." as a 
program/module terminator. Placing the •C$BEND> specifier in the 
middle of a compilation-unit may cause it to be ignored. 

At the end of a batch compile, when the last compilation-unit is 
completed, the compiler automatically summarizes information 
relating to the series of completed jobs and prints out to lu 2 
a listing of batch statistics. The batch statistics contains 
program/ module names, batch page number, batch line number, and 
end-of-task code for each compilation unit within the 
batch-stream. For each compilation unit that compiled without 
error, object size information is also given, i.e., object code 
si^e and literal constants code size. See Section 1.9.5 for 
details. 
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1.5.3.4 BOUNDSCHECK Option 

The Bounds Check (BOUNDSCHECK) option, when selected by default 
or specification, causes the compiler to generate additional 
object code that checks for illegal values assigned to variables 
of the subrange type. 

The user can specify whether or not the object program will 
incorporate this run time validity check. 

A program compiled with the BOUNDSCHECK option on, and containing 
the source statement: 

VAR INDEX : 1..10; 

contains additional object code that provides a run time error 
message if the execution of the program attempts the assignment: 



INDEX := expression; 

where the evaluation of the expression results in a value less 
than 1, or greater than 10. The run time error generated 
contains the message VALUE RANGE ERROR. 

The BOUNDSCHECK option can be selected as a start option or 
specified in-stream. The minimally abbreviated format for 
specifying BOUNPCHECK is to be ON as a start option is BO; to 
turn it off: KEO. It can be turned ON and/or OFF in-stream, so 
that only portions of the program will be affected. The 
in-stream formats are t$BOUNPSCHECK>, OR ( *$BOUNDSCHECK*) to turn 
it on; and C$NBOUND?CHECK> or ( *$NBOUNDSCHECK* ) to turn it off. 



1.5.3.5 CROSS FEFEBENCE Listing Option 

The Cross Reference Listing option is a program development aid 
that locates identifiers in the compiled program listing by 
source line numbers. The Cross Reference Listing option, when 
selected by default or specification, causes the compiler to 
generate a cross reference printout of all identifiers within the 
particular compiled program. It is output to lu 2 and follows 
the compiled program listing. It lists all user identifiers 
alphabetically, giving place of declaration or definition with a 
mnemonic code indicator for the general kind of identifier; i.e., 
constant, variable, type, etc. It lists where the user 
identifier was referenced within the compiled program listing and 
reflects where a change of value is programmed to occur. The 
place of declaration, definition, or reference is given by source 
line number makinc it easy to locate the identifier in the 
compiled program listing. 

The Cross Reference option is ON by default for all compilations 
unless the user specifically turns it OFF. Restating that the 
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Cross Reference Listing is to be ON is specified by either 
starting the coirpiler with the start option CROSS (CE); or by 
invoking the option in-stream with either C$CEOSS> or (*$CROSS*). 
Turning the Cross Peference Listing option OFF, is specified by 
either starting the compiler with the start option NCROSS (NCR); 
or by an in-stream specification of ■C$NCROSS>, or (*NCPCSS*). 
!*hen the Cross Reference Listing option is OFF, a cross reference 
listing is not nenerated. 

1.5.3.6 EJECT Listing Format Control Option 

The user may format the compiled-program listing with page 
ejections. The FJFCT option encountered in the source stream 
causes a page ejection (forra-feed) in the compiled program 
listing. This option can occur anywhere in-stream, but cannot he 
used as a compiler start option. This option only affects the 
listing produced when the LIST option is on. 

To cause a page ejection encode: 



■C$EJECT> 

or 
(*$EJECT*) 



The in-stream format of the EJECT listing format control option 
is •C$EJECT> or (*$FJECT*). The SEJECT must be enclosed within a 
pair of Pascal comment delimiters. 



1.5.3.7 INCLUDE Option 

The INCLUDE option enables the compiler to process and merge into 
the source stream an entirely separate file containing Pascal 
source. It can be specified as an in-stream option only and 
cannot be used as a start option specifier. 

There is no limit on the number of files which may be included. 

One separate file will have its source included for each option 

specified. The included file may also contain other INCLUDE 
option specifiers. 

To merge an additional Pascal source file, into the current 
source, use a Pascal option-specifier comment containing the 
$INCLUDE option. Specify the name of the additional file as an 
argument to the $IKCLUDE option as a file-descriptor, within 
parentheses. Within either pair of acceptable Pascal 
comment-delimiters; the format of the INCLUDE option specifier is 
SINCLUDE followed by its arguments enclosed in parentheses. The 
arguments within the parentheses are the name of the fd, 
optionally followed by a comma, and another option specifier that 
can specify LIST, (LI), or NLIST (NLI), optionally followed by a 
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comma and another option specifier, such as CROSS (CR) or NCPOSS 

(NCR). The entire specification must be enclosed in a pair of 

Pascal comment delimiters and be self contained on one source 
line. The format of the $INCLUDE may be: 

C SINCLUDE ( fd ) J 

or 

(* $INCLUDE ( fd ) *) 

to include the source on file fd into the source stream being 
compiled. The listing and cross reference will or will not 
contain or pertain to that portion of the source from fd, 
depending on the option settings for the main stream. 

Compiling under the default state with the LIST and CROSS listing 
options on, the listings would reflect the source of all $INCLUDE 
references that do not specify differently. 

The user may disengage the LIST and CROSS reference listings for 
that portion of source which is included by the SINCLUDE option. 
The user may also turn the listings on, even when the main stream 
listing options are off. The complete format of the SINCLUDE 
option is: 



Format: 

< SINCLUDE { fd,arg1,arg2 ) > 

Parameters; 

fd is the file descriptor of a file containing 

Pascal source. 

hra^ and/or arg2 are optional and can be any of the following: 

CROSS CROSS turns the cross reference listing on 

NCROSS NCROSS turns the cross reference listing off 

LIST LIST turns the LIST listing option on 

NLIST WLIST turns the LIST listing option off 

Note that argi and arg2 contain no dollar sign. 

Examples: 

< SINCLUDE ( M3C0:SEGMENT8.PAS ) > 

(* SINCLUDE ( M300:EXCERPT. PAS, NCROSS, NLIS'^ ) *) 
t SINCLUDE ( MU00:PART34.PAS,NLI,CR ) > 
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1.5.3.8 LIST Listing Option 

The LIST listing option specifies that a compiled program listing 
of the source ccmpilation unit is to be produced. 

The compiled program listing is produced on lu 2, prior to any 
other listings being printed for that program on lu 2. However, 
if lu 2 and lu 6 were assigned to the same file, for example, and 
the MAP or ASSEMBLY options were on, those listings, as they arp 
generated on Fass? prior to PasslO precede the compiled-prooram 
listing. 

Because the default condition of the LIST option is on, the 
listing is normally produced without specifying any options. The 
LIST option is both a compiler start option and an in-stream 
option and can be turned on and off for different portions of the 
source program so that only the desired portions will be included 
in the compiled-program listing. 

Specify NLIST as either a start option or an in-stream option t.o 
disengage the listing option. Specifying LIST or NLIST with the 
batch start option will engage or disengage the compiled-prooram 
listing for the entire batch compilation causing any in-stream 
SLIST or SNLIS'^ settings to be ignored. 

The format for setting the compiled program listing to on is 
LIST, minimally abbreviated LI; or to off, it is HLIST, 
abbreviated NLI; specified as a compiler start-option. 

The format for setting the compiled program listing to on or off 
in the source stream, is $LIST, minimally abbreviated $LI; or 
$NLIST, minimally abbreviated $NLI; any one of them enclosed in 
a pair of Pascal comment delimiters. Examples of in-stream US'" 
option settings are: 



<: SLIST > 
(* SLI *) 

<: 'S^ui > 

(* SNLIST *) 

or it can be embedded in a series of option settings: 

■C $EJECT,SLIS'^,$MAP } 

The compiled program listing is detailed in Section 1.9.1. 
Generally, the listing lists the user source program by line 
number and any diagnostic errors. 
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1,5.3.9 LOG Option 

The LOG Option, specified as a compiler start option, enables the 
compiler to notify the user of its detailed PASS operations on lu 
0. It is not available as an in-stream optior and may only be 
selected as a compiler start option. 

The LOG option enables the compiler to log the name of each 
currently operating Pass number and the number of any errors that 
occurred during the pass. For a correct compilation, with the 
LOG option set, the log might contain (in addition to normal log 
device information such as the compiler identification, 
end-of-task return code message, and other compiler-operations 
messages. 



PASS1 
PASS2 
P!VSS3 
PASS4 
PASS5 
PASS6 
PASS7 
PASS8 
PASS9 
PAS310 

To reflect compilation errors encountered, the log might contain: 



PASS1 

PASE2 

PASS3 

PASS4 

PASS5 

145 ERBORS PFTFCTED IN PASS5 

PASS10 



and the compiler terminates with an abnormal termination return 
code after Pass 10 completes its listings. The number of errors 
in any pass is civer in decimal. 

The user can start the compiler with: 

ST ,BA SU AS LO NLI NCR 

setting the log option to monitor the compilation process through 
ruany unit compilations in a batch-stream, or start with: 

ST ,LOG 
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to monitor the process of a single compilation with lu 
previously assicned to the user terminal. 

1.5.3.10 MAP Option 

The MAP option, specified as a start option or within the source 
stream, causes the compiler to generate a Pascal map listing on 
lu 6. This listing is a map of the user object program, or 
object module, for each separately compiled compilation-unit, 
giving displacements which indicate the relative locations cf the 
beainning of each source line containing an executable statement. 
The map also contains displacements (stack offsets) for the first 
datum on a given data-defining source line. See Section 1.9.7 
for the map listing format of an individual Pascal 
compilation-unit object map. This is not the same kind of map as 
that generated by OS/32 LINK for a Link MAP, which displays the 
object locations of an entire established task. To relate the 
displacements given in a Pascal MAP, to object locations at run 
time, a Link MAP should be on hand to determine starting 
locations of any particular compilation-unit object. 

The Pascal wAP option default state is off, and the user must 
specify MAP, abbreviated MA, as a start option to obtain a map 
listing. The in-stream format of the MAP option can be turned on 
and off throughout the source stream so only the portions of 
source code surrounded by •C$MAP> and •C$NMAP> are listed in the 
map listing, but it may not be advantageous to do so. 

The format to specify the MAP listing option in-stream is: 

<; $MAP > 

or 
(* $MAP *) 



or in conjunction with other option specifiers: 

i $LIST,$ASS'EMBLY,$MAP,$SUMMARY > 

Specifying either MAP or NMAP in conjunction with the batch start 
option determines the batch-start default state between jobs of 
the MAP option for each compilation-unit in the batch compile. 

1.5.3.11 BEHLIKIT Memory Allocation Option 

The Memory Allocation (MEMLIMIT) option may be specified as a 
compiler start-option or in-stream. 
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With this option, the user can specify that only a portion of 
task workspace be reserved for access by Pascal compiled-code for 
the heap and stack of the running Pascal program task. The 
remaining amount of workspace is available, for example, for any 
get storage SVCs issued within linked routines externally 
assembled from the program. 

The default condition of the memory limit is 100 percent. That 
is, 100 percent of the task workspace available after linking and 
loading all object code, between CTOP and UTOP, remains in the 
task partition to be used by Pascal compiled-code for the heap 
and the stack, and other internal tablespace (Pascal SDA, RTL 
Scratchpad, etc.). Specifying 80 percent with the MEMLIHIT 
option, e.g., KE=80, reserves only 80 percent of the available 
workspace for access by Pascal compiled-code. Twenty percent of 
the workspace is reserved for other access, e.g., get-storage 
requests, from externally linked routines which are not Pascal 
compiled code. Pascal compiled-code does not enact access to the 
twenty percent set aside by the MEMLIKIT=80. See Figure 1-3 in 
Section 1.7. 

The format of the Memory Allocation option is: 



Format : 



MEMLIMIT = XX 



Parameters: 



XX 



is a percentage, represented by a decimal 
number from through 100. 



An Illegal percentage, not in the range 0..100, causes an ILLEGAL 
OPTIONS compiler-operations message on the log device. 



1.5.3.12 OPTIHIZE Option 

The Optimization (OPTIHIZE) option instructs the compiler to 
attempt to make the user object code more efficient by analyzing 
both machine independent and specifically machine dependent code 
and recompiling them into optimized code on Pass 8. This option 
is best used when the user source program reaches a compile time 
error-free state. The specific optimizations performed by the 
compiler are detailed in Section 1.5.4. Specify the SUMKABY 
Listing option for an accounting of the optimizations performed 
during compilation (see Section 1.5.3.15). 

The optimization option may be specified as a compiler 
start-option only. It cannot be turned on and off for only 
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portions of source code in the source stream; nor can it te 
specified in-stream at all. 

OPTIMIZE is the full format to specify that this additional 
optimization is to take place. It is minimally abbreviated OP; 
and although the default condition is OFF, the user can specify 
no optimization with NOPTIMIZE, minimally abbreviated NOP. 

1.5.3.13 RAHGECHECK Option 

The Range Check Option, selected by default or specification, 
causes the compiler to generate additional object code that 
checks for illegal or out of range values being used for 
subscripts, variant tags, pointer values, and subrange value 
parameters. The user can specify whether or not his object 
program will incorporate these run time validity checks. 

To compile a program with the RANGECHECK option on, if the 
program contains type definitions and variable declarations such 
as: 



TYPE COLOR = (RED, BLUE, BLACK); 

VAR A: ARRAY 11. .99, COLOR] OF INTEGER; 

then that program contains additional object code rangechecking 
that causes a run time error, if program execution attempts the 
array reference: 



A [INDEX1,INDFX2I 



whenever the value of INDEX1 is not within the range 1 through 
99, or the value of INDEX2 is not within the values RED, BLUE, or 
BLACK. This run time error contains the message INDEX RANGE 
ERROR. Other validity checks on variant tags, pointer values, or 
subrange value parameters could produce the run time errors with 
the messages VARIANT TAG ERROR, POINTER ERROR, or PARAW RANGE 
ERROR, respectively. 

The RANGECHECK option can be selected as a start option or 
specified in-stream. As it is on by default, the user must 
specify SRANGECHECK (NRA) as a start-option or specify 
C$NRANGECHECKJ or ( *$NRANGECHECK* ) in-stream, to turn it off. 

1.5.3.14 RELIANCE Interface Option 

Specification of the Reliance Interface Option (RELIANCE) is 
required as a compiler option for any compilations of compilation 
units which are intended to operate in a Reliance environment. 
It must not be specified for compilations not intended to operate 
in a Reliance environment. It is off by default. 
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The Reliance option, when specified, causes the compiled object 
program to contain run-time error handling, task pausing and task 
termination mechanisms compatible with a Reliance environment. 

The Reliance option may be specified as either a start-option or 
in-stream option. The format for specifying this option as a 
start-option If EELIANCE, abbreviated RE. The format for 
specifying this option in-stream is -CSRELIANCFJ, abbreviated 
CSHE>; and must be on the first line of the source of the 
compilation unit. 

Users preparing Pascal programs to run in a Reliance environment 
must also refer to Appendix M for the Pascal-Reliance 
information. 



1.5.3.15 SOBMAEY Listing Option 

The SUKMARY Listing Option, specified as a start option or within 
the source stream, causes the compiler to generate a summary 
listing on lu ?. The summary listing contains information on 
internal compiler statistics that were accumulated during user 
program compilation. A paragraph is printed out for each of the 
first eight passes, giving file size information in use on lu 3 
and lu U useful to users repeatedly compiling a large near-stable 
program who wish to pre-allocate lu 3 and lu 4 as contiguous 
scratch files with adequate space. 

The summary listing also contains information on which 
optimizations were performed and how many times. When the user 
selects the OPTIMIZE option, the Pass 8 optimizations are 
recorded. The amount of memory space saved is also reflected. 
The machine independent optimizations performed during Pass 6, 
are given in the SUMMARY, Pass 6 paragraph. The machine 
dependent optimizations performed during Pass 8 are given in the 
SUMMARY, Pass 8 paragraph. The optimizations are listed by their 
abbreviated names and the number of times they were effected 
(refer to Section 1.5.5). 

The default state of this option is off. To obtain a Summary 
Listing the user must specify SUMMARY, minimally abbreviated SU, 
as a compiler start option or use its in-stream format, which is: 



C $SUMHARY > 

or 
(* $SUMKARY *) 

or in conjunction with other in-stream option specifiers: 

C $MAP,$SUM^APY,$LIST > 
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1.5.3.16 HEAPMARK Option 

Specification of the HEAPMAPK option is required only for those 

compilation units which contain references to the predefined 

procedures MASK and RELEASE. This option need not be specified 

if the compilation unit contains no such references. It is OFF 
by default. 

In the default state, which is off, the compiler will not 
recognize MARK and PELERSE as predefined procedure identifiers. 

The Heapmark option may be specified as either a start-option or 
in-stream option. The format for specifying this option as a 
start-option is HEAPMARK, abbreviated HE. The format for 
specifying this option in-stream is -CSHEAPMARK}, abbreviated 
CSHE>. It should be on the first line of the source of the 
compilation unit, or prior to the first reference to either HARK 
or RELEASE. 



1.5.4 Error Handling 

The Pascal compiler provides extensive error diagnostics of the 
user source and documents any detected errors in the compiled 
program listing, which are discussed in Section 1.5.4. 1 below. 

The compiler also provides its own compiler operations messages 
to the user, as detailed in Section 1.5.1 and especially provides 
a warning message (when possible) prior to malfunctioning, see 
Section 1.5.4.2 below. 

The compiler generates in the program object code certain runtime 
error checking depending upon its start-options. All of the user 
task run time error messages are presented in Section 1.5.4,3 and 
those run-time error checks, controlled by compiler-options are 
discussed. 



Appendix G contains a complete list of PASCAL Diagnostic 
Messages, Compiler Operations Messages, and Run Time Error 

Messages. 



1.5.4.1 Diagnostic Errors 

User-written coding errors are detected by the compiler while 
processing the Pascal source and given diagnostic error messages 
in the coirpiled-program listing. The descriptive 
compiler-produced error messages contain the source line number 
of the offending construct and a 4-digit error code that 
indicates the pass number in which the error was detected and the 
error number in that pass and a brief text message describing the 
error. 

Diagnostic error messages are presented in the compiled-program 
listing below the line of code in which the error was detected. 
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They are also presented collectively at the end of compilation as 
part of the program statistics listing. The format of a compile 
time diagnostic error message is; 



Format: 



****** LINE n, EEPOR xyyy: message 



Where: 

n is the offending source line number, 

X is the pass number that detected the error, 

YYY is the error code, and 

message is the error text, describing the error. 

The possible codes xyyy and messages are listed in Appendix G. 

Some examples of the "messages" of the diagnostics detected are: 

BAD NUMBEE FORMAT: DIGIT REQUIRED 

CASE STATEMENT SYNTAX 

IDENTIFIER DECLARED TWICE 

EXTERNAL ROUTINE CANNOT HAVE FORMAL ROUTINE PARAMETERS 

OPERAND TYPE CONFLICT 

MOD RELATIVE TO OR NEGATIVE NUMBER 

Refer to Appendix G for a complete list of the diagnostic errors 
displayed in listings. 



1.5.U.2 Compiler Failure Errors 

The Pascal compiler is subject to the same internal consistency 
checking as any other Pascal program. When the compiler is 
running as a task, a run time error can occur as compilations are 
performed. However, the normal run time error message is 
insufficient since the compiler is a multi-module program. If 
the compiler should malfunction, the user is given more 
information to write a software change request (SCR) and to 
identify where in compiling this program the compiler 
malfunctioned. 

There is a run time error mechanism especially for the compiler. 
If the compiler code fails, or cannot continue due to 
insufficient accessible memory, the format of the run time error 
message which is sent to the log device is; 
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Format: 



PASS n LINE xxxxx, ADDR yyyyyy message. 
COMPILING LIKE rzzzz OF PROGRAM name 



Where: 



xxxxx 



is the number of the compiler pass during 
which the error occurred. 

is the source line number in the compiler pass 
where the error occurred. 



yyyyyy is the object address within the compiler 

where the error occurred. 

message is the textual run time error message, as 

follows; 



INDEX RANGE ERROR 
PARAM RANGE ERROR 
VALUE RANGE ERROR 
CASE LABEL ERROR 
TRUKC RANGE ERROR 
VARIANT TAG ERROR 
POINTER ERROR 
STACK OVERFLOW 
HEAP OVERFLOW 



2S2ZZ is the source line number in the user program, 

currently being compiled. 

name is the name of the user program, currently 

being compiled. 

The user can determine where in his program that the compiler 
faulted by examining the program's source line zzzzz and possibly 
change that source line as an avoidance procedure to continue. 

If the HEAP or STACK OVERFLOW message occurs after the compiler 
is started or a CSS is invoked, reload the compiler with more 
task memory space (a greater memory segment-size-increment). 
Other abnormal unresolvable error messages occurring during 
compile time should be reported on an SCR (refer to Appendix P). 

1.5.4.3 User Task Run Time Errors 

Executing Pascal compiled-code enacts certain self-contained 
program logic and run-time data validation checks to detect 
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exceptional circumstances that make it illogical or impossible 
for the program to continue executing. Subsequent to these run 
time error messages, the task is paused, and upon an attempt to 
continue with the OS CONTIr^UE command, the user task is 
terminated with END-OF-TASK, under OS/32. These run-time error 
messages may occur while executing Pascal compiled-code as 
follows, and are of the form: 



Format J 



LINE xxxxx, ADDP YYyYyy message. 



Where: 



xxxxx is indicating (when possible) the user's 

errant Pascal source line number in which the 
error was detectable, by the line's Pascal 
compiled-code; or xxxxx is zero, when the 
error was detectable by an RTL/support routine 
not having access to the user's line number. 



yyyyyy is the machine address in the compiled object 
code, of either the interupting ERR compiler 
generated instruction, near the detected 
error; or if line xxxxx is zero, yyyyy is the 
machine address in code which called the error 
detecting RTL routine; and 

"message" is one of the following: 

INDEX RANGE ERROR 
PARAM RANGE ERROR 
VALUE RANGE ERROR 
CASE LABEL ERROR 
TEUNC RANGE ERROR 
VARIANT TAG ERROP 
POINTER ERROR 
STACK OVERFLOW 
HEAP OVERFLOW 



Each of these "messages" is described in detail in Appendix G 
under RUN TIME ERRORS. Some of them are generated by the 
compiler under certain compiler options. BOUNDSCHECK option, 
controls whether or not the VALUE RANGE ERROR checks will be 
generated in compiled-code for subrange-type range errors, and 
can be turned off. The RANGECHECK option, controls certain 
checks for illegal out-of-range run-time values for subscripts, 
variant-tags, pointer values, and subrange value parameters 
giving the messages, INDEX RANGE ERROR, VARIANT TAG FREOR, 
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POIf^TER ERHOR, and PARAM RANGE ERROR. The RANGECHECK option can 
be turned off. 

Run time errors occuring during execution of user Pascal tasks 
are loaged (via an SVC 2, log-message) to the console (user 
console in an KTM environment , system console in a stand alone 
OS/32 MT environment, or system journal in a RELIANCE 
environment) . 

Some errors may allow continuing execution/ after pausing for 
correction by operator intervention, others may require reloading 
with more or differently arranged memory allocations, relinking 
the task/ or reprogramming and recompile, to correct the problem. 



NOT ENOUGH SPACE TO PUN PASCAL 

This message occurs immediately after starting a user Pascal 
task, when the memory allocations available to the task are 
not even large enough for the basic internal workspace 
needed for the Pascal SDA, FORTRAN SCA, or the RTL Scratch 
Pad area. The user task is then terminated. 

Reload or relink with more memory, and restart; or if 
MEKLIMIT was used, check the effect of the HEMLI>!IT memory 
allocation option. If upon restarting, this message does 
not appear and the STACK OVERFLOW immediately does, or it 
occurs sometime thereafter, enough memory was added/arranged 
to accomodate the basic internal tables, but not enough for 
this particular user program's Global variables or stack 
data to be run. Reload or relink with greater memory, and 
restart. 



When executing Pascal named file I/O (text file or non-text 
file), with RFSFT, REWRITE, READ, READLN, WRITE, WRITELN 
statements; the following runtime error messages may occur. Note 
that when the logical unit number, nnn, is an external Pascal 
named file; the position of the file-name in the PROGRAM header 
f ile-name-list determined its associated lu number. If the lu 
number, nnn, cannot possibly be an external file in the program 
concerned, an internal file-variable is of concern. 



NO LU AVAILABLE TO ASSIGN INTERNAL FILE 

READ ATTEMPTED OK A NON-RESET FILE, LU= nnn 

READ ATTEMPTED PAST END-OF-FILE, LU= nnn 

WRITE ATTEMPTED TO A NON-RFWRITTEN FILE, LU= nnn 

INVALID CHARACTER IN NUMERIC INPUT, LU= nnn 
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Additional system file error conditions may be detected while 
performing Pascal named file I/O^ as follows. 



I/O ERROR xxyy, LU= nnn 

where xxyy is the non-zero hexidecimal OS/32 SVC 1 Error 
Status encountered on logical unit number, nnn, by an SVC 1 
I/O being attempted. 

After this message occurs the program is paused. Check the 
OS/32 SVC 1 status halfword as defined in the Operating 
System manual, and the file/device assigned to lu nnn; to 
determine the source of trouble. 

In an OS/32 environment, the task is paused to allow 
operator intervention to correct the problem, and enter the 
OS/32 CONTINUE command to retry the SVC 1, and proceed. 



ERROR IN INITIALIZING EXTERNAL FILE FOR READ/WRITE 

SVC 7 ERROR, LU= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 



ERROR IN ASSIGNING INTERNAL FILE 

SVC 7 ERROR, LU= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 



ERROR IN ATTEMPTING TO CLOSE INTERNAL FILE 

SVC 7 ERROR, LU= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 



Each of the above messages are detailed in Appendix G under RUN 
TIME ERRORS. 

The qualifier SVC 7 ERROR message of the above three messages 
identifies the logical unit number concerned, the function code 
attempted, and the error status encountered; and is of the form: 

SVC 7 ERROR, LU= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 

where nnn is the logical unit upon which the SVC 7 was attempted, 
and the FN= xxxxxxxxxxx, is the function code attempted: 



FN= ASSIGN 
FN= CLOSE 
FN= ALLOCATE 
FN= FENAME 
FN= REFROTECT 
FN= DELETE 
FN= CHANGE PRIV 
FN= CHECK POINT 
FN= FETCH ATTRB 
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and the STATUS= status-message encountered as an error may be; 



STfiTUS=: ILLEGAL FUNCTION 
STATUS= ILLEGAL LU 
STATUS^ VOLUME 
STATUS= NAME ERROR 
STATUS= SIZE ERROR 
STATUS= PROTECT ERROR 
FTATUS= PRIVILEGE ERROR 
STPTrS= BUFFER ERROR 
STATUS= LU NOT ASSIGNED 
STATUS= TYPE (DEVICE) 
STATUS= FD SYNTAX ERROR 
STATUS= SVC 6 DEVICE 
STATUS= FILE IS /S OP /G 
STATUS= I/O ERROH 



1.5.5 Compiler Optimizations 

The object code of a compiled program may be optimized to reduce 
memory space requirements and increase execution speed. Object 
code optimizations performed by the Pascal compiler are 
classified as machine independent and machine dependent 
optimizations. 

The machine independent optimizations take place when the 
compiler recognizee where program logic level code efficiences 
are possible. The machine dependent optimizations take place 
when the compiler recognizes where machine architecture and 
instruction repertoire cede efficiences are possible. 

The compiler performs simple machine independent optimizations 
and numerous machine dependent optimizations. Some machine 
independent optimizations are performed in Pass 6; the remainder, 
as well as all machine dependent optimizations, are performed in 
Pass 8. The Pass 6 optimizations are always performed. Some of 
the Pass 8 optimizations, which might be more time consuming at 
compile-time, are under user control with the OPTIMIZE compiler 
start option (refer to Section 1.5.3.12). 

Selecting the OPTIhIZE option as a compiler start option causes 
all possible pass P optimizations on the compiled object program 
to be performed. Starting the compiler without specifying the 
OPTIMIZE option is the default condition so that certain Pass 8 
optimizations are not performed. 

Th^ user can identify which optimizations were performed on a 
particular compilation by also selecting the Summary listing 
option. Information on both Pass 6 and Pass 8 optimizations 
regarding which optimizations were performed and how many times 
are listed in the Summary listing. The amount of memory space 
required by the object code before and after optimization is 
given. See Section 1.5.3.15 for the Summary listing option, and 
Section 1.9.2 for the Summary listing format. 
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Pascal compiler optimizations are explained in the following 
paragraphs. Their abbreviated representation reflected in the 
Summary listincr, follows each optimization name in parentheses, 
below . 



1,5.5.1 Pass 6 Optimizations 

Certain rudimentary optimizations are performed directly by the 
Pascal compiler at the program logic level, regardless of the 
machine architecture for the compiled object. In the following 
description, A is an array, B is a Boolean variable, e indicates 
a general expreesion, and V is a variable. When a constant is 
indicated, it can be a literal constant or a symbolic constant. 

Constant computation (ARITHOPS) optimizes an expression 
consisting of literal or symbolic constants. They are evaluated 
at compile time and replaced with the result. For example, 2+3 
is reduced to and replaced with 5. 

Computations with zero (CPPRS) optimizes expressions involving 
operations with zero that are replaced with the value of 
expression. V+0 is replaced with V; and V*0 is replaced with 0. 

Boolean constant computation (BOOLOPS) optimizes Boolean 
expressions involving constants replaced with their results. 5>7 
is replaced with FALSE; and B OR TRUE is replaced with TRUE. 

Index constant computation (INDEXEXPR) optimizes array references 
that involve constant indices and have their addresses computed 
at compile time. 

Standard function evaluations (STDFUNCS) optimizes calls to 
standard functions that involve only type conversion that are 
eliminated. OED(V) is reduced to a reference to the current 
value of V. Calls on standard functions with constant operands 
are replaced with the evaluated result. 



Strength reductions (KULDIVS), where possible, 
operations on integers with shifts. 



replace multiply 



Set Operations (SFTOPS) involving complicated set constructors 
are reduced to simpler form, in preparation for later 
optimizations (see EUILDSETS). Given the variable ALPHANUMS, 
which is a variable set-type, SET OF CHAR, the statement: 



ALPHANUKS := [ ' 0' . . ' 9 ' , ' A ' . . ' Z ' ] 



is reduced to the assignment of a single precomputed constant to 
the set variable, ALPHANUMS. 

For Statement Analysis (FORS) inspects FOR statements with 
constant initial and final values. Statements that will not 
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execute because of the relation of the initial and final values 
are eliminated. 

Conditional jumps (CONDJUMPS) occurs when in an IF or CASE 
statement, if the expression which selects an alternative is 
constant, then the conditional jump is replaced by an 
unconditional jump. 

Index checks (IKDXCHKS) occurs when an array index is constant, 
then the check of its value against the bounds of the index type 
is performed at compilation time. 

Negations and unary minus (NEGNOTS) cancels double negatives, and 
double unary minus signs. 

Range checks (EANGECHKS) is performed when a constant is assigned 
to a variable of subrange type, the check of its value against 
the bounds of the type. 

MOD Operation (NODS) takes the expression I MOD c, where c is an 
integer constant power of two, and replaces it by a mask 
operation on I. 

Set constructors (PUILDSETS) combines, in a set constructor, 
constant members and subranges. 

Immediate operations (IMMEDS) changes assignments of the form A 
;= A op e to immediate operations, if op is an integer addition, 
integer subtraction. Boolean "and". Boolean "or", set addition of 
a constant set, or set subtraction of a constant set. 

Bit immediate operations (BITIMMEDS) changes assignments of the 
form A := A op e to immediate operations, if "op" is set addition 
or subtraction and the expression "e" is a set containing one 
element . 



1.5.5.2 Pass 8 Optimizations 

Pass 8 optimizations are performed on the intermediate, compiler 
produced, symbolic assembly language representing the source 
program being compiled. Most of these optimizations are 
dependent on compiler knowledge of the machine architecture and 
machine instruction repertoire. Those optimizations are commonly 
referred to as machine dependent optimizations. The user 
specifies to the compiler whether or not such optimizations are 
to be performed by the OPTIMIZE option. These optimizations may 
reduce the necessary memory space for the compiled program and 
may increase the execution speed. Some optimizations, such as 
COMBINE-LABELS, do not, by themselves improve code-efficiency. 
They may, however, cause other optimizations to be recognized. 

Cross-Link Optimization (CROSS_LINK> examines two streams of code 
branching to a common label. Code duplicated in one stream is 
deleted and replaced with a branch to the appropriate entry point 
in the second streair. 
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Combine-Labels Optimization ( COMBINE_LABELS ) reduces multiple 
labels on a stateirent to a single label. All references to the 
deleted labels are adjusted. 

Opt-Lab Optimization (OPT_LAB) removes unreferenced labels such 
as those generated from the combine-labels optimization. 

Branch-Chain Optimizations ( BFANCH_CHAIN) changes branches to yet 
another branch with a direct branch to the appropriate label. 
Branch chains may be reintroduced in resulting chains with 
short-form branch instructions. 

Check-Condi Optimization (CHECK_CCND1 ) deletes a conditional 
branch to the next instruction. 

Check-Cond2 Optimization (CHECK_C0ND2) converts a conditional 
branch around an unconditional branch into a conditional branch 
with the opposite condition and deletes the unconditional branch. 

Check-Cond3 Optimisation (CHECK_C0ND3 ) deletes a conditional 
branch followed by an unconditional branch to the same label. 

Opt-Branchi Optimization (OPT_BRANCH 1 ) deletes the unreachable 
code between an unconditional branch and the next label. An 
opt-branchi optimization usually occurs for each cross-link 
optimization. 

Opt-Branch2 Optimization (0PT_BRAHCH2) deletes unconditional 
branches to the next instruction. 

Opt-BraTich3 Optimization (0PT_BRANCH3 ) converts a conditional 
branch, whose target is a conditional branch with the opposite 
conditionr into a conditional branch to the instruction following 
the originally targeted conditional branch. 

Opt-Codelab Optimization (0PT_C0DELAB ) converts certain nonbranch 
instructions that reference labels on branch instructions to 
reference the target of the branch. 

Remove-No-Condition Optimization ( REM0VE_N0_CCND) deletes certain 
instructions whose purpose is to set the hardware condition code, 
when that condition code setting is altered prior to its use. 
This includes all compares, the load register instructions, and 
the AI, SI, CI, CLI, 01, and XI shift instructions with a 
constant operand of zero. This optimization generally occurs on 
a load register instruction following the After-RX or After-LI 
optimizations. 

Null-Opi Optimization (NULL_0P1) deletes certain instructions 
whose purpose is to set the hardware condition code, and is 
reached by a branch from a sequence that sets the condition code 
with the same value. Refer to the remove-no-condition 
optimization. 

Null~0p2 Optimization (NULL_0?2) deletes certain instructions 
that set the hardware condition code to the same value as the 
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previous instruction. Refer to the remove-no-condition 
optimization. 

Rfter-RR Optimization (RFTEE_PR) reduces a pair of instructions 
such as: LE r1,r2 and I.R r2,r1 to LR r1,r1. The resulting 
instruction, which werely sets the hardware condition code, can 
be inspected for removal by other optimizations. 



NOTE 

The following three optimizations reduce 
an instruction that references a value or 
an address in memory to an RE 
instruction, if that value is available 
in another register. 



After-RX Optimization (AFTER_RX) takes an RX instruction 
referencing an operand that was previously the source/target of 
a load/store instruction and changes the RX instruction to an RR 
instrviction . 

After-LI Optimization CAFTER_LI) takes an RI instruction 
referencing an operand previously loaded by an LI instruction and 
changes the RI instruction to an RR instruction. 

After-LA Optimization (AFTEB_LA) converts an LA instruction 
following an LA instruction for the same location into an LR 
instruction. 

Bef ore-Load Optimization { BEFORE_LOAD) deletes a load 
instruction, which precedes another load into the same register, 
without an intervening use of that register. 

Befora-Mult Optimization ( BEFORE_MULT) deletes a load 
instruction, which precedes a load multiple instruction affecting 
the register of the former load instruction, without an 
intervening use of that register. 

Opt-Br Optimization ( OPT_BE ) deletes the unreachable code between 
an unconditional BE and the next label. 



NOTE 

The following two optimizations 
effectively change long branches to a 
label into short branches to another 
branch to the target label. These 
optimizations, together, can effect a 
significant reduction in the code of a 
CASE statement. 
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Try-Short-Branch Optimization {TRY_SHOET_BR) flags the number of 
intraprocedural branches that required the use of the 4-byte RX2 
format rather than the 2-byte short format. 

Chain-Branch Optimization (CH]MN_BRANCH) changes a long 
branch-to-label into a short branch to another 
branch-to-target -label. 

Opt-Immediates Optimization (OPT_IMMEDS) optimizes immediate 

instructions by changing a Load Immediate to an Add Immediate 

wherever this change is valid and allows the instruction to be 
shortened. 



1.6 PASCAL COMPILEP OPERATING INSTRUCTIONS 

The Pascal compiler is available as two established tasks to be 
run under Perkin-Flmer OS/32 R05.2 or higher. The user can 
select either version of the compiler task on file PASCAL. TSK, 
which is a root-segment and 10 overlays; or the compiler on file 
PA3CALR.TSK, which is the resident version of the compiler. 

The overlaid version requires less memory space and compiles 
slightly more slowly because of the overhead of overlay loading 
during compile time, although overlay loading is automatic and 
user transparent. This version is established with a sharahle 
root segment, but the overlay space must be provided for in user 
task space. The resident version, with the passes and root 
segment established as one pure task, is sharable by many users. 
Use the larger resident version where many users will be 
simultaneously executing the compiler at one installation. 
Regardless of the version of the compiler task used, Pascal 
compiler operation is the same. To compile: 

Either; 



• load the compiler task; 

• make the required file/device lu assignments; 

• issue the operating system START command and options; 

Or: 



invoke one of the CSS procedures, specifying arguments 
regarding fd names and any options, etc. 
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1.6.1 Executing the Compiler 

The Pascal compiler requires several lu assignments for I/O 
transactions during operation. The user must assure, either by 
direct allocation and/or assignment commands or by CSS argument 
specifications, that all required or desired lu unit assignments 
are made for the compiler subsequent to loading it and prior to 
executing it. Refer to Table 1-1. Briefly, the compiler uses 
the following logical units: 



a log device or file 

a source input device or file 

a listing device or file 

a scratch file 

a scratch file 
is a scratch file 

a map or assembly listing device or file 
logical unit 7 is an object code output device or file 
logical unit 8 is an additional source input file (for 



logical 


unit 





is 


logical 


unit 


1 


is 


logical 


unit 


2 


is 


logical 


unit 


3 


is 


logical 


unit 


a 


is 


logical 


unit 


5 


is 


logical 


unit 


6 


is 



the 



SINCLUDE option). 



The compiler controls assignments to lu 5 and 8. All other 
assignments must be made by the user either directly after 
loading the compiler, or through CSS procedures. 



For example, OS/32 commands to load the compiler, 
and start the compiler are: 



assign lu*s, 



*L0 PASCAL. TSK, 100 



load compiler with memory increment 



*A^ 0,CCN: 

*1S 1,USERPRGG.PAS,SB0 

*AS 2, PR: 

*TS 3, IN, 512 

*TF 4, IN, 512 

*ALLO U3ERPR0G.ASM,IN,132 

*AS 6,USERPR0G.ASK,FWG 

*ALL0 USERPR0G.0BJ,IN 

*AS 7,USERPR0G.0BJ 

*ST 



assign 


log devic 


assign 


source lu 


assign 


list to p 


assign 


temporary 


assign 


temporary 


allocate a file 


assign 


lu 6 to a 


allocate a file 


assign 


lu 6 to f 


start compiler w 



e to console 

to existing file 
rinter -Cor file> 

scratch file 

scratch file 
for ASSEMBLY/MAP 

file Cor device> 
to receive object 
ile -Cor device> 
ith default options 



An option is a directive to the compiler to perform (or not 
perform) an operation during compile time. Each time the 
compiler is started, the user is implicitly (because of 
predefined default option states) selecting a compilation's 
options. The user may also explicitly select which options the 
compiler will perform, by specification, in the START command or 
through the CSS's. 

The Pascal compiler minimally compiles Pascal source of one 
compilation unit into object, printing the compiled program 
listing and a cross reference listing and generating certain 
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(bounds/range) validity checks in the object when it executes 
(without any user-specified options). The user can specify 
certain options either as start options or in the source stream 
and tailor the compilation process as required. Refer to Table 
1-2 for a summary of available options. Refer to Section 1.5.3 
for the definition of the Pascal compiler options. 

The default states of the options are listed in Table 1-3. 

Starting the compiler without specifying options is the same as 
entering the following OS/32 START command; 



Format; 



ST ,NAS,CR,LI,NKA,ME=100,NOP,RA,NSU 



1.6.2 Compiler Operations Messages 

The following compiler operations messages are listed to logical 
unit 0, the compiler's log device/file. 



PERKINf-ELHER PASCAL Rnn-uu 

The Pascal Compiler logs this message to identify itself and 

notify the user that compilation has started; where Rnn 

identifies the Pascal compiler revision level and uu 

identifies the update level. 

INVALID OPTIONC^) 

Compiler was started with invalid Pascal compiler 
start-option (s ) , and compilation cannot begin. The compiler 
aborts with FND-OF-TASK CODE 1. Correct the options given 
to the compiler prior to restarting. 



PASSn 



When the LOG compiler start-option has been selected/ this 
message is listed to lu for each pass of compiler 
operations beginning, where n is from 1 to 10. This message 
does not appear, if the LOG option was not specified. 



nn ERRORS DETECTED IK PAS^n 

When the LCG compiler start-option has been selected, this 
message is additionally listed when a number (nn) of errors 
are detected in Pass n, where n is the pass number from 1 to 
10. This message does not appear, if the LOG option was not 
specified; or pass n detects no errors. 
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UNABLE TO OPEN FILE filename. ext 

EITHER FILE DOES NOT EXIST OR IS INACCESSIBLE 

Compiler is attempting to perform a user-specified in-stream 
SINCLUDE (filename. ext) optionf but cannot assign the file; 
and aborts the compiled unit with an END-OF-TASK CODE 5. 
Check the SINCLUDE specification, or why the intended 
filename. ext appears not to exist or is inaccessible. If 
under BATCH, a batch EOT H occurs. 



INCLUDED FILE ATTEMPTED FROM NON RANDOK I/O DEVICE 

A user-specified SINCLUDE in-stream option specified an 
argument file descriptor which is a non-random I/O device. 
Unit compilation aborts with EOT 5; batch concludes with EOT 

a. 



COilPILATION EFEORS 

Compile-time diagnostic errors were detected in the user 
Pascal program or module source code just compiled, the 
diagnostic error messages are displayed in the listing on 
the lu 2 list device/file, and the compiler terminates a 
single compilation-unit with an END OF TASK CODE= 2 or 3. 

The diagnostic error messages are displayed in the 
compiled-program listing on the lu 2 list device/file, if 
LIST is on, and/or listed in a group in the program 
statistics at the end of the listing. If LIST is off, the 
group of diagnostic errors message are still available on lu 
2. 

In a batch job with COMPILATION ERRORS, the end-of-task code 
2 or 3 is listed in the batch statistics listing for each 
compilation-unit containing errors, and the entire batch 
terminates with an END OF TASK CODE= 4. 

Check the listings; correct the source; and recompile. 



xxxxxxxx-END OF TASK CODE= n 

where xxxxxxxx is the identifier name of the system 
user/compiler-task ending, and n is the END OF TASK CODE. 
This system message occurs under OS/32 as the compiler 
terminates with an SVC 3, End of Task; giving an EOT code of 
n = 0,1,2,3,4, or 5 as detailed in Appendix F. An EOT of 
zero indicates a correct compile, a non-zero EOT indicates 
a problem. See Section 1.6.3 below. 

The following message may occur when difficulty in performing I/O 
arises for the compiler. 
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I/O ERROR xxyy, LU= nnn 

where xxyy is the non-zero hexidecimal OS/32 SVC 1 Error 
Status encountered on logical unit number, nnn. Fxamine the 
xxyy status, and lu to 8 to determine the cause of I/O 
trouble, e.g., if lu = 1,5» or 8 the compiler cannot read 
source input. In an OS/32 environment, if operator 
intervention can correct the problem and continues with the 
OS CONTINUE command, the SVC 1 will be retried. Users not 
familiar with the xxyy SVC 1 Status halfword definitions may 
refer to the appropriate operating system manual on SVC 1. 



As the compiler is executing as Pascal compiled-code itself, it 
too may encounter certain run time errors, described below or in 
Appendix G under RUN-TIME ERRORS. If an unrecoverable error 
occurs in its own code the compiler generates the message: 



PASS n LINE xxxxx, RDDR yyyyyy message.... 
COMPILING LINE 2ZZZZ OF PROGRAM name.... 

The compiler issues this message prior to pausing, when on 
pass n, at its own line number xxxxx, and object address 
yyyyyy, is encountering a run time error; while compiling 
user source at its source line number zzzzz of user 
program-name or module-name "name....". If the message is 
STACK OVEPFLOF or HEAP OVERFLOW, it is possible that not 
enough memory has been allocated for the compiler to compile 
this program; and the user should reload with greater 
memory, and attempt to recompile. If the compiler 
ascertains, even prior to compiling lines of the user's 
source, it has not enough memory; the STACK/HEAP OVERFLOW 
message may occur as a Pascal compiled-code run time error 
message. 

If the message is, during compile time: 

INDEX RANRF ERROR 
PARAM RANGE ERROR 
VALUE RANGE ERROR 
CASE LABEL ERROR 
TRUNC RANGE ERROR 
VARIANT TAG ERROR 
POINTER FBROR 

the compiler may be malfunctioning. Please report compiler 
malfunctions via an SCR as instructed in Appendix B. 
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1.6.3 Pascal Compiler Return Codes on Termination 

The Pascal compiler task has both normal and abnormal termination 
conditions defined to register a successful or abortive attempt 
to compile the user program. Refer to Table 1-4 for a summary of 
termination codes, and paragraph 1.5.4.2 for instructions to 
resolve any malfunctioning compiler terminations. 



TABLE 1-t» PASCAL COMPILER TERMINATION END OF 
TASK RETURN CODES 



MEANING 



Normal termination. No compilation 
errors detected in either a single 
compilation or all of the compilations 
within a batch stream. 

Illegal start options 

Error detected in Passes 1 through 5 
(syntax) 

Error detected in Passes 6 through 9 
(semantics) 

Any error in processing one or more 
compilation units within a batch 
stream. 

Error in locating or reading a 
•C$INCLUDE (fd)> source file, fd. Abort. 



NOTE 

Return codes 2 and 3 are applicable only 
when processing a single compilation 
unit; i.e., nonbatch operation. Return 
code 4 is applicable only when operating 
in batch mode. In batch mode, the 
appropriate return codes 0, 2, 3, or 5 
for each individual compilation unit are 
found in the batch statistics listing. 



48-021 R01 5/82 



1-47 



1.6.4 Using the CSS Procedures 

The Pascal product contains the following CSS procedures, for use 
under OS/32 HT under KTK, from a user terminal: 



• PASCAL. CSS to compile and link a Pascal program 

• PASCOMP.CSS to compile a Pascal source program 

• PASLISK.CSS to link a compiled Pascal program 

The formats to invoke the CSS procedures are: 
Format: 

PASCAL sourcena me, list, options, assemlist,meraincr,worksize 
PAS CO MP sour cename, list, opt ions, asseml is t,memincr 
PASLINK objectname,list,worksize 

Arguments: 



sourcename is the name of the file containing the Pascal 
source program to be compiled. An extension 
of .PAS is assumed; i.e., no extension should 
be given as part of the CSS argument; but the 
source file must exist with an extension of 
".PAS". 

list is the name of the file or device to which the 

compiled-program listing, cross reference, and 
linkage Link map are to be written. This 
argument is optional and defaults to PB:. 

options is a list of one or more compiler options 
separated by spaces. Refer to Section 1.5.2 
to select the compiler options. Options do 
not need to be specified. 

assemlist is a file or device to which the assembly 
listing or map listing will be written if 
selected by appropriate options. This 
argument is optional and defaults to PP: . 

memincr is the memory segment size increment to be 

used to perform compilation, i.e, the 

additional memory space the compiler can use 

for stack and heap space to perform the 
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compilation. This argument is optional and 
defaults to 64KB. 

worksize is a 1- to 6-digit hexadecimal number 

indicating the number of bytes of main storage 
to be added to the end of the task objects for 
its maximum workspace. This argument is 
optional and defaults to that value provided 
by Link (256KB or X • UOOOO 'bytes) . Pascal R01 
CSS's default minimum workspace to 
approximately 1 1/2KB or X'624' bytes. 

objectname is the file containing the object of the main 
compiled program to be linked. An extension 
of .OBJ is assumed; i.e., no extension should 
be supplied as part of the CSS argument; but 
the file must exist with an extension of .OPJ 
for PASLINK. 

Any non-specified optional argument must have its position 
reserved by a comma if other arguments are to follow. 

The Pascal product also contains three similar CSS procedures for 
use from the OS/32 system console: 

• PASCAL. CON 

• PASCOMP.CGN 

• PASLINK. CON 

The functions of these ".CON" CSS procedures are identical to 
those CSS procedures previously described and their arguments are 
identically required. Their extension .CON must be used to 
invoke them, unlike the previous three that use .CSS, the assumed 
CSS file extensions. 

These CSS procedures are designed for the simplest basic cases; 
i.e., only one disc device is assumed available. and the 
existing sourcename. PAS, the created sourcename.OBJ or 
sourcename.TSK, (or objectname. OBJ for PASLINK) are all assumed 
to be available or to be directed to that same disc volume, on 
which the CSS's reside. For task establishment it is assumed 
that no user-written routines other than the main program, which 
is linked to PASETL.OBJ routines, are to be included. 

Those CSS's which perform a compile, take the source from 
sourcename. PAS and produce the object on sourcename.OBJ; first 
deleting any file with that sourcename.OBJ. Those CSS's which 
perform a compile and link, also produce the established task on 
sourcename.TSK, first deleting any file previously existing with 
that sourcename.TSK, Those CSS's which perform just a link, take 
the object from objectname. OBJ and produce the established task 
on objectname. TSK; first deleting any file previously existing 
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with that objectname.TSK. These deletions allow the CSS's to 
repeatedly recompile and relink a developing Pascal 
compilation-unit . 

The CSS procedures are designed to provide a quick reference on 
what CSS arguments are expected. Invoking them without any 
arguments specified produces a brief description on the console. 
Enter one of the following: 



♦PASCAL 

*PASCOMP 

*PASLINK 

♦PASCAL. CON 

*PASCOMP.CON 

*PASLINK.CGN 



and a series of messages will be logged to help the user identify 
the necessary arguments. 

The CSS procedures that result in an established user task are; 
PASCAL. CSS, PASCAL. CON, PASLINK.CSS and PASLINK.CON. See the 
OS/32 Link Reference Manual for details on task establishment. 

If the user compiles a source program, for which the compiler 
requires greater than the default 64KB memincr of the CSS's or 
user-specified "meniincr" given through the CSS's to the compiler, 
the compiler runtime error message LINE xxxxx, ADDP. yyyyyy is 
displayed, stating: 

HEAP OVERFLOW or 
STACK OVEHFLOW 

Accidently entering a "memincr" of zero, 0, receives the error 
message: NOT ENOUGH SPACE TO RUN PASCAL, and task-termination. 

The user must recall the CSS (or start the compiler) with a 
larger "memincr" than given previously. 



1,7 ESTABLISHING A PASCAL PROGRAM AS A TASK 

OS/32 Link must be used to link Pascal compiled-code to the 
Pascal run time library routines on PASETL.CBJ and establish the 
objects as a task. The direct output onto lu 7 of the Pascal 
compiler is object program pure code that is directly acceptable 
as input to Link. Link INCLUDE commands may be used to include 
a main program, any separately compiled Pascal object external 
modules on the same file as the main program object, or on 
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individual object files, or include other user objects, or an 
entire file containing a library of Pascal object modules. 

The Link LIBKAEY command, for programs compiled by Pascal FG1 and 
higher, is used to LIBRARY PASRTL.OBJ so that (differing from 
Pascal ROO) only those routines necessary to the external 
references in the object program are included in the task being 
established. Additional Link LIBRARY commands may be used to 
selectively edit the PEMATH.OBJ as the Perkin-Elmer Mathematical 
Sytera Library, the FORTRAN VII RTL and any user libraries. 

When establishing a Pascal task, the Link options FLOAT, and 
DFLOAT must be specified for real and shortreal register use. 
The Link OPTION command WORK = ( min ,max ) can be used to control the 
amount of main storage added to the task for vorkspace. In this 
command, "min" and "max" are liexadecijnal numbers representing a 
number of b^tes. At load tiig, the ijiiault size of the task 
workspace is the value of "min" established for the task; but 
this value can be changed to an amount up to but not greater than 
the "max" by specifying a "segment size increment" in the load 
command. Thus, in the load command "LOAD USERPROG .TSK ,xxx" , the 
"segment size increment", xxx, is a (^eqimaj, number of JiilfiJfeii^S 
of task workspace to be added. If the link OPTION command's WORK 
option is not used, or a "min" is not specified for task 
establishment, the Link supplies "min" to be 80 bytes (or X'50') 
and "max" to be 256 KB (or X'40000'). As the Link default for 
this workspace is BG bytes, this is insufficient to run Pascal 
compiled-code, so the Pascal R01 CSS's set "min" to X*624', which 
is enough for Pascal's run time library's use. Likewise, the 
user must either specify an appropriate "min" at task 
establishment time, or be prepared to specify an approoriate 
"xxx" at load time. The "segment size increment" , xxx, used at 
load time for a Pascal task should include at least 1.50 KB (for 
the X*624' requirement) and enough storage beyond that for the 
global variables, stack, and heap, as required by the user task. 
When FORTRAN subprograms are included, additional memory must be 
allocated for the FORTRAN SCA, approximately X'5C' bytes plus 
X'10' bytes for each lu of KAXLU in the user task. 

A sample command input for Link to establish a Pascal task is: 



OPTION F10AT,DFIOAT,WORK=(8 00,4 0000) 

INCLUDE USERPROG. OBJ -Cmain Pascal program> 

INCLUDE tJSERSUB.OBJ -Cuser external module (s)>-Coptional> 

LIBRARY PASRTL.OBJ -Cedit the Pascal Run Time Library> 

LIBRARY PFMATH.OBJ Coptionally edit for math routines> 

■Cor an RTL containing PE'IATH> 
MAP PR: CPrint a Link map> 

BUILD USERPROG. TSK tBuild the user Pascal task> 
END -Csignal end to Link> 



Note that for programs that use lani files an adjustment of MAXLU 
in a Link OPTION command and/or SYSSPACE Link option might be 
required. Pascal allows a maximum of 32 file names in its 
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PROGRAM header, which are external files, and allows any number 
of internal files. The default number of logical units available 
to a Pascal task by default is usually 15. Of this 15, or any 
user-specified LINK OPTION command HAXLU option, the user must 
assure that enough lu's are available for all external Pascal 
files listed in the PPOGRAH header and any internal files which 
are used at the same time. Pascal ccmpiled-code obtains 
temporary files for Pascal internal files from the next available 
lu below MAXLU, aside from the one lu reserved, when interfacing 
with FORTSAN produced code or the FORTRAN RTL, for the FORTRAN 
error message file. See the Link Manual for specifying other 
Link options. 

Refer to Section 1.10 below for sample application BATCH/$INCLUDE 
Pascal compilations and other task-establishments under Link. 
Refer to Figure 1-3 for a memory map of the minimal initial state 
of a Pascal program task, under OS/32, and assuming no 
interfacing with the FORTRAN RTL or FORTRAN compiled-code. Refer 
to Chapter 10, Figure 10-4, for a more comprehensive memory map, 
involving FORTRAN interfacing and other options. 

In the diagram of Figure 1-3 below, there are eight areas of 
memory. In order of increasing address, they are: 

• the User-Dedicated Locations (UDL); 

• object program code and constants; 

• object RTL routines and optionally external modules; and 
Task Workspace for; 

• internal Pascal RTL Static Data Base Area (SDA); 

• Pascal RTL Scrathpad; 

• space for clobal variables; 

• empty work space into which the stack and heap may expand; 

• space between UTOP and CTOP, not used by Pascal 
compiled-code if WE!'LIKIT=xx has specified xx <=99 percent. 

The values of UPOT, UTOP and CTOP for a particular Pascal task, 
after loading, may be displayed by the user with a DISPLAY FASRM 
(D P) OS/32 command. CTOP is adjusted upon LOAD with any minimum 
increment specified during task establishment or at load time, as 
an appendage to the LOAD USERPROG .TSK,xxx; where xxx may specify 
an actual workspace value up to the maximum workspace, 
established in the task. UTOP is adjusted after entering the 
OS/32 START command, by the Pascal routine P$INIT called by 
Pascal compiled-code in order to initialize the task's memory 
manag(=ment mechf'nisms. 
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Pointers to the global variable area (GB), the top of the stack 
(LB), and the bottom of the heap (SL) are in general registers; 
whose contents nay he displayed by the user with a DISPLAY 
REGISTER (D R) OS/32 command. 

Ssaister Use whgn exgcutiiia Pa,sc§l compiled-code 

RO SL = Stack Limit (bottom of heap) 

R1 GB = Global Base 

R2 LB = Local Base (becomes the top of the 

stack starting after Global Variables) 



SI (PC) 



LB (R2), GB (R1) -> 



See Link MAP for — -> 
actual object si5"es 



PROG label ENTRY ~> 
PROG label -> 



Remaining 
Work 
space 



Global 

variables 



RTL Scratchpad 
X'600* Bytes 



Pascal SDA 
35 Bytes 



Pascal RTL objects 
and optionally 
Pascal Modules 



Object Program 
Code & constants 



UDL 



<- CTOP Ctop of task.> 



<- UTOP after START 



<-MEMlIMIT 7 

taskspace minus 
minimum memory 
to start running 

<- Minimum memory 
needed if no 
routine-calls. 



<- Finimum memory to 
start running. 



<- UTOP after LOAD 



<- UBOT + X'100' 



■+<- UBOT ^CTask Bottom> 



Figure 1-3 Minimal Initial Memory Map f6r Pascal Progra 



m 
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If the Link OPTION command ABS=specif ier is used at task 
establishment time, then an additional area may be reserved 
between the UDL and object program code; or as useful in a 
Reliance task the AES=specif ier may reserve a larger absolute 
area for a UDL of X'IDOO'. 

If interfacing vith FORTRAN compiled-code or the FORTRAN RTL is 
involved for the task, an additional internal table for the 
FORTRAN Static Communications (SCA) resides between the RTL 
Scratchpad and the Pas.cal SDA. 

If a program is linked so as to be shareable, then the object 
program code and constants are in a separate, shared segment. 

1.8 EXECUTING A PASCAL PROGRAM TASK 

An established Pascal program task is executed by loading it, 
making necessary lu assignments for Pascal external files, and 
starting the task, under OS/32. Users preparing programs for a 
Reliance environment must refer to Appendix M. Allocation and 
assignment of Pascal internal files is accomplished by code 
generated by the compiler. An established Pascal task is 
executed by: 



loading the task with the OS/32 LOAD command, 

assigning any logical units reguired for external files as 
referenced by the task, with the OS/32 ASSIGN command, 

starting the task with the OS/32 START command. 



The task should then perform its intended purpose, unless there 
are run-time errors, such as may be caused by improper memory 
allocations of task workspace, I/O problems or other run time 
errors interupting task execution. Any run time exceptions 
fielded by compiler-generated code in the user object program are 
logged to the user console in an MTM environment, to the system 
console under standalone OS/32 or to the system journal under a 
Reliance environment. (see Section 1.5.4.3). 

During execution of a Pascal program task, the memory map differs 
from its initial state as depicted in Figure 1-3 above in two 
respects. There may be local variables activated, and parameter 
data passed to activated routines. This information is housed in 
a stack within workspace and may grow up to, but not inclusively, 
the Stack Limit (SL). 

Also, there may be dynamically allocated variables created on 
and/or then removed from the heap. As the heap within workspace 
grows downward to house dynamic variables the Stack Limit is 
reduced accordingly. Refer to Figure 10-5 for a comprehensive 
run time memory map of an executing Pascal program task; which 
depicts this activity. 
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Special run-time error messages, HEAP or STACK OVERFLOW will 
occur when there is not enough workspace in the user task for the 
heap and stack operation. If this occurs, the user may reload 
the task with the GS/32 LOAD command requesting additional 
minimum Workspace, e.g., "LOAD USERTASK. TSK, 100" up to the 
maximum "worksize" established in the task (by default or 
specification), and restart; or reestablish the task with both a 
more adequate minimum and maximum workspace, to avoid having to 
respecify memory workspace minlmums at load time. 

1.9 LISTING FOEMATS 

The Pascal compiler generates several programming listing aids. 
On the final pass. Pass 10, the following listing aids are 
generated on lu 2: 



• Compiled program listing, if LIST option is on 

• Cross reference listing, if CSOSS option is on 

• Summary listing, if SUMMARY option is on 

• Program statistics listing, on every compilation 

• Batch statistics listing, if BATCH option is on 

On the object generation pass. Pass 9, the following listings are 
generated on lu 6; 

• Assembly Listing, if the ASSEMBLY option is on 

• Map Listing, if the MAP option is on 

If lu 2 and lu 6 are assigned to the same device or file, these 
listings appear before those generated on lu 6, as they are 
generated on PASS 9. 

1.9.1 Compiled Program Listing 

The compiler generates a listing of the input source program 
being compiled with heading information and an image of the input 
program with line numbers, routine nesting level, and statement 
nesting level inf oriration. The exclamation point character (!) 
indicates where column 1 of the source line begins. 

Each source line is given a compilation-unit line number. If the 
compilation is part of a batch Job, a second set of line numbers 
is provided to indicate the record number of the line in the 
batch stream. 
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If the source being listed was obtained from another file by the 
INCLUDE option, the compilation-unit line numbers are frozen at 
the current unit's line number of the -CSINCLUDE (fd)> 
option-specifier line, the batch line numbers (if under BATCH) 
continue being incremented, and additional line numbers appear on 
the right hand margin, enumerating the INCLUDEd file's source 
line numbers, starting from 1. 

A nested INCLUDE option occurring within a Pascal source file, 
already in the process of being included, has the line numbers in 
the right margin restarted from 1, and incremented by 1 for its 
duration; and upon completion, the right margin line numbers 
return to the previous including file's line numbering sequence. 

The heading information contains page numbers and date and time 
of compilation. 

Each page within a compilation-unit's listing is given a 
compilation-unit page number. A second set of page numbers is 
used when processing a batch job. This second set of batch page 
numbers increases sequentially as each compilation unit in the 
batch job is processed. The former set of compilation-unit page 
numbers is reset to 1 for each compilation unit within the batch. 
Heading information on each page also identifies the compiler 
along with the revision level and the customer software license 
number. Refer to Appendix A for a sample listing. 

At the end of the compiled program listing, the compiler 
generates the following additional listings in the order 
indicated: 



1. Cross reference listing, if CROSS option is on 

2. Summary listing, if SUMMARY option is on 

3. Program statistics listing, for every compilation 

4. Batch statistics listing, if BATCH option is on. This 
listing appears at the end of all compilation units. 

1.9.2 The Summary Listing 

A summary of the Pascal compiler internal statistics accumulated 
for each compilation-unit during each of the first eight passes 
is produced if enabled by the SUMMARY compiler option. This 
summary reflects compile-time table memory space (number of 
unique user identifiers in use), scratch file size requirements, 
and optimizations performed on Pass 6, If the OPTIMIZE option is 
on, all optimizations performed on Pass 8 are reflected. For 
each of the eight passes summarized, file size information is 
listed in the form: 

SU?1MAEY, PA?Sn, FILE LENGTH: nn SECTORS 
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Users repeatedly compiling a near-stable program with long 
complle-times may wish to pre-allocate the scratch files on lu 3 
and lu a as temporary contiguous files, given this information in 
the summary. The user is cautioned that when assigning lu 3 and 
lu U to temporary contiguous files, as in: 

"TE 3, CONTIGUOUS, fsize" or "TE 4, CONTIGUOUS, f size" 

that the "fsize" is a number of 256-byte sectors and must be at 
least the largest number of nn SECTORS (rounding any odd nn to at 
least the next even number because Pascal outputs 512 byte 
records to both lu 3 and lu 4) reflected for either the 
odd-numbered passes or the even-numbered passes. See Figure 1-2. 

The odd-numbered passes output to lu 3, so lu 3 may be created 
with a "fsize" >= largest nn SECTORS shown for an odd-numbered 
Pass in the SUMMARY listing. If the largest nn is odd, it must 
be rounded to at least the next even number. 

The even-numbered passed output to lu 4, so lu n may be created 
with a "fsize" >= largest nn SECTORS shown for an even-numbered 
Pass in the SURWARY listing. If the largest nn is odd, it must 
rounded to at least the next even number. 

Several summary paragraphs provide additional information. The 
PASS1 paragraph additionally lists the number of unique 
identifiers. The PJ\SS3 paragraphs additionally lists the number 
of NOUNS USED ard UPDATES USED. The PASS6 paragraph additionally 
lists the Pass 6 optimizations and how many times each 
optimization was performed, if any. The PASS7 paragraph 
additionally lists the REGISTERS ASSIGNED and the number of 
PROCEDURE/FUNCTION calls. The PASS8 paragraph additionally lists 
the Pass 8 optimizations and how many times each optimization was 
performed, if any. The amount of memory space saved by the 
optimizations is also reflected. Refer to Appendix A for an 
example. 



1.9.3 The Cross Reference Listing 

The cross reference listing provides a cross reference of all 
declared statement labels, predefined Pascal identifiers, and 
user-specified identifiers used in the compilation unit. 

The cross-reference listing is produced if enabled by the CROSS 
option being on by default or specification. 

An index to the mnemonics in the cross reference listing is 
available for quick reference on the first paae under the title 

CROSS REFERENCE LISTING. 

INDEX TO MNEMONICS 

:# = CHANGE OF VALUE 
::L = LABEL DECLARATION 
:a = LABEL REFERENCE 
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3C = CONSTAJcT DECLARATION 

sT = TYPE TECLTi-PATION 

:V = VARIABLE DECLARATION 

jP = PROCEDURE NAME 

sF = FUNCTION NAME 



Labels, if any are used, are first listed in the order of their 
integral value. Then the identifiers are listed alphabetically. 
Each predefined Pascal identifier, used in the unit, is listed 
with the compilation-unit line numbers in which they were 
referenced. Each user-specified identifier listed is first 
followed by its defining or declaration source line number, and 
then the line numbers in which they were referenced. A brief 
two-character mnemonic is attached to the first defining line 
number listed after each label or user-specified identifier, as: 



:L = LABEL DECLARATION 

:C = CONSTANT DECLARATION 

:T = TYPE DECLARATION 

sV = VAR DECLfiRATION 

sP = PROCEDURE NAflE 

sF = FUNCTIOK NAME 



The comoilation-unit line numbers of all source lines which 
contain references to the label, predefined Pascal identifier, or 
user-specified identifier are listed. 

Any of these source lines in which the user-specified identifier 
has had a change of value has that source line number followed by 

For declared labels, a source line containing a label reference 
has that source line number followed by ":3". 

The user may refer to the main body of the compiled-prograra 
listing to locate by compilation-unit line number all definitions 
and references listed. Refer to Appendix A for an example 
cross-reference listing. 

1.9.«i Program Statistics Listing 

The program statistics listing occurs for every compilation and 
is not a compiler option. It is output to lu 2 and contains: 



if no external Pascal file names were listed in the user's 
PROGRAM header statement, or when compiling MODULES, the 
message: - NO EXTERNAL FILES USED or otherwise: a table 
associating external Pascal file names (as listed by the user 
in the file-name-list, of the PROGRAM header statement) with 
their respective logical unit numbers as associated by the 
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compiler, entitled: - EXTERNAL FILE TABLE. 

For example, a Pascal PROGRAM header statement, such as: 

PROG RAH (INPUT, OUTPUT, FILENAME, INF ILE50,0UTFILE7 0) ; 

has its external files associated to lu's in this tahle, such 
as : 

- EXTERNAL FILE TABLE 

INPUT 
OUTPUT 1 
FILENAME 2 
INFILE50 3 
0UTFILE70 4 

The above listed logical units for the user task must be 
assigned after loading the user task, and prior to starting 
its execution. 

• a table of the user file descriptors or device mnemonics used 
by the compiler to input source, and output listings, and 
object of the current compilation unit, entitled: 

- FILES USED FOE THIS COMPILATION 

INPUT FILE: name of source file/device compiled from. 
LISTING FILE: name of file/device listing was produced on. 
OBJECT FILE: name of file, object was produced on. 
ASSE;«PLY FILE: name of assembly/map- listing file/device. 

• the message START OPTIONS: followed by the exact string of 
options passed to the compiler in its START command. If none 
were supplied, the message ** NONE ** is written. 

• a table of all applicable compile time options along with 
their default state, their final state at completion of the 
compilations, and indications if they were passed in the START 
command. 

• a summary of compiler detected error messages as required. If 
these diagnostic error messages appear, the user must correct 
the errant source causing the message, and recompile. 

• the message COMPILATION COMPLETE, NO ERRORS; or the message 
COMPILATION ABORTED, nn ERRORS, if appropriate. 

• if no compile time errors were detected, a statement of the 
object code size and literal constants table size (in decimal 
bytes) that was generated for the object program: 

CODE SIZE = nnn BYTES CONST SIZE = nnn BYTES 
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where nnn Is a decimal number of bytes. For a program/ the 
summing of these two sizes/ represents the size of the object 
procrram and constants, which resides at run-time beyond the 
XMOO' bytes of the UDL (or other user-specified ABSOLUTE 
space) within the user task partition; and prior to the 
starting address of the first external module or BTL routine 
to be linked after the program. 

Refer to Appendix A for a sample. 

1.9.5 Batch Statistics Listing 

The batch statistics listing is produced only when compilation is 
performed under the BATCH compiler option. See Figure 1-4. 

If the compiler processed a batch stream, a final listing is 
printed with batch statistics information as follows: 



• The program or module name of the compilation unit. 

• The first lire number of that compilation unit relative to the 
entire batch stream. 

• The page number of the listing on which that compilation unit 
can be found. 

• The end of task code associated with the processing of that 
compilation unit (see Table 1-4). 

• For every compilation unit that was compiled without error 
diagnostics, or other error, a statement of the object code 
size and literal constant table size (in decimal bytes) 
generated for the object code of the compiled program. 

BATCH STATISTICS INFORMATION 

BATCH UNIT NAME BATCH LINE NUMBEE PAGE NUMBER EOT CODE CODESIZE CONSTIENGTH 

MAIN 11 ttO 

MODULEI a i( Its 

S0DULE2 l-S 7 32 

MODULES 23 10 21 



Figure 1-4 Sample Batch Statistics Listing 



1.9.6 Assembly Listing 

The machine instructions and literal constants generated in the 
object code of a compiled Pascal source program are available to 



1-60 48-021 B01 5/82 



the user in the Assembly Listing. The Assembly Listing is only 
produced when the user specifies the ASSEMBLY option to th*- 
compilGr. For each Pascal source statement that causes object 
code to be generated; the Assembly Listing contains a hexadecimal 
representation of its generated machine instructions, their 
location (indicated by a displacement relative to their start 
address), and a mnemonic assembler format of each machine 
instruction. Cne cr more lines of assembler-level code will 
follow each Pascal source line number listed. 

Each source line listed is identified with its decimal number, 
xxxxx, from the main compiled-program listing, in the form: 

* LINE xxxxx 

For each machine instruction generated for that source line, the 
Assembly Listing contains the relative displacement of the 
machine instruction, followed by the actual object code of the 
machine instruction, and concluding with a mnemonic disassembly 
of that object code. 

For a program task, established under default conditions, the 
run-time object addresses of this code within the user task 
partition, usually begin at X*100' bytes off UBOT after the Un 
(or other user-specified ABSOLUTE space) in the Object Program 
Code and Constants area reflected in Figure 1-3. 

The user must obtain a MAP from OS/32 LINK to ascertain the 

actual object locations of any particular program and/or its 

modules when the compilation-unit objects are linked to be 
established as a task. 

In the LINK MAP, the Pascal PROGRAM name becomes a PROGRAM label 
(truncated to 8-characters) has its location reflected and this 
is where Pascal compiled object code begins. It is not 
necessarily where the main body begins. The LINK MAP also 
reflects the PROGRAM label as an ENTRY. The location reflected 
in the LINK MAP of the PROGRAM label as an ENTRY is where the 
main body of the Pascal proaram begins, and where its execution 
begins. One can easily locate the line number of the main body 
compound statement of a Pascal program from the compiled-program 
listing and associate it to the identical line number in a Pascal 
Assembly Listing. 

Likewise, given the starting locations of the PROGRAM and ENTRY 
labels from an established task's LINK MAP, the program's object 
code listed in the Pascal Assembly Listing can be located. The 
displacement addresses in the. Assembly listing for MODULE object 
code displacements reflected in the Pascal Assembly Listing are 
relative to their beginning object address reflected in a LINK 
MAP for the particular name of the MODULE concerned. Pascal 
module names are also truncated to 8~character ENTRY labels with 
their object locations also reflected in the LINK MAP. 

See Figure 1-5 for a portion of the Assembly listing produced 
when compiling the sample program PRIMES of Appendix A. 
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PRIMES 


PROG 












* LINE 


29 




000000 


8880 


001D 




L38 


ERE 


R8,29 


000004 


50F2 


0004 




P101 


ST 


R15,4(R2) 


000008 


C502 


0008 






CLHI 


E0,12(R2) 


oooooc 


2086 






* LINE 


ECS 
30 


L38 


OOOOOE 


5831 


0160 






L 


R3,352(R1) 


000012 


5031 


0164 




* LINE 


ST 
31 


R3,356(R1) 


000016 


5131 


0160 




L6 2 

* LINE 


AM 
32 


R3,352(R1) 


00001A 


5831 


0160 






L 


R3,352(R1) 


00001E 


F930 


0001 


86A0 




CI 


R3, 100000 


000024 


4220 


802E 




* LINE 


BP 
33 


L3 


000028 


C930 


00C1 






CHI 


R3,1 


00002C 


2115 








BMS 


L39 


00002E 


F930 


0001 


86A1 




CI 


R3, 100001 


000034 


2113 








BMS 


L40 


000036 


8810 


0021 




L3 9 


ERR 


R1,33 


000G3A 


C840 


004E 




L40 


LHI 


R4,78 


00003E 


C540 


0080 






CLHI 


R4,128 


000042 


218 3 








BCS 


L42 


000044 


8830 


0021 






ERR 


H3,33 


000048 


D241 


4300 


0173 


L42 

* LINE 


STB 
34 


R4,371(R1,R3) 


00004E 


5831 


0164 






L 


R3,356(P1) 


000052 


4300 


FFCO 




* LINE 


B 
36 


L6 2 


000056 


58F2 


0004 




L3 


L 


R15,4(R2) 


00005A 


5822 


0000 






L 


R2,0{R2) 


00005E 


030F 






* LINE 


BR 
38 


R15 


000060 


8880 


0026 




L43 


ERR 


E8,38 


000064 


C8^0 


0064 




PI 


LHI 


R14,100 


000068 


24D1 








LIS 


R13,1 


00006A 


41ii0 


4000 


0000 




BAL 


R15,P102 


000070 


41F0 


4000 


0000 




BAL 


R15,P103 


000076 


F502 


0001 


8820 




CLI 


R0,100384(R2) 


00007C 


208E 








BCS 


L43 


00007E 


E6E2 


OOOC 






LA 


R14,12(R2) 


000082 


cero 


0100 






LHI 


R13,256 


000086 


24C0 








LIS 


R12,0 


000088 


41F0 


4C0O 


0000 




BAL 


R15,P104 



Figure 1-5 Sample Assembly Listing Fragment 



Following the machine instructions listed/ the Assembly Listing 
also contains the contents of the literal constants used by the 
compiled program. These literal constants also reside in the 
Object Program Code and Constants space reflected in Figure 1-3. 
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The Assembly Listing presents their relative displacements, and 
a representation of their actual object code; although they are 
only disassembled as DCF decimal values. 

1.9.7 Map Listing 

The map listing consists of the STATEMENT MAP and a DATA AREA 
MAP. The STATEMENT MAP lists, for each line of the compiled 
program's executable statements, the source line number and the 
object relative address of the first code-generated machine 
instruction for that source line. Some source lines with 
non-executable code; i.e., some ENDs, are not represented in the 
STATEMENT MAP listing. The displacements given for each line 
number listed in the STATEMENT MAP are identical in meaning to 
those described in the preceding section on the Assembly Listing 
(See Section 1.9.P above). 

The DATA AREA MAP lists a representation of the relative 
locations of the compiled program data. The source line number 
that defines a datum is called a data-defining line number, and 
the DATA AREA MAP lists each data-defining line number with a 
displacement (not including alignment padding) of the first datum 
in the line. The displacement shown in the DATA AREA MAP under 
"DISPL" is entirely different from those displacements listed in 
either the STATEKENT MAP or the Assembly Listing. The 
displacements listed in the DATA AREA MAP are displacements off 
the Global Base Register pointing into the Global Variables space 
reflected in Figure 1-3, for example, for global variables. 

To use this portion of the MAP listing, the user must be familiar 
with in-depth run-time support information of Chapter 10. 
Specifically required is cognizance of the internal storage 
requirements of each different data-type and the padding 
mechanism utilized for object data alignment requirements. 

The compiler reserves memory space for each datum defined in the 
user source program. Following the allocation of this space for 
all data defined on a data-defining line, the accumulated amount 
of reserved space dictated by the previous line is listed under 
"DISPL" for the line number listed under "LINE". This 
displacement points to where the first datum on that line number 
may begin. 

If the value of the displacement does not meet the alignment 
requirements of the first datum because of its internal storage 
requirements, that first datum will be found at the displacement 
(shown under "DISPL") plus the number of bytes required by 
alignment padding (not shown in MAP). Refer to Chapter 10. 
Figure 1-6 is a sample map listing obtained from compiling the 
sample program PRIMES of Appendix A. Compilation was performed 
with the start option MAP. 
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I 

-p 



STATEMENT MAP 



LISE DISPL 



LINF DISPL 



LINE DISPL 



LINE DISPL 



LINE DISPL 



30 


OOOOOE 


31 


C00016 


35 


000056 


38 


000060 


U2 


0000C2 


44 


COOOCC 


48 


000132 


49 


000138 


54 


00016F 


5F, 


000174 


59 


0001E8 


60 


000200 


64 


00023E 


65 


000244 


71 


000276 


72 


000286 


1TA AREA MAP 






LINE 


DISPL 


LINE 


DISPL 


9 


OOOOOC 


19 


00015C 


23 


000174 


27 


018814 



32 

39 
45 
50 
56 
61 
66 
73 



00001A 
00008E 
OOOOEC 
00014E 
0001A2 
000206 
00024E 
0002A2 



33 


000028 


40 


000098 


46 


0000F6 


51 


00015E 


57 


0001C0 


62 


000226 


67 


000258 


74 


0002B2 



34 


00004F 


41 


0C00A2 


47 


OOOOFC 


52 


000166 


58 


0001E4 


63 


000234 


69 


00025E 


76 


0002C6 



NE 


DISPL 


LINE 


DISPL 


LINE DISPL 


20 


00015E 


21 


00016C 


22 00016E 


37 


018814 









00 

I 

o 
to 



Figure 1-6 Sample Map Listing 



o 



03 

to 



1.10 SAMPLE PASCAL $EATCH/$INCLUDE APPLICATIONS 

Examples of the system ease of use of batch compilation and the 
SINCLUDE compiler option are presented below. The first example 
is a straight-forward batch compilation of a main Pascal program 
and several external Pascal modules (procedures and functions). 
The second example shows the use of the $INCLUDE option to merge 
the source of external Pascal modules into a batch stream; a 
sample of the linkage process to PEMATH.OBJ math routines and/or 
a FORTRAN BTL for the linkage process to external FORTRAN 
compiled user-written routines. The third example concerns the 
Inclusion of the standard Prefix for those systems using its 
extended language features for I/O and other operating system 
services. Pascal programs or modules referencing the Prefix 
routines must include the source of the Prefix as the foremost 
part of themselveF as compilation-units. The fourth example 
reflects the use of batch compilation of a series of modules in 
order tc create a library of a file of object modules. 

For purposes of illustration, the file descriptors given in the 
examples have an extension which is indicative of their format 
and content. An extension of .PAS indicates that the file 
contains Pascal source; an extension of .CBJ indicates that a 
file contains standard linkable object code; and an extension of 
.FTN indicates that a file contains FORTRAN source. An extension 
of .LST indicates that a file contains ASCII formatted listing 
information, which could be printed to a device such as "PR1;" 
for a line printer. An extension of .TSK indicates that a file 
contains a loadable established task under OS/32. An extension 
of .CSS indicates a file containing a CSS procedure. The .CSS 
extension need not be specified when assumed by the operating 
system in a command entry to the operating system; it is 
presented in the CSS invocations below for clarity. 

In all of the following examples the character string, voln:, 
stands for the volume on which the file named by the subsequent 
file descriptor resides. The voln: need not be specified by the 
user if all files exist on the same volume as the CSS's. 

The asterisk(*) preceding a line of command entry indicates the 
prompt displayed by the OS/32. The right arrow (>) preceding a 
line of command entry indicates the prompt displayed by the 
command mode of OS/32 Link. Familiarity with OS/32 Link is 
assumed, such that the Link commands in the examples, may be 
presented in abbreviated form. The ellipsis (...) indicates a 
general continuance or assumed code unimportant to the main 
illustration at hand. 



Example 1 ; 

The first example depicts the use of batch compilation of a 
source stream of several compilation units, i.e., a main program 
and several external modules residing on the file, 
voln:SYSTEHA.PBS, as outlined below. 
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C$BATCH> 

PROGRAM SYSTEl»A(file-naine-list); 

CONST ... 

TYPE ... 

VAE ... 

PROCEDURE PI (p1-paramlist); EXTERN; 

PEOCEDUFE P2(p2-parainlist);^XTERN; 

PROCEDURE P3(p3-paramlist); EXTERN; 

FUNCTION FKfl-pacamlist): type-id; EXTERN; 

FUNCTION F2(f 2-parainlist) Jtype-id;EXTERN; 

FUNCTION F3(f 3-paramlist) : type-id; EXTERN; 

FUNCTION LCCAL1 (locall-paramlist) : type-id; 

• . .block; 

PROCEDURE L0CAL2(local2-paramlist) ; 

. . .block; 

BEGIN -CBody of main program SYSTEMA> 

• • • 

END. 
MODULE PKpl-paramlist) ; 

• • « 

BEGIN -CBody of P1> 

• • • 

END. 
MODULE P2<p2-paranilist); 

« « • 

BEGIN CPody of P2> 

• « • 

END. 
MODULE P3(p3-paramlist); 

« • • 

BEGIN -CBody of P3> 

• • • 

END. 
MODULE F1(f l-paramlist) : type-id; 

• * « 

BEGIN -CBody of F1> 

• • • 

END. 
MODULE F2(f 2-paramlist ) ;type-id; 

• • • 

BEGIN -CBody of F2> 

« • • 

END. 
MODULE F3(f3-taramlist) :type-id; 

« • • 

BEGIN -CBody of F3> 

« • • 

END. 
•C$BEND>...or end-of-f ile. . . 

The batch compilation of the batch stream on file 
volntSYSTEMA.FA?; above, through the use of PASCAL. CSS, could be 
performed with; 
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*PftSCAL.CSS volr:SYSTEMA,PR1:,SU MA LI CR,PR1:,120 

or if the •C$BATCH> in-stream option specification (on the first 
line) were not available in the batch stream itself: 

♦PASCAL.CSS volr:SYSTEMA,PRl! ,BA SU MA LI CR,PE1:,120 

Note that this CSS invocation supplies BA as a compiler start 
option in the list of compiler options, as a member of the third 
argument to PASCAL. CSS. 

With either method of specifying the batch option to the 
compiler, the batch-compilation through PASCAL. CSS produces the 
compiler-generated and linkable object code of the main program 
and all the subsequent modules: PI, F2, P3, F1, F2, and F3 on 
one file, voln:EySTEMA. OBJ. The program name in the main program 
header need not be identical to the name of the file containing 
the batch-stream. The standard Pascal CSS's use the file 
descriptor filename of the first CSS argument (the extensions are 
assumed) as the basis for generating the filenames of the object 
file and task file. 

On the file, voln :SYSTEMA.TSK, the established user program task 
is generated. 

On device PR1; are the listings requested by the options SU KA 

LI CR. The LI and CR listing and cross-reference options are the 

default conditions. Also, if the default device, PH:, of the 

standard Pascal CSS's were available on the user system; the 
former of the previous CSS invocations would be; 

*PASCAL.CSS voln:SYSTEMA,,SU MA, ,120 



which would produce the listings on PR:. If the user wished to 

save the listings generated during compilation and print them 

later, the CSS printer arguments could be specified as files, 
such that the previous CSS invocation would be: 

*PASCAL.CSS voln :SYSTEMA, voln :SYSTEMA.LST,SU MA, voln ; AMAP.LST, 1 20 

from which the main listings would be on file, voln ; SYSTEKA .LST; 
and the map listing (also ASSEMBLY listing if the AS option were 
specified) would be on file, voln ; AMAP.LST . A memory increment 
argument of 120 is given to the compiler through the CSS 
invocations in these examples assuming they contain large 
compilation units requiring greater compilation space to process. 
If compilations of an actual user batch stream are compilable 
with the default value of the compiler no memory increment need 
be specified. 
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Implicit in the standard Pascal CSS, is an INCLUDE command to 
OS/32 Link to INCLUDE voln:SYSTEHA .OBJ , in this example, and all 
required linkages are resolved between the main program and its 
external modules, followed by a LIBRARY PASRTL.OBJ to link to the 
RTL. 

To illustrate, the above batch stream on voln: SYSTEMA.PAS could 
have been compiled and not linked, through the use of the 
PASCOMP.CSS, for example with: 

♦PASCOMP.CSS voln:SYSTEMA,PS1:,SU MA LI CB,PR1:,120 

which performs the batch compilation, generating the file, 
voln;3YSTE«A.0BJ, which contains the linkable object code for the 
main program and its external modules. The file, 
voln:SYSTEKA.OBJ, is available for a Link sample input command 
stream, where the character ">" indicates the Link prompt, such 
as in: 

>OPTION FLOAT, DFLOAT,WORK={ 800, 40000) 

>INCLUDE voln tSYSTEHA. OBJ ^include main/module objects> 

>LIBRARY voln:PASRTL.OBJ -Clink/lib Pascal Fun Time Library} 

>«AP PR1:, ADDRESS, XREF tobtain a Link map> 

>BUILD volntSYSTEMA.TSK tbuild user task> 

>END 



The INCLUDE voln : SYSTEMA. OBJ command directs Link to include the 
objects on that file; and because the batch-compilation generated 
the objects for both the main program and its external modules 
onto one file, voln rSYSTEHA .OBJ , several required linkages are 
established at this point. With the LIBRARY volnrPASRTL.OBJ 
command Link prepares to attempt to resolve all remaining run 
time support routine linkages. The user program task is 
available on file, voln:SYSTEMA.TSK, if all linkages were 
resolved. The user must refer to the LINK MAP produced on PR1: 
to identify any unresolved linkage condition. 

Once the the batch-compilation provides SYSTEHA.OBJ, the user 
could have also performed task-establishment through the use of 
the standard PASLINK.CSS by invoking it as: 



♦PASLINK.CSS voln:SYSTEMA,PR1; 



to also obtain the established task on file, voln : SYSTEHA.TSK. 

To execute the user task, a short series of OS/32 directives is 
required to load the task, assign logical units, if required by 
the task, and issue the START command. 
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For example, where xxx = a minimum memory increment. 



♦LOAD voln:SYSTFMA.TSK,xxx 
♦ASSIGN 0,CON: 



♦ASSIGN 1,WAG1; 
♦START 



Example 2; 

Another sample of assembling a system for batch compilation 
involves a main Pascal program which requires external Pascal 
modules already residing on separate source files, linkage to the 
Perkin-Elmer System Mathematical Library math routines, 
PEMATH.OBJ (without argument checking), and/or a FORTHAN VII RTL 
for external user-written FORTRAN routines. In this sample, the 
$INCLUDE Pascal compiler option merges the separate source 
modules into the batch stream. A batch stream may be arranged as 
follows: 



■C$BATCHJ 

PROGRAM SYSTEKB(file-name-list) J 
CONST ... 

X X X Hi • • • 

VAR ... 

FUNCTION DSIN(X:REAL):REAL;FORTRAH; 

PROCEDURE PKpl-paramlist) J EXTERN; 
PROCEDURE P2(p2-paramlist) ;EXTERN; 
PROCEDURE PP3(pp3-paramlist) »FORTRANj 
FUNCTION FKfl-paramlist): type-id? EXTERN; 
FUNCTION F2(f2-paramlist) :tYpe-id;EXTERN; 
FUNCTION FF3(ff3-paramlist) :type-id;FORTRAN; 
FUNCTION LOCALKlocaH-paramlist) : type-id; 

. . .block; 
PROCEDURE L0CAL2(local2-paramlist) ; 

VAR L1,L2,L3:REAL; 

BEGIN CBody of L0CAL2> 

• • • 

Ll!=L2 + DSIN(L3); 

• • • 

END; CEnd of L0CAL2> 
BEGIN -Cmain body of program SYSTEMBJ 

• • « 

END. 
t$INCLUDE (voln:P1.PAS)> 
•C$INCLUDE (volniP2.PAS)J 
■C$INCLUDE (voln:F1.PAS)> 
■C$INCLUDE (Vein :F2. PAS )> 
■C$BEND> ...or end-of-f ile. . . 



In this case, the batch stream on file, voln :SYSTEMB.PAS, could 
be compiled with PASCOMP.CSS generating a linkable object file on 
voln:SYSTEMB.OBJ with the CSS invocation: 
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♦PASCOMP.CSS voln:SYSTEHBrPE1:rSU KA LI CE,PRl!,120 

The above sample, SYSTEMB, assumes separately available files, 
whose source would be merged into the batch stream by the Pascal 
SINCLUDE options specified in the batch stream source enclosed 
within Pascal comment brace delimiters, -C and >. Sample SYSTEMB 
assumes the external PI, P2, F1, and F2 routines source are 
separately available, i»e.. 



on voln:P1.PAS resides: 



on voln:P2.PAS resides: 



MODULE PKpl-paramlist); 

• • • 

BEGIN -CBody of P1> 

• • « 

END. 



MODULE P2{p2-paramlist); 

• • • 

BEGIN CBody of P2> 

• • • 

END. 



and separately. 



on voln:F1.PAS resides; 



on voln:F2.PftS resides: 



MODULE FlCf 1-paramlist) :type-id> MODULE F2 (f2-paramlist) : type-id j 

... • • • 

BEGIN -CBody of F1> BEGIN -CBody of F2> 

... • • • 

END. END. 

It is further assumed that the external FORTRAN user-written 
routines, such as: 



on voln:PP3.FTN resides: 



on voln:FF3.FTN resides: 



SUBROUTINE PP3(pp3-paraHis) FUNCTION FF3( f f 3-params) 
. . .param-types . . .param-types 



:nd 



END 



where the external compilation of PP3 and FF3 by the FORTRAN 
compiler produced their respective object code on files: 
voln:PP3.0BJ and voln:FF3.0BJ. 

Note that the sample SYSTEMB requires linkage in addition to 
PASRTL.CBJ, to external user-written FORTRAN-compiled routines 
(PP3 and FF3) and thereby linkage to a FORTRAN RTL; while also 
requiring linkage to PEMATH.OBJ (if the FORTRAN RTL does not 
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include the sine routines of PEMATH.OBJ) due to the sine function 
call in PROCEDURE L0CPL2, A sample command input to OS/32 LINK, 
where the character ">" indicates a prompt for input commands, 
must then include additional Link commands to establish the user 
task, on voln : SYSTEMB.TSK, as follows: 

>OPTION FLO? T,DFLOAT,WORK=( 800,40000) 

>INCL volnrSYSTFMB.OBJ -Cinclude main/module objects> 

>LIB voln:PASPTL.OBJ -Clink/lib the Pascal ETLJ 

>INCL voln;PP3.0BJ {include external FORTRAN object> 

>I?JCL voln:FF3.CBJ -Cinclude external FORTRAN object> 

>LIB PEMATH.OBJ -Clink/lib PE System Math library} 

>LIB F7RTL50.0BJ Clink/lib FORTRAN RTL w/o argchecks> 

>!fflP PR1; 

>BUILD voln:SYSTEMB.TSK -Cbuild user task> 

>END 



The user task is then available on file, voln ; SYSTEMB.TSK , ready 
for loading, lu assignments, and execution. 

Example 3: 

A third example is presented, SYSTEMC, to illustrate for users 
using the I/O language extensions, provided by the standard 
Prefix (Refer to Chapter 10 or Appendix N, for information on the 
standard Prefix). A batch stream is coded as follows, to reflect 
the inclusion of the prefix for systems where both the main 
program and two of the external procedures, P1 and P2, reference 
the Prefix routines. 

In this example, SYSTEMC, the standard Prefix source is assumed 
available on the file, voln: PREFIX. PAS. Also assumed are that 
both the main program and two external procedures, PI and P2, 
reference prefix (language extension) routines; which requires 
that both the main program and the P1 and P2 modules be compiled 
with the inclusion of the prefix source. Note the boldface 
comments €$INCLUDE (voln: PREFIX. PAS)>, preceding the compilation 
units requiring a prefix. Batch compilation and task 
establishment could be performed by the CSS invocation: 

♦PASCAL. CSS voln:SYSTEMC,PR1:,SU MA,PR1:,120 

which would compile and link and establish the user program task 
on the file, voln: SYSTEMC. TSK, and the user task is then 
available for loading, lu assignments and execution. 

Note that if the MODULE paramlists below for PI and P2 contain 
non-predefined user-specified type-identifiers to type their 
parameters, a TYPE declarations part of a prefix must first 
declare those type-identifiers prior to the MODULE header and 
also occur prior to the $INCLUDE of the PREFIX. PAS because the 
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TYPE declarations cannot occur after the routine-declarations in 
the prefix of PPEFIX.PAS, syntactically. 

t$BATCH> 

•C$INCLUDE (voln;PREFIX.PAS)> 

PROGRAM SYSTEKCCfile-name-list); 

CONST ... 

TYPE ... 

VAR ... 

PROCEDURE F1<p1-para!nlist);EXTERN; 

PROCEDURE P2(p2-parainlist);EXTERN; 

PROCEDURE P3Cp3-paranilist) ;EXTERN; 

FUNCTION F1 (f 1-paranilist):type-id;EXTERN; 

FUNCTION F2(f 2-parainlist) stype-id;EXTERN; 

FUNCTION F3(f 3-paramlist) :type-id?EXTERN; 

FUNCTION L0CAL1{local1-paranilist):type-id; 
. . .block; 

PROCEDURE L0CAL2(local2-parainlist) ; 
. . .block; 

BEGIN -CBody of main program SYSTEHO 

... EXIT(O); 

END. 
CSINCLUDE (voln:PREFIX.PASy> 
MODULE PKpl-paramlist); 

• • • 

BEGIN CBody of P1J 

... TIME(T_EUF); DATE(D_BUF); 

END. 
•C$INCLUDE (voln:PREFIX.PAS)> 
MODULE P2(p2-paramlist) ; 

• 9 m 

BEGIN -CBody of P2J 

... WRITE_FILF_MARK(2,STATUS1); CLOSEC 2 ,STATUS2 ) ; 
END. 
MODULE P3(p3-paramlist); 

« • • 

BEGIN CRody of P3> 

• • • 

END. 
MODULE FKf 1-paramlist) :type-id; 

• • • 

BEGIN -CBody of F1> 

• • • 

END. 
MODULE F2(f2-paramlist>: type-id; 

» • • 

BEGIN CBody of F2> 

• • • 

END. 
MODULE F3Cf3-paranilist): type-id; 

• • • 

BEGIN CBody of F3> 

• • • 

END. 
C$BEND>...or end-of-f ile. . . 
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Example 4: 

In a fourth example, a Pascal system library could be generated 
by performing a batch compilation of a series of modules, with 
the batch stream residing on the following file, 
voln:SYSLIB4.PAS, such as: 



C$BATCH> 

MODULE PKpl-paramlist); 

• • • 

BEGIN CBody of ?1> 

• • • 

END. 
MODULE P2(p2-paramlist); 

• • • 

BEGIN -CBody of P2> 

• • * 

END. 
MODULE P3(p3-paramlist); 

• • • 

BEGIN -CBody of P3> 

• • • 

END. 
MODULE FKf 1-paramlist):type-id; 

• • « 

BEGIN -CBody of F1> 

• • • 

END. 
MODULE F2(f2-paramlist) :type-ld; 

• • • 

BEGIN -CBody of F2J 

• • • 

END. 
MODULE F3(f3-paramlist):tYpe-id; 

• • • 

BEGIN -CBody of F3> 

• • • 

END. 
■C$BEND>...or end-of-f lie. . . 

If the MODULE header "paramlists" or "type-id's" contain any 
user-specified type-identifiers, the declaration of the 
type-identifiers may precede each MODULE in a TYPE declarations 
part of a user-specified prefix. See Example 3 above for 
placement cautions when PREFIX. PAS is also being included. 

In the sample, SYSLIB4. PAS, is a batch stream of source Pascal 
modules external to the main program, which separately resides on 
the file, voln:SYSTFMD.PAS, as outlined below: 
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PROGBAH sySTEFD(file-nanie-list); 
CONST ... 
TYPE ... 
VAR ... 

PROCEDURE PKpl-paramlist) jEXTERK; 
PROCEDURE P2(p2-paramlist) >EXTERN; 
PROCEDURE P3{p3-paramlist) ;EXTERN; 
FUNCTION FKfl-pararalist): type-id; EXTERN; 
FUNCTION F2(f 2-paramlist) : type-id; EXTERN; 
FUNCTION F3(f 3-paramlist) : type-id; EXTERN; 
FUNCTION L0CAL1 (local 1-parainlist ) : type-id; 

. . .block; 
PROCEDURE L0CAL2(local2-paramlist) ; 

. . .block; 
BEGIN -CBody of main program SYSTEMD> 

• • ■ 

END. 

Then, compiling the batch stream of the library of modules, on 
file, voln:SySLIBU.PAS, with the CSS invocation: 

*PASCOMP.C?S voln:SYSLIBi»,PRl!,SU MA LI CR,PR1:,120 

produces the linkable object code of the external modules, PI, 
P2, P3, F1, F2, and F3 on the file, voln: SYSLIBU.OBJ. 

Compiling the main program on file, voln: SYSTEMD. PAS, with the 
CSS invocation: 

*PASC0!1P.CSS voln:SYSTEMD,PR1:,SU MA LI CR,PR1:,120 



produces the compiled object code of the main program on file, 
voln:SYSTEHD.OBJ. 

Then, the following command input to Link includes the main 
program on the file, voln:SYSTEKD.OBJ, with the library of 
external modules on file, voln:SYSLIBU.OBJ , and establishes the 
user task on file, voln : SYSTEMD. TSK. 



>OPTION FLOAT, DFLOAT,WORK=(800,40000) 

>INCL voln:SYSTEMD.OBJ {include main program objectl- 

>LIB voln:SYSLIE4.0BJ -Cedit module object library> 

>LIB voln:PASRTL.CBJ -Cedit the Pascal RTL> 

>HAP PS1: 

>BUILD voln:SYSTFKD.TSK -Cbuild user task> 

>END 

Then, the user task is available on file, voln: SYSTEMD. TSK, and 
ready for loading, lu assignments, and execution. 
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PART II 
LANGUAGE REFERENCE 



CHAPTER 2 
LANGUAGE CONCEPTS AND SYNTAX GBAPHS 



2.1 LANGUAGE CONCEPTS 

This chapter defines several basic concepts in the language of 
Pascal that will be used throughout the remainder of the 
document. Chapters 2 through 9 compose the language reference 
section of the Pascal manual. 

2.1.1 Blocks 

A Pascal program or separately compilable external module is 
organized into a heading, a logical block, and a terminator (the 
period character). A procedure or function is organized into a 
heading, a logical block and is terminated by a semicolon. Each 
block may contain: 

• declarations section (contains declarations of names) 
including routine declarations creating other blocks 

• body (executable statements) 

The declared names and routines and the executable statements 
within a body "belong" to the block in which they are contained. 

Chapter 4 details an introduction to program structure, and the 
syntax of blocks, declarations, and the body of a block. Chapter 
9 covers the program, module, procedure and function headers and 
associated concepts in detail. A brief overview follows. 

The outermost block of a compilable program unit must be headed 
by a PROGRAM header, and its block declarations are visible over 
the entire program unit, even within the blocks of its routines. 
However, the main program declarations are not visible to the 
code of an external Pascal MODULE, and the declarations of a 
MODULE are not visible to the program. Entities are 
transportable in and out of a module only as value or variable 
parameters through its module parameter list. Often 
user-specified type-identifiers are required in a module 
parameter list, for its parameters, so type-identifier 
declarations may precede a module header in a type-definition 
part of a prefix. 

This implementation of Pascal additionally allows a prefix of 
constant, types, and object supported routines to be declared 
prior to a PROGRAM or MODULE header. See Chapter 9. 
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This implementation of Pascal allows not only internal routines 
to be declared in a program, but also external procedures or 
functions, with the directive EXTERN or FORTRAN replacing their 
block in the declaration. Separately compileable Pascal MODULES, 
or CAL written routines using Pascal calling conventions, may 
have their object linked to the main program for those declared 
external routines having had their blocks replaced with the 
directive EXTERN. FORTRAN produced code, or CAL routines using 
FORTRAN calling conventions, may be linked to the main program 
for those declared external routines having had their blocks 
replaced with the directive FORTRAN. 

Within a Pascal program, all user written procedures and 
functions are blocks (or directives) headed by a PROCEDURE or 
FUNCTION header. Once named by declaration or defined with their 
own block, routines may be called into execution from the body of 
their own block or from a block on the same or lower level of 
declarations. 

When procedures or functions are declared within other procedures 
or functions, such definitions are said to be "nested". See 
Section 9.6.7 on nesting routines. As they belong to the block 
in which they are declared, they can be called from the body of 
their block, or from the blocks of other routines on the same or 
lower level of nesting but inner nested routines cannot be called 
from outer blocks. 

Pascal also allows routines to recursively call themselves. See 
Section 9.6.8 on recursion. 



2.1.2 Identifiers 

A noteworthy characteristic of Pascal is that every name that a 
programmer is going to use in the program must first be declared 
unless it is a predefined Pascal identifier. The reserved word 
symbols that constitute the Pascal language cannot be used as 
identifiers. Also, several predefined identifiers are available 
as the names of constants, types, file-variables, and routines 
(see Section 3.3.3). 

A declaration introduces a user-specified name as an identifier 
and a definition (or its meaning). The definition determines how 
the name can be used in the program, and where, with the same 
meaning. This name is called an identifier. The definition is 
applicable to the name over a certain part of the program called 
the scope. To say that the identifier is "visible" in "scope" 
means that its reference in subsequent declarations and 
executable statements of a block, use it with the intended 
meaning established at its point of definition by declaration. 

User-specified identifiers can be redefined within more tightly 
binding scopes. The predefined identifiers can also be redefined 
but then they are no longer available with their assumed standard 
meanings. See "scope" below. 
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2.1.3 Scope 

A scope is a region of a program code in which an identifier is 
used with a single meaning. A user-specified identifier must be 
introduced before it is used. (The only exception to this rule 
is a pointer-type declaration, as that declaration may refer to 
a user-specified target type-identifier that has not yet been 
defined. ) 

Once an identifier is introduced by declaration, it has a scope 
established by whichever block in which it became introduced. ?n 
identifier can only be introduced once within the outermost 
declarations of a block with one meaning or else it receives a 
diagnostic error message: IDENTIFIEF DECLARED TWICE. However, 
the same identifier can be re-introduced with another meaning in 
another inner block, or an inner scope of a record-type 
definition introducing field names. 

A scope, meaning area of VISIBILITY, spans either a program, 
module, routine block, record-type definition, or a FITH 
statement. A PROGRPI*, MODULE, or routine PROCEDURE or FUNCTION 
header establishes a block in which identifiers are introduced by 
declaration, thereby giving each identifier its scope; the scope 
of the entire block. A record-type definition creates another 
scope within the declarations part of a block, and closes upon 
its completion. A WITH statement creates another scope within 
the body of a block and closes upon its completion. R WITH 
statement, by specifying a record variable-selector, allows the 
fields of that record's type to be referenced by their names 
established in a record-type definition, without preceding each 
field-reference with the name of the particular record 
variable-selector. However, the identifiers used as the 
record-variable selector of a WITH statement must be visible in 
scope in order to be specified in the WITH statement as record 
variable selectors. 

In general, if the declaration of an identifier is visible at all 
in a block, and the same identifier has subsequent 
re-declarations also visible in scope, at the point of reference, 
the identifier will be taken to mean that declaration carrying 
the more tightly binding scope. The names of fields introduced 
in a record-type definition in a type definition part can be made 
visible by the WITH statement; and a reference to an identifier 
(of a field) within a WITH statement means that field even if 
there were global or local variable identifiers (visible in scope 
to the WITH statement) of the same name. The expansion of scope 
introduced by a particular WITH statement ends (or closes) at the 
end of that WITH statement. A nested WITH statement within 
another WITH statement creates another scope within a scope. 
Also, within one WITH statement, reference to more than one 
record variable selector is possible, and the hierarchy of nested 
scopes introduced is the order in which the sequence of record 
variable selectors are listed. 
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The scope of a declaration of an identifier is determined by the 
following rules: 

1. A declaration is visible to the entire block to which it 
belongs, from the point of its introduction. 

2. The block created by the declaration of a routine also 
defines and makes visible the name of that routine within the 
immediately enclosing block. 

That is, the name of a routine declared in the outermost 
block of a program is visible to itself, subsequent 
declarations, and the body of the program, but the 
identifiers introduced inside the routine are not visible to 
the program. Likewise, the name of a nested routine is 
visible to the enclosing block in which it is declared, but 
not the identifiers introduced within the nested routine. 
The name of a nested routine is not visible to any block 
outside its immediately enclosing block. 

3. If a declaration is visible within a block, then the 
identifier is visible with that declared meaning within any 
routine that belongs to that block, unless it is overridden 
by another declaration of the same identifier within that 
routine (a more tightly binding scope). 

Stated informally, declarations are freely imported into a 
routine, but the reverse is not true. 

4. On the other hand, declarations are never exported from a 
routine block. That is, a declaration within an inner block 
is never visible outside the block. The scope of such a 
declaration is entirely contained within that block. 

When a scope is defined within another scope, we have nested 
outer scope and inner scope. As identifiers can be redeclared in 
different scopes, a reference to such an identifier from a point 
which can see several scopes poses the problem of which one is 
meant, at the place of reference. In this case, the inner 
meaning applies following the declaration in the inner scope, and 
the outer meaning applies in the outer scope. 

Ambiguity exists when, within a scope, an identifier declared in 
an outer scope is first referenced and then redeclared. In the 
current implementation such a reference will use the outer 
declaration without generating a diagnostic error. If the 
reference was intended, however, as a forward reference (as in a 
pointer type declaration), the incorrect result will be obtained. 
References preceding intended redeclarations, particularly using 
an identifier which is already visible in scope as an intended 
target-type forward reference, are considered illegal and should 
be avoided. 
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Following is the hierarchy of scopes: 

prefix prefix 

(program (record-types) (module (record-types) 

(nested routines(record-types) (nested routines(record-tYpes) 

(WITH statement (WITH statement 

(nested WITH statements)))) (nested WITH statements)))) 

Therefore, within each scope, only certain identifiers are or 
become visible in scope. 

A program or module can use as a reference: 

(1) any predefined Pascal identifier; 

(2) constant, type, and routine identifiers introduced 
within either its respective program or module prefix; 

(3) constant, type, variable, or routine, identifiers 
declared in the outermost declarations section of either 
their respective program or module outermost block, 
i.e., those identifiers global in scope, to the 
compilation- unit. 

A program cannot use the external file names in its header, as 
file-variables until they are declared and re-introduced as 
file-variables. As a program and module establish mutually 
exclusive global scopes for themselves as compilation-units, a 
program does not have access to the declarations of a module. 
Linkage from the program to the module must be directed by an 
EXTERN directive and communication between the two can only be 
transacted through corresponding parameter list declarations and 
appropriate invocations of the module. 

From the program's point of view the module is an external 
routine and only has access to the name of the module from its 
EXTERN declaration, not the parameter identifiers of that EXTERN 
declaration . 

From the module's point of view, the scope of the program is not 
visible. A module does not have access to the global 
declarations of the program, nor its prefix. 

A module can additionally use the value or variable parameter 
identifiers introduced in its module parameter list. A module 
cannot use the external file-variables of a program unless they 
are passed to the module as variable-parameters. 

Although the outermost declarations of a module are global in 
scope to the module as a compilation-unit, note that a variable 
declaration in a module is not a global variable, but a local 
variable. 
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A routine can use as a reference; 

(1), (2), (3) defined above, respective to whether contained 
in a program or a module compilation-unit; and 

(4) all identifiers introduced within the routine itself and 
by its outer (enclosing) routines. This includes its 
own name and all identifiers introduced as value and 
variable parameters and the local constant, type, 
variable or routine declarations in the declarations 
part of the routine block. 

A record-type definition can use as a reference: 

any constant-identifier, or type-identifier from: 

(1), (2), or (3) defined above, and 

those constant-identifiers or type-identifiers from: 

(U) if the record-type definition is within a routine 
block. 

A WITH statement can use in its references: 

(1), (2), (3) defined above, and 

CU) defined above, if within a routine body, and 

(5) all identifiers made visible by the WITH statement 
itself and those made visible by its enclosing WITH 
statements, if it is a nested WITH statement. This 
includes all field identifiers introduced in the record 
definition of the type of those record-variable 
selector(s) listed in the WITH statement. The WITH 
statement opens a scope, in which the field identifiers 
can be referenced, without tediously repeating the 
record variable selector. When more than one 
record-variable selector is listed in one WITH 
statement, the hierarchy of newly opened scopes precedes 
from left to right, opening the scope of the first 
listed record-variable's type, then the second, and so 
on. See Section 7.3.7 for an example on the WITH 
statement. 

2.1.4 Constants 

Some of the data used in a Pascal program are fixed values and 
cannot change value during execution of the program. These 
unchangeable values are called "constants". Constant values can 
be literally represented, while coding, and these values are 
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called literal-constants (see Section 3.3.4). Constant values 
may also be oiven names that are identifiers defined with the 
value of the constant in the constant declarations part of any 
block (see Section 4.2.2). The syntax of the language construct, 
"constant", is given in Section 5.1. 

Usually, the constants to be used in a program can be 
collectively defined in the outermost block of the main program. 
If an identifier is defined to be a constant in an inner nested 
routine, that identifier may not be available to an outer block. 

2.1.5 Variables 

A variable is a datum that can have its value changed during the 
execution of a program. 



A variable may be declared with a name in a variable d 


eclarations 


part of a block (see Section 4.2.4), or may be 


dynamically 


created with the predefined procedure NEW, (see Section 5.3.11). 


The programmer declares a variable to be of certain 


type, and 


that variable can assume values of its defining typ 


e, or of an 


assignment-compatible type. The basic operations on 


a variable 


are assignment of a new value to it and reference to 


its current 


value. Variable data is of four kinds: globa 


1, local. 


parameter, and dynamically allocated. When a glob 


al variable 


comes into existence by declaration, or when a decl 


ared local 


variable comes into existence by a routine invocation 


, or when a 


dynamic variable is created, it has no defined value until a 


value is assigned to it in an executable statement. 


Within the 


block of a routine-definition, the value and variable 


parameter 


identifiers can be assumed to come into existence with 


the actual 


argument data passed to them in the routine invocation 


• 



2.1.6 Global and Local Variables 

If the declaration of a variable is in the outermost block of the 
main program and not within a routine, nor within a module, is 
said to be global. A global variable exists during the entire 
execution of a program, and the scope of its identifier spans the 
entire program. 

If the declaration of a variable name is inside a routine, that 
variable is not directly visible outside the routine, but is 
visible not only to the body of the routine itself, but to also 
any nested routine contained in the declarations of that routine. 

If the declaration cf a variable name is inside the outermost 
block of a separately compileable module, the identifier is 
global in scope to the entire module, but the variable is 
actually a local variable which comes into existence only upon 
invocation of the module from its calling code. 

All declared local variables come into existence when the routine 
is invoked, as do the routine's dummy parameters, as place 
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holders for the actual argument data which will be passed upon 
invocation of the routine. Parameter identifiers can be value 
parameters, variable parameters, or formal routine parameters. 

As routines can be invoked recursively, there can be several 
copies of the same set of local variables and parameters in 
existence at one time. When there are no indirect invocations of 
routines, any use of the name of a local variable refers to the 
most recently created copy of that variable. 

To describe what happens when a routine is invoked indirectly, 
that is, as a result of being passed to a formal routine, it is 
useful to define the concept of the environment of an invocation. 
This is the set of data, referred to by nonlocal names, that the 
routine can use, and is called the environment of the routine at 
the time of its invocation. Briefly, when a routine name is 
passed to a formal routine parameter, it takes its environment 
along with it. 

When a routine finishes execution and returns control to the 
place where it was invoked, the most recently created set of 
local variables is destroyed. 

2.1.7 Dynamically Allocated Variables 

A program can also create dynamically allocated variables. These 
variables are not automatically created and destroyed, as an 
effect of the flow of control among procedures, but by explicit 
creation and disposal commands within the program. Such variable 
data are not referred to directly with their own identifiers, but 
as the targets of pointer variables. See Section 5.3.11 on the 
pointer-type. 

2.1.8 Data Types 

Every datum that is manipulated by a Pascal program is of a 
particular type. The type determines the possible values for the 
datura, the legal operations on it, and the meaning of the datum 
to the programmer. Pascal has several predefined data types and 
allows the programmer much freedom to create new user-specified 
types (see Section 5.3). 

User-specified data type definitions are declared in a 
type-definitions part of a block (see Section U.2.3). 

Data type declarations and the rules of the language are designed 
to make it easy for the programmer to guarantee that only 
meaningful operations are performed on any datum. However, this 
requires careful application of the rules of type-compatibility 
in Pascal. 
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2.1.9 Data Type-Compatibility and Conversion 

There are two degrees of compatibility in Pascal: 
"identity", and "assignment compatibility". 

In Pascal, data of user-specified types usually require 
"identity" of type to be compatible for most operations such as 
relational structured comparisons, or assignment. The scalar 
literal-constants, data of the predefined scalar 
type-identifiers, and scalar components of user structured-types 
can usually be compatible for applicable operations amongst their 
respective scalar types in the broader sense of "assignment 
compatibility". literal-strings of only the same fixed length 
can be assigned to string-arrays, but literal-strings of any 
length can be passed to value parameters of string-type. 

Specifying actual argument data in a routine call also requires 
Pascal type-compatibility rules to be adhered to. Arguments 
passed to VAR variable parameters, require "identity" of type. 
However, arguments passed to value parameters, only require 
"assignment compatibility" of type. 

The strongest degree is "identity", where the two types of two 

different datum are identical. Two data are "identical" in type 

if the fact that the types are equal can be ascertained without 
looking at the internal structures of the declarations. 

Identity of type can be established with a declaration such as: 
VAR A,B,C:T; within a single group variable declaration whether 
or not T is a user-specified type or type-identifier, making A, 
B, and C of identical compatible types. However, if T were not 
a type-identifier, no other data could be made "identically" 
compatible to A,B, or C. 

Identity of type can also be established declaring 
type-identifiers such as TYPE T1 = type; and separately declaring 
VAR AA:T1 and VAR BE;T1; making AA identically compatible to BB. 

Also, it follows from type declarations like TYPE 
"T2 =T1"; where T2 and T1 are both type-identifiers, that VAR 
CC:T1 makes CC identically compatible to AA and BB. If T1 were 
not a type-identifier, CC, would not be compatible. 

A broader concept is "assignment compatibility". This definition 
is more inclusive than that of "identical". 

A datum of one date type is "assignable compatible" to another 
if, with appropriate conversion of machine representations when 
necessary, the assignment of an expression of the former type to 
a variable of the latter type is meaningful and allowed by the 
language. 

For example, integers and reals do not have similar internal 
machine representations, nor similar storage sizes, so they are 
not of "compatible" types in the strictest sense of "identity". 
However, in Pascal, integers are "assignment compatible" to 
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reals; but reals are not "assignment compatible" to integers. An 
integer value may be assigned to a real variable or passed to 
real value parameter, but a real value may not be assigned to an 
integer variable; nor passed to an integer value parameter. 
However, as VAE parameters always require "identity" of type of 
their arguments: VAR parameters of BYTE, SHOETINTEGER, INTEGER, 
REAL, SHORTEEAL type can only be passed "identically" typed BYTE, 
SHOETINTEGER, INTEGER, REAL, SHORTREAL arguments; respectively. 
Integers and reals may be mixed in expressions yielding real 
results, so such an expression is not assignable to an integer 
variable; nor passable to an integer value parameter. 

See Section 6.2 on type compatibility. 

See Section 6.3 on data conversions. 



2.1.10 Selector 

A selector is a means of specifying one variable or a component 

part of a variable. A variable identifier is a selector, 

specifying the entire global or local variable to which it 
refers. 

A dynamically allocated variable can be selected as the target of 
a pointer. An element of an array, can be selected with an 
array-component selector. The field of a record can be selected 
with a record-field selector. 

Note that access to a particular datum imbeded in a highly 
complex structure, e.g., a dynamic targeted record containing 
arrays of records containing other records, can require the 
successive application of several kinds of selectors. See 
Section 5.U. 



2.1.11 Expressions 

An expression is, informally, a sequence of one or more operand 
factors and/or operators that can be interpreted to yield a 
defined value. 

Literal constants or constant identifiers, variable-selectors of 
defined variables, set-constructors, as well as the values 
returned by function calls can be operands which evaluate to 
yield defined values, even without operators, and are 
expressions. From these factors of expressions, more complex 
expressions can be formed, using the operators that are part of 
the language. 

Expressions can be parenthetically nested. Only certain 
operations are legal with certain types of data, so various 
operators require certain types of operand factors. Amongst the 
various operators, certain rules of precedence are established 
differing from FORTFAN, whereby parenthetic differentiation is 
explicitly required, to establish correctness and meaning. The 
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operators that apply to a given data type, and the results of 
such applications, ere summarized in Table 6-6. 

There are several kinds of expressions, which yield defined 
values of a particular type. They are arithmetic expressions 
which yield a numeric value, relational expressions which yield 
a Boolean value, logical (or Boolean) expressions which yield a 
Boolean value, set expressions which yield a set value, and set 
test membership expressions which yield a Boolean value. 
Descriptions are given in Chapter 6. 



2.1.12 Statements 

The instructions that manipulate the data of a program are 
written and expressible by executable statements. Executable 
statements can include such actions as computation of 
expressions, assignment of their values to variables, transfer of 
execution control, routine-invocations, logical decision making, 
I/O, and the testing of conditions. A statement can be simple or 
structured; i.e., it can contain other statements. Pascal 
includes a rich set of constructs for statements with complex 
patterns of structuring conditional and repetitive action. 

A compound statement is a sequence of statements, separated by 
semicolons, bracketed with the keywords BEGIN and END. A 
compound statement is a mechanism for collecting a group of 
simple statements or other compound statements into a single 
entity. Most importantly, the compound statement serves to form 
the body of a block, and can also be used anywhere in the 
structured statements syntactically where they require one 
statement. 

See Chapter 7, for the syntax of executable statements of Pascal; 
Chapter 8, for Pascal I/O procedure-call statements; and Sections 
10.3 and 10.4 for additional extensions afforded by the 
Perkin-Elmer Prefix and SVC routines. Chapter 9 details the 
program, module, procedure, or function header statements; which 
are not executable but rather the delineators of Pascal blocks. 



2.2 UNDERSTANDING SYNTAX GRAPHS 

The syntax of a programming language determines what is a 
correctly written program. It consists of an orderly arrangement 
of the language elements (see Chapter 3) and other language 
constructs (depicted by syntax graphs throughout the language 
reference part of this manual). Adherence to the syntax 
determines the way in which words or symbols are put together to 
form constructs to communicate meaning. Programming in Pascal 
begins with an understanding of its syntax. 

There are two levels of syntax -- context-free syntax and 

context-sensitive syntax. The former can be likened to the 

vocabulary and grammar of a language, and the latter can be 
likened to the semantics of a language. 
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Context-free syntax, graphically representable , specifies the 
rules hj which one construct can be viewed as a combination of 
smaller constructs. 

Context-sensitive syntax specifies the rules by which one 
construct's meaning in one place of the program is dependent upon 
other relations of another construct in another place of the 
program. For example, the rule that every name must be defined 
before it is used is a context-sensitive syntax rule. These 
rules are defined in the text and not necessarily by the syntax 
graphs. 

A syntax graph is a representation of fixed symbols of the 
language and language constructs connected by arrows that 
indicate the correct sequences of symbols and constructs. For 
example, one construct in Pascal is the compound statement as 
defined by the following syntax graph: 



CQiEOUfld-Siaieient 

> BEGIN > statement > END > 






This graph is interpreted as follows: The underlined header, 

Compound-Statement, defines the name of the language construct 

being presented~by the graph. This context-free syntax graph 
defines the basic word symbols, special-characters, other 

elemental constructs, and the sequence in which they are to be 

correctly written to form the larger construct, the compound 
statement. 

In tht3 syntax graphs of this manual, the basic word symbols of 
the Pascal language are represented by capitals, such as: BEGIN 
and END; and by special characters, such as: the semicolon (?). 
Other language constructs are represented inside the graphs by 
their names written in lowercase letters, such as: statement. 
The sequence of correct arrangement is represented by directional 
arrows. Sequence normally flows from left to right, except where 
repetition of a construct and basic symbol is expressed by 
looping back from right to left and rejoining the original 
direction. That is, the construct: statement, and the following 
semicolon is a repeatable sequence. 

Alternative selections at any one serial position in the flow of 
sequence is represented by vertically parallel constructs. For 
example, the construct identifier is defined by: 
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Identifier 



> letter 



< — letter <- 



< digit <■ 



I 

|< — underscore< V 



This means that the constructr identifier^ 


consists of a letter. 


followed by any of four 


alternatives. 


The alternatives, a 


fter 


the first letter, are the 


empty condition 


or nothing, ano 


ther 


letter, or another digit 


or the underscore character. Once 


the 


empty condition is taken. 


the construct is 


ended. However, 


the 


sequence of taking the 


path of eith 


er letter, digit. 


or 


underscore is repeatable 


The limit 


of repetition. 


not 


represented in the graph. 


is an implement 


ation-def ined quantity; 


and the repetition ir^ay continue until a 


total number of 


1U0 


letters, digits, or underscores constitute 


the identifier. 





If a construct that is being graphically defined includes itself 
as one of its elements, syntactical recursion is being expressed. 
For example, the construct, factor, includes the construct, 
factor, as shown in an excerpt from a syntax graph below; 



Factor 



I I 

I — > ( expression ) >| 

->| I— > 

I — >NOT >f actor- >| 



That is, one of the alternatives in forming a factor of an 
expression is the option of using the keyword NOT (for logical 
negation), followed by a recursive use of the construct, factor. 
For example, the factor NOT TRUE contains the factor TRUE, a 
Boolean constant. The factor HOT (R>=B), contains the 
parenthesized relational expression A>=B as a factor which yields 
a Boolean result. 

Although "factor" is a subconstruct of an "expression", "factor" 
also contains the construct "expression" but surrounded by 
parentheses. That is, complete expressions contain simple 
expressions, which contain terms, which contain factors, which 
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again in turn car contain parenthesized expressions. The 
syntactical recursion expressed here is that expressions may be 
nested within other expressions by enclosing them in parentheses; 
and in some cases, parentheses are required to communicate the 
explicit meaning of an expression, especially when the normal 
Pascal operator precedences make an expression ambiguous in 
meaning or illegal due to the type of operand factors required by 
certain operators. 

A syntax graph signifies the possible components of writing 
program text to form a certain language construct. The graph 
looks like a flowchart and can be read as such. fi path through 
a syntax graph can indicate a possible expansion of the construct 
being defined, and reference to the graphs of other constructs 
might be required. 



2-14 48-021 R01 5/82 



CHAPTER 3 
LANGUAGE ELEMENTS 



3.1 INTRODUCTION 

A Pascal program is written, or programmed, requiring only 
certain characters, called the character set of PASCAL. The 
character set of Pascal is a subset of the American Standard Code 
for Information Interchange (ASCII). However, Pascal can 
manipulate, as data, the full untagged ASCII character set. 

The source code of a computer program written in Pascal also 
consists of a certain lexical combination of basic symbols and 
separators which enables Pascal source code to be written rather 
freely, without stringent horizontal or vertical restrictions. 

The Pascal character set, basic symbols, and separators 
(including Pascal comments) are presented in this chapter as 
language elements. 



3.2 THE CHARACTER SET OF PASCAL 

Computer programs written in Pascal are encoded using a subset of 
ASCII. 

The character set required by the language of Pascal, in which 
Pascal programs are written, is as follows; 



Letters; ABCDEFGHIJKLM 

NOPQRSTUVWXYZ 
abcdefghijklm 
nopqrstuvwxyz 

Digits: 0123456789 

Hexadecimal digits: 0123456789ABCDEF 
(only used after #) a b c d e f 

Special characters; £'()*+,-./; 

;< = >I]'"#sc>_ 

Space character 



It is possible to write programs with equipment that does not 
support lowercase letters. 
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The character set that Pascal can manipulate, distinct from that 
which is needed to write programs, is the full set of 128 
untagged ASCII characters. The ASCII character set can be 
represented in three ways: graphically or by name, by the 
character's ordinal decimal value, or in its hexadecimal coded 
form. Table 3-1 shows the full untagged ASCII character set of 
128 characters. 



TABLE 3-1 THE ASCII CHARACTER SET 





VST> 





















1 


2 


3 


4 


5 


6 


7 1 


1 LSD 0| 


nul 


die 







0) 


P 


« 


P 1 


1 1 


soh 


del 


! 


1 


A 


C 


a 


q 1 


1 2 


stx 


dc2 


n 


2 


B 


B 


b 


r 1 


1 3 


etx 


dc3 


# 


3 


C 


S 


c 


5 1 


1 *+ 


eot 


dca 


5 


a 


D 


T 


d 


t 1 


1 5 


eng 


nak 


% 


5 


E 


U 


e 


u 1 


1 ^ 


ack. 


syn 


6 


6 


F 


V 


f 


V 1 


1 V 


bel 


etb 


1 


7 


G 


w 


g 


w 1 


1 8 


bs 


can 


( 


8 


H 


X 


h 


X 1 


1 9 


ht 


em 


) 


9 


I 


Y 


i 


y 1 


1 (A) 


If 


sub 


* 


• 
• 


J 


Z 


3 


z i 


1 (B) 


vt 


esc 


+ 


• 


K 


t 


k 


c 1 


1 (C) 


ff 


fs 


t 


< 


L 


/ 


1 


1 1 


1 (D) 


1 cr 


gs 


- 


= 


M 


] 


m 


> 1 


1 (E) 


so 


rs 


• 


> 


N 


*N 


n 


~ 1 


1 (F) 


si 


us 


/ 


? 





- 


o 


dell 



In Table 3-1, the graphic representation of the uppercase 
character M is simply W in the chart. The uppercase character M 
is represented in hexadecimal as 4D. That is, the most 
significant digit (l^SD) is 4 and the least significant digit is 
(LSD) hexadecimal D. The ordinal value or ordinal number of a 
character (ch) is determined with the formula: 



ORD(ch) 



16 * f?SD + LSD 



Hexadecimal MSD and LSD are obtained from Table 3-1. For the 
character M, the OEDCM") = (16 * 4)+ 13, which is decimal 77. 
The characters with ordinal numbers through 31 and 127 are 
unprintable ASCII control characters. Because they are 
unprintable, these characters are listed by abbreviated names. 
Note that the character with ordinal number 32 (20 hexadecimal) 
is the blank or space, and the character with ordinal number 95 
(5F hexadecimal) is the underscore. 
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(\ complete list of the ASCII character set, showing all three 
representations: (graphic, hexadecimal and ordinal) will be 
found in Appendix H. 

This implementation of Pascal recognizes uppercase and lowercase 
letters interchangeably in program text; e.g., in reserved word 
symbols, identifiers, real numbers or hex integer constants. 
That is. Begin is equivalent to BEGIN or begin; and the 
identifier "TRUF" is equivalent to "true". Also, in real numbers 
the exponential letter "e" is equivalent to "E"; and the integer 
hex constant "#12abcdef" is equivalent to "#12ABCDEF". 

However, in comirents and string literals of character data, 
uppercase letters are distinct from lowercase letters. 

A character is defined by the graph: 



Character 



I > graphic character >| 

I I 

— >| I— > 

I > control character >| 



A graphic character is further defined by; 
Grafihic-Character 



■> special character 

I 
> letter >| 

> digit >| 

> space >| 



A character can be either a graphic character or a control 
character. There are 95 graphic characters and 33 control 
characters in the 128 characters of the ASCII set. 

The special characters of Pascal (required to write Pascal code) 
have fixed meanings to the language (when not within a string or 
comment); as distinct from the special characters of ASCII, which 
are taken to represent themselves as graphic characters within 
strings and comments. 



3.2.1 Graphic Characters 

A graphic character is a printable character and can be 
classified as a special character, letter, digit, or the space 
character. 
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• The special characters of ASCII are: 

! "#$%&• { )* + {> tJ ,-./: ;< = >?'"a_ |~\' 

• The letters of both ASCII and the Pascal character set are: 

ABCDEFGHIJKLMNOPQRSTUVWXYZ 
abode fcjhijklmnopgrstuvwxyz 

• The decimal digits are: 
0123456789 



The space character, although printed as a blank, is also 
considered a member of the graphic characters. 



3.2.2 Control Characters 

In this impleir.entation of Pascal, an unprintable 
control-character in the ASCII character set can be represented 
within strings by its ordinal value enclosed within delimiting 
symbols. The ordinal values of the control characters can be 
computed from Table 3-1 or found in Appendix H. A 
control-character construct in Pascal is represented by an 
unsigned integer of from one to three decimal digits enclosed in 
the delimiting symbols (: and :) as follows: 



> (: > digit > :) — -> 

I 
I I 

!< V 

The valid range of one or more digits is from to 127, decimal 
inclusive, but this representation is only necessary for control 
characters whose ordinal values are to 31 and 127. 

For example, the control character "ff" listed in Table 3-1, with 
h'9xadecimal value X'OC, is the formfeed and can be defined in 
the constant declar^itions part as: 

CONST FF='(:12:)'; 
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Note that any seguerce of characters within a string which forms 
the construct control-character is taken as such and not as 
individual graphic-characters. See examples in Section 3.3.U. 



3.3 BASIC SYMBOLS 

A program written in Pascal can be viewed as a combination of 
symbol's and separators, where a symbol is defined by the syntex 
graph : 



Svmbol 



--> special syiphol 

> word tymbol >| 

I 
> identifier >| 



literal 
V > constant 



■>l 



and a separator is defined by the syntax graph: 



Separator 



-> space 



•> new line 



> ( 



V > t 



-> comment-sequence 
not including *) 

> comment-sequence 
not including > 



— > *) 



I 
>l 

I 
>l 



> > >| 



where the syntax of comment-sequence is: 



Comment-sequence 



•>l 



I > graphic-character >| V 

— >| I— — > 

- I > new line >| | 

I I 

,<-^ V 
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A symbol may be a special symbol (see Section 3.3.1) or a "basic 
symbol". The basic symbols are the word symbols (see Section 
3.3.2), identifiers (see Section 3.3.3), or literal constants 
(see Section 3.3.4). 

A word symbol is terminated by any character other than a letter. 
An identifier is terminated by any character other than a letter, 
digit, or the underscore of an identifier. A literal constant is 
ended upon the first character not part of its syntax. 
Therefore, if two word symbols, identifiers or constants appear 
in succession, they must be separated by a separator or special 
symbol; in order to distinguish them as separate entities. 

A separator may be a space, a new line, or a Pascal comment which 
is a comment-sequence enclosed in delimiters, as shown by the 
previous two syntax graphs. 

At least one separator or special symbol (excluding the 
delimiters for comments, control-characters, hex constants, or 
strings; or underscore) must separate any two consecutive basic 
symbols such as the word symbols, identifiers, or literal 
constants. 

That is, we can write A+B but not BANDC, which is taken as an 

identifier. 

There may be an arbitrary number of separators between any two of 
the basic symbols. That is, an arbitrary number of spaces, new 
lines, or comments are allowed between any two of the basic 
symbols. 

These are the ground rules that allows Pascal code to be written 
freely horizontally without columnar restrictions and vertically 
continuable without restrictions imposed by concern for 
continuation line formats. 

However, separators may not occur within any symbols, and all 
symbols may not be split across source line record boundaries. 

This means that although comment-sequences may extend acroFs 
source line record boundaries the constants, particularly 
notable, the literal string constants may not be split across 
source lines. 

Note that a comment which begins with -C must end with >. A 
comment which begins with (* must end with *). The intermingled 
pairs (* and J or t and *) are not allowed and not recognized to 
delimit a comment-secuence. This means that any symbol occuring 
after either beginning comment delimiter is taken as part of a 
comment-sequence as graphic characters. 

Also note, that different from symbols, lower case letters in a 
comment-sequence are not mapped into upper case letters. 

Any number of comments may occur prior to the first symbol of a 
compilation-unit, i.e., either a PROGSAW or a MODULE. 
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Example: 

(* THIS IS A COKKENT AHEi»D OF THE PROGRAM *) 

<;THIS is another comment ahead of the PROGRAM} 

{*Dltto, but this comment was written with small letters*) 

•C>(**)-CThis line has 2 comments first with no comment-sequences3- 

PR03RAN STPPTEE; 

VAR a,b:INTEGFF; -CSymbols a and b also mean A and R below> 

•C This comment contains 

blank new lines 

and extends across 

several lines > 

BEGIN 

A := 3; fCAUTION: This comment mistakenly attempts to 
R := 5; cross lines causing B := 5; to be consumed} 

WHILF AOB DOfComment between symbols DO and A>A:=A+1; 

SND.tRESTRICTIOK: Comment after termination must end on line> 



!*ote that no compile-time diagnostics can detect such unintended 
mistaken comments consuming code •CB:=5; above> causing this 
program to execute ad infinitum at run-time or until A becomes 
B's undefined value; quite divergent from the anticipated two 
iterations expected of the WHILE statement at first glance. 

Comments are further detailed as separators, with their 
additional use for specifying compiler in-stream options 
described, in Section 3.4. 



3.3.1 Special Symbols 

The special symbols of Pascal are a group of special characters 
and combinations of special characters. They have fixed meanings 
in the language, except where they are taken as 
graphic-characters when they appear within string constants 
(except for the control-character delimiters) and within 
comment-sequences. 

Refer to Table 3-2 for the Pascal special symbols, their names, 
and their functions. 
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TABLE 3-2 SPECIAL SYMBOLS 



1 SPECIAL 1 






1 SYMBOL ! 


SYKPOL NAKE | 


SYMBOL FUNCTION 


1 ■*■ 1 


Plus 1 


Arithmetic operator for 
addition and unary plus; 
or set operator for union 


1 ~ ' 


Minus 1 

1 


Arithmetic operator for 
subtraction and unary minus; 
or set difference operator 


1 * 


Multiplier 


Arithmetic operator for 

multiplication 

or set intersection 


1 / 


Division (real) 


Arithmetic operator for real 
division 


1 ^ 


Ampersand 


Alternative for the Boolean 
operator AND 


1 - 


Equal 


Relational operator for 
comparison of equality 


1 <> 


Not equal 


Relational operator for 
comparison of inequality 


1 < 


Lesr than 


Relational operator for 
comparison of less than 


1 > 

1 


Greater than 


Relational operator for 
comparison of greater than 


1 <-- 

1 


! Less than or equal 

1 


Relational operator for 

Less Than or Equal comparison 

or set Containment 


1 > = 


1 Greater than or 


1 Relational operator for 




1 equal 


1 Greater Than or Equal compare 
or set operator for "Contains 


1 ( 


1 Left parenthesis 


1 Delimiter in many constructs 

e.g., to nest expressions, or 
t to delimit a list of: files, 
1 parameters, arguments, field- 
1 lists in record-variants, or 
1 user-defined enumeration list 


1 } 


1 Right parenthesis 


1 Delimiter to end that which 
1 began with a left parenthesis 


1 • ^ 


1 Becomes 


1 Assignment operator for the 
1 Assignment and FOP statements 
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SPECIAL 






SYMBOL 


Sy»EOL NAWE 


SYMBOL FUNCTION 




s= = r= = = ========: = = ====: = = : 


= = = = = == ===== = = =:===: ===== = =: = ===:=: = = 


n 


Period or decimal 


Program/Module Terminator or 




point 


Field-selectors; real numbers 


ff 


Comma 


Delimiter in many constructs 


u 

f 


Semicolon 


Delimiter in many constructs 
and is a statement separator 


« 


Colon 


Delimiter in many constructs 


« • 


Range symtol 


Subrange; Set-member-interval 


[ 


Left square bracket 


Delimiter beginning 

set-constructor or 

for array index/subscripting 


J 


Right square bracket 


Delimiter ending a 
set-constructor or 
for array index/subscripting 


*% 


Up arrov 


Pointer-type beginning or 
target dereferencing symbol 


a 


i\t sign 


Alternative for up arrow 


OTHERS 


CHARACTERS NAME 


SYMBOL FUNCTION 


# 


Pound sign 


Hexadecimal constant 
beginning delimiter 


« 


Single guote 


Character string literal 
beginning/ending delimiter 


(* 


Comment begin 


Alternative delimiter for 
comment beginning 


*) 


Comment end 


Alternative delimiter for 
comment ending 


C 


Left brace 


Delimiter for comment 
beginning 


> 


Right brace 


Delimiter for comment ending 


(: 


Left parenthesis 


Delimiter for control 




and colon 


character beginning 


:) 


Colon and right 


Delimiter for control 




parenthesis 


character ending 




Underscore 


May be part of an identifier 
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3,3.2 Word Symbols 

The word symbols are the keywords of the language and/ as such/ 
are reserved words. That iS/ the word symbols have fixed 
significances in the language/ and their meaning cannot be 
overridden. The programmer cannot use these words for anything 
else except for what they mean/ and where they are syntactically 
correct in Pascal language constructs. That is, even if no CASE 
statements were being used in a program/ a datum could not be 
given the identifier "CASE". Table 3-3 lists the reserved word 
symbols . 



TABLE 3-3 PASCAL WORD SYMBOLS 



1 RESEHVED WORD SYMBOLS | 

I — = = = s: = zz = = = = =:=:z — ' 


1 AND 


MOD 1 


1 ARRAY 


MODULE 1 


1 BEGIN 


NIL 1 


1 CASE 


NOT 1 


1 CONST 


OF I 


1 DIV 


OR 1 


1 DO 


OTHERWISE I 


1 DOWNTO 


PACKED 1 


1 ELSE 


PROCEDURE 1 


1 END 


PROGRAM 1 


1 EXTERN * 


RECORD 1 


1 FILE 


REPEAT 1 


1 FOR 


SET 1 


i FORTRAN * 


THEN 1 


I FORWARD * 


TC 1 


1 FUNCTION 


TYPE 1 


I GOTO 


UNIV 1 


1 IF 


UNTIL 1 


1 IN 


VAR 1 


1 LABEL 


WHILE 1 




WITH 1 



Three of the reserved 
word symbols are further 
classified as directives/ 
in that their use serves 
as a replacement of a 
block in a procedure or 
function declaration. 
They are EXTERN, FORTRAN/ 
and FORWARD. 
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3.3.3 Identifiers 

Identifiers are the na 
particular entities, 
procedures, functiors. 
An identifier consist 
character must be a let 
and the first charac 
lowercase letters are 
identifier may not c 
another. Note that no 
However, the special 
allowed in Perkin-Elmer 
meaningful and easily r 



mes 

su 
modu 
s o 
ter, 
ter 

eq 

ross 

spac 

cha 

Pas 

eada 



used by the programmer tc denote 

ch as constants, types, variables, 

les, the program name and file names. 

f from 1 to 140 characters, where each 

digit, or the underscore character, 

must be a letter. In an identifier, 

uivalent to uppercase letters. Rn 

the break from one source line to 

es are allowed within an identifier. 

racter symbol, the underscore, "_", is 

cal within identifiers for creating 

ble complex names. 



The syntax of an identifier is: 



Identifier 



•> letter 



I 

|< letter < 

! 

|< digit < 

1 

!<-- underscore <---V 



Some identifiers are predefined, and others are 
programmer. 



defined by the 



The context-sensitive restriction on the use of an identifier to 
reference an entity is that every identifier must be defined or 
declared as the name of the entity before it is used to reference 
that entity. Only one exception to this rule in Pascal exists, 
and that is that a pointer-type identifier may be bound to a 
target-type identifier before the target-type identifier has been 
defined (see pointer-types). 

Several constants, types, procedures, functions, and two files 
have predefined definitions that are available to the program 
writer as predefined identifiers. 

These predefined identifiers may be given new definitions 
overriding the predefined meaning by explicit user-written 
declarations of the identifiers, although the user is cautioned 
that the predefined meanings are then no longer available in any 
program redefining them. Table 3-4 lists the predefined 
identifiers in this implementation of Pascal. 

Note that the pointer constant, NIL, is a reserved word symbol 
and not included here as a predefined identifier, i.e., its 
meaning cannot be overridden. 
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TABLE 3-a PREDEFINED IDENTIFIERS 



1 PREDEFINED I 


PREDEFINED | 


PREDEFINED | 


PREDEFINED \ 


1 CONSTANT i 


TYPF 1 


ROUTINE 1 


TEXT FILE 1 


1 IDENTIFIFPS 1 


IDENTIFIERS I 


IDENTIFIERS | 


IDENTIFIERS j 


1 FALSE 1 


BOOLEAN 1 


ABS 1 


INPUT 1 


1 HAXINT 1 


BYTE 


ADDRESS 1 


OUTPUT 1 


! MAXSHORTINT ' 


CHAR 


CHR 1 




1 TRUE ! 


INTEGER 


CONV 1 






REAL 


DISPOSE 






SHORTINTEGER 


EOF 






SHORTREAL 


EOLN 


1 
1 




TFXT 


GET 

LENG 

LINENUMBER 

MARK * 

NEW 

ODD 

ORD 

PAGE 

PRED 

PUT 

READ 

READLN 

RELEASE* 

RESET 

REWRITE 

ROUND 
1 SHORTCONV 
I SHORTEN 
1 SIZE 
1 SQR 

1 STACKSPACE 
1 SUCC 
1 TRUNC 
1 WRITE 
1 WRITELN 


1 

1 



NOTE 

* KARK and RELEASE are only available 
under the compile-time option HEAPKARK. 



For example, logical data have the predefined type-identifier 
BOOLEAN and the predefined Boolean constant identifiers, TRUE or 
FALSE, available for its values. 
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Numerical data have predefined type-identifiers available such 
as: BYTE, INTEGEB, SHORTTNTSGER , REAL, and SHOETREAL and the 
constant identifiers KAXINT for the integer value +2147483647 and 
?1AXSH0RTINT for the shortinteger value +32767. 

Character data has the predefined type-identifier, CHAR. 

Files consisting of lines of formatted textual character data 
have the predefined type-identifier, TEXT; and two predefined 
files, INPUT and OUPUT, which are textfiles of type TEXT. 

Several routines are available with predefined identifiers, such 
as the procedures for manipulating dynamic data structures, HEW 
ani DISPOSE, or MARK and RELEASE (under HEAPMARK only); and the 
arithmetic functions for absolute, ABS, and square, SQR. The^e 
predefined routines are briefly summarized in Section 3.5.3. 

Additional standard math functions, not having predefined 
identifiers, but available with external FORTRAN declarations, 
are sine, cosine, arctangent, exponential, square root, and 
natural logarithm (see Section 3.5.3 below). 

For example, several legal user-specified identifiers are: 

A PROCESS_NEXT_ENTEY MASTERFILE1 

R5 CONDITION_RED UPDATE_FILE 

B2_ Sum_The_Elements DELETIONS 

D34AB ORDEE_ENTEY EMPLOYEE_NU??BER 

ITEM56 THIS„IS_A LEGAL_IDENTIFIER employee_number 



Several illegal identifiers are: 



LABEL -Creserved word symbol, not an identifier> 

NAME! -especial characters not allowedl 

ILLEGAL-SEPARATOR -thyphen not allowed, only the underscore> 

SLOG -especial characters not allowed> 

FOR(*COHMENT*)TRAN -Ccomments not allowed within identifiers> 

ITEM ONE -Cillegal space, taken as two identifiers> 

565798 Cnumbers alone do not form an identifier> 

3APPLES -ffirst character must be a letter> 

DATUM -tfirst character must be a letter! 



3.3.4 Literal Constants 

Another basic symbol is the literal constant, which literally 
represents constant values of the different data-types of Pascal 
(described in detail in Chapter 5). Briefly, they are the 
Boolean constant identifiers, TRUE and FALSE; the pointer 
constant, NIL; the unsigned integers; the unsigned real numbers; 
the character literal constants; and the literal string 
constants. Unsigned integers and real numbers may be optionally 
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preceded by a special symbol, the plus or minus sign to form a 
"constant" or (signed) number. 

\n unsigned-integer literal constant consists of one or more 
consecutive decimal digits. An integer literal constant is of 
the type INTEGEP/ not SHORTINTEGER or BYTE, but these three types 
are all assignment compatible. An unsigned integer preceded by 
an optional sign forms a (signed) integer literal constant. 
Integer literal constants (implicitly signed) may also be 
represented in their hexadecimal form using the prefix symbol # 
and the hexdigits of their values. However, the hexadecimal 
constant cannot be output in a HRITELN statement, to be displayed 
as a hexadecimal; but rather its internal value will be output in 
a decimal representation. The value of a literal integer is the 
integral value of the string of digits and the optional sign in 
the usual decimal representation. A limitation on the value of 
an integer is imposed by any implementation; for Ferkin-Elmer 
32-bit machines, the extreme values are -(2**31) and (2**31 )-1, 
for integers of type INTEGER. 

A real literal constant designates a real number. An unsigned 
real number consists of one or more consecutive digits followed 
by either a decimal point and consecutive digits (optionally 
followed by an exponential representation) or by the letter E 
(denoting exponent) preceding an optional plus sign or the minus 
sign followed by one or more digits expressing an exponent of the 
power of 10. The lowercase letter "e" is equivalent to "E" in 
real numbers. The unsigned-real-number literal constant is of 
type REAL, not SHOFTEFAL. The distinction is that SHORTREAL 
nUiUbers provide less precision but take up less memory space. 
The limits on the magnitude of real literal constants are those 
of the hardware implementation of floating-point numbers (see 
Section 5.3.7). 

A character-literal constant consists of a single character 
enclosed in single quote characters with one exception, the 
single quote itself. The single quote is represented as a 
character literal by four consecutive single quotes, ••••. A 
character literal is of type CHAR. 

A character-string literal constant consists of one or more 
consecutive graphic-characters or control-characters enclosed in 
single quotes. It may not cross a source line record boundary. 
The single quote may be represented within a character-string 
literal by two successive single quotes. A character-string 
literal with N internal characters is of a structured array type: 

ARRAY [1..N] OF CHAR tif N>1> 



If N=:1 then it is of type CHAR. A character-string literal of N 
internal characters is assignment-compatible to any string-type 
array of length N. 

The literal constants are graphically defined by: 
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Literal-Constant 






I 

■>l 

I 



> TBUE >| 

> FALSE 

> tJiL >| 

I 
> unsioned integer >| 

I 

> unsigned real number-->| 

I 

> character literal >| 

I 
> character string >| 






5oolean Constant Identifier? 



I >TEUE >! 

1 >FALSE— >| 



Pointer Constant 



■>NIL- 



Un siqne'i- Integer or D ig its 



>digit > 

I 
!< V 



lat ea e r Constant (Signed) 



~> + — > 



■> unsigned-integer 



I 

V 

--> 



- — > 



-> # 



-> hexdigit 



I 

V 



l<- 
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Ilns lgne d-Real-Numfcer 



To represent the single character^ quote, in a character-literal, 
we use ••••, Within a character-string constant, the single 
quote is obtainable by sequentially encoding two single quotation 
characters. 

All characters within a literal string are taken as graphic 
characters, unless they form a control-character construct. This 
includes the comment-delimiter characters, as demonstrated by the 
last example, below. 



Examples of character-string constants are: 



•THIS IS A STRING* C<--string with 16 internal characters! 

*DON'*T' t<--string with 5 internal characters: 

DON'T> 
•(:7:)' <:< — ASCII control-character for bell; 

ordvalue is 7> 

'MESSAGE( ; 13: )■ £< — string with 8 internal characters, 

last one is carriage-return> 

• {*OOPS*)-C!>' C< — string with 11 internal characters! 



A literal string constant of length n, may be assigned to any 
string-type variable array of characters which is also of length 
n* 

Also note, that as the control-character construct has a special 
meaning within strings, to explicitly write out the sequence of 
characters "(:13:)", one would have to break up the sequence in 
into multiple consecutive strings to avoid its interpertation as 
a control-character, e.g. instead of KRITEC * ( : 13 : ) ' ) ; which 
produces a carriage-return one could write WPITE('(*); 
WRITE( • : 13; ) • ) ; to produce the printable sequence; (:13;). 



3.U SEPARATORS AND COMMENTS 

A separator is an indicator that one basic symbol is ending and 
another is beginning, as detailed above in Section 3.3. A 
separator can be a rpace character, a new line, or a comment. 

A comment is any sequence of graphic characters, called a 
comment-sequence, enclosed within Pascal comment delimiting 
symbols. The comment-sequence itself can contain a new-line, 
i.e., cross source line record boundaries. The 
graphic-characters of a comment-sequence maintain the 
distinguishment of small letters from capital letters, i.e., 
small letters are not mapped into capital letters. 

Hefer briefly back to Section 3.3 for the syntax graphs of 
separators and comment-sequences where they were discussed in 
relationship to symbols. 



The Pascal comment delimiting symbols can be the pair (* and *) 
or the pair -C and >. The preferred delimiters are the paired 
braces, -C and J. The matching closing delimiting symbol cannot 
appear as part of the comment-sequence (or the comment will end). 



(* THIS IS A COMMENT*) 
CTHIS IS A COMfENT} 



A comment may be of either of two forms as shown in the 
preceeding example. Note that a comment which begins with -C must 
end with >. A comment which begins with (* must end with *). 

The intermingled pair of -C and *) or (* and > are not allowed nor 
recognized to distinguish a comment-sequence. 



•Ccomment with no or improper ending *) consumes remaining 
text or code as comment-sequence text, including END. 
unless/until a match to the beginning delimiter is found> 



Therefore, comments may be "nested", but only within another 
comment, which uses the other pair of Pascal comment delimiters. 
For instance: 



I := I + 1; 
J := J - 1; 



(♦COMMENT*) 



is all one comment, removing the statements from compilation as 
code. When the braces are removed the assignment statements 
become statements ard the (*COMMENT*) remains as a comment. 

The user is cautioned against unintentional errors such as 
depicted below, for which the compiler generates a diagnostic 
syntax error depending on which syntax evaluation is in progress 
prior to encountering the beginning of the comment. 



•CThis comment mistakenly attempts to tnest comments> > 
(*Illegal(*nested comment*)may cause diagnostic errors*) 



As at l-aast one or more separators may occur between any two 
basic symbols, a comment may appear anywhere a space may appear, 
and many comments may appear in succession. 

Separators can occur arbitrarily between symbols and identifiers, 
but they can not occur within symbols. For instance, applying 
these rules to comments; 



FOR(*...*)TRAN 
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is the same as: 

FOR THAN 

and consists of the keyword FOR followed by the identifier 1RP.N. 

The comment delimiters are not recognized as such when contained 
in a character string. Therefore, the character-string literal 
• AB(*111*)BC' contains 11 internal graphic characters; and the 
string ' MORNING-CSTAB> ' contains 13 internal graphic characters. 

A comment-sequence may run on from one source line to the next, 
but note that the double-character (* or *) symbols may not 
contain any separator between the asterisk and parenthesis. 
Also, comments may extend across several source lines; with one 
exception. Any comments begun after the program/module 
terminator line containing " END." must end on that last line. 

Example: 

PROGRAM NAMFCINPUT, OUTPUT); 
BEGIN 

• • • 

END. CAfter terminator "." this comment mustn't trail on> 



In this implementation, a special use of the comment constructors 
is defined for specifying in-streara options, which serve as 
Instructions to control the compilation process. This special 
form of comment constructor is called an option-specifier comment 
and is of the form: 



Qnt4QR~§KggJ;f 4;.§£, comment 

■ > -C > option-string > > > 

or 

> {* > option-string > *) > 

where option-string is of the form: 

2£ t i o n - s t r i na 

> 5 > option-specifier 



I 

,< , <. 
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An option-specifipr comment is a Pascal comment. The first 
nonblank character that follows the beginning comment delimiter 
is a dollar sign ($). Any comment so distinguished must only 
contain an option string; no intermixing of comment text and 
Soption-specif iers are allowed. 

The $option-specifierE are fully detailed in Chapter 1. Briefly, 
a representative sample of an option-string is: 

SBATCH,$ASFEKRLY,$MAP,$LlST,$CROSS,$SUMMARY,$NRANGECHFCK 



Enclosed within the comment delimiters/ the option-specifier 
comment would be: 



■L$BATCH,$ASSEKPLY,SMAP,$LIST,$CROSS,$ SUMMARY, $NR A NGECHECKl 
Other examples of option-specifier comments are; 



■C SINCLUDE (VOLN:FILENA?«[E.EXT,NLIST,NCROSS)> 

t REJECT > 

{* $NBOUNDSCHECK *) 

C $BEND > 
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3.5 PREDEFINED/STANDARD ROUTINES 

The predefined routines available in Pascal have their 
Identifiers listed in Table 3-4. These identifiers are also 
listed and further classified as either procedures or functions 
in Table 3-5. 



TABLE 3-5 



PREDEFINED ROUTINE 
IDENTIFIERS 



1 PROCEDURES I 


FUNCTIONS 


1 DISPOSE i 


ABS 


1 GET 


ADDRESS 


1 MARK 


CHE 


1 NEW 


CONV 


1 PAGE 


EOF 


1 PUT 


EOLN 


i READ 


LENG 


1 READLN 


LINENUMBER 


1 RELEASE 


ODD 


1 RESET 


ORD 


1 REWRITE 


PRED 


1 WRITE 


ROUND 


1 WRITELN 


SHORTCONV 




SHORTEN 




SIZE 




1 SQH 




1 STACKSPACE 




1 SUCC 




1 TRUNC 



The predefined routines are further detailed throughout the 
manual. Chapter 8 explains file handling routines, and Section 
5.3 explains routines whose arguments or function values are 
related to particular data-types. 



Briefly 
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(with or without a 
-reference may be us 
rd math functions, 
ailable with external 

arctangent, exponent 
see Section 3.5.3 below 



of applicability, the 
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nts (with or without 
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ed in an expression, 
not having predefined 
FORTRAN declarations, 
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3.5.1 File Handling Procedures 

There are two genre of file-types in Pascal; either of which may 
be pernianent external files outliving program-execution, or 
temporary internal files transacted with only during 
program-execution. A Pascal file is treated in Pascal I/C as a 
sequential open-ended collection of components, each of somo 
component-type. A Pascal text file of characters allows ASCII 
formatted transactions, line-structured textual input/output, to 
be programmed. A text file is any file that has been declared as 
a file-variable of the standard type TEXT {i.e», VAE 
FILENA^EtTEXT; ), or the standard text files, INPUT and OUTPUT. 
Other file-types are detailed in Chapter 8. 

"^'STCf) inputs a component from file f to file-buffer 
variable f*. 

PUT(f) outputs the value of file-buffer variable f" 
to file f. 

RESET(f) initializes the file f to a read-only state; 

prepares for any queries on EOF(f) in case the 
file is empty; and if not empty, buffers the 
first component for the first BEAD/READLN. 

REWRITE(f) initiali?;es the file f to a write-only state; 
positioning the file at its beginning. 



PAGE 



causes page ejection to standard text file, 
OUTPUT. 



PAGE(f); causes page ejection to text file, f. 

READ inputs data from the next component of a file. The file is 
left positioned at either the next component, or in the case of 
text files, at the first character not part of the formatted 
data-type being read into v. READ skips over any leading spaces 
or line-markers before numeric data on text files. When end of 
file is reached on the standard text file, INPUT, EOF becomes 
TRUE. When end of file is reached on any other file, EOF(f) 
becomes TRUE. READ procedure-call statement formats are: 

READ(v); reads ASCII formatted data (with conversion 
for numerics) into variable selector v, from 
text file INPUT. 



READCvl, . . .,vn) ; 



reads ASCII formatted data (with conversion 
for numerics) into variable selectors 
v1l,...,vn from text file INPUT. 
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READ(f,v); reads data into variable selector v, from file 
f . 

READ (f ,v1,. . .,vn); 

reads data into variable selectors v1,...,vn 
from file f. 

In the previous two READs, if f is a text file, ASCII formatted 
data (with conversion for numerics) is read from text file f into 
each variable v, as described below for READLN. In the previous 
two READs, if f is a Pascal file which is not a text file, then 
the variables must be of identical-type to the component-type of 
the file for data to be read into them. 

READLN inputs from a text file advancing that text file to the 
next line. When end of file is reached on the standard text file 
INPUT, EOF becomes TRUE. When end of file is reached on any 
other text file, f, EOF(f) becomes TRUE. READLN procedure-call 
statement formats are; 

READLN; skips to next line on text file INPUT. 

READLN(f); skips to next line, as above, but on text file 

f . 

READLN(f,v); reads ASCII formatted data (with conversion 
for numerics) into variable selector v, from 
text file f. 

READLN(f ,v1,...,vn) ; 

reads ASCII formatted data (with conversion 
for numerics) into variable selectors 
v1,...,vn from text file f. 

READLN(v); reads ASCII formatted data (with conversion 
for numerics) into variable selector v from 
text file INPUT. 

READLN(v1,...,vn) ; 

reads ASCII formatted data (with conversion 
for numerics) into variable selectors v1,...vn 
from text file INPUT. 



s'or text files, in the preceding READ and READLN examples, v 
denotes a variable selector of type CHAR, BYTE, INTEGER, 
SHORTINTEGER, or subrange thereof, or REAL or SHORTREAL. The n 
characters of a string may be read into the elements of a 
character array; i.e., at a character at a time into an array 
variable of type ARRAYtL.n] of CHAR. Although text file input 
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is restricted to these simple types, automatic conversion of the 

textual input to internal form is performed. More complex data 

types in addition to these simple types may be read from nontext 
files; e.g., arrays or records. 

WRITE outputs to the current component of a file. WRITE 
procedure-call statement formats are: 



WRITE{f,e); outputs the expression value e to non-textfile 
f» The expression must he 
assignment-compatible to the component-type of 
the file f. 

W8ITE(f ,e1, . . . ,en) ; outputs the expression values e1,...,en 
to non-textfile f. The expressions must be 
assignment-compatible to the component-type of 
the file f. 

WSITECp); outputs the formatted write-parameter p to 
text file OUTPUT. 

WHITE (p1,...,pn); 

outputs the formatted write-parameters 
p1,...pn to text file OUTPUT. 

WSITE(f,p); outputs the formatted write-parameter p to 

text file f. 

WRITE(f ,p1,...,pn); 

outputs the formatted write-parameters 
p1,...,pn to text file f. 



WRITELN outputs to a text file, advancing that text file to next 
line. If any previous MRiTEs have had their output text buffered 
for the text file, the buffered text is output prior to that of 
the current WRITELN. WRITELN procedure-call statement formats 
are: 



WRITELN; outputs any buffered data (by previous WRITEs) 

and skips to next line on text file OUTPUT. 

weiTELN(f); outputs any buffered data (by previous WRITEs) 
and skips to next line on text file f. 

WRITELN(f ,p) ; outputs the formatted write-parameter p to 
text file f. 

WHITELN(f,p1,.. .,pn); 

outputs the formatted write-parameter p1,...pn 
to text file f. 
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WRITELN(p); outputs the formatted write-parameter p to 
text file OUTPUT. 

WRITELN(p1,.,.,pn); 

outputs the formatted write-parameters 
p1,...,pn to text file OUTPUT. 

In the preceding WRITE and WRITELN examples p denotes a 
write-pararaeter which may be a literal character-strino or a 
variable selector or expression whose value is of type BOOLEAN, 
CHAR, BYTE, INTEGER, SHORTINTEGER, REAL, or SHORTREAL, Although 
textfile output is restricted to these simple types, automatic 
conversion of the internal form to the textual output is 
provided. More complex data types in addition to these simple 
types may be written to non-textf iles ; e.g., arrays or records. 
To text files, Poolean values are written as either TRUE or 
FALSE; interger values are written in a decimal character 
representation; and characters or literal strings are written as 
characters. Miniirum field width may be specified; and default 
formats are given in Chapter 8. Reals/Shortreals may be written 
in either of their respective (appropriate to the differences in 
their displayable precisions) floating-point forms, within a 
specified field-width; or both may be written in a fixed-point 
form with user-specified field-width and fractional-digits 
length. 



3.5.2 Dynamic Memory Allocation Procedures 

In th':' following example formats for the dynamic memory 
allocation procedures, (which mark, individually create new or 
dispone of dynamic variables, or release storage to the mark), p 
and m denote pointer-variables. 

NE>* creates an individual dynamic variable. 



NEW(p); creates a target-variable of the data-type 
that the pointer-variable p has been bound to, 
and assigns the location of the newly created 
variable to p; (NSW points p to the newly 
created variable, but does not put a value 
into the variable). The target-variable is 
then ref erenceable by p"^. 



DISPOSE releases the storage occupied by an individual 
dynamically created variable (called a target-variable). 

DISPOSE(p); releases the storage occupied by a single 
target-variable that pointer p is pointing to. 
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MARK obtains the value of an address at the current frontier of 
the heap, the dynamically allocated memory area used for storage 
of dynamic variables.. The procedure MARK is only available to 
compilation-units compiled under the compiler-option HEAPKAPK 
(see Chapter 1 ) . 



MARK(m); 



with m rest 
type •"INTEG 
address at 
RELEflSE(m) 
any storag 
MEK(p) call 
DISPOSE, wh 
individual 
combination 
available s 
DISPOSE is 
F^RK and 
several NEW 
of the p'" 
relinguishe 
KAPKCir). 



ricted to be a pointer-variable of 
ER, sets m to the value of an 
the frontier of the heap so that 
may be called later to relinquish 
e used, beyond this frontier, fcy 
s made subsequent to MflRK(m). If 
ich frees up space by disposing of 
targets, is being used in 
with MARK, some NEW calls may use 
torage behind the frontier. If 
not being used in combination with 
RELEASE, a MARK(m), followed by 
(p)'s, and associated processing 
targets, followed by a RFLEASE(m); 
s all storage used since the 



RELEASE relinquishes the storage occupied by one or more dynamic 
target-variables created since a previous call on MARK, and 
exactly which storage is relinquished depends on whether DISPOSE 
has been also used. The procedure RELEASE is only available to 
compilation-units compiled under the compiler-option HEAPMARK 
(see Chapter 1 ) . 



RELEASE(m); 



with m restricted to be a pointer-variable of 
type, ''INTEGER, and m previously set by a 
call on WARK(m), relinquishes all the storage 
used beyond m for targets created by NEW(p); 
in one of two ways. 



1. If DISPOSE has not been used in 
combination with MARK and RELEASE, the NEW 
calls subsequent to HARK use storage only 
beyond the frontier at increasingly lower 
addresses (the heap grows downward). 
Therefore, the effect of RELEASE{m) is 
identical to Pascal ROO, in that all storage 
is relinquished, and all target-variables 
created by NEW(p) are destroyed, since the 
last KARK(m). 

2. If DISPOSE is in use in combination with 
MARK and RELEASE, NEW calls, made subsequent 
to a MARK, may use either storage behind or 
beyond the frontier of the heap obtained by 
a MARK. In this case, the effect of 
RELEASE(m) is that only the heap storage, 
used beyond the frontier at lower addresses 
than m since the last MARK(m), is 
relinquished. 
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Note that, as DISPOSE was not supported in Pascal POO, this 
advanced mechanism which provides greater flexibility in 
effectively using available memory, causes MARK and RELEASE to be 
redefined, as above. Pascal RO 1 and up, not only uses memory 
more efficiently, but also requires that the arguments to i'^ARK 
and RELEASE be pointer-variables of type ''INTEGER. As dynamic 
data structures are mostly applicable to target-variables of the 
record-type, the user is referred for details to Section 5.3.10 
on the record-type. Section 5.3.11 on pointer-types, and Chapter 
10 for run-time information on the heap memory allocation scheme 
in use. 



3.5.3 Arithmetic Functions 

Also refer to Section 3.5.9 for a summary of how to access the 
mathematical functions, other than ABS or SQR, from either the 
Perkin-Elmer Sytem Mathematical Library (on PEMATH.OBJ), or a 
FORTRAN VII Bun Time Library (e.g.: F7RTL50.0BJ) which is built 
to contain those math routines on PEMATH.OBJ. The FORTRAN VII 
Run-Time Library Error Message file (e.g., F7RTL50.ERR) should 
also be available in the user system, when such routines are in 
use, at run time. For information on the PEHATH routines, 
themselves, refer to the Perkin-Elmer System Mathematical 
Functions Reference Manual, PN 48-025. Refer also to the FORTRAN 
VII User Manual, PN 48-010. Be mindful in coding declarations 
for Pascal^FORTPAN interfaces that the Pascal type REAL and the 
FORTRAN type DOUELF PRECISION both pertain to ^ouble-jgreclsion 
floating-point machine real-number representations; and that the 
Pascal type SHORTRFAL and the FORTRAN type REAL both pertain to 
singlg-Ere£4slo|i floating-point machine real-number 
representations. 

ABS(x) computes the absolute value of the argument 
expression x. The data-type of the function result 
i£ the same type as that of the argument expression 
X, which may be of type BYTE, INTEGER, 
SHORTIHTEGER, REAL, or SHORTRFAL. 

SQ^(x) computes the square of the value of the argument 
expression x. The data-type of the function result 
is the same type as that of the argument expression 
X, vhich may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL, or SHORTRFAL. 

SIN(x) computes the SHORTRSAL sine of the argument 
expression x, which may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL, or SHORTRFAL, whose value is 
passed as a Pascal SHORTREAL. Usage requires 
linkag*^ to PEMATH or an F7RTL containing same, and 
an external FORTRAN declaration: 
FUNCTION SIN(Z:SHORTREAL) : SHORTREAL;FORTRAN ; 
The function result is always of type SHORTREAL. 

DSIN(x) computes the REAL sine of the argument expression 
X, vhich may be of type BYTE, INTEGER, 
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SHORTINTT-GER, EE^L or SHOBTREAL, whose value is 

passed as a Pascal REAL. Usage requires linkage to 

PFMATH or an F7RTL containina same, and an external 

FORTRAN declaration: 

FUNCTION DSIN(Z:REAL) :REAL;FORTRAN; 

The function result is always of Pascal type REAL. 

COS(x) computes the SHORTREAL cosine of the argument 
expression x, which may be of type BYTE, INTEGFP, 
SKORTIRTEGER, PEAL, or SHORTREAL, whose value is 
passed as a Pascal SHORTREAL. Usage requires 
linkage to PEHATH or an F7RTL containing same, and 
an external FORTRAN declaration: 
FUNCTION COS(Z:SHORTREAL):SHORTREAL;FORTRAN; 
The function result is always of type SHORTREAL. 

DCOS(x) computes the REAL cosine of the argument expression 
X, which may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL or SHORTREAL, whose value is 
passed as a Pascal REAL. Usage requires linkage to 
PFKATH or an F7RTL containing same, and an external 
FORTRAN declaration: 

FUNCTION DCOS(Z:REAL) :REAL?FORTRAN; 
The function result is always of Pascal type SEAL. 

ATAN(x) computes the SHORTREAL arctangent of the argument 
expression x, which may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL, or SHORTREAL, whose value is 
passed as a Pascal SHORTREAL. Usage requires 
linkage to PEMATH or an F7RTL containing same, and 
an external FORTRAN declaration: 
FUNCTION ATAN(Z:SHORTREAL) : SHORTRFAL; FORTRAN ; 
The function result is always of type SHORTREAL. 

DATAN(x) computes the REAL arctangent of the argument 
expression x, which may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL or SHORTREAL, whose value is 
passed as a Pascal REAL. Usage requires linkage to 
PEJfATH or an F7RTL containing same, and an external 
FORTRAN declaration: 

FUNCTION DATAN(Z:REAL) : REAL; FORTRAN; 
The function result is always of Pascal type REAL. 

EXP{x) computes the SHORTREAL exponential of the argument 
expression x, which may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL, or SHORTREAL, whose value is 
passed as a Pascal SHORTREAL. Usage requires 
linkage to PEMATH or an F7RTL containing same, and 
an external FORTRAN declaration: 
FUNCTION EXP(Z:SHORTREAL) : SHORTREAL ; FORTRAN ; 
The function result is always of type SHORTREAL. 

DEXP(x) computes the REAL exponential of the argument 
expression x, which may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL, or SHORTREAL, whose value is 
passed as a Pascal REAL. Usage requires linkage to 
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PEMATK or an F7RTL containing same, and an external 

FORTFBN declaration; 

FUNCTION DEXP(Z;REaL);REAL;FOFTRAN; 

The function result is always of Pascal type HEAL. 

SQRT(x) computes the SHORTRESL square root of the argument 
expression x, may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL, or SHORTREAL, whose value is 
passed as a Pascal SHORTREAL. Usage requires 
linkaoe to FEMATH or an F7RTL containing same, and 
an external FORTRAN declaration: 
FUNCTION SQRT( Z: SHORTREAL ):SHORTREAL;FORTRAN; 
The function result is always of type SHORTREAL. 

DSQRT(x) computes the REAL square root of the argument 
expression x, which may be of type BYTE, INTEGER, 
SHORTINTEGER, PEAL or SHORTREAL, whose value is 
passed as a Pascal REAL. Usage requires linkage to 
PFKATH or an F7RTL containing same, and an external 
FORTRAN declaration! 

FUNCTION DSQRT(Z:REAL) : REAL; FORTRAN; 
The function result is always of Pascal type REAL. 

ALOG(x) computes the SHORTREAL natural logarithm of the 
argument expression x, which may be of type BYTE, 
INTEGER, SHORTINTEGER, REAL, or SHORTREAL, whose 
value is passed as a Pascal SHORTREAL. Usage 
requires linkage to PEHATH or an F7RTL containing 
same, and an external FORTRAN declaration: 
FUNCTION ALOGCZ: SHORTREAL): SHORTREAL; FORTRAN; 
The function result is always of type SHORTREAL. 

DLOG(x) computes the REAL natural logarithm of the argument 
expression x, which may be of type BYTE, INTEGER, 
SHORTINTEGER, REAL or SHORTREAL, whose value is 
passed as a Pascal REAL. Usage requires linkage to 
FFMATH or an F7RTL containing same, and an external 
FORTRAN declaration: 

FUNCTION DLOGCZ: REAL): REAL; FORTRAN; 
The function result is always of Pascal type REAL. 



3«5.4 Boolean Functions 

ODD(x) returns the Boolean value of TRUE if the argument 
expression x is odd; if x is even returns the 
Boolean result FALSE. The argument expression x 
may be of type BYTE, INTEGER, or SHORTINTEGER. 

EOF(f) returns the Boolean value of TRUE when, while 
reading the file f, the end of file occurs; 
otherwise returns the Boolean value FALSE. 

EOF returns the Boolean value of TRUE when, while 

reading the standard text file INPUT, the end of 
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file occurs; otherwise returns the Boolean value 
FALSE. 

EOLN(f) r*=>turns the Boolean value of TRUE when, while 

reading the text file f, the end of current line is 

reached; otherwise returns the Boolean value of 

F/^LSE. 

EOLN returns the Boolean value of TRUE when, while 

reading the standard text file INPUT, the end of 

current line is reached; otherwise returns the 

Boolean value of FALSE. 



3.5.5 Seal/Integer Data Conversion Functions 

TRUNC(r) truncates the fractional part of the real argument 
expression r, truncating the value toward zero, and 
returns that remaining integer value. That is, 
TRUNC(r) returns the greatest integer less than or 
equal to r for r>=0, or the least integer greater 
than or equal to r for r<=0. The argument 
expression r may be of type RFAL or SHORTRFAL and 
the resultant function value, TRUNC(r), is of type 
INTFGEP. If the value of r exceeds representation 
in an INTEGER, a run time error message "TEUNC 
PANGF ERROR" occurs. 

ROURDCr) converts the real argument expression r, rounding 
away from zero, into its nearest corresponding 
integer value. The argument expression r may be of 
type PEAL or SHORTREAL and the resultant function 
value, ROUND(r), is of type INTEGER. If the value 
of r exceeds representation in an INTEGER, a run 
time error message "TRUNC RANGE ERROR" occurs. 

LENG(s) lengthens the SHORTREAL argument expression s into 
a corresponding resultant function value of tyoe 
RFAL. 

SHORTEN(r) shortens the REAL argument expression r into a 
corresponding resultant function value of type 
SHOETPEAL. 

CONV(i) converts the integer argument expression i into a 

corresponding resultant function value of type 

REAL. The argument expression i may be of type 
BYTF, INTEGER, or SHORTINTEGER. 

SHORTCONV(i) converts the integer argument expression i into a 
corresponding resultant function value of type 
SHORTREAL. The argument expression i may be of 
type BYTE, INTEGER, or SHORTINTEGER. 
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3.5.6 Ordered Data Transfer Functions 

ORD(x) returns the ordinal number of the argument 
eypression x, which may be of type BOOLEAN, CHAH, 
a user-defined enumeration type, or in this 
impleir^entation of Pascal, a pointer-type. Hhen x 
is Boolean, the ORD(FALSE) = and the ORDCTRUE) = 
1. fchen X is of type CHAR, the ORD(x) is the 
ordinal number of the character x in the ASCII 
character set. When x is a member of a 
user-defined enumeration type, ORD(x) is the 
natural number indicating the order of appearance 
of the value of x in the user-defined enumeration 
type list of identifiers (counting starts at sero). 
When > is a pointer expression, then ORD(x) is an 
integer which is the machine address of the target 
of pointer x. This function, when applied to 
character data, is the inverse of CHR. 

CHR(x) returns the character in the ASCII set which 
corresponds to the ordinal number x. The argument 
eypression x may be of the integer types BYTE, 
INTEGER, or SHORTINTEGER and must be in the range 
0..127. This function is the inverse of ORD, when 
ORD is applied to character data. 



3.5.7 Discrete Data Transfer Functions 

PRED(x) returns the predecessor of the argument expression 
X, which may be of type , CHAR, or the integer 
types BYTE, INTEGER, and SHORTINTEGER; or of a 
user-defined enumeration type. When x is of type 
CHAR, the PRED(x) returns the character preceding 
x in the ASCII character set but is undefined for 
the first character, e.g., when CRD(x)=0. When x 
is of the integer types, PRED(x) returns the 
preceding integer (x-1). When x is a member of a 
user-defined enumeration type, PRED(x) returns the 
member immediately preceding x in the user-defined 
enumeration type list; and PREDCx) is undefined if 
X is the first member in that list. 

SUCC(x) returns the successor of the argument expression x, 
which may be of type CHAR, or the integer types 
BYTE, INTEGER, and SHORTINTEGER; or of a 
user-defined enumeration type. When x is of type 
CHAR, the SUCC(x) returns the character following 
X in the ASCII character set but is undefined for 
the last character, e.g., if 0RD(x)=127. When x is 
of the integer types, SUCC(x) returns the 
succeeding integer (x+l). When x is a member 
within a user-defined enumeration type, SUCC(x) 
returns the member following x in the user-defined 
enumeration type list; but SUCC(x) is undefined if 
X is the last element in that list. 
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3.5.8 Miscellaneous Functions 

ADDRESS(v) returns a 32-bit INTEGER value which is the machine 
address of the argument variable or selector v, 
which may be of any type but may not be a literal 
constant, nor a constant-identifier. This address 
is defined to be the location from which the value 
of V would be found for any use of v at the place 
in program where ADDRESS(v) is referenced. If v 
were a pointer variable, p, the ADDRESS(p) returns 
the location of pointer p; the ORD(p) returns the 
location of the target-variable p is pointinc to; 
the ADDRESS(p'") returns the location of the 
target-variable p is pointing to. In this 
implementation, ORD(p) = ADDEESS(p'^) -8; and the 
ADDRESS (p'')=0RD(p) + 8. 

SIZE(vt) returns an INTEGER value which is the number of 

bytes required to represent the argument datum or 

type vt in internal storage. The argument may be 

the name of a variable, selector, or a 

type-identifier. The argument vt may not be a 
literal constant or a constant-identifier. 

LINENUHBER returns the current source line number of that 
source statement containing the function reference 
LINENUKBER. The resultant function value of 
LINENUKBER is of type INTEGER. No arguments are 
required or accepted by this function. That is, if 
the 35th line of a program were: 
WPITELNCLINENUMBER) ; upon execution, the integer 35 
would be written on standard text file OUTPUT. 

STACKSPACE returns an INTEGER value which is the number of 
bytes currently available at the time of executing 
the statement containing the function reference 
between the "stack" run time storage of local data 
of routines and the "heap" run time storage of 
dynamically allocated variables. No arguments are 
required nor accepted by this function. 



3.5.9 Accessing Additional Math Routines from PEMATH or FORTRAN 
RTLs 

Mathematical functions available via linkage to the Perkin-Elmer 
System Mathematical Library on the file PEMATH. OBJ or to a 
FORTRAN VII Run Time Library containing those math routines, 
(such as F7RTL50.CBJ) , are the functions: arctangent, sine, 
cosine, exponential, square root, and natural logarithm. These 
basic external math routines may be accessed for use as function 
references by declaring them in the routine declarations part of 
the user's main program as external FORTRAN routines, with the 
Pascal FORTRAN directive. The routines themselves are documented 
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Note the the value parameter identifier, Z , given in the example 
external FORTRAN declarations, may be any appropriate 
user-specified identifier. 



TABLE 3-6 BASIC EXTERNAL FORTRAN MATH ROUTINE ACCESS 
(SHOBTREAL FUNCTIONS) 



TO OBTAIN 






USE 


SHORTREAL 


ENTER IN ROUTINE DECLABATIONS 


FUNCTION 


FUNCTION 






REFERENCE 


arctan(X) 


FUNCTION 


ATAN(Z: SHORTREAL) : SHOBTREAL; FORTRAN ; 


ATAN(X) 


slnCX) 


FUNCTION 


SIN(Z:SHORTREAL): SHORTREAL; FORTRAN; 


SIN(X) 


cos(X) 


FUNCTION 


COS( Z: SHORTREAL): SHORTREAL ;FORTRAN; 


COS(X) 


exp(X) 


FUNCTION 


EXP( Z: SHORTREAL): SHORTREAL ;FORTRAN; 


EXP(X) 


sqrt(X) 


FUNCTION 


SQRT(Z : SHORTREAL) :SHORTREAL;FORTRAN; 


SQRT(X) 


ln(X) 


FUNCTION 


flLOG<Z:SHORTREAL) : SHORTREAL; FORTRAN ; 


ALOG (X) 



3-3U 
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TABLE 3-7 BASIC EXTERNAL FORTRAN MATH ROUTINE ACCESS 
(REAL FUNCTIONS) 



TO OBTAIN 

REAL 
FUNCTION 



FNTEK IN ROUTINE DECLARATIONS 



USF 
FUNCTION 
REFERENCE 



arctan(X) 

sin(X) 

cos(X) 

exp(X) 

sqrt (X) 

ln(X) 



FUNCTION DATAN(Z:REAL): REAL; FORTRAN; 
FUNCTION DSIN(Zs REAL); REAL; FORTRAN; 
FUNCTION DCOS{Z:SEAL):REAL;FORTRAN; 
FUNCTION DEXP(Z; HEAL): REAL; FORTRAN; 
FUNCTION DSQRT(Z: REAL). -REAL ;FORTRAN; 
FUNCTION DLOG(Z:REAL) : REAL;FORTPAN; 



DATAN(X) 

DSIN(X) 

DCOS(X) 

DFXPCX) 

DSQRKX) 

DIOG(X) 



Users not specifying these external declarations with the Pascal 
FORTRAN directive and associative REAL/SHORTREAL type-identifiers 
pertinent to each function name exactly as depicted above will 
receive unpredictable results. 
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CHAPTER 4 
PBOGKAB STRUCTURE, BLOCKS, AND DECLARATIONS 



1».1 INTRODUCTION TO PROGRAM STRUCTURE 

A Pascal program syntactically consists of an optional prefix of 
declarations, a program-heading, and a block followed by an end 
of program indicator, the period character. 

A block may follow net only a program-heading, but a procedure, 
or function heading or an external module heading as well. 

The prefix syntax and the program heading, as well as module, 
procedure, and function headings, are detailed in Chapter 9. 

This chapter is merely introducing an overview of program 
structure, and the definition of a block and its components, a 
declarations part and a body. In Pascal, a block is o± the 
general form: 



LABEL label declarations, if any 

CONST constant declarations, if any 

TYPE type declarations, if any 

VAR variable declarations, if any 

PROCEDURE or FUNCTION routine declarations, if any 

BEGIN 

Body of the Block 
END 



A block is comprised of an optional declaration part and always 
contains a body. The declaration part defines or declares such 
entities as labels, or types, constants, variables, and routine 
identifiers, that are referenced in other subsequent declarations 
or in the body. 

When the declarations contain routine definitions, then other 
blocks are created within the outer block, creating nested scopes 
(see Section 2.1.2 and 2,1,.?). 

The body is a compound statement containing one or more 
executable statements that specify the actions to be performed by 
the program. 

The syntax of a Pascal program is: 
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Program 
> prefix > 



V 
— > program-heading > block > 



where the syntax of program-heading is: 



■>l 



> PROGRAM > identifier > file-name-list > ; > 

where the identifier is the name of the program, and the 
file-name-list is a list of user-specified identif ier ( s ) which 
are the names of external files, (separated by commas when more 
than one); and which must also be declared as file-variables. 
The predefined files INPUT or OUTPUT may also be listed. 

After a program-heading has been specified, with or without a 
file-name-list, and required semicolon; a block may be defined. 

The syntax of block is: 



Block 



> declarations > body > 

Although not evident from the "block" syntax graph, the construct 
declarations, may be empty as defined by its syntax graph in 
Section ^4 . 2 below. The body is always required to constitute a 
block. Declarations are detailed in Section 4.2, and the body is 
detailed in 4.3. 

The general form of the layout of a program is depicted as 
follows. Note that within a block the words LABEL, CONST, TYPE 
and VAR need not be present if no definitions follow them; 
however, the words BEGIN and £ND must always be present in a 
block to form the tody of a program, module, procedure, or 
function. 

C Optionally precede the program-header with either a user 
written prefix or the predefined Pascal Prefix, which is 
required only for those programs utilizing prefix routine 
calls or prefix identifiers in their code. > 
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VAR 



PROGRA^f FORI? ( list of filenames separated by commas ) ; 

■C Block of entire program follows: > 

i Declare/Define labels/Data prior program Pody, for example:> 

^^^^■^ -,«.« ^ optionally define any statement-labels> 
1000,2000 ; 

^^^^"^ ,r«Tn, .^ "^ optionally define any global ccnstantsD 
LIMIT = 10 ; 

■^^P-"^ -Coptionally define global type-identif iers > 

SAMPLE_AREfiY_TYPE = ARRAY [1.. LIMIT] OF CHAR ; 

■C declare global variables with their type> 

STRING : SAKPLE_ARRAY_TYPE ; R : REAL; S : SHORTREAL; 
I/J,K : IKTFGER ; H : SHORTINTEGER ; P,Q : BOOLEAN; 

■CDeclare external user-named files from file-name-list > 
FILE45 : TEXT ; 

•C Optionally define any number of external/internal routines:> 
PROCEDURE M0D_NAfE1 (module-parameter-list); EXTERN; 
FUNCTION DCOS(z:EEAL) :REAL;FORTRAN; 

PROCEDURE AKAI-parameter-list); 
CBlock of A1 follows:> 

LABEL -C... optionally define any statement-labels in 'O ; 
CONST -C... optionally define any local-to-AI constants> ; 
TYPE C... optionally define any local-to-AI types> ; 
VAR {... optionally declare any local-to-AI variables! ; 
■Coptionally define any nested routines local-to~A1> ; 
BE^IN -C Body of procedure A1> 

statement-sequence 
END? -C End of procedure A1> 

FUNCTION FKFI-parameter-list): function-type-identifier ; 
{Block of F1 follows:> 

LABEL -C... optionally define any statement-labels in F1> ; 
CONST -C... optionally define any local-to-FI constants!; 
TYPE {,.. optionally define any local-to-FI types>; 
VAR a,., optionally declare any local-to-FI variables!; 
Coptionally define any nested routines local-to-FI!; 
BEGIN -C Body of function F1! 

• • • 

F1 := expression ; 

• • • 

EI'ID; f End of function F1! 

BEGIN C Body of main program FORM ! 

1000 : statement; 

AKAI-argument-list); -Csample invocation of A1! 

R:=F1(F1-argument-list)+DC0S(R) ; ^invocation of F1 & DCOS! 

2000 ! statement; 
END. t End of main program FORM ! 
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For a sample program, the following program, CUBE, inputs an 
intener length from standard textfile INPUT and outputs its 
dimensions on standard textfile, OUTPUT. 

PROGRAM CUBE ( INPUT , OUTPUT ) ; 

VAR LENGTH, SIDE_PEEA, SURFACE, VOLUME : INTEGER ; 

BEGIN 

READ (LENGTH) J 

SIDE_AREA := SQ?. (LENGTH) ; 

SURFACE := 6 * SIDF_ARFA ; 

VOLUME := SIDE_AEFA * LENGTH ; 

WRITELN ('CUBE DIMENSIONS'); 

WRITELN ('LENGTH IS', LENGTH, ' LINEAR FEET'); 

WRITELN ('SIDE ARFA IS', SIDF_AREA, ' SQUARE FEET'); 

WRITELN ('SURFACE IS', SURFACE, ' SQUARE FEET'); 

WRITELN ( 'VOLUME IS', VOLUME, ' CUBIC FEET'); 
END. -CCUBEJ 

Upon compilation of this source program into object and linkage 
of the object into an established task, the task can be loaded 
with task workspace, have its files assigned, and executed under 
the operating system. 

Upon execution of CUBE, if the input data on the physical 
device/file ar^igned to logical unit which has been associated 
with the standard textfile INPUT (by virtue of its position in 
the file-name-list) is.: 

5 
The output on standard textfile OUTPUT (on LU 1) is: 



CUBE DIMENSIONS 

LEi^GTH IS 5 LINEAR FEET 

SIDE AREA IS 25 SQUARE FEET 

SURFACE I? 150 SQUARE FEET 

VOLUME IS 125 CUBIC FEET 

Program CUBE uses two predefined external files, INPUT and 
OUTPUT; has four global variables, LENGTH, SIDE_AREA, SURFACE, 
and VOLUME; all of data-type INTEGER; and has no other items 
defined in its declarations. A function reference on a 
predefined Pascal function, SQR, to obtain the square is used in 
the expression in the assignment statement: SIDE_AREA := 
SQR(LENGTH). 

The body of the program CUBE begins with the word BEGIN and ends 
with the word END. The program is terminated with a period. The 
READ statement reads the input data 5 into the variable LFNGTH, 
from the file, INPUT. The assignment statements obtain values 
for SIDE_AREA, SURFACE, and VOLUME. The first WRITELN statement 
outputs a literal-string, CUBF DIMENSIONS, to the filp OUTPUT. 
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The subsequent WRITELN's each output a line consisting of a 
Ixteral-string, an integer, and another literal-strin< 
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More complex program structuring, including routine definitions, 
their invocations, and nesting or recursive use, is delayed to 
Chapter 9 until after the declarations part and body of a block 
are defined in this chapter, and the Pascal data-types, 
expressions, and statements are defined in subsequent chapters. 

'1.2 DECLABATIONS 

The declarations part of a block declare labels to identify that 
certain statements in the body of the same block are labeled with 
a statement-label? and declare identifiers as the names of 
constants, types, variables, or routines which become visible in 
scope to the block. The syntax of declarations is defined by: 



£6£ia£aiions 



l<- 



->label declaretions- 



■>l 



I |<--const definitions< — ** 

II II 
IV II 



I I 

|< — type definitions< V 



l<- 



•>t 



•>var declarations- 



< routine declarations<- 
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Note the order of the five kinds of declaration parts. Label 
Declarations precede Constants and Type Definitions, all of which 
are followed by Variable Declarations, and lastly declared are 
routines. 

Note that the declarations part of a block may be completely 
empty, or not contain a label declarations part, a constants 
definitions part, a type definitions part, a variable 
declarations part, or a routine declarations part. 

Many implementations of Pascal allow only one of each kind of 
declaration part in the declarations section of a block. 

In this implementation of Pascal, in each block, there may be 
only one Label Declarations part, more than one Constants 
Definitions part and more than one Type Definitions part, only 
one Variable Declarations part, and only one Routine Declarations 
part (although it may define any number of routines). 

Also, in this implementation of Pascal, the constant definitions 
parts and the type definitions parts may be intermixed, prior to 
the beginning of any variable declarations part in a block. See 
example code of mixed constant and type definitions parts in 
Section 4.2.3. 

Each of the declaration parts are described in the following 
sections. 



4.2.1 Label Declaration Part 

The Label Declaration Part introduces user-specified unsigned 
integers as labels. 

Any executable statement in a block's body can be identified by 
prefixing it with a label (see syntax chart of "statement" in 
Section 7.1), and a colon. A label is a defining reference point 
within the body of a program's block of a particular statement. 
Transfer of execution control to a labeled statement is provided 
by the GOTO statement, described in Section 7.2.4. 

All labeled statements must have their labels declared in the 
label declaration at the beginning of the block in which their 
embodying body is contained. The compound statement serving as 
the body of a block is never labeled for the purpose of going to 
it. The label declarations part of a block's declarations is 
defined by: 



Label-Declarations 

> LABEL > label > ; > 

I 
I I 

|<— , <— V 
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and label is defined by 



Label 



■-> digit's 



The syntax of the label declarations part consists of the word 
LABEL, followed by one or more "labels", each separated from each 
other by a comma, when there is more than one label; and the 
entire label declarations part ends with a semicolon. 

In this implementation of Pascal, the number of decimal digits in 
a label is expanded to 10, the number of digits required to 
express the value of MAXINT (Section 5.3.U). Wany Pascal 
implementations allow only four digits. A label is considered to 
be an unsigned integer. That is, the value of the unsigned 
integer which represents a label must be in the range 1 to 
flAXlNT. Leading zeros in a label are not significant. 

Examples of valid label declarations parts are: 



LABEL 01, 10, 999999; 

LABEL 454,1359; -Clabel 454 and label 1359> 

LABEL 2147483647; -Clargest label allowed> 



LABEL 10, 20, 30, 
50, fO, 70; 



■Centire label part ends with ";"> 



Examples of invalid label declarations parts: 



LABEL #2D0; 

LABEL 3000 

LABEL 01, 1; 

LABEL 4000000000; 

LABEL 10; 20; 30; 

LABEL 10, 20; 30, 40; 
50, 60, 70; 90; 



(*label has hexadecimal digits*) 

(* no ending semicolon *) 

(♦duplicate declaration*) 

(*label has value>MAXINT* ) 

(* commas must separate labels *) 

(* only one semicolon is allowed *) 
(* to end the Label Declarations *) 



Only one label declarations part is allowed in any one 

declarations section of a block, and it must precede any 

constant, type, variable or routine declarations parts inside the 
block. 
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J».2.2 Constant Definition Part 

The Constant Definition Part introduces user-specified 
identifiers as the names of constant values, and defines their 
specific values. 

Data that do not change during the execution of a program are 
called constants. Constants represent specific values which may 
be used as operand factors within expressions. Constants can be 
referred to by either a literal representation of their value or 
by the names, established as identifiers of their values, in a 
constant definitions part of a block. 

Those constants, directly representable in source code without 
identifiers, are called literal constants, as presented in 
Section 3.3.U, 

Literal-constants may be used to define the values of 
constant-identifiers introduced in the constant definitions part. 

The syntax of the constant definition part is: 

C o n s t as t - Definitions 

> CONST > identifier > = > constant - — > ; > 

I 



,< -__- V 

The constant definitions part consists of the word, CONST, 
followed by one or more individual constant definitions, each 
separated from each other by a semicolon, when there is more than 
one; and the entire constant definitions part ends with a 
semicolon. Each individual constant definition introduces a 
user-specified identifier, followed by an equals sign, followed 
by a "constant". 

The construct "constant" is syntactically presented in Section 

5.1. It may be a (signed, if numeric) literal constant, or a 

predefined or previously declared constant identifier. It cannot 

be a constant expression such as: 16-5+3, or -1+MAXINT, or an 
expression such as (FALSE AND TRUE). 

The constant definition part need not be present in any or every 
program, module, procedure, or function block. However, if the 
word CONST is present, at least one constant definition must be 
present. 

The constant definition part, when present, comes after label 
declarations and before the variable declaration part. This 
implementation of Pascal permits more than one constant 
definitions part and permits constant definitions parts and type 
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definitions parts to be intermixed. See example code at the end 
of Section 4,2.3. 

Example of a constant definitions part is: 

CONST 

DATE = 'Oa/IS/SO'; 

PI = 3.141529; 

NEGPI = -3.141529; 

CHAPA = 'A'; 

TWO = 2 ; THREE = +3; 

NEGTWO = -2 ; NEGTHREE = -THREE; 

TWOTOO = TWC ; 

INDENT2 = +TWOTOO; 

BACKSPACE = -TWO; 

The individual constant definition defines the specific value to 
be substituted for the constant identifier wherever it occurs 
within the scope of the declaration, unless a redefinition of the 
constant identifier occurs in a more tightly binding scope prior 
to the place of reference within the inner scope. See Section 
2.1.3 on scope. 

The compiler applies typing to the constant identifier by 

analyzing the constant value. In the example above, the type of 

DATE is a string-type of length 8; the type of PI is REAL; the 

type of CHARA is CHAP; the type of TWO and TWOTOO is integer. 

In this implementation of Pascal, a constant definitions part may 
also be declared in a "prefix" of declarations placed prior to a 
PROGRAK or MODULE header, giving those constant-identifiers a 
scope global to the entire compilation-unit; respective to 
whether the prefix is preceding a program or module. In a prefix 
the constant definition? parts may be intermixed with type 
definitions parts, prior to routine declaration headings, but may 
not follow the routine declarations of the prefix. See the 
syntax of prefix in Chapter 9. 

4.2.3 Type Definition Part 

The Type Definition Part introduces user-specified identifiers as 
the names of types, and defines their types. 

Different data have certain descriptive attributes, such as size, 
structure, and internal representation, and thereby can assume 
only some finite range of possible values. The set of possible 
values that a datum can assume is called its data type. 

There are several different kinds of data types in Pascal, and 

programmers can also define new data types. Only certain 

operations can be performed on each data type. The language of 

Pascal, to assure that only meaningful operations are performed 
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on appropriate types of data, has strict rules regarding 
type-compatibility. 

Certain operations, such as relational structured comparisons, or 
passing arguments to VAR variable parameters; require "identity" 
o£ type between the two entities. Other operations on scalar 
data, or such as passing arguments to value parameters, or 
assigning expression values to variables, only require 
"assignment compatibility" of type between the two entities. See 
a brief definition in Section 2.1.9 or details in Section 6.2 on 
type- compatibility. 

Therefore, the programmer must plan the typing of the program 
data adhering to the rules of Pascal type-compatibllitY, 
respective to the intended use of the data. 

The syntax of the type definitions part is: 

Tlgg'Definitions 

> TYPE > identifier > = > type > j > 

! 
I I 

The syntax of the type definitions part of a block consists of 
the word TYPE, followed by one or more Individual type 
definitions, each separated from the other by a semicolon, when 
there is more than one, and the entire type definitions part ends 
with a semicolon. 

Only one new user-specified type-identifier may be associated to 
its defining "type" in each individual type-definition between 
semicolons. Each Individual type definition consists of a new 
identifier, an equal sign, and a defining type. 

An individual type definition introduces the identifier as the 
name of a type. This identifier becomes visible as a type 
identifier. 

The type identifier becomes visible in scope to the block in 
which it is declared. It is possible to redeclare the same 
Identifier with a different meaning inside an inner scope. See 
Section 2.1.3 on scope. 

The type identifier can then be referenced in subsequent type 
declarations or associated to other data to define their type, 
such as in variable declarations. In general, a data type cannot 
refer to its own type identifier. 

The syntax of "type" is given in Section 5.3. The specific kinds 
of data types available are described in Sections 5.3.1 to 
5.3.11. 



4-10 48-021 E01 5/82 



yser-specified type-identifiers in order to be associated with 
data in subsequent variable declarations in the block must be 
first :iefined in the type declarations of a block which makes 
them visible m scope for reference. The type definitions part, 
when present, come after label declarations constant definitions 
parts. If any are present, and before variable declarations in 
the declarations portion of a block. 

This implementation of Pascal permits constant and typo 

definition parts to be interlaced. Often, interspersing constant 

and type definitions parts will be an aid to readability and 
maintainability. For example: 

CONST ID_IENGTH = 12; 

TYPE IDENTIFIER = ARRAY [ 1 . . ID„LENGTH] OF CHAR; 



CONST OUTPUT_LENGTH = 132; 

TYPE OUTPUT_BUFFER = ARRAY ( 1 . . OUTPUT_LENGTH ] OF CHAR; 

may be clearly preferable to: 



CONST ID_LENGTH = 12; 

OUTPUT_LENGTH = 132; 



TYPE IDENTIFIER = ARRAY [1..ID LENGTHI OF CHAR; 

OUTPUT_BUFFER = ARRAY [ 1 . .OUTPUT_LENGTH] OF CHAR; 

where the vertical ellipses may represent several hundred lines 
of possibly unrelated type or constant definition code. 

In this implementation of Pascal, a type definitions part may 
also he declared in a "prefix" of declarations placed prior to a 
PROGRAM or MODULE header, giving those type-identifiers a scope 
global to the entire compilation-unit; respective to whether the 
prefix is preceding a program or module. 

In a prefix the constant definitions parts may be intermixed with 
type definitions parts, prior to routine declaration headings, 
but may not follow the routine declarations of the prefix. See 
the syntax of prefix in Chapter 9. 

Particularly notable, as user-specified type-identifiers are 
often used for typing structured parameters in a 
raodule-parameter-list, those type-identifiers must be declared 
ahead of the MODULE header, but also must not conflict in 
position to the routine declarations of a prefix. 
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4.2.£» Variable Declaration Part 

The Variable Declaration Part of a block introduces 
user-specified identifiers as the names of variables and 
associates a data-type to each variable identifier, so 
introduced. The value of the variable at its declaration point 
is undefined. 

One of the most important characteristics of Pascal is that all 
named data to be referenced must be previously declared in a 
declarations part and be visible in scope. This includes 
variables, which are data that can have their values changed 
during execution. The kind and range of values that a variable 
can assume is determined by its type. The basic operations on a 
variable are assignment of a new value to it and a reference to 
its current value. 

The variable declarations part introduces variable names and 
associates them with a specific data type. The syntax of the 
variable declaration part is defined by: 



va£iabig-£££iaiaiisiis 

> VAR > identifiers > s > type > ; > 

I 



l< — V 

where identifiers is defined by: 

I^Hiifiers 

- — > identifier > 

I 
I I 

|< , < V 

The variable declarations part consists of the word VftR, followed 
by one or more individual groups of variable declarations, 
separated by and ending with a semicolon. Each individual group 
of variable declarations consists of one or more new identifiers 
separated by a comma, followed by a colon and a specified type. 
A detailed syntax description of "type" is given in Section 5.3. 

The type must be either a predefined Pascal type-identifier, or 
a previously defined user-specified type-identifier from a type 
definition part, visible in scope. It can also be a 
user-specified defining type, but caution is advised in using 
this form of defining the type of a variable within the variable 
declaration, as few operations can be legally performed on 
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structured variables without "identity" of type established for 

them. However, "identity" of type is established for all 

variables associated to one "type" in one and the same group 

variable declaratior such as A, B, C ; type; within a VAF 
declarations part. 

An individual group of variable declarations introduces one or 
more new identifiers, separated by commas, as variables of the 
type following the colon. 

A variable declared in the variable declarations part of the 
outermost block of the main program is called a global variable, 
and is visible in scope over the entire program, unless the same 
identifier is redefined in a more tightly binding scope in an 
inner block prior to its reference in the inner block. 

A variable declared in the variable declarations part of a 
routine is called a local variable, and comes into existence only 
upon invocation of the routine. The local variable identifier is 
visible in scope only to the block of the routine in which it is 
declared, and to any inner blocks declared within the routine. 

The variable declarations part, when present, occurs after the 
label, constant, and type definitions parts, and before the 
routine declarations part of the declarations section of a block. 

An example of a variable declarations part is: 



VAR 




CH ! 


CHAF? 


FLAG ! 


BOOLEAN 


I,J,K • 


INTEGEF 


DELTA 


! REAL; 


CFILR 


: TEXT; 



SUBSCRIPT, INDEX 



BYTE; 



1..20; 



CUsing the type-identifiers established above in 4.2.3} 



STRIKG12 
PRINTLINE 



IDENTIFIER; 
OUTPUT BUFFER; 



Note that no variable declarations part is allowed in a prefix, 
unlike the constant, type, and routine declarations which are 
allowed in a prefix. 

a. 2. 5 Routine Declaration Part 

The Routine Declaration Part introduces user-specified procedure 
or function identifiers and either a complete routine definition 
containing their defining block, or a directive indicative that 
the routine's block is located elsewhere. 
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There are t«o different kinds of routines. R procedare perforras 
a process* and a function coaputes a value. A procedure is 
called into execution with a procedure-call statement (see 
Chapter 7>, whereas a function is called into execution when 
referenced within an expression. 

K procedure declaration begins with the Pascal word symbol: 
PROCEDUSE. A function declaration begins with the Pascal word 
symbol r FUNCTION. 

As a language construct * a routine declaration declares its name, 
a list, of parameters Cif anY> to define its interface, local 
declarations visible only to itself and its nested routines, and 
a body of code that operates oa the foregoing declarations. When 
the routine is called into execution, the specific data values of 
the parameters that the routine is to operate on are passed to 
the routine in the form of arguments. The routine is written to 
reference the parameter identifiers, but the actual data passed 
by arguments become associated with the appropriate routine 
parameters at execution time. 

All user written routines must be Identified in a routine 
declaration part before being referenced except for those 
predefined routine identifiers of Pascal. See Table 3-4. 

The syntax of the routine declarations part is defined by: 

I <— ;< — procedur e< ** 

^ I 

> 

I 

|,< — ^;:< — f unction< v 

Each procedure or function declaration is separated from the 
other and terminated by a senticolon. 

Any number of procedures or functions may be declared in the 
routine declarations part of a block, and there is no order 
restriction on which precedes or follows. That is, a procedure 
may be defined, and then a function, or vice versa. 

The routine declarations follow the label declarations, constant 
and type definitions, and variable declarations of a block. The 
routine declarations are the last group in the declarations 
portion of a block prior to the body. 

The rautise declaration part introduces the names o± these 
routines as identifiers, defines their parameters, and either 
defines the block of code or declares how the routine block is 
defined elsewhere. 



it-tq, 148-021 R01 5/82 



The routine block can have its definition delayed, but not its 
declaration, if the routine is to be ref erenceable. Delaying a 
block definition is accomplished by replacing the block with the 
word FORWARD. This? routine block can then be completed later by 
repeating its heading (without its parameter list and/or function 
type) followed by its block. FORWARD declaration is only 
required to be used when two routines must call each other 
(mutual recursion); but it can also be used whenever desired. 
The block of a forwardly declared routine must occur somewhere in 
the same routine declarations part, in which it was declared 
FORWARD. 




Procedures and functions will be defined in detail in a later 
chapter. Chapter 9, with associative concepts dealing with 
routines. At this point, we are merely introducing the overview 
and placement of the routine declarations part within the 
declarations sectior of a block. 

The reader may also refer to related concepts on blocks and 
scopes given in previous Section 2.1.2 and Section 2.1.3. 

At this point, an example of a routine declarations part is: 

PROCEDURE ABC ( A ,B ,C : BYTE ) ; EXTERN; 
PROCEDURE SECTOR ( RADIAN : REAL) ; FORTRAN? 
PROCEDURE ADD (X ,1 : INTEGER ; VAR Z:REAL); FORWARD; 
PROCEDURE EEADINT (VAR NNtlNTEGER); 
BEGIN 

WHILE NOT EOF DO 
BEAD (NN); 
END; 
PROCEDURE ADD; 
BEGIN 

Z := X + Y; 
END; 
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FUNCTION SEQUF.KCECCH:CHllB>:INTEGEBj EXTERN; 
FUNCTIOR COSINE (RftDIAN;PBRL>: REAL; FOBTEAN; 
FUNCTION NEXTODD(NUHB:INTBGEB): INTEGER; FORHARB; 
FUNCTION EVENC NUMBER : INTEGER) ; BOOLEAN ; 
BEGIN 

IF NUMBER KOD 2=0 
THEN 

EVEN := TRUE 
ELSE 

EVEN := FALSE; 
END; 
FUNCTION NEXTODD; 
BEGIN 

IF EVEN (NUMB) 
THEN 

NEXTODD := NUMB + 1 
ELSE 

NEXTODD := NUMB + 2 
END; 

These example routine declarations establish the procedures as 
callable units, which may be called into execution by procedure 
call statements, such as (assuming VAR B:REAL; and VAR 
I:INTEGER;) in the following: 



BEGIN 

ABC (5, 3,8); 

S^CT0R(5. 34267) ; 

ADD(9,a,R); 

READINT(I); 
END; 

The example routine declarations also establish the functions 
which can be referenced within expressions, to obtain their 
function values, such as in the following (assuming VAR RsREAL; 



and VAB I: INTEGER;) J 



BEGIN 

I := SEQUENCE( 'A* ); 

R j= C0SINE(6.?tt732); 

I := NEXTODD(I); 

IF NOT EVEN(I) THEN WRITELN(I); 
END; 



Both procedure and function headings, routine and parameter 

declarations, routine invocations and argument specifications, 

argument to parameter compatibility, and the programming of 
routines are discussed in detail in Chapter 9. 
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4.3 THE BODY 

The body of a program, module, function, or procedure block Is a 
compound statement which usually contains a seouence of 
executable statements embodied within it. 

The body begins after the declarations part of a block, if there 
are any, and once a body begins no further new identifiers may b'^ 
introduced. 

The syntax of a body is: 

Bodx 



> BEGIN > statement > END > 

I 



l<- 



I 

■V 



The body is a compound statement which consists of the word 

BEGIN, one or more statements (separated by a statement 

separator, the semicolon) and the body is terminated with the 

word END. 

The word END will be followed by a period when ending the block 
of a program or module. (See syntax graph of program in Section 
4.1 above for program and Section 9.2 for module.) The word END 
will be followed by a semicolon when ending the block of a 
procedure or function definition. See syntax graph of 
Routine-Declarations in Section 4.2.5 above. The end of a body 
is also the end of a block. 



Execution of the statements between BEGIN and its associated 
occurs one statement at a time, sequentially. 



END 



Execution of the program, begins with execution of the body of 
the program block. Execution of the body of a procedure block 
occurs upon invocation of the routine name in a procedure-call 
statement. Execution of the body of a function block occurs upon 
invocation of the function name with a function reference in an 
expression. 

The repertoire of executable statements available in Pascal is 
described in Chapter 7. Also, various procedure-call statements 
for programming dynamic data structures is given in Section 
5.3.11 using NEW, DISPOSE, MARK, or RELEASE calls; or the Pascal 
I/O procedure-call statements on RESET, REWRITE, GET, PUT, PAGE, 
READ, WRITE, PEADIN, and WRITELN are described in Chapter 8. 
Additional language extensions, described in Section 10.3 and 
10.4, are provided as procedure-calls on the Perkin-Elmer Prefix 
routines and SVC support routines. 
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The syntax for a coropouncl stateaent. is tfee saroe as that for a 
body. II costpoend statement is also one or wore statements, eacH 
separated from the other with a semicoloii* an^ tlve entire 
statement-segaence is bracketed witH the words BEGIM and IMC. 

A compound statement is a mechanism for collecting a group of 
other statements or other compootisd statements into a single 
entity- Host Pascal strttctared statement constructs operate on 
a single statement , bot a co»poond statement is always acceptable 
wherever any single statement construct is reaaired inside a 
Pascal strtictured statement.. 

See Section 7 •S.I for further details on the compound statement,, 
and its «ses other than serving as the body of a block. 
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CHAPTER 5 
DATA CONSTANTS, TYPES, AND VARIABLE SELECTORS 



5.1 INTRODUCTION 

Data used within a program can be either constant or variable. 
The process of identifying attributes of the data is known as 
giving it a type. Variable data may be globally, or locally, 
declared or the user may create dynamic variables by programmed 
commands. The means by which a declared or dynamic variable, is 
specified or accessed is called a variable-selector, in this 
Pascal. 

Data may exist either internally or externally. Internal data is 
that which exists in memory during program execution. This 
chapter deals exclusively with Pascal constants, types and 
variables which are used to represent data within memory during 
program execution. 

External data may exist before and after execution of the 
program. External data has a structure, called a fil^, and a 
data-type to describe that structure, known as a Pascal 
file-type. A Pascal program may communicate with its external 
environment by operations on files such as input, output, and 
some auxiliary positioning and initialization functions. 

The file-type and I/O available in Pascal with the PESET, 
REWRITE, PUT, GFT, READ, WRITE, READLN, WRITELN, PAGE 
procedure-call statements and predefined EOF, or EOLN functions 
are syntactically detailed in Chapter 8. Brief definitions of 
these predefined routines are summarized in Chapter 3, Section 
3.5; the examples in this chapter make reference to them. 

5.2 CONSTANTS 

A constant is a specific value that does not change during the 
execution of a program. A constant may be represented literally 
or by name; i.e., by a literal-constant or by a 
constant-identifier. The several types of data, described fully 
in Section 5.3, may have their values represented by constants. 
Therefore, whether represented literally or by an identifier, the 
syntax of a constant in Pascal is: 
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caiisjtauBt 



•> constant-identifier 



> enumeration-constant — ->| 

I 
> real-constant >| 

I 

> strincj-constant >| 

I 
V > pointer-constant >| 



where enumeration constant has the syntax; 



£aiii£i:at4fija-£2iisiijit 



■> user-defined-enumeration 
const ant- identifier 



-> constant-identifier 
■-> character-constant 
•-> boolean-constant 
— > integer-constant 



•>l 
I 

■>l 
I 

■>l 
I 

■>l 



A constant definition introduces an identifier as the name of a 
constant value, and that name becomes a constant-identifier. A 
user-defined enumeration type-definition also introduces 
identifiers as the names of its values. Within the scope of that 
type definition, those identifiers become constant-identifiers, 

A constant, then, may be a constant-identifier, an enumeration 
constant, a real constant, a string constant/ or 
pointer-constant. The enumeration constants are those constants 
of ordinal types, including a Boolean constant, a character 
constant, or an integer constant, or a constant-identifier of the 
foregoing, or a constant-identifier listed in a user-defined 
enumeration type-definition. 



Boolean, charact 
enumeration const 
and ordered sea 
non-discrete seal 
constants or 
constants, either 
are considered st 
assigned to strin 
out, in their 
constant-identifi 
exists only one 



er, and integer consta 


ants since 


their possible 


lar values 


Real cons 


ar values. 


If numeric (i 


constant-id 


entifiers ma 


literal or 


declared stri 


ructured arrays of char 


g variables 


of the same f 


entirety 


. Two prede 


ers, TRUE 


and FALSE, 


predefined 


literal pointe 



nts are defined to be 
values are discrete 
tants are continuous, 
ntegers or reals), the 
y be signed. String 
ng constant-identifiers 
acters, which may be 
ixed length, or written 
fined literal Boolean 
are available. There 
r constant namely, NIL, 
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which is a reserved word symbol (not an identifier) i.e., whose 
meaning that a pointer is pointing to nothing at all, cannot be 
overridden by redeclaring the word NIL, as can be done with 
identifiers. 

The syntax for coding literal values of each of these several 
types of data as literal constants is presented in Section 3. 3. a 
on Literal Constants. 

The syntax for programming a constant definition to introduce an 
identifier as the name of a constant value to become a 
constant-identifier in the CONST constant declarations part is 
presented in Section a. 2. 2. 

A constant may be used as a factor within an expression or 
anywhere an "expression" is used (expressions are detailed in 
Chapter 6). Enumeration constants are used as case-labels, in a 
CASE statement. The value established for a constant-identifier 
is substituted for the constant-identifier, wherever it is used 
(referenced in a syntactically correct construct). 

Examples of constant-identifiers and constant values of the 
various Pascal data types are given in each of the following 
Sections 5.3.1 through 5.3.11 respective to each data type 
described. 



5.3 DATA TYPES 

A data type determines the kind of possible values that data may 
assume. Only certain operations are permissible between data of 
particular data types. The collection of values that a data type 
defines are those values which a variable of that type may 
assume. A data type also determines certain attributes of data; 
i.e., size or structure. 

There are several predefined data types in Pascal, and, in 
addition, the user may create his own data type definitions. 
Types may be defined in the type definition part of a prefix, 
program, module, or routine. An individual type definition 
within the TYPE part has the syntax: 

IlJBQ" Definition 

>identifier > = >type > ; -— > 

A type-identifier type-definition must reside in a Type 
Definition part as given in Section 4.2.3, headed by the keyword 
"TYPE". The format of a type-definition is an identifier, 
followed by an equal sign, followed by a type, and ending with a 
semicolon. When a type definition introduces an identifier as 
the name of a data type, that identifier becomes known as a 
type-identifier, and is visible in scope from its point of 
declaration and to the block containing that declaration. It may 
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then be used as a type, to attribute its nature to data variables 
or to define other type-identifiers. In general, a data type 
definition cannot refer to its own type-identifier. However, a 
pointer-type may refer to a data type before that data type has 
been defined. 

The several kinds of data types in Pascal are: type-identifiers 
(either predefined or as defined by a previous type definition), 
the several enumeration or ordinal types, SEAL and SHORTBEAL data 
types, an array-type, record-type, set-type, pointer-type, or a 
file-type. 

which are 
predefined 
ypes are 
a which by 
tion, and 
predefined 
explicitly 
be given a 
y listing 
subrange 
um value, 
re defined 
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enumeration 


types 


or 


non- 
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predefined 
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they have 
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user-specif i 
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user 


to 


define the 


type's specific values, i.e 
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they 
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order 
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The syntax 
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type. 


is therefo 



112§. 



■> type-identifier 



--> enumeration-type — > 
(ordinal- types) 



> FFAL 

■> SHORTEFAL 

•> array-type — 

■> record-type > 

> set-type > 

-> pointer-type > 

--> file-type > 



The file-type is discussed in Chapter 8. 

Data have certain attributes according to their type. A sirpple 
type does not contain component parts and is one which can be 
operated upon as a whole, i.e., without selecting a component 
part. The simple types have scalar values. The simple scalar 
types are the predefined enumeration (character. Boolean, byte. 
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integer, and shortinteaer ) types; the non-predefined enumeration 
types (user-defined enumerations and subranges); the RFAI and 
SHORTBEAL; and the pointer-type. All of these simple types can 
be operated on only as a whole, as they do not contain component 
parts. 

Some data are defined in terms of other types and may be operated 
upon either as a whole or by selecting one of their component 
parts. These are considered structured types. The structured 
types of data are the arrays (including strings), records, and 
set types. These structured types contain component parts. An 
array contains array-elements, a record contains record-fields, 
a set contains members, and a string-variable contains characters 
as it.3 array-elements. Although a literal or named 
string-constant may be assigned to string-variables of the same 
fixed length, in its entirety, the literal-string or string 
constant-identifier can only be operated upon in its entirety, 
not by component-parts. Although a pointer-type is defined in 
terms of other types, a pointer-variable can only be operated 
upon as a whole. When a pointer-variable is pointing to a 
structured target-type, the target-variable may be operated on 
either as a whole, or by selecting one of its component parts. 

A data type is ordered if there is a meaningful relationship 
"greater than" or "less than" among its values. All simple 
types, except for pointer-types, are ordered. String-types and 
set types are also ordered but with limitations. Only strings of 
the same fixed length may be compared. Comparisons of sets, 
using the relational operators, become set-operations in the 
usual mathmatical sense. 

A data type is discrete if there are meaningful relations of 
predecessor or successor among its values. All predefined and 
user-defined enumeration types and their subranges are discrete 
types. The discrete types are BOOLEAN, CHAR, BYTE, SHORTINTEGER, 
INTEGER, user-defined enumeration types, and subranges of any of 
these discrete types. All other types are considered nondiscrete 
types. REAL and SHORTREAL types are continuous types, i.e., 
nondiscrete scalars. The functions PRED or SUCC are defined for 
discrete types, but not for the REAL or SHORTREAL non-discrete 
types. 

The following sections describe in detail the data types: 
enumeration or ordinal types, array-type, REAL and SHORTREAL 
type, record-type, set-type, and the pointer-type. 

5,3,1 Enumeration Types (or Ordinal Types) 

Data having the attributes of a finite collection of values which 
are discrete, ordered, and enumerable in value, are called 
enumeration or ordinal types. 

Pascal identifies several predefined enumeration types of data: 
character data. Boolean data, byte, shortinteger and integer 
data. Data is declared as having these types by using these 
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predefined type-identifiers: CHAR, BOOLEAN, BYTE, INTEGER and 
SHORTINTEGER, respectively, in a variable declaration. 

Non-predefined enumeration types are those whose finite 
collection of values is defined by the user. The user may either 
list the values in increasing order or specify the minimum and 
maximum of a group of values to define a user-specified 
enumeration or subrange type. Refer to Section 5.3.5 for 
user-defined enumeration types. Refer to Section 5.3.6 for 
subrange type. Once a type-identifier is defined, that 
type-identifier is attributable to data as a type. 

The syntax of several predefined enumeration types is defined by 
the language, and is not variable from one implementation to 
another. The syntax of enumeration type is defined by: 

Ejlfllfi£aiifiJl-3:i£S < 2Edinal-tlJ2SS ) 

> CKAR > 



I > BOOLEAN >| 

I I 

|_„ .^ > BYTE >| 

[ 1 

I > SHORTINTEGER >| 

f I 

I > INTEGER >| 

( I 

(-> user-def ined-enumeration-type -> I 

I I 

V > subrange-type >| 



and where the user-defined enumeration type is defined by 

User-fisfin^i Enumeratifiii Iifie 

> ( > identifier > ) > 

I 

t I 

j< , < V 

and where the subrange-type is defined by: 

S ubrang e-Type 

> constant > .. > constant > 
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The following predefined Pascal functions apply to enumerations 
or ordinal type data: 

SUCC (x) The result is the successor value of x (if it exists). 

PREI) (x) The result is the predecessor value of x (if it 
exists) . 

ORD (x) The result is the integer value which is the ordinal 
value of X within its enumeration type. For 
user-defined enumerations, the first identifier has 
ordinal value zero. 

5.3.2 Character Type 

A predefined type-identifier, CHAR, is available in Pascal to 
type and identify character data. The finite set of values of 
the character type are the 128 ASCII characters listed in 
Appendix H. The character set required to write Pascal programs 
and characters as a basic language element are detailed in 
Section 3.2. 

Values of type CHAR may be denoted by character literals as 
previously defined in Section 3.2. For example, the syntax of a 
character constant is: 



£lia£ a ct e£ - Lii e r a 1- C on st a n t 

> ' > character 

such as: "A", 'a', 'E', 'b', '1', 



The predefined functions ORD, CHR, PRED, SUCC can be used to 
manipulate CHAP data. The ordering of characters is defined by 
their ordinal values. 



If ch is an expression (or variable) of type CHAR, then ORD(ch) 
is of integer type and is the ordinal value of the character of 
ch. The value of OED(ch) for any particular character can be 
found in Appendix H, or from the hex MSD/LSD coordinates of Table 
3-1, the ASCII Character Set, as 

ORD(ch) = 16 * MSD + LSD. 
For example, the ORD('M') is hex aD, or decimal 77. 
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CHE 

If V is an expression of any integer type: BYTE, SHORTINTEGER, 
or INTEGER, and has a value between and 127 inclusive, then 
CHR(v) is of type CHAR. The function CHR is the inverse of ORD 
as applied to the type CHAR: that is, 

CHR<OiD(ch)> = ch*, and OED(CHR(v)) = v. 

CHR(v) is not defined if v is outside the range from to 127. 
For example, the CHF(77) is ", or the CHS(#4D) is w. 



£RS£ 

If ch is an expression of type CHAR, then PRFD(ch) is the 
predecessor of ch and also of type CHAP, and satisfies 

ORD(PRED(ch)) = ORD(ch) - 1 

PRED(ch> is not defined if the ordinal value of ch is zero. For 
example, the PPFDCH") is L, and the PREDCm') is 1. 



SUC£ 

If ch is an expression of type CHAR, then SUCC(ch) is the 
successor of ch and also of type CHAR, and satisfies 



OHD{SUCC(ch)) = OPD(ch) + 1 

For example, the SUCC('M') is N, and the SUCC('m') is n. 
SUCCCch) is not defined if the ordinal value of ch is 12'?; i.e., 
when ch := •(:127:)'. All comparisons using the relational 
operators, are valid on quantities of type CHAR. The order of 
values of type CHAR is determined by their ordinal numbers. 

To convert the digit characters to the number of the digit, it is 
true that the expression: 



ORDCS' ) - OPD( "O' ) = 5 

To use the predefined type-identifier CHAR, variables of CHAR 
type may be introduced in a VAR variable declarations: 



VAR CH : CHAP; 

LETTER, ITEM : CHAR; M,N : CHAR; 
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Then the character typed variables may be assigned literal 
character constant values in assignment statements, such as occur 
in the following compound statement: 



BEGIN 

CH := 'B'; 

LETTEB := 'u'; 

ITEM := 'z'; 

M : - ' 2 • ; 

N := • ! • ; 
END 



Character type variables may be assigned the values of other 
character type variables in assignment statements, such as: 

LETTER := ITEM; 
CH := LETTEP; 
M := N; 



The relational operators: <, >, <>, <=, >=, or = may used for 
comparisons of character data, in relational expressions yielding 
Boolean results. 

For example, the following reads a single character from the 
INPUT file into CH; and compares the character in CH to several 
literal character constants in the relational expressions 
yielding Boolean values in the IF statements: 



PROGRAM TEXTIOCINPUT, OUTPUT); VAR CH:CHAR; 
BEGIN 

READ(CH); 
IF CH = 'T' 

THEN WEITELN(CH) 
ELSE IF CH ='F' 
THEN KRITELN(CH) 

ELSE IF (CH >= 'A') AND (CH <= 'Z') 
THEN WRITELN(CH) 

ELSE WRITELN( 'INPUT WAS NOT T,F, OR CAP LETTER") 
END. 



The above sample code suggests a method for initially reading at 
least the initial T or F of the Boolean values written out to 
textfiles as TRUE or FALSE, as there is no automatic reading of 
variable-length strings, e.g., such as TRUE, true, FALSE, false, 
etc., from textfiles into Boolean variables provided by Pascal. 

There are no other operators, other than assignment or 
relational, which manipulate character data directly, e.g., they 
cannot be used in arithmetic expressions, i.e., 1 + 'A* is 
illegal; nor can characters be used as the direct operand factors 
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of the Boolean operators, i.e., 'A' AND 'B* is illegal. However, 
sets of characters may he formed for set operations, and 
set-test-membership expressions, or arrays of characters 
(one-dimension) may be formed for processing strings. 

Characters may be read from an input textfile one at a time using 
the predefined procedure READ, which does not skip automatically 
over blanks (or ETOLK's, as EEAI>LN does) for character type data 
as it does for integer or real data. The following example code 
demonstrates one method of skipping over blanks (including any 
EOLN blank in textfile buffer from carriage-returns typed on 
terminals) and that the literal character constants can be used 
as case-statement labels. 



CONST 

SPACE = * • ; 
VAR 

CH : CHAP; 

BEGIN 

REPEAT {bypasses blanks including EOLN space> 

READ(CH) 
UNTIL CH <> FPACE; 

€CH contains first non-blank character occuring on INPUT> 
CASE CH OF 

"A* : statement; 
•B* i statement; 
•C* : statement; 



•Z* I statement; 

•0' , •1«,«2' ,'3' r*t»*, *5*, »6' , *?• ,*8', '9* : statement: 

OTHERWISE statement 

EKD; 
EM0 



To write a single character, the statement: 

MRITE(CH> 

writes the character value in the variable CR to the OUTPUT file. 
The statement: 

HRITECCH : total width) 



where total_width is an integer value, writes the character in 
CH, preceded by total_width - t spaces, to the OUTPUT file. 
Refer to Chapter 8 on I/O definitions and write-parameters . 
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Outputting several character data variables, such as those from 
the first assignitent statements In this section above, is 



accomplished by: 

WRITE (CH, LETTER, ITEM, M,N) 
which would produce on the OUTPUT files 

I column 1 of text file figli 

V 

Buzz ! 



Blanks may be explicitly output to indent or position character 
output, on textfiles. For example, using a total width of four, 
to indent: ~ 



WRITEC •:a,CH, LETTER, ITEM, M,N) 
would then produce on the OUTPUT file: 



Icolunjii ^ of text file figl^ 

I 

V 

Buzz ! 



whereas the following use of total_widths: 

WRITEC ':3,CH:2,LETTER:2,ITEM:2,M:2,N:2) 
would produce: 

I column 1 of text file field 

I 
V 

Buzz! 



Mote that although the Pascal compiler maps lower-case letters of 
the source program into upper-case letters, within a literal 
string or character constant the lower-case letters are not 
mapped, affording the user the ability to output either lower or 
upper case letters. 
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Strings of characters are considered structured types, i.e., an 
array of characters; such that literal strings cannot be used as 
case-statement labels. However, literal strings are easily 
output as write-parameters within WRITE or WRITELN statements. 
For example. 



CH := • V ; 

WRITE( 'MESSAGE' ,CH,' : ' ); 

WRITELNCOUTPUTTING LITERAL STRINGS IS EASY AS 1,2,3'); 



produces on the OUTPUT file: 

IcoiufflB 1 £f fi££t igxtfiis iisli 

I 

V 

MESSAGE1:0UTPUTTING LITERAL STRINGS IS EASY AS 1,2,3 

Note that the output of the WRITE statement is buffered until a 
WRITELN statement is executed in Pascal; or until the entire 
file-variable control block (for textfiles, 256 character bytes) 
is full. 

The user may use the CHAR predefined type-identifier to identify 
character component types of structured types, such as array 
components or fields of records; or anywhere a type-identifier is 
syntactically acceptable, such as in an Index-type, or parameter 
type-identifier declaration, etc. The user is cautioned that as 
the type CHAR has 128 values, the entire type CHAR is not allowed 
to define the type of a record-variant discriminating tag-field, 
in this implementation of Pascal, as the tag-field type, used to 
differentiate variants, is limited to a type whose ordinal values 
lie in the range 0..31. However, as a CASE statement allows the 
case-selector to be of a type of 128 values, a case-selector can 
be of CHAR type. Also, as a set-type requires that its 
base-member-type be of ordinal type with its values in the range 
0..127, sets of characters may be formed from the 
base-meraber-type CHAR. Refer to Section 5.3.9.1 for further 
details on string-types as an application of arrays to manipulate 
strings of character data. For example, a string-type may be 
introduced in the TYPE declarations, as an array-type of 
characters: 



TYPE 

STREAK = PREAY[1..256J OF CHAR; 

The following example, declares an array variable of 2^f> 
characters of the above string-type; and its Integer index: 



5-12 U8-021 R01 5/32 



VAR LINE : STREAM; vstring-array variable declaration} 
INDEX : INTEGER; ^integer variable declaration} 

The user may define functions whose resultant value is of type 
CHAR. Functions are defined in the routine declarations part of 
a block (see Chapter 4 or 9). An example of a user-written 
function whose function-value type-identifier is CHAR, follows. 

FUNCTION NEXT ( PARSER : INTEGER; STRING256 : STREAM) : CJiAR; 
BEGIN 

IF PARSER < 257 
THEN 

NEXT := STRING256tPARSER] 
ELSE 

NEXT := '(:13:)* tcontrol carriage-return character} 
END; 



When the string-array LINE is initiali2ed with character values, 
after the non-textfile I/O, reading fixed or variable-length 
strings, such as with a GET(F) or READ(F,LINE) where VAR F:FILE 
OF STREAM; land note that the carriage-return is visible with 
ordinal value decimal 13 in non-textfile terminal input] then the 
character-typed function NEXT may be called, passing to it INDEX 
for parameter PARSER and LINE for parameter STRING256, and 
receiving a character as the value of the function NEXT. 

PROGRAM NONTEXTIN(F, OUTPUT); 

TYPE STREAM=ARRAY[1..256] OF CHAR; 

VAR F:FILE OF STREAM; 

LINE:STPEAM; INDEX : INTEGER; CH;CHAR; 
•<■ assume the above fan£tiou N£XT ig decla£ed here> 
BEGIN 

RESET(F); CPESET automatically performs first read of F> 
LINE := F*"; -CSee Chapter 8 on file buffer F'^> 

INDEX := 0; 
REPEAT 

INDEX := INDEX + 1; 

CH := NEXT{INDEX,iINE); 

■CCH contains next character from LINE or last cr> 

■CCH processahle here, for example: it can be written out> 

WRITE(CH) ; 

UNTIL (INDEX = 256) OR (CH = '(:13!)'); 
WRITELN; 

WRITELN( 'ENTERED LINE"S LENGTH= ', INDEX- 1 , ' CHARS'); 
WRITELN( 'AGAIN, FIRST LINE ENTERED WAS :'); WRITELN (LINE ) ; 

• • • 

GET(F); 

« • • 

END. 

When the file F is declared as VAR F:FILE OF CHAR, only a single 
character will be reguested/allowed entered per line. 
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Note that even if 
string-type such as: 



a constant were defined to be of the 



CONST 



STPINGC = 'DONE'; 



and the type of STBINGC is a one-dimensional array of characters, 
of length four; it can only be assigned to a string variable of 
the same fixed length of U; and can only be assigned in its 
entirety, or passed to a value parameter in its entirety; i.e., 
a constant string cannot be indexed into one character at a time. 
That is, we can write: 



CONST STRINGC = 'DONE'; 

TYPE STRING4 = ARRAY[1,.4) OF CHAR; 

VAR STRIKGV : STRING4; CHI ,CH2,CH3 ,CHU : CHAR; 

BEGIN 

STEINGV := STBINGC; 
•CThen the variable selector can be indexed into, to get at 
individual characters within the variable, not the constant^ 

CHI := STEINGV[1] ; 

CH2 := STFINGV[2] ; 

CH3 := STEINGV[3J ; 

CH4 ;= STPINGV[4] ; 

WRITELN{CH1,CH2,CH3,CHU); 

WeiTELN(STEINGV); 
END; 



Both WRITELMs together produce on the OUTPUT file: 



I 
V 

DONE 

DONE 



In this implementation of Pascal, strings nf any length are 
permitted to be passed to value-parameters of any string-type. 
As required of all arguments passed to variable-parameters, 
strings passed to variable-parameters must be of "identical" 
type. Refer to Section 5.3.9.1 on strings. See Section 6.2 on 
establishing Pascal type-compatibility See Section 9.6.5 on 
argument to parameter type-compatibility rules. 

5.3.3 Boolean Type 

Data of the Boolean type has two logical values, true and false. 
The name of this predefined type is the predefined 
type-identifier, BOOLEAN. 

Its two values are literally represented by the predefined 
Boolean constant-identifiers, TRUE and FALSE. 
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Variables may be introduced to be of the Boolean type in the VAR 
declarations part, such as: 

VAR 

SWITCH : BOOLEAN; 

FLAG, EKPTY, FOUND : BOOLEAN; 

A,B : BOOLEAN; 

Then the Boolean typed variables may be assigned values in 
assignment statements, such as in the following compound 
statement; 



BEGIN 

SWITCH := TRUE; 

FLAG := FALSE; 

EMPTY := TRUE; 

FOUND := FALSE; 

A := TRUE; 

B := TRUE; 
END 



Boolean type variables may be assigned the values of other 
Boolean type variables in assignment statements, such as: 

FLAG := EMPTY; 
SWITCH := FOUND; 
A := B; 

Logical operations can be performed on Boolean variables or other 
Boolean valued expressions such as parenthesized relational 
expressions or set-test-membership expressions, by using the 
Boolean operators: AND, OR, and NOT. 

The Boolean operator NOT performs the logical negation of its 
following single operand factor, of Boolean type. 

The Boolean operator AND performs the logical product of its two 
operand factors. 

The Boolean operator OR performs the logical sum of its two 
operand factors. 

The result of a Boolean expression is a Boolean value, either 
TRUE or FALSE. 

Table 5-1 defines the truth table values of Boolean operations 
performed on two Boolean variables, A and B, having the assumed 
values shown in the table under A and B. 
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TABLE 5-1 BOOLEAN OPERATIONS 



1 A 1 B 1 NOT A 


A AND 


B 


A OR B 1 


1 = = =:rr=: = =:;:=::r=:=: = = = = =: = ===SE: 


= =::;;?:=;=: = X = 


:z=^z 


:= = =: ===== 1 


1 TRUE 1 TRUE | FALSE 

1 1 1 


TRUE 




TRUE 1 


1 1 1 

1 TRUE 1 FALSE | FALSE 
1 1 1 


FALSE 




TRUE I 


1 1 1 

1 FALSE 1 TRUE | TRUE 
1 1 1 


FALSE 




TRUE 1 


1 1 1 

1 FALSF 1 FALSE | TRUE 


FALSE 




FALSE 1 



Note that NOT is a prefix operator, and the other operators are 
infix operators. Operands of a Boolean expression are evaluated 
from left to right. In a Boolean expression using all three 
Boolean operators, NOT is applied first, then AND, and then OP. 



Boolean values can be produced 


from operatic 


tests for set membership. 


by 


comparis 


expressions, and by certain predefined or us 


Comparisons are tests for 


equality, ineq 


Using the relational operators 


(=, <>, 


perforin comparisons within 


a relational 


resultant expression value of 


type Boolean. 


and inequality may be performed 


on data of 


ordering may be performed only 


on 


same order 


B are of identical types, or 


one 


is assignm 


type of the other (see Section 


6,2), then th 



ns on other 
ons in 
er-def ined 
uality, and 
<, <=, >, o 
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Tests for 
all types; 
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values by 
relational 
functions. 

ordering. 

r >=) to 

yields a 

equality 

tests for 
If S and 
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ns; 



A ■•= B 



has the Boolean value true if A and B have the 
same value, and is false; otherwise. 



<> 3 



has the Boolean value (A = B). 



The predefined function ORD is applicable to Boolean expressions; 



ORD(FALSE) =s= 



05D(TRUE) = 1 



The ordering of Boolean values is the same as that of their 
ordinals, i.e.. 



FALSE < TRUE. 



Boolean expressions (involving the Boolean operators: HOT, AND, 
or OR), and expressions which yield a Boolean value are very 
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useful in decision making and repetitive execution control 

statements, such as the IF statement, the WHILE statement, and 

the REPFAT statement. However, cautioned is advised in forming 

a FOR statement, such as; 

FOR V := A TO B DO statement; 
when A and B are Boolean values because; 

FOR V := FALSE TO TRUE DO statement; 
FOR V ;= TRUE DOWNTO FALSE DO statement; 

only execute the for-controlled statement twice; and 

FOR V := TRUE TO FALSE DO statement; 
FOR V ;= FALSE DOWNTO TRUE DO statement; 

define an empty progression for the for-control variable V, and 
the for-controlled statement would not be executed at all. 

For examples of expressions yielding Boolean values, these 
declarations are assumed; 



VAR 

COUNT, SUM : SHORTINTEGER ; 

SIZE, WEIGHT ; REAL; 

FINISHED ; POOLEAN; 

ITEM : CHAP; 

LETTERS : SET OF 'A'-.-Z'; 

CODE : INTEGER; 

then the following are expressions which yield a Boolean value: 

COUNT < SUM 

(COUNT = SUM) AND (SIZE >= WEIGHT) AND FINISHED 

When relational expressions are separated by Boolean operators, 
they must be bracketed by parentheses. 

An expression yielding a Boolean value is also one which involves 
the test set membership operator, IN. For example, consider the 
statement- sequence; 



LETTERS := I • A ' , ' E" , ' I ' , • ' , • U ' ] ; 

READLN(ITEM); 

IF ITEM IN LETTERS ttests set membership> 

THEN statement 

ELSE statement; 
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The predefined function ODD, given an integer argument, yields a 
Boolean value. If the integer argument x is odd, the ODD(x) 
returns the value TEUE; if the integer argument x is even, the 
ODD{x) returns the value FALSE. For example, given the 
declarations; 



VAR 



SWITCH : BOOLEAN; TOTALS : INTEGER; 
AMOUNT : SHORTINTEGEH; INDEXB : BYTE; 



the following statement-sequence reflects uses of ODD: 



AMOUNT 
INDEXB 
TOTALS 
SWITCH 
SWITCH 
SWITCH 



6; 

127; 

AKOUNT + INDEXB + 1; 

0DD(A«OUNT); tSWITCH 

ODDCIFDEXB); CSWITCH 

ODD(TOTALS); -CSWITCH 



becomes FALSE> 
becomes TBUF> 
becomes FALSE> 
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IF EOF Csend message to OUTPUT file> 

THEN WRITFLN(»ERD OF FILE OCCURRED ON INPUT FILE') 
ELSE WHILE NOT EOF DO 

BEGIN EFAD(SIZE); Cprocess SIZE> ; END 



or 



WHILE NOT EOF DO 
BEGIN 

EEADLN;EEAD(ITEM>; 
C... process ITEM...> 
END; 



{NOT EOF is a Boolean expression> 



If FLAG is a Boolean variable, then FLAG may be referenced as a 
variable-selector in a write-parameter expression in WRITE or 
WRITELN statements. For example. 
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WRITELN(FLAG); 



outputs either "TRUE " or "FALSE" on the OUTPUT file. 

Also, the user may define functions which return a Boolean value, 
with a FUNCTION declaration that specifies a function value 
type-identifier of BOOLEAN. Programming function definitions are 
detailed in Chapter 9. For an example, 

FUNCTION JACKPOT(MINIKUH, MAXIMUM, VJ\LUE:INTEGER): BOOLEAN; 
BEGIN 

IF (MINIMUM <= VALUE) AND (VALUE <= MAXIMUM) 
THEN 

JACKPOT := TRUF 
ELSE 

JACKPOT := FALSE; 
END; 



This user-defined function, when referenced within an expression, 
yields a Boolean value. For example: 

HEADLN(CODE); 

IF JACKP0T(11,ia,C0DE) 

THEN COUNT := COUNT + 1; 

adjusts the COUNT by one, for each integer CODE read in, that 
hits the jackpot of 11 <= CODE <= 14; i.e., where the function 
reference: JACKPOT ( 1 1 , 1i[, CODE) , returns the value TRUE. 

5.3.4 Integer, Shortinteger , and Byte 

Data, whose values may be a finite set of successive whole 
numbers; i.e., integers, may be defined to have the types of 
integer data, shortinteger data, or byte data. These types are 
represented by the predefined type-identifiers INTEGER, 
SHORTINTEGER, or BYTE. 

Literal representations of integer numbers are compiled to be of 
type: INTEGER. Subranges expressed with literal integer 
constants have an enclosing-type of INTEGER. Literal integer 
constants are defined by their syntax graphs in Section 3.3.4. 

The type INTEGER represents 32-bit signed binary integers in the 
range -2147483648. . +2147483647. That is, the type INTEGER 
includes all integer values representable in a processor fullword 
of memory (in two's complement notation). The minimum value is 
therefore defined as -(2**31), and the maximum value is 
(2**31)-1. A predefined identifier, available as an 
implementation-defined constant, is MAXINT, the maximum positive 
integer value of {2**31)-1 or 2147483647. 
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The type SHORTINTEGFB represents 16-blt signed binary integers in 
the range -32768 .. +32767. That is, the type SHORTINTEGEH 
includes all integer values representable in a processor halfword 
of memory (in two's complement notation). The minimum value is 
therefore -(2**15), and the raaxlramn positive integer value of 
(2**15)-1. The type SHORTINTEGEB is conceptually a subrange of 
INTEGER. A predefined identifier, MAXSHORTINT, is available as 
an implementation defined constant, whose value is 32,767, 
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TABLE 5-2 INTEGER, SHORTINTEGER, AND BYTE ARITHMETIC OPERATORS 



OPERATOR 
SYMBOL 



OPERATION 

s s B s: s! = ss » 3i 5E ^ s s — s s S! = s =s ^ s* 3! = 3s — ^ = 5E SI s; s s s a; w « 55 s s; =! S S = S : 

Addition 



/ 

DIV 
MOD 



Subtraction 

Multiplication 

Division, producing REAL result 

Division, producing INTEGER result 
(truncated toward 0) 

Modulo, where A MOD 3 = (A - (B * K)); for integ- 
ral K such that <= A MOD B < B. 
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!^Lrr^ integer types are assignment-compatible and they may be 

INTlcvf^^tvoe'^i/'^'^T'^r- However, if an expression o? 
INTEGER type is assigned to a variable, or passed to a 
value-parameter, of SHOETINTEGER or BYTE type, or if an 
expression of SHOETINTEGER or INTEGER type i^ assigned to a 
variable, or passed to a value parameter, of BYTE type, and the 

ivlT'^tLj^'-''^ °^ "^^^ ^"*^^^^ ^^ out-of -range of the shorter 
type, then a significant truncation error may occur, as the 
shorter integers are implemented as subranges of the INTEGER 
!^n^n,-i^? °''^''^^ smaller storage units. If the program was 
compiled under option RANGECHECK, and BOUNDSCHECK, a run time 

^^0^0'."^°"^^^^^"^ ^^^ message VALUE RANGE ERROR, or PARAM RANGE 
r,RHOR IS issued. 

Also, if the integers are mixed with reals or shortreals, or 
across the / real division operator, the real-valued expression 
becomes non-assignable to integer variables. 

The following predefined functions apply to Integer type data. 

i^ll ^^" accept one argument of type INTEGER, SHORTINTEGER, or 
BYTE . 



^^^^^^ The result is of the same type as the argument x 

and is the absolute value of the integer x. 

^"^^^^ The result is of type CHAR and is the character 

with the ordinal value of the inteoer x. The 
value of the argument x should be in the ranae of 
to 127. 



CONV(x) 



The result is of type REAL and is the real value 
corresponding to the integer x. 



SHORTCONV(x) The result is of type SHORTREAL and is the 
shortreal value corresponding to the integer x. 

ODD(x) The result is of type Boolean and is true if the 
integer x is odd, and the result is false if the 
integer x is even. 

^^^^^^ The result is of the same type as the argument x, 

and is the square of the value of x. 

The following predefined functions produce an integer-valued 
result. They accept one argument of any type. 

ADDRSSS(x) The result is of type INTEGER and is an integer 
which is the 32-bit representation of the address 
of the argument x. The argument x cannot be a 
literal constant or a constant-identifier. 

SIZE(x) The result is of type INTEGER and is an integer 
which is the size in bytes of the argument x. The 
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argument x catini©^ a^e a ll^'et-t.! const aft t or a 
coas%ant-i deatif i®!:* 



The followia^ praeiefineii faactlo^i'S preduc^ ah iinteger-valuea 
result ana rea'uir* no arguraemts^ 



LiailOTBEii 



Tin* c«s-mlt is of ttFp« If TEGIS ati-a Is an Integ-et 
wfeicli is t.Ji<e caacr%iat source line ti^mb'er containiti'^ 
th« fiijiction ir«fer«!BC« to LIliil'N'OMBEE, 



STRCKSPACE 



Tlae result is of tfpe INT&GE-K afi€ is tJie .n©iiiber of 
iyt^-es r>eiBaini»?i &«%.»««» tJie h««.|) a-ii€ ^he st'Stek at 
tlie ruji time ®f exec^tijig tto-e fiametio© references 
to STlCiKSPACE. 



Some examples of declaring I3STESE1 values as cons^amts in the 
c<jnstant declarations part ares 



CONST 



ONE = 1; TVO = 2? 



NEGOHE 
NEGTiO 



~ 1 • 
-T«0; 



tt'JNDSEB 
ONETHG0 
T10fHt3« 



+ 100; 
2000 J 



HEXADBR1 

HEXftD0R2 

MOSTHEG 

LEftSTNEG 

ZERO 

LEASTPOS 

MOSTPOS 



#86719 A5C; 

#80000000? 
#FFFFFFFF; 
#0? 
#0000000 1 J 

#7FFt'FFFFj 



Cexample h€xaa«cimal i>nteget> 
Cexaaple hexadeciiaal inteioer> 

Cdecifflal value -21i+7'4836i»8> 

Cdecimal value -ll 

Cdecimal value 0> 

<same as #1; deciaal value 1> 

Csajne as MAXINf j +2147283547> 



Integer variables may be declared in the variable declaration 
part of a block: 



VAB 



B1,B2 : BYTF; 

I,JrK,I : SHORTINTEGER? 

DIHENSION, AKSWER1, ANSWER2 



: INTEGER: 



User-defined functions may be written whose function value is 
BYTE, INTEGER or SHORTINTEGER ; and integer-valued parameters 
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(value or variable) may be declared as BYTE, INTEGER, or 
SHORTINTEGER in parameter-lists. Note the use of integers in the 
expressions of the assignment statements within the functions. 

For example: 



FUNCTION DIFFERENCE_OF_SUMS(A,B,C,D: SHORTINTE£EE) : INT|;£M J 
BEGIN 

DIFFERENCE_OF_SUMS := (A+B) - (C+D); 

END; 

FUNCTION MULTIPLY_THE_QUOTIENTS(A,B,C,D : SHfiRJINTEGER ) tlJJTEGER? 
BEGIN 

MULTIPLY_THE_0UOTIENTS := (A DIV B) * (C DIV D); 

END; 

FUNCTION PERIMETEE(SIDE1,SIDE2: BYTE ): SHORTINTEGER ; 
BEGIN 

PERIMETER != (2*SIDE1) + (2*SIDE2); 
END? 



This program body also reflects the assignment of values to 
integer variables, and references to the functions defined above; 
and outputting expressions of integers. 



BEGIN 

B1 := 255; -Clargest value (magnitude) for a byte> 

R2 := 2; 

I := 1; Ca integer may be assigned an integer value> 

vT := TWO; -CTWO declared as constant-identifier of 2> 

K := 9 T?GD 6; CK becomes 3; remainder of 9 divided by 6J 

L := I + K; CL becomes 4; the value of expression I+K> 

ANSWER1 := DIFFERENCE_OF_SUMS (I , J ,K,I) ; 

ANSWER2 := IfULTIPLY_THE_QUOTIENTS( I, J, K,L ) ; 

DIMENSION := PERIMETER(B1 ,B2 ) ; 

WRITELN(ANSWEP1, A NSWER2, DIMENSION); 

MRITELN(ANSWEP1:5); 

WRITELN(ANSWER2:5); 

WRITELN( DIMENSION :5); 
END. 



and the output would be: 

Ic^IUffln 1 Qt fi££i ISXiill^ field 

I 

V 

-4 514 

-4 

514 
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Note the difference in the output format of these integer values. 
In the first WEITELN statement the integer-valued expressions are 
output with the assumed default total_widths of integer fields of 
ten positions. In the subseauent WRITELK statements, the 
integer-valued expressions are output with only total_widths of 
five, as specified in the write-parameters . See Chapter 8 for 
write-parameter details. 



5.3.5 User-Defined Enumeration Type 

In addition to the predefined enumeration types of character. 
Boolean, and byte, integer, and shortlnteger data; Pascal 
provides a powerful scalar data-type that the programmer himself 
defines, to represent and program abstract data. This is the 
user-defined enumeration data-type, which is simply a list of the 
values, by name, that may be assumed by a variable of the type. 

To create the name of a user-defined enumeration type, introduce 
a type-identifier in the TYPE definition part, such as: 

TYPE user-defined-enumeration-type-identifier = type; 



where the identifier before the equal sign becomes the name of, 

or the user-defined enumeration type-identifier of, the 

user-defined enumeration "type" being defined after the equal 
sign. 

A user-defined enumeration type has the context-free syntax: 

> ( > identifier > ) > 

I 

I I 

|< , < / 

The values of this data-type are denoted by the identif ier(s) 
that the programmer encodes in the list. These identifiers, once 
introduced in such a list, become enumeration constant values. 

A maximum of ^2B identifiers may be defined in any one list. For 
example, several user-defined enumeration type-identifiers may be 
established in the TYPE declarations, as follows: 
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TYPE 

PROTEIN = (VEflL, BEEF, LAMB, PORK, CHICKEN, TURKEY, DUCK, 

BLUE, SOLE, SHRIMP, LOBSTER, FLOUNDER) ; 
REDWINES = (BURGUNDY, SHERRY, PORT); 
WHITEWINES = (CHENINBLANC,CHABLIS_BLANC, GRAPE); 
ROSEWINES = (BOSE,CHABLIS_ROSE,CHIANTI); 
WINE = (RED, PINK, WHITE); 

GREEN_VEGETABLE = ( ARTICHOKE, ASPARAGUS, SPROUTS, PEAS) ; 
COLOR_VEGETABLE = ( BEETS, CARROTS, CORN ) ; 
CARBOHYDRATF = ( POTATOE ,RICfi , PASTA ) ; 

which establish the identifiers listed within parentheses as 
enumeration constant-identifier values. 

Also, the above declarations establish PROTEIN, REDWINES, 
WHITEWINES, ROSEWINES, WINE, GREEN_VEGETABLE , COLOR_VEGETABLE, 
and CARBOHYDRATE as user-defined enumeration type-identifiers. 
Variables may then be declared to be of these user-defined 
enumeration type-identifiers; and these variables may only assume 
the values defined in the lists of the above type-definitions. 
For example. 



VAR 

ENTRE : PROTEIN ; 
SIDEDISH : GREEN_VEGETABLE; 
SIDE_0PDEE2 : COLOR_VEGETABLE; 
STARCH : CARBOHYDRATE; 
WINECHOICF : WINE; 
REDWINE : REDWINES; 
WHITEWINE : WHITEWINES; 
ROSEWINE ; ROSEWINES; 

We can also declare variables to be of these types directly, 
although it is preferable to keep the type definition separate 
from the variable declaration, so the type-identifier is 
available to establish Pascal "identity" of type in separate 
variable, local variable, or variable parameter declarations. 
For example: 



VAR 



ENTRE : (VEAL, BEEF, LAMB, PORK, CHICKEN , TURKEY, DUCK, 

BLUE, SOLE, SHRIHP, LOBSTER, FLOUNDER) ; 
REDWINE : (BURGUNDY, SHERRY, PORT) ; 
WHITEWINE : (CHENINBLANC, CHABLIS_BLANC, GRAPE) ; 
ROSEWINE : (ROSE ,CHABLIS ROSE ,CHIANTI ) ; 
WINECHOICE : ( RED , PINK, WHITE) ; 

SIDEDISH : (ARTICHOKE, ASPARAGUS, SPROUTS, PEAS ) ; 
SIDE_0RDEB2 : ( BEETS, CARROTS, CORN) ; 
STARCH : (POTATOE , RICE, PASTA ) ; 
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An enumeration constant-identifier may not belong to more than 
one type in one scope. Distinct user-defined enumeration types 
are disjoint; and an identifier cannot simultaneously denote 
members of two different user-defined enumeration types (in the 
same scope). For example, we could not write: 



TYPE 

SALAD = (LETTUCE, TOMATO, CARROT, CUKE, OLIVE); 

and 

COLORED_VEGETABLE = ( BEETS, CAREOT, CORK) ; 

in a declarations section of a block that establishes one scope, 
becausp the enumeration constant-identifier CARROT may only be a 
member of one type. Established constant- identifiers cannot be 
re-introduced in the same scope by declaring variables such as: 



VAK 

REDMEAT : (VEAL, BEEF, LAMB, PORK) ; 

FOWL : (CHICKEN, TURKEY, DUCK); 

FISH : (BLUE, SOLE, SHRIMP, LOBSTER, FLOUNDER) ; 

Since we have the type PROTEIN already using these enumeration 

constant value identifiers within one scope, or area of 

visibility, it is not permissible to declare type 
subclassifications of PROTEIN such as: 



TYPE 

REDMEATS = (VEAL, EEEF,LAHB, PORK ) ; 

FOWLS = (CHICKEN, TURKEY, DUCK); 

FISHES = (BLUE, SOLE, SHRIMP, LOBSTER, FLOUNDER); 

It is permissible to declare type subclassifications of PROTEIN 
as subranges (see Section 5.3.6), for example: 



TYPE 

REDMEATS = VEAL.. PORK; 
FOWLS = CHICKFN..DUCK; 
FISHES = BLUE.. FLOUNDER; 



and then declare variables to be of the subrange types; 



VfiS 

REDMEAT : REDMEATS; -Cor directly REDMEAT: VEAL. .PORK;> 

FOWL ; FOWLS; "Cor directly FOWL:CHICKEN. .DUCK;> 

FISH : FI«^HFS; <:or directly FISH: BLUE. .FLOUNDFR;> 
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The variables of an enumeration type may be assigned values by 
assigning the variables to enumeration constant-identifiers/ as 
follows: 



BEGIN 

ENTHE := BEEF; 
SIDEDISH := PEAS; 
SIDE_0RDER2 := BEETS; 
STARCH := RICE; 
WINECHOICE := WHITE; 
REDWINE := BURGUNDY; 

END; 



Mixed assignments are not allowed, as two variables of two 
different user-defined enumeration types are not compatible. We 
could not write: 



BEGIN 

ENTRE ;= POTATCE; 

WINECHOICE ;= LOBSTER; 

FISH := CHABLIS_BLANC; 
E!<D; 



because the above would result in a compilation error. 

Pascal corapiled-code automatically monitors variables of any 
user-defined enumeration type to ensure that they can only be 
assigned one of the legitimate values (i.e. proper enumeration 
constants). Run-time errors are generated during execution if 
illegal assignments are attempted. For example, sequentially 
executing the two statements; 



ENTRE := SHRIMP; -Clegal assignment of ENTRE> 

FOWL := ENTRE; ^illegal at run-time for FOWL ;=SHRIMP> 

This data-type capability gives the user the ability to define 
his own data-types specifically gearing his problem solution to 
be manageable and meaningful abstractions of logical entities. 

A variable of a user-defined enumeration type and its enumeration 
constant-identifiers can be used in much of the same ways as 
integers. For example, the FOR statement is often useful with 
user-defined enumerations defining the control-variable 
progression; 



48-021 R01 5/82 5-27 



WRITELHC COHBINATION MENUS *); 
FOR ENTBE := VEAL TO FLOUNDER DO 

FOR SIDEDISH := ARTICHOKE TO PEAS DO 
FOR STARCH := POTATOE TO RICE DO 
FOR WINECHOICE := RED TO WHITE DO 
BEG IN 
COMFUTE_COMBO_PLATTERS(ENTRE, SIDEDISH, STARCH); 

SELECT_WI NE ( WINECHOICE ) ; 

END; 

Variables of the user-defined enumeration types may be passed to 
routines as variable or value parameters? and the enumeration 
constant-identifiers may be passed to routines as value 
parameters. If the above routines were defined to receive their 
arguments as value parameters, the sample invocations could be: 

COMPUTE_COMBO_PLATTEPS( VEAL, ASPARAGUS, RICE); 
SELECT_SINE(HiD); 

A variable of the enumeration types may be a case-selector in a 
CASE statement and the enumeration constants used as case labels, 
(see Section 7.3.2). For example, 

CASE ENTRE OF 

VEAL, BEEF, LAME, PORK : WINECHOICE := RED; 

CHICKEN, TURKEY, DUCK : WINRCHOICE := PINK; 

BLUE, SOLE, SHRIMP, LOBSTER, FLOUNDER : WINECHOICE := WHITE; 
END; 

User-defined enumeration types are effectively used in 
combination with set-type data (see Section 5.3.7), for example 
suppose we had previously declared the variables: 



VAR 

REDSTOCK : SET OF REDWINES; 
ROSESTOCK : SET OF ROSEWINES; 
WHITESTOCK : SET OF WHITEWINES; 

and these variables were assigned to the specific values of 
set-constructors: 

REDSTOCK := ISHERRY,P0RT] j 

ROSESTOCK := [CHABLIS_ROSE j 

WHITESTOCK := {CHABLIS_BLANC,CHENINBLANC ] ; 
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then another CASE statement could be: 

CASE WINECHOICE OF 

RED : IF PORT IN REDSTOCK THEN REDWINE := PORT 
ELSE IF SHERRY IN REDSTOCK 

THEN REDWINE := SHERRY 
ELSE IF BURGUNDY IN REDSTOCK 

THEN REDWINE := BURGUNDY 
ELSE WRITELNCOUT OF STOCK'); 
WHITE : IF CHENINBLANC IN WHITESTOCK 

THEN WHITEWINE := CHENINBLANC 

ELSE IF CHABLIS_BLANC IN WHITESTOCK 

THEN WHITEWINE := CHABLIS BLANC 
ELSE IF GRAPE IN WHITESTOCK 

THEN WHITEWINE := GRAPE 
ELSE WRTTELN ('OUT OF STOCK'); 
PINK : IF ROSE IN ROSESTOCK THEN ROSEWINE ;= ROSE 
ELSE IF CHIANTI IN ROSESTOCK 

THEM ROSEWINE := CHIANTI 
ELSE IF CHABLIS^ROSE IN ROSESTOCK 

THEN ROSEWINE := CHABLIS_ROSE 
ELSE WRITELNCOUT OF STOCK'); 
END; -Cend of CASE statements 

The variables of a user-defined enumeration type can be used as 
array indices or subscripts, once the array is suitably defined, 
see Section 5.3.9. For example, if the following are defined as 
array- type- identifiers: 



TYPE 

PRICES = ARRAYIVEAL.. FLOUNDER, ARTICHOKE. .PEAS, 

POTATOE..RICE, RED. .WHITE] OF REAL; 
ENTRECOSTS = ARRAY I VEAL . .FLOUNDER! OF REAL; 
SIDECOSTS = ARRAYtARTICHOKE..PEASl OF REAL; 
STCOSTS = AFRAY[POTATOE..RICE] OF REAL; 
WINECOSTS = ARRAY[RED.. WHITE] OF REAL; 

and the following array variables are declared to be of the above 
array-types (and assuming VAR PROFIT :REAL) ; 



VAR 



PRICE : PRICES; 

ENTRECOST : ENTRECOSTS; 

SIDECOST : SIDECOSTS; 

STCOST : STCOSTS; 

WINECOST : WINECOSTS; 



then array-references using either enumeration constants or 
user-defined enumeration type variables, as indices, could be: 
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ENTEEC0STCVEAL3 := 10.50j 
SIDECOSTIARTICHOKEI := 0.75; 
STCOSTCPOTATOE] := 0,25; 
ESTRE:=VEAL;SIDEDISHs=flRTICHOKEl STARCH :=POTaTOE; 

WINECHOICE:=EED? 

WINECOSTCWIKECHOICE] :=6.00j 

PRICE{ENTEE,SIDEDISH, STARCH, MINECHOICE] := PEOFIT + 

ENTSEC0STIENTRE3 + SIDECOSTtSIDEDISHl + STCOSTISTARCHI + 

WINECOSTCWIFECHOICEJ ; 

Now we shall discuss some key points on the use of the 
user-defined enumeration typed data. 

The order in which the identifiers are listed in an enumeration 
type definition is significant and establishes an inherent 
ordering of the values? which may be used to advantage in certain 
applications. For example, if we defined the enumeration type: 



TYPE 

DAI = (SUKDAY, MONDAY, TUESDAY, WEDNESDAY, 
THlIBSDAY,FeiDAY,SATU8DAY); 



and we declared the variables: 

VAS 

WEEKDfiY, WEEKEND : DAY? 

we should not write, {as the "statements" would not execute): 

FOR WEEKDAY s= SATURDAY TO MOHDAY DO 
statement? 

FOR WEEKEND i= SATURDAY TO SUNDAY DO 
statementi 

but we could write, and the "statements" will be executed : 

FOR WEEKDAY := MONDAY TO FRIDAY DO 

statement ; 
FOR WEEKEND *.~ SUNDAY TO SATURDAY DO 

statement; 

Each of the epuireration constant-identifiers within a 
user-defined type has an ordinal number val«e, with counting 
starting from zero, and ascending by one, to 127; as there may be 
a maximum of 128 enumeration constant-identifiers listed In the 
defining type. 
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Three predefined functions are applicable to user-defined 
enumeration types. They are ORD, PRSD and SUCC. 

The value of ORD(x) is the ordinal number of the argument 
expression x in the list of identifiers composing the 
user-defined enumeration type. If x is a variable of an 
enumeration type, the value of the ORD(x) is the ordinal number 
of the value of the variable x. If x is an enumeration constant 
identifier itself, the value of the OED(x) is the ordinal number 
of x in the defining list of which x is a member. 

The value of the PPED(x) is the predecessor value, relative to 
the argument x, whether x is a variable of an enumeration type or 
an enumeration constant-identifier itself. That is, the result 
of PRED(x) returns the predecessor of x in the defining list of 
the user-defined enumeration type. 

SUCC 

The value of SUCC(x) is the successor value, relative to the 
argument x, whether x is a variable of an enumeration type or an 
enumeration constant-identifier itself. That is, the rer^ult of 
SiJCC(x) returns the successor of x in the defining list of the 
user-defined enumeration type. 

For example, if we define the type: 

TYPE 

BASIC_COLORS =( WHITE, BLACK, RED, GREEN , YELLOW, PURPLE, BLUE) ; 

the OHD(WHITE) is zero, the ORDCBLACK) is 1, the ORD(BLUE) is 6. 
Defining two variables to be of type BASIC_COLORS: 

VAR CARCOLOE, UPHOLSTERY : BASIC_COLORS ; 

then if CARCOLOR := BLACK; a subsequent ORD(CAECOLOR) produces 
the value 1; if CARCOLOR := RED? a subsequent ORD(CARCOLOR) 
produces the value 2} and so on. 

User-defined types whose use readily improves the solubility and 
readability of programs are not transportable outside the program 
as strings, themselves. That is, their identifier names cannot 
be displayed by WRITE and WRITELN statements, nor assigned 
directly from input data with the READ and READLN statements. 
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Therefore ff we could not write: 



WRITE(WHITE); WEITELN(CABCOLOB ) ; 



However r we could write: 



WRITELN (OED{ WHITE ),OBD{ BLACK), OBD(BLUE)); 



and the output would be: 



Icaiaia i 2£ fiisi iszuxis iisld 



1 

V 



or we could write; 



FOR CARCOLOE := WHITE TO BLUE DO WEITELN{ ORDCCARCOLOR) ) 



and the output would be: 



Icoliii 1 Ql i£Xt£iJ,g iXMM 




1 
2 
3 

U 

c 



Using a FOR statement with a CASE statement: 



FOE CARCOLOP := WHITE TO BLUE DO 
CASE CAECOLOR OF 



WHITE 
BLACK 
RED 
GREEN 
YELLOW 
PURPLE 
BLUE 
ESD; 



WEITELN( 'White' ) J 
WRITELN( 'Black' ); 
WRlTELNCRed* ); 
WEITELNt 'Green') ; 
WRITELM( 'Yellow' ); 
WEITELNC 'Purple' ); 
HRITELN( 'Blue* ); 
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would output 



White 

Black 

-Red 

Green 

5:ellow 

Purple 

Blue 



Operations permissible on user-defined enumeration type data are 
assignment and the relational operators ( <, >, =, <>, >=, <=). 
The resulting expressions using the relational operators on 
user-defined enumerations have a Boolean result, 
some assignments of the above typed variables are: 



For example. 



Assianjnents 

carcolorT=:red; 
cabcolor:=succ(caecolor); 
carcolor:=p&ed(black) j 



Value Qf CAECOLOR 

RED 

GREEN 

WHITE 



Some examples of Boolean 
enumeration typed data are; 



expressions comparing user-defined 



Com^arisojis 

TUESDAY < WEDNESDAY 
BLACK > WHITE 
GREEN > YELLOW 



TRUE 
TRUE 
FALSE 



Following the assignment statements: 



CAECOLOR := RED; 
UPHOLSTERY := GPEEN; 



a comparison of the variables may be made, for example: 

IF CARCOLOP <> UPHOLSTERY 

THEN ...statement... ELSE ...statement... 

As the first member of a user-defined enumeration list has no 
predecessor, and the last member of a list has no successor it is 
hazardous to program loops containing PEED and SUCC which would 
produce undefined values at these extremes. For example, instead 
of writing, which would fail upon executing SUCC(BLUE): 
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CARCOLOR := WHITE; 
WHIIE CARCOLOR <= BLUE DO 
BEGIN 

UPHOLSTEPY := CARCOLOR; 
CAFCOLOP J= SUCC(CABCOLOS); 
. . .-Cprocess}. . . 
END; 



we write: 

FOR CARCOLOR := WHITE TO BLUE DO 
BEGIf 

UPHOLSTERY := CARCOLOR; 
... Cprocess>. • • 

END; 

User-written functions may declare their function value type to 
be a user-defined enumeration type-identifier. 



5.3.6 Subrange Type 

Data of any enumeration or ordinal type, which is therefore 

discrete and ordered, may have a consecutive portion of that 

data-type represented by the subrange type. The subrange type 
has the syntax: 

>constant- — > .. >constant---> 

A subrange type is represented by two constants separated by a 
range symbol (double period). The two constants must denote 
vtlues of the saiBe type, called the "enclosing type" of the 
subrange. The type of the constants may be integer, character, 
or a user-defined enumeration type. The constants may not be 
real or strings, i.e., subranges of reals or strings are not 
allowed. The constants may be literal constants or predefined or 
declared constant-identifiers. The first constant must be less 
than or equal to the second in the order defined for the 
enclosing type. The values of the subrange type are then all 
those values of the enclosing type that are greater than or egual 
to the first constant, and less than or equal to the second 
constant. That is, the first constant is the minimum value of 
the subrange, and the second constant is the maximum value of the 
sabranite. 

All operations and comparisons which can be performed on data of 
the "enclosing type" can be performed on data of the subrange 
type. A variable of the subrange type may be assigned to a 
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variable of the enclosing type. In particular, an expression 
whose value is of the enclosing type can be assigned to a 
variable of the subrange type. However, if the expression's 
value does not lie within the subrange, a run time error occurs; 
and if the program were compiled under the RANGECHECK and 
BOUNDSCHECK options, the run time error message VALUE RANGE EEBOR 
occurs. 

Examples of subrange type declarations are: 



TYPE 

LETTERS = 'A*..'Z'; -Ccapitals subrange of characters} 

DIGITS = '0'.,'9'; {digits subrange of characters} 

SIZE = 1..256; Cinteger subrange} 



Note that subranges must represent consecutive values of its 
ennclosing type; it is not plausible to declare the hexadecimal 
digits thusly: 



TYPE 

HEX_DIGITS = 'O'-.T'; {incorrect for intended subrange} 

Although the enclosing range includes •0'..'9' and 'A*..*F', 
other characters are also present between '9' and 'A' in the 
enclosing type. Thfty are the special characters defined in the 
ASCII set with ordinal values greater than that of '9* and less 
than that of *A'. It is possible to declare the abstraction 
HEX_DIGITS as a set type whose set-constructor members are 
defined by mutually exclusive subranges. See Section 5.3.8 for 
an example. 

Subranges of user-defined enumerations are also permissible. If 
the following user-defined enumeration type is declared: 



TYPE COLOE=( BED, PINK, ROSE, BLUE, NAVY, ROYAL, AQUA); 
then we may also have: 



TYPE 

RED_HUF = RED.. ROSE; 
BLUE_HUE = NAVY.. AQUA; 

Subrange types are most useful for representing the index-types 
of an array-type definition, (see Section 5.3.9). 

Variables of the subrange-type may be declared in the variable 
declarations part of a block. 
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VAR 



LEADING_CHAR 

NUMERIC_CHAE 

SUBSCRIPT 

SHADE 

INDEXER 

BLUES 



LETTERS; 

DIGITS? 

SIZE; 

RED_HUE; 

1..10; 

BLUE. .AQUA; 



Note that LETTERS, DIGITS, SIZE, and HED_HUE are 
subrange-type-identifiers defining LEADING^CHAR, NUMERIC_CHA^ , 
SUBSCRIPT and SHADE to be subrange variables; whereas INDEXER is 
being defined as a subrange of integer values 1 to 10 by a 
literal representation of the subrange-type: constant. .constant . 
Aloo BLUES is a subrange variable being defined by a literal 
representation of the subrange-type BLUE.. AQUA which determines 
the enclosing type of BLUES to be COLOR. 

ype CHAR with 
R is a subrange 
tricted to "O" 

enclosing type 

INDEXER is a 
with its range 
le of enclosing 

or ROSE; i.e., 
e of enclosing 

to BLUE, NAVY, 



LEADIftG_CHAR is a subrange variabl 


.e of enclosing t 


its range restricted 


to 'A' to • 


Z'. NUHERIC_CHA 


variable of enclosing type CHAR wi 


.th its range res 


to 'S'. SUBSCRIPT . 


Ls a subrange variable of 


INTEGER with its range 


restricted 


to 1 to 256. 


subrange variable of 


enclosing 


type INTEGER 


restricted to 1 to 10. 


SHADE is a 


I subrange variab 


type COLOR with its range restricted to RED, PINK, 


the subrange RFD_HUF. 


BLUES is a 


subrange variabl 


type COLOR with its 


range of values restricted 


ROYAL, or AQUA. 







The advantage here is that subranges take the burden of 
programming range-checking or bounds-checking procedures off of 
the programmer and pass it onto the compiled code. The compiler 
can generate range/bounds checking code in the object code, such 
that during execution, when the value of a subrange variable is 
changed, it can checked to be within its intended limitations. 

Note that subrange variables may be used where a variable of the 
enclosing type may be used. For example, subrange variables of 
INTEGER or CHAR enclosing types, may be used as arguments to the 
predefined REAP, RFADLN, WRITE, WRITELN procedures; bur subrange 
variables of a user-defined enumeration enclosing type may not. 
That is, we may write: 



READ(LEADING_CKPR); 
READLN{NU«ERIC_CHAR) ; 
MRITE(SUBSCF.IPT); 
WRITELN(INDFXFR); 



but we may not write: 



READ(SHADE); 
WRITELN(BLUES); 
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Any operator defined for variables of an enclosing type may be 
used with a subrange variable of the enclosing type. Subrange 
variables may be used in expressions and different subranges of 
the rsame enclosing type may be mixed in expressions. Subrange 
variables may be used on both sides of the assignment operator. 
For example, given the additional variable declarations: 



VAR 

ANSWER : INTEGER; 

TALLIES : AEBAY [ 1 . . 10,SIZE ] OF REAL; 



we may write statements, such as: 



LEADING_CHAE := 'C; 

NUMERIC_CHAR := ' 3' } 

SHADE := PINK; 

BLUES := ROYAL; 

FOR INDEXER := 1 TO 10 DO 

FOR SUBSCRIPT := 1 TO 256 DO 

TALLIESfINDFXER,SUBSCRIT3T] := SUBSCRIPT / IMDEXER; 
ANSWER := SUBSCRIPT + INDEXER; 
ANSWER := ANSWER MOD INDEXER; 
ANSWER := ANSWER + SUBSCRIPT DIV INDEXER; 
SUBSCRIPT := ANSWER; 



However, a run time error results if an attempt is made to assign 
a value out of range to a subrange variable. For example, in the 
last statement above, when ANSWER is a value not in the range 1 
to 256, a run time error results; if the program was compiled 
with the compiler option BOUNDSCHECK on. If the program was 
compiled with the compiler RANGECHECK on, then the index subrange 
variables indexing into the array are also checked for proper 
values to be in range of their index types; which are expressed 
as subrange types. The following illegal assignments result in 
a run-time error message: VALU^ RANGE ERROR, 



LKADING_CHAF := '8' 
NUHERIC_CHAP := 'M* 
SUBSCRIPT := 1000; 
SHADE := NAVY; 
BLUES := EOSF; 
INDEXER := 256; 



even though the values are constants of their enclosing types. 

Subrange variables may also be passed to functions as arguments, 
if the function is defined to receive values as value-parameters 
of the subrange type itself, of the enclosing type of the 
subrange variable, or of a type assignment compatible to either 
the subrange type or the enclosing type. However, the resultant 
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value of the function need not necessarily retucn a value within 
the subcange* For example* 



INDEXES :- 10; 
ANSWER;- SQE(INDEXER); 

Here the answer cetucned ig 100 which is not in the range 1..10 
of INDEXSB; but is allowable for assignment of the function-value 
to the integer variable ANSWER. 

Passing any argument variable to a routine's variable parameters 
requires identity of type to the parameter's type-identifier. 

5.3.7 REAL and SHORTREAl Data Types 

The data type for real-valued datSr as approximations of real 
numbers, is defined by the predefined type-identifiers REAL or 
SHORTREAL. 

The types REAL and SHORTREAL are models of floating point 
numbers, with implementation-defined sets of possible values. 
For this implementation, the values include zero and certain 
nonzero numbers with absolute values between 16.Q**(-65) and 
approximately 16**ff3. The differences between the two types are 
that REAL takes more storage space and yields greater precision. 

The predefined type REAL consists of a finite subset of real 
numbers represented by ceal constants in 8 bytes (tS-bit 
mantissa, 7-bit signed base-16 exponent). The short type real, 
SHQRTB'^:!AL, consists of a finite subset of real numbers 
represented by real constants in 4 bytes C 24-bit mantissa, 7-bit 
signed base-K' exponent). The decimal range magnitudes 
reprysentahle are approxlinately 5.4E-79 to 7,2E+75, where E means 
the exponent that follows is a power of 10. 

Values of type PEAL can be designated by real literal constants. 
Their syntax is presented with the literal constants in Section 
3.3.«. 

A real literal constant designates a real number. Informally, it 

is an integer followed by a designation for a power of lOj or an 

integer followed by a decimal fraction, which may optionally be 
followed by a designation for a power of 10. 

The syntax reauires that a real number must include either a 
decimal point or a "power-of-10" to differentiate it from an 
integer. If there it a decimal point, it must be followed by at 
least one digit, Thf letter E (or e) represents the scale factor 
10, Note that in Pascal real constants must have a digit 
preceding the decimal point and either a digit or the letter E 
Cor e) following the decimal point. 
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In this implementation, all literal real constants 
to be of type PEAL. 



are compiled 



The ordering of PEAL and SHORTREAL values is the usual 
mathematical ordering of real values. All comparisons are legal. 
The result of using a relational operator (<, =, >, <=, <>, >=), 
between two real valued operands, is a Boolean value. 

The types RFAL and SHORTBEAL are assignment-compatible; operands 
of these types may be freely mixed in expressions and 
assignments. Fither of them may be passed to value-parameters of 
either of their type-identifiers. However, only a SHORTBEAL 
variable may be passed to a SHORTREAL variable-parameter, and 
only a REAL variable may be passed to a REAL variable-parameter. 
A literal real constant may be passed to either a REAL or 
SHORTREAL value parameter, but never to a variable-parameter. 



Integers (type 


BYTE 


and S 


real numbers 


in expres 


converted to 


type 


PEAL 


expressions. 


However, 


assigned to integers 


, nor 


to integer value-parame 


not assignment- 


•compatible 
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fro 


automatically. 


REAL 


or 


IMTEGER data by the 
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HORTINTEGER included) 
sions; the integers 
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may real-valued expre 
ter parameters. REAL 

to an INTEGER, BYTE, 
m real to integer 

SHORTREAL data may 
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may be mixed with 

are automatically 

ding real-valued 

ions may not be 

ssions be passed 

and SHORTREAL are 

or SHORTINTEGER 
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be converted to 

and ROUND. 



The operations on REAL and SHORTREAL expressions are given in 
Table 5-3. The result of an arithmetic operation is either the 
REAL or SHORTREAL value depending on the operand types. If an 
operator has operands of both of these types, then the SHORTREAL 
is converted to REAL. These operators are infixes; and + and 
can also be used as prefixes. 



TABLE 5-3 REAL AND SHORTREAL OPERATIONS 



SYMBOL I OPERATION 



/ 



I Add 

I Subtract 
I Multiply 
I Divide 



The second operand of / must not have the value zero. 
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Six predefined functions accept one argument of REAL or SHORTBEAL 
typet 

1. ABS(x) The result is the absolute value of the REAL or 
SHORTHEAL X. 

ABS(x) is defined byj 
ABS(X) = |X| 

2. TEUNC(x) The result is the (truncated) integer value 
corresponding to the REAL or SHORTREAL x. 

TRUNC ( X ) is defined by these conditions: 



THUNC(X) is an integer 
ABS{ TRllNC(X) ) <«ABS(X), 
ABS( X - TRUNC(X) ) < 1. 

3. ROUND(x) The result is the (rounded) integer value 
corresponding to the REAL or SHORTREAL x. 

ROUND ( X ) is defined bys 

If X >= THEN EOUND(X) = TRUNC(X + 0.5) 
ELSE ROUND(X) = TRUNC(X - 0-5); 

4. LSNG(x) The result is the value of type REAL corresponding to 
SHORTREAL X. 

LSN'?(X) is defined by: 

X is of SHORTREAL type 
LENG(X) is of REAL type 

5. SHORTEN(x) The result is the (truncated) value of type 
SHORTREAL corresponding to REAL x. 

SHOeTEN(x) is defined by: 



X is of REAL type 

SHORTEK(x) is X truncated of SHORTREAL type. 

6. SQR(x) The result is the square of x of either type REAL or 
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SHORTREAL, depending on the type of x. That is, SQP(x) 
returns x*x. 



Six more real-valued mathematical functions are available for 
both REAL and SHORTPFAL data. They are arctangent, sine, cosine, 
exponential, square root and natural logarithm. Standard Pascal 
identifies these functions as ARCTAN, SIN, COS, EXP, SQET, and 
LN. Perkin-Elir.er Pascal implements these functions with slightly 
different names and requires explicit external FORTRAN function 
declarations. Full details are given in Chapter 3 in Sections 
3.5.3 and 3.5.9. 

Some examples of declaring REAL values as constants in the 
constant declarations part are: 



CONST 



PI = 3.iai59; 

PI_PRECISE = 3.141592653539793; 
NEG_PI = -PI; 

ONE = 1.0; 
TWO = 2.0E+00; 

NEGONE = -1.0E+00; 
NEGTWO = -2.0; 

HUNDRED = +1.0E2; 
ONETHOU = 1.CE3; 
TWOTHOU = 2.0F3; 

SMALLPOSREfll. = 5.4E-74; 

SHALLNEGEEAL = -5.4E-7a; 

LARGEPOSREAL = +7.2E75; 

LARGENEGPE;*.! = -7.2E+75; 



Real variables may be declared in the variable declaration part 
of a block: 



VAR 

P,Q,R,S : SKORTREAL; 

DIMENSION, ANSWER1, ANSWER2 : REAL; 



User-defined functions may he written whose function value is 
REAL or SHORTREAL; and real-valued parameters (value or variable) 
may be declared as REAL or SHORTREAL in parameter- lists. Note 
the use of reals in the expressions of the assignment statements 
within the functions. For example: 
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FUNCTION DIFFEBENCE^OF_SUMS(A,B,C,D: MfimiAi ) S IMI ? 
BEGIN 

DIPFERENCF.OF^SUMS := (A + FS) - (C+D); 
SNDj 

FUNCTION MULTIPLY_THE_QUOTIENTS(A,B,C,D: SB fiMS^ Ai ) : £ML ? 
BEGIN 

MULTIPLY THF^CUCTIENTS :» (A/B) * (G/D)> 

END> 

FUNCTION PEElMETER(SIDEnSIDE2: ££Ai) sSllfifilMAl/ 
BFG IN 

PERIMETEE t= (2*SIDE1) + (2*SIDE2)j 
END; 

This program body also reflects the assignment of values to real 
variables, and references to the functions defined above; and 
outputting expressions of reals. 



BEGIN 

p := 1; -Ca real may be assigned an integer value> 

Q := TWO; -CTWO declared constant-identifier of 2.0E+00> 

H := 3.0; 

S := U.O; 

ANSWEP1 := DIFFFHENCE^OF_SU«S(P,Q,R,S); 

ANSWER2 J= MULTIPLY_THE„QUOTIENTS(P,Q,B.S)j 

DIMENSION t- PEEIMETERO. 0,4.0); 

WRITELN(AKSWEE1,AMSWEB2)» 

«RITELN(DIHENSIONrPERIBETERC 1.0,2*0)); 

WBITELN<ANSWER1 t10:7); 

WRITELN(ANSWER2!10!7); 

WRITELN(DIMFN?I0N:4:1); 

WRITELN(PERIMFTFS(1.0,2.0)J4:1); 
END. 



and the output vould be: 

I 

V 

-4. 000000000000 00 022E+00 3. 75000000000 OOOOOOE-0 1 

1. 4000000000000000 8E+01 6.0000000E+00 
-4.0000000 

0.3750000 
14.0 

fi.O 



Note the difference in the output format of these real values. 
In the first two KRITELN statements the real-valued expressions 
are output in floating-point representation (similar to 
scientific notation of real numbers). Also, the field-vidth 
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^^^T^^^o,"^^"* ■^'' outputting these real numbers are different for 
HhAL C24 positions) and for SHCRTREAL (14 Dosition<;) »« 
ANSWERS ANSWEE2, and DIMENSION are of type REAir their ^utpJt 
formats show more digits of precision. As PERIMETER yields a 
r^J^'^irr? ^^.°^ """^^^ SHORTREAL, fewer digits of precision are 
reflected in 14 positions: " 6 .OOOOOOOE+00" . Leading plus signs 
are represented by a space. In the subsequent WRITEIN 
statements, the real-valued expressions are output in fixed-point 
representation as directed by user-specified field-widths and 
fractional-digits specifications in the write-parameters. See 
Chapter 8 for write-parameter details on outputting reals and 
shortreals. 

5.3.8 Set Types 

A set is a certain collection of member elements of the same data 
type, called the base-member-type. Data of any enumeration or 
ordinal type, which is thereby discrete, ordered, and finite may 
be the base-member-type, if its ordinal values lie in the range 
0..127. A particular set may be designed to contain up to 128 
values, or up to the number of values in the base-meirber-type, 
where each of its values can be a member element of the set, and 
each of the member elements must have an ordinal value within the 
range established for the base-member-type. 

A set-type is a Pascal structured data type. Variables, which 
are declared to be of set-types, are known as set-variables. A 
set-variable may then have its value assigned in an assignment 
statement by assigning to it a set-expression value. These 
set-expressions must have expression values whose types are 
set-types. Set-expressions may consist of a set-variable, a 
set-constructor, or one or more of them operated on with tho<?e 
set-operators, which yield set-values. 

When a set-expression is defined with a set-constructor, the 
set-constructor contains a list of all the members of the set 
expression value. The members are represented in the list with 
expressions that yield values of the base-member-type. 

The members listed in a set-constructor must all belong to some 
discrete, ordinal data-type, whose ordinal values are in the 
range 0..127. This ordinal type is the base-member-type of the 
set-constructor. 

Set variable assignment, set operations, or set comparisons can 
be performed with set-expressions and set-variables whose 
base-member-type is assignment-compatible. 

Expressions containing set comparisons are known as relational 
set-expressions and yield Boolean valued results. 

To create a set-type introduce a type-identifier in the TYPE 
definition part, such as: 
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TYPE set-type-identifier = set-type; 

where identifier becomes the name of the set-type* and "set-type- 
is defined with the syntax; 

Sat-TlES 

> SET OF > base-member-type > 

In the type-definition, the identifier on the left of the equal 
sign, is then available as a set-type identifier which may be 
used to declare the type of set-variables. The set-type on the 
right of the equal sign is of the form "SET OF base-member-type" . 

For example, given the availability of the following 
type-declarations as base-member-types: 



TYPE 



UNITS = 0..127> 

QUALIFICATIONS = {HS,BA,BS,MA ,KS,HSCS,MBA,PHD, 

YR1,YR5,YR10,YR15,YR20,YR2S,YR30) ; 

DEGREES = HS. .PHD; 
YEARS = IR1..YB30; 



Me may define set-type-identifiers, thusly: 



TYPE 

CHARSETS = SET OF CHAR; CCHAR may be base-member-type> 
UNITSETS = SET OF UNITS; 

QUALIFICATIONSETS = SET OF QUALIFICATIONS; 
DEG8EESETS = SET OF DEGREES; 
YEARSETS = SET OF YEARS; 

Set-types of a discrete scalar type, or subranges thereof, can 
consist of all of the subsets that can be formed from the member 
values in that base-member-type. If the base member type has n 
values, then the set-type may have 2**n set values. However, the 
current implementation restricts the number of values allowable 
in the base-raeraber-type. The base-member- type may be a discrete 
scalar ordinal or enumeration type with no more than 128 values. 
That is, the ordinal values of the base-member-type must be in 
the range 0..127, This allows the base-member-type to be the 
predefined type-identifier CHA8, or a user-defined enumeration 
type, or subranges thereof, or a subrange of type INTEGER 0..127 
inclusively. 
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Once a set-type is defined, a variable in the VAR declarations 
part may have its type declared to be of that set-type, such as: 



VAR set-variable-identifier 



or 



set-type-identifier; 



VAR set-variable-identifier 



set-type; 



but this second form, depending on the use of set-variables may 
prohibit establishing Pascal type-compatibility "identity" for 
other separately declared variables, local variables, or 
variable-parameters requiring identity of type through 
type-identifiers. 

This set-variable-identifier is the name of a set-variable whose 
members, when defined in an assignment statement, will be chosen 
from the base-member-type . The values of the members of any set 
are defined by specifying or listing its members in a 
set-constructor. Note that all members listed must be of the 
same type. The syntax of the set-constructor is; 



Set -Cons tru ctor 



■>l 



> [ 



I I 



l<- 



■> expression. .expression > ] > 



■> expression 
, < 



I I 
■>l I 



where each expression -listed, or subrange of expressions, defines 
the members of the set-value represented by this set-constructor. 
The expressions must all have values belonging to some discrete, 
ordinal data-type, which has ordinal values in the range 0..127. 
When the set-constructor is assigning values to a set-variable, 
the members must also be of the same base-member-type as noted 
earlier. The empty or null set is represented by the brackets 
alone. The set-constructor [ J denotes the empty set. The 
format of the set-constructor is a left bracket, followed by 
none, one, or more members, denoted by an expression or a 
subrange of expressions, either of which is separated from its 
preceding member by a comma, and ending with a right bracket. An 
error will occur if a set-constructor contains a member with an 
ordinal value outside the range 0..127, or it is assigned to a 
set-variable whose base-member-type does not include the member. 

For example we may define the following set-variables: 
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VAR 

VOWELS, DIGITS, HEXDIGITS: SET OF CHAR; 

NUMBERSET : UNITSETS; 

SKILLS, JOB : QUALIFICATIOMSETS; 

EDUCATION : DEGREESETS; 

EXPERIENCE : YEARSETS; 

and then use set-constructors, thusly, to assign set-values to 
the set-variables: 



BEGIN 

NUMBERSET := [12, 25. .29, 13, 15, 1..5]; 

DIGITS := ['0'.,'9']', 

HEXDIGITS := ['0'..'9', •A'..'F']? 

VOWELS := ['A', 'E', "I", '0', 'U']; 

JOB := [MBA, YR5] ; 

EDUCATION := [HS, BA, MBA]; 

EXPERIENCE := [YR1, YR5]; 
END; 

Note that where the set members are consecutive values of a 
base-raernber-type, they may be advantageously represented as 
subranges of expressions as in the set -constructors defining 
values for DIGITS and HEX_DIGITS, whereas the nonconsecutive 
members required to represent the set of VOWELS are presented as 
individual literal constants of the base-member-type. The 
members or subranges may be in any order, as represented in the 
example NUMBERSET. 

The base-member-type of NUMBERSET and its assigned 
set-constructor is the integer subrange 0..127. The 
base-member-type of DIGITS, HEXDIGITS, and VOWELS and their 
assigned set-contructors is the type CHAR. The base-member-type 
of JOB is the user-defined enumeration type QUALIFICATIONS. 

Set operations may then be performed between set-variables, or 
between set-constructors whose base-raember-types are the same. 
There are three binary operators that specifically operate on 
sets to produce new sets. They are "+" for set union, "-" for 
set difference, and "*" for set intersection. The operators must 
be used as infixes and be between set operands whose base member 
types are the same. The result is another set of the same 
base-member-type as the operands. These operations are defined 
in Table 5-4 below. 

There are four relational operators which apply to the set data 
type. The comparison operator "=" for set equality, "<>" for set 
inequality, "<=" for set inclusion, and ">=" for set containment, 
can be performed on sets if their base-member-types are 
compatible. They produce a Boolean result. For example, the 
operator "<=" when applied to sets, as in the example S1<=S2, has 
the Boolean value TRUE if every member of SI is also a member of 
32, otherwise the result is false. The Boolean expression S1>=S2 
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iet^SU ^^ ^""^ ^"^^ ^* "^''^''^ member of set S2 is also a member of 



For example, following the above assignment statements, we may 
axso write; 



BEGIN 

NUHBERSET := [1..5, 6. .9] - [2, 4, 6, 8]; 
VOWELS := VOWELS + ['Y']; 
SKILLS := EDUCATION + EXPERIENCE; 
IF JOB <= SKILLS -Ccompares two set-variables> 
THEN KRITELN ('MEETS REQUIREMENTS') 
ELSE WRITELN ('SKILLS LACKING'): 
END; 



In the above examples, only constants or constant-identifiers are 
used to denote set members within the set-constructors. A=: the 
set-constructor syntax allows an expression to denote members of 
the set, any expression which yields a value of the 
base-raember-type may also be used in a set-constructor, such as 
the use of the variable CH, and function-references depicts 
below. 



BEGIN 

CH := 'Y'; 

VOWELS := l'A','E','I','0','U',CH]; 

DIGITS := [•0',SUCC('0')..PRED('9'),'9']; 
END 

Another useful decision-making set operator is the test for set 
membership. The set membership operation, designated by the 
keyword IN, can be a quick way to perform a series of disjoint 
tests that would otherwise be cumbersome. It is also an infix 
operation between the element being tested and the set being 
tested. To test set membership, the first operand must be a 
member of the base-member-type and the second operand must be a 
set-variable or a set-constructor of the same base-member-type. 
The result is a Boolean value. If the first operand is a member 
of the second operand set value, the test set membership 
expression's value is true, otherwise it is false. For example, 
given the additional declarations: 

TYPE ALPHABET = CHARSETS; 

VAR ALPHAS:ALPHABET; CH : CHAR; 

BEGIN 

ALPHAS:=['A'..'Z', 'a-.-'b']; Cset of letters} 
READLN (CH); (* Reads a character into CH *) 

IF CH IN ALPHAS (* Tests CH for set membership *) 

THEN WRITELN (CH) 

ELSE IF CH IN DIGITS THEN BEGIN statement-sequence END; 
END 
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TABLE 5-4 SET OPERATIONS 



1 PASCAL 1 CONVEN- | 1 1 
1 SET t TIONAL I OPERATION t } 
1 OPERATOR 1 SYMBOL j NAME | OPERATION FUNCTION | 

\ [...] 1 t...> 1 Define Set | Set-value member definition | 


( + ( u 1 Union |An element is contained in a j 
1 ( J lunion of two sets, denoted| 
f 1 1 |A+B, if and only if it is an| 
1 1 1 lelement of set A or set | 
1 I 1 |B or both. 1 


1 - I - 1 Difference |An element is contained in ( 
j j 1 jthe difference of two sets, | 
1 1 1 [denoted A-E, if and only if] 
1 J 1 lit is an element of set A| 
1 I 1 jbut not an element of set B. | 


1 1 1 jthe intersection of two sets,| 
1 1 1 Idenoted A*B, if and only iff 
1 I 1 lit is an element of both set| 
1 j I |A and set P. 1 


1 =: 1 = 1 Equality |If A and B are sets, thej 
1 1 I {relation A=B is TRUE if and| 
1 1 ( jonly if every member of eachj 
j 1 1 [set is a member of the other j 
1 \ 1 jset. 1 


1 1 1 land only if A=B is FALSE. | 


{ <= \ Q (Contained in|The relation A<=B is TRUE if | 
j 1 1 land only if every member of| 
1 1 1 |set A is also a member of set | 
1 1 1 |B, In effect, this relation- | 
1 1 1 (ship says that the set A is | 
1 1 1 jincluded in or contained! 
1 1 1 |by the set B. 1 


1 >= 12 1 Contains |The relation A>=B is TRUE if | 
1 1 1 Iset B is also a member of ?V.| 


1 IN I € 1 Membership 1 If A is an element of type T,| 
1 1 I land B is a set over the base| 
1 1 1 1 member type T, the relation] 
1 1 1 |A IN B is TRUE if and only if| 
1 1 1 |the element A is contained in j 
1 1 1 jthe set B. 1 
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5.3,9 Array Types 

One of the structured data types built up from simpler data type- 
is the array-type. A structured data type differs from a siirole 
scalar variable, in that the structured variable, such as^an 
array, has more than one component. An array is a collection of 
components of identical data type. A significant feature of a 
structured type is the way in which its components are accessed, 
xhe component (or element) of an array may be directly accessed. 
An entire array is referenced by its variable name, as introduced 
m the VAR declarations. Any element in that array can be 
referenced by means of the array variable name and expressions of 
the array indices. For example, the indices into an array 
representing a matrix may have one index to indicate row, and 
another index to indicate column. Entire arrays can also be 
referenced for assignment to, and tests for equality or 
inequality with, other arrays of compatible types. 

To establish an array-type-identifier, first define the 
array-type in the TYPE definitions part: 

TYPE array-type-identifier = array-type; 

where the syntax of the construct array-type is: 

-PACKED> 

I 

I V 

>AREAy-->[ — >index-type — >] — >0F — >component-type > 

( 
I I 

|< , <— V 

The syntax of the construct index-type is any discrete scalar 
type (not reals), and the syntax of the construct component-type 
is any scalar or structured type (other than a FILE), even 
another array-type or record-type. 

In the type definition, the identifier on the left side of the 
equal sign is the name of the array-type being introduced. The 
format of the array-type on the right side of the equal sign is 
then the optional keyword, PACKED, followed by the keyword, 
ARRAY, followed by one or more index-types, separated by commas 
and enclosed in square brackets, followed by the keyword, OF; and 
ending with the component-type. 

The optional keyword, PACKED, causes the compiler to pack the 
internal representations of the elements so that no extraneous 
filler space occupies memory. However, caution must be used in 
applying this feature to array-types of components requiring 
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alignment, or of records or arrays dues to their alignment 
requirements for comparisons. Refer to Chapter 10 on storage 
mapping for PACKED arrays. 

The meaning of an array-type is simplest when there is only one 
index type. Then, a variable of the array-type consists of a 
collection of variables of the component-type, one corresponding 
to each possible value of the index type. For example, a 
variable of type; 

ARRRY [3,.12J OF REAL 

contains 10 variables of type REAI,. 

To define the meaning of the more general array type, we can s'^y 
that: 

ARRAY [index_type1 ,index„type2J OF component^type 
is equivalent to: 

ARRAY [index_type1] OF ARRAY [index_type2I OF component-type 
For example; 

A'^HAY 11..«J OF ARRAY ICHRR] OF SHOBTIKTEGFR 
is equivalent to: 

ARRAY C1..U,CHAF.l OF SHOBTINTEGfiR 

A variable of this type contains 4 * 128 variables of type 
SHORTINTEGEFj it is organized as four variables, each of which 
consists of 128 SHOETINTEGERs. There is no limit on the depth of 
nesting or declaration of inner arrays, i.e., the number of index 
type specifications is not bound. 

The number of index-types in tha definition of the array type is 
called the dimension of the array? i.e., if three index types are 
defined in the array-type, then the array of this type is a 
three-dimensional array. The index-types may be any enumeration 
type, such as a user-defined enumeration type or subranges;. They 
reay not be the keywords INTEGER or SHORTI^«TFGER, but may be a 
subrange of them. For example, if there were a user-defined 
enumeration type such as: 
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TYPE SECTION = (LEFT, CENTER, RIGHT) ; 

an example of an array-type definition for a collection of 
elements might be: 

TYPE COLLECTION = ARRAY I SECTION , 1 .. 50,-1 5. . 15] OF REAL; 

The array-type identifier, COLLECTION, is then available as an 
array-type of 4,650 elements of type REAL. It has three 
index-types: SECTION, the subrange 1 . . 50, and the subranae 
-15. .15. 

Once an array-type is defined and identified by name, an array 
name variable may be declared to be of that 
array-type-identifier. The array-type-identifier is then 
available to be used as a type for deciding array variables in 
either the VAR declarations part, or the VAR variable parameter 
declaractions of a parameter-list; or as the "component-type" in 
an array of arrays or in a file of arrays; or as a type for a 
field-identifier in a record of arrays. An array variable (file 
component, or record field) may be declared to be of an 
array-type directly but this second method of "typing" runs the 
risk of violating Pascal rules of type-compatibility (see Section 
6.2) for the variables, when used with other separately declared 
variables, local variables, or variable parameters. In the VAH 
variable declarations part an array variable declaration has the 
format ; 



VAR array-variable-identifier : array-type-identifier; 



or 



VAR array-variable-identifier : array-type; 

where the identifier on the left of the colon is a new variable 
identifier, the array name; and the array-type on the right side 
of the colon is either a previously defined type-identifier of an 
array-type, or an array-type itself. 

Either 

VAR REALDATA,REALDATA2 : COLLECTION; 



or 



VAR REALDATA3 : ARRAY [ SECTION, 1 . . 50, -1 5 . . 15 ] OF REAL; 
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which establishes a 4,650 element array/ SEAIDATA, of the 
array-type, COLLECTION; and an identically compatible array, 
REALDATA2. REALDATAS is not considered a compatible array (see 
Section 6.2 on type-compatibility). 

Then in the main body of the program, the entire array may be 
referenced by using the array name. For example, the basic 
operation of assionment may be applied to whole arrays or their 
individual elements. For example, assignment of a whole array, 
REALDATA, to another compatible array, REALDATA2, follows the 
initialization of BEALDATA in the example below. To initialize 
the entire array, each element must be initialized individually, 
for example; 

VAR I : SECTION; <declare variables for the indicesJ 

J, K: INTEGER; 
BEGIN 
FOR I S= LEFT TO EIGHT DO 
FOB J :« 1 TO 50 DO 

FOP K :- -15 TO 15 DO 

REALDATA [I,J,K1 := 0.0; 

■CEach element is initiali2ed> 

* 

REALDATA2 := REALDATA; Cwhole array is aseignable> 
<i£ both arrays have "identity" of type> 
END 

To reference an individual element in the array, use the 
construct, array-component, whose syntax is! 

>variable-selector > t >index-expression---> 1 > 

I 

1 I 

|< , < ^ — V 

where the variable-selector is the array name, and the 
index-expression is a specific value of the associated index-type 
declared in the definition of the array-type. The 
array-component is accessed by a selector, as it selects an 
element of the array for some purpose. The format of the 
array-component selector is the array name identifier, followed 
by one or more index-expressions, separated by commas, and 
enclosed in square brackets. Refer to Section 5.^^ on 
variable-selectors to access array-components of an array which 
is part of another structure, such as a record. 

A component of an n-dimensional array is selected by ffi**sns of its 
array name identifier followed by n index-expressions (enclosed 
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in brackets and separated by commas). The number of 
index-expressions in the selection must equal the number of 
index-types in the array-type definition, and the 
index-expressions used must have values of the corresponding 
index-types in the array-type definition. 
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REALDATfl ILFFT, 1,-15] accesses the first seat price; 
REALDATA (RIGHT, 50, 15 1 accesses the last seat price; 
REALDATA tCENTFF, 2U , 0] accesses front row center; 



Indices, also called subscripts, may be represented by variables. 
It is often convenient to use a variable as a subscript when 
selecting an array element, particularly within repetitive 
statements performing a general operation on all, successive, or 
several elements in the array. For example, we declare the 
variables AREA, ROW, and SEAT, to be variables of types 
compatible with the example's index-types; 



VAR AREA: SECTION; 
ROW: 1,.50; 
SEAT: -15.. 15; 



Then each of the elements of the example array variable, 
REALDATA, may be individually, by a generalized reference, 
addressed by an array-component selector, after defining indices: 



AREA 

ROW 

SEAT 



= CENTER; 
= 24; 
= 0; 



REALDATA [ AREA , R0W,SEAT ] := 36.50; 



Arrays (non-strings) as whole units have only the basic 
operations of assignment (:=), and the comparison operators of 
equality (=) and inequality (<>) defined. The arrays must be of 
identically compatible types. Individual array elements may be 
operated upon just as any variable of the component-type. 
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5.3.9.1 String Array Types 

One specific application of one-dimensional arrays is to 
represent strings. A string is a series of characters. A 
onta-dimensional array of component-type CHAR with m character 
elements Is called a string-type array (or simply string) of 
length m. Its values may be defined by a literal string-constant 
of length m, whose definition has been seen to be: 



£lia£l££S£'-Si£i,li2-*Iiteral-Constai;H^ 



■> • 



•> character 



|-> (: — > digits --> :) -> 



and is considered to be of type: 



ARRAY [1..IH] OF CKAE 



which is assignirent-compatible to another string variable, if and 
only if they are of the same fixed length, not necessarily having 
the same index-types. That is, a literal string or named string 
constant of length m, is assignment-compatible to a variable of 
the type: 



ARRAY [i..j] OF CHAR 



where ORD( j )-ORD( i) +1 = m. 

Literal strings or named constant strings of the same fixed 
length may be assigned tO/ or compared in relational expressions 
to, any string variable of the same fixed length as the literal 
or constant string. This is is a Perkin-Elmer Pascal extension 
of Pascal assignment-compatibility. 

However, string variables must be of identically compatible type 
to be assignment-compatible to each other, not just of the same 
length. 

For comparisons, the ordering of characters defines the ordering 
of strings. Note that "digits" denotes an integer constant in 
the range 0..127 and denotes that the character with that 
specified ordinal value replaces the (tdigitss) sequence in the 
string constant. All of the relational operators, in addition to 
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the equality or inequality operators applicable for whole arrays, 
are defined for comparing strings of equal length. The 
relational operetors for comparing strings are; 

= Equality 

<> Inequality 

< Less than 

> Greater than 

<= Less than or equal 

>= Greater than or equal 

The result of the relational comparison is a Boolean value. 
For example, we may declare string constants, such as: 

CONST 

MESSAGF = 'HAVE A HAPPY DAY'; 

we may also declare string array-types, such as: 

TYPE 

STEING16 = ARRAY[1..16] OF CHAE; -Cstring length = 16> 

SIXTEEN2 = AEEAY(21..36] OF CHAR; Cstrina length = 16> 

STRING80 = ARRAYE1..80] OF CHAR; Cstring length = 80> 

and we may declare string-type variables to be of those types, 
and another string-type variable MISFIT, to demonstrate 
incompatibility, such as: 



VAR 

LIVE, WIRE : STRING16; 

LINE : STRING16; 

ECHOSTRING ; SIXTEEN2; 

CARD : STRING80; 

MISFIT, MISFITS_PARTNER : ARRAY[1..16] OF CHAR; 

Then we may initialize the string variables, in program text, 
with either literal string constants, a declared constant string 
constant-identifier such as MESSAGE, or another string variable 
of identically compatible type. 

The length of a string array is fixed and defined by its type. 
In Pascal, although variable-length strings cannot be read into 
a fixed-length string array except by a character at a time, they 
can be written out as strings, in their entirety. 

For example, the following assignments can be made: 
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LIVE := 'HAVE A HAPPY DAY'; -Cliteral string assignment} 
WIBE := MESSAGE; Cassigns defined constant to variable} 
LINE := WIBE; Cassignment of string array variables} 
ECHOSTBING := 'HAVE A HAPPY DAY'; -Cassign to 16-char array} 
MISFIT := 'HAVE A HAPPY DAY"; -Cassign to any 16-char array} 
MISFIT := MESSAGE; Cassigrns defined constant to variable} 
MISFITS PAETNFR ;= MISFIT; Cidentically typed variables} 



•C Then the following KRITELN" statements are legal and all have } 
C the same effect on the textfile OUTPUT: } 



IF {LIVE=WIEE) AND NOT (MESSAGEO' HAVE A HAPPY DAY') 
THEN 
BEGIN 

WRITELN(IIVE); 

WRITELN(KFSSAGE); 

WBITELN(LINE) ; 

WRITELNC 'HAVE A HAPPY DAY'); 

WRITELN(FCHOSTBING) ; 

WRITELN(MISFIT); 
END; 



and the output would be: 



I column 1 of teytfile field 



V 

HAVE 
HAVE 
HAVE 
HAVE 
HAVE 
HAVE 



HAPPY DAY 
HAPPY DAY 
HAPPY DAY 
HAPPY DAY 
HAPPY DAY 
HAPPY DAY 



However, as st|;j,no vaii^bigs only of idejjiiSltl il£e are 
assignment compatible to each other , it is illegal and will 
generate a diagnostic error if the following attempts are made to 
assign incompatibly typed strings or otherwise assign strings 
mismatched in length. 



MISFIT := LIVE; 
ECHOSTSING := LIVE; 



MISFIT ! 


= 


WIPE; 


LIVE 


= 


MISFIT; 


WIRE ! 


= 


MISFIT; 


CARD i 


= 


LIVE; 


CARD 


> = 


WIRE; 


CARD 


! = 


MESSAGE; 


CARD 


s 


'HAVE A 


CARD 


> = 


MISFIT; 



Cillegal due to incompatibility} 
tillegal due to incompatibility} 
•Cillegal due to incompatibility} 
Cillegal due to incompatibility} 
■Cillegal due to incompatibility} 
■Cillegal £ mismatched lengths} 
Cillegal & mismatched lengths} 
Cmismatched lengths} 
HAPPY DAY'; ■Cmismatched lengths} 

■Cillegal £ mismatched lengths} 
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Also to initialize string variables, characters may be read in 
one at a time to each array element, from a textfile, a file of 
type TEXT, such as the predefined file INPUT. However, character 
data read from a textfile with READ does not automatically skip 
over blanks or FOLK characters as it does for reading integers 
and reals, so these conditions must be programmed for as desired, 
with READLN or querying EOLN. Strings may also be read from a 
non-textfile FILE OF "string-type" or single-characters from a 
FILE OF CHAR. Some examples of character I/O are given in 
Section 5.3.2 on the CHAR type. Also see Chapter 8 on Pascal I/O 
and the file-type definitions. 

Me can read fixed-length strings into string-arrays from 
non-textfiles, where the file's component type are string arrays. 
For example, consider the following example program which simply 
copies card image to another file. 



PROGRAM COPYCARD(CARDFILE,TAPEFILE) ; 

TYPE 

STRING80 = ARBAY[1..80] OF CHAR; 
VAR 

CARD : STRING80; 

CARDFILE, TAPEFILE : FILE OF STRING80; 

BEGIN 

RESET(CARDFILE); 
REWRTTE(TAPEFILE) ? 
WHILE NOT EOF(CARDFILE) DO 
BEGIN 

READ (CARDFILE, CARD); 
•Ccard data may be processed here! 
WRITE (TAPEFILE, CARD); 
END; 
END. 



See Chapter 8 on file-type, file-variable declarations, and I/O 
routine definitions. See Chapter 9 on the file-name-list in the 
program header and also some restrictions on Pascal I/O in 
modules; e.g. implicit READ/READLNs from INPUT and imolicit 
WRITE/WRITELNs to OUTPUT must be replaced with explicit calls on 
file-variables passed as VAR variable parameters. 

In this implementation of Pascal, the rule requiring 
assignment-compatible arguments passed to value parameters is 
relaxed to permit an argument string of any length to to be 
passed to a value parameter of any string-type. 

If the argument string is shorter than the value parameter 
string, then the value parameter contains undefined values beyond 
the length of the passed argument string. If the argument string 
is longer than the value parameter string, then the extra 
characters attempted to be passed, simply do not get passed. 
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Although argument strings of any length can be passed to string 
parameters^ the "asslgninent-coinpatibility" rules across the 
assignment-operator are still in effect within the routine 
receiving strings. That is, the programmer must design a irethod 
to find the end of a variable length string so passed to a 
routine. One method is to design the routine to define a 
parameter to which an argument length can be passed. Another 
method is to arrange all strings to have an imbedded 
end-of-string character, that the routine can search for and 
query. 

The Pascal rule requiring identity of type to pass an argument 
variable to a variable parameter, even regarding string 
variables, is not relaxed. Only a string-variable of identical 
type to the variable parameter's type-identifier may be passed to 
that variable parameter. 



5.3.10 Record Types 

Another kind of structured data type is the record-type. The 
record is a structure used for a collection of data with fairly 
complex relationships, where the individual elements do not have 
to be all of the same data type. Whereas the array is also a 
structured data type, its elements must be of the identical data 
type, even though arrays of records (where the records may have 
mixed field types) are allowable. The record's components may be 
any of a variety of data types, including arrays and other 
records, and pointer-types. The components of a record are 
accessed record-variable-selectors using field names, not by the 
subscripts (index-expressions) as used to access array 
components. We do not index into a record. 

Introducing a record-type, or establishing a record 
type-identifier in the TYPE definitions part, is a process of 
outlining all of the possibilities of a record's data structure. 
By first giving the record type-definition a name in the TYPE 
definition declarations, that type-identifier is available to 
attribute that record-type to variable data, making them 
identically compatible in type, in Pascal. Declaring a record 
variable in the VAR variable declarations group, creates the data 
storage for one record variable of its type and introduces an 
identifier as the name of that specific record variable. The 
record variable has no defined values at the point of its 
declaration as a variable. The record variable is then available 
to have values read into it or assigned to its components. An 
entire record variable may be assigned the value(s) of another 
defined record variable if their record-types are identical. 

A record has a fixed or variable number of components or fields 
for data. The record-type structure allows a record to have 
either or both a fixed part and variant-part. If it has both, 
the fixed part must come before the variant-part. In addition to 
the data fields of the fixed part, record variants in the 
variant-part allow us to set up a record-type whose precise 
structure will vary for different record variables declared to be 
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of that record-type. Given the record variable name, each field 
il/J.^ record inay be uniquely identified and thereby easily 
referenced. The name of each field, called the field-identifier, 
must be unique within the record-type definition, but only within 
that record-type definition. It may identify another field in 
another record-type. This is because referencing a field usually 
requires the record variable name and the field-identifier, 
unless the With-statement is used to open up the scope of the 
record-type-definition. Therefore, abstractions of data with 
fairly complex relationships without homogenous types can be 
readily structured, accessed, and processed by use of the 
record-type. 

To establish a record type-identifier, the record-type may be 
first defined in a TYPE definitions part. 

TYPE record-type-identifier = record-type; 
where the syntax of "record-type", is: 

>PACKED >| >| 

" I - 

I V I ; 

> RECORD > field-list > END > 



In this type definition, the identifier on the left of the equal 
sign becomes the type-identifier of the record-type. The format 
of the record-type on the right side of the equal sign is then 
the optional keyword, PACKED; followed by the keyword, RECORD; 
followed by the construct, field-list; followed by the keyword, 
END. 

The optional keyword, PACKED, causes the compiler to eliminate 
extraneous memory space normally required for alignment of 
certain types of data. This space saving is done at the expense 
of component access time. A component of a PACKED record 
variable cannot be passed to a variable parameter of a procedure 
or function, whereas it can be passed to a value parameter. The 
same cautions for PACKED array-types apply to PACKED 
record-types. 

For general information on the use of this PACKED feature, refer 
to Section 5.3.9 on Array Types. For detailed information on the 
packing process refer to Section 10.6.1 on internal data storage 
requirements for arrays and records. 
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The field-list is optional. When not present/ the record-type is 
empty. The syntax of the construct, field-list, iss 



>| 

I 

i V 
> fijced-^part > ; > variant-part 



> ; > 



->l 



The field-list contains either a fixed-part, or a variant-part, 
or both. The field-list lists the names of the record fields 
known as field-identifiers. 

The fixed-part of the field-list lists the fields of the record 
that are always available, i.e., fields that are always present, 
in every record-variable of the record-type with a fixed-part 
defined. The syntax of the fixed-part is; 



£iicei-£a£i 



•>identif ier- 



>type- 



]<- 



, <--— -v 



J <■ 



Each of these identifiers are user specified names of the fields 
that occur in every record declared to be of this record-type? 
i.e., they are fixed fields in the structure of records of this 
record-type. The identifier(s) on the left of the colon is(are) 
called the f ield-identif ier (s) , and the type on the right side of 
the colon is the data type of these f ield-identif ier( s) . When 
more than one field of the same type are to occupy consecutive 
positions in the record they may be defined in a group. This is 
coded by specifying each of their names, separated by commas, 
where the entire list of fields is followed by a colon and their 
mutual type. 

The type of the field may be any predefined fascal 
type-identifier, previously declared type-identifier, or a type 
which is ordinal, real, structured type, or pointer-type. 
However, in this implementation of Pascal, it cannot be the 
introduction of a user-defined enumeration type. To type a field 
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as a user-defined erumeratlon , the user-defined enumeration type, 
must have been first established with a type-identifier, visible 
in scope, to the record-type definition. Then a field may be 
given its type by the user-defined enumeration type-identifier. 

The declaration of each field with its type, or list of field 
identifiers (separated by commas) with their mutual type, is 
separated from the next with a semicolon. 

Within a record-type definition a variant-part can be delineated 
by naming a tag-field and/or declaring a tag-field data type in 
a CASE clause of the record-type definition. If the tag-field is 
named with a field name, space for it as a variable will be 
reserved for it in each variant. If the tag-field is not named, 
but only a tag-field type is used, no space is allocated for a 
taa-field in each variant. For each specific value possible for 
the tag-field type, a different variant structure of subcomponent 
fields may be outlined. 

In this implementation of Pascal, the maximum number of variants 
which may be specified in a record type-definition, at any one 
level of nesting of variants, is limited to 32. This is because 
the tag-field type is limited to be a type whose ordinal values 
lie in the range 0..31. 

Each variant within the variant-part of a field-list has 

associated with it another field-list, listing each field in the 

variant and declaring each field's data-type. The syntax of the 
variant-part of a field-list is: 

Variant -part 



tag-field type 

•>CASE >identifier — > : >identifier — >0F >variant > 

I '^ ''I 

I ' 'I 

V >, ,^___ . <__y 



The identifier after the keyword CASE is called the tag-field, if 
two identifiers, separated by a colon, precede the keyword OF. 
The tag-field is a special field-identifier that names the 
general circumstance for which several sets of fields, called the 
variants, will be available. The tag-field-identifier, when 
present, is followed by a colon. The tag-field identifier and 
its subsequent colon is optional but not its type-identifier. 



. f 



The identifier following the colon is a type-identifier, i.e 
the type of data that the tag-field represents. The tag-field's 
type must be an ordinal type, with a finite limitation of 32 
values, such as Boolean, user-defined enumeration types, the 
integer subrange 0..31, or subranges thereof whose ordinal values 
lie in the range 0..31. Following the tag-field's type, is the 
keyword, OF, followed by a listing of one or more variants. The 
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variants are specified sets of fields, represented in a variant's 
field-list, of the possible variant circumstances of the 
tag-field's type. That is, the value of the tag-field determines 
the further contents of the record of this record-type. This 
means that although all of the possible variants are outlined in 
the record-type definition, only one variant's information is 
actually occupying the structured data area of the variant-part 
of an actual record variable. Which variant's structure is in 
the record is determined by the value of the tag-field. Note 
that each variant's fieldlist may contain either or both fixed 
and variant-parts. 

The syntax of each variant is: 



Vari ant 

> constant > : > ( > field-list > ) > 

I I 

III I 

j<— , < — V V >| 

After the keyword OF, one or more variants are listed, each 
separated from the other by a semicolon. Each variant is of the 
format of one or more constants, each separated from the other by 
a comma, followed by a colon, followed by a left parenthesis, 
followed by a field-list, and terminating with a right 
parenthesis. The constants are to be values of the tag-field 
type-identifier, which is limited to have values whose ordinal 
values are in the range 0..31. A variant may associate a 
constant with an empty field-list. 

Variants may be nested up to a limit of 16. That is, within the 
field-list of a variant, that field-list may contain a 
fixed-part, and/or a variant-part, or both. The depth of this 
nesting is 16 levels. 

Once a record-type is defined and identified by name, that 
record-type-identifier is available to be used as a type for 
declaring record variables in either the VAR variable 
declarations part or i n the VAR variable parameter declarations 
of a parameter-list, as a "component-type" of an array of records 
or a file of records, or as a type for field-identifiers within 
a record-type, itself. If the record-type-identifier has been 
previously bound to a pointer-type-identifier (see the following 
Section 5.3.11 on pointer-types) and pointer-variables are 
established, dynamic record variables may be created. 

An array or file component-type, or field type may be declared to 
be of a record-type directly (without a record-type-identifier) 
but this second method of typing runs the risk of violating 
Pascal rules for type-compatibility (see Section 6.2) for the 
variables, when used with other separately declared variables, 
local variables, or variable parameters, requiring identity of 
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type to be established through type-identifiers. In the VAR 
variable declarations part, a record variable declaration has the 
format: 



VftR record-varieble-identifier : record-type-identifier; 



or 



VAR record-variable-identifier : record-type; 



where "record-variable-identifier" becomes the name of a 
record-variable. For example, to establish a 
record-type-identifier, RECTYPE1 : 



TYPE 

TAGTYPE = 0..31; 

RECTYPE1=REC0RD 

FIXFDFIELDNAME1 tINTEGER; 
FIXEDFIELDNAME2:SH0RTINTEGER; 
FIXEDFIELDNAME3:SH0RTREAL; 
FIXFDFIELDNAME4:BEAL; 

FIXEDFIELDNAME5, FIXEDFIELDN AME6 : BOOLEAN ; 
FIXEDFIELDNAME7:REAL; 
CASE TAGFIELDNAMErTAGTYPE OF 
1 :(VARIANT1FIELDNAME1 ;REAL; 

YABIANT1FIELDNAME2,VARIANT1FIELDNA?!E3:CHAR; 
VARIANT1FIELDNAWE4:SH0RTREAL); 
2:(VARIANT2FIELDNAME1, VARIANT2FIELDNAME2 ;BYTE; 
VARIANT2FIELDNAME3:SH0RTINTEGER; 
VARIANT2FIELDNAME4, VASIANT2FIELDNAME5 : REAL; 
VARIANT2FIELDNAME6 : INTEGER) ; 
3, 4:(VARIANT3aFIELDNAME1:CHAR; 

CASE NSSTEDVARIANTTAG:TAGTYPE OF 
1,2 : (FIXFIELD1 :REAL); 
3,4 : (FIXFIELDB:BYTE; 
FIXFIELDC:CHAR; 
FIXFIELDE.-RECORD 

CASE TAGiTAGTYPE OF 
1,2,3: (INNEREC1FIELD:CHAR; 
INNEREC2FIELD:BYTE); 
4,5: (INNERECAFIELDtBYTE; 
INNERECBFIELD:CHAR); 
END )); 
END; -Cend of entire RECTYPEI record-type> 

we may declare variables to be of that record-type or to contain 
components of that record-type. 
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•CThe following variable declaration > 

■Cdeclares record variable KECNAME of type RECTyPE1;> 

RECNAME ; EECTYPEI; 

tThis declares f as file-variable of RECTYPEI records:> 
f ! FILE OF RECTYPE1; 

CDeclares array (of 100 records) component-type RECTYFE1> 
ANAME : ABRAYCI.,100] OF RECTYPE1; 

A record variable of a particular record-type contains fields 
corresponding to the field-identifiers declared in the 
fixed-partr if present. 

If there is a variant-part , the value of the tag field at 
execution time determines the further contents of the record* If 
that value of the tag field has not been asfiociated as a constant 
to a fieldlist, there are no contents to access. When the value 
of the tag field is a constant whose value has been assciciated to 
a fieldlist, the contents of that fieldlist are accessible in the 
record. This means when the value of the tagfield (during 
execution) matches a variant constant, only the fields listed for 
that constant (in th« recor4-typ« definition) ar«^ pres«ntr 
refer^nceabler or accessible in the record-variable* 

An entire record variable can be referred to or accessed by a 
record variable selector (its separately declared record-variable 
identifier name when not part of another structure). 

When a record variable is part of another structure, e.g., an 
array of records, it is accessed by an array-component-selector? 
when a record variable is a field within a record itself, it is 
accessed by a record-field-selector. 

Any field of a RECORD can be referred to by a 
record-field-selector. The field of a RECORD can be referred to, 
or accessed, by its field-identifier alone, when the scope of the 
record-type-definition has been opened up by a With-statement . 
See Section 5,U for details on selectors. For example/ in 
simplest forms 
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■CReads component from file f into entire RECnake> 
READCf ,RECNAHE) ; 

•Caccesses a fixed-field in a record variable> 
RECLAME. FIXEDFIFLDNAMEI : =expression ; 

■Cassigns a value to a record's tagfield> 
RECNAME.TAGFIELDNPWE := 1; tORDd) in ORD(O) . . OED( 3 1 )> 

{accesses a record variant's fixed-fielrt> 
RECNAME.VAEIANT1FIELDNAME1 := expression; 

•Cchooses a variant having nested variants^ 
RECNAME.TAGFIELDNAME := 4; {assigns tagfield value 4> 

■Caccesses a fixed-field inside a chosen variant> 
RECMAME.VARTANT34FIELDNAJIE1 := expression; 

{assigns value to tagfield in a nested variant> 
RECNAME.NESTEDVARIANTTAG := 3; 

{accesses a fixed-field inside a nested variant> 
RECNAME.FIXFIELDB := 255; 

{accesses and assigns tagfield in nested variant's record> 
RECNAKE.FIXFIELDR.TAG := 2; 

{accesses field in a nested record inside a nested variant> 
RECNAME.FIXFIELDE.INNERECIFIELD := 'A'; 



The syntax for selecting a field within a record is: 
Secord-Fj.eld Selestoc 



> , 

I I 
I V 
>variable-selector > . >f ield-identif ier > 

I 

I I 

< . ^ 

where "variable-selector" is naming a datum of a record type: 
either a declared record-variable, a targeted record variable, or 
a record field or an array-element which is a record; and 
"field-identifier" is the name of the field. An abbreviated form 
of such field references is provided by the WITH statement, which 
allows the optional path in the above graph skipping the 
variable-selector and period to be taken (see Section 7.3.7.). 

It would be tedious to repeatedly have to specify the record 
variable selector when accessing each of many fields in a record. 
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When the WITH statement initially specifies a record 
variable-selector, within the scope of that WITH statement, a 
field may be accessed without repeating the record variable 
selector. (See the example below). 

An assignment of one record to another record variable of the 
"identical" type, is legal when the type has no variant-part. 
When the type has a variant part, then the assignment is legal 
only if the tag-fields of the two record variables on the two 
sides of the assignment operator have the same values, so that 
their variant-parts will have the same structures. Records of 
the same identical type can be compared for equality or 
ineguality. Fxamples of RECORD type declarations are the 
type-identifier DATE, PERSON, and COORDINATE below: 

TYPE COORDS = (CARTESIAN, POLAR); 
GENDER 5= (WALE, FEMALE); 
HONTH = (JAN, FEB, KAR, APR, MAY, JUN, 

JUL, AUG, SEP, OCT, NOV, DEC); 
ALPHA = ARRAY [1 .. 16J OF CHAR; 
STATUS = (HARRIED, WIDOWED, DIVORCED, SINGLE); 



ATE = 


R] 


ECORD 
HO: MONTH; 
DAY: 1 .. 31; 
YEAR; SHOBTINTEGEH; 




END; 


ERSON 


= 


RECORD 

NAME: RECORD 



FIRST, LAST; ALPHA; 
END; 
SS: INTEGER (*SOCIAL SECURITY NO. *) 
SEX: GENDER; 
BIRTH: DATE; 
CASE MS: STATUS OF 
MARRIED, 

WIDOWED: (MDATE: DATE); 
DIVORCED: (DDATE: DATE; 

FIRST: BOOLEAN); 
SINGLE: (INDEPENDENT: BOOLEAN) 
END (*PERSON*) ; 

COORDINATF = RECORD 

CASE KIND: COORDS OF 

CARTESIHN: (X, Y: REAL); 
POLAR: (R: REAL; A: REAL); 

END; 



Note that in the above record-type definitions, that DATE is a 
record-type with only a fixed-part; PERSON is a record-type with 
both a fixed-part and a variant-part; and COORDINATE is a 
record-type with only a variant-part. 
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Then in the variable declarations part of a block, we may declare 
record variables to be of the above record-types: 

VAR 

LOCATION : COORDINATE; EMPLOYEE_RECORD : PERSON; 



Then we may initialize the record variable LOCATION as folio 



ws; 



or 



LOCATION.! := 6.32418; 
END; 



BEGIN 

LOCATION. KIND := POLAR; tassigns constant to tagfield> 
LOCATION.? := i*. 876302; gixej.Qj 

LOCATION. A :-■ 5.384756; 

END; 



or using the WITH statement, the record EMPLOYEE RECORD, may be 
initialized: ~ 



BEGIN 

WITH EMPIOYFF_RECORD DO 
BEGIN 

NAME. FIRST := 'JOHN •; 

NAME. LAST := 'DOE • ; 

SS := 2123456738; 
SEX := MALE; 

WITH BIRTH DO 
BEGIN 

KG := SEP; 

DAY := 28; 

YFAP := 1960; 
END; 

MS := MARFIFD; -Cassigns constant value to tagfieldT- 

WITH MDATE DO 
BEGIN 

HC := MAY; 
DAY ;= 23; 
YEAR := 1982; 
END; 
END; 
END; 
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A CASE statement is often used in parallel with the CASE clause 
used to outline a record-type with a variant-part. For example, 
assume the following procedure Is being passed different record 
variables, of the "identical" record-type PERSON, to the 
variable-parameter EMPIOYEE^STATUS, also of record-type PERSON. 

PROCEDURE PROCESS_RECS ( VAR EMPLOYEE_STATUS : PERSON ); 

BEGIN 

WITH EMPLOYEE^STATUS DO 
BEGIN 

WRITELNCNAME. FIRST); 
WRITELN(NAHE.LAST); 
WRITELN(SS)? 
WRITELNCBORN ', 

0RD(ElRTH.K0) + 1,'-'/BIRTH.DAY:2, ', ' ,BIRTH. YEAR : a) ; 

CASE MS OF 
MARRIED : 

WITH MDATE DO 

WRITELNCKARRIED ' ,OKD ( M0) + 1 , • - • , DAY: 2, ' , ',YEAR:U); 
WIDOWED : 

WITH MDATE DO 

WRITELNC WIDOWED ' ,ORD( M0) + 1 , ' -' ,DAY: 2, ' , •,YEAR:4)j 
DIVORCED : 

WITH DDATE DO 

WRITELNC 'DIVOSCED ' ,ORD( IJ0) + 1 , '- ' ,DAY i 2 , ' , '^YEARsa); 
SINGLE ! 

WRITELN('SINGLE'); 
END; {end of CASE statement> 
END; -Cend of compound-statement within WITH state!nent> 
E!ID; Cend of procedure PSOCESS„RECS> 



5.3*11 Pointer Types 

The data types covered thus far, both simple scalars and 
Structured, are static data types. That is, a fixed amount of 
memory is allocated for each static variable declared. Accessing 
a declared variable has a fixed access method, see Section 5.4 on 
variable selectors. The global variables remain in existence 
during the entire execution of the program; the local variables 
remain in existance during the activation of a routine by 
invocation. Fven a file data type, though variable in size, has 
a predetermined form and access method. Many programming 
situations call for dynamic data structures, where components 
vary in form and size, in length of time of existence, and in 
their means of access. Different kinds of programming problems 
necessitate a variety of linked data structures where the 
individual elements are linked by pointers to other related 
elements of the structure. Dynamic data structures, such as 
stacks* directed graphs, binary trees, or linked lists, may 
expand or contract dynamically as the program executes and as 
elements are created, linked, manipulated, and removed from the 
overall structure. 
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Pascal provides a Generalized dynamic data type, called the 
pointer-type, by which the programmer may create these data 
structures and program their application. The variable 
components of such a structure are called dynamic variables. The 
data storage area used for dynamic variables is called the heap. 
Dynamic variables may be of any data type, except the file data 
type. As they are created, manipulated, or destroyed by specific 
programmed commands; their existence is not connected to nor 
dependent on any fixed section of the program. 

Dynamic variables are not referred to directly by a user-declared 
identifier, but rather indirectly by pointer-variables, declared 
to be of the pointer-type data type. The pointer-variables point 
to the dynamic variables, which are called the targets of the 
pointer-variables. The type of data being represented by the 
dynamic variables, is called the target-type, i.e., the data type 
of the dynamic variables. To create a dynamic data structure, 
both the pointer-type(s) and target-type(s) are defined in a TYPE 
definition part, and pointer-variables are declared in a VAB 
variable declaration part. The target variables are not 
declared, but created and destroyed by programming 
procedure-calls on certain standard routines. 

The dynamic variables are created by use of the predefined 
procedure, NEW, which associates a pointer variable to its target 
dynamic variable and allocates storage for it on the heap. Any 
dynamic variable created by NEW can be destroyed (releasing its 
occupied storage) by use of the predefined procedure DISPOSE. 
Two other predefined procedures, MARK and RELEASE, also provide 
a method of recovering the storage allocated to dynamic 
variables; but these routines are only available to program units 
compiled under the compiler option HEAPMARK (see Chapter 1). 
These four procedures are described further on in this section. 
The target variable is accessed through its pointer-variable. 

To establish a dynamic data variable, first define a 
pointer-type-identifier in the TYPE definitions part: 

TYPE pointer-type-identifier = pointer-type; 

where the identifier on the left of the equal sign is the 
introduction of a pointer-type-identifier, and the syntax 
pointer-type is: 

Poifli e£ -Type 

> " > target-type > 



The format of a pointer-type is then the up arrow C") followed by 
the target-type, an identifier of the data type of the dynamic 
variables to be created. Once established, the 
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pointer-type-identifier is available to be used, for example, 
within a forward definition of the target-type. The target-type 
is any previously defined type identifier (other than a 
file-type) or a type identifier which is going to be defined 
elsewhere in the same TYPE definitions part where the 
pointer-type is being defined. Note that in all other cases, the 
declaration of an identifier comes before any use of it. Use of 
a target-type identifier here, before it has been defined, is the 
only case in Pascal where an identifier may be specified before 
it is defined. In this case, target-type identifiers must be 
defined following the pointer-type declaration. Upon declaration 
of a pointer-type data type in the TYPE definition part, the 
pointer-type is said to be "bound" to the target-type identifier. 
See the following example: 

TYPE P = "T; 

T = BECOPD 

ELEKENT:CHA8j 
NEXTsP 
END; 

In this example, F, is the pointer-type identifier of the 
pointer-type bounded to the target-type identifier, T, which is 
the data type of the dynamic variables to be created. Then T is 
defined to be a record-type, i.e., the dynamic variables (that 
pointers of type P will point to) will be records of type T. The 
record-type of the example contains two fields, one named 
SLEHENT, which is of the character type? and another field, NEXT, 
which is of the pointer-type, P. The ability for a dynamic 
record target variable to contain fields which may contain 
pointers to other targets is the key to creating a variety of 
dynamic data structures. 

To establish pointer-variables, i.e., variables of a defined 
pointer-type and which may be used to point to dynamic variables, 
they must be declared in the VAS variable declaration part: 



VA8 P0INTER1:P; 
P0INTER2:P; 

M2:'^INTEGER; 

The declared pointer- variables themselves are considered static 
variables, but the variables to which they will point are dynamic 
variables. The declaration of a pointer-variable in the VAR 
(variable declarations) part does not yet create any variable to 
which it points, only the capability to do so. Refer to the 
procedure descriptions of HARK and RELEASE below to see how the 
pointer-variable W of pointer-type: '"INTEGER is used. Creation 
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of dynamic variables is then possible, having established the 
pointer-type bound to a target-type and a pointer variable of the 
pointer-type. This is achieved by calling on the standard 
procedure NEW, thusly, 

NEWCPOINTERD; 

The result of this procedure call creates a new variable of the 
target-type and sets the pointer-variable, P0INTER1, to point to 
the new variable. 

The dynamic variable that was created has undefined contents at 
this point; however, it may be referenced by use of the variable 
selector construct, pointer-target. The syntax of the 
pointer-target selector is: 



£oiiiter-Ts££[ei Sgle^igr 

> variable-selector > ** > 



The format for referencing a pointer-target, in simplest form, is 
the pointer-variable identifier followed by an up arrow (""), for 
example: 



POINTER'* references the entire dynamic variable created. 

In the example, the dynamic variable created by the call: 

N?:W(P0INTEE1); 

is a variable of the record-type, such that each of the fields in 
the dynamic record would be referencable by: 

POINTEET". ELEMENT -Cselects the first field in a record> 
P0INTEH1'".NEXT -Cselects the second field in a record? 

That is, we may assign values to those fields, thusly: 

POINTERT*. ELEMENT := 'A'; 
POINTERT^.NEXT := NIL? 

and we may create a second dynamic variable , link it to the 
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first one, and assign values to the second dynamic variable's 
fields! 



MEW(P0INTEP2); 
P0INTER1'".NEXT := P0INTEB2> 
P0INTER2'*. ELEMENT 5=;= 'B'i 
P0INTER2''.NEXT := NIL; 

creating a list of two nodes at this point? with P0INTER1 
pointing to the head of the list* 

As shown above, a special pointer-type constant, NIL, is 
available. When assigned to a pointer-variable it indicates that 
the pointer points to nothing at all. The pointer constant ,NIL, 
may be used with any pointer variable regardless of its 
target-type. That is, the value NIL is compatible to all 
pointer-type variables. Otherwise, distinct pointer-types are 
disjoint and are not compatible to each other. A 
pointer-variable is given the value NIL in the following 
assignment statement: 

P0INTER1 := NIL; 

attempting to dereference (access a target through) a 
pointer-variable whose value is NIL or otherwise undefined 
results in a run time error message: POINTER ERROR, 

Pointer variables may be tested for the occurrence of the value, 
NIL, which explicitly ii^dlcates that a pointer does not point to 
anything as in the following examples? 

IF P0INTER1 - NIL THEN.... 

or 
IF P0INTER2 <> NIL THEN.... 

The basic operations available for pointer-variables, then, are 
assignment or comparison of two pointers to test for equality or 
inequality. Both pointer-variable operands must be pointers to 
compatibly typed targets, i.e., their targets must have identical 
target-types. 

An assignment from one pointer-variable to another 
pointer-variable of the same pointer-type assigns the address of 
the target in that pointer to the other pointer-variable. That 
is, the result of such an assignment leaves both pointers 
pointing to the same target. For example, suppose P0INTER1 and 
P0INTER2 are pointer variables that point to two different target 
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nodes of a list; or to two different lists with nodes of the same 
target-type: 

Example Listli 



P0INTER1 >|ELEMENTA | pointer-to-b | — > | ELEMENTB 

P0INTEEI2 >|ELEMENTD | pointer-to-e | — > | ELEMENTe' 



Execution of the following assignment statement changes P0INTEE1 
to point to the same node P0INTER2 was pointing to, and P0INTER2 
remains the same; 



P0INTER1 := P0INTER2 
produces: 

Example List2: 



P0INTER1 — I lELEMENTA I pointer-to-b | —> | ELEMENTB 



|->_- _ 

P0INTER2 >|ELEKENTD | pointer-to-e | —> |ELEMENTE 



Note that thxs is not the same as executing an assignment 
statement between target variables. For example, execution of 
the following assignment statement between the target variables 
that POINTERl and P0INTER2 are pointing to, as first depicted in 
Example List1, would produce change in the contents of the 
dynamic variables. The pointer variables, POINTERl and P0INTER2, 
remain pointing to the space of their original dynamic variables; 
but the contents of the target POINTERT^ changes so that its node 
contents containing ELEKENTA and its pointer-to-b is lost, and 
the node's contents is changed. That is, 

POINTERT* := P0INTER2'' 

produces; 
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Example List3: 



P0INTES1 >|ELEMENTD 1 pointer-to-e | -> 

I 
I 

1 

V - — 

P0INTER2 >|ELEBENTD ! pointer-to-e| >|ELEMENTE 



The node of B still exists but no pointer to it. To have 
inserted nodes D and E, between Listi nodes A and B, from the 
first example. Example Listi, we could have written: 

P0INTER2'".NEXT''.NEXT := POINTESI'^.NEXT > 
POINTEHI.NEXT := P0INTER2; 

In the previous example, two pointer variables may be pointing to 
the same dynamic target variable of a structure. Therefore, two 
pointers may be compared to test for this condition. The result 
of a pointer-variable comparison is a Boolean value, TRUE or 
FM-SE. However, only the equality or inequality comparisons can 
be made between pointer-variables. Operations allowable between 
target variables are dependent upon their target-type data types. 

The memory used by either an individual dynamic variable or an 
entire dynamic data structure can be released and made available 
for other uses. When a dynamic variable is created by the NEW 
procedure, it stays in existence even after the procedure which 
called NEW ceases execution. The programmer may destroy a 
dynamic variable and release the space it occupies by using the 
procedure DISPOSE. Procedures MARK and RELEASE, available only 
to compilation units compiled under the compiler option, 
HBAPMARK. The procedures MARK and RELEASE may be used to mark 
where an entire dynamic structure begins, and after using NEW to 
create dynamic variables, release the additional storage 
obtained, with a call on RELEASE. With these procedures, data 
can easily be manipulated as a stack. 

The four predefined procedures available for pointer-type 
variables are as follows: Each of these procedures accept one 
argument of the pointer-type, i.e., p and m below denote 
pointer- variables. 

NEW(p) This procedure call creates a target-variable 
of the target-type that pointer- variable, p, 
has its pointer-type bounded to; NEW(p) points 
the pointer-variable, p, to the location of 
the newly created target-variable but does not 
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put a value into it. The target-variable is 
referenceable by P. Components of a 
target-variable whose type is structured is 
referenceable by a variable selector (see 
avove or Section 5.4). If the target-type is 
a EECOBD-type with a variant part, the enough 
space is allocated for the largest variant 
defined for the tag-field. 

DISPOSE(p) This procedure call, if p is a pointer 
variable which currently has a target, 
destroys that target (makes the target p" 
inaccessible) and makes the space which it 
occupied, available for other dynamic 
variables. It does not change the value in p, 
and the user is cautioned not to reference a 
now non-existent target p** nor access the 
value in p directly after DISPOSE(p), until p 
has been adjusted, e.g. set to NIL, or used 
again in NEW(p); or set to point to another 
dynamic variable, for example for another call 
on DISPOSE(p) or for other processing uses. 
Once a DISPOSE(p) has been invoked, any other 
pointer-variable cannot reference the now 
non-existent target, e.g. the sequence q := 
p; DISPOSE(p); also disallows referencing q** 
because the target has been disposed of. 
Attempting to reference a non-existent target 
results in a run-time error message: POINTER 
FREOR. The argument pointer-variable p in a 
DISPOSE(p) call, may not be undefined or have 
the value NIL, and doing so results in a 
run-time error message: POINTER ERROR. The 
user is cautioned not to dispose of a dynamic 
record target variable p**, within a routine 
where the target (or component thereof) has 
been passed to a routine's VAR variable 
parameter; nor within a WITH statement, whose 
record-variable-selector is an element of the 
target; or both. 

MARK(m) This procedure call, if m is a 
pointer-variable of type "^INTEGER, sets m to 
the value of an address at the current 
frontier of the heap, the dynamically 
allocated memory area used for storage of 
dynamic variables. If no NEW calls have yet 
been made, MARK(ra) obtains in m the very 
beginning of the heap storage; the first 
frontier. As dynamic variables are created by 
NEW, the heap expands and the frontier moves 
downward, i.e., unless DISPOSE makes space 
available behind the frontier, and NEW calls 
create targets which can fit in that freed 
space, the heap grows downward. The argument 
pointer-variable m in a MARK(m) call may be 
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undefined or have the value NIL; but note that 
if m is currently pointing to a target datum, 
that value of m will be lost; e.g.# a second 
BAEK(m) using the same pointer m as set by a 
previous MASK (a) will lose the value of the 
first m. The purpose of obtaining a mark is 
so that BELEASE(m) may be called later to 
relinquish any storage used, beyond this 
frontier mark, by NEW(p) calls made subsequent 
to MABK(ra)- If DISPOSE, which frees up space 
by disposing of individual targets, is being 
used in combination with HRRK, some NEW calls 
may use available storage behind the frontier. 
If DISPOSE is not being used in combination 
with MARK and RELEASE, a IlARK(m), followed by 
several NEW(p)'s, and associated processing of 
the p" targets, followed by a RELEASE(m); 
relinquishes all storage used since the 
MARK(m). The procedure MARK is only available 
to compilation-units compiled under the 
compiler-option HEAPMARK (see Chapter 1). 

RELEASE(m) This procedure call, if ra is a 
pointer-variable of type '"INTEGER, and has 
been previously set by MARK(m) causes all 
additional heap storage allocated at lower 
addresses than m to be relinquished. The 
argument pointer-variable m in a RELEASE(m) 
call may not be undefined, have the value NIL, 
or be of any other pointer-type other than 
'"INTEGER (i.e., it must not be pointing to a 
target-variable, for example as the argument 
p to NEW and DISPOSE does). RELEASE 
relinquishes the storage occupied by one or 
more dynamic target-variables created since a 
previous call on MARK, and exactly which 
storage is relinquished depends on whether 
DISPOSE has been also used: 

1. If DISPOSE has not been used in 
combination with MARK and RELEASE, the NEW 
calls subsequent to MARK use storage only 
beyond the frontier at increasingly lower 
addresses (the heap grows downward). 
Therefore, the effect of RELEASE(m) is 
identical to Pascal ROC, in that all 
storage is relinquished, and all 
target-variables created by NEW(p) are 
destroyed, since the last MARK(in). 

2. If DISPOSE is in use in combination with 
MARK and RELEASE, NEW calls, made 
subsequent to a MARK, may use either 
storage behind or beyond the frontier of 
the heap obtained by a MARK. In this 
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case, the effect of RELEASE(in) is that 
only the additional heap storage, used 
beyond the frontier at lower addresses 
than m since the last MARK(in), is 
relinquished. 

The procedure RELEASE is only available to 
compilation-units compiled under the 
compiler-option HEAPMABK (see Chapter 1). 



Note that, as DISPOSE was 
advanced heap memory man 
causes MASK and RELEASE to 
and up, not only uses memo 
that the arguments to HARK 
type '"INTEGER. As dynamic 
to target-variables of the 
details to Section 5.3.1 
pointer-types, and Chapter 
heap memory allocation sche 
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If not enough memory has been generated in the user task 
workspace to accomodate either the user program heap or stack 
memory requirements a run-time error message: HEAP/STACK 
OVERFLOW occurs (see the user-guide information in Chapterl). 



Pascal R01 and 
STACKSPACE. 



up also provides 



a 



new predefined function. 



STACKSPACE 



This function-call returns a value of type 
INTEGER and is an integer which is the number 
of bytes remaining between the user heap and 
stack, at the run-time of executing the 
function-call to STACKSPACE. This function 
accepts no arguments. 



The predefined functions 
pointer-variables . 



ADDRESS 



and 



CRD 



apply 



to 



ADDRESS(p) 



ORD(p) 



The result is the machine address of 
pointer-variable p. If p is a 
pointer-variable, then ADDRESS (p*^) is an 
integer, which is the machine address of the 
target variable that p is pointing to. In 
this implementation, ADDRESS(p'*) = ORD(p) + 8, 

If P is a pointer variable, then CRD(p) is the' 
integer value of the machine address of the 
target of p. In this implementation, ORD(p) 
= ADDRESS(p'") - 8. 
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To illustrate the basic uses of the pointer-type, see the 
following examples. They are the procedures: MRKELIST, on how 
to create a forward-sorted, singly-linked list of nodes; 
REMOVENODE, on how to remove one or more nodes; and ADDTOLIST, on 
how to insert a node. The overall program is called 
POINTEREXERCISEP. 



PROGRAM POINTEREXERCISERC OUTPUT) ; 

TYPE P=''Tj 

T=RECOFD 

DATA:CHAR; 
NEXTiP 
END; 

YAR P0INTER1,P0INTER2:P; 
POINTERS, TOPLISTrP; 
CH:CHAR;VOWELS:SET OF CHAR; 
ENTRYMADE-.BOOLEAN; 



(* Program-heading*) 

(♦Declare a pointer-type*) 
(♦Define a target-type*) 



{♦Declare the pointer variables*) 

(♦Declare data variables*) 
(♦Declare flag^) 



PROCEDURE BAKELIST; (♦Procedural heading^) 

(♦ MAKELIST CREATES A LIST OF THE ALPHABET, LEAVING 

P0INTEF1 POINTING TO THE TOP OF THE LIST AT THE 

THE ELEMENT CONTAINING CHARACTER 'A*. 

NIL, AS THE END OF LIST INDICATOR, OCCUPIES THE 

FIELD 'NEXT* OF THE ELEMENT CONTAINING THE 'Z*. ♦) 



BEGIN 

P0INTER1:=NIL; 
FOR CH:='Z' DOWNTO 'A' DO 
BEGIN 

NEW(P0INTER2); 
P0INTER2'*.DATA:=CH; 
PaiNTEH2'*.NEXT:=P0INTER1; 
P0INTER1:=P0INTER2; 
END; 
END (* END PROCEDURE MAKELIST ♦); 



(♦Begin compound statement*) 
(♦End of list indicator is NIL^) 
(♦Get data to fill the list^) 
(♦Begin FOR loop's statement^) 
(♦Create 6 point to target var^) 
(♦Assign data to target variable*) 
(♦Link nodes, first using KIL^) 
(♦Adjust linking pointer^) 
(♦End FOR statement's statement*) 



PROCEDURE REMOVENODE; 

(♦ REMOVENODE DELETES THOSE ELEMENTS OF THE LIST 

THAT CONTAIN VOWELS IN THE FIELD 'DATA' *) 
BEGIN (♦Begin procedure's compound statement^) 

P0INTER1 := TOPLIST; (*Fetch top of list pointer^) 
P0INTER2 := P0INTEH1; (♦Start a pointer to walk thru list^) 
VOWELS := fA','E','I','0' ,'0','Y' J ; 

WHILE P0INTER2 <> NIL DO (♦Set up repetitive loop^) 

IF P0INTER2'*.DATA IN VOWELS (♦Check component for removal^) 
THEN 

IF P0INTER2 = TOPLIST 
THEN 
BEGIN 

P0INTER1 ;= P0INTER2'*.NEXT; 
P0INTER2 != P0INTER2''.NEXT; 
TOPLIST := P0INTER2; 
END 



(♦If at beginning - ♦) 

(♦Bump pointers*) 
(♦Adjust top of list^) 
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^^dLt„ ^*^^ "°* ^^ beginning - *) 

BEGIN 

POINTERI'-.NEXT := P0INTER2''. NEXT; (*Link previous node*) 
P0INTEE2 := P0INTER2'^.NEXT; (*Buinp to continue search*) 
END 

ELSE (*This node does not contain a vowel, so bypass it*) 
BEGIN 

P0INTEE1 := P0INTER2; {*Bunip pointers to next*) 

P0INTER2 := P0INTER2''.NEXT; 
END; 
END (* END PROCEDURE REHOVENODE *) ; 

PROCEDURE ADDTOIIST (CH:CHAR); (*Procedural heading, importing CH*) 

(* ADDTOLIST INSERTS A NODE INTO THE FORWARD SORTED 

LIST, MAINTAINING AN ASCENDING ORDER. THE ENTRY IS MADE 
WHETHER OR NOT THE CH:CHAR ALREADY EXISTS IN THE LIST*) 

BEGIN 

P0INTER1 := TOPLIST; (*Fetch top of list*) 

ENTRYMADE := FALSE; (*Indlcate no entry made yet*) 

IF TOPLIST = NIL (*if list empty, enter CH here*) 
THEN 
BEGIN 

NEW(POINTERI); (*Create new dynamic variable*) 

POINTERI-^.DATA := CH; (*Fill data field of node*) 

POINTERT^.NEXT := NIL; (*Set end of list indicator*) 

TOPLIST := P0INTER1; (*Establish new top of list*) 

ENTRYHADE s= TRUE; (*Indicate entry made*) 
END 



ELSE 



(*If list not empty, search*) 
IF POINTEPT^.DATA > CH (*Check if CH should be first*) 

THEN 
BEGIN 

NEW (TOPLIST); (*Create new toplist and variable*) 

TOPLIST'', DATA j= CH; {*Enter character into data field*) 
TOPLIST". NEXT := P0INTER1; (*Link new node to old one*) 
ENTRYMADE := TRUE; (*Indicate entry made*) 
END 

ELSE (*Search non-empty list, looking two nodes ahead*) 
WHILE ENTRYMADE <> TRUE DO 
BEGIN 

IF POINTEEI'^.NEXT <> NIL (*If current node not end*) 
THEN 

IF POINTERI". NEXT'*. DATA > CH C*Check two ahead*) 
THEN 

BEGIN (*To enter node here*) 

NEW (P0INTER2); (*Create variable*) 
P0INTER2'*.DATA := CH; (*Fill with data*) 
P0INTER2'*.NEXT ;= POlNTERI'^.NEXT; (*Link it*) 
POINTERI'^.NEXT := P0INTER2; (*Link previous*) . 
ENTRYMADE := TRUE; (*Indicate entry made*) 
END 
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ELSE P0INTEB1 :«= P0INTEE1 
ELSE <*If at end of list, add 



".NEXT <*Skip onward*) 
entry to end*) 



BEGIN 

NEW (P0INTER2)| 
P0INTER2'*.DATA 
P0INTER2''.HEXT 
POINTER 1". NEXT 



(*Create new variable*) 
:« CH; (*Fill with data*) 
j« NIL? <*And end of list*) 
:= P0INTES2; (*Link last node*) 



END (* END 



ENTBIMADE J= TBUE; 
END; 
END (* begin *); 
PROCEDURE ADDTOLIST *)j 



(♦Indicate entry made*) 



PROCEDURE WRITELIST; 

(* WRITELIST FETCHES THE TOP OF THE LIST POINTER AND 
EITHER PRINTS THE HESSAGE 'LIST EMPTY'; 
OR VERTICALLY PRINTS THE LIST ELEMENTS DATA. *) 

BEGIN 

P0INTER1 := TOPLIST; 
IF POINTER 1 = NIL 
THEN 

WRITELN ("LIST EMPTY') 
ELSE 

WHILE POINTER 1 <> NIL DO 

BEGIN 

WSITELN (P0IHTER1"~.DATA); 

P0INTER1 5= P0IHTER1''.NEXTj 
END; 

END t* END PROCEDURE WRITELIST *); 
<* 



WAIN BODY OF PROGRAH POINTESEXESCISER 



) 



BEGIN 

TOPLIST s= NIL; 

P0INTER1 := NIL; 

P0INTER2 := NIL; 

WRITELIST; 

MAKELIST; 

TOPLIST := POINTE 

WRITELIST; 

REMOVENODE; 

WRITELIST; 

CH := 'Y'; 

ADDTOLISTCCH); 

WRITELIST; 
END <* END PeOGEAM 



(•Initialize pointers to NIL*) 



(*This call produces: LIST EMPTY*) 
C*This call creates linked list*) 

PI; (*Save top of list pointer*) 

(*This call prints: entire alphabet*) 
(♦Remove several nodes, i.e. vowels*) 
(*This call prints: alphabet without vowels*) 
(*Establish data to add to the list*) 
(*Add a node, i.e. 'Y', to the list*) 
(*This call prints the consonants*) 

POINTESIXERCISER *). 
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The procedure WAKELIST creates a forward-sorted linked list of 
the alphabet characters as depicted in Figure 5-1. 



P0INTER1 > 




I 'B* I 



'I 'C I 




• y. I 




I I 

I NIL I 
I 1 



Figure 5-1 Linked List Creation 



The procedure REMOVENODE removes those characters or nodes in the 
list holding vowels, leaving P0INTER1 pointing to the 'Z' node; 
and TOPLIST adjusted downward to point to the character 'B* node. 
Note that no storage was released, only that the nodes containing 
vowels are no longer connective or considered part of the list. 
Refer to Figure 5-2. 



TOPLIST ~> 

rB'i --rc'i 



-I'D' I ^I'F' 



I — IX 1 — 1/ I— J/ I — y- I— JK I — 1 

I .< I .-< I .-1 I .^ . I .-n INILI 



— -I 



I — I 



— I 



X' I jr\"Z.'\ 



I — I I — I 



Figure 5-2 Linked List With Nodes Removed 



The procedure ADDTOLIST adds the node for the character 'Y* back 
into the list to give a list of the consonant characters. This 
is depicted in Figure 5-3. 



TOPLIST — > 



I'B'i -^rc'i jtI'd'i xi'^'i -"- ^'X'l .-rY'i ^'z* 

|---r I-->K I---J/ I---K . I~-K I— JK I — 



I 

I y\ I y\ I .-^1 I .^1 

I I I— I I — I I — I 



I y\ I y\ INILI 
I I I I I — I 



Figure 5-3 Node Addition to Linked List 
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5.4 VARIRBIE SELi;CTORS 

The basic opecatlons on a variable, which is a Saturn whose value 
may be changed, are assigfunent of an initial or a new value to 
it, or a reference to its curcetit value. Variables of any 
particular data-type may only assume values, undergo only certain 
operations, and be accessed by Methods defined and meaningful for 
that data-type, as detailed In Section 5.3. 

.h named variable in a Pascal prograin is introduced, and given an 
identifier, by being declared in a parameter-list or in the 
variable declarations part of a block. A dynamic variable, which 
does not have a name of its own, is created by a call on the 
procedure NEW, using a named pointer variable. 

Once a variable datum is introduced, by declaration or dynamic 
allocation, it can be selected for access. 

Separately declared scalar variables, not part of another 
structure, are simply referenced by their Identifiers. A scalar 
variable which is part of another structure is referenced as a 
component of the structure. A separately declared variable of a 
structured data-type may be referenced as the entire structure, 
with its identifier, or have one of its coiftiponents referenced. 
Also, a structured data^tipe may be part of another 
structured'type, such that it -G*fi Ise reference in its entirety as 
the component of its parent structure, or have one of its 
components referenced. 

the means to access a component of a structure, such as an 
array-component, for exaiaiple* depends on the array-type 
declaration specifying index-^tipes *nd corapon«nt-types. Field 
id««4tifiers are introduced witliin a recorti-type definition, anil 
t*ie means to access them depends upon a record-varimble-selector 
or a VlTn statement, which oldens the scope t.o a record's 
type-definition, such that th<e field-identifiers become visible 
for direct reference within the scope of the IIITH statement. 

Dynamic Variables are referred tti as the targets of pointer 

variables. 

The construct used to access named or targeted variables is a 
variable-selector. A variable-selector is a syntactical means of 
specifying one piece of data* a variable of a single simple 
scalar type, an entire structure* or a component of a structure. 
Very complex structures, where the intermingling of different 
data-types for fields in records, or targeted records or arrays 
of pointers, records of arrays, arrays of records, etc., require 
a more complex selector syntax. For this reason, the user will 
note the recursive use of selector in the syntax of the 
sufe^G^omponents of the general form of seletrtor, itself. A 
detailed composite context-free syntax of variable selector is 
first provided. 
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yariable-^lestor (SflMSEiZfii in Dejfeail) 



• — >variable-identifier-- 
I 

I I 

V — >f ield-identif ier — > I 



— > [ - 

— > . - 
v--> '' - 



->expression — > ] -- 

I 
|<— , < / 

->f ield-identif ier — 



— > 

--> 
--> 



Taking the simple paths through this syntax graph clarifies its 
application. The variable-identifier by itself is the name of a 
declared variable, such that it is the selector of any scalar 
variable, including a pointer variable, or an entire structured 
variable such as an array-variable or a record-variable, or a 
file-variable. The field-identifier by itself is the name of a 
field in a record as it can be addressed within a WITH statement 
which has already specified a variable selector as the intended 
record, and whose record-type-definition has had its scope 
opened. The variable-identifier, when an array name, followed by 
square brackets enclosing one or more index-expressions is the 
selector of an array-component. The variable-identifier, when a 
record name, followed by a period and field-identifier is the 
selector of a field in a record variable. The 
variable-identifier, when a file variable, followed by '^, is the 
selector of its file-buffer variable (see Chapter 8), The 
variable-identifier, when a pointer variable, followed by "- , is 
the selector of its target variable. More complex selectors to 
access more deeply imbedded components in more complex structures 
can be formed by taking the path which can repeatedly loop back. 



The more generalized syntax 
following four graphs: 



of selector is presented in the 



Variable-SelsciaC (SSIieEal ClaSSAficaiisflg ) 



> identifier 

> array component >| 



> record field -- 

> pointer target 

V > file-buffer - 



■>l 
I 

■>l 
I 

■>l 
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where the identifier is the name of a declared variable or field. 
The selector to specify or access any scalar variable, including 
a pointer variable, is its identifier. The selector to specify 
or access an entire structured variable, such as an array, 
record, or file, is its identifier. The selectors for an 
array-component, record-field, or pointer-target are detailed 
below. Note the recursive use of "variable-selector" in their 
syntax. In simplest form, the identifier of an array, record, or 
pointer variable becomes the selector referred to in the 
.following graphs, respectively. 

The syntax of selecting an array-component is: 

AE£ax-£SlESllSIli (Selector) 

> variable-selector > [ > index-expression > 1 > 

I 

I I 

|< , < V 

The type of the "variable-selector" in this graph is an 
array-type; e.g., in simplest form, its the name of a 
variable-identifier or field-identifier of an array. The 
index-expression must be of the index-type of that array-type. 
In particular, if the index-type were defined as a subrange in 
the array-type definition, then the value of the corresponding 
index-expressions must lie within that subrange. The data-type 
of the array-component being selected is the component-type 
defined in the array-type definition. The array-component being 
selected is one of the elements of the array; the value of the 
index-expression(s) determines which one. The 
"variable-selector" in the syntax graph of array-component may 
also be a pointer-target, record-field, or another 
array-component. 

The syntax of selecting a field of a record is: 

-^ > I 

I I 

>variable-selector > . >f ield-identif ier > 

I 
I I 

The type of the "variable-selector" in this graph must be a 
record-type, e.g., in simplest form, the name of a 
variable-identifier or field-identifier which is itself a record. 
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The field-Identifier in this graph must be the name of one of the 
fields m the associated field-list of that record-type. The 
data-type of the field being selected, is the type associated to 
that field name in the record-type definition. The 
"variable-selector" in the syntax graph of record-field can also 
be a pointer-target, array-component, or another record-field. 
Within a WITH statement that has the "variable-selector" in this 
graph specified, a record-field is selected without repeating the 
"variable-selector"; thereby the reason for the optional path in 
the graph which skips over the leading "variable-selector". 



The syntax of 
pointer is: 



selecting the target (dynamic variable) of 



£oiflie£- target (SgXector) 



-> variable-selector ** > 



The type of the "variable-selector" in this graph must be a 
pointer-type, e.g., in simplest form, the name of a pointer 
variable. When the pointer variable is a component of an array, 
or a field in a record, the "variable-selector" in this graph is 
an array-component or record-field selector. To access a 
pointer-target, specification of a pointer-target selector 
consists of an appropriate variable-selector followed by an up 
arrow. The pointer-target is the dynamic variable that the 
pointer variable is pointing to. The data-type of the 
pointer-target being selected, is then the target-type of the 
pointer-type. The pointer-target is a dynamically allocated 
variable, with no declared identifier or name of its own; and can 
only be specified or accessed by means of a pointer-target 
selector. The "variable-selector" in the syntax graph of 
pointer-target can also be an array-component, record-field, or 
another pointer-target. 

For example, given the type declarations: 

TYPE 

MATRICES = "MATRIX; 

MATRIX = ARRAY11..2, 1..3] OF REAL; 

DATUM = '"COORDINATE; 

COORDINATE = RECORD 

X, Y : REAL; 
NEXT ; DATUM; 
END; 



and the variable declarations: 



VAR 



A,B 
I, J 



MATRIX; 
INTEGER; 



•Cdeclaration of arrays A and B> 
•Cdeclares integer variables I,J> 
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XY, ZZ : COORDINATE; ^declares records XY and ZZ> 

POINT : DATUM; ^declares pointer variable POINT> 

VECTOR : MATRICES; Cdeclares pointer variable VECTOR> 

LOCATION : '^INTEGER; -Cdeclaration of pointer LOCATION> 

Typical examples of variable selectors are used in the following 
statement-sequences : 

FOR I 3= 1 TO 2 DO 
FOR J!= 1 TO 3 DO 

BtlrJ] := 1.0; -CBlIrJ] is an array-component selector? 
A := B; CA or B are entire array selectors? 

XY.X := 1.0; -CXY.X selects field X in record XY> 

XY.Y := 2.0; tXY.Y selects field Y in record XY> 

XY.NEXT := NIL; tXY-NEXT selects field NEXT in record XY> 

(* The following WITH statement can also initialize the same 
fields in the declared record variable XY without repeating 
the record-identifier in every field reference: *) 



WITH XY DO "CXY is a record variable selector? 
BEGIN 

X := 1.0; tfield-identifier X is a record-field? 

Y := 2.0; -Cfield-identifier Y is a record-field? 

NEXT := NIL; tf ield-identif ier NEXT is a record-field? 
END; 

ZZ 1= XY; CZZ and XY selects entire records? 

NEH( LOCATION); CLOCATION selects scalar pointer variable? 
CLOCATION now points to pointer-target of type INTEGER? 

LOCATION** := 5; CLOCATION" selects a pointer-target? 



NE'4<VECT0R) ; CVECTOR selects scalar pointer variable? 
CVECTOR now points to pointer-target of array-type MATRIX? 
FOR I := 1 TO 2 DO 
FOR J != 1 TO 3 DO 
BEGIN 

VECTOR'"CI#J] := A[I,J] ; 
•CVECTOR**!!/ J] selects an array-component of a pointer-target? 
CA[I,J] selects an array-component of declared array variable A? 

■CThe following two assignment statements are equivalent: ? 

BtlrJ] != VECTOR" I I, J]; 
CBII,JJ selects an array-component of declared array variable B? 
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BII,J] := VECTOR-^II] [J]; 

■CVECTOR''[I] (J] is a selector equivalent to VECTOR" [I , J] > 
END ; 

VECT0R-[2,3] := 6.6? H.VECTOR- [2,3] selects an array-component> 
A := VECTOR''; {A and VECTOR'* select entire arrays> 
DISPOSE(VECTOR); CVECTOR selects scalar pointer variable> 

NEW(POINT); -CPOINT selects scalar pointer variable> 

CPOINT now points to a pointer-target of record-type COORDINATE> 

l?.lHyi ''^ ?'n' ^^POINT-'.X selects field X of pointer-target> 

POINT .Y := 4.0; fPOINT'-.Y selects field I of pointer-target> 

POINT-*. NEXT := NIL; -CPOINT-*. NEXT selects field NEXT > 

NEW(POINT); -CCreate another pointer-target recordJ 

C* The following WITH statement initializes the dynamic 
pointer-target record of type COORDINATE without repeating 
the record variable selector for each record-field: *) 

WITH POINT-* DO fPOINT-* is a dynamic record variable selector} 
BEGIN 

X := 6.0; "tf ield-identif ler X selects' record-field> 

Y != 8.0; -Cas does Y in dynamic record POINT'*> 

NEXT := NIL; -CNEXT selects field in dynamic record POINT'*? 
END; 

The formats of variable selector become more complex as the data 
structures define more complex declarations, such as arrays of 
records, and records of arrays, etc. 

For example, given the type declarations: 

TYPE 

POSITIONS = RECORD 

FLAG : BOOLEAN; 
X, Y : REAL; 
QUADRANT : BYTE; 
END; 

SERIES = ARPAYI1..10J OF POSITIONS; 

CAPSULE = RECORD 

BESTFIT : SERIES; 
WORSTFIT ; SERIES; 
END; 

and the variable declarations: 
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VAR 



AA : SERIES; 
BB ; POSITIONS; 
CCDD : CAPSULE; 
I : 1..10; 



■Cdeclares an array of cecords> 
Cdeclares a record variable> 
Cdeclares two records of arrays> 
■Cdeclares subrange integer variable> 



The following statement-sequences reflect variable selectors used 
in specifying or accessing variables which are arrays of records 
.or records of arrays, or their components. 



WITH BB DO 
BEGIN 

FLAG s= TRUF; 
X := 1.0; 
Y := 2.0; 
QUADRANT := 1; 
END; 



^initialize a record variable> 



FOR I := 1 TO 10 DO tinitialize an array of records> 

AAII] := BB; <AA[I] selects the ith record in array AA> 



FOR I := 1 TO 10 DO -Creinitialize using record-f ields> 

BEGIN -Crecord-field selectors in an array of records follow:> 



;= BB.FLAG; 
;= BB.X; 
;= BF.Y; 

AAtll. QUADRANT := BB. QUADRANT; 
END; 



AAII] .FLAG 
AA[I] .X 
AAIII.Y 



CC.BESTFIT := AA; 



CBoth select entire arrays of records.? 
•CAA is an array of records: POSITIONS? 
CCC.BESTFIT selects record-field BESTFIT> 
■Cwhich is also an array of records: POSITIONS? 



FOR I := 1 TO 10 DC 

BEGIN Crecord-field selectors in records of arrays follow:? 



CC.WORSTFITII] .FLAG 

CC.WORSTFITlI].X 

CC.WORSTFITtll.Y 



= AA[10] .FLAG; 
= AA[10] .X; 
= AA[10KY; 



CC.WORSTFITII]. QUADRANT := AA [ 10 J .QUADRANT; 
END; 



DD := CC; 



CBoth select entire records of arrays of records? 
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CHAPTEB 6 
EXPRESSIOKS, TYPE COHPATIBILITY, AND TYPE CONVERSIONS 



6-1 EXPRESSIONS 

An expression is programmed to represent a computable value at 
any one point in time during program execution. 

In Pascal, an expression must be used in several other 
constructs. An expression is used: 



• to set the value of a variable datum in an assignment 
statement of the form; 

variable_selector := expression; 

• in an assignment statement within functions (to set the value 
of the function) of the form; 

function-identifier ;= expression; 

• as a decision maker in the conditional and repetitive control 
statements of the form: 

IF expression THEN statement ELSE statement; 

REPEAT statement-sequence UNTIL expression; 

WHILE expression DO statement; 

FOR variable ;= expression DOWNTO expression DO statement; 

TO 

• to specify an actual argument value in an argument-list of a 
routine invocation in order to pass it to a value parameter; 

• to specify an argument in the WRITE and HRITELN statements as 
a write-parameter; 

• or as a means to specify an index-expression in an 
array-element reference. 

This section defines how expressions are interpreted (or 
evaluated) and thereby describes how expressions may be formed by 
the programmer. 
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An expression is formed by one or more datum operands and/or 
operators which, when evaluated, results in a single value. 

The value of an expression is computed by applying the operations 
(as dictated by the operators) on the data, proceeding from left 
to right sequentially, with modifications to this order of 
evaluation controlled by operator precedence rules and/or the 
presence of parentheses. 

Only certain operations are defined for certain types of data; 
such that only certain types of operands may be associated with 
certain operators within an expression. The Pascal rules 
defining data type-compatibility are outlined in section 6.2. 

A mixed mode arithmetic expression contains operands of two or 
more different data types. When a mixed mode arithmetic 
expression is evaluated, an operand may first be converted to a 
data type that is compatible to the type of another operand 
datum. The rules concerning this data type conversion are 
described in Section 6.1.1 and summarized in Section 6.3. 

Whenever an expression is evaluated, applying the operators to 
operands yield an expression value of a certain data-type; which 
may be different from the operand type(s). Some operators serve 
as both arithmetic or set operators, such that some operations 
yield numeric or discrete scalar values, some yield set-values, 
depending on the operand data-types. Some operators yield 
Boolean values, as all comparison and logical operators do, and 
the set test membership does; although the operands may not be of 
Boolean type. Therefore, there are several kinds of expressions 
the user may wish to code or form. 

They are: 

• arithmetic expressions (operands may be mixed mode) 

• relational expressions 

• logical (or boolean) expressions 

• set expressions 

• set test membership expressions 

• complete-expressions, which may be any one of the above, or a 
simple-expression of one or more terms or factors forming one 
of the above, or one of the above enclosed in parentheses. 

To understand how to write expressions such that the expression 
written will be interpreted with the programmer's intended 
meaning , the rules of how an expression is evaluated with respect 
to operator-precedence having priority over the left to right 
order of interpretation must be known. 
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Syntactically, wherever the construct "expression" is required in 
another construct, the compiler will evaluate the written 
expression from left to right using the following priority rules, 
and syntax graphs which inherently define operator-precedences: 

1. Operand Factors are evaluated. This includes obtaining 
values for literal constants, constant-identifiers, 
variables, function calls, parenthesized expressions, the 
logical negation operator NOT applied to its operand factor, 
and any set-constructors. 

2. Terras are evaluated. If present, the multiplying operators 
are applied to factor values to form the value of terms. 
This includes applying the arithmetic operators *, /, DIV, 
and HOD to their operand factors; and applying the logical 
operator AND to its operand factors; and applying the set 
operator * to its operand factors. 

3. Simple-expressions are evaluated. If present, the adding 
operators are applied to term values to form the values of 
simple-expressions. This includes applying the arithmetic 
operators unary plus, unary minus, +, or -, to their operand 
terms; applying the logical operator OR to its operand terms; 
and applying the set operators + and - to their operand 
terms. 

4. Complete-expressions are evaluated. If present, the 
relational operators =, <>, <, >, <=, >= are applied to their 
simple-expression operands; and the set test membership 
operator IN is applied to its operands to form the value of 
a complete-expression. 

The context-free syntax of expression is defined by the following 
four syntax graphs. 

The syntax of a complete expression is: 
Complete-Ex gg ess ign 

>simple expr > 

i t I I I i I 

I I i I I I I I 

=<><<=>>= IN simple expr 

I II III i I 

I I I I I I I I 



V V V V V V V 



•>I 
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The format of a complete-expression is any construct that 
consitutes a simple-expression (see syntax graph below) 
optionally followed by either a relational operator or the set 
test membership operator INr followed by another simple 
expression. 

The syntax of a simple expression is: 

Sil£ie~Exj2ression 

|~> + — >| 
I I 



->term > 

I I I 
I i I i i I 

I— > >| I I I I 

term + - OR 



I i I I 
lilt 

I V V V 

l< 

The format of a simple expression is then an optional leading 
plus or minus sign, followed by a term, optionally followed by an 
adding operator (+, -, or OR), followed by a term; where the 
sequence from operator to ending term is repeatable. 

The syntax of a term is: 



>factor- 



I I I I I 

I I I i I I 

I I I I I I 

factor * / DIV MOD AND 



I III 

I V V V 

,< 



The format of a term is then a factor optionally followed by a 
multiplying operator (*, /, DIV, MOD, or AND) followed by a 



6-4 48-021 R01 5/82 



factor where the sequence from operator to ending factor is 
repeatable. 



The syntax of factor is: 



Factor 



•> unsigned constant 



I I 

I > variable-selector >| 

! I 

I > function-call >| 

I I 

I > { — > expression — > ) >| 

f I 

I > HOT > factor >| 



V > set-constructor >j 

A factor represents a single operand, which may be a constant, a 
variable, a function call, another parenthesized expression, or 
logical negation, or a set-constructor. 

The constant may be a literal constant as described in Section 
3.3.4. or a constant-identifier defined in the CONST 
declarations part, as described in Section 4.2.2. The syntax of 
"constant" is given in Section 5.2. 

A variable may be specified with a variable selector as described 
in Section 5.4. 

In a function call, the beginning identifier must be the name of 
a defined function, optionally followed by an argument-list (see 
Section 9.3 on routines). The resultant value of the function 
call to be used as the operand value, has the data type of the 
function value defined in the declaration of the function-header. 

Note that the parenthesized expression may be itself another 
"complete-expression"; or thereby, another "simple-expression"* 
another "term", or another "factor". Parentheses are often used 
to ensure that an expression will be interpreted with the user's 
intended meaning. 

The logical negation operator NOT applied to a factor, produces 
another factor, such that NOT has highest operator precedence 
within logical expressions; then AND, then OE. 

In set-expressions, or set-test-membership expressions, a factor 
may be a literal set-constructor as described in Section 5.3.8. 
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To suitimarizer proceeding from left to right within an expression, 
the operand values of factors are obtained prior to evaluating 
the next operator within an expression. Parenthesized factors 
means that if the user encloses an expression in parentheses 
within a larger expression* the parentheses supersede the 
operator precedence rules. Note that the operator precedence in 
the language of Pascal Is different from those established for 
other languages such as FORTRAN. 

.The rules of operator precedence are summarized in Table 6-1. 
Note that if all the operators used within an expression were of 
the same priority level* and no parentheses were used, 
interpretation of the expression would simply precede from left 
to right as it was written. 



TABLE 6-1 OPERATOR PRECEDENCES 



PRECEDENCE | OPERATORS 

=:=a=:==s±:s:== = sz:a:s:assss:sassasttsrs«s3is:£>s:s»a: j 

Level H (Highest) | NOT 

I 

I * / DIV MOD AND 



I 



Level 3 

Level 2 | + - OR 

I 
Level 1 (Lowest) | = <> < <» 



IN 



6.1*1 Arithmetic Expressions 

Arithmetic expressions are formulas for computing numeric values. 

An arithmetic expression consists of one or more numeric operands 
separated by arithmetic operators. There are six arithmetic 
operators. They are addition (+), subtraction (-), 
multiplication (*), real division (/), integer division with 
truncation (DIV), and integer remaindering, modulo, (MOD); where 
the value of A MOD P = (A - (B * K)) for integral K such that 0<= 
A MOD B < B. 



Within an arithmetic expression, the multiplying operators 



/, 



DIV, and MOD have precedence over the adding operators + and -, 
or unary plus and unary minus. 

Operands of the arithmetic operators must have numeric values of 
the numeric scalar data-types; BYTE, SHORTINTEGER, INTEGER, 
SEAL, or SHORTREAL. 

For example, given that A,B,C,D,E,F are variables containing 
numeric values of a numeric scalar type; the following expression 
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is evaluated from left to right, as all the operators are on the 
same precedence level: 



A + B - C + D 
and is equivalent to: 

( (A + B) - C ) + D 
It is not equivalent to: 

(A + B) - (C + D) 

such that the user must parenthesize operands in any expression 
whose intended ordered meaning differs from the defined left to 
right order of interpretation. 

Without parentheses, using constants in the above expression: 
2 + 3-4 + 1 

yields a value of 2, not 0. 

Arithmetic expressions using operators of mixed precedence may 
also require parenthetical specification of its operands; for 
example; 

A + B * C 
is equivalent to; 

A + ( B * C ) 
and is not equivalent to: 

(A + B) * C 
Without parentheses, using constants in the expression: 

2 + 3*4 
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yields a value of ^t^, not 20. 

When a unary plus or a unary minus appears in an arithmetic 
expression, they have the same precedence as the adding operators 
and are of lower priority than the multiplying operators. For 
example: 

- A + B is interpreted as (-A) + B, not - (A + B) 
whereas : 

- A / B is interpreted as - (A / B), not (-A) / B 

Successive arithmetic operands must be separated by operators; 
and two arithmetic operators may not be used in succession. 

Also note that unary plus and minus are part of the syntax of 
simple-expression, not a term, nor a factor, such that we cannot 
write: 



8 * +U DIV -2 

A/-B+-C- + D + + E--F 



but rather: 

8 • (+U) DIV (-?) 

A/(-B) + (-C)-(+D) + (+E)-(-F) 

Operands of the arithmetic operators in an arithmetic expression 
may be numeric valued: 

literal constants, or constant-identifiers, 

variables: including array-elements, record-fields, or 
pointer-target components? 

function calls, whose function value is of some numeric 
scalar type 

arithmetic expressions, or 

arithmetic expressions enclosed in parentheses. 

Once the expression is written in accordance with the established 
rules of left to right interpretation, operator precedence, and 
parenthetical priority; the expression can be evaluated as any 
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mathematically equivalent expression. The evaluation may produce 
slightly different computational results, depending in part upon 
both the precision or conversion of input data, or the magnitude 
and accuracy of intermediate values obtained during the 
evaluation of the expression, mindful that reals are 
approximations of the real numbers input. 

In nested parenthetical expressions, the innermost expressions 
are evaluated first. For example, the mathematical expression: 

2 

B IE + F| 

A - € * 

C+D 2 "" 

is equivalent to the arithmetic expression: 

A - (6 * (SQR(B)/(C+D))) * (ABS(E+F) / 2)) 

which would obtain intermediate values for the function call 
SQR(B); (C+D); SQB( B)/(C+D) ; 6 * ( SQR( B )/( C+D) ) ? and the function 
call AES(E+F); perform a real division on (ABS(E+F) / 2); 
multiply the intermediate values of the example's last two math 
terms; and subtract this result from the first math term A. 

Whereas: 

(A - (6 * (SQR(B)/(C+D)))) * (ABS(E+F) DIV 2) 

obtains intermediate values for the function call: SQE(B); 
(C+D); (SQR(B)/(C+D)); (6 * (SQR(B)/(C+D) ) ; substracting this 
value from A first and then multiplies this result by the value 
of the third math term in which an intermediate value had been 
obtained for ABS(E+F) to perform an integer division of (ABS(E+F) 
DIV 2), assuming E and F are integers. 

A mixed mode arithmetic expression is an arithmetic expression 
containing numeric operands of two or more different numeric 
scalar types; BYTE, INTEGER, SHORTINTEGER, INTEGER, REAL, or 
SHORTREAL. 

Type conversions are performed internally when mixed mode 
arithmetic expressions are evaluated. The value of an arithmetic' 
expression, may therefore be dependant on this type conversion. 
Also when the value of an expression is assigned to a variable or 
function identifier in an assignment statement across the 
assignment operator (:=), a data type conversion may take place. 
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Tables 6-2 through 6-4 reflect the allowable operand types within 
an arithmetic expression and the resultant type of the value 
obtained from a mixed mode operation. Table 6-5 reflects the 
allowable numeric assignments across the assignment operator. 
Cautions are noted where truncation or range errors may occur. 
Where mixed mode operands are not allowed, such as: (shortreal 
DIV real), the table entry reflects the type as ERROR, and a 
compile-tirae compiler diagnostic error message would result: 
OPERAND TYPE CONFLICT. 



TABLE 6-2 ARITHMETIC MIXED MODE EXPRESSIONS 
(RESULTS USING OPERATORS + - *) 



LEFT I RIGHT I I I j j ] 

°???e''^ I °??PE-? I BYTE I SHORTINTEGER | INTEGER I SHOBTREAL | BEAI ] 

BYTE I BYTE I SHORTINTEGER I INTEGER | SHORTBEAL^|^REAL_ j 

SHORTINTEGER "sHORTIHTEGER | SHORTINTEGER | INTEGER |_f U^!!!!^--!-!!--- | 

INTEGER "integer I'iNTEGER I INTEGER I f^JO^^^f ^^_1_^5^L | 

SHORTREAL j'sHORTREAL rSHORTREAL I SHOETREAL_ | _SHOBTREAL_ |^_REAL_ I 

"rVkI" ""'real rREAl" I REAL I REAL I REAL | 



TABLE 6-3 ARITHMETIC MIXED MODE EXPRESSIONS 

(RESULTS USING REAL DIVISION OPERATOR) 



LEFT 

OPERAND 

TYPE 

BYTE 



RIGHT 

OPERAND 

TYPE-> 



BYTE 



I III 

I SHORTINTEGER | INTEGER | SHORTREAL | REAL 



REAL 



REAL* 



REAL* 



I SHORTREAL | REAL 



SHORTINTEGER 




REAL 


1 REAL or 
1 SHORTREAL* 


1 REAL or 1 
1 SHORTREAL*! 


SHORTREAL 


IREAL 

1 


INTEGER 




REAL 


1 REAL or 
1 SHORTREAL* 


1 REAL or 1 
( SHORTREAL*! 


SHORTREAL 


1 REAL 

1 


SHORTREAL 




SHORTREAL 


1 SHORTREAL 


1 SHORTREAL ! 


SHORTREAL 


! REAL 


REAL 




REAL 


1 REAL 


1 REAL I 


REAL 


1 REAL 
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*With real division operator /: BYTE/INTEGEE/SHORTINTEGEB, 
as operand types produce either REAL or SHORTREAI, opera- 
tions and results depending upon the type of assignment 
which is to occur after evaluation of the expression. 



TABLE 6-l» ARITHMETIC MIXED MODE EXPRESSIONS (RESULTS 

USING INTEGER DIVISION OPERATOR DIV and MOD) 



LEFT I RIGHT | 

OPERAND I OPEPAND | 

TYPE I TYPE-> I 



BYTE 



I I I I 

I III 

I SHORTINTEGER | INTEGEP | SHORTREAI | REAL 



BYTE 


1 BYTE 


1 SHORTINTEGER 


INTEGER 


1 ERROR 


1 ERROR 


SHORTINTEGER 


1 SHORTINTEGER 


1 SHORTINTEGER 


1 INTEGER 


1 ERROR 


1 ERROR 


INTEGER 


1 INTEGER 


1 INTEGER 


1 INTEGER 


1 ERROR 


1 ERROR 


SHORTREAL 


1 ERROR 


1 ERROR 


ERROR 


1 ERROR 


1 ERROR 


SEAL 


1 ERROR 


1 ERROR 


1 ERROR 


1 ERROR 


1 ERROR 



TABLE 6-5 ASSIGNABLE MIXED MODES OF NUMERICS 
WITH ASSIGNMENT OPERATOR (x=) 



LEFT I RIGHT | 

OPERAND I OPEPAND | 

TYPE t TYPE-> I 



BYTE 



I III 

I III 

I SHORTINTEGER | INTEGER | SHOPTREAL | REAL 



BYTE 


1 BYTE 


1 BYTE* 


1 BYTE* 


1 ERROR 


1 ERROR 


SHORTINTEGER 


1 SHORTINTEGER 


1 SHORTINTEGER 


1 SHORTINT* 


1 ERROR 


1 ERROR 


INTEGER 


1 INTEGER 


1 INTEGER 


1 INTEGER 


1 ERROR 


1 ERROR 


SHORTREAL 


1 SHORTREAL 


1 SHORTREAL 


1 SHORTREAL 


1 SHORTREAL 


1 SHORTREAL 


REAL 


1 REAL 


1 REAL 


1 REAL 


1 REAL 


1 REAL 



'Significant truncation occurs during execution, when assignment 
to a BYTE datum involves a value out of the BYTE range to 255; 
or when assigning to a SHORTINTEGER datum, any INTEGER value 
greater than the maximum shortinteger (32,767) or less than the 
minimum negative shortinteger (-32,768). This condition may be 
trapped at run-time, if the program is compiled with the BOUNDS 
CHECK option, to produce the run-time error with the message: 
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VALUE RANGE ERROR. 

Whereas the operators ( +, -, and * ) and the real division 
operator (/) are applicable to operands any scalar numeric 
(integer and real) type, the DIV and MOD operators require 
operands of any integer type. The second operand of /, DIV, and 
MOD cannot be zero. The second operand of MOD cannot be 
negative, or the runtime error VALUE RANGE ERROR occurs. 

6.1.2 Relational Expressions 

A relational expression is used to perform a comparison between 
two datum operands of compatible ordered data-types. 

The value of a relational expression is a Boolean value, TRUE or 
FALSE. 

A relational expression consists of two operands, separated by a 
relational operator. Two relational operators may not appear in 
succession. No spaces are allowed in the double-charactered 
relational operators <>, >=, or <=. 

The six relational operators are; 



= Equality 

<> Inequality 

> Greater Than 

>= Greater Than or Equal 

< Less Than 

<= Less Than or Equal 

The operands of a relational operator must be of compatible data 
types, e.g., we cannot compare a character to a number; or an 
arithmetic expression to a logical expression. 

Relational expressions are evaluated from left to right, and as 
the relational operators have weakest operator precedence, it is 
not always necessary to parenthesize their operands. It is 
usually necessary to parenthesize relational expressions 
themselves, when they are operands to the logical operators. 

That is, within a relational expression the value of the left 
operand has its relationship to the right operand tested to meet 
the condition specified by the relational operator. If this 
comparison or test validates the relationship, the value of the 
relational expression is TRUE, otherwise it is FALSE. 

The relational operators =, <>, <=, and >= have been also defined 
to perform analgous operations on data which are of set-types. 
Set operations are detailed in Section 5.3.8. The relational 
operators as they pertain to sets are summarized in Table S-'^ in 
that section. Note that the relational operators < and > are not 
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defined for sets. A relational expression with set-type operands 
and using the set relational operators =, <>, <=, and >= is 
referred to as a relational set-expression. If the evaluation of 
the relational set-expression validates the relationship between 
two set-type operands, the value of the relational set-expression 
is TRUE, otherwise it is FALSE. 

The compatibly typed operands of a relational operator may be any 
two of the following constructs: (or any combination that 
ensures data-type compatibility of their operand values): 



a constant: either a literal 
constant-identifier. 



constant 



or 



a variable: including an array-element, record-field, or 
pointer-target component, 

a function call, 

an arithmetic expression, or one enclosed in parentheses; 

a set-expression, or one enclosed in parentheses? or 

a set-constructor; 



Tests for equality (=) or inequality (<>) may be performed on any 
two datum of the following compatible data-types: 



TYPE of Left Operand 



Relational 
Operator 
= or <> TYPE of Right Operand 



CHAR CHAR 

BOOLEAN BOOLEAN 

numeric: numeric: 

BYTE, SHORTINTEGER, INTEGER BYTE, 

REAL, SHORTREAL REAL, 

User-defined Enumeration Same Use 

Subrange Same/Enc 

SET type SET type 

ARRAY Identica 

Array-element component-type Compatib 

RECORD Identica 

RECORD with variant-part RECORD w 

Record-field of some type Type com 

Pointer Same Poi 

Pointer target-type Type com 

String Array String c 

or ide 



SHORTINTEGER, 
SHORTREAL 
r-defined Enu 
losing type o 
, same base m 
lly-typed ARR 
le to compone 
lly-typed REC 
ith same vari 
patible with 
nter type or 
patible to ta 
onstant (same 
ntically-type 



INTEGER 

meration 

f subrange 

ember type 

AY 

nt-type 

CRD 

ant-part 

field type 

NIL 

rget-type 

length) 
d ARRAY 



Also see Section 6.4, Table 6-7 for cautions on ARRAY/RECORD 
structured comparisons, which are non-standard Pascal. 
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Tests for Greater Than or Equal (>=) or Less Than or Equal 
may be performed on operands of the following data-types: 



(<=) 



TYPE of Left Operand 



Relational 
Operator 
<= or >= TYPE of Right Operand 



CHAR 

BOOLEAN 

numeric: 

BYTE, SHORTINTEGER, INTEGER 

REAL, SHORTREAL 
User-defined Enumeration 
Subrange 
SET type 
String Array 

Array-element component-type 
Record-field of some type 
Pointer target-type 



CHAR 

BOOLEAN 

numeric; 

BYTE, SHORTINTEGER, 
REAL, SHORTREAL 
Same user-defined Enu 
Same/Enclosing type o 
SET type, same base m 
String constant (same 
or identically-type 
Compatible to compone 
Type compatible with 
Type compatible to ta 



INTEGER 

meration 
f subrange 
ember type 

length) 
d ARRAY 
nt-type 
field type 
rget-type 



Note that the <= and >= operators are defined for standard 
scalar, enumeration, subrange, string or set types; but are not 
defined for whole arrays, whole records, or pointers. These 
operators, <= and >=, are also defined for array-elements, 
record-fields, pointer-targets, or pointer-target components, 
only if those subcomponents are of the standard scalar, 
enumeration, subrange, set or string types i.e., not whole 
arrays, whole records, or pointers. 



Tests for Greater Than (>) or Less Than (<) may be 
operands of the following data-types: 



performed on 



TYPE of Left Operand 



Relational 

Operator 
> or < TYPE of Right Operand 



CHAR CHAR 

BOOLEAN BOOLEAN 

numeric: numeric: 

BYTE, SHORTINTEGER, INTEGER BYTE, 

REAL, SHORTREAL REAL, 

User-defined Enumeration Same Use 

Subrange Same/Enc 

String Array String c 

or ide 

Array-element component-type Compatib 

Record-field of some type Type com 

Pointer target-type Type com 



SHORTINTEGER, INTEGER 
SHORTREAL 

r-defined Enumeration 
losing type of subrange 
onstant (same length) 
ntically-typed ARRAY 
le to component-type 
patible with field type 
patible to target-type 



Note that the < and > operators are defined for standard scalar, 
enumeration, subrange, and string types; but are not defined for 
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whole arrays, whole records, pointers, or sets. These operators, 
< and >, are also defined for array-elements, record-fields, 
pointer-targets, or pointer-target components, only if those 
subcomponents are of the standard scalar, enumeration, subrange, 
or string types i.e., not whole arrays, whole records, pointers 
or sets. 

A brief summary of valid comparisons (that can be made with the 
relational operators) between values of compatible data types are 
listed in Table 6-7. 

Failure to use valid operands of compatible types results in a 
compiler diagnostic error message: OPERAND TYPE CONFLICT. 

Given the declarations; 



CONST 

SPACE = • •; 
VAR 

CH:CHARj B:BYTE; I:INTEGER; J: SHORTINTEGER; 
REALS, REALS2 : ARRAYI1..10] OF REAL; 
SMALLPANGE : 1..50; 
S1,S2 : SET OF 1..50; 
REC1, REC2 : RECORD 

NUMBERsINTEGER; 
INITIAL:CHAR; 
END; 
NAME : ARRAYt1..4I OF CHAR; 

Some examples of relational expressions are; 

•A* <> CH -CCharacter constant compared to CHAR variable> 
CH = SPACE tCHAR variable compared to character constant! 
B < 55 -CByte variable compared to integer constant! 
(I+J) > SQR(9) {Arithmetic expression compared to function call> 
REALS = REALS2 CArray compared to ArrayJ 

REALS[21 >= 3.2 -CArray-element compared to real constant! 
REC1 <> REC2 CRecord variable compared to record variable! 
REC2. NUMBER > J {Record field compared to integer variable! 
NAME <= 'JANE* {String array compared to literal string! 
SMALLRANGE = I {Subrange variable compared to integer variable! 

Some examples of relational set-expressions; 

SI = S2 {Set-variable compared to set-variable! 

51 <> [] {Set-variable compared to null set! 

52 <= [1,2,8,9] {Set-variable compared to set-constructor! 

51 >= [1,3] + [2,tl {Set-variable compared to set-expression! 

52 - [7,9] <= SI {Set-expression compared to set-variable! 

SI * S2 = [3,6,9] {Set-expression compared to set-constructor! 
(S1*S2)<>( [1,21+[2,3] ) {Parenthesized set-expression comparison! 
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6.1.3 Logical (Boolean) Expressions 

A logical expression is forned to test the truth of a condition; 
or of a compound condition, using the operator AND or OB; or to 
form the reverse of the truth of a condition, using the operator 
MOT. 

The value of a logical expression is a Boolean value, TRUE or 
FALSE. 

A logical expression, also called a Boolean expression, consists 
of a single logical operand, optionally preceded by NOT, or two 
or more logical operands separated by logical operators. 

The logical operators are NOT, for logical negation; AND, for 
logical product (conjunction); or OE , for logical sum 
(disjunction). If A and B represent conditions which are either 
TRUE or FALSE, then logical operations are defined to mean: 

A AND B is TRUE if both A and B are TRUE and neither is FALSE 
A OR B is TRUE if either A or B is TRUE, or if both are TRUE 
NOT A is TRUE if A is FALSE; or FALSE is A is TRUE. 

When a logical expression consists of a single operand, its 
data-type must be of Boolean type; i.e., and have a value of TRUE 
or FALSE. In a logical expression, two logical operands must be 
separated by a logical operator. The logical operators AND or OR 
are infix operators and roust be surrounded by two logical 
operands. The logical operator NOT is a prefix operator, and 
must be followed by a logical operand. 

Within a logical expression, logical negation NOT has precedence 
over logical product AND, and logical sum, inclusive OR. The 
logical product operator AND has precedence over the logical sum 
operator, inclusive OR. 

As the logical operand of NOT must syntactically be a factor; 
when the condition to which NOT applies is a compound condition 
or a relational expression, it is required to be enclosed in 
parentheses. When the operand of NOT is a single operand factor 
such as a Boolean valued constant, variable, or function call; 
its operand need not be enclosed in parentheses. For example: 
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NOT A 

NOT B 

NOT TRUE 

NOT EOF 

NOT EOF(FILENAJ?E) 

NOT EOLN 

NOT EOLN(FILENAKE) 

NOT (A AND B) 

NOT (A OB B) 



However, some conditions can be written so as to avoid the use of 
NOT. For example, the following logical expressions represent a 
relational expression as the operand of NOT, with C and D as 
operands of the relational operators; and these could be 
rewritten as relational expressions to test for the equivalent 
conditions; 



NOT(C = D) could also be written as: COD 
NOT(C <= D) could also be written as: C > D 



Two logical operators may not appear in succession, except for 
the following two combinations: 



AND NOT 
OR NOT 

All three logical operators may appear in one logical expression. 

Logical expressions are evaluated from left to right unless an 
operator which has higher precedence is encountered. 

For example, given that P,Q,S,T have values of BOOLEAN type: 
The logical expression; 

P AND Q OR S 
is equivalent to: 

(P AND Q) OR S 
and the expression: 
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P OR Q AND S 
is equivalent to: 

P OR ( Q AND S ) 
The logical expression: 

NOT P OR Q AND S 
is equivalent to: 

(NOT P> OB (0 AND S> 



A truth table of Boolean operations in given Section 5.3.3 (see 
Table 5-1). 

Operands of the logical operators NOT, AND, or OR may be any of 
the following Boolean valued constructs: 



constant, e.g., either Boolean literal constant, TRUE or 
FALSE; or a constant-identifier? 

variables 

including an array-element, record-field, or 
pointer-target component of type BOOLEAN j 

function call; 

logical expression Cwhich always yields a Boolean value). 

Cautions Due to the logical operators having differing 
precedence it is best to enclose logical expressions in 
parentheses when they themselves are operands to other 
logical operators. See example above. 

logical expression enclosed in parentheses, 

relational expression (which always yields a Boolean value), 
enclosed in parentheses; 

Relational operators have lower precedence than the 
logical operators, so it is required to parenthetically 
enclose relational expressions as operands of the 
logical operators. 

For example, given that VALUE, A and B are scalar 
variables: 
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(VALUE < A) OR (VALUE > B) yields TRUE if VALUE outside 
A. .B 

(VALUE >= A) AND (VALUE <= B) yields TRUE if VALUE 
inside A..B 

relational set-expression (which always yields a Boolean 
value), enclosed in parentheses; 

Relational operators are analagous and have identical 
precedence to relational set operators used in 
relational set-expressions, so it is required to 
parenthetically enclose relational set-expressions as 
operands of the logical operators. 

For example, given SI and S2 are set-variables of type 
SET OF 1..50, a logical expression may be formed with 
two relational set-expressions; 

(SI <= [2,3,4]) AND (S2 <= [1,3,5]) 

set-test-membership expression (which always yields a Boolean 
value) enclosed in parentheses; 

Relational operators have identical precedence to the 

set-test-membership operator IN, so it is best to 

parenthesize set-test-membership expressions as operands 
of the logical operators. 

For example, given S1 and S2 are set-variables of tvoe 
SET OF 1..50; and: 

51 := [2,4,5,6,8] ; 

52 := [1,3,5,7,9]; 
ITEM := 5; 

{we may logically test for the conjunctive condition of 
ITEM residing in both SI and S2, by using two 
set-test-membership expressions as the operands to the 
logical operator AND.> 

IF (ITEH IN SI) AND (ITEM IN S2) THEN ... ELSE ... 

whereas: 

IF ITEM IN (SI + S2) THEN ... ELSE ... 

•Cwhich tests for ITEM residing in the union of SI and 
S2> Ci.e., ITEH residing in either or both SI and S2J 

We cannot write an expression such as: 

ITEH IN SI AND S2 
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Note that an arithmetic expression may not be an operand to a 
logical operator. 

Not using parentheses in mixed operator exptessionsr may result 
in a compile-time diagnostic error message: OPERAND TYPE 
CONFLICT. For example; given A/B,C/ and D are scalar variables: 

A <= B AND C >= D results in an OPERAND TYPE CONFLICT 

due to the attempt to interpret B AND C as a logical expression, 
as AND has higher precedence than the relational operators. 

6.1*4 Set Expressions and Set Test Membership Expressions 

Analogous operations to arithmetic adding, subtracting, and 

multiplying numeric operands are available for sets (data of the 

set-type) to perform set union, set difference, and set 
intersection. 

A set-expression consists of one or more set operands, separated 
by set operators. There are three set operators: 



+ set union 

- set difference 

* set intersection 



The value of a set-expression is a set. 

Successive set operands must be separated by set operators; and 
two set operators may not appear in succession. The set 
operators are infix operators. 

Operands of the set operators in a set-expression may be any of 
the following constructs, if of the set-type; 



variable: a set-variable, including an array-element, 
record-field, or pointer-target component of the set-type; 

set -expression; 

set-constructor, or 

or any of the above, enclosed in parentheses. 

Set-expressions are evaluated from left to right; except for 

operator precedence. Within a set-expression, the set 

intersection operator (*), has precedence over the set union (+), 
or set difference (-), operators. 
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For example, given that X, Y, Z are set-typed operands: the 
following set-expressions are equivalent to those listed on the 
right: 



X * y + Z is equivalent to (X * Y) + Z 

X+Y*Z X+(Y*Z) 

X*Y-Z (X*Y)-Z 

X-Y*Z X-(Y*Z) 

X+Y-Z (X+Y)-Z 

X-Y+Z (X-Y)+Z 

X + Y - X + Z ((X + Y) - X) + Z 

(X + Y) - (X + Z) (X + Y) - (X + Z) 



Some examples of set-expressions, using set-constructors: 

[1,2,31 + 12,3,5] is equivalent to, and yields: (1,2,3,5] 
l'A','B' ,"C'] - ['C'D'] yields the set-value: fA','B'] 
11,2,3] * [2,3,5] yields the set-value: [2,3] 

Refer to Section 5.3.8 for other applicable examples of using 
sets and set operators in set-expressions. 

A set-expression may be the right operand to the set test 
membership operator described below. 

Given that S is a set of objects all of the same base member type 
T, then a given object of type T, it is either a current member 
of the set S, or it is not a member of the set S. He can test 
for this condition with a set test membership expression, using 
the set test membership operator IN: 



object IN S 

The operator IN is an infix operator. A set test membership 
expression tests to see if one datum operand on the left of IN, 
is a member of the set operand on the right of the operator IN. 

The value of a set test membership expression is a Boolean value, 
TBUE or FALSE. 

A set test membership expression consists of a left operand of 
some discrete scalar type, corresponding to the base member type 
of the right operand set-type, followed by the operator IN, 
followed by the right operand. 

The right operand of IN may be any of the set-valued constructs: 



variable: a set-variable, including an array-element, 
record-field, pointer-target component of the set-type. 
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set-expression, as described above; or a 
set-constructor ; 

or any of the above enclosed in parentheses. 

When the right operand of IN is a set of some base roember type; 
the left operand of IN may be any of the following constructs: 

constant: a literal constant/ or a constant-identifier/ of 
the base member type; or a user-defined enumeration type 
constant-identifier when the base member type is a 
user-defined enumeration type; 

variable, of any discrete scalar type, including an 
array-element, record-field, or pointer-target component 
whose type is of the base member type; 

function call, whose discrete scalar value is compatible to 
the base member type; 

arithmetic expression: whose discrete scalar value is 
compatible to the base member type; 

or any of the above enclosed in parentheses. 
For example, given the declarations: 



CONST 

SCORE = •_• ; 
TYPE 

STAPLES = (FLOUR, SUGAR, EGG, BUTTER, SALT, MILK, 

SODA, POWDER, YEAST); 

PASTRY = (CAKES, COOKIES, BREADS); 

OUNCES = SET OF 1..16; 

AMOUNTS = ARRAY {STAPLES] OF OUNCES; 

RECIPES * AREAYCPASTRY] OF SET OF STAPLES; 
VAR 

COOKIE, CAKE, BREAD : SET OF STAPLES; {set-variables> 

SUPPLIES : AMOUNTS; tarray of sets of subranges? 

RECIPE : RECIPES; Carray of sets of enumerationsJ 

CAPS, LETTERS : SET OF CHAR; -Ccharacter set-variables> 

CH : CHAR; Icharacter variable? 

OZS, LBS : 1..16; Cinteger subrange variables! 

OZ : OUNCES; Cset-variable> 



then assuming these assignments: 



COOKIE :« {FLOUR, SUGAR, EGG, BUTTER, SALT, SODAJ ; 

CAKE := IFLOUR, SUGAR, EGG, BUTTER, MILK, SALT, POWDER] ; 



6-22 48-021 R01 5/82 



= ['A' 
= t'A' 
= 'Z' ; 



BREAD 

LETTERS 

CAPS 

CH 

RECIPEICAKES] 

RECIPE[COOKIESJ 

RECIPEEBREADS] 

OZS := 3; 

SUPPLIES(FLOUR] 

OZ := [1..8]; 



= (FLOUR, EGG, BUTTER, SALT, YEAST] 



•Z'l; 

= CAKE; 
= COOKIE; 
= BREAD; 

= [1..10] 



•7 ■ ■ 



] 



some examples of set- test-membership expressions are: 



•B* IN ['A^.-'Z'] 

SCORE IN LETTERS 

SODA IN COOKIE 

CH IN CAPS 

OZS IN SUPPLIESIFLOUR] 

SQR(OZS) IN [1..16] 

(0ZS*2) IN OZ 

SUGAR IN COOKIE + CAKE 

YEAST IN BREAD - CAKE 

SALT IN (BREAD*CAKE) 

FLOUR IN RECIPEICAKES] 



■Cliteral constant IN se 
■Cconstant-identifier IN 
•Cenumeration constant I 
•Ccharacter variable IN 
■Cscalar variable IN arr 
Cfunction call IN set-c 
■Carithme tic-expression 
■Cenumeration constant I 
■Cenumeration constant I 
Cenumeration constant I 
•Cenumeration constant I 



t-constructor> 
set-variableJ 
N set-variable> 
set-variable> 
ay-element set> 
onstructor> 
IN set-variable> 
N set-expr> 
N set-exprJ 
N set-expr> 
N array-elementJ 
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A set-test-membership expression should be itself parenthesized 
when serving as an operand to the logical operators to test a 
condition with a logical expression (see Section 6.1.3). 

6.2 TYPE COMPATIBILITY 

In Pascal, there are several programming considerations 
concerning type-compatibility. Programming expressions with 
operand factors compatible to the expression operator, insuring 
assignment compatibility across the ";=" assignment operator, 
passing arguments to parameters, and planning the identity of 
type where necessary by establishing type-identifiers for 
separately declared variables, all require knowledge of Pascal's 
rules concerning type-compatibility. 
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Within an expression, as detailed in Section 6.1 above, operands 
of any operators must be of identical or compatible data types. 
Hhen an operation is defined for a certain data-type, it can only 
be legally performed on two operands, if those operands are of 
identical or compatible types; to either each other or the 
operator requirements. The value of an evaluated expression may 
have a different type than its operands, or a type dependant on 
its operands or operators. 

Aside from the compatibilities required in expressions, or across 
a particular expression operator, Pascal has two major degrees of 
type-compatibility. They are "identity" or 
"assignment-compatibility" . 

Passing an argument expression to a value-parameter only requires 
"assignment-compatibility" between the argument expression and 
value-parameter; whereas passing an argument variable to a 
variable-parameter requires "identity" of type between the 
argument variable and the variable-parameter. R 
function-argument name or a procedure-argument name being passed 
to its respectively appropriate formal routine parameter also 
requires that the parameter-lists of the routine-argument name 
and its formal routine are compatible, (see Section 9.6.5). Some 
argument-to-parameter type-compatibility checking may be 
suppressed when either value or variable parameter 
type-identifiers have been previously declared to be of universal 
(UNIV) type, requiring only the internal sizes of the arguments 
to be the same as the parameter internal sizes. 

Within an assignment statement, we are also concerned with 
type-compatibility of the operands to the assignment operator 
(: = ). 

In an assignment statement of the form: 

variable_selector := expression; 

an expression value of one type is "assignment-compatible" to a 
variable of another type, if the type of the former expression 
value is assignable to the latter variable type, either with some 
meaningful implicit data conversion and allowed by the rules of 
the language. 

Within a function-definition, in an assignment statement of the 
form! 



function-identifier := expression; 



an expression value of one type is "assignment-compatible" to a 
function-identifier of another type, if the type of the 
expression value is assignable to the defined type-identifier of 
the function value (in the function-header). (A function value 
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may only be typed with a simple scalar type, such as CHAH, 
BOOLEAN, BYTE, SHCRTINTEGER, INTEGEB, REAL, SHORTREAL, or a 
user-specified subrange thereof, or a user-defined enumeration 
type, or a user-specified pointer-type type-identifier.) 

Programming an expression, a routine invocation(passing arguments 
to parameters), an assignment statement, or a function definition 
assignment statement without adhering to the Pascal type 
compatibility conventions may result in a compile-time diagnostic 
error message: 



OPERAND TYPE CONFLICT 



The following discussion summarizes Pascal type-compatibility as 
"identity" and "assignment-compatibility". 

If two types are identical, they are assignment-compatible. The 
concept of assignment-compatibility includes identity. 

Two types are identical, if the equality between them can be 
verified from source definitions without inspecting the Internal 
structure of their definition. 

We may introduce the name of a user-specified "type" (type_1 
below) in a type-definition, which establishes the 
type-identifier (type_identifier_1 below) as available to 
subsequent code (within the scope of the type-definition), such 
as: 



TYPE 

type_identifier_1 = type_1; 

Identity is programmable within a type-definition establishing 
identity between two type-identifiers: 

TYPE 

type_identifier_2 = type_identif ier_1 ; 

or when two type-identifiers are identical to a third 
type-identifier, as in: 

TYPE 

type_identifier_2 = type_identif ier_1 ? 
type_identifier_3 = type_identif ierll ; 

Identity is not established between two type-identifiers, by 
programming: 



48-021 R01 5/82 6-25 



TYPE 

type_identifier_1 = t.ype_1 ; 
type~identifier_A = type_1 ; 

even though both declarations have seemingly equivalent 
user-specified type_1 types. 

When two type-identifiers are defined to be of different user 
specified types, they are of course not identical. 



TYPE 

type_identifier_4 = type_2? 
type_identifier_5 = type_3; 

A specific coding example illustrating these differences follows! 



TYPE 

A1 = AEPAYt1..5I OF REAL; 
B1 = APPAY[1..51 OF REAL; 

RANGE1 = 2.. 8; 
RANGE2 = 3.. 5; 
RANGES = 1..2; 
EANGE4 = 8. .13? 

The type-identifiers, ftl and B1, do not establish identical 
array-types and two different array variables declared to be of 
type A1 and Bt would not be compatible for comparisons of entire 
arrays, nor assignment compatible. This is because Pascal rules 
require identity of type of structured-types for entire arrays 
(and record-types for entire records) in order for them to be 
assignment-compatible. (The compatibility of any array-element 
is dependant on the component-type of its array-type; and in this 
case, an array-element in either an array of type At or an array 
of type B1 , is compatible to each other and would be compatible 
to any type REAL is compatible to; e.g. REAL or SKORTHEAL). 

However, subrange variables of the type-identifiers RANGE1 
through RANGED, although not identical, are compatible due to the 
additional rules governing assignment-compatibility of subrange 
types, e.g., their enclosing type is identically type INTEGER. 

Different data declared in separate variable declarations with 
identical type-identifiers are of identical type and are 
therefore identically compatible. 



VAR 

vart 
var2 
var3 



type_identif ier_1 ; 
type_identif ier_1 ; 
type_identif ier_1 ; 



6-26 U8-021 R01 5/82 



Likewise, different data declared in the same single group 

variable declaration; to be of the type established by a 

previously defined type-identifier, are of identical type; and 
therefore identically compatible: 

VAR 

varl, var2, var3 : type_identif ier_1 ; 

Also, different data declared in the same single group variable 
declaration, to be of the type whose user-specified definition 
follows the colon, are of identical type; and therefore 

compatible: 



VAR 

var4, var5, var6 ; type_2; 

However, we do not gain identically typed data with separate 
declarations not using type-identifiers, such as: 



VAR 

varV 
var8 
var9 



type_1; 
type_1; 
type_1 ; 



even though all three user-specified type_1*s seemingly appear to 
be equivalent. Var7, var8, and var9 are not of identical type, 
are declared in separate variable declarations, and therefore are 
NOT compatible. 

Identity of type is also not established, even if, in the same 
scope, the following two group variable declarations followed a 
type-definition, equating type_identifier_1 to type_1. For 
example, ~ 



TYPE 

type_identifier_1 = type_1; 
VAR 

varl, var2, var3 : type_identif ier_1 ; 

var4, var5, var6 ; type_1; 

VarU, var5, var6 are not of identical type to varl, var2, var3; 
even though type_identif ier_1 = type_1 exists in the TYPE 
declarations part (see Compatibility rules below). Var1, var2, 
vara are compatible, being of identical type, amongst themselves. 
Vara, varS, var6 are compatible, being of identical type, amongst 
themselves. 
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If, in the same scope, the following variable declarations 
followed the type-definition, equating type„identifier_2 to 
type^identif ier_1, then all six variables would be of identical 
type and therefore compatible. For examplej 

TYPE 

type identifier 2 = type identifier 1; 
VAR 

varl, var2, var3 i type_identif ier_1 ; 

var**, var5, var6 ; typeltdentif ier_2 j 

In this case, var^, var5, var6 are compatible to var1# var2, 
var3; because the variable declarations are establishing identity 
of type amongst the variables with identically typed 
type-identifiers. For example. 



TYPE 

AAA = AREAY[1..5J OF REAL; 

TTT = AAA; -CEstablishes type-identity of types> 
VAR 

XI : AAA; 

X2,X3 : AAA; 

X4 ! TTT; X5 J ARRAY [1.. 5 J OF REAL; 

X6,X7 J AREA YH.. 51 OF REAL; 

The arrays XI, X2, X3, and X^t are of identical types and 
therefore compatible; but not with X5, X6, X7, The arrays X6 and 
X7 are only identically compa.tibl© to each other, and are NOT 
compatible to th® other accays* However, the elements of all of 
the above arrays, as the component-type is REAIi in each case, are 
all compatible to each other and to any datum of type REAL or a 
type compatible to REAL. 

Each of the predefined type-identifiers define types which are 
not identical to each other. 

That is, the following type-identifiers and types are not 
identical to each other: 
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BOOLEAN 

BYTE 

CHAR 

INTEGER 

REAL 

SHORTINTEGER 

SHORTREAL 

TEXT 

user-defined enumeration type 

subrange-type of some enclosing type 

SET OF some base member type 

array-typelindex-type(s) ] of some component type 

record-type of some field-list, 

with either or both a fixed-part or variant-part 
pointer-type to some target-type 
file-type of some component type 



but a few of them, or their components, are assignment-compatible 
to each other. 



The syntax of each of these types is detailed in Chapter 5, and 

the file-type (and TEXT) is detailed in Chapter 8; where the text 

and sample examples illustrate programming considerations 
particular to data of each type. 

Elements of these types may have relationships whereby two datum 
as components may be considered compatible, e.g., in an array of 
records (where the array has a component-type declared as a 
record-type type-identifier), the array-element is compatible to 
a record variable whose type has also been declared as the 
identical record-type type-identifier. Similarly, in a record 
with a field which is an array, that field (if declared to be of 
an array-type type-identifier), is compatible to an array whose 
type has also been declared as the identical array-type 
type-identlf ier. 

To summarize, although two data are declared to be of two types 
which seem to be equivalent because they define the same range of 
values (magnitude and precision) and Internal structure, (storage 
size and binary representation within that storage); those two 
data may not be considered of compatible types in Pascal, unless 
the rules for identity or assignment-compatibility have been 
adhered to. 

We shall now define Pascal type-compatibility rules regarding 
"identity" and "assignment-compatibility". 

Two data, each having a data-type, are of identical-type if one 
of the following conditions for Pascal "identity" of type is 
satisfied. 
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1. Both types are identical when; 

Both types are of type BOOLEAN; 

Both types are of type CHAR; 

Both types are of type BYTE; 

Both types are of type SHORTINTEGEB; 

Both types are of type INTEGER; 

Both types are of type SEAL; 

Both types are of type SHORTREAL; 

Both types are of type TEXT; 



or both types are of identical user-defined type-identifiers; 
i.e., both datum were typed with (associated to) an identical 
type-identifier; such as 2Ji£ of the following: 



user defined enumeration type type-identifier 

subrange type-identifier 

set-type type-identifier 

array-type type-identifier 

string-array type-identifier 

record-type type-identifier 

pointer-type type-identifier 

file-type type-identifier 



(In all of the above identities of rule #1, the identical 
type-identifier may have been associated to the two datum in 
either: 

the variable declarations of a VAR declarations part; 

the parameter declarations of a parameter-list; 

the function-header which defined the function-value 

type-identifier; or an 
expression evaluation yielded a value of identical type; 

or both datum received their typing in the same single group 
variable declaration (VAR declarations part); where the 
typing was specified as either a "type" or a 
type-identifier ) . 



2. A component of « structured-type is identically compatible to 
any datum of identical type to the type-identifier of the 
component-type of the structure. This includes the 
components of arrays, records, or files. 
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Wg shall now define assignment-compatibility, 

A datum or expression of one type is assignable to a datum of 
another type, if the assignment of a datum or expression of the 
former type to a variable (or function-identifier within a 
function-definition) to a datum of the latter type is meaningful, 
perhaps with an internal data conversion. 

Two datum, or a datum and an expression value, each having a 
data-type, are assignment compatible if one of the following 
conditions for Pascal assignment-compatibility is satisfied: 

1. Both types are assignment-compatible if both types are 
identically compatible, as defined above; but not including 
file-types. In addition to identity, the following are 
assignment-compatible: 

2. A BYTE type datum or expression is also assignable to a 
variable (or function-identifier within a 
function-definition) of type SHORTINTEGEB, INTEGER, REAL, or 
SHORTREAL. 

3. A SHOETINTEGEE type datum or expression is also assignable to 
a variable (or function-identifier within a 
function-definition) of type BYTE, INTEGER, REAL, or 
SHORTREAL. 

4. An INTEGER type datum or expression is also assignable to a 
variable (or function-identifier within a 
function-definition) of type BYTE, SHORTINTEGER, REAL, or 
SHORTREAL. 

5. A REAL type datum or expression is also assignable to a 
variable (or function-identifier within a 
function-definition) of type SHORTREAL. REAL is not 
assignable to BYTE, SHORTINTEGER, or INTEGER. 



6. A SHORTREAL type datum or expression is also assignable to 
variable (or function-identifier within a 
function-definition) of type REAL. SHORTREAL is not 
assignable to BYTE, SHORTINTEGER, or INTEGER. 

7. A subrange-type, SI, of enclosing type, T1, is assignable to 
to type T2, if the enclosing type T1 is assignable to type 
T2. 

8. If SI is a subrange of enclosing type T1, and S2 is of 
enclosing type T2, and type T1 is assignable to type T2, then 
SI is assignable to S2. 

9. The empty set I] is assignable to any set-type. 
Set-variables, set-expression values, and set-constructors 
are assignment-compatible if their base-member-types are 
assignment-compatible. 
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10. The pointer constant NIL is assignable to any pointer-type. 

11. A literal-string constant or named constant string is 
assignment-compatible to any string variable of the same 
fixed-length? not necessarily having identical index-types. 



6.3 DATA TYPE CONVERSION 

Data type conversion is the process of forcing operands of an 
operator to be of compatible types. 

Within arithmetic expressions/ the compiler automatically 
performs the following conversions: 



1. Converts (expands) all integer variable values to the length 
of the longest operand of each operator 

2. Compiles all literal integer constants to be of type INTEGER 

3. Compiles all literal real constants to be of type REAL 

These conversions are transparent to the user. The compiler 
implicitly converts the different real data types, REAL and 
SHORTREAL. The user may explicitly convert real variables to 
compatible types by using the built-in type changing functions, 
SHORTEN and LENG. Fefer to section 5.3.7 for details on LENQ amd 
SHORTEN. Also, the user may explicitly convert integer values to 
REAL with the standard function, CONVj and integer values to 
SHORTREAL with the standard function, SHORTCONV. Refer to 
section 5.3.4 for details on CONV and SHORTCONV. 

Also, a data type conversion may take place across the assignment 
operator (:=) from its right operand to its left operand, when 
its operands are assignment compatible, as defined above in 
Section 6.2. Refer to Table 6-5 for a summary of assignment data 
type conversions. 

6.4 SUMMARY OF EXPRESSION OPERATORS AND OPERANDS 

Every operator is either a prefix, in which case it is written 
before its operand, or an infix, in which case it is written 
between its two operands. The operators "+" and "-" can be both 
prefixes and infixes. For some operators there are restrictions 
on the acceptable data types of the operand or operands. These 
are summarized in Table 6-6. Even when the operators are given 
operands of their required compatible data types, sometimes the 
result of an operation has a different data type. These 
conditions are also listed in Table 6-6. 
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TABLE 6-6 SUMMARY OF OPERATOBS 



OPER- 


PREFIX 


TYPE OF 


TYPE OF 




ATOR 


OR INFIX 


OPERAND(S) 


RESULT 


DESCRIPTION 


* 


I 


numerical* 


numerical 


multiplication 


* 


I 


SET 


SET 


intersection 


/ 


I 


numerical* 


REAL or 
SHORTREAL 


real division 


DIV 


I 


BYTE, SHORT- 


INTEGER 


integer divi- 






INTEGER or 


or SHORT- 


sion, with 






INTEGER 


INTEGER 


truncation 


MOD 


I 


BYTE, SHORT- 


INTEGER 


integer re- 






INTEGER or 


or SHORT- 


mainder 






INTEGER 


INTEGER 


(modulo) 


+ 


I,P 


numerical* 


numerical 


addition 


+ 


I 


SET 


SET 


set union 


- 


I,P 


numerical* 


numerical 


subtraction 


— 


I 


SET 


SET 


set difference 


IN 


I 


left:ordinal 
right: SET 


BOOLEAN 


membership test 


= ,<> 


T 


all types, 
except FILES 
See Table 6-7 


BOOLEAN 


test equality 
or inequality 


<=,> = 


I 


various types 
See Table 6-7 
not pointers, 
nor whole 
arrays/rec- 
ords 


BOOLEAN 


test for com- 
parison 


<,> 


I 


various types 
See Table 6-7 
not sets, not 
pointers, not 
whole arrays, 
not records 


BOOLEAN 


test for strong 
comparison 


NOT 


P 


BOOLEAN 


BOOLEAN 


negation 


AND 


I 


BOOLEAN 


BOOLEAN 


conjunction 


OR 


I 


BOOLEAN 


BOOLEAN 


inclusive OR 



♦numerical data that are BYTE, INTEGER, SHORTINTEGER, REAL, 
SHORTREAL types 
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TABli; 6-7 STJMHHBf QF VALIl) COMfARISOHS 



I DATA TTPE 

\ Compatible 

I Predefined Type | 

I User -Enumeration | 

I Subrange 

1 SET 

I ARRAY 

I RECORD 

I Pointer 

I 

I String-literal 

j or constant 

J <same lengths! 

J 

I String variable 

I £ same-length 

j string-literal 

I or constant 

I 

I String variable 

I £ identically- 

i typed variable 



1 


= ,<> 


1 


<=,>= 


t 


<,> 


















GK 




OK 




OK 






OK 




OK 




OK 






OK 




OK 




OK 






OK 




OK 




non« 






OK 




none 




none 






OK 




none 




none 






OK 




none 




none 




















OK 




OK 




OK 

































1 



1 



1 



I OK 1 OK t OK I 



I OK I OK 1 OK I 
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CHAPTER 7 
PASCAL EXECUTABLE STATEMENTS 



7.1 INTRODUCTION 

An executable statement is an instruction to operate on the data 
of a program or to transfer control to another place in the 
program. Pascal statements are executed in sequence, except 
where control is explicitly transferred elsewhere. 

Pascal provides a rich variety of executable statements, both 
simple and structured. 

The simple statements are the empty statement, the assignment 
statement, the procedure call, and the GOTO statement. These 
statements are called simple statements because they cannot be 
divided into smaller statements. All other statements are 
considered structured statements. 

Structured statements may contain simple-statements or other 
structured statements, such as the compound statement which 
provides the mainframe for the body of a program, module, or 
routine. 

A conditional statement, either the IF or CASE statements, 
chooses whether to execute one, or one of two, or one of many 
statements. 

A conditional repetition statement, either the WHILE or EEPEAT 
statement, may contain other statements which are to be executed 
repeatedly while or until some condition is true. 

A controlled repetition statement, the FOR statement, executes a 
statement repeatedly, for a predeterminable number of 
repetitions. 

The WITH statement, by delineating an expanded scope, facititates 
the programming of record-field selectors, to access the fields 
of a record-variable. 

Variations of the procedure-call statement included in the Pascal 
repertoire, not covered in this chapter, are the additional 
statements afforded the user by predefined routines, such as NEW, 
MASK, RELEASE, and DISPOSE (see Section 5.3.11 on the 
pointer-type), for programming dynamic data structures; and for 
I/O, the routines: RESET, REWRITE, READ, READLN, WRITE, WRITELN, 
PAGE, GET and PUT (see Chapter 8 on the file-type and I/O). 
Also, language extensions afforded by the Perkin-Elmer Prefix and 
SVC support routines are described in Sections 10.3 and 10.4. 
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The syntax of a statement is: 



StaiemejBi 



> label > 

I 

I 

V 



> 



I 

V-- 



■>l 



> compound-statement > 

— ---> case-statement > 

> f or-statement > 

> if-statement — > 

> while-statement > 

> repeat-statement > 

> with-statement > 

— > assignment-statement — > 

> procedure-call > 

> goto-statement > 



Any statement within the body of a block may be labeled with an 
unsigned integer and colon, if that label has been previously 
declared in the LABEL declarations part of the block. Every 
label, so declared, must be used on exactly one statement within 
the statement sequence of that block. However, the compound 
statement serving as the body of a block is never labeled. 



7.2 SIMPLE STATEMENTS 

Simple statements are those which cannot be further subdivided. 
The simple statements are the: 

• empty statement, 

• assignment statement, 

• procedure call, and 

• GOTO statement. 



7-2 
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7.2.1 The Empty Statement 

The empty statement is simply a void, wherever a statement is 
allowed, and/or a void between two statement separators. 

While on the surface it appears that an empty statement is a 
ludicrous concept, there are some instances in which the 
construct is useful. 

For example, when developing a program, it is often desirable to 
simulate a yet uniraplemented procedure. To do this, it is 
necessary only to write the procedure heading followed by a body 
consisting of an empty compound statement: 

PROCEDURE FORM_FEED_CHECK (LINE NUMBER rINTEGER) ; 

BEGIN 

END; 



Other common occurrences of the empty statement are introduced by 
extraneous semicolons, for example, (assuming I and J are integer 
variables and PI is a pointer-variable): 

BEGIN 

I:=0; 

J : =0 ; 

P1:=NIL; 
END; 



Here, the semicolon following the NIL is unnecessary; it merely 
introduces an empty statement between itself and the END. The 
semicolon after NIL is unnecessary because the next keyword END; 
serves the purpose of ending the compound statement. 

The introduction of this empty statement has no effect on the 
efficiency of the program. In many cases, the use of the empty 
statement in this manner may serve to alleviate subsequent 
reprogramming of the statement just prior to END. 

If another statement were to be added after the "PI := NIL" 
statement in the example above and the semicolon were not already 
present after NIL, a semicolon would have to be inserted to serve 
as a statement separator. 

Note the use of the empty statement below, where the statement 
labeled 301 serves simply as a statement on which to hang a label 
for the GOTO statement to escape to the exit. 
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PROGEAH flLPHABET_NUHBEB( INPUT, OUTPUT); 
LABEL 301; 
VAB CH : CHAB; 

I : INTEGEP; 
BEGIN 

READ(CH); 

IF NOT (CH IN CA'-.^Z' ,'a'..'z'J > 
THEN GOTO 301 
ELSE 

BEGIN 

IF CH IB ['A'..'Z'l THEN 

I := ORD(CH) - ORD('A') + 1; 
IF CH IN ['a'-.-zM THEN 

I := ORD(CH) - ORD('a') + 1; 
FND; 
WRITELN(I); 
301: ; 
END. 



The empty statement can also be used as a case-labeled statement 
in the CASE statement, when one or more of the multiple 
alternatives, or the OTHERWISE clause, requires no action at all. 
For example, the application below, using the CASE statement, 
writes back only the even-numbered units digit, other than zero, 
of the integer read in. 

PROGRAM PRINT_UNITS_DIGIT(INPUT, OUTPUT); 

VAR I : INTEGER; 

BEGIN 

READ(I); 
I := I MOD 10; 
CASE I OF 
: ; 

2,4,6,8 : WRITELN(I); 
OTHERWISE ; 
END; 
END. 



7.2.2 The Assignment Statement 

The assignment statement is used to assign values to variables; 
or within function-definitions to assign values to the 
function-identifier. It has the syntax; 



Assignment- Stateynent 



> variable-selector > 5= > expression > 

I 

I 1 

V > function-identifier >| 
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The variable-selector names a previously declared or dynamic 
variable into which is placed, the value of the expression on the 
right of the assignment operator symbol, ;=. Within a 
function-definition, the function-identifier is the name of the 
function currently being defined. This second form of the 
assignment statement establishes the value of the expression on 
the right of := as the value of the function named on the left of 
the assignment operator. This second form of the assignment 
statement may not occur outside the function-definition. Note 
that the assignment operator symbol is a double-character symbol, 
the colon and equal sign, and is read as "becomes". Vo space may 
appear between the colon and the equal sign. 

The data type of the value of the expression must be assignment 
compatible with the data type of either the variable-selector or 
function-identifier on the left of the assignment operator (see 
Section 6.2 on type-compatibility). If they are not of 
assignment-compatible types, a compile-time user diagnostic error 
message is displayed in the compiled-program listing below the 
errant line, with the message OPERAND TYPE CONFLICT. 

When the assignment statement is executed, the expression is 
evaluated (see Chapter 6) and its value is assigned to, or placed 
into, the datum indicated by the variable-selector or 
function-identifier. 

Hun time errors would occur, for example, if the variable were a 
subrange type, and the value of the expression did not lie in 
that subrange; and the program had been compiled under the 
compiler-option BOUNDSCHECK. The run time error warning of this 
condition contains the message VALUE RANGE ERROR. 

For an example of the assignment statement: 
VARIABLEA := 65; 

replaces the current value of variable VARIABLEA, with the value 
65; and the assignment statement: 



VARIABLEA := VAEIABLEB; 

replaces the current value of variable VARIABLEA, with the 
current value of variable, VARIABLEB, assuming they are both 
declared with types that permit assignability between them. 

Another example of assigning an expression value to a variable: 

VARIABLEA := VARIABLEA + VARIABLEB - 25; 
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assigns the accumulated value of VARIABLEA plus VARIABIEB minus 
25, to VARIABLEA. 



An example of using the assignment statement within a function 
definition follows. 



FUNCTION CUBE(NUMBEB:EEAL):REALj 
BEGIN 

CUBE := NUHBEE*HUMBER*MUMBER; 
END; 



In this case, the function-identifier, CUBE, is assigned or 
"becomes" the value of the expression NUMBER*NUMBER*NUMBER; which 
when CUBE is subsequently referenced in another expression as a 
function-call, that value is returned as the value of the 
function CUBE. For example. 



POLYNOMIAL := A*CUBE(X)+B*SQS(X)+C*X+D ; 



returns for CUBE(X), the value X*X*X, during the expression 
evalutation in the assignment statement for POLYNOMIAL. 



7.2.3 The Procedure Call Statement 

Large complex programs can be subdivided by the programmer into 
smaller units of coding that perform simpler or common portions 
of the overall programming problem. These units are called 
routines. A routine may be a function, which, when referenced 
within an expression, computes a value. A routine may be a 
procedure, which, when called into execution by the procedure 
call statement, performs some operation or set of actions. 

Whereas a function-call is syntactically a variant of a "factor" 
within an expression (see Chapter 6), a procedure-call is 
syntactically a variant of "statement". Note that although both 
a function-call and procedure-call have identical syntax, where 
they are used is different. 

The programmer defines the procedures, giving them names with 
identifiers and defining their set of expected parameters, if 
any, in its procedure-header statement, described in Chapter 9. 
Definition of the procedures occurs in the routine-declaration 
part of a block, as described in Section '♦.2.5. A procedure call 
statement calls into execution a previously declared procedure by 
means of its name, i.e., using the identifier of the 
procedure-header that named it in its definition. 

If the procedure definition specified a parameter-list, i.e., a 
list of expected parameter data, then the procedure call must 
specify an appropriate argument-list. If the procedure 
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definition did not specify a parameter-list, then the procedure 
call must not specify an argument-list. 

The syntax of a procedure call statement is: 



££0£S^££-Clll 



> Identifier 



I 
I 
I 

V > argument-list 



where the identifier is the name of a procedure, previously 
declared or defined in a routine declarations part, i.e., the 
identifier must be visible in the current scope of where the 
procedure-call statement is being written; and where the syntax 
of the argument-list is; 



A£S[UilS£t-|jj.st 



■> ( 



> variable-selector >| 

I 

> procedure-argument — >| 

! 
I 

I 

> function-argument >| 

I 
>| 



-> expression 
, <— 



> ) 



in which variables, procedure or function names, and/or 
expressions are the arguments, as the actual data or identifiers 
being passed to the called procedure. 

The format of a procedure call statement is, then, the procedure 
identifier, optionally followed by an argument-list. The format 
of an argument-list is one or more arguments, each separated from 
the other by a comma, with the entire list enclosed in 
parentheses. 



An argument-list defines in a one-to-one correspondence 
positionally and by data type the arguments of this particular 
call on the procedure. The number of arguments, then, must 
exactly equal the number of parameters defined in the 



parameter-list specified in the procedure definition. 



The 
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arguments are substituted for the parameters before the procedure 
is executed. 

Each argument being passed to a parameter must be compatible 
entities. The argument corresponding to a variable (VAP) 
parameter must be a variable, as specified by a variable-selector 
Csee Section 5.U). The argument corresponding to a value 
parameter must be an expression (see Chapter 6). The argument 
corresponding to a formal procedure parameter must be a 
procedure-argument name. The argument corresponding to a formal 
function parameter must be a function-argument name. 

The syntax of a procedure-argument is: 
Procedu re- Argument 

> procedure-identifier > 

The syntax of a function-argument is; 
Function - A r 2iil e n t 

- — > function-identifier > 

The argument data types of variables and expression values must 
be compatible with the corresponding parameter types except that: 

• an argument corresponding to a value-parameter of a string 
type may be a string of any length, and 

• an argument corresponding to a universal parameter (UNIV) may 
be a variable or expression value that occupies the same 
number of storage locations as the parameter type. 

Execution of a procedure call statement obtains the selected 
arguments, passes them to the parameters of the procedure, and 
executes the compound statement of the body defined in the 
procedure called. Once the procedure body is executed, execution 
control returns to the next sequential statement following the 
procedure-call statement, unless execution control was 
transferred elsewhere by a GOTO statement. Refer to Chapter 9 
for details on encoding a procedure definition with parameter 
declarations, and examples of routine invocations with argument 
specifications. 

Examples of procedure call statements, assuming PI, P2, P3, PU, 
and P5 are previously declared with procedure-headings, are: 
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PI? (*proceclure call without arguments*) 

P2(A+G-1,2*B,4,0) ; {procedure call with expression arguinents> 
P3(V1,V2,V3)? {procedure call with variable V1,V2,V3 args> 
P4(P1); -([procedure call with procedure-argumentJ 

P5(P1,2*B,V2,FURC1 ) ; {procedure call with many kinds of args> 

7.2.4 The GOTO Statement 

The GOTO statement is a simple-statement syntactically, but as 
its purpose is to direct the transfer of execution control, its 
Placement requires an understanding of structured-statements and 
routines, and the reader may wish to return to this section 
later. The labeling of any statement (with certain restrictions 
concerning prior label declarations, scope, statement levels, and 
procedure levels) makes it possible to directly transfer 
execution control to that labeled-statement by referring to that 
label in a GOTO statement. 

The syntax of the GOTO statement iss 

GOTO-Statement 

> GOTO > label > 

where the label is an unsigned integer (between and the value 
of MAXINT, inclusively) and has the syntax: 

label 

> digits > 



where digits is formed by up to ten consecutive decimal digits, 
and the label is defined on a labeled-statement i.e., the 
digit-sequence of the label and its subsequent colon prefixes 
either a simple-statement or a structured-statement, such as: 



label : simple-statement; 
or 

label ; structured-statement; 



Refer briefly to the syntax graph of "statement" in Section 7.1. 
The label used in a "GOTO label" statement is not to be confused 
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with a case constant on a case-labeled statement, nor a 
label on a record variant. 



constant 



A statement label, in order to appear 



on 



a labeled-statement. 



must first be declared as a "label" in the LABEL declarations 
part of the block in which the labeled-statements appear. Refer 
briefly to Section 4,2.1 which describes the LABEL declarations 
part. 

For example; 

PROGRAM SUH_THE_ELE!!ENTSCISPUT,OUTPUT>; 

LABEL 1000,2000,3000,9000,9999; 

VAR LOTS : AERAy(1..5J OF INTEGER; 

I, COUNT, KEGSUM, POSSUM : INTEGER; 
BEGIN 

FOR I := 1 TO 5 DO 

READCLOTSII] >; tread 5 integers from 1 line on INPUT> 
NEGSUM := 0; 
POSSUM := 0; 
COUNT := G; 
FOR I := 1 TO 5 DO 
BEGIN 

IF LOTS 1 1] = THEN GOTO 9000; tescape from for-loopJ 

IF LOTS til < THEN GOTO 1000; 

GOTO 2000; 

1000 : NEGSUM ;= NEGSUM + LOTSCU; 

WRITEdOTSlIl); 

GOTO 3000; 

2000 J BEGIN 

COUNT := COUNT +1; 
POSSUM := POSSUM + LOTS [II; 
EKD; 
3000 : ; 
END; 
WEITELNCKEGSUK = ', NEGSUM, * POSSUM = ', POSSUM) ; 
GOTO 9999; 

9000: WBITFLN( •WARNING: ZERO ENTRY - TERMINATED SUM'); 
9999: ; 
END. 

Label 1000 labels a simple assignment statement, label 2000 
labels a structured compound statement, and label 3000 labels an 
empty-statement; all within the same st-atement-sequence. Labels 
9000 and 9999 label statements in the outermost 
statement-sequence of the body of the block. 

The "GOTO 9000" statement escapes from the for-loop by going to 
a labeled-statement outside its statement-sequence; to its 
enclosing statement-sequence. The "GOTO 1000" statement causes 
a direct transfer of execution control to the statement labeled 
1000, so that effectively only the negative entries triger a 
WRITE. The "GOTO 2000" statement skips over the additional 
processing for negatives and the WRITE. The "GOTO 3000" 
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statement, by 3000 being at the end of the statement-sequence of 
the for-loop, allows the for-loop to continue after summing 
negatives. The "GOTO 9999" statement simply skips over the 
abnormal termination message mechanism of statement 9000. 

Although this example, as with most programs, can be written 
without the use of the GOTO statement; it presents the 
associative process of label-declarations, labeling statements, 
and the placement and effect of GOTO statements. 

Standard Pascal governs the use of GOTO statement by the 
following rule. If a label prefixes a statement S, that label is 
only allowed in GOTO-statements, which are; 

• in the statement S; or 

• in the statement-sequence (if any) in which S is immediately 
contained; and 

• if that statement-sequence is the statement-sequence of the 
compound-statement that forms the body of a block, in the 
procedure and function declarations of that block. 

For an example of the first rule, considered the following 
structured-statement labeled 77, below. A GOTO 77 is allowed 
(legal Pascal but not recommended) within that statement. 

LABEL 77; 

• • • 

BEGIN 

• • • 

77: WHILE expression DO 
BEGIN 

statement_1 ; 

statement_2; 

IF expression THEN GOTO 77; 

statement_4; 

GOTO 77; -CCaution: looping back like this requires 
user discretion in first adjusting values 
being evaluated in the WHILE expression, 
or the program may loop forever> 



END; 



END; 



Note that, in the above example, the labeling "77:" was not 
placed on the component compound-statement of the WHILE 
statement, which would also be legal. If the labeling "77:" was 
placed on that compound-statement, the WHILE expression would not 
be reevaluated after execution of either GOTO 77. 

To apply the first rule to labeled simple-statements, note that 
of the four simple-statements, the only one that can contain a 
GOTO statement is the GOTO statement itself. The only instance 
of the first rule applied to simple-statements, although legal 
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(no compile-time error message occurs) is to be avoided. That is 
a GOTO statement going to itself, 

LABEL 8; 

• • • 

BEGIN 

• • • 

8 : GOTO 8; ^Although legal Pascal, hangs up a program> 

• ■ • 

END; 

The second rule states that when either a simple-statement or a 
structured-statement with a label , is contained in a 
statement-sequence/ a "GOTO label" statement is allowed in that 
same statement-sequence* For example: 

LABEL 10,11,12; 

• • • 

BEGIN 

IF expression THEN GOTO 10; 

statement_1 ; 

GOTO 10; 

12 : statement_2; 

GOTO 11; 

10 ; statefflent_3; 
statement^t; 
GOTO 12; 

11 : statement_5> 
END; 

A GOTO statement can be used to jump (forward or backward) from 
its placement to another statement within the same executing 
statement level, or from an inner statement level structure to an 
outer statement level structure, i.e., within the same 
statement-sequence, or an enclosing statement-sequence. 

Backward jumps are not encouraged as it weakens the strengths of 
a well structured program. As will be seen, the purpose of the 
GOTO statement is not a proviso for handconstructed linear 
programming loops; but rather useful for escaping from a Pascal 
structured-statement loop, to skip over the remaining statements 
in a statement-sequence, as an abnormal exit from a procedure, or 
as an abnormal exit due to function aborts. 

It is legal Pascal to jump from an inner statement structure 
level to an outer, but not the reverse. 

This implementation of Pascal does not give an error message for 
example, if the user jumps into a structured-statement such as: 
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BEGIN 

GOTO 100? 

IF I <> -1 THEN 

100: I := -1 

• • • 

END. 



or 



BEGIN 

WHILE expression DO 
BEGIN 

statement_1 ; 
13 : statement_2; 
stateiiient_3; 
END; 

• • • 

GOTO 13; 

• • • 

END. 

but this is an invalid use of the GOTO statement, not legal 
Pascal, and not recommended, and may cause infinite looping in 
the previous example. 

The third rule states: that if the statement-sequence in which 
the labeled-statement is contained is the statement-sequence that 
forms the body of a block, then a "GOTO label" statement is 
allowed in the function and procedure declarations of that block. 
This means that a "GOTO label" statement within a procedure may 
refer to a label, not only within its own body, but in an 
enclosing procedure, provided that the label prefixes a 
simple-statement or structured-statement at the outermost level 
of nesting of the block of the enclosing procedure (or main 
program). 

You can jump out of a procedure to a lower procedural level; 
i.e., from an inner nested routine to an enclosing procedure, but 
not from an enclosing routine into an inner nested routine. 

For example, an invalid use of the GOTO statement, which would 
result in a compile-time error message, is: 

PROGRAM TABOO; 

PROCEDURE BADENTRY; 
LABEL 666; 
BEGIN 

• • « 

666: statement_1 ; 

• * • 
END; 
BEGIN 

• • • 

GOTO 666; 

• « • 

END. 
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An example of using GOTO statements, amongst routines: 



PROGRAM HOPJLONG; 
LABEL 900,777,888,999; 
PROCEDUEF EXITJUMP; 
LABEL 200,300; 

PROCEDURE SKIPOUT; 
LABEL 500; 

• • • 

BEGIN ■CskipoutJ 

• • • 

■CConditionally jumps to normal routine exit> 
IF expression THEN GOTO 500; 

-• « • 

■Ctakes abnormal exit to enclosing routine> 
GOTO 200; 
500 : ; 
END; 
BEGIN ■Cexitjump> 

• • • 

SKIPOUT; Ccalls a routine with extra exit to 200J 

• • • 

•CConditionally jumps to normal routine exit> 
IF expression THEN GOTO 300; 

• • • 

•CTakes abnormal exit to program statement-seguence> 

GOTO 900; 

200 : statement_n; 

• • • 

CConditionally jumps to main program statement 888> 
IF expression THEN GOTO 888; 

• • « 

■CConditionally jumps to program termination} 
IF expression THEN GOTO 999; 

• • • 

300 : ; 
END; 
BEGIN -Cmain programU- 

• • • 

IF expression THEN GOTO 999; -Cconditionally abort program> 

• • • 

EXITJUMP; Ccalls a routine with extra exits> 

• * « 

CConditionally aborts program at 777 or 888> 
IF expression THEN GOTO 777 ELSE GOTO 888; 
900 : statement; 

• • • 

777 : GOTO 999; Cskips over abnormal termination of 888> 

888 : statement; Cprovides a labeled statement prior end> 

999 : ; Cprovides a label at program termination} 

END. 



Pascal, as both a sequential and block-structured programming 
language, executes statements one after another in the textual 
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order in which they are written; beginning with the first 

statement of the body of the main program which is a 

compound-statement itself. Procedure level and statement level 
is zero. 

The compound-statement serving as the body of a block in either 
a program/ module, function, or procedure is never labeled. 
Execution enters the body of any block, to execute the 
statement-sequence of its compound-statement by means of the 
normal Pascal execution control mechanisms. 

A statement level is increased by one, as another 
structured-statement within a structured-statement is written to 
be executed. Execution of each of the structured-statements is 
described in the remainder of this chapter. Statement-sequence 
execution continues, until the last statement in the 
statement-sequence of the main program is completed, where the 
program terminates. 

If a procedure-call is written, the procedure level is increased 
at the place of invocation by one. The procedure-call causes 
execution control to start executing the main compound-statement 
body of the procedure block. Within a routine, any calls on 
nested procedures increases the procedure level by one, at the 
place of invocation. Exiting a procedure returns execution 
control to the next sequential statement following the 
procedure-call invocation. 

The statement-parts of functions are executed during expression 
evaluations, which contain their invocation. Exiting a function 
returns control to the expression evaluation in progress. 

Execution of externally linked modules, occurs upon invocation, 
as either a procedure or function, depending on which type of 
routine the module has been programmed to serve as; and exits 
accordingly. 

This is the normal flow of execution of a Pascal program without 
using the GOTO statement. 

Within a single compilation unit (either a program or a module) 
it is legal to jump from an inner routine level to an outer 
routine level, or from an inner structured-statement level to an 
outer statement level, but not the reverse. 

Just as the GOTO statement may not be used to jump into internal 
routines, it cannot be used to jump into external modules. 
Additionally, a GOTO statement cannot be used to jump from an 
external module, whether the module is serving as a procedure or 
a function, to any statement in the main program (or anywhere 
outside of itself). 

The GOTO statement is not usually used within a function 
definition to goto to the end of the function, because the 
function call having been referenced anywhere within an 
expression is expecting some resultant value returned, i.e., the 
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function isn't being executed as a "statement". Going to a 
labeled empty statement at the end of a function-definition 
without having set the function-identifier to a value is 
returning an undefined value as its result, to some unsuspecting 
expression evaluation in progress. However, functions may 
receive certain arguments for which its value is not computable, 
and the function-definition may be programmed for this condition, 
e.g. after giving an error message to identify the reason for 
aborting, to GOTO to a labeled empty statement (or a final 
labeled statement) at the end of the main program to terminate 
the main prograip. For example: 

PROGRAM ESCAPEdNPUT, OUTPUT); 
LABEL 9999; 

• • • 

FUNCTION SQUAREROOTE(NUMBER:REAL) : REAL; 
VAR X,Y : REAL; 
BEGIN 

IF NUMBER < 
THEK 
BEGIN 

WRITELNC'NEG VALUE GIVEN TO SCUAREROOT= ', NUMBER) ; 
GOTO 9999; 
END 
ELSE 
BEGIN 
... 

■Ccompute squareroot of number> 
SQUAREROOTE := expression; 

• « tt 

END; 
END; 
BEGIN -Cmain program> 



9999: HRITELNC "PROGRAM TERMINATION'); 

END. 



The label declarations part shall specify all labels that prefix 
a statement in the corresponding statement part. Each declared 
label shall prefix one statement in that statement part. A 
compile-time error message is given if a statement is labeled and 
no corresponding label has been declared, or a label has been 
declared and no statement, or more than one statement has been 
labeled with that label. 

Note that a label, once declared, has a scope slightly disimilar 
to the scope of a declared identifier, i.e., the declared label 
of an outer block cannot be used to label a statement in an inner 
nested routine; as it is no longer visible for the purposes of 
prefixing statements. (However, it is visible for the purposes 
of going to wherever it prefixes a statement; i.e., it is visible 
for using in a "GOTO label" statement.) To prefix a statement. 
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a label must be used to label a statement in the body of the same 
block containing the LABEL declarations part declaring it as a 
label. 

It is legal to use the same label number in two different block 
scopes. If a certain label number is declared and prefixed on a 
statement, in an outer block; and the same label number is 
declared and prefixed on a statement in an inner block; 
additional complexities arise to avoid the ambiguity caused by a 
GOTO that label. When a label as in use in an outer block, was 
redeclared in an inner block and used to label a statement in the 
inner block, a GOTO statement in the inner block goes to the 
inner block statement prefixed with that label, not to a 
labeled-statement in an outer block using a similar label. As 
this implementation of Pascal extends the standard limit of 
labels from four to ten digits, it is not necessary for a 
programmer to repeat the declaration of the same integral value 
of a label. 



7.3 STBOCTURED STATEHENTS 

The various structured statements available in Pascal are 
individually described in the following sections. They are the; 



• compound statement, 

• IF statement, 

• CASE statement, 

• FOR statement, 

• REPEAT statement, 

• WHILE statement, and the 

• WITH statement. 



The compound statement allows a sequence of statements to be 
written anywhere a single statement is required. The IF and CASE 
statements are decision making mechanisms to choose from one, 
two, or more alternatives based on some condition, i.e., they 
provide for conditional execution of one or more statements. The 
FOR statement provides for controlled repetitive execution, and 
not based on some conditions but rather on a predetermined number 
of consecutive values. The REPEAT and WHILE statements provide 
mechanisms for conditional repetitive execution. The WITH 
statement identifies a record variable selector and delineates an 
expanded scope so that record field references may be easily 
specified without requiring tedious repetition of the record 
variable selector. 

Structured statements may contain simple statements or other 
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structured statements. 



7.3.1 The Compound Statement 

In Pascal, when more than a single statement is written, as when 
a sequence of several instructions is to be executed, the 
compound statement may be used to enclose them, and in most cases 
is required. This presents the series of statements as a single 
syntactical entity, a "statement". The compound statement has 
the syntax: 



C omfio un d -Statement 

>BEGIN >stat em en t- sequence >END > 

where the statement-sequence has the syntax; 
Statement - S ea u eflc e 



•statement- 



1 I 
I V 
< ;< 

As will be shown, the compound-statement is sometimes "required" 
in all of the other structured statements (CASE, FOR, IF, WHILE, 
WITH statements), except for the REPEAT statement. Wherever the 
syntax of the other structured statements show the construct, 
"statement", a compound-statement must be used when that 
"statement" needs to be programmed as more than one? but note 
that the REPEAT statement syntactically allows a 
statement-sequence between its keywords: 

REPEAT statement-sequence UNTIL expression 

As noted earlier, the statement body of a Pascal program, module, 
or routine is itself a compound statement. The compound 
statement serving as the body of block is never labeled with a 
statement-label for the purpose of going to it with a GOTO 
statement (see Section 7.2.4). Also a compound statement is 
itself a statement and, therefore, can be contained in other 
compound statements or can contain other compound statements. 

The format of the compound statement is a statement sequence in 
which each statement is separated from the other by a semicolon, 
and the entire sequence is enclosed in the keywords, BEGIN and 
END. Within the statement sequence of a compound statement, the 
semicolon serves as a statement separator. The last statement of 
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the sequence need not end with a semicolon, as the keyword, END, 
serves this purpose. However, if the semicolon is present, as 
may often happen from the habit of ending a statement, it is 
treated as introducing the empty statement. The empty statement 
has no effect. The statement-sequence may also be a single 
statement, and the single statement may be the empty statement 
(see example in 7.2.1). 

The statements within the statement-sequence of a 
compound-statement are executed in textual order, except as 
modified by execution of a GOTO statement. 



7.3.2 The IF Statement 

As a decision making mechanism in programming, it is often 
necessary to be able to choose to execute a statement or sequence 
of statements based upon some logical condition. The conditional 
statement provided in Pascal for this purpose is the IF 
statement. The IF statement provides for the conditional 
execution of one statement, which may in turn be a compound 
statement, or provides the conditional execution of one of two 
statements, either one or both of which may be a compound 
statement. 

The syntax of the IF statement is; 
IF-Statement 



— >IF-->expression — >THEN — >statement- 



I I 

I I 

V >ELSE— >statement-> 



The first format of the IF statement is then the keyword, IF; 
followed by an expression that produces a Boolean result of true 
or false; followed by the keyword, THEN; followed by a statement. 
If the user has a sequence of statements to be executed following 
the keyword, THEN, ensure that they are presented as a compound 
statement, and surround them in the keywords, BEGIN and END. In 
this format of the IF statement, when no ELSE clause is present, 
the execution of the IF statement proceeds as follows. The 
expression is evaluated, and if the condition is true, the 
statement following the keyword, THEN, is executed. Otherwise, 
if the condition if false, the statement following the keyword, 
THEN, is not executed. In either case, execution continues at 
the next sequential statement following the IF statement. 

Another format of the IF statement includes the ELSE clause. 
This allows the decision based upon a condition to choose between 
executing two statements. Its format is the keyword IF; followed 
by an expression that produces a Boolean result of true or false; 
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followed by the keywordr THEN; followed by a statement; followed 
by the keyword ELSE; followed by a statement. Do not place a 
semicolon before the ELSE clause as that would indicate the end 
of the IF statement prior to the presentation of the ELSE clause. 
Each statement may be a compound statement when there is a 
sequence of statements to be executed upon the occurence of 
either the THEN or the ELSE condition. When the ELSE clause is 
present in this format of the IF statement, execution proceeds as 
follows: The expression is evaluated, and if its value is true, 
the statement following the THEN is executed. Otherwise, if its 
value is false, the statement following the ELSE is executed. In 
either case, program execution continues at the next sequential 
statement following the IF statement. 

The general form of an IF statement to enhance readibility may 
indent both the "THEN" and paired "ELSE" with respect to the "IF" 
beginning the statement. (This indentation, as for all 
indentation is good practice but is not required by the language 
or the compiler). 



IF expression 

THEN statementi 
ELSE statement2 



The general forir of an IF statement without an ELSE clause is; 



IF expression 

THEN statement 



If the statements within an IF statement are compound statements, 
the general form may be indented as follows: 



IF expression 
THEN 
BEGIN 

statementi ; 
statement2; 
... 

statementi; 
END 
ELSE 
BEGIN 

statement 1 ; 
statement 2; 

m • . 

statement j; 
END 



and the variations: 
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IF expression 
THEN 

statement 
ELSE 
BEGIN 

statement 1 ; 
statement2? 

• • • 

statementm; 
END 



or 



IF expression 

THEN 
BEGIN 

statementi ; 
statement2; 
• • • 

statementn; 
END 
ELSE 

statement 

If a statement were to follow any of the above IF statements, of 
course, a semicolon would be added at the end of the formats 
shown, in order to separate the IF statement from its succeeding 
statement. 

Some examples: 

CAn IF statement with no ELSE clause> 

IF CUREENT_VALUE > MAXVALUF_RECORDED 
THEN 

HAXVALUE_FECORDED := CURRENT_VALUE ; 

■CAn IF statement with an ELSE clauseJ 

IF NUMBER < 
THEN 

WRITELNC NEGATIVE NUMBER') 
ELSE 

WRITELNC ZERO OR POSITIVE NUMBER'); 

■CA nested IF statement> 

IF NUMBER = 
THEN 

EHPTYCOUNT := EMPTYCOUNT + 1 
ELSE 

IF NUMBER > 

THEN PCSITIVECOUNT := POSITIVECOUNT + 1 
ELSE NEGATIVECOUNT := NEGATIVECOUNT + 1; 
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tAn IF statement with compound-statement statementsJ 

IF CH IN ['0'..'9' ] 
THEN 
BEGIN 

DIGIT := ORDCCH) - ORDCO'); 
SUM := SUM + DIGIT; 
END 
ELSE 
BEGIN 

IF CH IN ('A'..'ZM 
THEN 
BEGIN 

LETTER := CHj 
LP LAG := TRUE; 
END 
ELSE 
BEGIN 

LFLAG := FALSE; 
CH := ERRORCHAR; 
END; 
WRITELN(CH); 
END; 



The IF statements can be nested^ of course, but caution must be 
used so as not to present an ambiguous situation, such as: 



IF expr1 
THEN 

IF expr2 
THEN 

statement 1 
ELSE 

statement2; 



It is not clear upon which expression the execution of statement2 
depends: expri or expr2. To make the execution of statement2 
dependent on expri, the user writes: 



IF expri 
THEN 
BEGIN 

IF expr2 
THEN 

statement 1 
END 
ELSE 

statement2; 



To clearly make the execution of statement2 dependent on expr2, 
the user writes: 
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IF expri 
THEN 
BEGIN 

IF expr2 
THEN 

statement 1 
ELSE 

stateinent2 
END; 



An IF statement with no ELSE clause cannot be followed by the 
keyword ELSE. 

An an ELSE clause becomes paired with the nearest preceding 
unpaired THEN, an IF statement which contains an ELSE clause and 
also a nested IF statement (with no ELSE clause, necessary), 
creates the ambiguity of a dangling ELSE. Another method to 
prevent ambiguity is to insert an empty compound statement 
wherever a dangling ELSE clause causes confusion, such as: 



IF expri 
THEN 

IF expr2 
THEN 

statement 1 
ELSE BEGIN END 
ELSE 

statement2; 



In this example, the execution of statement2 depends upon expri. 

Also note that no statement separator, i.e., the semicolon, is to 
be used prior to the keyword, ELSE, in an IF statement (see the 
syntaxgraph above). In the example above, note that there is no 
semicolon following statementi and no semicolon following the 
empty compound statement. 



7.3.3 The CASE Statement 

It is often necessary to have a decision making mechanism to 
perform one of many actions dependent upon some general 
condition, i.e., to program a logical switch with a multiplicity 
of choices. 

The CASE statement allows us to program which one of several 
statements is to be executed depending on the value of some 
variable condition. 



The syntax of the CASE statement iss 
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CASE-Statement 

>CASF >expression >0F >labeled statements >END > 

where the expression* called the case-selector, is representative 
of the variable condition upon which the decision of which one of 
the labeled-statements to execute depends. 

The labeled-statements is a list of several statements each of 
which is labeled by one or more constants, where the constants 
are of the same (or compatible) data type as the expression. 

For each value, or group of values, that the case-selector may 
assume and for which a different logical path is to be taken, the 
programmer can label a case-labeled statement. 

A CASE statement executes the statement that has a constant label 
matching the current run time value of the expression. The 
OTHERWISE clause can be used to specify that its associated 
statement is to be executed if the case-selector expression has 
a value at run time that does not match one of the labels. 

Therefore, the syntax of the construct, labeled-statements, is: 
Lc^beled -Statements 

> OTHERWISE >| > ; — >| 

I "I 

I V I V 

>enumeration constant -> : >statefflent > 

1 I 

t I I I 

I |< , < V I 

I I 

j< , < V 

The format of the CASE statement is the keyword, CASE; followed 
by an expression that yields a value of ordinal type, (a discrete 
scalar enumeration type other than real or shortreal); followed 
by the keyword, OF; followed by the case labeled-statements; and 
ending with the keyword, END. 

The format of the case labeled-statements is either the keyword, 
OTHERWISE, followed by a statement; or one or more enumeration 
constants (of compatible type to the case-selector) separated by 
commas when more than one, followed by a colon, followed by a 
statement. 

Each case labeled-statement, when a series of actions must be 
performed, can be a compound statement. The case-labeled 
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statement can also be an empty statement (see last example in 
Section 7.2.1 on the empty statement). 

We refer to the enumeration constants construct in the graph as 
case labels. As noted, the case selector expression and the case 
labels must be of compatible types, and the case labels must be 
distinct, without duplication within the same CASE statement. 

A sample of one of many general forms that a CASE statement may 
take is; 

CASE case-selector-expression OF 

case-labell, case-label2, case-label3 : BEGIN 

statement-sequence 
END; 
case-labeia : BEGIN 

statement-sequence; 
END; 
case-label5, case-labeie : statement ; 
case-label? ; ; 
case-label8 : statement; 
case-label9 : BEGIN 

statement-sequence; 
END; 

• • • 

case-labeli : statement; 
OTHERWISE BEGIN 

statement-sequence 
END; 
END; -Cend of entire sample CASE statement formJ 

In this implementation of Pascal, there may be a maximum of 128 
case labels given in any one CASE statement; where each of their 
ordinal values lies in the range 0..127. Integer case labels 
must be in the range 0..127. Also, the enumeration 
constant-identifiers of a user-defined enumeration type may serve 
as case labels (see an example below). 

When a variable condition, for which a logical switch is to be 
programmed with a CASE statement, arises, and that variable may 
assume values outside the range 0..127, that variable condition 
must first be adjusted into a case-selector variable/expression 
which will only assume the ordinal values 0..127. When more than 
128 values are to be handled, a nested CASE statement in an 
OTHERWISE clause may handle a differently adjusted case-selector 
to differentiate switching on another set of 128 values outside 
the first range 0..127. Also, the CASE statement may be used in 
combination with the IF statement to arrange for a variety of 
values to be logically differentiated. 

Likewise, when the situation arises for a variable condition 
which may assume negative values, the variable containing 
negative values must first be adjusted into a case-selector which 
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can only assume the ordinal values 0..127. Case labels cannot be 
negative constants. 

Execution of the CASE statement begins with the evaluation of the 
expression, following the keyword, CASE. This expression is not 
usually a Boolean expression, as the IF statement provides a 
mechanism for dual alternative decisions. If the current run 
time value of the case-selector matches that of one of the 
labels, the statement following the matching case label is 
executed. If no match is made and there is no OTHERWISE clause 
statement to execute, a run time error occurs, with the message 
CASE LABEL ERROR. 



Examples: 



VAR 

MONTH : 1..12 ? NUMBER OF DAYS : 1..31; OVERTIME^RATE :REAL; 
YEAR ; INTEGER; DAY :"( WEEKDAY, WEEKEND, HOLIDAY) ; CH:CHAR; 
BEGIN 

READ(HONTH); 

Cset NUHBER_OF_DAYS depending on value of MONTH> 
CASE MONTH OF 

1,3,5,7,8,10,12 ! NUMBER OF DAYS := 31; 
4,6,9,11 : NUMBER_OF_DAYS := 30; 
2 ; IF (YEAR MOD 4=0) AND (YEARO1900) 
THEN NUMBER OF_DAYS := 29 
ELSE NUMBER_OF_DAYS := 28 
END; 



{set OVERTIME^RATE depending of value of DAY> 
CASE DAY OF 

WEEKEND : OVEETIHE_RATE := 1.7; 

HOLIDAY : OVERTIME_RATE := 2.0; 

OTHERWISE OVERTIME^RATE := 1.5 
END; 



END 

Note that no colon follows the keyword OTHERWISE. 

•CExaraple of CASE statement used in combination with IF statement} 

IF CH IN ['A' ..'Z'] 
THEN 
CASE CH OF 

•A* ,'E','I','0*,'U' : V0WELC0UNT:=V0WELC0UNT+1; 

OTHERWISE C0NS0NANTS:=C0NS0NANTS+1 ; 

END Cend of case-statement> 
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or 



ELSE 

WBITELNCCH NOT LETTER'); 

Note that only single-character character-literals 
character-constants may be used as case labels in a CASE 
statement with a case-selector of character type; but that 
strings may not be used as case labels. That is, we cannot 
write; 



VAR STRING:AREAY[1..3] OF CHAR; 



CASE STRING OF 
'YES* ; statementi; 
•NO • ! statement2; 
OTHERWISE statements 

END; 

Subrange variables iray also be used as case-selectors. 

7.3.4 The FOE Statement 

The FOR Statement provides controlled repetitive execution of a 
statement (which may be a compound-statement containing a 
sequence of statements) for a predetermined programmable number 
of times, where the number of repetitions does not depend on the 
effect of the repeated statement within the for-controlled loop. 

The FOR statement specifies a control-variable and an initial 
value and final value of a progression, which determines a 
collection of successive (or predecessor) values that will be 
attributed to that control-variable for each iteration of the 
loop. The number of repetitions is the number of adjacent values 
being delineated by the initial and final values of the 
progression. 

The syntax of the FOR statement is: 

FQS-Siatement 

> FOR — > identifier — > := — > expressioni > TO >( 

I I 

|->DOWNT0-->| 

I 

V 

< statement < DO < expression2 < 

where the identifier is that of a declared variable, called the 
FOR-Statement control-variable, which must be an enumeration type 
that is discrete scalar and ordered (not real nor shortreal). 
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The control-variable identifier must have been declared in the 
VAH declaration part of the block which immediately contains the 
FOB statement that is using it as a control-variable. 

Expressionl and Expression2, as the initial value and final 
valuer respectively, must yield Values of the same or compatible 
type as the type of the control-variable. 

The repeatable statement, which may be a compound-statement 
containing a sequence of statements, is to be executed 
repeatedly; once for each successive value of the range of values 
expressed by the Initial value "TO" the final value in an 
ascending progression; or for each predecessor value of the range 
of values expressed by the initial value "DOWNTO" the final value 
in a descending progression. For each iteration of the loop, the 
control-variable is implicitly assigned a value of the 
progression, and is available for reference within the 
for-controlled loop. 

The format of the FOR statement is then the keyword, FOR; 
followed by a control-variable identifier; followed by the 
assignment operator (:=); followed by an initial value expression 
beginning a progression; followed by either the keyword, TO, 
indicating an ascending progression, or the keyword, DOWNTO, 
indicating a descending progression; followed by the final value 
expression; followed by the keyword DO and ending with the 
statement that is to be repeated. 

The general form of encoding a FOR statement is: 

FOR control- variable := expressionl TO expression2 DO 
statement; 



or 



FOR control-variable := expressionl DOWNTO expression2 DO 
statement; 



The statement to be repeated may be a compound-statement 
containing a sequence of statements, such that the general form 
is: 

FOR control-variable := expressionl TO expression2 DO 

BEGIN 

statementi ; 

statement2; 

« • • 

statementn; 
END; 

or 
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FOR control-variable := expressloni DOWNTO expression2 DC 
BEGIN 

statementi ; 

statement2 ; 

• • • 

statement!!; 
END; 

Note that in the above general forms, the semi-colon at the end 
of the repeated statement is serving as a statement separator 
from the next to come statement and is not actually part of the 
required syntax of the FOR-Statement itself, (see syntax graph 
above) . 

Execution of the FOP statement begins with evaluations of both 
the initial value and final value expressions. These values of 
the expressions are remembered internally during execution of the 
FOR statement, but not after it has completed execution. These 
values expressing a range, determine a collection of values for 
the control-variable. The keywords TO or DOWNTO, between the 
initial and final values determine a directional order among 
these values. In an ascending progression, if the initial value 
of expressioni is greater than the final value of expression2, 
the collection of values is empty, and therefore the statement to 
be repeated is not executed at all. In a descending progression, 
if the initial value of expressioni is less than the final value 
expressed by expression2, the collection of values is empty, and 
therefore the statement to be repeated is not executed at all. 
If the initial value of expressioni is equal to the final value 
expressed by expression2, then the collection of values of the 
progression contains only one value, and therefore the statement 
to be repeated is only executed once. The statement to be 
repeated is executed once for each value in the determined 
collection of values, taken in order, with the control-variable 
set to that value. 

The expressions are evaluated just once prior to any execution of 
the repeatable statement upon entry into the FOR statement. They 
are not reevaluated on each cycle; as the repetitive execution 
control is being effected by implicitly assigning a value from 
the collection of values to the control-variable and executing 
the body of the FOR statement once for each assignment. 
Therefore, the number of times that the statement following the 
DO will be repeatedly executed is the number of adjacent values 
in the expressed range inclusively i.e., when we express the 
range 3 TO 5, or 5 DOWNTO 3, -5 TO -3, or -3 DOWNTO -5, the 
statement to be repeated will be executed three times, when we 
express the range 1 TO 2, 2 DOWNTO 1, -2 TO -1, or -1 DOWNTO -2, 
the statement to be repeated will be executed two times. 

Completion of the entire FOR statement execution occurs when the 
repeatable statement has been executed with the control-variable 
containing the value of the final value expressed by expression2. 
However, no assumptions can be made as to the contents of the 
control-variable after execution of the FOR statement, as the 
control-variable becomes undefined upon termination of the FOR 
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statement execution (other than by leaving the f or-controlled 
loop by a GOTO-statement leading out of it). 

There are several programming considerations concerning the FOR 
statement control-variable, in addition to the fact that it must 
have been declared in the block immediately containing the FOR 
statement using it as a control-variable. Its value is 
accessible within the f or-controlled loop as a read-only variable 
for reference, but it is not available to be written into or have 
its value changed. 

The FOR statement control-variable may not be interfered with 
while it is effectively controlling the repetitive execution of 
the statement within the FOR statement. 

Therefore, the variable selected as the FOR statement 
control-variable has the following programming restrictions, 
within the FOR controlled loop. That is, within the statement 
(or compound-statement containing a sequence of statements) 
following the DO of a FOR statement, the following restrictions 
must be adhered to. 



A control-variable cannot be assigned a value in an assignment 
statement. 

A control-variable cannot be passed as a VAR 
variable-parameter to a procedure or function. 

A control-variable, V, cannot be read into by a READ(V), or a 
READLN(V). 

A control-variable cannot be re-used as another 
control-variable in a FOR statement nested within a FOR 
statement already using it; 

A procedure-call on a procedure violating any of these 
restrictions is not allowed; i.e., a procedure which attempts 
to change the control-variable value cannot be invoked; and 

A function-reference to a function violating any of these 
restrictions is not allowed; i.e., a function which attempts 
to change the control-variable value cannot be invoked. 



For example, given the declarations: 

TYPE 



VAR 



COLORS = (GREEN, RED, WHITE, BLUE, YELLOW, BLACK); 



CH : CHAR; 

B : BYTE; 

J : SHORTINTEGER; 

I, VALUE : INTEGER; 

FLAG : BOOLEAN; 
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COLOE : CCLORS; 

some examples of FOP statements; 

■CTo print the capitals of the alphabet verticallyJ 

FOB CH != 'A* TO 'Z* DO 
WRITELN(CH); 

tTo print the small-letters of the alphabet horizontally> 

FOR CH := 'a* TO 'z' DO 
WRITE(CH); 

CTo test the output of Boolean values in text> 

FOR FLAG := FALSE TO TRUE DO 
WRITELN(FLAG); 

CTo print the powers of 2 representable as an integer> 
Cfollowed by the largest positive integer MAXINT> 

VALUE := 1j 

FOR B := TO 30 DO Clntegers and byte/ compatibly typed> 
BEGIN 

WRITELNC2 **',B,* = ', VALUE); 
VALUE := VALUE * 2; 
END; 
WRIT£LN('(2 ** 31) - 1 = ',MAXINT); Cnote B now undefined! 

CFOR statement using user-defined enumeration typed range> 

FOR COLOR := RED TO BLUE DO CPrint "U.S.A." 3 timesJ 
WRITELN( 'U.S.A. •) ; CCOLOR, due to type, cannot be output> 

CA FOR statement follows using variables in expressions! 

J := MAXSHORTINT; 
B := 255; 

FOR I != B TO J - 32468 DO 
i^RITELN(I); 

CTo print the printable characters of the ASCII set> 
Cthe following FOR statement expressions call functions! 

FOR CH := CHR(126) DOWNTO CHR(32) DO 
WRITELNCCH); 

FOR Statements are often used for array-element processing. For 
example, given the additional declarations: 

CONST LIMIT = 100; 

TYPE 

SUBSCRIPTS = 1. .LIMIT; 

TABLETYPE = ARRAY [SUBSCRIPTS] OF REAL; 
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HUE = GREEN. .BLACK; 

VAE 

TABLE : TABLETYPE; 

INDEX : SUBSCRIPTS; 

TABLE1, TABLE2 : ARRAY [ 1 . .2, * A ' . . • Z ' ,HUE1 OF REAL; 

SHADE : HUE; 

CTo initialize a single-dimensioned array: > 

FOR INDEX := 1 TO LIMIT DO 
TABLE[INDEX] ;= 0,0; 

•CNested FOR statements used for multi-dimensioned arrays;> 

FOR I := 1 TO 2 DO 

FOR CH ;= 'A' TO 'Z* DO 

FOR SHADE := GREEN TO BLACK DO 
TABLE2tI/CH, SHADE] := 0.0; 

CAnother example of nested for-controlled loops: > 

VAE I,J,PROCESS_COUNT,DETAIL_COUNT : INTEGER; 

BEGIN 

PROCESS_COUNT := 0; 
DETAIL_COUNT := 0; 
FOR I ;= 1 TO 100 DO 
BEGIN 

PROCESS COUNT := PROCESS_COUNT + 1; 
FOR J := 1 TO 5 DO 

DETAIL_COUNT := DETAIL COUNT + 1 
END 
WRITELN(PROCESS_COUNT,DETAIL_COUNT); 
END 

Mote that in the preceeding example, although I and J no longer 
have defined values after execution, because they were 
control-variables, PROCESS_COUNT = 100 and DETAIL_COUNT = 500, 
after execution. 



7.3.5 The REPEAT Statement 

Conditional repetitive statement execution is provided by the 
REPEAT statement. The REPEAT statement allows the execution of 
one or more statements until a termination condition is met. 
That is, the sequence of statements between the keywords REPEAT 
and UNTIL are repeatedly executed (except as modified by the 
GOTO-statement) until the expression is evaluated as TRUE. 
Different from the FOR statement, the REPEAT statement is used 
for repetitive execution countrol when at the time of entering 
the statement, it is not known exactly (or expressible) how many 
iterations are necessary. The statements are executed at least 
once, and then the condition is checked. The condition need not 
necessarily be defined upon entry into the REPEAT statement, as 
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long as one or more of the statements in the statement-sequence 
establish the condition's value prior to the keyword UNTIL. The 
syntax of the REPEAT statement is: 



REPEAT-Siatenjefit 



— > REPEAT 



■> statement 



-> UNTIL > expression > 



l<- 



; <- 



where the expression must yield a Boolean value, either true or 
false. 
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The general form of the REPEAT statement is; 



REPEAT 

Statement 
UNTIL expression 



or: (Notice no compound statement is necessary between 
and "UNTIL") 



"REPEAT" 



REPEAT 

Statementi ; 

Statement2; 

Statements ; 
UNTIL expression 
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Example; 



•CThe following reads integers, discarding negative values, until 
a positive integer is read} tassumes VAR ITEH: INTEGER; > 

REPEAT 

READ (ITEM) 
UNTIL ITEM>0 -CNote that the value of ITEM was not known upon 
entry into the REPEAT>; 



•CThe following example prints out all such discarded negative 
values, and the first positive number on input that occurs> 

REPEAT 

READ (ITEM); 

WHITELN (ITEM); 
UNTIL ITEM >= 0; 



■CThe following example reads two integers, the first a base> 
Cand the second a power; and with a REPEAT statement, > 
■Crepeatedly multiples the preceding base*nuraber by the base> 
Cto achieve a powers table, UNTIL the number of times>power> 
•CAs this example types VALUE as INTEGER, the input base and> 
■Cand power is restricted such that base**Fower < MAXINT > 
■CA more inclusive powers program can be written using REALs> 



PROGRAM POWERSdNPUT, OUTPUT); 

VAR BASE, NUMBER, POWER, EXPO, VALUE : INTEGER; 

BEGIN 

READ(BASE, POKER); 
NUMBER ;= 1; 
EXPO := 1; 
REPEAT 

VALUE := BASE * NUMBER; 
WRITELN(BASE,' **',EXPO,' = ', VALUE); 
NUMBER := VALUE; 
EXPO := EXPO + 1; 
UNTIL EXPO > POWER; 
END. 



7.3.6 The WHILE Statement 

The WHILE statement is also a conditional repetitive statement. 
It will test a condition (a Boolean expression), to conditionally 
execute a statement, which may in turn be a compound statement. 
It will cease repeating execution when the condition becomes 
false between iterations. The condition must have a well defined 
value prior to entry into the WHILE statement. The condition may 
be adjusted from within the statement-sequence of the loop formed 
by a compound statement incorporated in the WHILE statement. The 
syntax of the WHILE statement is: 
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WHILE-Statement 



> WHILE > expression > DO •> statement > 



where the expression must yield a value of Boolean type, either 
true or false. 

The format of the WHILE statement is then the keyword, WHILE, 
followed by an expression that produces a Boolean value, followed 
by the keyword, DO, followed by a statement. 

Execution of the WHILE statement begins with the evaluation of 
the Boolean expression after the keyword, WHILE. If it is FALSE, 
then nothing more occurs, and the next sequential statement is 
executed. If the expression is TRUE, then the statement 
following the keyword, DO, is executed. After each execution of 
the statement, the expression is again evaluated. Execution of 
this statement is repeated until the expression is evaluated as 
FALSE. However, the expression is only evaluated between 
interations of the entire executing statement after DO. That is, 
if the statement after DO were a compound-statement whose 
statement-sequence adjusts the value of the condition in the 
expression, execution of that statement-sequence does not halt at 
the statement of adjustment; but rather after the entire 
statement-sequence has completed execution. The 
statement-sequence of a compound-statement in a WHILE statement 
is repeatedly executed (except as modified by a GOTO statement in 
the statement-sequence) while the Boolean expression remains 
TRUE. 



For example, the general form of a WHILE statement is: 



WHILE expression DO 
Statement 



Most WHILE statements will contain a compound-statement after the 
DO, and be of the general form: 



WHILE expression DO 
BEGIN 

Statementi ; 

Statement2; 

... 

Statementn; 
END 



Given a record-type declaration (ENTRY) containing a pointer-type 
field (NEXT), and a declared pointer-variable (LIST): 
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TYPE LINK = '"ENTRY; 
ENTRY = RECORD 

CHARACTER : CHAR; 
NEXT : LINK; 
END; 
VAR LIST : LINK; 

FOUND : BOOLEAN; CH : CHAR; 

A forward linked list of many dynamic records, created by 
NEW(LIST) calls, having had field values for CHARACTER and NEXT 
previously established, is easily searched for the record 
containing a specific value of CH by controlling the repetition 
of the IF statement with a WHILE statement that ceases iterations 
when either FOUND becomes TRUE, or the end of the list is reached 
when LIST = NIL. 



CH := 'B'; FOUND := FALSE; 

WHILE (NOT FOUND) AND (LIST <> NIL) DO 

IF LIST**. CHARACTER = CH 
THEN FOUND := TRUE 
ELSE LIST := LIST". NEXT; 



There are some important differences between the WHILE statement 
and the REPEAT statement. 

The statement in the WHILE statement, if it is to express more 
than one action, must be presented as a compound statement; and 
the repetitive statement is only executed after the condition of 
the expression is examined. 

In the REPEAT statement, the seguence of the repetitive 
statements need not be formed into a compound statement when 
there is more than one. Also, the repetitive statement-sequence 
in the REPEAT statement is executed at least once before the 
terminating condition is examined. 

The WHILE statement forms a loop where the condition is evaluated 
at the beginning of the loop; prior to ever executing it; (or 
prior to each interation); whereas the REPEAT statement forms a 
loop where the condition is evaluated at the end of loop, after 
each interation takes place. When the values of variables 
contributing to the value of the expression are indeterminable 
prior to the loop, use the REPEAT statement instead of the WHILE 
statement. The WHILE statement is used in a situation where the 
user has preset variables contributing to the value of the 
expression prior to entering the repetitive statement. 

For example, the previous example on the REPEAT statement called 
PROGRAM POWERS can be rewritten using the WHILE statement because 
the values used in the controlling expression are in fact known 
prior to the requirement for repetition: 



7-36 48-021 R01 5/82 



PROGSAM POWER ( INPUT, OUTPUT) ? 

VAR BASE, NUKBER, POWER, EXPO, VALUE s INTEGER; 

BEGIN 

READ(BASE, POWER); 
NUMBER := 1; 
EXPO := 1; 
WHILE EXPO < POWER DO 
BEGIN 

VALUE := BASE*NUMBER 

WRITELNCBASE, * **• ,EXPO, •=• ,VALUE ) ; 
NUMBER := VALUE; 
EXPO ;= EXPO+1; 
END; 
END. 



7.3.7 The WITH Statement 

It is often necessary to program frequent references to many 
fields within a variable of the record type. This occurs, for 
example, upon record initialization, and examination of or 
manipulation of the data in its fields. 

Pascal provides a special statement to facilitate these record 
field references, so that tedious and repetitious recoding of the 
record variable selector as a prefix to the record field 
identifier is not necessary in a field reference. This special 
statement is the WITH statement. 

The WITH statement specifies one or more record variable 
selectors, and a statement in which record fields of those 
records specified may be referenced without qualifying those 
references with the selectors of the record variables. 

The syntax of the WITH statement Is; 

WIIH-Statement 

> WITH > variable-selector > DO -> statement > 

I 



,< , <. 



where the variable-selector is that of a previously declared 
variable identifier of the record-type or a dynamic variable of 
the record-type. (See Section 5.4 on variable-selectors). The 
statement following "DO" may be, as is the usual case, a compound 
statement. 

The format of the WITH statement is, then, the keyword, WITH; 
followed by one or more record variable-selectors, each separated 
from the other by a comma; followed by the keyword, DO; followed 
by a statement, which may contain direct field references without 
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repeating their associated record-variable-selector as a prefix 
to the field references. 

The general form of the WITH statement is: 



WITH record-variable-selector DO 
Statement 



When the WITH controlled statement is a compound statement the 
general form is: 



WITH record-variable-selector DO 
BEGIN 

Statement 1y 
Statement2; 

• • • 

Statementn J 
END 



The effect of a WITH statement is to enlarge the scope or 
visibility of certain declarations. When there is only one 
record variable selector in a WITH statement, the scope of the 
declarations of field names of that record type is expanded to 
include the statement controlled by the WITH statement. Any 
other definitions of the same names that were available at the 
beginning of the WITH statement are overridden during the WITH 
statement. 

When there is more than one record-variable-selector specified in 
the WITH statement, the scopes of those variables are opened, and 
also nested, in the order in which they are listed from the left 
to right as indicated in the following WITH statement: 

WITH BEC1,REC2,...RECn DO statement; 

is equivalent to; 

WITH REC1 DO 
WITH REC2 DO 



WITH EECn DO statement; 

If REC1 and REC2 both have a field named FIELD, then a simple 
implicit reference to FIELD within the WITH controlled statement 
would refer to the field named FIELD in the record named REC2. 
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Because of the rules of nested scopes, in this case, where both 

records have fields of the same name, the user must explicitly 

reference REC1. FIELD to obtain the field named FIELD in REC1 in 
the WITH controlled statement. 

Execution of the WITH statement begins with the evaluation of the 
addresses of the record-variable-selectors listed in it. For any 
implicit references to those variables, it is assumed that their 
addresses are not being changed within the WITH controlled 
statement. Explicit references to what are nominally the same 
data may occur in the WITH controlled statement. Any computation 
which changes the variable address affects the explicit 
references but not the implicit references. 



The example given in Section 7.3.6 on 
thus be rewritten as: 



the WHILE statement can 



CH ;= 'B'; FOUND := FALSE; 

WHILE (SOT FOUND) AND (LIST <> NIL) DO 

WITH LIST" DO •CLIST'" selects a dynamic record variable> 
IF CHAEACTEP = CH CCHARACTER is field LIST". CHARACTER} 
THEN FOUND := TRUE 
ELSE LIST := NEXT; -CNEXT is the field LIST".NEXT> 

Some additional examples of the WITH statement selecting declared 
record variables and field references are given in Section 5.3.10 
on the record-type. 
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CHAPTER 8 
FILE-TYPE AND I/O 



8.1 INTRODUCTION TO PASCAL FILES 

Data that is maintained or processed in a form outside of the 
program and memory at run-time, is called a file. 

A Pascal program may communicate with its external environment by 
input and output (I/O) from and to files, declared as 
file-variables. Pascal programs may receive, display, or 
maintain information external to themselves. To temporarily 
process large volumes of data (internal file) or for that data to 
be retained from one program execution to another (external 
file), Pascal provides the ability to declare either internal or 
external file-variables. These file-variables are given names as 
Pascal identifiers, which are not the same as an OS/32 
file-descriptor. 

Pascal requires the user to define file-variables, their 
associatively required file-type, and use several standard 
predefined routines to perform I/O (input and output) on files. 

Pascal treats files as abstractions of magnetic tapes, i.e., 
sequential files; and also provides a special type of file for 
line-structured and text formatted data, which are called text 
files. 

A Pascal file is viewed as a sequence of components, all of the 
same component-type. Each component on the file may be any type, 
simple or structured, other than a file-type itself. That is, we 
may have a file of integers, reals, characters, arrays, or 
records, etc., but we may not have a file of files. 

Pascal also provides a t^xi; file containing component characters, 
utilizing text buffered I/O in blocks of up to 256-characters, 
and implicitly structured into variable-length lines, containing 
formatted integers, reals, or strings; where the "text file" of 
characters has a special property of an end-of-line marker 
between lines. 

A Pascal file component may be any type other than another file. 

A Pascal file is considered an open-ended collection of its 
components with an undetermined length, i.e., the declaration of 
a file-type or a file-variable does not predetermine the length 
of the file. However, the size and structure of each component 
is determined by the component-type of the file. At some points 
in time, the file may contain no components at all; in which case 
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the file is said to be empty. An end-of-file condition 
determines the end of data existing on the file, or the empty 
condition. 

The components in a file are accessed sequentially; at any one 
instance, only one component is directly accessible. 

Associating a file-type to a variable-identifier, declares that 
variable as a file-variable. Declaring a file-variable 
automatically introduces a Pascal entity called a file-buffer 
variable which is an internal variable of the same data-type as 
the component-type of the file. It is through this buffer, that 
each component of the file shall pass during input or output. If 
a file-variable, f, is declared; then the buffer variable is 
denoted, f*. The buffer variable can be viewed as a window 
through which the programmer can inspect (read) existing 
components of the file or append (write) new components to the 
file. The standard file handling procedures automatically obtain 
or send components from or to the file through this file buffer, 
i.e., the window is automatically moved as we access or append 
the next component to a file. 

Each file to be used within a program unit, must be declared in 
the appropriate VAR declaration section of a block, with the 
exception of the standard predefined text files, INPUT and 
OUTPUT. See Section 8.U below. 

Two distinctions are made of files. They may be external files 
or internal files. Files may exist either temporarily as an 
internal file, or more permanently as an external file. Both 
genre of files are declared as file-variables with their 
file-type in the VAE declaration part of a block (except for 
INPUT and OUTPUT). 

To differentiate an internal file from an external file, an 
external file name must be listed in the PROGRAM header 
file-name-list (see Chapter 9) and an external file must be 
declared in the VAR declaration part of the outermost block of 
the main program. An external file-variable is then global in 
scope as a global variable to the entire program (but external 
files are not visible to external modules, unless they are passed 
as arguments to VAR variable parameters of the modules). 

Examples are given in Section 9.1.1 on the file-name-list of the 
PROGRAM header and Section 9.2.2 on passing files to VAR 
parameters of KODULEs. 

An internal file may be declared in the VAR declaration part of 
any block, and therefore an internal file-variable declared 
within a module, procedure, or function VAR declaration part 
becomes local to that module, procedure, or function (similar to 
a local variable). A file-variable that is not listed in the 
PROGRAM header file-name-list but is declared in the outermost 
block VAR declaration part of the main program is an internal 
file and is global in scope to the program (similar to a global 
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variable). A file-variable which is to serve as an internal file 
must not be listed in the PROGRAM header f ile-name-list . 

File-variables may be passed as arguments to VAR variable 
parameters of modules, procedures or functions. They cannot be 
passed as arguments to value parameters of a routine. In fact, 
as modules are separately compileable units, file-variables 
declared in the main program, must be passed as arguments to VAR 
variable parameters of modules, in order for those file-variables 
to be referenceable in the module. 

The logical unit to which a Pascal file-variable name is 
associated is determined by the compiler. 

External files are assumed to exist prior to and after the 
execution of the program referencing them. The association of 
external files to logical units is governed by the position of 
the external file name in the PROGRAM header file-name-list, 
i.e., the first file is associated to logical unit 0, the second 
file to logical unit 1, etc., and with the maximum number of file 
names allowed in the file-name-list being 32, the last maximum 
file would be associated with logical unit 31 (see Chapter 9). 
At run time, the user must assign logical units that have been 
associated with Pascal external file-names to actual files prior 
to starting the execution of the user program task (see Chapter 
1). The associations of Pascal external file-names to logical 
unit numbers made by the compiler are listed in the 
compiled-program listing. 

Internal files do not exist prior to nor after execution of a 
program. Internal files have their contents created by the 
programmer, but are allocated and assigned as OS/32 temporary 
files by compiler-generated code in the user program when the 
block in which they are declared becomes activated. Likewise, 
they are destroyed (deassigned and deallocated) when the block 
becomes inactive. As internal files are treated as any other 
variable local to a given routine, "n" recursive calls on a 
routine which declares an internal file will cause the attempt to 
create "n" internal files. The compiler assigns an internal file 
to any logical unit available at the time the routine containing 
the declaration of the internal file becomes activated. If no 
free logical unit is obtainable in the established user task, a 
run time error occurs. 



8.2 The FILE-TYPE 

A Pascal file-type is a structured data-type which is considered 
a sequence of possible components, whose data type is the 
component-type of the file. The component-type may or may not be 
itself structured, but it may not be the file-type. 

The syntax of the construct, file-type, is: 
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>FILE — >0F >coRiponent-type > 

I 
i 



V 



>file- type-identifier >| 



To establish a file-type, we first ascertain that either a Pascal 
predefined type-identifier or a previously defined component-type 
type-identifier is available to "type" or describe the components 
of the file. For example, a component-type type-identifier may 
be defined by; 

TYPE type-identifier = component-type; 

where the identifier on the left of the equal sign is the 
introduction of the name of the file's component-type, and the 
type on the right side of the equal sign is any type other than 
a file-type. For example an array-type and two component-types 
are defined below to be used in future examples: 

TYPE CHARS = AERAYt1..20J OF CHAR; 

{establish a record-type type-identifier> 
CLIENT = RECORD 

NAHE:CHARS; 
ADDR; CHARS; 
ORDERNO: INTEGER 
END; 
■Cestablish an array-type type-identif ier> 
ORDER = ARRAY [1..101 OF INTEGER; 

The introduction of a definition of a file-type type-identifier, 
still within the TYPE definition part is expressed as: 

TYPE file-type-identifier = file-type; 

where the identifier introduced on the left of the equal sign 
becomes the name of the file-type being defined; and the 
file-type is of the form "FILE OF component-type." 

Once the component-types are available, the file-types: 
CLIENTFILE, ORDFRFILE, and INITFILE may be defined as follows; 



TYPE 

CHARS = ARRAYM..20] OF CHAR; 
CLIENT = RECORD 

NAME:CHARS; 
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/»DDR:CHAE; 
OEDERNO:INTEGER 
FND; 
ORDER = ARRAY [1..10] OF INTEGER; 
CLIENTFILE = FILE OF CLIENT; 
ORDERFILE = FILE OF ORDER; 
INITFILE = FILE OF INTEGER; 

?r^ ./^!^.. INITFILE is using a standard predefined 
type-identifier, INTEGER, as a component-type. aeiinea 

A file must be declared in the same manner as a variable. 

ppnrptr f i^^ external file listed in the file-name-list of the 
PROGRAM header must be re-introduced in the outermost VAR 
declarations of the program block and typed with a file-type. 
InH !^r! ?!^ an internal file is introduced with a new identifier, 
and that identifier must be associated with a file-type within a 
VAR variable declaration, in any block. For example: 

VAR file-identifier : file-type; 

where the file-identifier prior to the colon is the name of the 
file, and the file-type is either a previously defined 

Tii^^^?f^^7i "^H^^'' ""^ °* ^^® ^°^'"= "FILE OF component-type". 
The file-identifier then becomes a file-variable. 

Every identifier that is declared to be a variable of the 
file-type, if it is an identifier of an external file, must also 
have that identifier listed in the file-name-list of the program 
header statement; whereas internal files need not have their 
names included there. 

n^TL-xTi^^x?^^^' "^^"^ ^^® file-type-identifiers defined above, 
CLIENTFILE and ORDERFILE, the following file-variables can be 

VAR OLDCLIENTS,^•EWCLIENTS : CLIENTFILE; 
OLDORDERS,NEWORDERS : ORDERFILE; 

Files to be passed to routines or external modules must use the 
above method to achieve identity of type between the argument 
file and the file-variable-parameter. 

If the file-types CLIENTFILE or ORDERFILE had not been previously 
defined, the file-variables can be declared if the component-type 
definitions ORDER and CLIENT are available. This would be 
accomplished then by the following examples: 

VAR OLDCLIENTS,KEWCLIENTS : FILE OF CLIENT; 
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OLDOBDEP.SrNEWOBDERS : FILE CF ORDER; 

Files which are not going to be passed to variable-parameters may 
use the above method, as file-variables have no other operations 
applicable to file-variables; othet than specifying their name as 
arguments to the Pascal I/O routines. 

If the component-types CLIENT or ORDER had not been available, it 
is also possible to declare the file-variable thusly: 

VAR OLDCLIENTS,NEWCLIENTS : FILE OF RECORD 

NAHE:CHARS; 
ADDR:CHARS; 
ORDERNO:INTEGER; 
END; 

OLDORDEES,NEWORDERS : FILE OF ARRAY[1..10] OF INTEGER; 

but it is usually preferable to define component-types 
separately, making component-type type-identifiers available to 
define the types of separately declared variables while also 
assuring Pascal type-compatibility between them and the file's 
components. 

Such file-variable declarations produce a special kind of 
variable called a file-buffer variable, which is the "identical" 
type as that of the file's component-type listed in the file-type 
definition. This file-buffer serves as storage to hold each of 
the file's components as they are transmitted between the file 
and the program. At any one raoraent, only one component at a time 
occupies and is available in this file-buffer. It is, therefore, 
the means of accessing the file's component and is ref erenceable 
by means of the construct, file-buffer selector. The syntax for 
selecting the file-buffer variable is: 

File- Buffs r tSglectot) 

> file-identifier > " > 

where the file-buffer selector consists of the file-variable 
identifier followed by an up arrow. That is, if a file-variable, 
f, is declared; the file-buffer variable is referencable as f. 

For example, in order to access the components of the previous 
file-variable examples (using RESET statements first to prepare 
the files for reading and which will, by definition, fetch the 
first component tif it exists on the file] into the file-buffer 
variable), we actually access the value in the file-buffer 
variable by the references specified by a file-buffer selector as 
shown in the assignment-statements below the RESETs; 
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■Cfile-va£iables only used in Pascal I/O routine calls> 
•Cor passed to variable-parameters of routines> 

RESET (OLDCIIENTS); 
KESET (NEWCLIENTS); 
RESET (OLDOEDEES); 
RESET (NEWORDERS); 

•tfile-buffer variables accessible for assignment > 



VARIABLE1 
VARIABLE2 
VARIABLES 
VARIABLES 



= OLDCIIENTS"; 
= NEWCLIENTS-"; 
= OLDORDERS"; 
= NEWORDERS-"; 



The file-buffer selectors, OLDCLIENTS'", NEWCLIENTS'", OLDORDERS'*, 
and NEWORDERS'", specify the file-buffer variables containing 
components from their respective files. 
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In summary, an entire Pascal file can be created 
by defining a component-type, defining a file-ty 
associating it with the component-type), 
file-variable name associated with a file-type ( 
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8.3 INPUT/OUTPUT ROUTINES 

Input and output from and to Pascal named files, (both Pascal 
non-text files and text files) is accomplished by means of the 
following predefined procedures: GET, PUT, RESET, REWRITE, READ, 
and WRITE; and the function EOF. The procedures PAGE, READLN and 
WRITELN and the function EOLN are additionally and especially 
provided for text files. 
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These procedures provide the detailed interaction ^ec^^^^^^ .^° 

communicate through the operating system, via the logical unxts 

associated to Pascal named files, to actual devices or disc tiies 
assigned to those logical units. 




EOF 

If f is a file-variable, the function EOF(f) returns the Boolean 
value of truP if the file f is positioned at its end-of-file, 
otherwise, the Boolean value of false is returned. When the 
impllci? form of EOF is referenced, without specifying a 
fi?e-variable f, the end-of-file condition on the textfile INPUT 
is queried. 

SESET 

If f is a file-variable, RESET(f) positions the file to its 
beginning for the purpose of reading. RESET prepares for queries 
on EOF(f). EOF(f) becomes false and the file is in a read-only 
Ttate uilLs the file is empty in which case f f <^> 5^-"^ J^^:* 
If the file is not empty, the file-buffer variable f is assigned 
the value of the first component of the file f; otherwise f is 
nSt defined. An automatic unprogrammable reset is performed on 
tpxtfile INPUT, whenever INPUT is listed in the user's PROGRAM 
h^aSer with similar preparations for EOF and INPUT-. Therefore, 

after a RESET, the programmer should ^^^^^11^ ^^^!E^,f ^S^„T °^^!' 

prior to reading a previously written textfile, INP"T or f , 

respectively, to make sure the file is not empty, or at 
"end-of-file". 



REWSISI 

If f is a file-variable, REWRITS(f) positions the file to its 
beginning for the purpose of writing and the file is m a 
write-only state. EOF(f) becomes true. 



Tf f is a file-variable, GET(f) advances the file to the next 
componLt of f, i.e., .he file-buffer variable ^^/J ^-^^-^.^J^ 
value of this component. If no next component exists, ^OF(f) 
becomes true and the value of f^ is undefined. That ^J' ^he 
resultant f^ after a GET(f) is defined only if EOF(f) is false 
pJior to the execution of GET(f). If ^°f«^ /^^^IJ^.^J^" J^^^^^ 
is attempted, a run-time error occurs. A file to which GET f is 
applied must be RESET prior to the first execution of GETCf) to 
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prepare that file for reading. If the file has not been reset, 
a run-time error occurs at the time GET(f) is attempted. 

RSI 

If f is a file-variable, PUT(f) appends the value of the buffer 
variable f^ to the file f. The file must be prepared for writing 
at first by a call to the standard procedure REWRITE prior to the 
first execution of PUT(f). If the file has not been rewritten, 
a run-time error occurs at the time the PUT(f) is attempted. If 
the file f was not empty at the time it was rewritten, calls to 
PTTT(f) will replace the values of the file components previously 
in existance. If the file f is at its end-of-file, i.e., EOF(f) 
is TRUE, then PUT(f) appends the contents of the buffer variable 
f" to the file. 



If V is a variable of type T and f is a file whose type is f_type 
= FILE OF T, then PEAD(f, v> will assign to v the contents of the 
current file component of f, i.e., f; and advance the file to 
the next component. That is, READ(f,v) is executed as if it were 
an invocation of this procedure; 

PROCEDURE READ_T<VAE ff: f_type; VAR xx : t); 
BEGIN XX ;= ff"; ctet(ff); END; 

READ is defined in this manner, to detail the fact that the 
variable v is passed to a vaiiailg-JBarajeier, xx, to which the 
file-buffer variable is assigned, thereby requiring Pascal 
"identity" of type between the component-type of a san-texifile 
and the variable being read into. For example, differing from 
the WRITE routine which allows "assignment -compatibility" between 
the expression written out and the component-type of the 
lian-lexjtf ilg f; the READ routine reading in from a FILE OF 
INTEGER can only read in an INTEGER, not into a variable of type 
BYTE, nor SHORTINTEGER. See WRITE routine below. 

Textfiles, on the other hand, are treated differently, allowing 
any type of integer variable, either BYTE, SHORTINTEGER, or 
INTEGER; or subrange thereof, to cause the reading in of a 
character-coded decimal literal-integer from a textfile. 
Textfile I/O calls on READ only require 
"assignment-compatibility" of type respective to whether 
characters, formatted integers, or formatted reals are to be read 
in. 



WHITE 

If f is a file-variable and x is an expression of the file 
component type, WRITE (f,x) will assign the value of x to buffer 
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variable f^ and append (or replace) the file component with the 
value of f . That is, 

WRITE (f,x) 

is equivalent to 

BEGIN f := x; PUT(f) END 

WRITE is defined in this manner, to detail the fact that the 
expression value x, (even if it is only a variable), need only be 
"assignment-compatible" to the component-type of the nfifl-lgxtfiiS 
f as the HEITF routine treats expression x as a vaiug-£arajneier 
and assigns it to f", thereby the requirement for 
"assignment-compatibility" of type between expression x and the 
component-type of non-textfile f. For example, differing from 
the arguments to a BEAD call, which require "identity of type to 
the file's component-type; calling the WRITE routine to output to 
a FILE OF INTEGER, would allow the expression x to additionally 
be of assignment-compatible type to the file's component-type, 
thereby allowing expressions of type BYTE, SHORTINTEGEB, or 
INTEGER with the smaller integers being elongated in the output 
stream as a full four-byte integer. 

Textfiles are treated differently, in that any expression of 
BYTE, SHORTINTEGEB, or INTEGER , or subranges thereof, would be 
output as a character-coded formatted decimal literal-integer. 
Textfile I/O calls on WRITE require of its expression arguments 
an "assignment-compatibility" of type respective to whether a 
character, string. Boolean value, formatted integer, or formatted 
real, is to appear on the textfile. 

Additionally, the predefined procedures BEAD and WRITE provide 
the flexibility of performing multiple read and write sequences 
in one call. The forms for using READ and WRITE for reading m 
multiple variables or writing out multiple expressions follow. 
Thp rules regarding type-compatibility are stated here as those 
required for non-textf iles. I/O for textfiles is described m 
the following Section 8.U. 

For non-textf iles, the procedure call READ (f , v1 , . . .vn) , where 
v1.,.vn are variables of "identical" type as the component-type 
of the file-variable, f, is the same as: 



BEGIN 

READ(f ,v1); 



READ(f ,vn) 
END; 

Likewise, for non-textf iles , the procedure call 
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WRITE{f,e1,...,en), where el. ..en are expressions of 
assignment-compatible" type to the component-type of the 
file-variable, f, is the same as: 

BEGIN 

WRITE(f,e1); 

WRITE(f,en) 
END; 

Although transparent in the user-level Pascal coding of a READ or 
WRITE procedure-call statement, the data being transferred 
between the file and either the variables or the expressions is 
actually being processed through the file's associated 
file-buffer variable, f*. That is, we READ(f,v) or WRITE(f,e), 
always specifying the non-textfile f as the first argument to 
READ or WRITE, and follow the file-identifier selector f with the 
varlable(s) or expression(s ) , respectively. There are no 
implicit forms for optionally dropping f, for READs or WRITEs to 
non-textfiles, as there are for textfiles. 

8. if TEXT FILES 

Pascal provides a special file-type for files whose components 
are characters containing character-formatted integers, reals, or 
(on output) strings of data within lines of text; to additionally 
provide efficiencies in displaying/processing text information. 
This standard Pascal file-type is denoted by the predefined 
type-identifier, TEXT. 

The type TEXT is equivalent to a FILE OF CHAR with a special 
property. This attribute is the addition of a line marker 
indicator and the buffering of character text information of up 
to 256 characters. Therefore, conceptually TEXT files are 
strings of characters interspersed with line markers and thereby 
organized into lines of arbitrary length. In practice, the 
implementation restricts the maximum length of any string between 
two line markers to 256 characters. 

Variables that are attributed to be of the file-type TEXT are 
file-variables; and these file-variables are referred to as text 
files. Although the physical text file I/O may occur in line 
lengths of up to 256 characters, the text file file-buffer 
variable f perform? as a window into the buffered text one 
character at a time. Each component, f, of a text file, f. is 
of CHAR type. 

A text file has its text subdivided into a sequence of lines. 
Each line contains zero or more values formatted in type CHAR, 
and each line is separated from the other by a line marker 
represented by an internal line control character (the space 
character) . 
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This is why a call on GET(f) or PUT(f), when f is a textfile, 
gets or puts one character at a time, through f into or from the 
text file line-buffering scheme. The READ/WRITE routines, wxthin 
lines, can format characters/strings(on output) and convert 
numerics into character-formatted entities from and to text 
files. Therefore, the READ/WRITE routines are defined in terms 
of equivalences using f and GET/PUT character interactions with 
the text file. The READLN/WRITELN routines also accomplish what 
READ and WRITE do, and additionally handle and direct vertical 
line control. 

The actual demarkation between logical records, breaks between 
cards, or carriage-return character on a terminal all serve to 
end a line, externally; and this end-of-line condition between 
lines is internally recorded on a text file to Pascal code by 
EOLN or EOLN(f) going true and the appendage of the internal line 
control character (a space) after the text of the line. 

The actual external end-of-line characters are seemingly 
transparent to the incoming data stream as some formatted data 
are read from a TEXT file. Reading formatted integers or reals 
from a textfile with READ or READLN skip leading spaces and line 
markers occuring prior to the numeric. However, a single 
character read attempt on a TEXT file when the text file-buffer 
variable window is positioned at a line marker returns the 
character space. That is, when programming text file 1/0, a 
character at a time, the space character serving as a line marker 
is viewable and must be programmed for as desired. Recognition 
of when line markers are occuring is supplied to the running 
program through the use of a standard function EOLN. EOLN(f) 
returns the value true and the file-buffer variable is a space 
character when the current character available from a text file 
is a line control character. As other spaces can occur in text 
file input, the line marker space character is that which occurs 
when EOLN becomes true. Otherwise, EOLN(f) is false. When a 
text file is empty, EOF(f) is true. 

Note: the maintenance and recognition of line markers is 
provided by the language only for files declared to be of type 
TEXT. Therefore a file f declared 

VAR f: FILE OF ARRAY 11. .256] OF CHAR; 
is not equivalent to 

VAR f: TEXT; 

The standard routines EOF, RESET, REWRITE, GET, PUT, READ and 
WRITE (described above in Section 8.3) all also apply to TEXT 
files. One additional predefined routine, PAGE, provides page 
ejection on text files. Three additional predefined routines are 
defined by the language to deal with the line markers. They are 
EOLN, READLN, and WRITELN as summarized below: 
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If f is a text file, EOLN(f) returns the Boolean value true if 
the file-buffer variable f" corresponds to the position of a line 
marker and false otherwise. 

SEADM 

If f is a text file, READLN(f) causes the window to be advanced 
to the beginning of the next line of the text file; bypassing any 
end-of-line line-marker of a previous line; i.e., the file-buffer 
variable f" becomes the first character of that line, after 
effectively skipping a line on the file. See Section 8.6 for the 
thorough details on the various forms and argument-lists that can 
be specified for reading from text files with READLN. 

IBIIEM 

If f is a text file, WRITELN(f ) terminates the current line of f 
by generation of a line marker; which will cause any previous 
WRITES having had their text buffered without any line-markers to 
appear on output on the line terminated by WRITELN. See Section 
8.8 for thorough details on the various forms and argument-lists 
that can be specified for writing to text files with MRITELN. 

PAGE 

Pascal offers the procedure PAGE to provide page ejection forms 
control during the writing to text files. Its predefined 
identifier is PAGE. The procedure call PAGE or PAGF(f), where f 
is a text file-variable, causes the OUTPUT file or the text file 
f, respectively, to advance to top-of-form. 

Calls on these four predefined routines EOLN, READLN, WRITELN, 
and PAGE are valid only with files of type TEXT. 

When used with TEXT files, the standard procedures READ, READLN, 
WRITE, and WRITELN may accept arbitrary numbers of arguments of 
certain various types, whereas when the READ and WRITE procedures 
are used with non-textf iles, the READ and WRITE routines may only 
accept arbitrary numbers of arguments of the same "identical" 
type to the "component-type" of the non-textf ile. 

Two standard file-variables arl predefined with the identifiers 
INPUT and OUTPUT so that vlhen present in a program header 
statement, they have the predeclared attribute of being text 
files. That is, the user can assume that the following implicit 
variable declaration is available: 



VAR INPUT, OUTPUT : TEXT; 



48-021 R01 5/82 8-13 



Listing either INPUT or OUTPUT or both as external files in the 
file-name-list of the program header causes the following actions 
to be taken by the compiler: 

• an implicit declaration of the subject file as a variable of 
type TEXT is made. 

• if the standard file INPUT is listed in the program header, 
code is generated to RESET that file prior to execution of any 
statements in the main body of the program. 

• if the standard file OUTPUT is listed in the program header, 
code is generated to REWRITE that file prior to execution of 
any statements in the main body of the program. 

When the standard file INPUT is listed in the program header, the 
standard routines EOF, EOLN , READ, and READLN may be referenced 
without a file-variable as an argument. The standard file INPUT 
is implicitly referenced in such calls. 

When the standard file OUTPUT is listed in the program header, 

the standard procedures PAGE, WRITE and WBITELN may be referenced 

without a file-variable as an argument. The standard file OUTPUT 
is implicitly referenced in such calls. 

Unless changed by a redeclaration of their identifiers for some 
other purpose and/or coupled with their extraction from use xn a 
PROGRAM header file-name-list, the identifiers INPUT and OUTPUT 
are normally used as text files. Certain file handling procedure 
call argument-lists that do not contain a file-variable imply 
that either the standard text file INPUT is meant for read 
operations (READ or READLN, respectively); or that the standard 
text file OUTPUT is meant for write operations (WRITE or WRITELN, 
respectively). Also both functions, EOF and EOLN, may be called 
without any argument to obtain the EOF or EOLN status on the text 
file INPUT. 

When the identifier INPUT is present in a PROGRAM header 
file-name-list, the standard text file INPUT is automatically 
reset by the compile-generated code at the beginning of the main 
program. This automatic reset, upon starting the user program 
task, causes the first component to be requested from the logical 
unit associated to file INPUT through the operating system. When 
the identifier OUTPUT is present in a program header 
file-name-list, the standard text file OUTPUT is automatically 
rewritten (given a REWRITE command) by compiler-generated code in 
thp user program. This implicit rewrite, upon starting the user 
program task, to the file OUTPUT occurs prior to execution of any 
statements in the main body of the program. 

In interactive applications, it is recommended that the standard 
textfile INPUT not be used as an interactive device, e.g. with 
th'=» file OUTPUT. Doing so may cause a misleading sequence of 
input and output requests the interactive device assigned to the 
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logical unit associated with file INPUT. Using any other text 
file name an an interactive device avoids this problem by 
allowing the user to control the reset operation. For an example 
of textfile interactive I/O addressing this problem inherent in 
the nature of Pascal definitions, see the last example of this 
chapter, in Section 8.9 on Data Transfer Examples. 

The standard procedures READLN and WBITELN are specifically 
provided for text files and can only be applied to text files; 
however, the standard procedures READ and WRITE, apply both to 
files and text files. PAGE only applies. to text files. 

8.5 READING FILES USING RESET AND GET 

In order to begin reading a file (other than text file INPUT), 
the standard procedure RESET is called. The effect of the 
procedure call RESET(f), where f is a file-variable, depends on 
whether or not the file is empty. If the file is empty, the 
internal file-buffer is undefined and the Boolean function EOF(f) 
becomes true. This is a condition which may be tested by the 
programmer and is why it is best to test EOF after calling RESET 
and before calling GET, READ, or READLN. If the file is not 
empty the internal file-buffer receives, or is assigned to, the 
first file-component available to the programmer for processing; 
and the Boolean function EOF(f) becomes false. Then to obtain 
the next and all subsequent components on the file the procedure 
call GET(f) may be used. For example, to read and process the 
components on file-variable, f; 

BEGIN 

HESET(f); CNote: this assigns the first component of f'*> 

WHILE NOT EOF(f) DO 

BEGIN 

• 

. (*process f**) 
VARIABLE:=f''; 
GET(f) 
END; 
END 



Therefore, the definition of the standard procedure RESET 
requires one ar^rument, as in RESET(f), where f is the identifier 
of a variable which is of the file-type. The procedure call 
RESET(f) where f is a file-variable, resets the current position 
of the file to the beginning of the file and assigns the value of 
the first component of the file to the file-buffer variable, f. 
The Boolean function EOFCf) yields false if the file, f, is not 
empty. If the file, f, is empty the file-buffer variable, f^, 
becomes undefined and EOF(f) becomes true. 

o RESET(f) is necessary for initialization before reading from 
the file, f. IThe textfile INPUT is automatically RESET.] 
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• Once RESET(f) has been applied to the file, f, it is 
considered to be in a "read-only" state; i.e., GET(f) may be 
used on f but not PUT(f). READ may be used on f but not 
WRITE, and if f is a textfile, READLN may be used but not 
WRITELN. 

The effect of the procedure call GET(f ) is to assign the value of 
the next available component on the file to the file-buffer 
variable, f. If the component exists on the file, the Boolean 
function EOF(f) remains false, and the component value is 
assigned to the file-buffer variable. If the component does not 
exist on the file, the Boolean function EOF(f) becomes true (a 
condition that can be tested by the programmer) and the 
file-buffer variable becomes undefined. Refer to the example 
above under the RESET procedure. 

Therefore, the definition of the standard procedure GET requires 
one argument, as in GET(f), where f is an identifier of a 
variable which is of the file-type. The procedure call, GET(f), 
operates as follows. If the Boolean function EOF(f) is false 
prior to the execution of the procedure call GET(f), the current 
position of the file, f, is advanced. If a "next-component" 
exists on the file, f, the component's value is assigned to the 
file- buffer variable, f, and the Boolean function EOF(f) remains 
false. If no "next component" exists, then the Boolean function 
EOF(f) becomes true, and the file-buffer variable becomes 
undefined. It is considered an error if the Boolean function 
EOF(f) is not false prior to an attempt to read the file with the 
execution of a GET(f). 

8.6 READING FILES USING READ AND READLN 

The standard procedure READ is called to input data from files. 
The file must have been given an initial RESET, (other than 
textfile INPUT), and the EOF of the file should be false. The 
syntax of the procedure call on the standard procedure READ is: 



READ 



> READ > parameter-list > 



a 



where the syntax of the parameter-list defined below requires 
different argument-list in the call, depending on whether READ is 
being applied to files other than text files or solely to text 
files. The READ statement must always specify the file-variable 
as the first argument in its parameter-list for non-textf iles? 
but for text files, it has two forms: to imply the textfile 
INPUT when the first argument is not a file-variable or to 
specify a textfile by using the file-variable as the first 
argument. 
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The syntax of the READ parameter-list, when applied to other than 
text files is: 

fiEAE-£aEfllfiiSE-lifii (for non-textfiles) 

> ( >f ile-variable > , >variable-selector > ) > 

I I 

In this case, the format of the call on READ, requires an 
arguraent-list corresponding to the above parameter-list. This 
list contains first, the file-variable identifier of the file to 
read from, followed by a comma, followed by one or more 
variable-selectors, each separated from the other by a comma. 
The data read from the file will be read directly into the 
variables specified by the variable-selector(s) , thereby the 
requirement for "identity" of type to the file's component-type. 

As noted earlier, the BEAD procedure call statement, depending on 
their various forms is defined as follows; where f represents a 
file, other than a text file, and v represents a variable; where 
each variable is of the "identical" type as the component-type of 
the file f. 



READ(f,v) is equivalent to: BEGIN 

v:=f''; 

GET(f ) 

END 

and 

READ(f ,v1,...,vn) is equivalent to: BEGIN 

READ(f,v1); 



READ(f,vn) 
END 

READLN is not used to read from non-textfiles. 

££i<iiii2 ££21 Pascal i£xjt£ilss s.Lih I£AD: 

The syntax of the READ parameter-list when applied to text files 
is different in that the file-variable, whose presence is 
optional, defaults to the standard file INPUT when a file is not 
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specified in the list. Also, the variable-selectors may denote 
variables of various certain types. When f is a text file the 
variables may be of the character-type (or a subrange-variable of 
host character-type), the integer-types (or a subrange-variable 
of host integer-type), or the real types, SHOBTEEAL or EEAL. The 
syntax of the READ parameter-list when applied to text files is: 

ISAD-ParaieieE-List (for text files) 

— y. ( >variable-selector > ) — > 

I "I I 

I II I 

V — >file-variable — > , ->| < # < V 

In this case, the format of the call on READ requires an 
argument-list corresponding to the above defined parameter-list. 
That is, the argument-list of READ contains first, although 
optional, a file-variable identifier of the text file to be read 
from, and, if present, is followed by a comma. Then this is 
followed by one or more variable-selectors, each separated from 
the other by a comma, and to which the data read in will be 
assigned. The entire list of arguments is enclosed in 
parentheses. 

The effect of the execution of the READ procedure call statement, 
depending on their various forms and the data types of the 
variables, is as follows. Where f stands for the text file, and 
V stands for the variable(s); and the variables are of 
"assignment-compatibility" JEfiSfiSctlve to the formatted integers, 
reals, or characters on the textfile: 

READ(f ,v1,.. . ,vn) is equivalent to: BEGIN 

EEAD(f,v1); 



READ(f,vn) 
END 

and 

READ(v1, .. . ,vn) is equivalent to: BEGIN 

READ(INPUT,v1); 



READ(INPUT,vn) 
END 



and the variables need only be of any integer-type, any 
real-type, or character-type respective to whether literal 
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integers, literal reals, or characters are being read in from the 
textfilG. 



For textfiles, ONLY if v is of £jiaEa£j;£E-i^Ee CHAR, (or a 
subrange-variable of host character-type), are the above textfile 
REflD(f,v) or READ(v) enacted by the following equivalences: 

READ(f,v) is equivalent to: BEGIN 

v:=f'*; 

GET(f) 
END 

and 



READ(v) is equivalent to: BEGIN 

v: = INPUT''; 
GET(INPUT) 
END 

The above definitions mean, each character on the textfile is 
read one at a time, and in inputting character-data from 
textfiles, no leading spaces or EOLN markers are skipped by the 
READ routine as it will do when reading formatted integers or 
reals on a textfile. While reading from Pascal textfiles a 
character at a time through a character-variable, every character 
occuring on the textfile is actually input, even a character for 
the EOLN marker (which although occuring on the textfile as a 
carriage-return is converted into a space character). This 
means, if the user did not program around the EOLN character in 
a loop reading characters from a textfile, and simply echoed a 
WRITE/MRITELN of the characters read in, and output them to a 
textfile, a space character would appear in that output wherever 
a carriage-return or other end-of-line was encountered in the 
input stream. 

READLN can also read characters from a textfile and is detailed 
below after READ. 

If V specifies a variable of integer-type (or a subrange-variable 
of host integer-type), a textfile READ(f,v) or implicit RFAD(v) 
(implying from textfile INPUT], causes the sequence of characters 
that form an optionally signed integer to be read from the text 
file, f or INPUT, respectively. The conversion of this external 
representation to an internal integer value takes place? and the 
integer value is assigned to the variable, v. Preceding spaces 
and end-of-line indicators are skipped. Reading stops when 
either the end-of-file is reached or when the file-buffer 
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variable, f*, contains a character that does not form part of an 

optionally signed integer. A run time error occurs if the 

sequence of characters does not form an optionally signed 
integer. 

READLN can also read formatted integers from textfiles and is 
detailed below after READ. 

Reading formatteji real njgmigrs fEomlgxt files; 

If V specifies a variable of REAL or SHORTREAL type, READ(f,v) or 
READ(v) [implying textfile INPUT), causes the sequence of 
characters that form an optionally signed real number to be read 
from the text file, f or INPUT, respectively. The conversion of 
this external representation to an internal real number takes 
place, and the real number is assigned to the variable, v. 
Preceding spaces and end-of-line indicators are skipped. Reading 
ceases as soon as end-of-file is reached or the file-buffer 
variable, f", contains a character that does not form part of an 
optionally signed real number. A run time error occurs if the 
sequence of characters does not form an optionally signed real 
number. 

READLN can also read formatted real numbers from textfiles and is 
detailed below. 

Dii£SESfl£SS bsiween READ/W£ITE an^ fifiADLN/MRIIELli: 

When applied to text files, the READ and WRITE procedures usually 
concern the input or output of data across a single line. 
Because text files are structured into multiple lines with an 
end-of-line (EOLN) line marker indicator separating the lines, 
Pascal provides the two standard procedures, READLN and WRITELN, 
for the specific purpose of handling the line marker on text 
files. On input, the EOLN condition requires the bypassing of 
the EOLN indicator. On output, an EOLN condition in the output 
data stream requires a mechanism to effect skipping to the next 
line of text. READLN and WRITELN perform these important 
functions. READLN and WRITELN, therefore, must only be applied 
to text files. READ also skips EOLNs prior to reading integers 
or reals, but not when reading single characters. 

On input, READLN, with an appropriate argument-list, will not 
only read the information on the line as the READ procedure does 
but will also advance the text file to the next line, making the 
first character of the next line the next available character to 
be read, or skipped. 

On output it must be noted, that for text files, data output by 
the WRITE procedures is actually buffered by the Pascal I/O 
scheme, and only the use of WRITELN, aside from a buffer-full 
condition, triggers the actual physical transfer of data to the 
text file. In effect, WRITELN causes the output by activating an 
SVC, (Supervisor Call) whereas WRITE does not. 
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Therefore, the user controls text file input or output and may 
specify, by judicious use of READ and READLN, and WRITE and 
WRITELN, the exact format of text transfer, both horizontally 
within a single line and vertically with multiple lines a 
particular data stream, output to a textfile. 

A description of HEADLN immediately follows and the description 
of WRITELN is presented following the procedure WRITE. 

Ee^^na iSxMlles.xi^h MhJlL& 

The syntax of the procedure call on the standard procedure 
READLN, which may only be applied to text files, is; 

READLN 



>READLN- 



V > parameter-list > 



The format of the procedure call on READLN, is the procedure 
name, READLN, optionally followed by a argument-list which 
corresponds to a READLN parameter-list. The effect of the 
execution of a READLN call, when no argument-list is present, is 
to scan over the remainder of a line of the input stream on the 
default file-variable, INPUT, bypassing the EOLN character and 
leaving the next available character for input at the first 
character position on the next line. A READLN call with no 
argument-list effectively provides a skip to next line on the 
text file INPUT. The syntax of the READLN parameter-list, which 
may only be applied to text files, is: 

fiEADLN-£a£aiSete£-List 

>, 

I 
I V 

— > ( >file-variable > , >variable-selector > ) — > 

I '* '" I 

1 i I I 

In this case, the format of the call on READLN requires an 
argument-list corresponding to the above defined parameter-list. 
That is, the argument-list of READLN, contains first, although 
optional, a file-variable identifier of the text file to be read 
from, and if present, followed by a comma (whenever one or more 
variable-selectors follow). Then this is optionally followed by 
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one or more variable selectors, each separated from the other iy 
a comma, and to which the data will be assigned. The entire list 
of arguments is enclosed in parentheses. When the file-variables 
is omitted, the default text file, INPUT, is assumed. When the 
file-variable is present in a BEADLN argument-list, but no 
variables are present, the effect of READLN is to skip a line on 
text file, f. The effect of the execution of the BEADLN 
procedure call statements, depending on their various forms and 
the data types of the variables is as follows; where f stands for 
the text file, and v stands for the variable(s). 



READLN 



is equivalent to: 



BEGl N 
WHILE NOT EOLN(INPUT) 

DO 

GET(INPUT);tscan line> 
GET( INPUT) Cbypass EOLN> 
END 



READLN(f ) 



is equivalent to: 



BEGIN 

WHILE NOT EOLN(f) DO 
GETCf ); 

GET(f) {bypass EOLN> 
END 



READLN(f ,v) 



is equivalent to: 



BEGIN 

READ(f ,v); 

READLNCf) 
END 



KEADLN(f ,v1,...vn) is equivalent to: 



BEGIN 

EEAD(f ,v1,.. .,vn) ; 
READLN(f ) 

END 



READLN(v) 



is equivalent to: 



BEGIN 

READ(INPUT,v); 

READLN 
END 



READLNCvl,. . .,vn) is equivalent to: 



BEGIN 

READ ( INPUT, v1,...,vn); 

READLN 
END 



In the above equivalence definitions, the 
the variableCs) vn depends upon the 
variable(s); as was described in detail i 
the READ routine applied to textfiles. Th 
need only be "assignment compatible" to t 
integers, reals, or characters on the tex 
For example, if v is of character-type, 
host character-type, one character on the 
in; if v is of any integer-type, BYTE, SH 
or subrange-variable of host integer-type. 



actual data read in for 
data types of the 
n the section above; on 
at is, these variables 
he legESSlive formatted 
tfile being read in. 
or subrange-variable of 
textfile may be read 
ORTINTEGER, or INTEGER; 
an optionally signed 
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integer on the ,textfile is read; if v is of any real-type, 
SHORTREAL or REAL'; then an optionally signed real number on the 
textfile is read. 

8.7 WRITING FILES USING REHEITE AND PUT 

In order to construct or write a file, the standard procedure 
REWRITE is used to position a file at its beginning component and 
put the file into a "write-only" state. The effect of the 
procedure call REWRITE(f), where f is a file-variable, is to 
rewind the file without actually erasing any previous contents of 
the file, f, externally. REWRITE(f) effectively makes file, f, 
appear empty having zero components. The Boolean function EOF(f) 
becomes true indicating the position is at end-of-file. The 
file-buffer variable, f, associated with the file f, becomes 
undefined. The next component written to the file by means of 
another standard procedure, PUT, would place that component in 
the first position on the file. All subsequent components 
written to the file by means of PUT would be placed at the end of 
the file in sequential order. For example, to prepare a file for 
writing, the user writes: 



REWRITE(f); 

and EOF(f) remains true while the file is used for output. 

Therefore, the definition of the standard procedure REWRITE 
requires one argument, as in REWRITE(f), where f is an identifier 
of a file-type variable. The procedure call REWRITE(f) where f 
is a file-variable, discards the current value of the file, f, so 
that a new file can be generated. The Boolean function EOFCf) 
becomes true and the file-buffer variable, f^, becomes defined. 

• REWRITE(f) is necessary for initialization of the file, f, 
before generating the file, f. [The textfile OUTPUT 
automatically recieves a REWRITE.) 

• Once REWRITE(f) has been applied to file, f, it is considered 
to be in a "write-only" state; i.e., PUT(f) may be used on f 
but not GET(f). WRITE may be used in f but not READ, and if 
f is a text file, WRITELN may be used but not READLN. 

To use PUT, to either write the first component to the beginning 
of the file or to append a new component at the end of a file, 
the programmer must first insure that data has been assigned to 
the internal file-buffer variable. For example, the user writes: 

f'*;= expression 

If file, f, has been prepared for writing by means of the 
procedure call REWRITE(f), and is in the write-only state, and 
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the file-buffer variable contains data to be written to the file 
as a file component, then the standard procedure PUT may be 
called. Then the effect of the procedure call PUT(f) is to 
physically append the current value of the file-buffer variable; 
f", to the file, f. The Boolean function EOF(f) remains true, 
and the value of the file-buffer variable, f, becomes undefined. 
Prior to the use of PUT(f), the condition of EOF(f) under any 
circumstances, either writing the first component or appending a 
new component, is true. For example, to generate a new file of 
the same component-type as the data elements in an ARRAY indexed 
by I from 1 to 100, the user may write: 



BEGIN 

REWRITE(f); 
WHILE EOF DO 
FOR I:=1 TO 100 DO 
BEGIN 

^1= ARRAY tl] ; 
PUT(f) 
END 
END 

Therefore, the definition of the standard procedure PUT requires 
one argument, as in PUT(f), where f is an identifier of a 
variable which is of the file-type. The procedure call PUT(f) 
operates as follows. If the Boolean function EOF(f) is true 
prior to the execution of the PUT(f), the value of the 
file-buffer variable, f*, is appended to thp file, f? EOF(f) 
remains true; and the file-buffer variable, f*, becomes 
undefined. It is considered an error if EOF(f) is not true prior 
to the execution of PUT(f) or if the file-buffer variable, f, is 
undefined prior to the execution of PUT(f). 

8.8 WRITING FILES USING WRITE AND WRITELH 

The standard procedure, WRITE, is called to output data to files. 
The file must have been given an initial REWRITE and EOF should 
be true. The textfile OUTPUT is automatically given a REWRITE at 
the beginning of any Pascal program listing OUTPUT in the Program 
header. The syntax of the procedure call on the standard 
procedure, WRITE, is; 



WRITE 

> WRITE > parameter-list > 

where the syntax of the parameter-list, defined in the WRITE 
procedure, requires a different argument-list in the call, 
depending on whether WRITE is being applied to files other than 
text files or to text files. 
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Miitina &q lassil files whicji a^LS nsa £s2Lt filss: 

The syntax of the WHITE parameter-list/ when applied to files 
other than text files is; 

WRITE -Parainej;er-List (for non-textfiles) 

> ( > file-variable > , > expression > ) > 

I 
I I 

|< , < V 



In this case/ the format of the call on WHITE requires an 
argument-list corresponding to the above parameter-list. The 
argument- list of WRITE, for non-textfiles must contain first, a 
file-variable identifier of the file to be written to, followed 
by a comma, followed by one or more expressions, each separated 
from the other by a comma; the entire list enclosed in 
parentheses. 

The effect of the execution of the WRITE procedure call 
statement, depending on their various forms, is as follows, where 
f stands for a non-textf ile, and e stands for an expression which 
is "assignment-compatible" to the component-type of the file, f: 



WRITE(f,e) is equivalent to: BEGIN 

f'"!=e; 
PUT(f ); 
END 



WRITE(f ,e1,.. .,en) is equivalent to; BEGIN 

WRITE(f ,e1); 



WRITE(f ,en); 
END 



WRITELN is not used to write to non-textfiles. 
Ifltina is Pascal iext f41g§ sit]} HUTE: 

The syntax of the WRITE parameter-list, when applied to text 
files, is different in that the file-variable, whose presence is 
optional, defaults to the standard file OUTPUT when not specified 
in the list. Also, instead of just supplying the expression 
whose value is to be output, the parameter-list for text file 
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WRITES allow expressions with additional formatting attributes 
specified. Therefore, following the optional file-variable, the 
parameter-list for text file WRITEs contains one or more 
write- parameters. 

Within the construct, write parameter, the user may format to a 
text-oriented file, such types of data as integer or real numeric 
data, character data. Boolean data, and string data. The syntax 
of the WRITE parameter-list, when applied to text files, is: 

HfilTE-PataraetgE-List (for text files) 

> ( >write-parameter > ) > 

I " '^ I 

i II i 

V >file-variable-> , — >| < , < v 

In this case, the format of the call on '"" TE requires an 
argument-list corresponding to the above defined parameter-list. 
That is, the argument-list of WRITE must contain first, although 
optional, a file-variable identifier of the text file to be 
written to, followed by a comma when present. This is followed 
by one or more write-parameters, each separated from the other by 
a comma with the entire list enclosed in parentheses. When the 
file-variable is not present, the file OUTPUT is assumed. 

Again, the effects of the execution of the WRITE procedure call 
statement, depending on their various forms, are defined as 
follows; where f stands for the text file-variable and pn stands 
for a write-parameter: 



WRITECf ,p1,...pn) is equivalent to; BEGIN 

WRITE(f ,p1); 



WRITE(f ,pn) 
END 



WRITE(p1,...pn) is equivalent to; BEGIN 

WRlTE(0UTPUT,p1); 



WRITE{OUTPUT,pn) 
END 



However, only when the write-parameter is an expression of type 
CHAR, with no formatting attributes specified for spacing the 
character in a textfile field, are the WRITE(f,p) or WRITE(p) 
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calls enacted by the following equivalences. 



HRITE(f,p) is equivalent to: BEGIN 

f'':=p; 
PUT(f) 
END 



WRITE(p) is equivalent to: BEGIN 

OUTPUT'^:=p; 
PUT(OUTPUT); 
END 



The various forms of write-parameters are defined below, and the 
prose and examples describe how write-parameters appear on the 
external textfilefe in formatted textfile fields. 



The syntax of a write-parameter is: 
Wrlte-Pajcameter 



>| 

I I 
I V 
•>expression1 >: — >expression2 >: expressions > 

I 

V >| 



where expressioni is the expression whose value is to be written 
to the text file. 

Expressioni may be of any integer-type, or character-type, or 
subrange thereof, or any real-type. Boolean-type, or string-type. 
Expression2 is an integer-type expression specifying the 
field-width parameter, total-width; and expressions is an 
integer-type expression specifying the field-width parameter, 
fractional-digits. This last field applies only when expressioni 
is real-type data. Total-width means the number of character 
positions to be occupied on the output file, in a textfile field. 
Fractional digits means the number of character positions to be 
occupied by the fractional portion of a real number to be 
displayed in a textfile field. 

Formatting data to a text file is dependent on the form of each 
write-parameter given as an argument to WRITE, (or WRITELN). In 
accordance with the syntax graph above for "write-parameter", a 
write-parameter may be specified by? 
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expression 

expression : total-width 

expression : total-width : fractional-digits 

where the value of the expression is to be formatted and written 
to a text file and that sXEEgSsionJ. may be of tyi^e: 

CHAB -Ccharacter data> 

ARRAY[i..j] OF CHAR -Cstring-type dataJ 

BOOLEAN -CBoolean-type dataJ 

BYTE, SHORTINTEGEE, or INTEGER tinteger-type data> 
REAL or SHORTREAL treal-type data> 

The toial-ai^ll and ftlSiional-^iaits expressions are of any 
integer-type; and specify a number of field positions: 

total-width 

specifies the exact number of character positions to be 
written, i.e., a minimum field width. When representation of 
the value of the expression requires more positions than 
total-width, the output field is expanded to get the value 
written, regardless of an inadequately specified total-width 
(except for Booleans and strings). If representation of the 
value of the expression requires less positions than 
specified in total-width, an appropriate number of spaces are 
written to the left of the representation, i.e., the value is 
usually right-justified within the field width specified by 
total-width (except for scientific notation of reals). 

fractional-digits 

specifies the number of decimal digits of precision to be 
displayed in the output of a real number; and only applies to 
reals. 

See examples, below. Note that the examples below, call the 
WRITE routine to demonstrate text file formatted output to a 
textfile field. Executing the examples as shown and in sequence 
using WRITE would actually produce the textfile fields side by 
side, not one per line. However, replacing the calls on WRITE 
with calls on WRITELN produces the example outputs on one per 
line. The text file-variable is represented by f, and if omitted 
implies the file OUTPUT. 
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^MKi:tg-Ea£Slgters formatiiiia £lia£a£tjg£-tj[Ee data to iext f iles> 

If the expression to be output is character-type data, and no 
total-width is specified in the write-parameter, the default 
value of total-width is one/ i.e., a single character is written. 
If total-width is specified in a write-parameter for 
character-type data, the representation written to the text file, 
is ("total-width" - 1) spaces followed by the character value of 
the expression; i.e., the single character is displayed 
right- justified in a field of total-width positions. 

For example, given the declaration: VAR CH:CHAR; and CH := *K'; 



WRITECf ,CH) 
WRITE(f ,CH:1) 
WRITE(f ,CH:2) 
WRITE(f ,CH:3) 
WRITE(f,CH:10) 
WRITE(f , 'B'tlO) 





|col 
1 


umni 


of textfile field 




1 

V 






produces: 


A 






produces: 


A 






produces: 


A 






produces: 


A 






produces: 






A 


produces: 






B 



-(=l[£ite-£arai£t££g £££inat£in<2 s:t£in2-iX££ ^at^ ^o tgjct £il£S> 



If the expression to be 
total-width is specific 
value of total-width is n 
string. The string ma 
variable of the typ 
single-dimensioned char 
total-width is specified 
data, the representat 
("total-width" - n) space 
string; i.e., the string 
of total-width position 
inadequate, the textfile 
truncated from the right. 



output is s 
d in the wr 
, i.e., the nu 
y be a lite 
e ARRAY 11.. j 
acter array 
in a write-p 
ion written 
s followed by 

is displayed 
s. If the 
field is not i 



tring- 


■type data, and 


no 


ite-paraineter, the defa 


ult 


mber of components in 


the 


ral-string, constant. 


or 


] OF CHAR, i.e.. 


a 


of 


n components. 


If 


arameter for string-type 


to 


the text file. 


is 


the n 


characters in 


the 


right- 


•justified in a fi 


eld 


total- 


•width specified 


is 


ncreased and the string 


is 



For example, given a declaration; VAR STRING: ARRAY 1 1 . .5] OF CHAR; 
and: 



STRING := 'HELLO'; 



Icolumni of textfile field 



WRITE(f, STRING) 
HRITE(f ,STRING:5) 
WRITE(f ,STRING:6) 
HRITE(f, STRING:?) 
WRITE(f, STRING: 10) 
WRITE(f, 'HELLO' :10) 
WRITE(f ,STRING:3) 
MRITE(f, 'HELLO' :1) 





V 


produces: 


HELLO 


produces; 


HELLO 


produces; 


HELLO 


produces: 


HELLO 


produces: 


HELLO 


produces: 


HELLO 


produces: 


HEL 


produces: 


H 
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If the expression is Boolean-typer th 
Boolean value of the expression is conv 
character strings 'TRUE • or 'FALSE' co 
If no total-width is specified in 
Boolean valued expression/ the default 
positions. If total-width is specified 
then the words TRUE or FALSE are prece 
spaces, i.e., the strings 'TRUE ' an 
right- justified in a field of to 
total-width is inadequately specified a 
the field width is not expanded a 
•FALSE' are truncated from the right. 



e internal for 
erted into the a 
rresponding to t 
the write-param 
of total-width 
and is greater 
ded by ("total-w 
d 'FALSE' are 
tal-width posit 
s less than 5 
nd the strings 



m of the 
ppropriate 
hat value, 
eter for a 
is five 
than five, 
idth" - 5) 

displayed 
ions. If 

positions 
'TRUE ' or 



For example, given the declaration: VAR FLAG, SIGN : BOOLEAN; 

and: 



FLAG 
SIGN 



:= true; 
;= false; 



WRITE(f ,FLAG) 
WRITE(f ,FLAG:5) 
WRITECf ,FLAG:6) 
WRITE(f ,FLAG:7) 
WRITECf ,FLAG:10) 



I column 1 of textfile field 
I 

V 

produces: TRUE 

produces; TRUE 

produces: TRUE 

produces: TRUE 

produces; TRUE 



WRITE(f ,SIGN) 
WRITE(f ,SIGN;5) 
WRITECf ,SIGN:6) 
WRITECf ,SIGN:7) 
WRITECf, SIGN:10) 



produces; FALSE 

produces: FALSE 

produces: FALSE 

produces: FALSE 

produces: FALSE 



WRITECf ,FLAG:3) 
WRITECf ,SIGN:3) 



produces: TRU 
produces: FAL 



WRITECf ,FLAG:1) 
WRITECf ,SIGN:1) 



produces: T 
produces: F 



WRITECf , FLAG, SIGN) 
WRITECf , SIGN, FLAG) 



produces: TRUE FALSE 
produces: FALSETRUE 



WRITE 

Cf,FLAG,' ',SIGN) 
WRITE 

Cf,SIGN,' ',FLAG) 

WRITECf , TRUE, FALSF) 



produces: TRUE FALSE 
produces: FALSE TRUE 
produces: TRUE FALSE 



WRITECf ,7>5) 
WRITECf ,25<=10) 



produces: TRUE 
produces: FALSE 



WRITECf, 

C7>5)ANDC25<=10)) produces: 



FALSE 
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<^iil-:itg-£arajaetgr§ fsriattlna iSteaer-iXBe data to text iiles> 

If the expression to be output is integer-type data, the decimal 
representation (in characters) of the integer value is output to 
the text file. If no total-width is specified in the 
write-parameter of an integer valued expression, the default 
value of total-width is ten, i.e., the integer is displayed 
right-justified in a field of ten positions (with insignificant 
leading zeroes suppressed; and if the value is negative, the 
integer will be preceded by a minus sign). If total-width is 
specified and is greater than the number of positions required to 
represent the integer; then ("total-width" - that number - 1) 
spaces will first be written. Then, if the integer is less than 
zero ( a negative) the character "-" is written, otherwise a 
space character (for positives) is written. Then the characters 
required to represent the decimal value of ABS(expression) will 
be written. If total-width is specified and is less than the 
number of positions required to represent the integer; the output 
field is expanded to get the integer written. For example: 

tDeclaring:> VAR IPOS, INEG : INTEGER; B:BYTE; SI : SHORTINTEGER ; 

■C£ assigning>IPOS ;= 32768; INEG := -IPOS; B := 255; SI := 32767; 

textfile field 
I 

V 

WRITE(f,IPOS) 
WRITE(f ,INEG) 
WRITE(f ,SI) 
WRITE(f ,B) 

WRITE(f ,IPOS:10) 
WRITE(f ,INEG: 10) 

WRITE(f ,IP0S:6) produces; 32768 
WRITE(f ,INEG:6) produces: -32768 

WRITE(f ,SI:6) produces: 32767 
WRITE(f ,-SI:6) produces: -32767 

WRITE(f ,IP0S:3) produces; 32768 

■Clf width specification inadequate, value gets written> 

WRITE(f ,INEG:3) produces: -32768 

WRITE(f ,MAXINT) produces: 2147483647 

Cexceptlon: large 10-digit negatives occupy 11 positionsJ 

WRITE(f ,-MAXINT) produces: -21U7U83647 ■Cexception> 

HRITE(f,25) produces: 25 
WRITE(f ,25:5) produces: 25 
WRITE(f ,25:2) produces: 25 

WRITE(f,-B) produces: -255 

HRITE(f ,-B:5) produces: -255 
WRITE(f ,-B:4) produces: -255 
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Icolumni of 

1 


produces: 


V 

32768 


produces: 


-32768 


produces: 


32767 


produces: 


255 


produces: 


32768 


produces: 


-32768 



cwEitfi-EflEsisisES ffitsiaiiinfl csal-iiBfi daia £2 £g3ct fil£§> 

If the expression is real-type data, (SEAL or SHOETREAL), the 
write-parameter given as an argument to WRITE (or WBITELN), may 
be expressed by any of the three forms; 

expression tfo'^ scientific notation> 

expression : total-width tfor scientific notation> 

expression : total-width : fractional-digits -Cfor fixed-point> 

If the expression is real-type data, a decimal representation (in 
characters) of the value of the expression is written to the text 
file. That value is rounded to the specified (or implied 
default) number of significant decimal digits of precision before 
being written to the text file. 

There are two formats in which reals may be displayed on a text 
file. They are a floating-point or fixed-point representation as 
follows. 

As Perkin-Elmer Pascal additionally provides the SHORTREAL type 
occupying half the storage as REAL, and containing fewer digits 
of precision; there are two different floating-point types of 
representation: one for SHORTREAL values and one for REAL 
values. 

• floating-point (or scientific notation) representation 
for SHORTREALs: sd.dddddddEsdd 
for reals: sd.dddddddddddddddddEsdd 

where s is indicative of sign, and d is a decimal digit. 

The display always starts in column 1 of a textfile field of 
total-width positions. The default field total-width for a 
SHORTREAL is 14. The default field total-width for a REAL is zn. 

In both REAL and SHORTREAL floating-point formats the following 
apply. The leading s for sign is the minus character - for 
negatives, but a space character (not the "+") is given for the 
leading sign character s of positives. 

That is, in both SHORTREAL and REAL seven positions are always 
occupied by the leading sign indicator s, the first digit d, the 
decimal point ".", and the ending exponent letter E, the 
exponent's sign character "+" or "-" and two digits of exponent. 

The letter E begins the exponent field, where sign is indicated 
by s, which is the character "+" for positive exponents (large m 
magnitude reals) or the character "-" for negative exponents 
(small in magnitude reals). Leading zeroes in the exponent are 
not suppressed. 
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For example, with a total-width default of 14 positions for the 
field, of a SHORTRESL, the default allows the number of digits to 
the right of the decimal point, to default to seven, i.e., 
total-width SHOETREAL default of 14, so 14-7 = 7 places after the 
decimal point. 

For example, with a total-width default of 24 positions for the 
field, of a SEAL, the default allows the number of digits to the 
right of the decimal point, to default to seventeen, i.e., 
total-width REAL default of 24, so 24-7 = 17 places after the 
decimal point. 

The user may specify total-width in the write-parameter of a 
real-valued (either REAL or SHORTREAL) expression, so the number 
of precision digits displayed following the decimal point may be 
at least one, and expand (display more digits than one past the 
decimal point) when the user-specified total-width increases from 
8 and up. When a write-parameter contains a user-specified 
total-width following a real- or shortreal -valued expression (and 
does not specify a fractional-digits field) the floating-point 
representation of the real number is output in a field of the 
user-specified "total-width" positions not the default widths. 

The exponential floating-point (or scientific notation) 
representation of reals or shortreals are written to text files 
with the following formatting action; i.e., the following 
sequence of characters are written: 

the sign character, "-" if expression < 0, otherwise a space; 

the leading decimal-digit character of the ABS(expression ) ; 

the character "." for a decimal point; 

the next ("total-width" - 7) digits of the ABS(expression) ; 

the character "E"; 

the sign of the exponent, "-" if exponent < 0, otherwise a "+"; 

the two digits of the exponent, with leading zero, if required. 

The other form for outputting real numbers is called: 

• fixed-point representation and is displayed in the form: 

sDDDDDDDDDD.dddddd 

where s is indicative of sign, either a space character for 
positives, or the character "-" for negatives; and D is a decimal 
digit of the integer part of a real number, and d is a decimal 
digit of the fractional part of a real number. The only form of 
the write-parameter that will direct the output of a REAL or 
SHORTREAL value to be written to a text file in fixed-point 
representation is: 

expression : total-width : fractional-digits 
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The number of displayed D's is determined by the magnitude of the 
value of the real-valued "expression". The number of displayed 
d's is determined by the value of the "fractional-digits" 
specified in the write-parameter. In this format, the 
representation of the real-valued expression, or shortreal-valued 
expression, is displayed right- justified in a field of 
"total-width" positions, where the field is filled on the left 
with as many spaces, as is required. 

The fixed-point decimal representation of real-valued 
expressions, either REAL or SHORTREAL (no difference, as the user 
specifies the output format), is formatted as follows, only when 
the user has specified "fractional-digits" in addition to 
"total-width" in the write-parameter. 

A minimum number of character positions, determined by the number 
of characters required left of the decimal point for the integer 
part of the magnitude of the value plus the specified number of 
"fractional-digits" plus one, will be computed. If the value of 
the "expression" is negative, one more is added to this minimum. 
If the specified "total-width" is greater than that minimum 
number of character positions so computed, then ("total-width" - 
minimum) spaces will first be written; i.e., where the 
total-width field specification and real value permit, the 
representation of the real is displayed right- justified within 
that field. If the expression is negative, the character "-" is 
next written to precede the decimal representation of the real 
number magnitude. Then, as many D decimal-digit characters as is 
required to represent the integer part of the real number are 
written, followed by the character ".", followed by 
"fractional-digits" d decimal-digit characters to represent the 
fractional part of the real number. If the total-width specified 
is inadequate, to at least represent the magnitude of the real, 
the field will be expanded to output a minimum representation of 
the real number. 

The following sequence of characters are written to a text file 
for the fixed-point decimal representation of a real-valued or 

shortreal-valued expression. 

e " 

if total-width >= minimum, ("total-width" - minimum) spaces; 

if expression < 0, the character "-"; 

the first integer digits of the decimal representation of: 

TRUNC(ABS(expression + 0. 5E-"f ractional-digits" ) 
the character ".", for a decimal point; 
the next "fractional-digits" digits of precision. 

For example, given the declarations: 

VAR PI,RP,RN,R1 ,R2,R3,R4 : REAL; 

SPI,SRP,SRN,SE1,SR2,SR3,SR4 : SHORTREAL; 
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and assigning values to these real-typed variables: 



BEGIN 
PI 
RP 
RN 
R1 
R2 
R3 
R4 

•Cand 
SPI 
SRP 
SRN 
SRI 
SR2 
SR3 
SRU 

END; 



3.141592653589793; 

MAXINT; 

-2.0E00; 

789.1025; 

6789.5; 

32768.66666666; 

-600000.75; 
the shortreals: > 
= PI; 

= MAXSHOETINT; 
= -2.0E+00; 
= 789.1025; 
= 6789.5; 
= 32768.66666666; 
= -600000.75; 



Then/ real-valued expressions may be formatted as 
write-parameters to be output to text file fields (with either 
WRITE or WRITELN): 



(* 
(* 



floating-point 
scientific notation 



*) 
*) 



WRITE(f,PI) 
WRITE(f ,PI:24) 

WRITE(f ,SPI) 
WRITE(f ,SPI:14) 



produces: 
produces: 

produces: 
produces: 



Icolumni of textfile field 
I 

V 

3.mi5926 53 58970027E+00 
3.im5926 5358970027E + 00 

3.1415920E+00 
3.1415920E+00 



•Coutputting REALs in floating-point representation} 



WRITE(f ,Pl5 


8) 


produces: 


3.1E+00 


WRITE(f ,Pl! 


9) 


produces: 


3.14E+00 


WRITE(f ,Pl! 


10) 


produces: 


3.142E+00 


WRITECf ,PI: 


11) 


produces: 


3.1416E+00 


WRITE(f ,Pl! 


12) 


produces: 


3.14159E+00 


WRITE(f ,PI: 


13) 


produces: 


3.1U1593E+00 


WRITE(f ,PI: 


14) 


produces: 


3.1U15927E+00 


WRITE(f ,PI 


15) 


produces: 


3.14159265E+00 


WRITECf ,PI 


16) 


produces: 


3.141592654E+00 


WRITE(f ,Pl! 


17) 


produces: 


3.1415926536E+00 


WRITECf ,PI 


•18) 


produces: 


3.1U159265359E+00 


WRITE(f ,PI 


!19) 


produces: 


3.141592653590E+00 


MRITE(f,PI' 


20) 


produces: 


3.1415926535897E+00 


WRITE(f ,PI 


21) 


produces: 


3.1415926 5358970E+00 


WRITE(f ,PI 


22) 


produces: 


3.141592653589700E+00 


WRITE(f ,PI 


!23) 


produces: 


3.1415926535897003E+00 


WRITECf ,PI 


!24) 


produces: 


3.14159265358970027E+00 


WRITE(f ,PI 


:25) 


produces: 


3.141592653589700270E+00 
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Coutputting SHORTBEALs in floating-point representation> 

Icolurani of textfile field 
I 

V 

WRITE(f ,SPI:8) produces: 3.1E+00 

WRITE(f ,SPI:9) produces: 3.mE+00 

WRITE(f ,SPI:10) produces: 3.142E+00 

WRITE(f ,SPI:11) produces: B.IUIfiE+OO 

WRITE(f ,SPI:12) produces: 3.14159E+00 

WRITE(f ,SPI:13) produces: 3.141592E+00 

WRITE(f ,SPI:1it) produces: 3. 14 15920E+00 

WRITE(f ,SPI:15) produces: 3 . HH59200E+00 

WRITECf ,SRP:m) produces: 3. 2767000E+0a 

•COther BEALs in floating-point forn>at> 



HRITE(f ,RP:16) 



produces: 2. 1U74836U7E+09 



WRITE(f ,RN:8) 



produces: -2.0E+00 



WRITE(f ,-2.0E3:8) produces: -2.0E+03 



WRITE(f ,R1:24) 
MRITE<f ,R2:2U) 
WRITE(f ,R3:24) 
WRITE(f ,R4:24) 



produces: 7.89102500000000040E+02 

produces: 6. 78950 00 000000000 OE+03 

produces: 3.27686 66 6666600009E+0U 

produces: -6.00000749999999972E+05 



(* fixed-point representation *) 



C REALS > 



HRITE(f ,R1 
HRITE(f ,R2 
WRITE(f ,R3 
WRITE(f ,R4 



24:4) 

24:4) 

24:4) 

! 24 : 4 ) 



Icolurani of textfile field 
I 

V 

produces: 789.1025 

produces: 6789.5000 

produces: 32768.6667 

produces: -600000.7500 



WRITE(f ,R1:14:2) 
WRITE(f ,R2:14:2) 
WRITE(f ,R3:14:2) 
WRITECf ,R4:14:2) 



produces: 
produces: 
produces: 
produces: 



789.10 

6789.50 

32768.67 

-600000.75 



C SHORTREALs > 

WRITE(f ,SR1:24:4) 
WRITE(f ,SR2:24:4) 
WRITE(f ,SR3:24:4) 
MRITECf ,SR4;24;4) 



produces: 
produces: 
produces: 
produces: 



Icolumni of textfile field 



I 

V 



789.1023 

6789.5000 

32768.6640 

-600000.7500 



WRITE(f ,SR1:14:2) 
WRITECf ,SR2:14:2) 
WRITECf ,SR3:14:2) 
WRITECf ,SR4:14:2) 



produces: 
produces: 
produces: 
produces: 



789.10 

6789.50 

32768.66 

-600000.75 



8-36 
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(* REAL results with inadequate field specifiers *) 

Icolumni of textfile field 
I 

V 

WHITECf ,RN:1) produces: -2.0E+00 
WRITECf ,RN:1:1) produces: -2,0 

WRITE(f ,R1:3:2) produces: 789.10 

WRITE(f ,R2:3:2) produces: 6789.50 

WRITE(f ,R3:3:2) produces: 32768.67 

WRITE(f ,Ra:3:2) produces: -600000.75 

(* SHORTREAL results with inadequate field specifiers *) 

WRITE(f ,SRN:1) produces: -2.0E+00 
WRITE(f ,SRN;1:1) produces: -2.0 

WRITE(f rSR1:3;2) produces: 789.10 

WRITE(f ,SR2:3:2) produces: 6789.50 

WRITECf ,SR3:3:2) produces; 32768.67 

WRITE(f ,SR4:3:2) produces: -600000.75 

The Write-paraireter need not specify the optional fields: 
total-width (or fractional digits for reals); when the default 
values suffice. 

For this implementation, the default values of total-width are: 



BYTE 


10 


SHORTINTEGER 


10 


INTEGER 


10 


SHORTREAL 


1U 


REAL 


2a 


BOOLEAN 


5 


GHAR 


1 



String Length (the number of characters in the string) 

Mritiaa tfi Psscal tg^t fiiss witn hritilnj 

The syntax of the procedure call on the standard procedure 
WHITELN which may only be applied to text files, is: 



>WRITELN- 



I 

I I 

i I 

V > pararaeter-list--->| 
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The format then of the procedure call on WRITELN, is the 
procedure name WRITELN followed optionally by an argument-list 
corresponding to a KRITELN parameter-list. The effect of the 
execution of a WRITELN call when no argument-list is present, and 
if no previous WRITES have been performed* is to output on the 
default file-variable OUTPUT an end-of-line indicator, which 
effectively produces a line-feed or skip to the next line on the 
OUTPUT file. The effect of the execution of a WRITELN call when 
no argument-list is present and if previous calls on WRITE still 
have information buffered for output is to output remaining 
information and then effect a line-feed or skip to the next line 
on the default file-variable, OUTPUT. 

The syntax of the WRITELN parameter-list, which may only be 
applied to text files, is: 

WKIIELN-£araiSter-Ijist 

> 

I 
I V 

> ( >file-variable > , >write-pararaeter > ) — > 

I — I 

I II I 

V >| < , < V 

In this case, the format of the call on WRITELN, requires an 
argument-list corresponding to the above defined parameter-list. 
The argument-list of WRITELN contains first, although optional, 
a file-variable identifier of the text file to be written to. If 
the text file is present, it is followed by a comma (whenever one 
or more write-parameters follow). Then this is optionally 
followed by one or more write-parameters, each separated from the 
other by a comma, the entire list enclosed in parentheses. When 
the file-variable is not present, the standard text file OUTPUT 
is assumed. The syntax and format of write-parameters are 
exactly as described in the previous information on the WRITE 
procedure's parameter-list. 

The effect of the execution of the WRITELN procedure call 
statement, depending on their various forms, are as follows; 
where f stands for the text file-variable and pn stands for a 
w rite-parameter: 

WRITELN produces the effect: outputs buffered text, 

if any, and skips line 
(sends EOLN indicator) 
to default OUTPUT. 

WRITELN (f) produces the effect: outputs buffered text, 

if any, and skips line 
(sends EOLN indicator) 
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to text file, f. 



WRITELN (f,p) 



is equivalent to: BEGIN 

WRITE (f,p); 
WBITELN (f) 
END 



WRITELN (f ,p1,. . .,pn) is equivalent to: BEGIN 

WRITE (f ,p1,.. .rPn) ; 
WRITELN (f) 

END 



WRITELN (p) 



is equivalent to: BEGIN 

WRITE (OUTPUT,?)? 
WRITELN 
END 



WRITELN (p1,...,pn) is equivalent to: BEGIN 

WRI TE( OUTPUT, p1,...,pn); 
WRITELN 
END 



In the above 
write-paramet 
expressions 
additional s 
for reals) th 
the above in 
specification 
to be output 
sequence TRUE 
to the outp 
output as the 
real/decimal 



equivalences th 
er(s), pn, depen 
within the write 
pecifications of 
at may be included 
Section 8,7 for de 
s regarding field 
as one character, 
or FALSE, string 
ut stream, and 
ir respective opti 
representations. 



e actual dat 
d upon the 
-parameter c 
total-width (a 
in the write- 
tails. Essent 
-widths would 
Boolean data t 
data to add th 
integer or rea 
onally signed 



a written 
data type 
onstruct 
nd fractio 
parameter, 
ially, th 
allow char 

be outpu 
at string' 

1 numeric 
character 



for the 

s of the 

and the 

nal-digits 

Refer to 
e default 
acter data 
t as the 
s sequence 
data to be 
integer or 



8.9 DATA TRANSFER EXAMPLES 

Data transfers with text files can be entirely programmed by the 
use of the standard procedures READLN and/or WRITELN. However, 
text files, depending on their user-planned input or output, may 
at times require using both READ and/or WRITE routines and the 
READLN and/or WRITELN routines. To illustrate the use of the 
combination of calls to READ and READLN or to WRITE and WRITELN, 
the following examples are offered. 

If a text file of sequential lines with its planned format to 
consist of four variables on each line, the first variable is a 
code, 1,2, or 3j the second variable is a character-type, 
integer-type, or real-type, respective to the first variable's 
code. The third variable also is a code, 1,2, or 3, and the 
fourth variable has the same method of typing as the second 
variable, respective to whatever the code of the third variable 
is. For example; 
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I VI I V2 I V3 I VU I 
I INTEGER I DATA | INTEGER | DATA | 
I CODE I I CODE \ I 



READ is used below to read in each variable from the line, and 
READLN is used when input is ready to advance to the next whole 
line. For purposes of simplicity/ it is assumed that the input 
data stream is on a previously written textfile (non-terminal) on 
the predefined text file, INPUT; i.e., so that no file-variable 
identifier is present in the READ or READLN procedure-calls; and 
an automatic RESET is performed on INPUT prior to executing any 
statements in the main program body. If the textfile to be read 
from is a terminal, I/O might not be controlled with a WHILE loop 
querying EOF. 

PROGRAM INDATACINPUT, OUTPUT); 

VAR CHARVAR ; CHAR; I, CODE, INTVAR: INTEGER ;REALVAR: REAL; 
BEGIN 

WHILE NOT EOF DC 
BEGIN 

FOR I := 1 TO 2 DO 
BEGIN 

READ (CODE) ; 
CASE CODE OF 

1: BEGIN READ(CHARVAR); -Cprocess character> END; 
2: BEGIN READ(INTVAR) ; Cprocess integer> END; 
3: BEGIN READ(REALVAR) ; {process real> END; 
OTHERWISE BEGIN WRITELN( ' ERR=' ,CODE ) END 
END; 
END; 
READLN; -Cadvance to next line> 
END; 



END. 



The above coding for textfile I/O would require the character to 
be read into CHARVAR to be immediately following the integer, on 
the external file, allowing for no space between them (as 
textfile READ does not skip leading spaces on a character-read as 
it does for reals and integers). But there must be a space on 
the textfile being read between the integer CODE and a real 
number to be read into REALVAR or between the integer CODE and an 
integer number to be read into INTVAR, and vice-versa between the 
data and a subsequent CODE; or the data could not be 
distinguished from the integer CODE, or vice-versa the CODE from 
the data. 

In the following example, the textfile is presumed to have been 
written (or input data positioned) such that one or more spaces 
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exist between the CODEs and data variables; and the planned 
format to be read is: 



I VI II V2 II V3 I I va I 

I INTEGER I I DATA | | INTEGER | | DATA j 
I CODE II II CODE I I I 



In the above diagram the data codes and data variables are 
depicted as having either a space or EOLN between them, such that 
the following reprogramming of INDATA would apply. 

PROGRAM INDATA2(INPUT, OUTPUT); 

VAR CHARVAR: CHAR; I,CODE,INTVAR; INTEGER ;REALVAR: REAL; 

CH:CHAR; 
BEGIN 

WHILE NOT EOF DO 
BEGIN 

FOR I := 1 TO 2 DO 
BEGIN 

READ (CODE) ; 
CASE CODE OF 
1: BEGIN 

CH : = ' ' ; 
WHILE CH = • 'DO 
BEGIN 

READ(CH); 
END; 
READ(CHARVAR); 
■Cprocess character> 
END; 
2; EEGIN READ(INTVAR) ; -Cprocess integer> END; 
3: BEGIN READ(REALVAR) ; Cprocess real> END; 
OTHERWISE BEGIN WRITELN( ' ERR=' ,CODE) END 
END; 
END; 
READLN; -Cadvance to next line> 
END; 



END. 



In the following example READLN suffices to bypass EOLN's after 
each line. Given a text file of sequential lines exists with the 
line format consisting of only two variables, a CODE and DATA; 
the line format is such that the first variable on a line is an 
integer code, 1, 2, or 3; and the second variable on the line is 
a character-type, integer-type, or real-type, respective to 
whatever the code of the first variable is. For example; 
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I V1 I 1 

IINTEGERI DATA | 
I CODE I I 



Only FEADLN is used after the CODE is obtained, and READLN 
accomplishes this specific application best. Again, for purposes 
of simplicity, the input data stream is assumed to be on the text 
file, INPUT. [The query on NOT EOF assumes INPUT is a previously 
written textfile, not an interactive terminal.] 

VAR CHAEVAR : CHAR; I, CODE, INTVAR: INTEGER ;REALVAR: REAL; 
BEGIN 

WHILE NOT EOF DO 
BEGIN 

READ (CODE) ; 
CASE CODE OF 

1 sREADLN(CHARVAR) ; -Cassuming no space prior charJ 
2:READLN (INTVAR); 
3:READLN (REALVAR) 
END; 
END; 
END; 

To illustrate the effect of the combination of uses of WRITE and 
WRITELN, the following example is provided. The standard text 
file, OUTPUT, is being used. The sequence of statements: 

WRITELN CS'); 

WRITE CA', 'B', 'O; 

WRITELN CD'); 

WRITELN; 

WRITELN CE', T', 'G'); 

would output: 

8 
ABCD 

EFG 

Another example; the sequence: WRITE ('MSG'); WRITELN; is 
equivalent to: 

WRITELN CHSG"); 



Both would output; 

MSG 
and advance to the next line of output. 
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Example; Interactive Textfile I/O 

It is possible to use Pascal standard textfile I/O to write 
programs which can be run either interactively or in batch mode. 
To do this, one must pay careful attention to the defined time 
order in which events happen by definition. Here is an example 
of a simple program which receives lines of input from the 
terminal and responds to them. 

The response to a command, for this example, is very simple; the 
program counts the number of occurrences of the letter "X" in the 
input command/ and reports it. The program can end in two ways; 
by reading a command line in which the last character is a 
period, or by reaching end of file on its command input. 

In this example implementation, LINE is a buffer controlled by 
the program, containing the command line. Because the line may 
be less than the maximum width, which is chosen to be 80 
characters, processing the line depends on knowing the value of 
LENGTH, which is the number of characters actually in the line. 
(It may be zero.) Procedure SCAN transfers characters from the 
text buffer to LINE; this procedure is designed on the assumption 
that it starts at the beginning of a line. 
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PROGRAM COUNTX(COMKAND, OUTPUT); 

CONST 

LINE_MAX = 80j 

TYPE 

LINE_INDEX = 1 .. LINE_MAX; 
LINE_INDEX_0 = .. LINE_MAX; 
LINE_TYPE = ARRAY ILINE_INDEX] OF CHAR; 

VAR 

LINE: LINE_TYPE; 
COMMAND: TEXT; 
LENGTH: LINE_INDEX_0; 
END_OF_INPUT: BOOLEAN; 

PROCEDURE SCANCVAR BUFF: LINE_TYPE; VAR BUFLEN: LINE_INDEX_0) ; 
BEGIN 

BUFLEN * — * 
WHILE (BUFLEN < LINE_MAX) AND NOT EOLN (COHHAND) DO BEGIN 

BUFLEN := BUFLEN + 1; 

READ(COMMAND, BUFF [BUFLEN] ) ; 

END; 
END; 

FUNCTION NUM_X(BUFF:LINE_TYPE; BUFLEN:LINE_INDEX_0) : LINE_INDEX_0; 
VAR I, XCOUNT: LINE_INDEX_0; 
BEGIN 

XCOUNT := 0; 
FOR I := 1 TO BUFLEN DO 

IF BUFF[I1 = 'X' THEN XCOUNT := XCOUNT + 1; 
NUM_X := XCOUNT; 
END; 

FUNCTION THRU(BUFF: LINE_TYPE; BUFLEN: LINE_INDEX_0) : BOOLEAN; 
BEGIN 
THRU := (BUFLEN > 0) AND (BUFF IBUFLEN J = ".'); 

END; 

BEGI N 

WRITELNC PLEASE ENTER A COMMAND LINE'); 
RESET(COMHAND); 
END_OF„INPUT := EOF (COMMAND ) ; 
WHILE NOT END_OF_INPUT DO BEGIN 
SCAN(LINE, LENGTH); 

WRITELN(NUM_X(LINE, LENGTH):5, • X*'S IN THIS LINE'); 
END_OF INPUT := THRUdlNE, LENGTH); 
IF NOT~END_OF_INPUT THEN BEGIN 
READLN(COMMAND) ; 
END_OF_INPUT := EOF(COMHAND) ; 
END; 
END; 
END. 
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CHAPTER 9 
PROGEAM, MODULES, PROCEDURES, AND FUNCTIONS 



9.1 PROGRAM AND PREFIX SYNTAX 

A Pascal main program consists of an optional source prefix of 

declarations, a program-heading, followed by a block and 

concluded by a period, its terminating full stop, and is formally 
defined by the syntax: 

Pro gram 

> prefix >| 

I 
I V 



> program-heading > block > . 

The Perkin-Elmer predefined Prefix is required for those programs 
utilizing the additional language extensions for operating system 
services, provided for by the predefined Prefix (see Section 10.3 
or Appendix N). 

The user also can modify the predefined Prefix or program a 
user-written prefix to declare a collection of constants, 
type-identifiers and externally available routines for a 
compilation-unit. 

A prefix can be placed ahead of either a program or a separate 
module heading. If the same prefix preceded a PROGRAM and a 
MODULE heading, then those declarations would be visible to both 
compilation-units. The context-free syntax of a prefix is: 

Prefix 



|< const definitions < |<- ; < — procedure-heading < 

I -. I 

V I V I 

^ 

I -* I 

t i I I 

|< type definitions < V (<- ; < — function-heading < V 
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The prefix consists entirely of declarations; it has no body; and 
does not form a block, although its declared identifiers have a 
global scope, to its subsequent code. 

The syntax of a prefix in Perkin-Elmer Pascal, consists of one or 
more Constant Definition parts, or one or more Type Definitions 
parts, and these parts may be intermixed; and may also have 
individual routine header declarations, separated by a semicolon. 
Once the routine PROCEDURE/FUNCTION header declarations begin, no 
further constant or type definitions may follow between them and 
the PROGSRH header, as part of the prefix. The prefix 
procedure-heading (Section 9.4.1) or function-heading (Section 
9.5.1) declarations, may occur in any order, (differing from 
Pascal ROO order restrictions) and declare their named routines 
as external routines using Pascal R01 linkage conventions for 
EXTERN routines. Use of the directives EXTERN or FORTRAN or a 
block definition is not allowed. 

The prefix constant-identifiers and type-identifiers become 
visible in scope from their point of introduction to the entire 
compilation unit. The prefix routine header declarations define 
external routine names and their parameter interfaces, making the 
routine names visibly callable in routine-invocations. Users who 
add to or alter the routine header declarations in the Prefix 
provided, must also generate or have available external routines 
of the same names, with corresponding parameter-lists, and link 
to their object code at task establishment time. Refer to 
Chapter 10 for details on the predefined Prefix and the language 
extensions available to programs that include the predefined 
Prefix. See Chapter 4 for constant/type definitions parts. 

The definition of the program-heading follows in Section 9.1.1. 
The definition of a block is discussed in Section 2.1.2 as a 
basic Pascal language concept and syntactically detailed in 
Section 4.1. An overview of the PROGRAM block and its routines 
is given in Section 9.1.3 and detailed throughout this chapter. 

Briefly, a block contains optional label, constant, type, 
variable, and routine-declaration parts, to declare statement 
labels and to declare identifiers as the names of constants, 
types, variables, and routines; and the block contains a body, 
which is an executable compound statement housing a sequence of 
executable statements which may operate on declared data. 



9-1.1 Program-Heading 

The syntax of the program-heading is: 

P roar ai -flgsiiiia 



> PROGRAM > identifier > file-name-list > ; > 
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The Identifier after the word symbol, PROGRAM, is the name of the 
main program, and if its identifier is longer than eight 
characters, the object program label, as listed in a OS/32 Link 
map, is truncated to the first eight characters. 

The file-name-list has the syntax: 
File- Name-List 

> ( > file-identifier > ) > 

I 

I I 

< ^ < y 



The file-identifier is the name of a file-variable which by 
virtue of its appearance in the file-name-list is an external 
file. It is a Pascal identifier, not an OS/32 file-descriptor of 
the form "voln:f ilename.ext". These user-specified file names 
(other than INPUT or OUTPUT) must also be declared as a file 
variable in the VAR variable declarations part of the outermost 
block of the main program. An external file is one which may 
exist prior to or after the execution of a user program. 

The format of the program-heading is the word PROGRAM, followed 
by the identifier of the program, optionally followed by the 
file-name-list, and separated from its block with a semicolon. 

The format of the file-name-list is one or more file-identifiers, 
each separated by a comma, with the entire list enclosed in 
parentheses. 

Any user-specified external file-identifier to be able to be 
referenced in the Pascal RESET, REWRITE, GET, PUT, BEAD, WRITE, 
READLN and WRITELN statements must be declared as a 
file-variable, a variable of the file-type; and must be listed in 
the main program file-name-list. No duplicates can be listed. 
The order in which the file-identifiers are listed determines the 
logical unit (lu) numbers of the external files (which the 
compiler uses in generating object code). That is, the first 
file-identifier is associated with lu 0, the second 
file-identifier is associated with lu 1, and so on. The maximum 
number of external files that can be listed in the file-name-list 
is 32. 

A sample of a program-heading with no file-name-list is; 
PROGRAM ACOUNTER; 

which establishes the identifier ACOUNTER as the name of a 
program with no external files to be used. Internal files could 
still be declared in a variable-declarations-part of any block 
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and used within its scope. A sample of a program-heading with 
the predefined text-file identifiers declared is; 

PROGRAM TRANSACT ( INPUT, OUTPUT) ; 

which establishes the predefined text files INPUT and OUTPUT as 
available file-identifiers. INPUT is assigned to lu and 
OUTPUT, to lu 1. If the program-heading were: 

PROGRAM TRANSACT (OUTPUT, INPUT); 

OUTPUT would be assigned to lu and INPUT would be assigned to 
lu 1. These are predefined text-file identifiers, and the user 
need not declare their type as TEXT, nor their identifiers as 
file-variable identifiers since this is assumed in Pascal. A 
sample of a program-heading with several user-named files, in 
addition to the predefined INPUT and OUTPUT textfiles, is; 

PROGRAM SOET(MASTER, UPDATE, INPUT, DELETE, OUTPUT); 

In this example, the user declares the identifiers: MASTER, 
UPDATE, and DELETE in the file-name-list, as external filenames. 
They also must be declared as file variables in the 
variable-declarations-part of the outermost block of the main 
program, unlike INPUT and OUTPUT. For example: 

PROGRAM SORTdNPUT, MASTER, OUTPUT, UPDATE, DELETE); 
VAR MASTER, UPDATE, DELETE:TEXT; 

BEG XN ... 

END. 

Other examples of declaring file-types other than text files are 
in Chapter 8. For files whose components are other than 
text-file information, a file-type other than TEXT must be used. 
For external files in the file-name-list, their file-variable 
declaration must take place in the outermost block of the main 
program. For example; 

PROGRAM UPDATER (HASTERFILE, CHANGEFILE); 

TYPE COMPONENTS = RECORD 

NAME; CHAR; 

IDNUM: INTEGER; 

END; 
VAR MASTERFILE,CHANGEFILE:FILE OF COMPONENTS; 
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BEGIN ... 
END. 



In this example the file variables MASTERFILE and CHANGEFILE, are 
declared and able to be referenced as external files. These 
identifiers have a scope similar to a global variable. Internal 
files are not to be declared in the file-name-list. Refer to 
Chapter 8. If the user only declares the file identifiers in the 
file-name-list of the program-heading and does not declare those 
identifiers as file variables in the outermost block of the main 
program, appropriate error messages are generated in the compiled 
program listing. 

To force the compiler to associate certain external files to 
particular logical units, dummy file-identifiers and associated 
file-variables could be specified. To enforce the association of 
MASTERFILE and CtfANGEFILE of the previous example to lu 2 and lu 
4, respectively, the following code names dummy files and 
declares external file-identifiers as file variables. 

PROGRAM UPDATE(DUMFILE1 , DUMFILE2, MASTERFILE, DUMFILE3, CHANGEFILE) ; 

TYPE COMPONENTS = RECORD 

NAME: CHAR; 
IDNUMj INTEGER; 
END; 
VAR MASTERFILE, CHANGEFILErFILE OF COMPONENTS; 
DUMFILE1:TEXT; 
DUMFILE2:TEXT; 
DUMFILE3:TEXT; 

BEGIN ... 

END. 



File variables, must be passed to an external module, as variable 
(VAR) parameters, not value parameters (see Section 9.2.2). That 
is, there is no file-name-list construct within a MODULE-heading. 

9.1. .2 Program Block and its Routines: Procedures and Functions 

Portions of the overall programming problem to be solved can be 
encoded into units called routines. Several Pascal programming 
considerations are: 



A main program constitutes the outermost block, in which the 
definition of a routine constitutes another block nested 
within the program block. This block structuring defines a 
scope, or area of visibility, in which a group of identifiers 
have their definition, visibility, existence, and use. 
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Declarations in the outermost block have a global scope, and 
declarations within a routine have a scope local to the block 
of that routine. Execution begins, after initializing the 
Pascal run time memory and internal system tables, by 
executing the body of the main program block. Activation of 
a routine block and execution of its body occurs upon a 
routine-invocation with a Pascal procedure-call statement or 
function-reference within an expression. 

A routine can be either a procedure that perforn^s an 
operation, or a function that computes a value. A routine can 
be internal in the main program or external to the main 
program. See Section 9.1.3 below on external routines. 

A routine declaration is encoded to define its name, and 
interfacing parameter-list, to be referenced later to invoke 
the routine. See Section 9.3 on routine declarations. 

A routine declaration becomes a routine definition when its 
block has become defined, or the nature of its location for 
the purpose of executing it, has been established by a 
directive. Procedure definitions are detailed in Section 9.4 
and function definitions are detailed in Section 9.5. 

Parameter data identifiers are specified in the parameter-list 
of the routine declaration so they can serve as vehicles to 
receive, be referenced, or transmit actual argument data when 
the routine is invoked. Parameter identifier's are not visible 
to outer enlosing blocks of the routine. They are visible to 
the body of the routine block and to any nested routines 
declared within the routine. There are four kinds of 
parameters: variable, value, formal procedure, and formal 
function. See Section 9.6.1. 

A routine invocation calls the routine into execution? 
activating the parameters and local data of the routine block, 
transfers execution control to execute the body of the routine 
block, after passing actual data arguments to the parameters 
of the routine. See Section 9.6.2 on routine invocation. 

Actual argument data or routine names are passed to the 
routine upon invocation. There are four kinds of arguments, 
respective to the kinds of parameters. They are variables, 
expressions, procedure-argument names and function-argument 
names. See Section 9.6.3 on argument specification. 

Compatibility of parameter declarations in a routine 
declaration and the arguments specifications in a routine 
invocation must be enacted by the programmer and is enforced 
by the compiler. See argument to parameter type-compatibility 
rules in Section 9.6.5. 

The environment of an invocation determines which set of data, 
that identifiers are referring to, as currently viewable in 
scope, and currently existent due to local routine and 
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recursive calls, is actually passed to and received from a 
routine at its invocation. See Section 9.6.6. 

• Procedures or ' functions can be nested within a routine 
definition. See Section 9.6.7 on nesting routines. 

• A procedure or function can recursively call itself. See 
Section 9.6.8 on recursion. 



9.1.3 Routines and Modules External to the Main Program 

Other units of executable object code, aside from the main 
program, can be separately compiled (not necessarily by the 
Pascal compiler) and linked to the main program at task 
establishment time. This Pascal implementation provides several 
mechanisms for a main program to incorporate those other units 
within its scope; i.e., make their names ref erenceable and 
communicate through an interface defined by parameter-lists. Two 
actions are required to perform this function: 



the main program unit to which external code is to be linked 
must declare the name of the external routine and the 
interface to it through PROCEDURE or FUNCTION declarations 
(see Sections 9.3, 9.4, and 9.5). The interface is programmed 
through compatible parameter-lists, for modules (see rule 7 of 
Section 9.6.5), or adherence to Pascal linkage conventions for 
CAL routines (see Section 10.7), or Pascal-FORTRAN linkage 
conventions (see Section 10.8). Argument specifications in 
invocations of external procedure/function then must also be 
compatible to the foregoing parameter- list declaration (See 
rules 1 through 7 of Section 9.6.5). 

if the external routine is to be written in Pascal and 
compiled by the Pascal compiler, it must be encoded so the 
compiler will recognize that it is to be ref erenceable from 
another compilation unit. For this purpose, a compilation 
unit is available called a MODULE (see Section 9.2), so the 
compiler can ..differentiate whether it is compiling the main 
program or a module program unit and can generate appropriate 
linkage. Additional programming considerations are given in 
Section 9.2.2. 



Within a main program or a module, the declaration of an external 
routine informs the compiler that the block associated with that 
routine will be provided at task establishment time and it is to 
generate the necessary object code for linkage to the code for 
that block. 

Routines are made known as external in the source by replacing 
the routine block with an appropriate directive, either EXTERN or 
FORTRAN, described below. 
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A routine declaration that contains the EXTERN directive makes 
the routine name visible within its immediately enclosing block 
containing the declaration. The parameters in the declaration 
heading serve to specify the number and type of arguments 
expected when this routine is referenced. The compiler generates 
appropriate code calling sequences to permit linkage of a module 
or any other properly prepared external code body that conforms 
to the linkage conventions of this implementation. There is no 
cross compilation-unit type-checking in effect, so the user must 
assure that compatible parameter-lists are declared to effect 
proper interface linkage to MODULES, or adhere to Pascal linkage 
conventions for CAL written external routines declared with 
EXTERN. 

A routine declaration that contains the directive FORTRAN makes 
the routine name visible within its immediately enclosing block 
containing the declaration. The parameters in the declaration 
heading serve to specify the number and type of arguments 
expected when this routine is referenced. The compiler generates 
appropriate code calling sequences that permits linkage of a 
subroutine compiled by FORTRAN VII or any routine available in 
the mathematical functions of the FORTRAN VII RTL. There is no 
cross compilation-unit type-checking in effect, so the user must 
assure that appropriate parameter-lists are declared to effect 
proper interface linkage. 



9.2 MODULES 

A Pascal externally compiled routine, called a module, whose 
object code is to be linked to the main program at task 
establishment time is formally defined by the syntax: 



Module 



> prefix >| 

I 
1 V 



■> module-heading > block > . 



A module permits externally compiled Pascal code to be 
referencable from the main program or even from another module as 
a procedure or a function. This capability is useful in large 
applications that are advantageously programmed in a modular 
fashion. 

A module compilation-unit consists of an optional source prefix 
of declarations, its module-heading, followed by the module 
block, and concluded by a period, its terminating full stop. 

The module header must be preceded by the Perkin-Elmer predefined 
Prefix if the additional prefix language extensions provided by 
the predefined Prefix are referenced (see Chapter 10). The user 
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also can also write a prefix, so that if a main program were 
compiled with a specific prefix, its associated modules also 
would require compilation with that prefix if the modules were to 
have available any common constant, type, or routine 
declarations. D^'claring new prefix routine headers declares 
those routines as EXTERN external routines. 

The definition of the module-heading (except for the keyword, 
MODULE) is analogous to that of either the procedure-heading or 
the function-heading, depending on whether the external module is 
serving as an external procedure or an external function, 
respectively. A module-heading of a module which is a function, 
must additionally specify a function-value type-identifier. The 
syntactical structure of the parameter-list is also different for 
an external module than for internal routines in that a module 
parameter-list cannot contain a formal routine parameter 
declaration. Procedure and function names cannot be passed as 
arguments to external modules. 

Also, whereas the module-heading construct includes the semicolon 
that separates it from its block, the procedure-heading and 
function-heading syntax exclusively define the semicolon which 
separates the heading from its block as they may also be used to 
declare formal routine parameters. 



9.2.1 Module-Heading 

A module-heading defines the module identifier and its 
parameter-list, if parameters are to be defined. The 
module-heading also must define a function-value type-identifier 
if the module is designed and to be referenced as a function, as 
opposed to a procedure, from the calling program unit. The 
syntax of the module-heading is: 



Module- Heading 



■>l 



module- | v 

->MODULE->identifier — >parameter-list — > : — > type-identifier — >; 

The identifier is the name of the module and can be used in 
procedure-call statements or function references in the program 
to call the module when the module identifier has also been 
declared in a corresponding procedure or function routine EXTERN 
declaration in the main program. 

The format of a module-heading is the keyword, MODULE, followed 
by the identifier name of the module, optionally followed by a 
module-parameter-list (see graph below), optionally followed by 
a colon and function-value type-identifier (required if the 
module is a function), and separated from subsequent code with a 
semicolon. The colon and type-identifier of the module's 
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function-value is used only if the module is designed, declared 
and referenced as a function in the calling program unit. The 
colon and function-value type-identifier cannot be present if the 
module is designed and declared and referenced as a procedure 
from the main program. 

The syntax of the module-pararaeter-list is: 

l2daiS-Ea£Siete£-Itist 

>! 

I I 

III 11 t 

I I V IV V 

__>( >vAR >identifier— >: >UNIV >type-identif ier >) > 

I I 

I l<— . <— V I 



,< , < — V 

A module parameter-list, when present, defines the module 
parameter data by identifiers and their data types with 
type-identifiers. These definitions determine on which 
parameters the module can operate, and import actual data into 
either the value or variable parameters and also export changed 
values through those that are variable parameters. Each 
parameter is specified by its parameter identifier and its type 
identifier following the colon. 

The format of the module-parameter-list is a list of parameter 
declarations, each separated by a semicolon, with the entire list 
enclosed in parentheses. The format of a parameter declaration 
in a module-parameter-list is one or more parameter identifiers, 
each separated by a comma, followed by a colon and the 
type-identifier of the preceding parameter identifiers. These 
are optionally preceded by the keyword, VAE, when the 
parameterCs) represent a variable (to which the module can export 
a changed value). The parameter identifiers not preceded by the 
keyword, VAR, are those through which the module can import 
values but remain unchanged upon exit; i.e., value parameters. 
The colon and the type-identifier which follows either one or 
more parameter-identifiers defines the data type of the preceding 
parameters. The type-identifier can optionally be preceded by 
the keyword, UNIV, when the parameter identif ier(s) are of 
universal type, meaning the data-type checking is to be relaxed 
when passing actual argument data to UNIV parameters. UNIV typed 
parameters may receive an argument of the same si2e. With UNIV, 
only the argument-to-parameter compatibility of datum sizes is 
checked, not the actual data types. The entire sequence of 
either an individual or group value parameter declaration, or an 
individual or group VAE declaration, including their 
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type-identifier, is repeatable after the semicolon separator, and 
the entire parameter-list ends with a right parenthesis. 

A module is a Pascal routine compiled separately from the main 
program. The compiler generated object code of a module can be 
executed only by linking it to a main program. Declaring the 
module identifier as a procedure or a function EXTERN directs 
that this linkage is required by the main program. A module that 
has been designed and coded to be linked to a main program, may 
then itself become a calling program unit and declare other 
EXTERN modules. Communication of data between both the main 
program and the module, whether the module is ref erenceable as a 
procedure or function, occurs through the corresponding 
parameter-lists of the external module heading and internal 
procedure/function headings coordinated with the argument list of 
the procedure call or function reference. 

For details on parameters refer to Section 9.6.1. The specific 
difference between a module parameter-list and a routine 
parameter-list is that formal procedures and formal functions are 
not allowed in the definition of a module parameter-list. That 
is, the names of procedures or functions cannot be passed as 
arguments to modules. 



9.2*2 Module Declaration, Linkage Declaration, and Invocation 

The separately compiled Pascal code of a module is headed by a 
module-heading defining Its identifier and parameters followed by 
a block and concluding with a period. In both of the procedure 
or function general formats below, note that within a block the 
keywords LABEL, CONST, TYPE, and VAR (and semicolons) are not to 
be present if no definitions follow, whereas the keywords BEGIN 
and END must be present to form the body of the module. 

The general form of a module serving as an external Pascal 
procedure is depicted: 



■C Optionally precede the module-heading with any necessary 
TYPE predeclarations used within the heading and/or 
optionally include the predefined Prefix } 

MODULE NAME ( list of parameters with their types ) ; 
LABEL -Cdefine local statement-labels, if any> ; 
CONST -Cdefine local constants, if any> ; 
TYPE -Cdefine local types, if any> ; 
VAR -Cdefine local variables, if any> ; 
Coptionally define any local (nested) routines} 
BEGIN 

■C Body of module > 
END . 



The general form of a module serving as an external Pascal 
function is depicted as: 
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■C Optionally precede the module heading with any necessary 
TYPE prefix declarations used within the heading and/or 
optionally include the predefined Prefix > 

MODULE NAMEdist of parameters and types) :f unction type; 
LABEL Cdefine local statement-labels, if any> ; 
CONST -Cdefine local constants, if anyJ ; 
TYPE -Cdefine local typesrif any> ; 
VAR {define local variables, if any> ; 
■Coptionally define any local (nested) routines> 
BEGIN 

■C Body of module > 



NAHE := expression ? Cassign result to value of function? 

END . 



If the module is designed and ref erenceable as an external 
p rocedure , the module identifier and parameter-list also must be 
declared [usually in the routine declarations part of a block] in 
the calling program unit with a ppQcedure- hqi g.(}3.fig, followed by a 
semicolon, the keyword EXTERN, and another semicolon (see Section 
9.4 and 9.5). If the module is designed and can be referenced as 
an external function, the module identifier, parameter-list, and 
function value type-identifier similarly must be declared 
I usually in the routine declarations of a blockl in the calling 
program unit with a f un£il2Jl-hsa4ilifl followed by a semicolon, the 
keyword EXTERN, and semicolon" ( see Section 9. a and 9.5). When 
the module has its associated EXTERN declaration available in the 
routine-declarations part of a program block, its identifier is 
referenceable within the scope of that declaration, in a 
procedure-call statement or a function reference detailed in 
Section 9.6.2. Also, for prefix external routine declarations, 
see Section 9.1. The format of a routine invocation is: 



££2£e^£S-Cili or T}iRCtiQU-lS£.^L^SL£& 

> identifier — — -- — — - — -> 

I 

I I 

V — > argument-list — >| 

When invoking a module, the identifier is the name of the 
declared external module and the argument-list is a list, 
enclosed in parentheses, specifying the actual data to be passed 
to the module's parameters. Arguments are specified in a 
one-to-one correspondence to the module's expected set of 
parameters defined in the parameter-list of both the external 
module heading and associated internal procedure/function-heading 
EXTERN declaration statement. Refer to Section 9.6.3. 
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The compiler checks for argument compatibility to the 
parameter-list in the internal procedure/function-heading EXTERN 
declaration. No cross compilation-unit type-checking is 
performed between the parameter-lists of the associated 
procedure/function-heading EXTERN declaration and the external 
module-heading. The user must assure this correspondence as the 
compiler is performing separate compilations of the main program, 
or calling compilation units, and the called modules. 
Inaccuracies might result in run time errors. 

Uniquely identify external module (procedure or function) 
identifiers within the first eight characters because only the 
first eight characters are significant to the operating system 
link loader and when OS/32 Link is resolving external references. 
That is, the module name identifier, may be greater than eight 
characters, but only the first eight characters are used to form 
an actual extern/entry object label used for external object 
linkage. 

An example of a main program with several external modules 
performing tasks in segments follows. For each external module 
serving as a procedure, there is an associated EXTERN procedure 
declaration within the main program. In a system referencing 
external functions, for each external module serving as a 
function, there would be an associated EXTERN function 
declaration within the main program. 

When external files are to be visible and the file-variables are 
to be passed to an external module, they must be declared as 
variable (VAR) parameters in both the module-heading and the 
routine external declaration. 



Example: 



PROGRAM SYSTEMS ( FILED, FILE 1 ,FILE2) ; 
CONST ... 
TYPE ... 

VAR FILED, FILE1,FILE2:TEST; 

PROCEDURE SEGWENT1 (VAR FILED, FILE1 , FILE2 : TEXT) ; EXTERN; 
PROCEDURE SEGMENT2 (VAR FILE0,FILE1 : TEXT) ; EXTERN; 
PROCEDURE SEGMENTS (VAR FILE 1 ,FILE2: TEXT) ; EXTERN; 
BEGIN 



SEGMENT1 ( FILED, FILE1,FILE2); 
SEGMENT2( FILED, FILED; 
SEGMENTS ( FILE 1,FILE2); 



END. 
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Then each separate and individually compilable module would 
respectively be headed with the following module headers: 



MODULE SEGMENTKVAR FILED ,FILE1 ,FILE2: TEXT) ; 
MODULE SEGKFNT2(VAR FILE0,FILE1 :TEXT) ; 
MODULE SEGMENT3(VAR FILE1 ,FILE2 J TEXT) ; 



In this case, since FILE1 is an external file to be passed to 
each module as a VAR variable file-variable, it can be written to 
or read from in the body of either the main program or any of the 
modules. 



Example: 



RESET (FILED; 

READLN (FILE1,DATA„REC); 



or REWRITE(FILEI); 

WRITELN(FILE1 ,DATA_REC) ; 



Refer to Chapter 8 for further details on files and I/O. 

When the previously described system uses external files in both 
the program and modules, and the files and their file-variable 
identifiers are of a type other than TEXT, file-variable 
identifiers must be declared in the module-heading with their 
type. A prefix of at least the TYPE declarations is necessary so 
the file-variable parameter type is defined prior to the 
module-heading. A similarly structured main program that 
addresses more complex structured files can be depicted: 



PROGRAM SYSTEM2(FrLE0,FILE1,FILE2) ; 

TYPE NAHEARRAY = ARRAYt1..19J OF CHAR; 



ACCOUNTS 



DEPENDANTS = 



TYPE COMPONENTS = RECORD 

NAME ; 
IDNUM : 
END; 
RECORD 
IDNUa : 
COMPENS 
END; 
RECORD 
IDNUM : 
DEPNUH 
END; 
COMPS = FILE OF COMPONENTS; 
ACCTS = FILE OF ACCOUNTS; 
DEPS = FILE OF DEPENDANTS; 

VAR FILEO:COMPS; 
FILE1:ACCTS; 



NAMEARRAY; 
INTEGER; 



INTEGER; 
; REAL; 



INTEGER; 
INTEGER; 
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FILE2:DEPS; 

PEOCEDURE SEGKENTKVAR FILEO: COMPS; 

VAR FILE1: ACCTS; 

VAR FILE2: DEPS); EXTERN ; 

PROCEDURE SEGMENT2(VAR FILEO: COMPS; 

VAR FILE1: ACCTS); EXTERN ; 

PROCEDURE SEGHENT3(VAR FILE1: ACCTS; 

VAR FILE2:DEPS) ; EXTERN ; 
BEGIN 



SEGMENT 1( FILEO, FILE 1,FILE2) 
SEGMENT2(FILE0,FILE1 ); 
SEGMENTS (FILE 1,FILE2); 



•Cmodule invocation> 
•Cmodule invocation> 
•Cmodule invocation> 



END. 



Then each of the separate and individually compiled modules would 
be headed with the following module-headings after preceding each 
module-heading with at least a prefix that defines the 
type-identifiers being referred to in the module-heading 
parameter-list. 

A user-written prefix consisting of the following TYPE 
declarations should precede each example module-heading for 
SEGMENT1, SEGMENT2, and SEGMENTS prior to its separate 
compilation, even under a batch compilation: 



TYPE NAMEAERAY = ARRAY t1..19] OF CHAR; 
TYPE COMPONENTS = RECORD 

NAME : NAMEARRAY; 

IDNUM ; INTEGER; 
END; 



ACCOUNTS = 



RECORD 

IDNUM I INTEGER; 

COMPENS : REAL; 
END; 



DEPENDANTS = RECORD 

IDNUM : INTEGER; 
DEPNUM : INTEGER; 
END; 

COMPS = FILE OF COMPONENTS; 
ACCTS = FILE OF ACCOUNTS; 
DEPS = FILE OF DEPENDANTS; 



U8-021 R01 5/82 



9-15 



The following external module-headings refer to the above types 
by type-identifiers within the module parameter-list. 

MODULE SEGMFNTKVAE FILEOs COHPS; VAR FILE1:ACCTS; 

VAR FILE2:DEPS); 

MODULE SEGMENT2(VAR FILE0:COMPS; VAE FILE1:ACCTS; 

VAR FILE2:DEPS); 

MODULE SEGMENT3(VAR FILE1:ACCTS; VAR FILE2:DEPS); 

No prefix is needed if neither the module-heading nor the block 
of the module makes any references to prefix identifiers afforded 
by the predefined Perkin-Elmer Prefix or if the module-heading 
does not use user-specified identifiers for its parameter 
type-identifiers which would require the presence a user-written 
prefix. Note that SEGMENTS could have used a different prefix 
due to its module-heading not declaring FILED and not referencing 
COMPS. See Section 1.10 for sample examples on linking modules. 

When a module uses both the predefined Prefix and also requires 
type-identifiers to type its parameters* those type-identifier 
definitions cannot follow the Prefix containing routine header 
declarations but must be placed ahead of the predefined Prefix or 
at least ahead of the routine header declarations of the Prefix. 
(See syntax of prefix above in Section 9.1). 

For additional examples of modules and associative procedure 
declarations, see Section 9.4.3 on external procedures. 

For additional examples of modules and associative function 
declarations, see Section 9.5.3 on external functions. 

A subtle restriction regarding Pascal I/O is placed on the Pascal 
coding in a module, due to the fact that the module-heading does 
not allow a mechanism to declare whether the standard predefined 
Pascal text file identifiers are to be used or not. Because of 
this, the iJ!i£ii£it forms of the Pascal READ, WRITE, READLN, 
WRITELN, etc., statements are not available in a module. If the 
user wishes to program Pascal I/O to the textfiles INPUT and 
OUTPUT which have been declared in his main program header as 
external files and also do I/O to them in modules, then, INPUT 
and/or OUTPUT must be passed to VAR variable parameters of type 
TEXT listed in the module-parameter-list. Also, only the 
e xplici t forms (where the file- variable is the I/O routine's 
first argument) of the Pascal I/O statements are available in 
modules. The user must explicitly code the name of the VAR 
parameter-identifier, chosen to represent INPUT, as a 
file-variable in the READ, READLN, etc. read statements; or 
explicitly code the name of the VAR parameter-identifier, chosen 
to represent OUTPUT, as a file-variable in the WRITE, WRITELN, 
etc., write statements. 
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9.3 ROUTINE-DECLARATIONS 

Routines can be defined in the routine-declarations part of the 
declarations of any block/ prior to its main compound statement. 
A routine-declaration declares the identifier of the routine and 
parameter data and/ generally/ the block that operates on them. 
A routine-declarations part has the syntax: 



£otltijie-J2e£la£ations 



< ;< procedure 



I 
I V 
< ;< function 



A routine can be a procedure or a function. Each procedure 
and/or function declaration is separated (or ended) with a 
semicolon. Optionally the entire routine-declaration part of a 
block can be nonexistent. A routine declaration becomes a 
routine definition when its block (or its externality directed) 
has become defined. 



9.4 PROCEDURES 



A procedure declara 
that declares its i 
parameters (if any 
procedure is calle 
procedure also ca 
an external FORTRAN 
FORWARD procedure d 
replaced with a 
syntax of a Pascal 
and either a block 



tion generally co 
dentifying name 
), and a block th 
d from another 
n be an external 

procedure declar 
eclaration. In 
directive/ EXTER 
procedure is a pr 
or directive/ as 



nsists 


of 


and 


its 


at is 


to b 


place 


in 


EXTERN 


pro 


ation. 


or 


these 


cas 


N, FORTRA 


ocedure-he 


follows; 



a procedure-heading 
list of expected 
e executed when the 
the program. A 
cedure declaration, 
a forwardly defined 
es/ the block Is 
N, or FORWARD. The 
ading/ a semicolon/ 



Procedure 



> procedure-heading > ; >| 



1 — > 


EXTERN 


>| 


1 — > 


FORTRAN 


>| 


1 — > 


block 


— >I- 


I — > 


FORWARD 


>| 



--> 



The above procedure declaration is followed by a semicolon as 
defined by the routine-declarations syntax-graph in Section 9.3. 
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9.4.1 Procedure-Heading 

A procedure-heading declares the procedure identifier name and 
its interfacing parameter-list (when one is intended). The 
syntax of the procedure-heading is; 

£E2 c e du r e - H ea.^in a 

^ >| 

I I 

> PROCEDURE > identifier > parameter-list — > 



The format of a procedure-heading is the keyword, PROCEDURE, 
followed by the identifier of the procedure, optionally followed 
by a parameter-list. The procedure-heading can be used to 
declare/define a procedure in a routine-declarations part or to 
declare formal procedures as parameters inside a parameter-list. 

The optional path omitting the parameter-list in the above syntax 
graph must be taken in those procedure-headings heading the full 
definition of a previously declared FORWARD procedure. 

The identifier is the name of the procedure and can be used, (if 
visible in scope) , in subsequent procedure-call statements to 
call the procedure. This parameter-list syntax is: 



■> procedure-heading >l 

•> function-heading *■ — >| 



/— >| / >| I 

II II i 

I V I V V V 

-->(-- — >YAR >identifier— >: >UNIV >type-identif ier— >)-— > 

- -* I I 

I |<— , <— V I 

I I 

|< , < V 

A parameter-list when present defines the procedure's parameter 
data by identifiers and their data types with type-identifiers. 
No data type is necessary for a formal procedure, but if it is to 
receive a routine name, whose routine definition expects an 
argument list, then the formal procedure heading must define a 
compatible parameter-list. These parameter definitions determine 
on which parameter identifiers the procedure can operate or 
reference in its code. Parameters are vehicles for actual data 
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the procedure can import from or export to the place of its 
invocation. Parameters are declared in a parameter-list and are 
available for reference by the procedure in addition to other 
identifiers visible in its scope, such as: any existent global 
data; or any locally defined data in the routine's declarations 
section; or any data local to outer blocks. What is not visible 
to the routine are those identifiers of nested routines or of 
inner nested scopes. See Section 2.1.3 on scope. 

The format of a procedure parameter-list is a list of parameter 
declarations, each separated by a semicolon, with the entire list 
enclosed in parentheses. A parameter declaration can be a 
routine parameter, (a procedure-heading or function-heading in 
the graph); or a value or variable parameter represented by an 
identifier and following a colon, an identifier of its data type, 
A value or variable parameter group declaration has one or more 
identifiers, each separated by a comma with the entire group 
optionally preceded by the keyword, VAR, when the group is 
variable parameters not value parameters. Variable parameters 
represent variables (to which the routine can return a value). 
The value or variable parameter identifier (or group) is followed 
by a colon, and this is followed by a type-identifier 
establishing the data type of the parameter-identif ier( s) 
preceding the colon. The type-identifier optionally can be 
preceded with the keyword, UNIV, when the parameter identifier(s) 
are of universal type, meaning the data type-checking is to be 
relaxed when passing actual argument data in a routine invocation 
to UNIV parameters. UNIV type parameters may receive an argument 
of the same size. With UNIV, only the argument-to-parameter 
compatibility of datum sizes is checked, not the actual data 
types. See Section 9.6.1 for parameter declarations and 
definitions of value, variable, or formal routine parameters. 



9.4.2 Procedure Definitions 

The general procedure definition form within a declarations part 
of a block is depicted as follows. Within a block, note that the 
keywords LABEL, CONST, TYPE, or VAR and their separating 
semicolons are not to be present if no definitions are present. 
The keywords BEGIN and END must be present to form the body of a 
procedure. For an internal procedure definition, the block is 
defined after the procedure-heading, and separating semicolon; 

PROCEDURE NAME1 ( list of parameters with their types ) ; 
LABEL Cdefine local statement-labels, if any> ; 
CONST -Cdefine local constants, if any> ; 
TYPE -Cdefine local types, if any> ; 
VAR -Cdefine local variables, if any> ; 
-Coptionally define any local (nested) routines} 
BEGIN 

-C Body of procedure > 
END ; 
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For an external module that will serve as a procedure: 

PROCEDURE NA!!E2(list of parameters with their types) ;EXTERN ; 

For an external FOFTBAN subroutine that serves as a procedure: 

PROCEDURE NAME3(list of parameters with their types) jFORTBAN; 

For a forward declaration of an internal Pascal procedure; 

PROCEDURE NAWEadist of parameters with their types) ;FORWARD> 

Later in the same declarations part/ its block is defined: 



PROCEDURE NAME4; 

LABEL -Cdefine local statement-labels, if any>; 
CONST -Cdefine local constants, if any> ; 
TYPE -Cdefine local types, if any> ; 
VAR -Cdefine local variables, if any} ; 
Coptionally define any local nested routines} 
BEGIN 

C Body of procedure } 
END; 



Any Pascal procedure, to be callable from another place in the 
program, must be ^eglarg.g in a routine-declarations part of a 
block (and visible in scope) prior to its call. (External Prefix 
routine-declarations, globally visible in scope, are also 
callable. ) 

The declaration of an internal procedure can be a complete 
definition of the procedure consisting of the procedure-heading 
and its block, or the procedure-heading and a forward 
declaration. If the procedure definition is a forward 
declaration, it is first presented by the procedure-heading 
followed by the keyword FORWARD. If a routine is referenced 
before its block is completely defined, it must be introduced in 
this way. Later the routine can be completed by repeating its 
name, without its associated parameter-list, followed by its 
block. 

If the keyword FORWARD appears in a procedure declaration, the 
declaration of the procedure name is visible in the block 
containing the declaration. When two procedures mutually 
reference each other, first one must be forwardly declared in 
this way to be available by declaration to the second. Later in 
the same block there must be a deferred definition of the first 
procedure with the same initial identifier. This allows indirect 
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recursive programming. The two routines invoking each other this 
way are said to be mutually recursive. Refer to Section 9.6.8 
for information on direct recursion. 

If the directive EXTERN appears in a procedure declaration, the 
block containing its local declarations part and statement body 
will be provided by an external MODULE or other means; i.e., 
assembler level routine, which will be linked at task 
establishment time. 

If the directive FORTRAN appears in a procedure declaration, the 
body of that routine will be provided by a Fortran-compiled 
subroutine or assembler-level procedure using Pascal-FORTRAN 
calling conventions, that will be linked at task establishment 

time. 

Some examples of procedure definitions reflecting the use of the 
procedure-heading in program PROCDEFS are: 



PROGRAM PROCDEFS; 

VAR CHERtCHRR; -Cglobal variable declarations> 
L,M,N,P:INTEGER; Q,R,S:REAL; 

■(internal procedure definition> 

PROCEDURE XYZ<VAR X:REAL? Y ,Z! REAL) ; 
BEGIN 
X := y+Z; 

END; 

Cexternal procedure declaration> 
PROCEDURE ABC(ARG1 :CHAR);EXTERN; 

■Cexternal FORTRAN declaration} 
PROCEDURE DEF(A,B:INTEGER;VAR C,D:UNIV INTEGER) ;FORTRAN; 

■Cinternal procedure forward declarationJ 
PROCEDURE TEST1(PARAM:REAL);F0RWARD; 

■Cinternal declaration referencing TESTU 

PROCEDURE TEST2(PARAM:HEAL); 
VAR K:REAL; 
BEGIN 

K := 1.0 + PARAM; 

TESTKK); 



END; 
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Later in the same routine-declarations part of the block, the 
procedure, TEST1 , must be fully defined: 



PROCEDURE TEST1; 
VAS J:EEAL; 
BEGIN 



TEST2(J); 



END; 

These procedures can be referenced in the body of the main 
program with appropriate procedure-call statements, assuming the 
following global data definitions are available: VAB CHER:CHAB; 
L,M,N,P:INTEGEF; and Q,R,S:REAL.: 

BEGIN -C main program PROCDEFS > 

■Cassign values to CHER,L,H,N,P,Q,R,SJ 

• 

XYZ(Q,E,S); 

ABC(CHER); 

ABCCA'); 

DEF(L,M,N,F); 

TEST2(3.2); 

TESTKS.ae); 



END. 

Procedure XYZ is a simple procedure definition, importing a 
changeable variable parameter X, and two value parameters, Y and 
Z. Whichever argument is imported into XYZ for the parameter X, 
it will be exported with a changed value; i.e. X = Y+Z. The 
procedure invocation XYZ(Q,R,S); lists Q,R, and S as arguments to 
XYZ, and after execution, that procedure returns Q = R+S, and R 
and S remain unchanged. Although they could have been 
referenced, and had a local change of value as Y and Z within the 
routine XYZ, upon exit, R and S have the same values they had 
upon invocation of XYZ. 

In the example procedure declarations, procedure ABC represents 
the declaration of an externally compiled Pascal module with a 
value parameter ARG1 of character-type. Because ARG1 is a value 
parameter, the second call on ABC sends a literal-constant 
character 'A* expression as an argument to ABC. Procedure DEF is 
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an external FORTRAN routine with two value parameters, A and B> 
and two variable parameters, C and D. 

Because the procedures, TEST1 and TEST2, reference each other and 
both are visible and can be referenced from the body of the block 
containing their declarations; i.e., the main program, one of 
them must be represented in a forward declaration so the 
procedure identifier and its parameter interface are available to 
the other. Once the second procedure, TEST2, is defined, the 
forwardly declared procedure, TEST1, can be given its full 
definition by repeating its name; i.e., procedure-heading without 
parameter-list, and defining its block. This permits mutual 
recursion. Refer to Section 9.6.8 for information on direct 
recursion in Pascal. 



9.4.3 External Procedures 

Any user written procedure that is externally compiled as a 
Pascal module must be declared in the routine-declarations part 
of a block (other than prefix routines) and be visible in scope 
to be callable. This declaration must consist of a 
procedure-heading, specifying an identifier name and 
corresponding set of parameters, a semicolon, the word EXTERN, 
and a semicolon. 

Given a module that serves as a procedure, such as; 

MODULE FINDKATCH ( VALUE1 : INTEGER;VAR ENTRY:BOOLEAN) ; 
VAR I:INTEGER; TABLE:ARRAY [ 1..50 ] OF INTEGER; 
BEGIN 

•C Compute values for table, then: > 
ENTRY := FALSE; 
FOR I:=1 TO 50 DO 

IF YALUE1 = TABLEII] THEN 
ENTRY:= TRUE 
ELSE 

BEGIN END; 
END. 

In the routine-declarations part of a block of the calling 
program unit that will reference the module as an external 
procedure, FINDMATCH, it must be declared as an external 
procedure, such as: 

PROCEDURE FINDKATCH{VALUE1:INTEGER;VAR ENTRY: BOOLEAN) ;EXTERN; 

Any FORTRAN procedure externally compiled to be callable, must be 
declared in the routine-declarations part of a block. This 
declaration must consist of a procedure-heading, specifying an 
identifier name, and parameter-list (if any), a semicolon, and 
the keyword FORTRAN, and a semicolon. If an external subroutine. 
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written in and compiled by FORTRAN were: 

SUBROUTINE TRIANGLE( DATUM1 ,DATUH2,DATUII3 ) 

REAL DATUB1 

DOUBLE PRECISION DATUM2,DATUH3 

DATUH1 = (DATUM2*DATUM3)/2 

RETURN 

END 

Within the routine-declarations part of the block in which the 
external routine TRIANGLE is referenced or is to be visible, a 
declaration for the external FORTRAN procedure is specified as: 

PROCEDURE TRIANGLE(VAR XI iSHORTREAL; X2, X3 : REAL> ^FORTRAN j 

Then the external FORTRAN procedure would be referenceable in a 
Pascal procedure-call statement # as in the body of the following: 



PROGRAM LINKUPC INPUT, OUTPUT) J 
¥AR AREA:SHORTREAL; 

BASE:REAL; 

HEIGHT:REAL^ 
PROCEDURE TRIANGLE(VAR XI rSHORTREAL; X2,X3 :REAL) ^FORTRAN ; 
BEGIN 



HEIGHT:=4.5; 
BASE:=60.8? 



TRIANGLE (AREA, BASE, HEIGHT >; 
WRITELNCAREA1 IS •,AREA>; 



TRIANGLE(AREA ,7.3,8. 1); 
WRITELNCAREA2 IS ', AREA); 



READLN(BASE); 
READLNCHEIGHT); 
TRIANGLE (A RE A, BASE, HEIGHT J ; 
KRITELN {'AREAS IS*, AREA)? 
END. 

The FORTRAN data type DOUBLE PRECISION is equivalent to the 
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Pascal data type EEAL; and the FORTRAN data type REAL is 
equivalent to the Pascal data type SHORTREAL. 

Any assembler language procedure, to be callable from a Pascal 
program, must be declared in the routine-declarations part of a 
block, (other than prefix routines). This declaration must 
consist of a procedure-heading, specifying its identifier name, 
and parameters (if any), a semicolon, the keyword either FORTRAN 
or EXTERN, depending on whether the routine uses FORTRAN or 
Pascal calling conventions, respectively (see Section 9.U.2); and 
separating semicolon. 



9,5 FUNCTIONS 

A function is a routine that computes a value. The value e of 
function f is defined by an assignment operation. 



f := e; 



within the function block. Reference to f within an expression 
that is inside the definition of f, is interpreted as a recursive 
function call rather than a reference to a previously assigned 
value of f (refer to Section 9.6.8). For example, in an 
assignment statement within the block of the function-definition, 
such as: 



f := f + e? 



The function-value type-identifier and the type of the 
expression, e, must be of "assignment-compatible" types, and the 
function-value type-identifier, (i.e., the types allowed for 
function-values) must be scalar: ordinal or user-defined 
enumerations, or real, or pointer types; not the 
structured- types. 

A function declaration generally consists of a function-heading 
that declares its identifying name and its expected set of 
parameters, a function-value type-identifier, and a block or a 
directive which indicates that the block is elsewhere. A 
function-definition defines the block that is to be executed to 
obtain the function value when the function is referenced from 
another place in the program. 

A "function" in Pascal can be an internal function with its block 
immediately defined following the "function-heading;" or an 
external EXTERN function declaration, an external FORTRAN 
function declaration, or a forwardly defined FORWARD function 
declaration. In these latter cases, the block is omitted and 
replaced with a keyword specifying where the function declaration 
being presented, has its block defined elsewhere. The formal 
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syntax of a function in Pascal is a function-heading, 
semicolon, and either a block or a directive, as. follows: 



Function 



> function-heading > ; > 



> EXTERN >| 

I 

> FORTRAN >| 

I 
> block >| > 

I 

> FORWARD >| 



The above "function" declaration is followed by a semicolon, 
depicted in the graph of routine-declarations in Section 9.3» 



as 



9.5.1 Function-Heading 

A function-heading declares the function name identifier and its 
parameter-list, when one is specified, and the type-identifier 
that determines the data-type of the function's value. The 
syntax of the function-heading is: 



F unct ion-Heading 



■>l 

I 

V 



->FUNCTION->identifier — >parameter list->:->type-identifier- 



The identifier following the word FUNCTION introduces the name of 
of the function and it is used in any subsequent function 
references to call or invoke the function. The call specifies 
actual data arguments passed to its parameter-list, if a 
parameter-list is defined for the function in its 
function-heading; otherwise when no parameter-list is defined, 
the call must not supply arguments. The parameter-list syntax is 
discussed in Section 9.4.1 (where its syntax-graph also depicts 
a non-existant "parameter-list"); and the contents of 
"parameter-list" are detailed in Section 9.6.1 on parameter 
declarations. 

In the case of a function-heading having no parameter-list, the 
colon and function value type-identifier is also usually required 
in order to define the type of the function-value; (other than 
when a previously declared FORWARD function is becoming fully 
defined). 
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The optional path in the syntax graph of Function-Heading above, 
can only be taken, and must be taken, when coding the 
function-heading to introduce the full definition of a previously 
declared FORWARD function. 

It is good programming practice, to only declare data parameters 
of a function to be value parameters, not variable parameters; 
but the language of Pascal does allow variable parameters to also 
be declared in a function parameter-list. 

The format of the function-heading is the keyword, FUNCTION, 
followed by the identifier of the function, optionally followed 
by a parameter-list, followed by a colon. The colon is followed 
by a type-identifier which determines the data type of the value 
that the function will compute. 



9.5.2 Function Definition 

The general form of a function definition within a 
routine-declarations part of a block is depicted below. Note 
that within a block, the words LABEL, CONST, TYPE, or VAR, and 
separting semicolons are not to be present if no definitions are 
present; whereas the words BEGIN and END must be present to form 
the body of the function. 

For an internal function definition, the block is defined after 
the function-heading, and separating semicolon: 



FUNCTION NAHEKlist of parameters and types) :f unction-type; 
LABEL {define local statement-labels, if any> ; 
CONST -Cdefine local constants, if any> ; 
TYPE {define local types, if any> ; 
VAR -Cdefine local variables, if any J ; 
■C define any local(nested) routine declarations, if any > 



BEGIN 



•C Body of function > 



NAME1 := expression ; -Cassign result to value of functionJ 
END ; 



For an external module which will serve as a function reference: 
FUNCTION NAME2(list of parameters and types) : function-type;EXTERN; 

For an external FORTRAN routine to serve in a function reference: 
FUNCTION NAME3(list of parameters and types) :function-type;FOBTRAN; 
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For a function whose block will be forwardly defined: 

FUNCTION NAMEtKlist of parameters and types) :function-type;FOHWAHD; 

where later in the same declarations part, the function is 
defined by: 



FUNCTION NAPEtt; 

LABEL -Cdefine local statement-labels, if any}; 
CONST Cdefine local constants, if any> ; 
TYPE -Cdefine local types, if any>j 
VAR -Cdefine local variables, if any}; 
Coptionally define any local nested routines} 
BEGIN 

■C Body of function } 

NAHEU := expression ; Cassign result to value of function} 
END; 

When a forward declaration receives its actual block definition, 
the parameter-list, colon and function type-identifier, must not 
be respecified. 

Any user written Pascal function that is to be ref erenceable from 
another place in the program must be dec].are4 in a routine 
declarations part of a block (and visible in scope) prior to its 
reference. (External Prefix routine-declarations, globally 
visible in scope, are also callable.) 

A function declared in the outermost block of the main program, 
is globally visible for reference over the entire program unit. 
A function declared in a routine, as a nested routine within a 
routine, is locally visible for reference to the body of that 
routine and to any routines on the same level of nesting in that 
routine, and to any routines nested within itself. 

The declaration of an internal function can be a complete 
declaration consisting of the function-heading and its block, or 
it can be the function-heading and a forward declaration. If the 
function's block definition is a forward declaration, it is first 
presented by the function-heading, including its parameter-list, 
and semicolon, followed by the keyword, FORWARD, followed by 
another semicolon. If a function routine is referenced before 
its block is completely defined, it first must be introduced this 
way. 

If the keyword FORWARD appears in a function declaration, the 
definition of the function name is visible in the block 
containing the declaration. Later in the same block, there must 
be a deferred declaration of the same function with the same 
name, followed by its defining block. 
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If the function is an external function, its block is replaced 
with either the directive EXTERN or FORTRAN. 

If the directive EXTERN appears in a function declaration, the 
body of that function will be provided by an external MODULE or 
other means; i.e., assembler level routine using Pascal calling 
conventions, that will be linked at task establishment time. 

If the directive FORTRAN appears in a function declaration, the 
body of that function will be provided by a FORTRAN-compiled, or 
assembler-level function using Pascal-FORTRAN calling 
conventions, such as a FORTRAN RTL math routine, that will be 
linked at task establishment time. 

Some examples of function definitions, reflecting the use of the 
function-heading, are specified in program FUNCDEFS: 

PROGRAM FUNCDEFSdNPUT, OUTPUT); 

TYPE REALAREAy=flRRAYl1..200] OF REAL; Ctype definitions? 

VAR I,LOW,HIGH:INTEGER; tgobal variable declarations? 

TPOINTS:REALARRAY; AREA,VOLUME,SIDE,DATAX: REAL; 

SOLUTION:REAL; 

■Cinternal function definition? 

FUNCTION TRULY_IN_RANGE(DATUM:REAL) :BOOLEAN; 
CONST LOWER=0.0; HIGHER=5.6E6 ; 
BEGIN 

TRULY_IN_RANGE := (DATUM > LOWER) AND (DATUM < HIGHER); 
END; 

{external function declaration? 

FUNCTION INTEGR AL(LO, HI: INTEGER; FARRAYrREALARRAY): REAL; EXTERN; 

■Cexternal function FORTRAN declaration? 
FUNCTION DSIN(RADIAN:REAL) :REAL;FORTRAN; 

■Cinternal forward function declaration? 
FUNCTION POLYNOMIAL(A,B,C,D:REAL;X:REAL) :REAL;FORWARD; 

FUNCTION CUBE(NUHBER:REAL):REAL; 
BEGIN 

CUBE := NUMEER*NUMBER*NUHBER; 
END; 

•CLater in the declarations, POLYNOMIAL must become defined:? 

FUNCTION POLYNOMIAL; 
BEGIN 
POLYNOMIAL := A*CUBE(X)+B*SQR(X )+C*X+D; 

END; 
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The above declared functions can be referenced? i.e.# called into 
execution, in the body of the program with function references as 
follows: 



BEGIH -Cmain program FUHCDEFSJ 
READ(DATRX); 
WHILE MOT EOF DO 
BEGIN 

IF TRULY_IN_EANGE(DATftX) THEN 

begin" 

CProcess DATAXJ 
LOW:=TRUNCCDATAX); 
HIGH:=EOUND(DATAX); 
FOB I:=1 TO 200 &0 
BEGIN 

TPOINTSIII ;= DSIN(DATAX); 
DATAX:=DATAX - 0.005? 
END; 
AREA := INTEGRAL(I,OW,HIGH,TPOINTS); 
WEITELNCAEEA); 
END; 
EEAD(DATAX) 
END; 



VOLUME := CUBE(SIDE); 

SOLUTION := P0LYN0HIAL(5. 4,4. 3, 2. 1 , 3. 2, DATAX) ; 



END. 



9.5.3 External Functions 

Any user written function externally compiled as a Pascal module 
must be declared in the routine-declarations part of a block 
(other than prefix routines) and be visible in scope to be 
referenceable. This declaration consists of a function-heading, 
(specifying its identifier name and corresponding 
parameter-list), a colon and function type-identifier), a 
semicolon, the word EXTERN, and another semicolon. 

Given a module that will serve as a function, such as: 

MODULE CHECKRANGEdNPUTDATAsREAL; 

VAR LOWRANGE,HIRAHGE: REAL): BOOLEAN; 

BEGIN 

IF (INPUTDATA > LOWRANGE) AND (INPUTDATA < HIRANGE) THEN 

CHECKRANGE := TRUE 

ELSE 

CHECKRANGE ;= FALSE; 
END. 
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Then/ in the routine-declarations part of the block in which the 
external function is referenced or is first to become visible in 
scope, it must be declared as an external function, such as: 

FUNCTION CHECKRANGEdNPUTDATAsREAL; 

VAR LOWRANGE,HIRANGE:REAL) 
:BOOLEAN;EXTERN; 

This external function declaration associated with an external 
MODULE must assure that parameter-lists are compatible so the 
position and data types of each parameter match. The parameter 
identifiers need not be identical. The external module, 
CHECKRANGE, could be declared in a main program or calling 
program unit, ar: 



FUNCTION CHECKRANGE{INDATA:REAL; VAR LOWEND,HIEND:BEAL) 

rBOOLEAN; EXTERN; 

It is not good programming practice to declare variable 
parameters in any function-declaration but it is allowed by the 
language of Pascal. Usual concepts of functions would design 
them to receive argument data for parameters in the form of value 
parameters. 

Any FORTRAN function externally compiled by FORTRAN VII, to be 
ref erenceable within a Pascal program, must be declared in the 
routine-declarations part of a Pascal block. This declaration 
must consist of a function-heading, specifying its identifier 
name, parameters (if any), a colon and its function 
type-identifier, a semicolon, the keyword FORTRAN, and a 
semicolon. 

Any external assembler language function to be ref erenceable from 
another place in the main program also must be declared in the 
routine-declarations part of a block, (other than prefix 
routine-declarations). This declaration must consist of a 
function-heading specifying its identifier name, parametersdf 
any), colon and function type-identifier, followed by a 
semicolon, and either FORTRAN or EXTERN, depending on whether the 
routine uses FORTRAN or Pascal calling conventions, respectively; 
and separating semicolon. An example of assembler-level written 
routines utilizing the FORTRAN linkage conventions are the 
FORTRAN RTL math routines. 

Several math functions are provided by the FORTRAN VII RTL to 
Pascal by this method. Refer to Section 3.5.9 for such external 
FORTRAN declarations necessary for accessing the standard RTL 
math routines as external FORTRAN functions. See other external 
function declaration examples in Section 9.5.2. 
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9.6 PROGSAHMING ROUTINES 

There are several concepts to be detailed for programming 
routines in Pascal, such as parameter declaration, routine 
invocation, argument specification, argument passing to 
parameters, the requirements for compatibility of parameters and 
arguments, the routine invocation environment, nesting of 
routines, and routines recursively calling themselves. These 
concepts are individually discussed in the remaining sections. 

9.6.1 Parameter Declaration 

The programmer specifies the parameter data for a routine. This 
is programmed by listing their user-specified identifiers and 
their type-identifiers in the parameter-list within parentheses 
immediately following the name of the routine written after the 
words PROCEDURE or FUNCTION, at the routine's declaration. The 
syntax of a parameter-list is; 

Parameter -List (laisriiai E££££lJlES§ and lun^tians) 



/ > procedure-heading >l 

I > function-heading ->| 

I ! 

I / >| / >| I 

III II I ,, 

I I V I V V V 

_-.>( >VAR >identifier — >: >UNIV > type-identifier — >) > 

-* -* I I 

I |< , <— V I 

' I 

|< , < — V 

The syntax of a module-parameter-list used in both the HODULE 
header and associative external declarations is: 

Mo^ilie-PataigigE-Iiist (£2SJkS£Iiai £EO£^il£es 0£ EafiSiiosg) 

« >| 

I I 

I -* >! '^ >| I 

III II i 

I I V I V V 

— X >VAR >identifier~>: >UNIV >type-identif ier >) > 

" " I I 

I l<— / <— V I 

I I 

,< , < V 
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Within the parameter-list one or more entities as declared 
parameters of the routine. These parameter declarations are 
visible within the block associated to the routine being declared 
with this parameter-list. That is, the parameter identifiers may 
be used and referenced in the block to which they belong, 
established by where are declared. When programming the block of 
the routine, the parameters may be assumed to come into existence 
with values being passed in each invocation with actual argument 
data or actual routine names. 

There are four kinds of Pascal parameters called variable 
parameters, value parameters, or formal routine parameters, 
either a formal procedure parameter or a formal function 
Parameter. Variable parameters are detailed in Section 9.6.1.1 
below. Value parameters are detailed in Section 9.6.1.2 below. 
Formal routine parameters are detailed in Section 9.6.1.3 below. 

Note the difference in parameter-list syntax above for external 
routines and internal routines. Formal routine parameters, as 
represented by procedure-heading and function-heading in internal 
routines are not allowed in module-parameter-lists. 

Also, once a user-specified name is given to a value or variable 
parameter, no duplicates can be listed. That is, no two 
parameters can be specified by the same identifiers. 

In any parameter-list, the keyword UNIV provides a mechanism to 
partially override the compiler type-checking of the argument and 
parameter correspondence of either value or variable parameters. 
A parameter is of the universal type if its type-identifier is 
preceded with the keyword UNIV. The word UNIV suppresses 
compatibility checking of argument types being passed to the 
parameters. An argument of type T1 is compatible with a 
parameter of universal type T2 if both types are represented by 
the same number of storage locations: e.g., INTEGEP and 
SHORTREAL data types. Inside the given routine, the parameter is 
considered to be of nonuniversal type T2. Outside the routine 
call, the argument is considered to be of nonuniversal type T1. 

The parameters and any local variables declared within a routine 
are considered temporary variables and exist only while it is 
being executed. 

Since a parameter-list can contain a procedure-heading or a 
function-heading, to declare a formal routine parameter, note 
that the procedure-heading or function-heading can again contain 
another parameter-list; such as when a dummy formal routine 
parameter declaration declares another dummy formal routine as 
one of its parameters. 



9.6.1.1 Variable Parameters 

A variable parameter represents a variable through which the 
routine can not only receive an argument variable but also return 
a changed value in the argument variable. Its parameter 
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identifier comes into visibility to the block of the routine in 
whose parameter-list it is being introduced. At its declaration 
within a parameter- list it is prefixed with the Keyword, VAF. 
The variable parameter group declaration: 



VAR v1, v2, ... vn : T 

where v1, v2, ... vn are variable parameters, and T is a 
type-identifier, is equivalent to: 

VAS v1:T; VAR v2:T;..., VAR vn;T 

In a variable parameter group declaration, the identifier 
following the colon must be a type-identifier that establishes 
the data-type of any preceding variable parameter identifiers 
that were preceded by the keyword VAB. 

The argument passed to a variable parameter must be a variable, 
as specified by its variable-selector (See Section 5,a). That 
is, the argument in a corresponding position to a variable 
parameter cannot be an expression, nor can it be a routine name. 

To be compatible, the argument variable passed to a variable 
parameter must be "identical" in type to the type-identifier of 
the parameter. This is, of course, unless the variable parameter 
declaration contains the word UNIV preceding the parameter 
type-identifier. Then, in the case of UNIV, the argument 
variable passed to the variable parameter may be a variable of 
the same internal storage size. 



9.6.1.2 Value Parameters 

A value parameter represents the name of a value to be imported 
into a routine at the time the routine is called into execution. 
The user-specified name given to such an expected value is a 
value parameter identifier. The value parameter identifier comes 
into visibility at the point of its declaration, and can be 
referenced within the block of the routine it is being declared 
for, and any of its inner nested blocks. The value parameter 
identifier is not visible in scope to any outer blocks for 
reference. The user must specify the data type of the value 
parameter identifier with a type-identifier within the 
parameter-list, where it is being introduced. 

An actual argument expression value will be passed to the value 
parameter identifier from the argument-list of a routine 
invocation when the routine is called into execution. If a 
variable is passed to a value parameter, the routine may change 
the value of the value parameter within its block but the 
variable passed, upon return to the caller, is unchanged in 
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value. That is, the value of the variable so passed is not 
changed by the routine upon exit, even if the routine changes the 
value of the value parameter identifier. 

A value parameter is not preceded with the keyword, VAE, which is 
only used to declared parameters as variable parameters. The 
value parameter group declaration: 

v1,v2,.. . ,vn:T 



where v1,v2,...,vn are value parameter identifiers, and T is 
type-identifier, is equivalent to: 



v1 :T;v2:T,.. . ,vr:T 

In a value parameter group, the identifier following the colon 
defines the data type of each identifier in the preceding 
identifier list. The preceding list of value parameter 
identifiers are separated by commas (if more than one). Whether 
the parameters defined by that group are value parameters or 
variable parameters is determined by the absence or presence 
keyword VAB, respectively. 

The argument passed to a value parameter must constitute a 
defined expression. It cannot be a routine name, but it can be 
a variable, because an expression can contain a defined variable. 
However, the variable so passed to a value parameter is only used 
as a read-only entity for its current value and any change made 
to the value parameter is not exportable to the passed in 
variable. 

To be compatible in type, in Pascal, the expression passed to a 
value parameter need not be "identical" in type to the 
type-identifier of the value parameter; but must be at least 
"assignment compatible" to the type-identifier established for 
the value parameter. There are two exceptions to this rule in 
this implementation of Pascal. One is, of course, when the value 
parameter declaration contains the word UMIV preceding the 
parameter type-identifier. Then, in the case of UNIV, the 
argument expression passed to the value parameter may be of a 
type different from the parameter type-identifier as long as its 
internal storage size is the same. The other exception is that 
variable-length strings may be passed to value parameters of any 
string-type. See rule 2 of type-compatibility of arguments to 
parameters in Section 9.6.5 below. 



9.6.1.3 Formal Routine Parameters 

A formal routine parameter is a dummy routine name and specified 
dummy parameter-list. It has no other local declarations nor a 
body of its own. The dummy name and parameter-list serves as a 
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placeholder and ref erenceable identifier within the routine for 
which it is being declared. A formal routine parameter 
declaration can be either a formal procedure or a formal 
function. 

A formal procedure is declared by listing its procedure-heading 
within a parameter-list. A formal function is declared by 
listing its function-heading within a parameter-list. 

Formal routines have no actual declarations part nor statement 
body themselves. They are simply given a nomenclature with which 
they can be referenced and an optional parameter-list that 
outlines the acceptable interface of the formal routine. An 
actual routine name which has a compatible parameter-list will be 
passed to the dummy formal routine parameter declaration, upon 
invocation of the routine it belongs to. A formal routine name, 
which has had either directly or indirectly an actual routine 
name passed to it, can be passed to another formal routine 
parameter. A predefined Pascal routine name cannot be passed to 
a formal routine parameter, neither the predefined 
function-identifiers nor the predefined procedure identifiers. 

Inside the routine, for which formal routines are declared 
parameters, when the dummy formal routine in invoked in a 
routine-invocation, the actual routine that has been passed along 
to the dummy formal routine parameter is actually executed. 

A procedure-heading inside a parameter-list defines a formal 
procedure parameter declaration. A function-heading inside a 
parameter-list defines a formal function parameter declaration. 

Parameter identifiers within the parameter-lists of formal 
routine parameter declarations are visible only within that dummy 
parameter-list as placeholders and as they are not visible 
outside the dummy parameter-list, any user-specified identifier 
may name them, as they are never referenced again, only passed 
another compatibly typed parameter-list in its entirety. 

9.6.2 Routine Invocation 

Once a routine is declared by a declaration, whether a procedure 
or function, it can be referenced by either a procedure-call 
statement or a function-reference, respectively. 

As the routine-declaration makes the routine name visible in 
scope from its point of introduction, to itself, its nested 
routines, and its immediately enclosing block; a 
routine-invocation of that routine name may occur in itself (from 
the body of its own block), from the body of its nested routines, 
or from the routines declared on the same procedure level of its 
immediately enclosing block or from the body of its immediately 
enclosing block. 

In a routine-invocation a user-specified argument-list supplies 
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the actual data to be operated on by the routine. The syntax of 
either type of routine invocation is: 



PEScgdnte-Cali or Fjinstiaii-Ssfsisasj 

> identifier 



I 

I I 

V > argument-list > | 

The identifier is the name of a predefined Pascal procedure or a 
user-written declared procedure if the routine-invocation is that 
of a procedure with a procedure-call statement. If the the 
routine-invocation is a function-reference within an expression, 
the identifier is the name of a predefined Pascal function or a 
user-written declared function. 

The argument-list is a list enclosed in parentheses, specifying 
the actual data to be passed to the routine's parameters. 
Arguments are listed in a one-to-one correspondence to the 
routine's expected set of parameters defined in the 
parameter-list of the routine declaration. If we had the 
following routine declaration; 



PROGRAM SAMPLE1; 

VAR A,B,C,X:INTEGER; -CGlobal variables> 

PROCEDURE MEDIAN; CExample declaration without parametersJ 
BEGIN 

X:=(A+B+C) DIV 3; 
END; 



then within the body of the block containing that declaration, 
the routine could be invoked: 



BEGIN 

CExample of routine invocation without argument-list> 

m 

MEDIAN; 



END. 



If the previous example were further generalized to be able to 
perform a median operation at several different times: 
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PROGRAM SAMPLE2; 

VAR A,B,C,D,X:INTEGER; 

PROCEDURE MEDIAN(VAR M : INTEGER; J, K,L :INTEGER ) ; 
BEGIN 

H := (J+K+L) DIV 3; 
END; 



then the routine invocations must specify actual data arguments 
in correspondence to the parameter-list of the procedure 
declaration as in the following example code: 



BEGIN -Cbegin main program SAMPLE2> 



A:= 3; 
B:= Hi 
C:= 5; 
D:= 6; 



EDIAN(X,A,B,C); 



t Routine invocation with arguments J 



t X now contains the median of A,B,C J 



EDIAN(X,B,C,D); 



{ Routine invocation with arguments > 



END. 



t X now contains the median of B,C,D > 



t end main program SAMPLE2 > 



Similarly, the process of computing a median value of three 
values could be programmed as a function instead of a procedure. 
Then the routine invocation would be in the form of a 
function-reference within an expression. In the following 
example, MEDIAN is declared as a function in program SAMPLEFUNC, 
and referenced within an expression of the assignment statements 
as a function: 
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PBOGRAM SAMPLEFUNC; 

VAR A,B,C,D,X!lNTEGEK; 

FUNCTION MEDI AN ( J, K,L: INTEGER) '.INTEGER; 
BEGIN 

MEDIAN := (J + K + L ) DIV 3; 
END? 
BEGIN Cbegin main program SAMPLEFUNO 



A: = 


3; 


B: = 


4; 


C: = 


5; 


D: = 


6; 



X:=KEDIAN(A,B,C); 



■CX now contains median of A,B,C> 



X:=10+HEDIAN(B,C,D); CX now contains 10+ median of B,C,D> 



X:=MEDIAN(2i»,95,33) ; tX now contains median of numbers> 
END. -Cend of main program SAHPLEFUNO 



9.6.3 Argument Specification 

When a procedure is invoked by a procedure-call statement, or a 

function is invoked by a function-reference in an expression, 

arguments are specified by listing them in an argument-list 
following the name of the routine. 

The syntax of an argument-list, which may be part of a 
routine-invocation, is: 



A rgumen t -list 



■> ( 



> variable-selector >| 

I 

> procedure-argument — >| 

I 

I 

I 

> function-argument >| 

I 
> expression >| 

— , < 



•> ) 
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Within a procedure- call statement or function-reference, a list 
of arguments (enclosed in parentheses) is specified in a 
one-to-one correspondence to the declared parameter-list of the 
routine being invoked. 

In Pascal/ there are four kinds of arguments, respective to the 
four kinds of parameters. An argument list may contain a 
variable, expression, procedure-argument, or function-argument. 

Correspondingly positioned and "identically" typed, a variable 
may be passed to a VAR variable parameter. See Section 9.6.1.1. 
The argument variable is specified by a variable-selector (see 
Section 5.4), 

Likewise, correspondingly positioned and "assignment-compatible" 
typed, an expression may be passed to a value parameter. See 
Section 9.6.1.2. 

Also, correspondingly positioned, and compatibly typed in regard 
to parameter-lists, an actual routine name, either a 
procedure-argument or function-argument may be passed to a formal 
procedure or formal function parameter, respectively* See 
Section 9.6.1.3. 

See Section 9.6.5 for type-compatibility rules between arguments 
and parameters, and particularly rule 7 for parameter-list 
compatibility rules. 

The syntax of a procedure-argument is: 

P roc edure-argameaA 

> procedure-identifier > 

The identifier is the name of a previously declared procedure, 
whose declaration is visible in scope to the routine invocation. 
A procedure-argument in an argument-list positionally corresponds 
to a formal procedure parameter in a parameter-list. 

The syntax of a function-argument is: 

Function-arguigiit 

> function-identifier ---> 

The identifier is the name of a previously declared function, 
whose declaration is visible in scope to the routine invocation. 
A function-argument in an argument-list positionally corresponds 
to a formal function parameter in a parameter-list. An actual 
function name so passed to a formal function, must be of a 
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function who has compatible parameter-list to the parameter-list 
declared for the formal function. 

In the following example procedure definition, procedure EXCHANGE 
declares two variable parameters, so the values of the arguments 
are not only passed to this routine upon invocation but will be 
exchanged upon exit from the routine: 

PROGRAM PASSINGAEGS; 

VAR ITEM1,ITEM2:REAL; 

PROCEDURE EXCHANGE(VAR A,B:EEAL); 
Cdeclares A and B as variable parameters> 
VAR HOLDrREAL; 
BEGIN Cbegin EXCHANGED- 
HOLD != A; 
A:=B; 
Bi=HOLD? 
END; Cend EXCHANGEJ 

BEGIN -Cbegin main program> 



ITEH1:=500.U5; 
ITEH2: = 3.1t»; 

■CITEM1 and ITEM2 are passed as argument variables> 
EXCHANGE ( ITEM 1,ITEM2); 

CITEM2 is now 500.45 and ITEM1 is 3.14> 



END. 



To illustrate the difference in value parameters and variable 
parameters, the procedure EXCHANGE is redefined below to receive 
and set the value of the variable parameter equal to the value 
parameter. Upon the first invocation of EXCHANGE and return to 
the main program body, only the value of the argument variable 
ITEM2 passed to the variable parameter B is changed. 

The value of the variable ITEM1 is unchanged. Upon the second 
invocation of EXCHANGE and return to the main program body, as an 
argument expression of literal-constants is passed to the value 
parameter A, the argument variable ITEM2 passed to the variable 
parameter B is changed upon return to the value of the argument 
expression passed to A. 
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PROGRAM PASSARGS; 

VAR ITEM1,ITEM2:REAL; 

PROCEDURE EXCHANGECA:HEAL; VAR B:REAL); 

■CA is a value parameter and B is a variable parameter> 
BEGIH -Cbegin EXCHANGE> 

B : =A • 
END; 'tend EXCHANGE! 

BEGIN 



ITEM1:=2.3; 
ITEM2:=4.5; 

■CITEM1 is passed to a value parameter, > 

tITEM2 is passed to a variable parameter> 
EXCHANGE(ITEH1,ITEM2); 

•CITEM2 now contains 2.3> 

CITEMI remains the same 2.3> 



CBelow, the expression 67.48+15.6 is passed 
Cto a value parameter, > 

■Cand ITEM2 is passed to a variable parameter 
EXCHANGE (67. 48+ 15. 6, ITEM2) J 
■CITEM2 now contains 83.08> 



END. 

The following example defines a procedure, TALLY, with a 
parameter-list containing a variable parameter, FINAL; a formal 
procedure, COMPUTE; and a formal function, TAXED. Upon 
invocation in the main body of the program, arguments are 
specified and listed in a one-to-one correspondence of order and 
data types with the parameter-list of the invoked routine. 

That is, in the first call on TALLY, the variable TAXI is passed 
to FINAL, the procedure-argument COMPUTE_WITH_ROUNDING is passed 
to the formal procedure COMPUTE, and the function-argument 
TAX£D_WITH ROUNDING is passed to the formal function TAXED. In 
the second~call on TALLY, the variable TAX2 is passed to FINAL, 
the procedure-argument COMPUTE. WITH_TRUNCATION is passed to the 
formal procedure COMPUTE, and the function-argument 
TAXED WITH TRUNCATION is passed to the formal function TAXED. 
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PROGRAM CHECKTAX( INPUT, OUTPUT); CChecks tax on incomes^ 
VAR TABLE:ABRAy[1..1000] OF HEAL; INCOME, DEDUC :REAL; 

TAX1,TAX2:REAL; INDEX: 1 .. 1000; ItlNTEGER; 
PROCEDURE TALLY (VAR FINAL : REAL; 

PROCEDURE COMPUTE(Y,Z:REAL; VAR X:INTEGER); 
FUNCTION TAXED(PC:BEAL;TX:INTEGER)!lNTEGEH); 
VAR TXINC:INTEGER; PCENT:REAL; 
BEGIN 

COMPUTE(INCOME,DEDUC,TXINC); 
IF TXINC <= 2000 THEN FINAL s= 0.0 ELSE 
BEGIN 

INDEX:= TXINC DIV 2000; 
PCENT;=TABLE (INDEX]; 
FINAL := TAXED(PCENT, TXINC); 
END; 
END; 

PROCEDURE C0MPUTE_WITH_R0UNDING(BEF0RETAX, EXPENSE :REAL; 

VAR TAXABLE:INTEGER); 
BEGIN 

TAXABLE != ROUND(BEFORETAX) - ROUND(EXPENSE ) ; 
END; 

PROCEDURE COMPUTE_WITH_TRUNCATION(BEFORETAX, EXPENSE: REAL; 

VAR TAXABLE;INTEGER); 
BEGIN 

TAXABLE ;= TRUNC(BEFORETAX) - TRUNC(EXPENSE) ; 
END; 

FUNCTION TAXED_WITH_ROUNDING(PERCENT:REAL;TAXABLE:INTEGER): 

INTEGER; 
BEGIN 

TAXED_WITH_ROUNDING := ROUNDCPERCENT * TAXABLE); 
END; 

FUNCTION TAXED_WITH_TRUNCATION (PERCENT : REAL; 

TAXABLE:INTEGER); INTEGER; 
BEGIN 

TAXED_WITH_TRUNCATION := TRUNC(PERCENT * TAXABLE); 
END; 

BEGIN t begin main program CHECKTAX > 

■C Read in or compute values for TABLE of percents > 

READ(INCOKE,DEDUC); 
TALLY(TAX1,C0WPUTE_MITH_R0UNDING,TAXED_WITH_R0UNDING); 

TALLY(TAX2,COHPUTE_MITH_TRUNCATI0N,TAXED_WITH_TRUNCATION); 



HRITELN(TAX1: 15:2,* COMPUTED WITH ROUNDING'); 
WRITELN(TAX2:15:2,* COMPUTED WITH TRUNCATION'); 
END. 
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An example of passing function-arguments to formal function 
parameters of a function follows. 

Two different methods are used to calculate the integration of a 
function to approximate the area under a curve: a trapezoidal 
method and a simple method, so two specific routines were 
declared as: 

FUNCTION TRAPEZ0ID(II1,N1:REAL; FUNCTION FUNC(X:BEAL J :REAL) :REAL; 

CONST LENGTH = 0.000005; 

VAR SUH,X1,X2:REAL; 

BEGIN ■CBody of function TRAPEZOID} 

XI := M1; X2 := XI + LENGTH; 

SUM s= 0.0; 

REPEAT 

SUM := SUM + ({{FUNC(XI) + FUNC(X2) )/2.0) * LENGTH); 

XI := XI + LENGTH; 

X2 := X2 + LENGTH; 
UNTIL X2 > N1; 
TRAPEZOID := SUM; 
END; 



and: 



FUNCTION SIMPLE(M1,N1:REAL; FUNCTION FUNC{X:REAL) :REAL) 

:REAL; 
CONST LENGTH = 0.000005; 
VAR SUM,X1,X2:REAL; 
BEGIN -CBody of function SIHPLE> 

SUM:= 0.0; 

X1:=M1; X2:=X1 + LENGTH; 

REPEAT 

SUM := SUM + (FUNC((X1+X2)/2.0)*LENGTH); 

XI := XI + LENGTH; 

X2 := X2 + LENGTH; 
UNTIL X2 > N1; 
SIMPLE := SUM; 
END; 

Also assumed available is the function, DSQRT, after: 
FUNCTION DSQRT(Z:REAL) :REAL; 

If there were several specific functions that computed the value 
of a simple function, given one parameter of type REAL; such as: 
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FUNCTION SEWICIECLE(XX:REAL):REAL; 

BEGIN -CBody of function SEMICIRCLE> 
SEHICIECLE := DSQETd.O - SQR(XX)); 
END; 

FUNCTION PARABOLA(YY:REAL):REAL; 

BEGIN CBody of function PARABOLA> 

PARABOLA := SQR(YY)? 
END; 

FUNCTION HYPERBOLA (ZZ: REAL): REAL; 

BEGIN CBody of function HYPERBOLA> 
HYPERBOLA := (1.0 / ZZ); 

END; 



then, in the routine invocations of TRAPEZOID and SIMPLE, any of 
the function names, SEMICIRCLE, PARABOLA, or HYPERBOLA, could be 
passed to either of them as function-arguments. 



Cassumes variable declarations of: VAR 
POINT 1,P0INT2,AREAT1, AREAS 1,AREAT2,AREAS2, ARE AT3,AEEAS3:REAL> 
BEGIN CBody of block> 



READLN(POINTI); 
READLN(P0INT2); 



AREAT1 := TBAPEZ0ID(P0INT1 ,P0INT2, SEMICIRCLE) ; 
AREAS1 := SIMPLE(P0INT1 ,P0INT2, SEMICIRCLE ) ; 



AREAT2 := TRAFEZ0ID(P0INT1 ,P0INT2,PARABGLA) ; 
AREAS2 := SIMPLE(P0INT1 ,P0INT2, PARABOLA ) ; 



AREAT3 := TRAPEZOID(P0INT1 ,P0INT2, HYPERBOLA) ; 
AREAS3 := SIMPLE(P0INT1 ,P0INT2, HYPERBOLA) ; 



WRITELN( 'SEMICIRCLE INTEGRALS ARE : ' , AREAT1 , AREAS1 ) ; 
WRITELNCPARABOLA INTEGRALS ARE: ' ,AREAT2, AREAS2) ; 
WRITELNC 'HYPERBOLA INTEGRALS ARE: ' ,AREAT3 ,AREAS3) ; 
END; 



9.6.(( Argument Passing to Parameters 

When a routine is invoked, the arguments specified in the 
argument-list of the invocation are passed to the parameters 
declared in the parameter-list of the routine's declaration. 
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For a value parameter, the argument expression is evaluated and 
its value is assigned to the parameter. 

For a variable parameter, the datum selected by the argument 
variable is found by its address, and during execution of the 
invoked procedure, every action that involves that parameter is 
performed on the selected datum, as its actual address has been 
passed. If the argument variable selector requires indexing into 
an array or finding the target of a pointer, these actions take 
place before execution of the routine, and their computed 
addresses are not changed during execution. 

If the parameter is a formal routine, any use of the parameter is 
an indirect use of the argument that was passed to the parameter. 
An invocation using the identifier of a formal routine parameter 
is thus indirectly an invocation of some declared routine. If 
the indirectly invoked routine accesses any non-local datum then 
that datum would have been accessible to the routine when its 
name was passed to a formal parameter. 

9.6.5 Compatibility of Parameters and Arguments. 

The argument-list must be compatible with the parameter-list of 
the routine being invoked. This argument to parameter type 
compatibility is defined by the following rules: 

1. The number of arguments must equal the number of parameters. 
Each argument must be compatible with the parameter holding 
the corresponding place in the list. Compatibility of 
individual arguments with the corresponding parameters is 
defined by rules 2 through 6. 

2. The argument corresponding to a value parameter must be an 
expression (not a routine name) and can be an expression 
whose value is of a data-type which is "assignment 
compatible" to the type-identifier of the parameter. In this 
implementation of Pascal, we permit two exceptions to this 
rule. One exception to this rule, is if the parameter 
type-identifier is preceded by the word UNIV. If the 
parameter is declared as UNIV, the argument corresponding to 
it must be of the same internal size to permit compatibility. 
The other exception concerns string arguments passed to 
string value parameters. A string argument, i.e., an 
argument whose type is a one-dimensional array of characters, 
either a literal-string or a variable of string-type, of any 
length may be passed to a value parameter. If the argument 
string is shorter than the value parameter string, then the 
value parameter string contains undefined values in its 
string beyond the length of the passed string. If the 
argument string is greater in length than the length of the 
value parameter, then the value parameter simply does not 
contain the extra characters attempted to be passed beyond 
the length of the value parameter. Although these variable 
length argument strings can be passed to value parameters in 
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this implementation of Pascal, the "assignment compatibility" 
rules of Pascal are in effect, i.e., only strings of the same 
fixed length can be assigned. This means that the programmer 
must program for this condition, by planning how to determine 
the end of, or the length of, such a variable length string 
so passed. See Section 5.3.9.1 on strings. For example, any 
routine which is programmed to receive a variable length 
string, as a value parameter, might consider also having 
either a parameter to specify length, or have an imbeded end 
of string character indicator planned to be passed in all 
strings, and check for that character inside the routine. 

3. The argument corresponding to a variable parameter must be a 
variable and cannot be an expression nor a routine name. The 
type of the argument variable and that of the variable 
parameter type-identifier must be "identical". The only 
exception to this rule is if the parameter type-identifier 
had been preceded with the word UNIV to relax type-checking. 
If the parameter is declared as UNIV, the argument is 
compatible to it if both the parameter and the argument are 
the same size. 

4. The argument corresponding to a formal procedure must be a 
procedure-argument name. It must be the name of a procedure, 
either actual or formal; and it cannot be the name of a 
function. It cannot be a variable nor an expression. 
Whether the procedure name being passed to a formal procedure 
parameter is an actual procedure name or a formal procedure 
name, in either case, the parameter-list of the named 
procedure-argument must be compatible with the parameter-list 
of the formal procedure to which that procedure-argument name 
is being passed. Compatibility rules for two parameter-lists 
are detailed in rule 7 below. 

5. The argument corresponding to a formal function must be a 
function-argument name. It must be the name of a function, 
either actual or formal, and it cannot be the name of a 
procedure. It cannot be a variable nor an expression. 
Whether the function name being passed to a formal function 
parameter in either case, the parameter-list of the named 
function-argument must be compatible to the parameter-list of 
the formal function to which that name is being passed. 
Also, the value type of the function-argument must be 
identical to the value type of the formal function. 
Compatibility rules for two parameter-lists are detailed in 
rule 7 below. 

6. When a variable is a field of a PACKED record, or a component 
of a PACKED array, that variable cannot be the argument 
corresponding to a variable parameter. 

7. Two parameter-lists are compatible if they satisfy these 
conditions: 



a) The number of parameters is the same in each list. 
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b) A value parameter in one list positionally corresponds to 
a value parameter in the other list, and the 
type-identifiers of the value parameters are identical. 

c) A variable parameter in one list positionally corresponds 
to a variable parameter in the other list, and the 
type-identifiers of the variable parameters are 
identical. 

d) A formal procedure in one list positionally corresponds 
to a formal procedure in the other list, and the 
parameter lists of the two formal procedures are 
compatible (as defined herein by a through f of rule 7). 

e) A formal function in one list positionally corresponds to 
a formal function in the other list and the parameter 
lists of the two formal functions are compatible, (as 
defined herein by a through f of rule 7). Also, the 
function-value type-identifiers of the two formal 
functions must be identical. 

f) A parameter which is declared UNIV in one list must 
positionally correspond to a parameter in the other list 
which is also declared UNIV. 



9.6.6 Environment of an Invocation 

Any invocation of a routine has a set of statically allocated 
data that it can potentially access. This is the environment of 
the invocation and includes all constants that are visible to the 
routine, and all global variables. For non-global local 
variables, the definition of the environment of a particular 
invocation is more complex. Routines can be called recursively, 
so there can be several variables in existence to which the same 
name can refer, and routines can be invoked indirectly by 
invocation of formal routines. The environment of a routine 
invocation is determined by these rules: 



1. When a routine is invoked directly, its environment contains: 



a new copy of every variable whose declaration belongs to 
the procedure, 

a copy that is in the environment where the routine is 
invoked for every non-local name of a variable that is 
visible in the routine. 

2. When a routine is passed to a formal routine it carries its 
environment along with it. The environment of the formal 
routine is the environment that the argument would have if it 
were being invoked directly instead of being passed along. 
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3. The environment of a routine that is invoked indirectly is 
that environment that was determined for the routine when it 
was passed as an argument. 



9.6.7 Nesting Routines 

Within the routine declarations part of any block where 
procedures and functions are defined, definitions of routines can 
be nested within the routine being defined with a block. 



Example: 



PROGRAM NESTING; 

VAR A,B,C:INTEGEE; 

PROCEDURE 0UTER1 (Y,Z:REAL; VAR X:INTEGER); 
VAR 1,B : INTEGER; 
FLAG: BOOLEAN; 

PROCEDURE INNER1 (D : INTEGER; VAR SETFLAG:BOOLEAN) ; 
VAR ITEM1:INTEGER; 

BEGIN {begin body of INNER1> 

ITEH1 := D; 

IF ITEK1 > THEN 

SETFLAG := TRUE 
ELSE 

SETFLAG := FALSE; 
END; {end of procedure INNER1 definition> 

BEGIN {begin body of 0UTER1> 



INNER1(B,FLAG); {Invocation of local routine> 

END; {end of procedure 0UTER1 definition> 

BEGIN {begin body of main program> 

« 

0UTER1(6.8,9.1,A); {Invocation of local 0UTER1> 

END. {end of main program> 

The maximum level of nesting inner procedure or function 
definitions within the block of a routine definition in this 
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implementation of Pascal is 14; but when discussed as the number 
of nesting levels within a program it is 15, as a total nesting 
limit of blocks is 16. For example, the PROGRAM NESTING 
constitutes one block, the program block; having no procedure 
level (listed as 0); the PROCEDURE 0UTER1 constitutes another 
block, a local routine to the program body and the first routine 
block within the program block; 0UTER1 having procedure level 1; 
and the PROCEDURE IHNER1 constitutes another block, a nested 
routine within procedure 0UTER1; and INNER 1 has procedure level 
2; and there may up to a total of 14 nested levels within a 
routine; (e.g., although not shown above, a PROCEDURE INNER2 
within INNER1, INNER3 within INNER2, etc., until the deepest 
nested routine INNEF14 within INNER13 became declared). 

There may be any number of routine declarations on any one 
procedure level. That is, for example, there may be any number 
of routine declarations on the same procedure level as 0UTER1; 
and again, any number of routine declarations on the same 
procedure level of INNER1, etc. 

The compiled-program listing reflects the procedure/function 
routine nesting level for each source line of a program under the 
column heading PRC LVL. 

The PRC LVL of a program block is counted and listed as 0, so for 
each listed line that is part of the program block, a under PRC 
LVL, is listed. 

For each listed line contained in the first routine level, of a 
routine local to the main program, a 1 under PRC LVL, is listed. 

For each more deeply nested routine level within a routine, the 
nesting level under PRC LVL increases by 1 up to 15. 



9.6.8 Recursion 

A routine is said to be recursive if it is defined in terms of 
itself. Pascal routines can recursively call themselves. Given 
a procedure definition of procedure P, procedure P can be 
recursively called in a procedure-call statement within the body 
of procedure P. 

Example: 

PROCEDURE P(PARAM1:REAL;VAR PARAM2:REAL) ; 
VAR L1,L2:REAL; 
BEGIN 

• • • 

P(L1,L2); "CDirect recursive call on procedure P> 

• • • 

END; 
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Procedure P is said to be directly recursive. Indirect recursion 
occurs when one procedure calls another, where the calling 
procedure is called again. This Indirect type of recursion is 
programmable in Pascal by use of the FORHARD directive explained 
in Section 9.4.2. 

Each time a procedure is recursively executed a new set of local 
data and parameters is internally created although they have the 
same names as coded. With one finite recursive procedure-call 
statement, an infinite process can be coded. Therefore, 
recursion termination must be subjected to some preprogrammed 
condition inherent in the application or designed into the 
procedure's code where the repetition caused by the recursive 
call is small enough to be practical. This is because additional 
storage is required during execution of each recursive call. 

Recursion is useful in certain processing on linked lists, 
traversing tree data structures based on some underlying order of 
the traversal, or computing certain functions that are 
recursively defined. 

Similarly, in Pascal, functions can recursively invoke 
themselves, as in the following function F, which computes the 
factorial of the value parameter integer X. 

FUNCTION F(X:INTEGER): INTEGER; 
BEGIN 

IF X = THEN F := 1 

ELSE F := X*F(X-1); 

ENDy 



Referencing the function F within the expressions of the 
following assignment statements in the main program would produce 
the results indicated in the comments: 



PROGRAM FACTORIALdNPUT, OUTPUT); 
VAR A,B,C,D,Y: INTEGER; 
FUNCTION F(X:INTEGER): INTEGER; 
BEGIN 

IF X = THEN 
F: = 1 
ELSE 

F:=X*F(X-1); -CRecursive invocation of function F> 
END; 
BEGIN 

A:=F(2); Cvalue in A becomes 21 
B:=F(3); {value in B becomes 6> 
C:=F(4); <value in C becomes 24> 
READ(Y); tread into Y an integer from INPUT> 
D:=F(Y); Cvalue \n D becomes YI> 
WRITELN (A,B,C,D); 
END. 
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PART III 
RUN TIME SUPPORT INFORMATION 



CHAPTER 10 
RON TIME SUPPORT INFORMATION AND LANGUAGE EXTENSIONS 



10.1 INTRODUCTION 

The Perkin-Elmer Pascal system provides the user with a compiler 
to compile programs written in the Pa:scal language, as described 
in Chapters 2 through 9. Additionally, there are the language 
extensions for direct I/O, SVCs, and other OS services; afforded 
by the Prefix routines and SVC capability, described in this 
chapter. An object library is provided for the runtime support 
of the user compiled program, and is linked to during task 
establishment as briefly described in Chapter 1. Details on task 
establishment are described in the OS/32 LINK Reference Manual. 

Chapter 10 discusses the following topics: 

• The Pascal Runtime Library and its components 

• Using the Pascal Prefix routines 

• Using the SVC Capability 

• Register Usage in the Executing Pascal Task 

• Memory Utilization at Runtime 

Internal Data Storage Representations 

* Alignment 

* Size 

* Packed Structures 

- Memory Overview (Initial State) 
Memory Overview (Running State) 
Stack and Heap Management 



and describes both the Pascal routine interfaces amongst 
themselves, and the Pascal-FORTRAN interface, as follows: 

• Pascal Linkage Conventions, passing arguments to parameters, 
calling sequences, receiving sequences, and exits used to 
and from: 

internal procedures and functions 
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- routines declared as external with the EXTERN 
directive: 

* externally compiled PASCAL modules 

* external CAL routines, using Pascal linkage 
conventions 

* external SVC Support routines 

- Prefix routines, declared with procedure/function 

headings prior to the PROGRAM or MODULE header. 

• Pascal-FORTRAN interface to routines declared as external 
with the FORTRAN directive: 

- external FORTRAN subprograms: subroutines and 
functions 

- external FORTRAN subprograms using FORTRAN I/O 

- external FORTRAN Runtime Library routines (no argument 
data-type checking) 

- external CAL routines (declared with FORTRAN 
directive), using FORTRAN linkage conventions 

Also: external CAL routines (declared EXTERN), referencing 
FORTRAN subprograms is discussed in Section 10.8. 

Run time error messages generated while executing Pascal compiled 
code or the Run Time Library support routines are described in 
detail in the latter part of Appendix G under RUN TIME ERROR 
MESSAGES. 



10.2 RUN TIME LIBRARY 

During execution of an established Pascal task, the Pascal Run 
Time Library provides a variety of run time support routines. 
The Pascal Run Time Library is conceptually classified into six 
maior parts? as follows; 

• The Pascal Initializer and Common Error Message Routines 
(PASINIT group) 

• The Pascal Task Pausing/EOT/Error Handler (PAS. ERR) 

• The RELIANCE-Pascal Interface/Error Handler (PAS. RED 

• The Pascal Prefix Support Routines (PASPREF group) 

• The Pascal SVC Support Routines (PASSVC group) 

• The Pascal Library Routines (PASLIB group) 
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The entire Pascal Ron Time Library is provided on one object 
file, PASRTL.OBJ/ and is linked to a Pascal compiled program 
during task establishment, with an OS/32 LINK command: 



LIBRARY [voln:]PASRTL.OBJ 



Having linked the user compiled object program to PASRTL.OBJ, a 
Pascal task always contains routines in PASINIT, always contains 
the routines of either PAS. ERR or PAS.REL, but not both; and 
usually contains several routines from PASLIB. Additionally, if 
the original program source had referenced the standard Prefix 
definitions, and was compiled with the Prefix, then the 
established task contains several run time support routines from 
PASPHEF. If the original program source used the Pascal routines 
to issue SVC calls, then the established task contains several 
run time support routines from PASSVC. 

The Pascal RTL is re-entrant, and subsets of it may be used in 
building shared segments. 

10.2.1 The Pascal Initializer and Common Error Message Routines 

The PASINIT group contains two routines: 

PSINIT Start of any Pascal program 
P$ERMES Send error message 

The Pascal Initializer, P$INIT, initializes the memory management 
mechanisms for the task. That is, it organizes the task 
workspace, in coordination with the user-specified MEWLIMIT 
option and the task's UTOP and CTOP; sets the initial values of 
internal pointers into this workspace, such as a local base, 
global base, and stack limit, which control storage allocations 
for dynamic variables in a heap and other data in a stack. 
P$INIT then intializes the workspace contents to zero. 

An alternative version of P$INIT is provided within the same 
object program as P$FORT. It differs from the principal version 
of P$INIT, in that it additionally reserves space for the FORTRAN 
Static Communications Area (SCA) and calls the routine .INITSCA 
from the FORTRAN VII RTL to initialize the FORTRAN SCA. 

Any compiled object containing external references to routines 
declared with the FORTRAN directive will force resolution of the 
external reference to P$INIT to select the appropriate version, 
since the P$FORT containing its P$INIT precedes the basic P$INIT 
on the PASRTL.OBJ file. 

Note that if P$FORT is included in a shared segment then the 
principal version of P$INIT should not also be included in that 
shared segment. The attempt to do so results in a multiply 
defined symbol and an error message from OS/32 LINK. 
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In an OS environment, run-time errors in compiled code cause 

control to pass to an illegal instruction, and the run-time 

support contains an illegal instruction handler which calls 
P$EBMES. 

In a Reliance environment, run-time errors cause direct calls to 
P$ERMES. 

10.2.2 The Pascal Task Pausing/EOT/Error Handler (PAS. ERR) 

Programs intended to run in an OS/32 environment (non-Reliance 
environment) are compiled and linked to use the routines in 
PAS. ERR for error handling, task pausing, and task termination; 
at run time. 

The PAS. ERR group contains the following routines: 

P$ERR Enable illegal instruction traps 

PASERROR Handle illegal instruction traps 

P$PAUS Pause 

PSTERM End of Task 

P$SEND Send message 



PASERROR is a part of P$ERR and is not visible directly to the 
outside world. P$PAUS, P$SEND, and PSTERM are provided in both 
PAS. ERR and PAS.REL, as weak entry points. When a Pascal program 
is compiled to run in an OS environment, (without the compiler 
option RELIANCE) the compiled code includes a call to P$ERR, 
which has the result at LINK time that the above OS-adapted 
versions of P$PAUS, P$TERH, and P$SEND are incorporated in the 
task. 

10.2.3 The RELIANCE-Pascal Interface/Error Handler (PAS.REL) 

Programs intended to run in a RELIANCE environment are compiled 
with a user-specified compiler-option, "RELIANCE", so that the 
compiled object program when task established, uses the routines 
in PAS.REL for error handling, task pausing, and task 
termination; at run time. 

The PAS.REL group contains the following routines: 

PSPAUS Pause 
P$TERM End of Task 
P5SEND Send message 

When a Pascal program is compiled to run in a Reliance 
environment, the compiled code includes a directive to LINK to 
include PAS.REL. The result is that the Reliance-adapted P$PAUS, 
P$TERM, and PSSEND are incorporated in the task. PSPAUS, PSTERM, 
and PSSEND have weak entry labels. 
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Note that PAS. EEL ard PAS. ERR routine groups cannot both be 
included in the same shared segment. The attempt to do so 
results in multiply defined symbols and an error message from 
OS/32 LINK. 

10.2.4 The Pascal Prefix Support Routines (PASPREF group) 

The Pascal Prefix Support Routines, in the PASPREF group, on 
PASRTL.OBJ, provide the run time support for tasks using the 
standard Perkin-Elmer Prefix routines. The Ferkin-Elraer Pascal 
language extensions, afforded by these routines, are discussed in 
Section 10.3 on Using the Pascal Prefix. 

This PASPREF group contains 20 user-callable object modules, 
using Pascal linkage conventions for external routines. 

These routines are selectively incorporated in the user task, 
during the link to the PASRTL.OBJ file, for programs which 
include the Prefix and reference the routines. 

In Pascal R01 and up, the names of the entry points are the 
Pascal R01 routine names, truncated if necessary to be no more 
than 8 characters long. 



TABLE 10-1. Pascal PREFIX RUN TIME SUPPORT ROUTINES 



Pascal P££iix Routine Name 
(As callable in Pascal code) 

OPEN 

CLOSE 

ALLOCATE 

RENAME 

REPROTECT 

DELETE 

CHANGE_ACCFSS_PRIVILEGES 

CHECKPOINT 

FETCH_ATTRIBUTES 

REWIND 

WRITE_FILF_MAEK 

BACK_RECORD 

BACK_FILE_MARK 

FORWD RECORD 

FORWD FILE_MARK 

BREAKPOINT 

START_PARMS 

TIME 

DATE 

EXIT 

Non-user Prefix support routines 



(As listed in LINK MAP) 

OPEN 

CLOSE 

ALLOCATE 

RENAME 

REPROTEC 

DELETE 

CHANGE_A 

CHECKPOI 

FETCH_AT 

REWIND 

WRITE_FI 

BACK_REC 

BACK_FIL 

FORWD_RE 

FORWD_FI 

BREAKPOI 

START_PA 

TIME 

DATE 

EXIT 

P$IOFUN 
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Note that these routines are now provided as external routines in 
the Pascal Run Time Support Library, linked to at task 
establishment time. Four routine names differ from Pascal EOO; 
in order to uniquely identify the routines within the first eight 
characters of the name and the corresponding entry point. They 
are: 

Pascal ROO Prefix Pascal R01 Prefix 

Routine Name Routine Name 

BACKSPACE RECORD BACK_RECORD 

BACKSPACE_FILE BACK_FILE 

FORWARD_RECORD FORWD_EECORD 

FORWARD_FILE FORWD_FILE 

Note that MRITE_FILE_MARK, BACK_RECORD, BACK_FILE_MARK, 
FORWD_RECORD, and FORWD„FILE_MARK additionally call a common BTL 
internal routine, P$IOFUN, (not user-callable), which resides 
just subsequent to the PASPREF routines on the PASHTL.OBJ file. 

10.2,5 The Pascal SVC Support Routines (PASSVC group) 

The Pascal SVC Support Routines, PASSVC, are the run time object 
support routines for a set of basic SVC calls. 

The Pascal source for the interface type-definitions and 
routine-declarations for this basic set of SVC calls is available 
on the file, SMPLSVCS.PAS, as provided with the product. They 
are also detailed in TABLE 10-5, and Table 10-6, in Section lO.U 
on Using the SVC capability. 

The user is given the capability to code SVC's within his Pascal 
program utilizing predefined source interfaces, see Section 10.4. 

To implement additional SVC capabilities, object support routines 
may be added to the PASSVC group in the Pascal Run Time Support 
Library, and their routine names must be selected so as not to 
duplicate any preexisting name in the Library. Such additional 
object support routines may be coded in CAL, using Pascal linkage 
conventions, and appended to PASHTL.OBJ. 

The basic set of SVC calls supported have identical Pascal 
declared routine names and ENTRY point names in the corresponding 
object support routine. They are listed below in Table 10.2 with 
the OS/32 SVC being supported. 
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TABLE 10-2. Pascal RUN TIME SUPPORT SVC ROUTINES 



£as£al SVC Routine fiajne OS/32 SVC S\j££orted 

and or 

SuEEort Roaiia^ Enir^ System Service Reguest 



SYC1 

SVC3 

SVC5 

SVC7 

SVC2PAUS 

SVC2AFLT 

SVC2FPTR 

SVC2L0GM 

SVC2FTI11 
SVC2FDAT 
SVC2T0DW 
SVC2INTW 
SVC2PKNH 

SVC2PKFD 
SVC2PEEK 
SVC2TMAD 
SVC2TMWT 
SVC2TMRP 
SVC2TMLF 
SVC2THCA 
SVCINITQ 
SVCTASKQ 

FROMUDL 
TOUDL 



SVC 1 Input/Output 
Ends Task Execution 



Request 
via P$TERM 



SVC 5 
SVC 7 
Pauses 
SVC 2, 
SVC 
SVC 



Fetch Overlay 

File Handling Services 

Execution via P$PAUS 



2, 
2, 



SVC 
SVC 
SVC 
SVC 
SVC 



2, 
2. 
2, 
2, 
2, 



Task 

Code 

Code 

Code 

Option 

Code 8 

Code 9 

Code 

Code 

Code 



4 
5 
7 



10: 
11: 
15: 



SVC 2, Code 16: 
SVC 2, Code 19: 
SVC 2, Code 23, 
SVC 2, Code 23, 
SVC 2, Code 23, 
SVC 2, Code 23, 
SVC 2, Code 23, 
Initialize Task 
Fetch a task queue 
the Task Queue 
Access UDL 
Modify UDL 



Set Status 
Fetch Pointers 
Log Message 
X'OO" or X'80' 
Interrogate Clock 
Fetch Date 

Time of Day Wait 

Interval Wait 

Pack ASCII numeric 
to binary 

Pack File Descriptor 

Peek 

Option X'OO* 

Option X'80' 

Option X'40' 

Option X'20' 

Option X'lO* 

Queue, set TSW Z bit 



parameter from 



The PASSVC routines are written in assembler-language using 
Pascal linkage conventions for external routines, and are 
callable with a Pascal procedure-call statement. 

In order to be callable, they must have been declared with 
parameter lists denoting their interface and with the directive 
EXTERN in a routine declarations part of a block prior to their 
invocation. 

As the parameter-lists contain certain type-identifiers, 
pertinent type-definitions must also be made in a type-definition 
part prior to the routine-declarations part containing the 
external declarations of the SVC routines. Their declarations 
are listed in Table 10-5 and Table 10-6. 

The user may wish to extract only those SVC interfaces which 
pertain to those he'd be using in his program (See Section 10. U 
on Using the SVC Capability). SVC2L0GM cannot be used under 
RELIANCE. 
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A sample example of an SVC support routine expecting no 

parameters, follows. When writing external routines where 

arguments will be passed to parameters, refer to the Pascal 
linkage conventions discussed in Section 10.7. 

The external routine declaration required for SVC2PAUS is: 

PROCEDURE SVC2PAUS;EXTERN; {Note no parameter-listJ 

An invocation of SVC2PAUS occurs with the Pascal procedure-call 
statement: 

SVC2PAUS; -CPause the Pascal program> 

Therefore, an associative CAL written SVC support routine might 
be as follows; [although for the product to support both OS/32 
and RELIANCE the Pascal SVC support routine, SVC2PAUS, links to 
P$PAUS to pause; either the P$PAUS of PAS. ERR (under OS/32) or 
the P3PAUS of PAS. EEL (under RELIANCE)]. 

SVC2PAUS PROG A Sample CAL SVC-support Routine for OS/32 Pauses 
PURE 
ENTRY SVC2PAUS 

E3R EQU X'8804' Define ERR mnemonic as instruction 

LERREX ERR 8,0 R1 field = 8 gives STACK OVERFLOW 

♦Pascal error handler will trap illegal instruction ERR 

SVC2PAUS ST E15,4(R2) Save return address 

CLHI R0,12+4(R2) Test for stack/heap collision 

BCS LERREX Adding to stack causes overflow 

LIS R3,1 Obtain data to form OS SVC parblk 

STH R3,16(R2) Store code on stack to form parblk 

SVC 2,16(R2) Issue the Pause SVC under OS/32 

*Upon Operator entry of OS/32 CONTINUE command? return to caller 

L E15,4(R2) Fetch return address 

L R2,0(E2) Restore old Local Base 

BR R15 Return to caller 

RO EQU 

R2 EQU 2 

R3 EQU 3 

R15 EQU 15 
END 

Note that Pascal R01 and up differs from Pascal RQO in that five 
additional routines replace the earlier SVC2TIMR routine. They 
are: 

SVC2TMAD 
SVC2TMWT 
SVC2TMRP 
SVC2TMLF 
3VC2TMCA 

Additionally two routines, FROMUDL and TOUDL are added to access 
or modify the UDL. Several new type-definitions are included. 
Also, the interfaces to several routines have been refined. See 
Section 10.4. For example: 
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SVC3 its argument must be an integer restricted to a 

byte value. 
SVC2FPTR no longer expects an argument (SVC2FPTR has no 

parameter-list). 
SVC2PKFD 5th argument is now an enumeration, not a BOOLEAN. 
SVC2PEEK Three new types which outline the Peek SVC 

parameter blocks are available. 
SVCINITQ restricts its first parameter to be of type 

QSIZE_TY. 

10.2.6 The Pascal Library Routines (PASLIB group) 

The Pascal Library oroup, PASLIB, is the run time object support 
library of routines, which perform detailed functions to enact 
Pascal language features. 

Compiler-generated external references to these routines are laid 

down in the compiled object program where necessary to support 

Pascal language features. At task establishment time, any such 

external references in a compiled object program are resolved 
against the file PASRTL.OBJ. 

Differing from the Pascal ROO implementation, Pascal R01 and up 
selectively links in only those PASLIB routines needed by the 
compiled object program. 

PASLIB contains routines to effectively perform or provide heap 
management, linkage to FORTRAN subprograms, copying and 
comparison of structured variables, set operations, Pascal 
file-name (non-text) input and output, text-file input, and 
text-file output. 

These routines are provided as required runtime support and are 
not intended to be user-callable, so that they are briefly listed 
by name and functionality, without detailing their interface. 
Internally, a variety of interface linkages are in use, differing 
from the linkage conventions to Pascal external routines. 

The PASLIB group contains over 60 routines to support Pascal 
language features. They are listed in sections pertaining to 
their functionality and are not necessarily in this order on the 
file PASRTL.OBJ. 

Refer to Appendix L for a complete list of the Pascal Run Time 
Library routines as they appear in the order that they are 
contained on PASRTL.OBJ. 
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TA3LE 10-3. Pascal RUN TIME LIBRARY (PASLIR group) ROUTINES 



Linkage to FORTRAN subprograms: 
P$FORT 



FORTRAN subprogram call 
Contains a weak entry P$INIT 



Heap management; 



P$NEW 


NEW 


PSDISP 


DISPOSE 


P$NARK 


VARK 


P$REL 


RELEASE 


P$SPAC 


STACKSPACE 


P$$REMV 


Called from within the RTL 



Copy and comparison of structured variables: 

PSSTCPy Structured copy (fullwords) 

PSSTCMPO Structured compare; whole number of fullwords 

P$STCMP1 Structured compare; one byte remainder 

P$STCMP2 Structured compare; two bytes remainder 

P$STCBP3 Structured compare; three bytes remainder 

PSFILCPY Copy file component (arbitrary size) 



Set operations 

PSSCOMP 
PSSAND 
P$SOR 
P$SDIF 



Set compare 
Set product 
Set sum 
Set difference 



Routines for Input, non-text 



PSREAD 

P$RESET 

P$GET 



READ: not text 
RESET: not text 
GET: not text 



Text input 



P$RESETT 

P$READPY 

PSREADSI 

P$KEADI 

PSREADSR 

P$READR 

P$READCH 

P$3RDINT 

P$GETT 

PSREADIH 



RESET: text-file 

READ byte 

READ shortinteger 

READ integer 

READ shortreal 

READ real 

READ character 

Called from within the RTL 

GET: text-file 

READLN 
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TABLE 10-3. Pascal RUN TIME LIBRARY (PASLIB group) (continued) 



Routines for Output/ non-text: 



P$PUT PUT: not text 
P$WRITE WRITE: not text 



Routines for Output, Text: 

PWRT.INT integer routine entries: 

P$WRITBY WRITE byte 

P$WRITSI WRITE shortinteger 

PSWRITI WRITE integer 
P$WRITSR WRITE shortreal 
PSWRITR VRITE real 
P$WRITCH WRITE character 
P$WRITB WRITE Boolean 
P$WRITS WRITE string 
PSPAGE PAGE 

P$PURGE Flush the last line of text 
P$PUTT PUT; text-file 
P$WRITLN WRITELN 

I/O programs common to text and ordinary (non-text) files: 

P$REWRIT REWRITE: text or non-text 

P$IFCB Initialize file block, internal file 

P$EFCB Initialize file block, external file 

PSCLOSE Close an internal file 

PSSREWD Called from within the RTL 

I/O error servicing routines: 

PSFCEERR Called from within the RTL 

P$$SVC1 Called from within the RTL 

P$$SVC7 Called from within the RTL 

P$GETER1 Called from within the RTL 

P$GETER2 Called from within the RTL 

P$PUTERR Called from within the RTL 

P$NUMERR Called from within the RTL 

Duplicates on PflSETI.OBJ of object programs from FORTRAN VII RTLi 

.ATOD ASCII to Double, Called by P$READR 

.DTOA Double to ASCII, Called by P$WRITR 

.ATOF ASCII to Floating, Called by P$READSR 

.FTOA Floating to ASCII, Called by P$WRITSR 

.INITSCA Initializer of FORTRAN SCA, Calls .CPLUB 

.CPLUB Called by .INITSCA 
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10.3 USING THE Pascal PREFIX 

A Perkin-Elmer extension to Pascal allows a prefix of 
declarations to be placed prior to either a PROGRAM or MODULE 
header. A prefix may contain a mixture of constant or type 
declarations, folloved by routine procedure or function headings. 
The constant, type, and routine identifiers become globally 
visible to the following compilation-unit and the routines are 
assumed to be external. 

The extended Pascal Language features provided by those routines 
declared in the Perkin-Elmer Pascal Prefix allow the user to: 

• Open a file or device 
Close a file or device 
Allocate a file 
Rename a file 
Reprotect a file 
Delete a file 

Change access privileges to a file or device 
Checkpoint a file or device 

Fetch the attributes of an assigned file or device 
Write a file mark 
Rewind a file 
Backspace a record 
Backspace to a file mark 
Forward space a record 
Forward space to a file mark 
Breakpoint 

Obtain Start Parameters 
Obtain the time 
Obtain the date 
Exit the program with a specified return code 

Device and file handling service requests for OS/32 contiguous or 
indexed files, or device and file positioning requests may be 
performed with Pascal procedure-call statements to the Prefix 
routines; supplying key values as user specified arguments in the 
call. Additionally, some miscellaneous routines may be called to 
pause at a breakpoint, obtain the start-parameters, time and 
date; and exit the Pascal program with a specified return code. 



The Prefix source declarations are listed collectively 
10-U and are available on the file PREFIX. PAS. 



in Table 



The user may use the Pascal CSINCLUDE Cfd)> option just prior to 
the PROGRAM or MODULE header to easily include the Prefix source 
prior to any compilation-unit (see Chapter 1). For example: 



■C$INCLUDE (voln:PREFIX.PAS)> 
PROGRAM name(file-name-list); 



or {$INCLUDE (voln: PREFIX. PAS)> 

MODULE name(module-param-list); 



The object routines to support the Perkin-Elmer Prefix are 
contained in the Pascal Runtime Library, on the file PASRTL.OBJ, 
which is linked to at task establishment time. Refer to the 
PASPREF group described above in Section 10.2.4. 
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TABLE 10-U. THE PERKIN-ELMER Pascal PREFIX SOURCE 

CONST CR = *{i^3:)'} FF = •(:12:)'; 
TYPE LUNIT = 0..255; 

IDENTIFIEE = ARRAY 11..19] OF CHAR; 

FILE TYPE = (CONTIGUOUS, INDEXED) ; 

ACCESS_PPIVILEGE = ( SRO,ERO,SWO, EHO,SRW, SREW, ERSW,ERW) ; 

ATTRIBUTE_BLOCK = PACKED RECORD 

DEVICE CODE: SHORTINTEGER ; 

PRECL: SHORTINTEGER; 

VOLUME_NAME: ARRAY [1..m OF CHAR; 

FILE_NAMEj array [1..8] OF CHAR; 

EXTENSION; ARRAY 11..3] OF CHAR; 

FILE_CLASS: CHAR; 

FILE_SIZE: integer 

END; 
strings = ARRAY 11..8] OF CHAR; 
PARM_POINTER = '"PARM STRING; 
PARM_STRING = ARRAY [1..132] OF CHAR; 

PROCEDURE OPEN (LUiIUNIT; IDs IDENTIFIER; AP: ACCESS_PRIVILEGE; 

KEYS:SHORTINTEGER; VAR STATUS :BYTE) ; 
PROCEDURE CLOSE (LUrLUNIT; VAR STATUSrBYTE ) ; 
PROCEDURE ALLOCATE (FT: FILE_TYPE; ID : IDENTIFIER; 

KEYS:SHORTINTEGER; 

SIZE,DATA_BLOCK,INDEX_BLOCK: INTEGER; 
VAR STATUS:BYTE); 
PROCEDURE RENAME (LU:LUNIT; ID: IDENTIFIER; VAR STATUS :BYTE) ; 
PROCEDURE REPROTECT (LU:LUNIT; KEYS :SHORTINTEGER; 

VAR STATUS:BYTE); 
PROCEDURE DELETE (ID: IDENTIFIER; KEYS;SHORTINTEGER; 

VAR STATUS;BYTE); 
PROCEDURE CHANGE_ACCESS_PRIVILEGE (LU:LUNIT; 

AP:ACCESS PRIVILEGE; 
VAR STATUS;BYTE) ; 
PROCEDURE CHECKPOINT (LU:LUNIT; VAR STATUS :BYTE) ; 
PROCEDURE FETCH_ATTRIEUTES (LU:LUNIT; 

VAR BLOCK:ATTRIBUTE_BLOCK; 
VAR STATUS:BYTE) ; 



PROCEDURE REMIND 



(LU:LUNIT 



PROCEDURE WRITE FILE_HARK (LU:LUNIT 
PROCEDURE BACK_RECORD (LU:LUNIT 
PROCEDURE BACK_FILE_MARK (LU: LUNIT 
PROCEDURE FORWD_RECORD (LU:LUNIT 
PROCEDURE FORWD_FILE_HARK (LU:LUNIT 



VAR STATUS:SHORTINTEGER) 
VAR STATUStSHORTINTEGER) 
VAR STATUS:SHORTINTEGER) 
VAR STATUS;SHORTINTEGER) 
VAR STATUS;SHORTINTEGER) 
VAR STATUS;SHORTINTEGER) 



PROCEDURE BREAKPOINT (LN : INTEGER) ; 
PROCEDURE START PARKS (VAR PTR: PARM_POINTER) ; 
PROCEDURE TIME TVAR BUFR: STRINGS) ; 
PROCEDURE DATE (VAR BUFR : STRINGS ) ; 
PROCEDURE EXIT (EOT:BYTE); 
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The constant-identifiers defined in the standard Prefix are: 

CONST CR = 'CIS:)'; FF = •(:12:)'; 

where: 

CR is the constant-identifier of a character whose 
value is the ASCII carriage return (X'OD*), and 

FF is the constant-identifier of a character whose 
value is the ASCII form-feed (X'OC). 

The type-identifiers defined in the standard Prefix are as 
follows: 

LUNIT types logical unit specifiers, as the subrange 
to 255? 

IDENTIFIER types a 19-character string-array to contain 
a complete OS/32 unpacked file descriptor of the form 
"voln:f ilename.ext/c", or a device mnemonic of the form 
"name: ". A string argument passed to a 

parameter of type IDENTIFIER, may be specified as a 
variable array of characters or a string-constant 
(literal string-constant or named string-constant). 
The routines assume that the string contains at least 
19 characters, and that the file-descriptor must be in 
the first 19 characters. When the file-descriptor is 
less than 19 characters, there may be blanks before and 
after the file descriptor. The argument may also be a 
local or global variable typed as IDENTIFIER. Unused 
characters must be blank filled. 

FILE_TYPE is an enumeration of the possible OS/32 file 
kinds, CONTIGUOUS or INDEXED. 

ACCESS_PRIVILEGE is an enumeration of the possible 
OS/32 file or device access privileges. 

ATTRIBUTE_BLOCK is a template for the information 
returned by a fetch attributes request. 

STRINGS types buffers used for returning the date and 
time, in an ASCII format. 

PARM_?OINTER types the variable returned pointing to 
the OS START command parameter string. 

PARM_.STRING types the buffer containing the OS START 
parameters; as a string of 132 characters. 

The procedure declarations part of the standard Prefix defines 20 
routine names and their parameters. These 20 routines may be 
classified into three related groups: SVC 7 file-handling 
service requests, SVC 1 file-positioning and command functions; 
and miscellaneous operating system requests. 
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The file-handling service requests (in the SVC 7 group) are: 

OPEN 

CLOSE 

ALLOCATE 

RENAME 

EEPBOTECT 

DELETE 

CHRNGE_ACCESS_PEIVILEGE 

CHECKPOINT 

FETCH_ATTEIBUTFS 

As will be detailed below, each routine performs the operation 
indicated by their procedure name. The argument variable passed 
to each routine's last parameter, STATUS, is the variable 
parameter status used to return the OS/32 defined SVC 7 status 
byte. In calls which involve packing an unpacked file 
descriptor, namely OPEN, ALLOCATE, RENAME and DELETE, the status 
will be returned as X'FF' if an error is encountered in the 
packing process. 

The routines in the SVC 1 command functions group are: 

REWIND 

WRITE_FILE_MARK 

BACK RECORD 

BACK_FILE_MARK 

FORWD_RECOED 

FORWD_FILE_MAEK 

The SVC 1 command function routines perform the operation 
indicated by their procedure name. For each routine, the logical 
unit number is the value of the first argument; and the halfword 
OS SVC 1 status is returned in the second argument. 

These routines are included primarily to perform operations on 
files or devices which are otherwise accessed through external 
routines. Use of these procedures with Pascal defined files must 
be done with care since they cannot communicate with the Pascal 
file control blocks. Thus, use of these routines on Pascal 
file-variables may cause erroneous results of the standard 
functions EOF and EOLN. Additionally, in this case, the expected 
sequence of I/O data transfers may be altered by use of these 
routines to manipulate files. Pascal files should normally be 
positioned using the RESET and REWRITE procedures (see Chapter 
8). 

The miscellaneous operating system/service requests are: 

BREAKPOINT START_PARMS TIME DATE EXIT 

The extended language features to Pascal, afforded by the Prefix 
routines, may be invoked with the following Pascal procedure-call 
statements and arguments, as detailed below. 
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10.3.1 Open 

A call on: 

PROCEDURE OPEN (LU:LUNIT; IDiIDENTIFIER ; AP: ACCESS_PRIVILEGE? 

KEYSrSHORTINTEGER; VAR STATUS :BYTE) ; 

is of the form: 

OPEN(aro1,arg2,arg3,arg4,arg5); 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 is a string (a variable array of characters, a named or 
literal string-constant), which contains in its first 
19-characters, the device mnemonic name or unpacked 
file-descriptor of the file to open. Leading spaces within 
the file-descriptor are skipped. 

argS is an expression whose value is of type ACCESS_PRIVILEGE; 
specifying the device's or file's access privileges and must 
be, or evaluate to, one of the following enumeration 
constant-identifiers: 

SRO,ERO,SWO,EMO,SRH,SREW,ERSW,ERW 

argU is a shortinteger expression specifying write/read keys of 
the file to be opened. For example, such as expressed below 
in hexadecimal: 

#0000 Unconditionally unprotected 

#0700 Protected write key = #07, unprotected read 

#0089 Unprotected write, protected read key = #89 

#3245 Protected write key = #32, protected read key = #45 

arg5 specifies a variable of type BYTE, which receives the SVC 7 
status byte; or the value X'FF' when an error is encountered 
in the file-descriptor SVC 2 packing process. Zero 
indicates no error. 

Action: OPEN assigns the file or device specified by the string 
in arg2 to the logical unit specified by argi. OPEN assumes that 
the file or device exists, (see ALLOCATE below). Arg3 must be 
one of the constants enumerated by the type ACCESS_PRIVILEGE. 
The argi KEYS must match the existing write/read keys of the 
specified file. Keys are ignored, when opening a device, and 
therefore may be specified as zero. Status is returned in argS. 
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An example: VAR FD rIDENTIFIER; OKrBYTE; 

BEGIN 

FD := 'KAGI: '; 

OPEN(2,FD,SRW,0,0K)? 

IF OK = #FF THEN BREAKPOINT(LINENUMBER) ; 

IF OK <> THEN EXIT(OK); 
END 

BEGIN 

FD := 'M300:FILENAME.EXT/P' ; 

0PEN(8,FD,ERW,#3245,0K); 

IF OK = #FF THEN BREAKPOINT(LINENUMBER) ; 

IF OK <> THEN EXIT(OK); 
END 



10.3.2 Close 

A call on: PROCEDURE CLOSE (LU:LUNIT; VAR STATUS : BYTE) ; 

is of the form; 

CL0SE(arg1,arg2); 

where; 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type BYTE/ which receives the OS/32 
SVC 7 status byte. Zero Indicates no error. 



Action: CLOSE deassigns the file or device currently assigned to 
the logical unit specified by argi. Status is returned in arg2. 

An example: VAR OK:BYTE; 

BEGIN 

... CAssuming a file/device is open on lu 2J 

CL0SE(2,0K); 

IF OK <> THEN WRITELN( ' CLOSE ERR0R=',0K); 
END 
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10.3.3 Allocate 
A call on: 

PROCEDURE ALLOCATE (FT:FILE_TYPE; ID: IDENTIFIER; 

KEYSsSHORTINTEGER; 

SIZE,DATA_BLOCK,INDEX_BLOCK: INTEGER; 
VAR STATUS:BYTE); 

is of the form: 
ALL0CATE<arg1,arg2,arg3,arg4,arg5,arg6,arg7) ; 

where: 

argi is an expression which specifies the file-type as an 
enumeration-constant; and must be, or evaluate to, one of 
the following enumeration-constant identifiers: 

CONTIGUOUS 
INDEXED 

arg2 is a string, ( a variable array of characters, a named or 
literal string-constant), which contains in its first 19 
characters the unpacked file-descriptor of the file to be 
allocated. Leading spaces within the file-descriptor will 
be skipped. 

arg3 is a shortinteger expression specifying the write/read keys 
with which this file will be protected, and must be 
respecified in future accesses (e.g., via the SVC routines 
described below in Section 10.4 or other Prefix routines). 
For example, such as expressed below in hexidecimal: 

#0000 Unconditionally unprotected 

#0700 Protected write key = #07, unprotected read 

#0089 Unprotected write, protected read key = #89 

#3245 Protected write = #32, protected read key = #U5 

argU is an integer expression specifying a number of sectors as 
the physical file size, if argi is CONTIGUOUS. If argi is 
INDEXED, argU is an integer expression specifying the 
logical record length of the file. 

argS is an integer expression specifying the data block size, as 

a multiple of 256 bytes; if argi is INDEXED. ArgS is 

ignored, if argi is CONTIGUOUS, but some value must be 
present in the call. 

arg6 is an integer expression specifying the index block size, as 
a multiple of 256 bytes (e.g. 1 ) ; if argi is INDEXED. Arg6 
is ignored if argi is CONTIGUOUS, but some value must be 
present in the call. 
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arg7 specifies a variable of type BYTE, which receives the SVC 7 
status byte; or the value X'FF' when an error is encountered 
in the file-descriptor SVC 2 packing process. Zero 
indicates no error. 

Action: ALLOCATE creates a disc file with the name specified in 
arg2 of the argi file-type, either CONTIGUOUS or INDEXED. The 
arg3 keys specifies the file's write/read keys. If the file-type 
selected is CONTIGUOUS, the arg4 SIZE must specify the number of 
physical sectors to be allocated; and arg4 and argS are ignored 
(they must be specified however to maintain the correspondence of 
actual arguments and procedure parameters required by the 
language). If the file-type selected is INDEXED, the arg4 SIZE 
specifies the logical record length of the file's records. ArgS 
specifies the data blocking factor and arg6 specifies the index 
blocking factor. Status is returned in arg7. 

Examples: VAR FD :IDENTIFIER; OK:BYTE; 

BEGIN 

FD := ' ENTRIESX.SEC/P' ; 

ALLOCATE (CONTIGUOUS, FD, #0304, 16000, 0,0, OK); 
IF OK = #FF THEN BREAKPOINT (LINENUMBER) ; 
IF OK <> THEN EXIT(OK); 

• • • 

FD := •REP0RT02.LST/P '; 
ALLOCATE ( INDEXED, FD, #0807, 132, 1,1, OK); 
IF OK = #FF THEN BREAKPOINT(LINEMUMBER) ; 
IF OK <> THEN EXIT(OK); 

• • « 

END 

Note: A temporary file may be created by performing an allocate 
and assign combination SVC 7, via the SVC7 routine described in 
Section 10.4. The Pascal internal file-variables (see Chapter 8) 
are also created as temporary files. 

10.3.4 Rename 

A call on: 

PROCEDURE RENAKE (LU:LUNIT; ID : IDENTIFIER; VAR STATUS: BYTE) ; 

is of the form; 

BENA1!E(arg1,arg2,arg3); 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 is a string (a variable array of characters, a named or 
literal string-constant), which contains in its first 19 
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characters the unpacked file-descriptor with which to rename 
the file. Leading spaces within the 19-character 
file-descriptor are skipped. Only the filename and 
extension fields are required. 

arg3 specifies a variable of type BYTE, which receives the OS SVC 
7 status byte, or the value X'FF' when an error is 
encountered in the file-descriptor SVC 2 packing process. 
Zero indicates no error. 

Action; RENAME causes the file (with access-privilege EEW) 
currently assigned to the logical unit of argi to be renamed to 
the string contained in arg2. Status is returned in arg3. 

An example: VAH FD : IDENTIFIER; OK:BYTE; 

BFGIN 

ED := • FILENAME. LST "; 

RENAt'E(8,FD,0K); 

IF OK <> THEN BREAKPOINT( LINENUMBEE) ; 

• • « 

END 

BEGIN 

RENAME(4,*SYSFILE1.PAS •,0K); 

IF OK <> THEN BREAKPOINT( LINENUMBEE) ; 



END 

10.3.5 Reprotect 
A call on: 

PROCEDURE REPROTECT (LU:LUNIT; KEYS: SHORTINTEGER; 

VAR STATUS :BYTE); 

is of the form: 

REPROTECT (arg1,arg2,arg3); 

where; 

arg1 is an integer expression (0 to 255) which is the logical 
unit. 

arg2 is a shortinteger expression specifying the new write/tead 
keys of the file currently assigned to the logical jinit 
specified by argi. For example, such as expressed below in 
hexidecimal ; 

#0000 Unconditionally unprotected 

#0700 Protected write key = #07, unprotected read 

#0089 Unprotected write, protected read key = #89 

#3245 Protected write key = #32, protected read key = #45 
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arg3 specifies a variable of type BYTE, which receives the OS SVC 
7 status byte. Zero indicates no error. 

Action: REPROTFCT causes the write/read keys of the file (with 
access-privilege EEW) currently assigned to argi to be changed to 
the value specified by the arg2 keys. Status is returned in 
arg3. 

An example: VAR OK:ByTE? 

BEGIN 

EEPF0TECT(8,#3245,0K); 

IF OK <> THEN BREAKPOINTC LINEUMBER ) ; 

• • • 

END 



10.3.6 Delete 

A call on: 

PROCEDURE DELETE (ID: IDENTIFIER; KEYS:SHOBTINTEGER; 

VAR STATUS:BYTE); 

is of the form: 

DELETE (arg1,arg2,arg3); 

where: 

argi specifies a string (a variable array of characters, a named 
or literal string-constant), which contains in its first 19 
characters the unpacked file-descriptor of the file to be 
deleted. Leading spaces within the file-descriptor are 
skipped. 

arg2 is a shortinteger expression specifying the write/read keys 
of the file currently being deleted. For example; 

#0000 Unconditionally unprotected 

#0700 Protected write key = #07, unprotected read 

#0089 Unprotected write, protected read key = #89 

#3245 Protected write = #32, protected read key = #45 

arg3 specifies a variable of type BYTE, which receives the OS SVC 
7 status byte, or the value X'FF' when an error is 
encountered in the file-descriptor SVC 2 packing process. 
Zero indicates no error. 

Action: DELETE causes the file specified in arg1 to be deleted. 
The argument arg2 must contain a value which matches the file's 
current write/read keys. Status is returned in arg3. 
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An example: VAR OK : BYTE; 



BEGIN 

FD := 'MBOOiFILENAME.EXT/P' ; 

DELETE(FD,#3245,0K); 

IF OK <> THEN BREAKPOINT(LINENUMBER) ; 

• • • 

END 



10-3.7 Change Access Privilege 
A call on; 

PROCEDURE CHANGE_ACCESS_PRIVILEGE (LU:LUNIT; 

AP;ACCESS_PRIVILEGE; 
VAR STATUStBYTE); 

is of the form: 

CHANGE_ACCESS_PRIVILEGE(arg1,arg2,arg3)> 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 is an expression of type ACCESS_PRIVILEGE, It must be or 
evaluate tO/ one of the following enumeration 
constant-identifiers: 

SRO,ERO,SWO,EWO,SRW,SREW,ERSW,ERW 

as is compatible with the current access-privilege. 

argS specifies a variable of type BYTE, which receives the OS SVC 
7 status byte. Zero indicates no error. 

Action: CHANGE_ACCESS_PRIVILEGE causes the current access 
privileges of affile or device assigned to argi to be changed to 
that specified in arg2. The value of arg2 must be one of those 
declared in the enumeration ACCESS_PRIVILEGE. Status is returned 
in arg3. 

An example: VAR OK:BYTE; 

BEGIN 

CHANGE_ACCESS_PRIVILEGE(2,SR0,0K); 

IF OK <> THEN BREAKPOINT(LINENUMBER) ; 

• • « 

END 
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10.3.8 Checkpoint 
A call on: 

PROCEDUEE CHECKPOINT (LU:LUNIT; VAB STATUS :BYTE) ; 

is of the form: 

CHECKP0INT(arg1 ,arg2) ; 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type BYTE, which receives the OS SVC 
7 status byte. Zero indicates no error. 

Action; CHECKPOINT causes any remaining buffered data to be 
copied to the file or device specified by the logical unit of 
argi. Status is returned in arg2. 

An example: VAB OK : BYTE; 

BEGIN 

... tAssuming buffered I/O to lu 2> 

CHECKP0INT(2,0K); 

IF OK <> THEN BREAKPOINT( LINENUMBER) ; 

• • • 

END 

10.3.9 Fetch Attributes 

A call on: 

PROCEDURE FETCH_ATTEIBUTES {LU:LUNIT; 

VAR BLOCK:ATTRIBUTE_BLOCK; 
VAR STATUS:BYTE); 

is of the form: 

FETCH_ATTRIBUTES(arg1,arg2,arg3); 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type ATTRIBUTE_BLOCK, which receives 
the attribute information of the file or device currently 
assigned to the logical unit specified by argi. 



48-021 R01 5/82 10-23 



arg3 specifies a variable of type BYTE/ which receives the OS SVC 
7 status byte. Zero indicates no error. 

Action: FFTCH_STTRIBUTES returns the attribute information of 
the file or device currently assigned to argi in the variable 
variable arg2. FETCH_ATTRIBUTES returns information concerning 
whether or not a unit is assigned, device type, device 
attributes, record length, filename, and file size. Status is 
returned in arg3. 

An example: VJIR OK:EYTE; FILEINFO: ATTEIBUTE_BLOCK; 

BEGIN 

FETCH_ATTRIBUTES( 2, FILEINFO, OK) j 
IF OK <> THEN BREAKPOINK LINENUMBER ) ; 
IF FILFINFO.FILE_NAME = "FILENAME" 
THEN ... 
ELSE ... 
END 



10.3.10 Rewind 

A call on; 

PROCEDURE REWIND (LU:LUNIT; VAR STATUS : SHORTINTEGER ) ; 

is of the form: 

REWIND(arg1,arg2); 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type SHORTINTEGFR , which receives 
the OS SVC 1 status halfword, both the device-independant 
status byte (left byte) and the device-dependant status byte 
(right byte). Zero indicates the rewind has succeeded. 



Action: REWIND rewinds the file or device currently assigned the 
logical unit specified by argi. Status is returned in arg2. 

An example: VAR ACK : SHORTINTEGER ; 

BEGIN 

REWIND(2,A0K); 

IF AOK <> THEN BREAKPOINT(LISEN UMBER ) ; 

• • • 

EFD 
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10.3.11 Write File Hark 

h call on; 

PROCEDURE WBITF_FILE_HftEK (LUtLUNIT; VAR STATUS : SHOETINTEGER) ; 

is of the form: 

MBITE_FILE_MABK(arg1,arg2); 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type SHOETINTEGEB , which receives 
the SVC 1 status halfword, both the device-independent 
status byte (left byte) and the device-dependent status byte 
(right byte). Zero indicates no error. 

Action: WRITE_FILE_1«AEK writes a file mark on the file or device 
currently assigned to the logical unit specified by argi. Status 
is returned in erg2. 

An example: VAR AOK: SHOETINTEGER; 

BEGIN 

WRITE_FILE_MABK{2,A0K); 

IF AOK <> THEN BREAKPOINT (LINENUMBER ) ; 

• • • 

END 

10.3.12 Back Becord 

A call on: 

PROCEDURE BACK_REC0PD (LU:LUNIT; VAR STATUS: Sh'ORTINTEGEB ) ; 

is of the form: 

BACK„REC0RD(arg1,arg2); 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type SHOETINTEGER, which receives 
the SVC 1 status halfword, both the device-independent 
status byte (left byte) and the device-dependent status byte 
(right byte). Zero indicates no error. 
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Action: BACK_EECORD backspaces one record on the file or device 
currently assigned to the logical unit specified by ara1. Status 
is returned in arg?. 

An example: VAR AOK: SHORTINTEGER; 

BEGIW 

• • • 

EACK_REC0RD(2,A0K); 

IF AOK <> THEN BREAKPOINT (LINENUMBER) ; 

« • • 

END 

10.3.13 Back File Mark 
A call on: 

PROCEDURE BACK_FILF_tfARK (LU:LUNIT; VAR STATUS: SHORTINTEGER ) ; 

is of the form: 

BACK_FILE_MARK(arg1,arg2); 

where: 

argi is an integer expression (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type SHORTINTEGER, which receives 
the SVC 1 status halfword, both the device-independent 
status byte (left byte) and the device-dependent status byte 
(right byte). Zero indicates no error. 

Action: BACK_FrLE_i^ARK backspaces to file mark on the file or 
device currently assigned to the logical unit specified by argi. 
Status is returned in arg2. 

An example; VAR AOK : SHORTINTFGER ; 

BEGIN 

• • ■ 

&ACK_FILE_MARK(2,A0K) J 

IF AOK <> THEN BREAKPOINT (LINENUMBER ) ; 

• • • 

END 

10.3.14 Forward Record 

\ call on: 

PROCEDURE FORWD_RECORD (LU:LUNIT; VAR STATUS : SHORTINTEGER ) ; 

is of the form: 
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F08WD_REC0RD(arg1,arg2); 

where; 

aral is an inteoer expression (0 to 255) which is the logical 
unit. 

acg2 specifies a variable of type SHORTINTEGER, which receives 
the SVC 1 status halfword, both the device-independent 
status byte (left byte) and the device-dependent status byto 
(right byte). Zero indicates no error. 



Action: FORWD_EECORD f orwardspaces one record on the file o! 
device currently assigned to the logical unit specified by argl. 
Status is returned in arg2. 

An example: VAP ROK: SHORTINTEGER ; 

BEGIN 

FOEWD_RECORD ( 2 , AOK ) ; 

IF AOK <> THEN BREAKPOINT ( LINENUMBER ) ; 

• • • 

END 



10.3.15 Forward File Mark 

A call on: 

PROCEDURE FORWD_FILE_WARK (L'JrLUNIT; VAR STATUS : SHORTINTEGER ) ; 

is of the form: 

F0HWD_FILE_HARK(arg1,arg2)> 

where: 

arg1 is an integer expr(=ssion (0 to 255) which is the logical 
unit. 

arg2 specifies a variable of type SHORTINTEGER, which receives 
the SVC 1 status halfword/ both the device-independent 
status byte (left byte) and the device-dependent status byte 
(right byte). Zero indicates no error. 

Action: FORWD_FILE_MARK f orwardspaces to file mark on the file 
or device currently assigned to the logical unit specified by 
argl. Status is returned in arg2. 
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An example: VAE AOK; SH08TINTEGER; 



BEGIN 

F0RWD_FILE_MARK(2,A0K); 

IF AOK <> THEN BREAKPOINT (LINENUKBER) ; 
EKD 



10.3.16 Breakpoint 

A call on: PROCEDURE BREAKPOINT ( LN : INTEGER) ; 

is of the form: 

BREAKP0INT(arg1)» 

where: 

argi is an integer expression whose value will be output in a log 
message prior to pausing the task. 

Action: BREAKPOINT causes execution of the Pascal task to be 
suspended through an OS SVC 2 pause. The value of the argument 
is logged on the user's console device along with the hexidecimal 
address of the call. The Pascal task will resume execution with 
the Pascal statement logically following the BREAKPOINT call when 
the OS CONTINUE command is given. The BREAKPOINT procedure is 
most commonly used in conjunction with the function LINFNUMEER 
thusly: 

BREAKPOINT (LINENU?IBER) 

Execution of this statement will generate a break at the current 
line number of the source program, during run time. As the line 
number is reflected in the message, the user may determine where 
in his source, or which programmed breakpoint is occurring. 

The message output is of the form; 

LINE xxxxx, ADDR yyyyyy BREAKPOINT 

where, if the argument is the function LINENUMBER, xxxxx is the 
source line number of line containing the call on BREAKPOINT, and 
yyyyyy is the machine address of the breakpoint in compiled-code. 

10.3.17 Start Parameters 

A call on: PROCEDURE START_PARMS (VAR PTR: PARM_PCINTER ) ; 

is of the form: 

START_PARMS(arg1); 

where: 
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argi specifies s pointer-variable of type PAEH_POINTFB, which 
receives a pointer to the start-parameters with which this 
task was started. 

Action: START_FARKS returns a pointer to an array of up to 132 
characters terminated with a carriage return. This character 
string is that entered with the OS START command, for example: 

START ,T, 1,2,3,4 

ST ,A B C 

ST 

ending with a carriage-return, and is accessible in a targeted 
array by a call on START_PARMS. The Pascal program may access 
the elements of this array with a selector of the form 
POINTER'^d] where POINTER is a variable of type PARM_POINTEP. A 
carriage-return character terminates the meaningful data in 
POINTER". 

An example: CCONST CR = '(:13:)' from Prefix> 

VAR POINTER : PARM_POINTER ; I ; INTEGER; 

BEGIN 

START. P)\ PBS (POINTER); 
I := 1; 

WHILE POINTER'^II] <> CR DO BEGIN 
■Cexamine start-parameters> 
IF POINTER'^LI] = 'T* THEN ... ; 
I := 1+1; 
END; 
EFD; 



10,3.18 Time 

A call on: PROCEDURE TIME (VAR BUFR : STRINGS) ; 

is of the form: 

TIME(argl); 

where ; 

argi specifies a variable of type STRINGS, which receives the 
current time-of-day in an eight-character ASCII format. 

Action: TIME returns in argi, a character string which is the 
current system clock time. The time is formatted as hh:mm:ss. 

An example: VAR CLOCK: STRINGS ; 

BEGIN 

TIMF(CLOCK); 

WRITELN(CLOCK) ; Cwrites 20:30:00 for 8:30p.m.> 
END. 
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10.3.19 Date 

A call on: PROCEDURE DATE (VAR BUFR:STRING8) ; 

is of the form: 

DATE(argl); 

where: 

arg1 specifies a variable of type STRINGS; which receives the 
current date/ in either the format as mm/dd/yy or dd/mm/yy 
depending upon which form for dates has been system 
generated in the OS. 

Action: DATE obtains the current date in either the form 
month/day/year or the form day/month/year as an eight character 
ASCII string; and returns it in argl. 

An exampj.e: VAP TODAY : STRINGS; 

BEGIN 

DATE(TCDAY); 

WRITEINC 'Today is: ', TODAY); 
■COutputs: "Today is: 12/25/81" on Christmas> 
C or: "Today is: 25/12/81" on Christmas> 
END. 

10.3.20 Exit 

A call on: PROCEDURE EXIT (EOT:BYTE); 

is of the form: 

EXIT(argl); 

where: 

argl is an integer expression (0 to 255) which is used as the End 
of Task code, in the ensuelng task termination/ end-of-task 
message. 

Action: EXIT terminates the execution of a Pascal task, with the 
specified return code of argl. 

An Gxanple: VAP EFROR_CODE : BYTE; 

BEGIN ... 

IF condition THEN ERROR_CODS :^ 3; 

• • « 

IF EFPOR_C0DE <> THEN EXI T( ERROR_CODE ) ; 
EXIT(O); 

END. 
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10.4 USING THE SVC CAPABILITY 

Perkin-Flmer Pascal provides the user the capability to usp SVC 
calls in his Pascal program. The PASSVC support routine names 
^re declared as FXTERN procedures with their appropriate? 
parameter-list interfaces, and the SVC support routines, in the 
PASRTL.OBJ (see Section 10.2,5), are linked to the user program 
at task establishment time. 

As with all EXTERN routines, the programmer is responsible for 
making the interface with which these procedures are called agree 
with the interface which they are prepared to accept. The 
interface they are prepared to accept is defined by the 
Ca!^ST/TYPE declarations, and parameter- lists in the PROCEDURE 
EXTERN declarations. 

The programmer who uses these SVC procedures is expected to set 
up the required input field values in the variable serving as the 
SVC parameter-block, for those SVC routines requiring one in 
their interface, (e.g., SVC1, SVC5, SVC2PEEK, and SVC7), and to 
extract information that is returned in that parameter-block 
after the call, when desired. 

Information on the OS/32 SVCs definitions are detailed in the 
OS/32 Programmer Reference Manual (PRM), Publication Number 
S29-613. The reader is assumed to be familiar with the OS/32 

PR??. 

The constant and type-definitions required prior to their use in 
the SVC external routine declarations are listed in Table 10-5. 
These definitions should be included in a type-definitions part 
of a block, prior to a variable-declarations part or the 
routine-declarations that reference them. The constant and type 
definitions may also be included prior to the PROGRAM or MODULE 
header of a compilation-unit. 

The external procedure declarations that are required in the user 
source to establish the SVC routine-names and their interface are 
listed in Table 10-6. These EXTERN procedure declarations should 
be included in the routine-declarations part of a block. Note 
that they reference the type-definitions in Table 10-5. 

The file provided with Pascal that contains samples of coding a 
variety of SVCs, written in Pascal source is SMPLSVCS.PAS. The 
user may also extract from this file (SMPLSVCS.PAS) the type and 
constant definitions and external routine declarations required 
for the entire set of supported SVCs, as they are depicted in 
Tables 10-5. and 10-6. Additional CONSTANT definitions are also 
available on this file which define key values with 
constant-identifiers for several pertinent fields in the record 
variables serving as SVC parameter-blocks. 
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TABLE 10-5. PASCAL SVC SUPPORT TYPE-DEFINITIONS 



TYPE 


CHAS2 = 


PACKED 


ARRAY 


t1..2] 


OF 


CHAR 


TYPE 


CHAR3 = 


PACKED 


ARRAY 


[1..3] 


OF 


CHAR 


TYPE 


CHASa = 


PACKED 


ARRAY 


[1..81 


OF 


CHAR 


TYPE 


CHARU = 


PACKED 


ARRAY 


[1..4] 


OF 


CHAR 



TYPE LINE = ARRAY [1..132] OF CHAR; 
CSVCI PARAMETER BLOCK> 



TYPE SVC1_BL0CK = RECORD 
SVC1_FUNC: BYTE; 
SVC1_LU: BYTE; 
SVC1_STAT: BYTE; 
SVC1_DEV_STAT: BYTE; 
SVC1_BUFSTART: INTEGER; 
SVC1 BUFEND: INTEGER; 



{.FUNCTION CODE> 
•CLOGICAL UNIT NUMBFR> 
tDEV-INDEP STATUS} 

cdev-depekdent status> 
<:address(buffer)> 
caddress( buffer )+size( buffer )-1> 



SVC1_RAKDCM_ArDH: INTEGER; {RANDOf! ADDRESS FOR DASr<> 
SVC1_XFER_LFN: INTEGER; ^TRANSFER LENGTH> 
SVC1_EESERVFD: INTEGER; CRESERVED FOR ITAM nSE> 

END; 



<:SVC5 PARAMETER BLCCK> 



TYPE SVC5 PARM = RECORD 



SVC5_0VKAMF 
SVC^^..STAT 
SVC5_0PT 
SVC5_LU 

:nd; 



CHAR8; 
BYTE; 
BYTE; 
SHORTINTEi 



ER; 



CFILE DESCRIPTOR FOR SVC7 REQUESTS} 



TYPE FD„TYPE = PACKED RECORD 
VOLN: CHAR 4; 
FN: CHARE; 



EXTN: 
ACCT! 
END; 



CH;»P3; 
CHAR; 



7 PARAI1ETER RLOCK> 



IVOLUHE NAME> 

■CFILE KAME> 

CEXTENSIONJ 

^ACCOUNT CODE: P/S/G> 



TYPE SVC7_BL0CK = RECORD 
SVC7_CMD! BYTE; 
SVC7_K0D: BYTE; 
SVC7_STAT: BYTE; 
SVC7_LU: PYTE; 
SVC7_KEYS: SHORTINTEGER ; 
SVC7_RECLFN: SHORTINTEGER; 
SVC7_FD: FD_TYPF; 
SVC7_SIZE: INTEGER; 
ZND; 



■CCOHMAND> 

■CMODIFIER/DEVICE TYPE} 
{STATUS} 

{LOGICAL UNIT NUMBER} 
■CREAD/WRITE KEYS} 
{LOGICAL RECORD LENGTH} 
{FILE DESCRIPTOR} 
{FILEC/INDEX) SIZE} 
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TflBLH 10-5. PASCSL SVC SUPPORT TYPE-DEFINITIONS (Continued) 

COMST TASKQ_SLOT_COURT =4; 

TYPE QSIZE_TY = T..TA5KQ SLOT_COUNT; 

TYPE TASKQ_TYFE = RECORD 

QSIZE: QFIZE_TY; 

FILL1, FILL2, FILL3: SHORTINTEGER; 

TASKQ_SIOTS; ARRAY [QSIZE_TY] OF INTEGER; 
END; 



TYPE UDL_INDEX = 0..63; 

TYPE PACK_OPTION = (USER_VOL, 3YS_V0L, SPL_VOL, NO_DEF AULT) ; 

TYPE PEEK 00 BLOCK = RECORD 



PEEK_CPT 
PEEK CODE 
PEEK_NLU 
PEEK_MPRI 
PEEK_OSTD 
PEEK_TASK_NAKE 
PEEK_CTSW 
PEEK_TOPT 
RESFFVED 
END; 



BYTE; 

BYTF; 

BYTE; 

BYTE; 

CHA^8; 

CHARS; 

INTEGER; 

SHORTINTEGER; 

SHORTINTEGER; 



TYPE ?EEK_01_BI0CK 
PEEK_OPT 
PEEK_CODF 
RESERVED_1 
PEEK_OSID 
?EEK_OSUP 
PEEK_CPU 
PEEK_SOPT 
PEEK_UACT 
PEEK_GACT 
RESERVED_2 
END; 



PACKED RECORD 
BYTE; 
BYTE; 

SHORTINTEGER; 
CHARS; 
CHAP2; 

SHORTINTEGER; 
INTEGER; 
SHORTINTEGER; 
SHORTINTEGER; 
INTEGER; 



TYPE PEEK 02 BLOCK = PACKED RECORD 



PEEK_OPT 
PEEK_CODE 
RESERVEB_3 
PEEK_OSID 
PEEK_LOAD_VOL 
FEEK_FILENAKF 
PEEK_EXT 
PEEK_FILE_CLASS 
END; 



BYTE; 

BYTE; 

SHORTINTEGER; 

CHARS; 

CHAR4; 

CHAR8; 

CHARS; 

CHAR; 
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TABLE 10-f. EXTERN SVC DECLARATIONS TO CALL SVCs 

PROCEDURE SVCKVAE FARM : SVC1_BL0CK ) ; EXTERN; 

PROCEDURE SVC3l7EBV_C0dK : BYTE); EXTERN; 

PROCEDURE SVC5(VAR PARK: SVC5_PARM); EXTERN; 

PROCEDURE SVC7(VAR PA RM : SVC7_BL0CK ) ; EXTERN; 

PROCEDURE SVC2PAUS; EXTERN; 

PROCEDURE SVC2AFLT(ENABLE: BOOLEAN); EXTERN; 

PROCEDURE SVC2FPTR; EXTERN; 

PROCEDURE SVC2L0GH(MSG:LINE; LEN:INTEGER; IK Af^E : BOOLEAN ) ; EXTERN; 

PROCEDURE SVC2FTIM(VRE TIME : INTEGER ; VAR HHMKSS: CHARS); EXTERN; 

PROCEDURE SVC2FDAT(VAE MMDDYY : CHARS ) ; EXTERN; 

PROCEDURE SVC2T0DW(TGD : INTEGER); EXTERN; 

PROCEDURE SVC2INTW(INTVL : INTEGER); EXTERN; 

PROCEDURE SVC2PKNM(VAR VAL:INTEGER; BUF:LINE; VAR POSN: INTEGER ; 

OPT:INTEGER; VAR CCrlNTEGER); EXTERN; 

PROCEDURE SVC2FKFD(VAR FD:UNIV FD TYPE; BUF:LINE; 

VAR POSN:INTEGER; SKIP_BLANKS: BOOLEAN ; 

OPT: PACK_OPTION; VAR CC:INTEGER); EXTERN; 

PROCEDURE SVC2PEEK(VAR PARM:UNIV PEEK_C0_BLOCK) ; EXTERN; 

PROCEDURE SVC2TKAD(INTVL: INTEGER; TASKQPARM: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVC2TKWT(INTVL: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVC2TMRP(ITEMC0UNT: SHORTINTEGER ; ADDRESS: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); FXTFPN; 

PROCEDURE SVC2TKLF(VAR INTVL: INTEGER; TASKQPARM: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVC2TKCA< TASKQPARM: INTEGER; 

FLAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVCINITQ(NSLOTS:QSIZE_TY;VAR TASKQ : TASKQ_TYPE) ; EXTERN; 
PROCEDURE SVCTASKQ(VAR PARAM : INTEGER ; WAIT :BOOLEAN) ; EXTERN; 

PROCEDURE FRCMUDLCI: UDL_INDEX; VAR VAL: UNIV INTEGER); EXTERN; 
PROCEDURE TCUDLd: UDL_INDEX; VAL: UNIV INTEGER); EXTERN; 
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The user has the capability to code SVCs by writing Pascal 
procedure-call stateinents, i.e., request SVCs be issued to the 
operating system to perform I/O to OS/32 files, or other 



services. 



The Pascal procedure-call statements to invoke the SVCs are 
described below in Sections 10.4.1 to 10.U.24 and some examples 
are presented in Section 10.4.25. 



10.4.1 SVC1 

A call on: PROCEDUPE SVCKVAE PARM : SVC1_BL0CK ) ; EXTERN; 

is of the form: 

SVCKargI); 

where: 

argi specifies a variable of record-type SVC1_BL0CK with required 
input field values set by the programmer; status is returned 
in the appropriate fields (SVCI.STAT and SVC1_DEV_STAT) of 
the record variable serving as a SVC parameter-block. If 
the requested function was "test and set" and the record was 
found to be locked, then the condition code returned by the 
OS is non-zero. In this case, the procedure SVC1 
communicates this information to the caller by returning 
both both fields SVC1_STAT and SVC 1_DEV_STAT equal to 
hexidecimal #7F. 

Action: Issues a direct I/O data transfer or command function as 
an OS/32 SVC1 Input/Output Request. See Figure 10-1 for an 
example. Note that mixing SVC1 to a logical unit associated to 
a file which is also having Pascal READ and WRITEs performed on 
it as a Pascal named file may produce erroneous results. 

10.4.2 SVC3 

A call on: PROCFDUEF SVC3 (TERM_CODE : BYTE); EXTERN; 

is of the form: 

SVC3(arg1); 

where: 

argi is an integer expression that evaluates to a byte value 
which is to be used as the End of Task Code. 

Action: Requests to end task execution, by calling either one of 
the two P3TERM routines, linked in from PASRTL.OBJ, depending on 
whether the program has been compiled to run (and is running) 
under OS/32 or RELIANCE. 
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10.4.3 SVC5 

A call on: PROCEDURE SVC5(VAR PARM: SVC5_PARH); EXTERN: 

is of the form; 

SVC5(arg1); 

where: 

argi specifies a variable of record-type SVC5_PARM, with required 
input field values set by the programmer; error status is 
returned in the field SVC5_STAT of the variable. 

The user sets the overlay name in SVC5_0VNAME; selects the 
option #01 (Load lu without positioning) or #04 (Load lu 
after rewind) in SVC5_0PT; and for TET overlays specifies an 
lu in SVC5_LU (not required for LINK overlays). 

Action: Issues an OS/32 SVC 5 Fetch Overlay, using argi as the 
parameter-block; placing the task in a wait state until the 
overlay is loaded; with details dependent on whether the overlay 
was generated with TET or LINK. 

10.4.4 SVC7 

A call on: PSOCFDURE SVC7(VAR PARK :SVC7_BL0CK ) ; EXTERN; 

is of the form: 

SVCTCargI); 

where; 

argi specifies a variable of record-type SVC7_BL0CK, with 
required input field values set by the programmer. Device 
independent status is returned in the field SVC7_STAT of the 
variable. 

Note: Mixing SVC7 with Pascal I/O RESET and REWRITE on the 
same logical unit is not advised or must be done with 
extreme care. 

Action: Issues an CS/32 SVC 7 File and Device Handling service 
request using argi as the SVC parameter- block. See Figure 10-2 
for an example. 
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10. U. 5 SVC2PAUS 

\ call on: PROCFDUPE SVC2PAUS; EXTERN ? 

is of the form: 

SVC2PAUS; 



Action: Bequests to pause task execution, by calling either one 
of the two P$P/>,US routines, linked in from PASFTL.OBJ, depenrlinrj 
on whether the program has been compiled to run (and is running) 
under OS/32 or RELIANCE. Task execution may be resumed upon the 
operator entering the OS CONTINUE command, under OS/32. 



10.4.6 SVC2AFLT 

A call on: PxJOCEDUEE SVC2AFLT(SNABLE : BOOLEAN); EXTERN; 

is of the form: 

SVC2AFLT(arg1); 

where : 

argi is a boolean expression. If its value is! 

TRUE enables the Arithmetic Fault Interrupt Bit 
FALSE disables the Arithmetic Fault Interrupt Bit 

Action: Issues an OS/32 SVC 2, Code U: Set Status Option X'OO* 
to either enable or disable the Arithmetic Fault Interrupt Bit; 
depending on the value of argi. 

10.4.7 SVC2FPTE 
A call on: 

PROCEDURE SVC2FFTR; EXTERN; 

is of the form: 

SVC2FPTR; 



Action: Issues an OS/32 SVC 2, Code 5, Fetch Pointers; which 
copies the UTOP, CTOP, and UBOT in the task's TCB and stores them 
in the task's UDI. (This routine might be called after a CAL 
routine has used GET/RELEASE storage SVCs to modify UTOP.) 
Pascal's SVC support routine, FROMUDL, can be called to obtain 
the values of UTOP, UBOT, and CTOP in the UDL. Also see the 
routine TOUDL below. 
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10.4.8 SVC2L0GM 

A call on: 

PROCEDURE SVC210GH(WSG:IINE; LEN:INTEGER; IMAGE: BOOLEAN ) ; 
EXTERN; 

is of the form: 

SVC2L0GH(arg1,arg2,arg3); 

wh^re: 

aral specifies a string, (a variable array of characters, a named 
or literal string-constant), which contains the ASCII 
message to be logged. 

arg2 is an expression evaluating to a positive integer length <= 
132; i.e., the number of characters in the message to be 
logged. 

arg3 is a boolean expression. If its value is: 

TRUE causes the message to be logged in image mode. 
FALSE causes the message to be logged in formatted mode. 

Action: Issues an OS/32 SVC 2, Code 7, Log Message to the log 
device, using argi as the string-array of characters (the 
message) to be logged, arg2 as the length of the message, and to 
log in image mode if arg3 is TRUE; or in formatted mode if arq3 
is FALSE. This routine should not be used in a RELIANCE 
environment. 
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10.t».9 SVC2FTIM 

A call on: 

PROCEDURE SVC2TIM(VAE TIME: INTEGER; VAR HHMMSS'iCHARS ) ;EXTERN; 

is of the form: 

SVC2FTIM(arg1,arg2); 

where: 

argi specifies a variable of type INTEGER, which receives the 
time-of-day as a binary integer, in seconds from midnight. 

arg2 specifies a variable of CHAR8 type, i.e., an eight-character 
string-array; vhich receives the time in ASCII format. 

Action; Issues two forms of OS/32 SVC 2, Code 8, Interrogate 
Clock; i.e., the time-of-day is fetched in two formats: as a 
number of seconds from midnight returned in arg1; and as a 
character string •hh:nim:ss* returned in arg2. 

10.4.10 SVC2FDAT 

A call on: 

PROCEDURE SVC2FDAT(VAE MMDDYY : CHARS ) ; EXTERN; 

is of the form: 

SVC2FDAT(arg1); 

where: 

arg1 specifies a variable of CHARS type, i.e., an eight-character 
string-array; which receives the date in ASCII. 

Action: Issues an OS/32 SVC 2, Code 9, Fetch Date; i.e., the 
calendar date is fetched from the OS, in the form *ram/dd/yy' or 
•dd/mm/yy' depending on the preset option in the operating 
system; and returned in arg1. 
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10.4.11 SVC2T0DW 
A call on: 

PROCEDURE SVC2T0DK(T0D : INTEGER); EXTERN; 

is of the form; 

SVC2T0DW(arg1); 

where; 

aral is an integer expression which is the number of seconds from 
midnight; (e.g., the integer 36828 seconds from midnight 
means 10:13:48). 

Action: Issues an OS/32 SVC 2, Code 10, Time of Day Wait; 
placing the task in a wait state until a specified time-of-day; 
where argi represents the time in seconds from midnight as the 
time-of-day to resume execution. 

10.4.12 SVC2INTW 
A call on: 

PROCEDURE SVC2INTW(INTVL : INTEGER); EXTERN; 

is of the form: 

SVC2INTW(arg1); 

where: 

argi is an integer expression which is the number of 
milliseconds; (e.g., the integer 5000 milliseconds means 
wait 5 seconds). 

Action: Issues an OS/32 SVC 2, Code 11, Interval Wait; placing 
the calling task in a wait state until argi as the interval to 
wait, given in milliseconds, expires. 
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10.4.13 SVC2PKKM 

K call on: 

PROCEDURE SVC2PKNK(VAR VALtlNTEGERj BUF-.LINE; YAR POSN : INTEGER ; 

OPT:INTEGER; VAE CC:INTEGER)j EXTERN; 

is of the form: 

SVC2PKNM(arg1,aro2,arg3,argt»,arg5) ; 

where: 

arrrl specifies a variable of type INTEGER, which receives the 
converted numeric. 

drg2 specifies a string, (a variable array of characters, a named 
or literal string-constant), that contains the ASCII 
numeric. 

arg3 specifies a variable of INTEGER type, containing the 
position in arg2 at which the ASCII nu'meric begins; arg3, 
upon return, will contain the position of the first 
character following the ASCII numeric; or in case of syntax 
error, the position of the character causing the error. 

argi is an integer expression which selects the conversion 
option; and must evaluate to the hexidecimal integer values: 

#00 to convert ASCII hexidecimal to binary 

#U0 to convert ASCII hexidecimal to binary, and 

skip leading blanks 
#80 to convert ASCII decimal to binary 
#C0 to convert ASCII decimal to binary, skip leading blanks 

argS specifies a variable of type INTEGER, which receives the 
condition code: 

Normal termination 

1 No numbers converted 

H Value of number to be converted > MAXINT 

Action: Issues an OS/32 SVC 2, Code 15, Pack ASCII numeric to 
binary; optionally skipping leading blanks; depending on the 
value of arg4. 



48-021 R01 5/82 10-41 



10.4.14 SVC2PKFD 

A call on: 

PROCEDURE SVC2PKFD(V».8 FD:UNIV FD_TYPE; BUFiLINE; 

VAR POSN:INTEGER? SKIP_ELANKS : BOOLEAN ; 
OPT: PACK_OPTION; VAR CC: INTEGER) ; EXTERN; 

is of the form: 

SVC2PKFD(arg1,arg2,arg3,argU,arg5,arg6); 

where: 

argi specifies a variable of type FO_TYPE which receives the 
packed file descriptor; and since FD_TYPE is preceded by 
UNIV in the parameter-list of SVC2PKFD argi may be any 
variable that occupies 16 consecutive bytes of storage, and 
is fullword aligned. 

arg2 specifies a string, (a variable array of characters, a named 
or literal string-constant), which contains the unpacked 
file-descriptor. (See arg3). 

arg3 specifies a variable of INTEGER type containing the position 
in arg2 at which the unpacked file descriptor begins; arg3, 
upon return, will contain the position of the first 
character in arg2 following the unpacked file descriptor, or 
in case of syntax error, the position of the character 
causing the error. 

arg4 is a boolean expression. If its value is: 

TRUE causes leading blanks to be skipped 
FALSE causes leading blanks not to be skipped 

arg5 is an expression of type PACK_OPTION. If its value is: 

USER_VOL supply user-volume, if none in unpacked fd 
SYS_VOL supply system-volume, if none in unpacked fd 
SPL_VOL supply spool-volume, if none in unpacked fd 
NO_DEFAULT use volume already in packed fd, 
if none in unpacked fd 

arg6 specifies a variable of type INTEGER which receives the 
operating system condition code after executing the SVC. 
This condition code, when other than zero, may contain a 
combination of the CVGL bits set. 

0000 Normal termination 

L bit No volume name in unpacked fd 

V bit Syntax error 

C bit No extension in unpacked fd 
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Action: Issues an OS/32 SVC 2, Code 16, Pack File Descriptor; 
packing the unpacked file descriptor beginning at position arg3 
in arg2, optionally skipping blanks if arg'4 is TRUE. ftrgB 
selects the volume specifier option of the SVC. The packed file 
descriptor is returned in arg1, the updated position is returned 
in arg3, and the resultant condition code is returned in arg6. 

10.4.15 SVC2PFEK 

A call on: 

PROCEDURE SVC2PEEK{VAF PARHtUNIV PE£K„00_BLOCK) jEXTEFM ; 

is of the form: 

SVC2PEEK(arg1); 

where : 

argi specifies a variable which is a SVC 2, Peek parameter-block 
This variable must be 7 consecutive fullwords (28 
consecutive bytes), fullword aligned; (since PEEK_00_BLOCK 
is preceded by UNIV in the parameter- list of SVC2PEEK) or it 
may be a variable of one of the following types: 

PEEK_00_BLOCK -Ctype for Option X'OO' of SVC 2, Peek> 

PEEK_01_EL0CK -Ctype for Option X'OV of SVC 2, Peek> 
PEEK_02_BLGCK ftype for Option X'02' of SVC 2, Peek> 

To set the fields of argi, 

of type PEEK_00_BIOCK, for an Option X'OO" Peek: 

HITH record-variable DO BEGIN 
PEEK_OPT := #00; 

PEEK_CODE := 19; Cor hexidecimal #13> 
RESERVED := C; 
END; 

SVC2PEEK(record-variable) ; 

■COn return these fields will contain: > 

PEEK_NLU largest lu number available to task 

PEEK_MPRI maximum priority at which tas;k may execute 

PEEK_GSID naire of OS in ASCII as 8 characters 

PEEK_TA3K_NAME task name in ASCII as 8 characters 

PEEK_CTSW current task status word, bits to 31 

PEEK_TOPT task options from TCB options field, bits 16-31 
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To set the fields of argl, 

of type PEEK_01_BLOCK, for an Option X'OV Peek: 

^^TH record-variable DO BEGIN 
PEEK_OPT := #01; 

PEEK_CODE := 19; tor hexidecimal #13> 
RESERVED_1 := 0; 
RESERVED_2 := 0; 
END; 

SVC2PEEK(record-variable) ; 

•ton return these fields will contain: > 

PEEK_CSID OS name in ASCII as 8 characters 

PEEK_OSUP OS update level in ASCII as 2 characters 

PEEK_CPU CPU model numbers 

PEEK_SOPT system options 

PEEK_UACT user account number from TCB 

PEEK_GACT group account number from TCB 



To set the fields of argl, 

of type PEEK_02_BL0CK, for an Option X'02' Peek: 

WITH record-variable DO BEGIN 
PEEK_OPT ;= #C2; 

PEEK_CODE := 19; Cor hexidecimal # 1 3> 
RESERVED_3 := 0; 
END; 

SVC2PEEK( record- variable); 

COn return these fields will contain: > 

PEEK_OSID OS name in ASCII as 8 characters 

■CThe next four fields contain the file descriptor in ASCII 

from which the task was loaded, > 
PEEK_LOAD_VOI volume name in ASCII as U characters 
PEEK_FILENAME file name in ASCII as 8 characters 
PEEK_EXT extension in ASCII as 3 characters 
PEEK FILE CLASS account code in ASCII as 1 character 



Action: Issues an OS/32 SVC 2, Code 19, Peek to obtain 
information from the operating system. 



10. 4.16 SVC2TMAD 

A call on: 

PROCEDURE SVC2TMAD(INTV: INTEGER; TASKQPARM: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTEEN; 

i ^ of the form: 

SVC2TMAD(arg1,arg2,arg3,arga); 

where: 
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arg1 is an integer expression specifying an interval of time; or 
a time-of-day tiir.e; at which to schedule the addition to the 
task queue. 

arrT2 is an integer expression specifying the task queue 
parameter. Note: A task queue parameter may be an integer 
occupying bits 8 to 31 of a fullword (bits 0-7 become 
internally set to X'09' when added to a task queue); ard 
should be uniquely distinguishable from other task queue 
parameters; e.g., 1,2,3,#AC4. 

argS is a boolean erpression. If its value is: 

TRUE argi is an interval of time in milliseconds from now. 
FALSE argi is the time in seconds from midnight. 

argU specifies a variable of type INTEGER which receives the 
condition code after executing the SVC: 

Interval has started, normal termination. 

4 Sufficient amount of system space unavailable. 

Action: Issues an CS/32 SVC 2, Code 23, Option X'OC which 
schedules the addition of the arg2 task queue parameter to the 
task queue at a time which is determined by argi (argi means 
milliseconds from now if arg3 is TRUE or argi is the time in 
seconds from midnight if arg3 is FALSE). The condition code is 
returned in arg4. The task's subsequent statements continue to 
execute concurrently with the awaited scheduled addition to the 
task queue. 

Mote; Before executing this call, SVCINITQ must have been called 
to initialise the current TSW (Z bit set), allocate a task queue, 
and store its address in the UDL. 



10,4.17 SVC2THPT 

A call on: 

PROCEDURE SVC2TKWT(INTVL: INTEGER; 

ELAPSED: BOOLEAN; VAR CC : INTEGER); EXTERN; 

is of the form: 

SVC2TaWT(arg1,arg2,arg3); 

where: 

argi is an integer expression specifying an interval of time; or 
a time-of-day time. The task is placed in a wait state, 
until the time specified elapses or occurs. 
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arg2 is a boolean expression. If its value is; 

TSUE argi is an interval of time in milliseconds from now. 
FALSE argi is the time in seconds from midnight. 

arg3 specifies a variable of IfJTEGEB type, which receives the 
condition code after executing the SVC: 

Interval ha?; started/ normal termination. 
'4 Sufficient amount of system space unavailable, 
no wait has occurred. 

Action: Issues an CS/32 SVC 2, Code 23, Option X*80" by which 
the callin.7 task is placed in a time watt state until the 
specified time interval has elapsed, or the specified time-of-day 
occurs. No item is added to the calling task's queue, at the and 
of th'? elapsed time. 



10.4.18 SVC2TMEP 

A call on: 

PROCKDUPF SVC2TyRP(ITEMC0UNT: SHORTINTEGER ; ADDRESS : INTEGER ; 

ELAPSED: BOOLEAN; VA R CC: INTEGER); EXTERN; 

is of the form: 
SVC2TMRP(arg1,arg2,arg3,argU); 

where: 

argi is a shortinteger expression which is the number of items 
(task queue parameters) to be scheduled for addition to to 
the task queue. The entire group of scheduled queue 
additions are to he cyclically repeated within a specific 
time period. 

arg2 is the address of an array defining the intervals or times 
and the associated task queue parameters; e.g., the first 
fullword of the array is a time specifier, and the second 
fullword of the array is a task queue parameter to be added 
to the task queue at the time specified in the first 
fullword of the array; and so on, in pairs. The number of 
items to be added is one for each pair of elements in the 
array; i.e., the number of items is the number of task queue 
parameters. 

arg3 is a boolean expression. If its value is: 

TRUE the intervals in arg2 are interpreted as 

milliseconds from now. 
FALSE the times in arg2 are interpreted as 

seconds from midnight. 
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Note: The entire Vime period of a repetitive cycle, is that 
defined by the operating system. For interval timing/ the 
?ntire cycle is the sum of intervals; for time-cf-day 
timing, the entire cycle is the minimum range of the numhc^r 
of days delineated by the time-of-day specifications. That 
is, if all time-of-days occur on one day, they will begin 
again on the recond day. If all time-of-days take two days 
to occur, and when the first time-of-day of the cycle has 
not already occurred on the third day, the cycle begin'^- 
repeating on the third day; otherwise when the first 
time-of-day of the cycle has already passed by, the cycle 
begins repeating on the fourth day. 

araa specifies a variable of type INTEGER, which receives the 
condition code after executing the SVC: 

Normal termination. 

4 Sufficient amount of system space is unavailable, 
no interval is elapsing. 

Action: Issues an CS/32 SVC 2, Code 23, Option X'UO* which 
repetitively schedules the addition of several (argi) task queue 
parameters in the structure at address arg2, with the type of 
times determined by arg3, and a resulting condition code after 
executing the SVC is returned in argU. The repetition recycles 
until the task terminates or cancels (via SVCTHCA) the SVC call. 

Note: Before executing this call, SVCINITQ must have been called 
to initialize the current TSW (Z bit set), allocate a task queue, 
and store its address in the IIDL. 



10.U.19 SVC2TMLF 

A call on; 

PROCEDUPE SVC2TMLF(VAB INTVL: INTEGER; TASKQPARM : INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

is of the form: 

SVC2THLF(arg1,arg2,arg3,argy); 

where: 

argi specifies a variable of type INTEGER, which receives the 
remaining time left, before the elapse of a previously 
scheduled timer interval or time for a given task queue 
parameter, occurs. 

arg2 is an integer expression specifying the task queue parameter 
being investigated. 
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arg3 is a boolean expression. If its value is: 

TRUE find the remaining time, as an interval in 

milliseconds. 
FALSE find the remaining time, as a time-of-day in 

seconds from midnight. 

arg4 specifies a variable of type INTEGER, which receives a 
condition code after executing the SVC: 

Normal termination. 

U No interval is associated with the given task queue 
parameter. 



Action: Issues an SVC 2, Code 23, Option X'20' which finds the 

time remaining before the elapse of the interval or time-cf-day 

associated with the arg2 task queue parameter previously 

established with Option X'OO' (via SVC2TMAD) or with Option X'40' 
(via SVC2TMRP). 



10.4.20 SVC2TMCA 

A call on: 

PROCEDURE SVC2TFCA(TASKQPARM: INTEGER; 

ELAPSED: BOOLEAN; VAR CC:INTEGER); EXTERN; 

SVC2TMCA(arg1,arg2,arg3); 

where: 

argi is an integer expression specifying the task queue 
parameter. 

arg2 is a boolean expression. If its value is: 

TRUE argi n-eans the interval in milliseconds from now. 
FALSE argi means the time-of-day in seconds from midnight. 

arg3 specifies a variable of type INTEGER, which receives the 
condition code after executing the SVC: 

Normal termination. 

U No previous interval request exists that matches 
the task queue parameter provided. 

Action: Issues an OS/32 SVC 2, Code 23, Option X'10' to cancel 
a previously established timer management request; concerning 
this task queue parameter. All previous requests that match both 
the type of time and task queue parameter are cancelled. If the 
t^isk queue parameter and its associated time is part of a 
periodic group (via SVC2THRP), the entire time period is 
cancelled . 
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10.4.21 SVCINITQ 
A call on! 

PKOCEDURE ':^VCINITO(KS10TS:QSIZR_'ry;VAR TASKQ: TASKQ_TYPF ) ;EXTEEN ; 

is of the form: 

SVCINITQ(arg1,arg2) ; 

wherft : 

argl is an integer expression specifying the number of slots 
(i.e., maximum number of task queue parameters to be held at 
one time) to establish in a circular list which is to serve 
as the Task Queue. The value of argl must lie in the 
subrange established by the type OSIZE_TY (predefined tc be 
1..TASKC_?L0T_CCUNT, where TASKQ_SLOT_COUMT is predefined to 
be 4). These can be redefined by the user for larger task 
queues (in which case arg1 could be > U). 

arg2 specifies a record variable of type TASKQ..TYPE which will be 
initialized as the circular list, with argl slots, to serve 
as the Task Queue. 

Action: The address of arg2 is placed in the HDL as the Task 
Queue. Arg2 is initialised as a Perkin-Elmer circular list, with 
argl number of slots placed in its first halfword. The current 
TSW is changed to enable Task Queue entry traps by issueing an 
OS/32 SVC 9, Load TSW. (The TSW gets the logical sum ("or") of 
the old TSW with Y* O00ODF2O ' ) . The Z bit enables the additions 
to the queue on time-out to occur. The Q bit is not set, so 
there is no Queue Service routine handling the additions to the 
queue as they occur on time-out of the elapses. The Pascal 
program can retrieve parameters from the queue with SVCTASKQ. 

10.4.22 SVCTASKQ 

A call on: 

PROCEDURE SVCTASKQ(VAR PARAM : INTEGER ; WAIT : BOOLEAN ) > EXTERN; 

is of the form: 

SVCTASKQ(arg1,arg2) ; 

where : 

arg1 specifies a variable of type INTEGER, which receives the top 
task queue parameter entry on the Task Queue; unless the 
Task Queue is empty (see Action below). 
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arg2 is a boolean expression. If its value is: 

TRUE return a task queue parameter, 

unless the Task Queue is empty; 

if empty, enter TSW (Q bit set) wait, 

until one arrives. 
FALSE return a task queue parameter, but 

don't wait, if queue empty; return in arqi. 

Action: Assuming SVCINITQ and other timer management requests 
have been previously called; this routine attempts to remove the 
top entry (a task queue parameter) from the Task Queue and return 
it in argl. 

If the user specified arg2 as FALSE, and the Task Queue is empty, 
argl will be returned as zero. 

If the user specified arg2 as TRUE, this routine returns the top 
entry in the task queue; unless the task queue is empty. If the 
task queue is empty, this routine goes into a wait. The TSW gets 
the logical sum ("or") of the old TSW with Y'8800DF20'. This 
routine waits for an entry to be added to the Task Queue (by a 
previously issued timer management request). Upon its addition, 
this routine processes the new entry with a service routine 
within SVCTASKO, and returns the new entry in argl, 
reestablishing the current TSW (with no Wait or Q bit set, and 
the Z bit set - the TSW gets the logical sum ("or") of the old 
TSW with Y'000ODF20*. (Bits 16,17,19,20,21,22,23, and 26 of the 
TSW are set.) Refer to the OS/32 PRM on the TSW. 

The User specifies a task queue parameter as an Integer that fits 
in a fullword bits 8-31, in the timer-management requests, but 
when it is added to a Task Queue on time-out of an timer 
management request, the OS superimposes X*09' in bits 0-7 of the 
task queue parameter binary integer; (to distinguish it from 
other types of queue parameters). 

SVCTASKQ returns the entry in the Task Queue without stripping 
the X'09' in bits 0-7 preceding the task queue parameter in bits 
8-31. 



10.4.23 FROMUDL 

A call on: 

PROCEDURE FROMUDL(I:UDL_INDFX; VAR VAL: UNIV INTEGER); EXTERN; 

is of the form; 

F80HUDL(arg1,arg2); 

where: 
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argi is an integer expression which is within the ranae to 63 
and of compatiMe type to UDL INDEX; (an index into the 

TIDL). 

arg2 specifies a variable of at least four bytes in length (as 

UNIV precedes the INTEGER parameter type) which receives the 

fullword at UDL[arg1] (thinking of the UDL as an 
ARRAYlUDL_INDEy] OF INTEGER). 

Action: Given the value of argi as to 63, returns the value of 
UDL[arg1J into arg2. For example: assuming V is a variable of 
type INTEGER; 



FROMUDL(0,V); 
FR0MUDL(1,V); 
FR0MUDL(2,V); 
FR0MUDL(8,V) ; 



•Creturns CTOP into V> 
■Creturns UTOP into V> 
■Treturns UBOT into V> 
•Creturns UDL. EXT into V> 



10.U.24 TOUDL 

A call on: 

PROCEDURE TOUDLd: UDL_INDEX; VAL: UNIV INTEGEH); EXTERN; 

is of the form; 

T0UDL(arg1,arg2); 

where : 

argi is an integer expression which is within the range to 63 
and compatible type to UDL_INdEX; (as an index into the 
UDL). 

arg2 specifies a variable of least four bytes in length (as UNIV 
precedes the INTEGER parameter type) which is the value to 
be stored in the UDL at UDL[arg1], (thinking of the UDL as 
an ARRAY[UDL_INDEX] OF INTEGER). 

Action: Replaces the fullword at UDL[arg1J with the value 
expressed by arg2. For example: assuming v is of type INTEGER, 
such as ADDRESS(V); 



TOUDL(0,v); 
TOUDLd, v); 



■Creplaces UDL[0] with the value vT- 
•Creplaces UDL [ 1 ] with the value v> 



10.4,25 



SVC Examples 
utilizing 



Examples of utilizing the SVC capability in Pascal written 
programs, are presented in the following sample program fragments 
in Figures 10-1 for SVCI, 10-2 for SVC7, and SYC2PKFD; and Figure 
10-3 for SVC2FTIM, SVC2FDAT, SVC2L0GM, and SVC2PAUS. 
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PROGRAM SVC1_EXAHPLF; 

•CThe type-definition, referenced in the SVC1 parameter-list 
and VRS part, must first be declared in a TYPE declaraticn> 

TYPE SVC1_BL0CK=RFC0eD 

SVC1_FUNC:BYTE; 
SVC1_LU:BYTE; 
SVC1_STAT:BYTE; 
SVC1_DEV STAT:BYTE; 
SVC1_BUFSTART: INTEGER; 
SVC 1_BUFEND; INTEGER; 
SVC 1_RAND0H_ADDR : INTFGER ; 
SVC 1_XFER_LEN: INTEGER; 
SVC1_RESERVED: INTEGER; 
END; 

CA variable is declared to serve as an SVC1 paraineter-bloc)c> 

VAR HY_BLOCK : SVC1_BL0CK; 

BUFFER : ARRAY[1..46] OF CHAR; 

•CThe external procedure-declaration defining the SVC1 interface 
parameter-list and declaring the routine SVC1 as an EXTERN must 
reside in the routine-declarations part of a block. > 

PROCEDURE SVCKVAR Ffl RM : SVC1_BL0CK) ; EXTERN ; 
BEGIN 

BUFFER := "Now is the time for all good men to come aid!!'; 

WITH MY_BLOCK DO -CAssign values to the variable MY BLOCK> 
BEGIN 

SVC1_FUNC:=#28; -CWRITE ASCII and WAIT> 

SVC1_LU:=3; Cto logical unit 3> 

SVC1_BUFSTART;= ADDRESS (BUFFER); 

SVC1_BUFEND:= ADDRESS( BUFFER) + SIZE(BUFFER) - 1 ; 
END; 

SVC1(MY_BL0CK); CWrites BUFFER contents to lu 3> 

IF MY_BL0CK.SVC1_STAT <> THEN ...-Ccheck independent status> 

IF lY.BLOCK.SVCI.DEV.STAT <> THEN ...-Ccheck on device status> 



END. 



Figure 10-1. Programming an SVC 1 in Pascal 



■''^"52 48-021 R01 5/82 



PROGRAM EXAHPLE_SVC2PKFD_AND_SVC7; 



CONST 

STRIN'^C = 'PRINTER. LST* ? 



Cunpacked file descriptor> 



•CThe type-definitions referenced in the EXTERN declarations 

or V.^R part must first be declared in a TYPE definitions part. 3 

TYPE CHAR3 = PACKED ARRAY [1..3] OF CHAR; 

TYPE CHARS = PACKED ARRAY [1..81 OF CHAR; 

TYPE CHAR4 = PACKED ARRAY t1..4] OF CHAR; 

TYPE LINE = APF.?5Y[1..132] OF CHAR; 



TYPE FD TYPE = PACKED RECORD 
VOLN : CHARa 
FN : CHAR8 
EXTN : CHAP3; 
ACCT : CHAR; 
END; 



tVOLUME NAME> 
■CFILE NAWE> 
•CEXTENSION> 
C P, G, S > 



TYPE SVC7_BL0CK=REC0PD 
SVC7_CMD:BYTF; 
SVC7_H0D:EYT£; 
SVC7_STAT:BYTE; 
SVC7 DEV LUtBYTE 



•CCOMMAND> 

CHODIFIER/DEVICE TYPE> 

{STATUSJ 

tLOGICAI UNIT NU?IBER> 

SVC7_KEYS:SH0RTINTEGER; f.READ/WRITE KEYS> 

SVC7_RECLEN:SH0RTINTEGER; {LOGICAL RECORD LENGTHJ 

SVC7_FD:FD TYPF; {IFILE DESCRIPTOR} 

SVC7_SIZE: INTEGER; -CFILE/INDEX SIZE> 
END; 

TYPE PACK_OPTION = (USER_VOL, SYS_VOL, SPL_VOL, NO_DEFAULT) ; 

■CA variable is declared to serve as an SVC7 parameter-block> 

VAR OUR_BLOCK : SVC7_BL0CK; tdeclares variable OUR_BL0CK> 
V : INTEGEeT {variable for returning P0SN> 

CCODE : INTEGER; tvariable for returning cc code> 

STRINGY : ARRAY [1..11] OF CHAR; -Cdeclares string variable> 

■CThe external procedure-declarations are:> 

PROCEDURE SVC7(VAR PARK : SVC7_BL0CK) ; EXTERN ; 
PROCEDURE SVC2PKFD(VAR FD:FD TYPE; BUF:LINE; 

VAR POSN:INTEGER; SKIP_BLANKS : BOOLEAN; 

OPT: PACK_OPTI0N; VAR CC: INTEGER); EXTERN; 

Figure 10-2. Programming an SVC 7 in Pascal (Part a) 
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BEGIN 

V := 1; -CPosition in which string starts> 

STRINGY := STPIMGC; -CPut constant string into variable> 

CPut packed file descriptor into SVC7_FD field with SVC2PKFD} 

SVC2PKFD(0UR_BL0CK.SVC7_FD, STRING V,V,FALSE,USER_VOL,CCODE); 

•CAssuming user volume is M300 and running under OS/32 MTH> 
C0UR_BL0CK.SVC7_.FD contains the string 'MBOOPRINTER LSTP'> 

WITH OUR_BL0CK DO -CAssign values to the variable OUR_BLOCK> 

BEGIN 

SVC7_CKD: = #C0; <:ALL0CATE and ASSIGN> 

SVC7_M0D:=#E0; CERW and CONTIGUOUS> 

SVC7_STAT:=0; 

SVC7_LU:=8; CAssignment to lu 8> 

SVC7_KEYS: = #0000; ■CUnconditicnally unprotected} 

SVC7_RECLEN: = 132; illogical record length> 

SVC7_SIZE ;= 16; CNumber of sectors} 

END; 

SVC7{0UE_BL0CK); CCall the SVC7> 

CA 16 sector contiguous file named PRINTER. LST has been 
allocated on the user private account on volume M300 
(assuming the user volume is M300 and running under MTM) 
with Exclusive Read Write (ERW); with no protection keys; 
and the file named M300 : PRINTER. LST/P is assigned to lu 8> 

IF 0UR_BL0CK.SVC7_STAT <> THEN ...-Ca check on status} 



END. 



Figure 10-2. Programming an SVC 7 in Pascal (Part b) 
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PROGRAM SVC2_EXAMPLES; 

■CExamplo constants: > 

CO'IST STARTUP_KSG =-- 'This progifani started at: '? 

•CThe type-definitions referenced in the SVC2 parameter-lists 
or VAR pact must first be declared in a TYPE definitions part. J 

TT?^:; CHAR8 = PPCKED ARRAY [1..8] OF CHAR; 
TYPE LINE = ARFRY [1..132] OF CHAR; 

^Variable declarations} 

VAR BUFFER:LINE; 

I,J,K:INTEGER; 

ATIME, ADATE : CH^R8; 

•CThe external procedure-declarations defining the SVC2 interfaces 
and declaring the SVC2 routines as EXTERMs must reside in the 
routine-declarations part of a block. > 

PROCEDURE SVC2PAU?; EXTERN; 

PROCEDURE SVC2L0GW(KSG:LINF; LEN:INTEGER; IM AGE: BOOLEAN) ; EXTERN; 
PROCEDURE SVC2FTIN(VAR TIKE : INTEGER; VAR HHMMSS: CHARS); EXTERN; 
PROCEDURE SVC2FDAT(VAR NMDDYY :CHAR8 ) ; EXTERN; 

■CFor example/ to loc a message and then pause the user task:> 

BEGIN 

FOR J := 1 TO 27 DO 

BUFFER{J] := STARTUP_J!SG [ J] ; 
I := 27; 

SVC2FTIM(K,ATIME) ; -Cfetch the tirae> 

FOR J := 1 TO 8 DO BEGIN 

I := I + 1; 

BUFFER[I3 := ATIMFtJ]; Cmove time into message buffer> 

END; 
I := I + 1 ; 

BUFFERII]:= ' '; Cspace between time and date> 

SVC2FDAT(ADATF); Cfetch today's date> 

FOR J := 1 TO 8 DO BEGIN 

I : = I + 1 ; 

BUFFERII] := ADATEIJJ; tmove date into message buffer> 

END; 
SVC2L0GM(BUFFFR,I,FALSE); tlog the message of length I> 

Cin formatted ASCII mode> 
SVC2PAUS; {pause the task> 

•CAfter OS CONTINUE command, execution continues here} 



END. 



Figure 10-3. Programming some SVC 2's in Pascal 
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10.5 REGISTER USAGE IN THE EXECUTING PASCAL TASK 

The raachine-dependant compiler-generated object code for Pascal 
user programs, contains specific uses of the machine registers. 
All of the sixteen General Pegisters, EO to R15, are usually in 
use in a running Pascal 'program. If REAL and SHOP.TEFAL 
data-types are in use in the source program, the Double-precision 
and Single-precision Floating-point registers are in use in the 
object code. 

Certain general registers are allocated specific run time system 
uses and must be preserved as such. 

The general registers are allocated for the following uses: 

RO Contains the STACK LIMIT (SL), see Section 10.6.2 

R1 Contains the GLOBAL BASE (GB), see Section 10.6.2 

R2 Contains the LOCAL BASE (LB), see Section 10.5.2 

R3 to R13 General usage and argument/parameter passing, 

see Section 10.7.1 
Rlt* General usage 

R15 Linkage register between routine activations, 

see Section 10.6.4 and 10.7. 



If the Pascal PEAL data-type is in use in the source program, 
operations with the Pascal REAL data-type involve 
machine-instructions using the eight Double-precision 
floating-point registers: 

DO to D14 are used for manipulating REAL data and particularly 
for passing argument data to REAL value-parameters 
of a called routine. 

Programs using PE^.Ls should be established with the OS/32 LINK 
OPTION command selecting DFLOAT. 

If the Perkin-Elmer Pascal SHORTREAL data-type is in use in the 
source program, operations on data of SHORTREAL type involve 
machine-instructions using the eight Single-precision 
floating-point registers: 

FO to F14 are used for manipulating SHORTREALs and particularly 
for passing argument data to SHORTREAL 
value-parameters of a called routine. 

Programs using SHORTREALs should be task established using the 
OS/32 LINK OPTION command selecting the FLOAT option. 

Programs using both SHORTREALs and REALs should be task 
established using the OS/32 LINK OPTION command selecting both 
the FLOAT and DFLOAT options. 
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10.6 MEMORY UTILIZATION 

10.6.1 Internal Data Storage Representations 
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The user may obtain the value of the size of any datum in Pascal 
code by calling on the function SIZE. SIZE returns as its 
function-value/ the size in bytes of its argument; (see Section 
3.5.3). 



An example; 



PBOGBAl^ SI 

VAF AiBYTE 
StSHOE 
RA : A 

BEGIN 

WEITELN( 
WRITFLNC 
yRITELN( 
WRITELNC 
WRITELN( 
WRITELN( 
l-JRITELN( 
WRITELN( 
KRITELN( 

END. 



ZES (OUTPUT); 

;B:BOOLEAN;C:CHAR;I: INTEGER; 
TINTEGER; SR: SHORTREAL; R:REAL; 
RRAY[1..20] OF REAL; 



•A 
•B 
•C 
•I 
•S 
•SR 



OCCUPIES ' 
OCCUPIES ' 
OCCUPIES ' 
OCCUPIES ' 
OCCUPIES ' 
OCCUPIES 



'R OCCUPIES 
RA OCCUPIES 



,SIZE(A), • 
,SIZE(B),' 
,SIZE(C),' 
,3IZE(I) ,' 
,SIZE(S),' 
• ,SIZE(SR) 
,SIZE(R),' 
• ,SIZE(RA) 



) 



BYTES' 
BYTES' ) 
BYTES' ) 
BYTES' ) 
BYTES' ) 
' BYTES 
BYTES' ) 
• BYTES') 



) 



•RA[1] OCCUPIES •,SIZE(RAt1] ),' BYTES'); 



The user may obtain the machine address of any datum in Pascal 

code by calling on the function ADDRESS. ADDRESS returns as its 

function-value, the machine address of its argument, as an 
INTEGER; (see Section 3.5.8). 

However, to output the address in hexadecimal format, a 
conversion routine to convert the integer address (returned by 
ADDRESS) into ?.SCI1 hexadecimal format would have to be written. 

The storage sizes and machine address alignment requirements of 
datum of the various Pascal data-types, measured in bytes, are 
listed in Table 10-'^, below. 
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TABLE 10-7. INTERNAL DATA REPRESENTATIONS 

Data Ti£e Storage £i5e(in bites) Alianiefit (ii iltes) 

CHAR 1 1 

BOOLEAN 2 2 

BYTE 1 1 

SHORTINTEGER 2 2 

INTEGER t» 4 

SHORTREAL 4 4 

REAL 8 4 

Enumeration 2 2 
Subrange 



of CHAR 

of SHORTINTEGER 

of INTEGER 

of Enumeration 


1 
2 
U 
2 


1 
2 
4 
2 


Pointer-type 


4 


4 


SET 


16 


4 


FILE (non-text) 


80-byte FCB 

+ component-type size 


4 


FILE (TEXT) 


80-byte FCB 

+ 256-byte buffer 


4 
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TABLE 10-7. INTERNAL DATA REPRESENTATIONS (continued) 



ARRAY element 



component-type size, 
plus possible filler 
gaps, if structured 
or part of an 
unpacked ARRAY. 



alignment of 
component- type, 
unless part of 
a PACKT%D array. 



ABSPiY 



Product of the 
number of values 
in each index-type 
times size allotted 
to component-type; 
plus possible filler 
gaps. 



unless part of a 
PACKED structure. 



PACKED ARRAY 



Product of the 
number of values 
in each index-type 
times size allotted 
to component-type. 



unless part of a 
PACKED structure. 



RECORD field 



size of field-type 
plus possible filler 
gap if RECORD is 
unpacked. 



alignment of 
field-type; 
unless part of a 
PACKED record. 



RECORD 



size of all fields 
plus any filler gaps 
including size of 
largest variant 
plus tag field, if any. 



unless part of a 
PACKED structure. 



PACKED RECORD 



size of all fields 
including size of 
largest variant 
plus tag field, if any. 



unless part of a 
PACKED structure. 



Byte alignment allows a datum to begin on any machine address 
boundary (i.e., the last hex digit of the address can be 
0,1,2,3,U,5,6,7,8,9,A,B,C,D,E, or F). 

Halfword alignment (2-byte alignment) allows a datum to begin on 
any machine address boundary which is a multiple of 2 (i.e., the 
last hex digit of the address can be 0, 2, U, 6, 8, A, C, or E). 

Fullword alignment (U-byte alignment) allows a datum to begin at 
any machine address boundary which is a multiple of 4 (i.e., the 
last hex digit of the address can be 0, 4, 8, or C). 



Descriptions of the internal 
Pascal data-types fellow. 



representations of each of the 
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CHAE Typ e 

A datum of the CHAF type occupies one byte of storage and its 
location is byte addressable. The internal representation within 
the byte of a datum of type CHAR is an ASCII untagged character 
code/ whose value is in the range from X'OO' to X'VF*. 

IIIE TlJE^ 

A datum of the BYTE type occupies one byte of storage and its 
location is byte aligned, i.e./ byte addressable. The values 
within a datum of the BYTE type is an unsigned integer, 
internally represented in the hexidecimal range X'OO* to X'FF', 
corresponding decimally to the range from to 255. 

SHORIINTEGER 2l£§. 

A datum of the SHOETINTEGER type occupies one halfword (2 bytes) 
of storage; and its location is halfword aligned, when not part 
of a PACKED structure. The values of a SHORTINTEGER datum, is a 
signed integer, internally represented by the hexidecimal range 
X'8000' to X'FFFF' for -32768 to -1, X'OOOO' for zero, and the 
range X'0001" to X'7FFF' for +1 to +32768. The hardware binary 
representation of shortintegers is two's complement. 

IlISGER ti£e 

A datum of the INTEGER type, occupies a fullword (4 bytes) of 
storage and its location is fullword aligned, when not part of a 
PACKED structure. The values of an INTEGER datura, are internally 
represented by the hexidecimal range Y'800000000' to Y'FFFFFFFF' 
for -2147483648 to -1, Y'OOOOOOOO' for zero, and the range 
Y'OOOOOOOV to Y'7FFFFFFF' for +1 to +214748347. The hardware 
binary representation of integers is two's complement. 

REAL and SHORTPEAL lifies 

A datum of the REAL type occupies two fullwords (8 bytes) of 
storage; and its location is fullword aligned, when not part of 
a PACKED structure. A datum of the SHORTREAL type occupies one 
fullword (4 bytes) of storage; and its location is fullword 
aligned, when not part of a PACKED structure. The hardware 
representation of REAL and SHORTPEAL numbers is excess 64 
notation or base-lfi floating point: one bit sign, 7 bits 
exponent, and 56 bits (for REAL) or 24 bits (for SHORTREAL) 
"mantissa"/ and the exponent is biassed +64. 

BOOLEAN Tifie 

A datum of the BOOLEAN type occupies a halfword of storage and 
its location is halfword aligned, when not part of a PACKED 
structure. The values of a BOOLEAN datura are internally 
represented by either X'OOOO"/ a zero, for FALSE; or X'OOOI', a 
one, for TRUE. 
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User-def Iflg^ Enujne ration tie© 

A datum of a user-defined enumeration type occupies a halfword of 
storage (2 bytes); end is halfword aligned; when not part of a 
PACKED structure. The machine representation of the values of a 
user-defined enumeration type are internally represented by its 
ordinal value as a 2-byte integer, within the halfword. The 
possible values internally are X'OOOO" to X'007F' within the 
halfword, as the user-defined enumeration types are restricted to 
128 members (an implementation-defined restriction). 

Subranae tx£e 

The representation of a subrange type is the same as that of its 
enclosing type. That is, a datum of the subrange type occupies 
the same amount of storage and inherits the alignment 
requirements as that of a datum of its enclosing type. For 
example, a subrange variable whose enclosing type is Ch^R, 
occupies a byte of storage and its location is byte aligned; a 
subrange variable whose enclosing type is INTEGER and those 
integers are outside the shortinteger range occupy a fullword and 
their locations are fullword aligned. Subranges of INTEGER are 
represented as SHORTINTEGER, if their minimum and maximum values 
are in the range -32768. . 32767. 

Esinter t^£e 

A pointer-type occupies a fullword (4 bytes) of storage; and its 
location is fullword aligned, when not part of a PACKED 
structure. That is, the size of a pointer variable is not 
dependant on its associative target-type. The internal 
representation of the value of a pointer-type within the fullword 
is a machine address. 

Records 

The alignment of any record is fullword, except if it is directly 
part of a PACKED structure. When part of a packed structure, its 
alignment may or may not be fullword aligned. 

The fields of a record appear internally in the order in which 
they are declared in the record-type. 

Each field of a record has its allotted size, depending of the 
field-type type declaration within the record-type definition. 
The sizes of fields of the simple types are listed in Table 10-7. 
The number of bytes allotted to a structure-typed field may be 
extended with filler gaps in an unpacked record. 

In an unpacked record, the alignment of a field of simple type is 
its usual alignment, but that of a structure-typed field is 
fullword. 

For each field of an unpacked record, its beginning offset from 
the starting location of the record, is the next available 
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multiple of the alignment requirement of that field's field-type. 
Also, the number of bytes allotted to the field (its occupied 
space) is rounded up to be a multiple of the same alignment 
requirement such that there may be trailing filler gaps, in some 
cases. 

For example a record field of type: ARRAY [1.. 6] of CHAR, has as 
alignment requirement of U (as it is an array in a unpacked 
record). If the array were the first field in a record not part 
of a higher packed structure (or following a field ending just 
prior to a fullword) no filler gaps would precede the array in 
the record; but if the array followed a field of BYTE type, 
occupying the first byte on a fullword alignment, three filler 
bytes would precede the array so that its alignment is a multiple 
of 4; and its allotted field size would be 8 bytes (also a 
multiple of 4); causing two extra trailing bytes to exist in the 
array. The three filler bytes preceding the array are part of 
the size of the record and not part of the size of the field 
array nor of its preceding BYTE type; just as the two filler 
bytes trailing the array are not part of the size of the array, 
but part of the record. 

Thus there may be dead space, or "alignment gaps", in an unpacked 
record (caused by a field's alignment requirements in relation to 
its predecessor field, or by the structure-typed field's size 
being extended to occupy extra allotted space for subsequent 
compiler-generated code ease-of-access by fullwords). 

For example, consider the record variable, RECVAS, below; to be 
of type RECTYPEA, which is defined as: 

TYPE RECTYPEA = RECCED 

B1 : BYTE; 

A1 : ARRAYI1..6] OF CHAR; 

SI : SHORTINTEGER; 
END; 
VAR RECVAR : RECTYPEA; 

The size of RECVAR is 14 bytes and its alignment is fullword. B1 
occupies the first byte of the record and is trailed by three 
filler bytes; A1 begins in the second fullword in the record, 
contains six characters and is trailed by two bytes; SI begins in 
the fourth fullword and occupies its first two bytes. 

When a record-type possesses variants, its usual size includes 
that of the largest variant. If a tag-field is specified, its 
size is the size of the tag-field type and its alignment is that 
of the tag-field type. If no tag-field is specified, no storage 
is allocated for a tag-field. 

The user may direct the removal of filler gaps between fields on 
the first level of subdivision by declaring the record to be a 
P.^CKED RECORD; and may also direct the removal of filler gaps 
within fields by declaring structure-typed fields as PACKED 
types. (See PACKED types below). To achieve an entirely packed 
structure, when the structure contains other structures, both the 
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entire structure type-definition and all of its structure-typed 
components must be declared as PACKED types. However, parts of 
a packed structure cannot be passed to variable parameters. 

Arrays 

The alignment requirement of any array is fullword, except if it 
is directly part of a PACKED structure. When part of a packed 
structured, its alicnment may or may not be fullword. 

In an unpacked array, the alignment requirement of each element 
is the alignment requirement of the component-type of the 
array-type definition; (See Table 10-7). That is, the elements 
of an Unpacked array have their alignment determined by the 
array's component-type, which may or may not be a PACKED 
structure itself. 

Note that if the component-type is of a structured type, then 
each array element is fullword aligned, in an unpacked array. 
Additionally, the number of bytes alloted to each element is 
rounded up, if necessary, to be the next available multiple of 
the component-type alignment requirement. This means, there may 
be trailing filler gaps after and within each structure-typed 
element in an unpacked array. 

The array consists of copies of the component-type (its allotted 
space); where the number of copies is the product of the number 
of values in each index-type, when there is more than one 
index-type; or when there is only one index-type, the number of 
values in that index-type. Therefore, the size of an array is 
the allotted space of the component-type times the number of 
copies. The allotted space of an element may be extended from 
its size as an isolated datum of the component-type, to safeguard 
the alignment requirements of its subsequent copy as an 
array-element. 

For example, consider an array of records, such as the variable 
ARRAYREC below, to be an array of record-type RECTYPEA, where 
RECTYPEA is defined as: 

TYPE RECTYPEA = RECORD 

B1:BYTE; 

A1:ARRAY[1..61 OF CHAR; 
S1:SH0RTINTEGER; 
END; 
ARAYTYPEA = ARRAYI1..3] OF RECTYPEA; 
VAR ARRAYFEC : ARAYTYPEA; 

The array variable ARRAYREC consists of three copies of the 
record-type; i.e., although the record-type size is only 14 
bytes, the allotted size to each record in an unpacked array is 
16 bytes per element. Therefore, the size of the unpacked array 
is 3 * 16 = 48 bytes. 

Thus, in an unpacked array, there may be an alignment gap after 
each structure-typed element. 
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Note that a multi-dimensioned unpacked array of some 
component-type, may also contain filler gaps, even if the 
component-type is not structured (such as CHAR and BYTE), since 
a multi-dimensioned array is considered to be an array of arrays. 

The user may direct the removal of the filler gaps between 
elements of an array by declaring the array to be a PACKED ARPAY, 
and direct the removal of filler gaps within a structure-typed 
component-type by declaring the component-type to be PACKED. 
However, parts of a packed structure, can not be passed to 
variable parameters. 



PACKED ti£es 

When a structure is PACKED, then its elements or fields are 
treated as if they had one-byte alignments. That is, alignment 
gaps are squeezed out of the structure wherever they would 
normally exist in an unpacked version of the structure, between 
its elements or fields. The alignment of the whole packed 
structure is fullword. 

Packing an array or record does not affect the internal structure 
of each of its elements or fields; but removes any filler gaps 
that may exist between the the elements or fields. If these 
elements or fields are themselves of unpacked structured types, 
displacements of their parts are the same as if they were not 
inside a larger packed type. 

To pack the examples given above for records and arrays: 

TYPE RECTYPEB = PACKED RECORD 

B1 :BYTE; 

A1:ARRAY[1..6] OF CHAR; 
S2:SH0HTINTEGER; 
END; 
ARAYTYPEB = PACKED ASRAY[1..3] OF RFCTYPEB; 
VAP RECVAR2 : RECTYPEB; 

ABAYREC2 : ARRAY[1..3] OF RECTYPEB; 

produces RECVAR2 to be a record variable, fullword aligned, 
occupying nine consecutive bytes. ARAYREC2, fullword aligned, 
contains three copies of RECTYPEB records, but occupying 3 * 12 
= 36 bytes, as ARAYEEC2 is not packed. Declaring APAYREC3 as 
follows : 

VAR ARAYRFC3 : PACKED ARRAY{1..3] OF RECTYPEB; 

or 

VAR ARAYREC3 : ARAYTYPEB; 

produces ARAYEFC3 to be a packed array variable, fullword 
aligned, containing three copies of packed records, the entire 
array occupying 3 * 9 -• 27 consecutive bytes. 
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Sets 

A set is 16 bytes long (128 bits), aligned on a 4-byte boundary. 
A datum of the set type always occupies four fullwords of 
storage; and its location is fullword aligned/ when not part of 
a PACKED structure. The internal representation of a set value 
is not dependant on the base member type of the set. A set may 
have up to 128 members. Each bit may be turned on to indicate 
that an element is a member in the set/ or turned off to indicate 
that an element is not a member in the set. The leftmost bit 
indicates the member with ordinal number 0, and the rightmost bit 
indicates the member with ordinal number 127. 

Files 

A file-variable occupies storage whose location is fullword 
aligned. Its size is a buffer size + 80 bytes for control 
information. For a non-TEXT file/ the buffer size is the same as 
one datum of the component-type of the file, and this buffer is 
the Pascal file buffer variable, f^, associated with the 
file-variable, f. lor a TEXT file, the buffer size corresponds 
to a logical record or line. The allotted size is 256 bytes. 
The Pascal file-buffer variable, f", of a text file, f, in a 
particular byte in this 256-byte text buffer. One of the words, 
(FCB.TPTR), in the file control block (FCB) is the current 
address of the Pascal TEXT file-buffer variable, i.e., a pointer 
(f*) to one of the characters in the line. 



The organization of the FCB control information (in 
follows. 



CAL) is as 



FCB 


STEUC 




FCB.MW 


DS 


^ 


FCB.TPTR 


DS 


4 


FCB.CFSZ 


DS 


4 


FCB.SVC1 


DS 


SVC1 


FBC.SVC2 


DS 


8 


FBC.SVC7 


DS 


SVC7 




DS 


80 - 




ENDS 





Flags 

Text pointer, (next char) 

Current file size 

SVC_1 parameter block 

SVC_2 parameter block 

SVC_7 parameter block 

Reserved (remainder of bytes) 



The following flags are defined in FCB.MW 



MW. RESET 


EQU 


Y'OOOOOOOl • 


MW.REWRT 


EOU 


Y'OOOOOOlO' 


MM. EOF 


EQU 


Y'OOOOOIOO* 


MW.EOLN 


EQU 


Y'00001000' 



The file may be read. 
The file may be written. 
At end of file. 
At end of line (TEXT). 



Within the file-variable storage the eighty byte FCB precedes 
either the component-type buffer(for non-text files) or the 256 
byte buffer (for TEXT files). 
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Formal rovjtijjes 

K "formal routine" is a procedure or function that is declared as 
a parameter of another procedure or function. It is internally 
represented as two addresses, which are 4 bytes long and aligned 
on 4-byte boundaries. The first is a location in code, the 
beginning of an actual routine which has been directly or 
indirectly bound to the formal routine. The second is a data 
location. It is used by that actual routine as its "static link" 
to the non-global environment. Although these entities are 
specifiable in an internal routine parameter-list declaration, 
and actual routine names can be passed as an argument to the 
formal routine parameters, formal routine parameters are not 
allowed to be specified in a MODULE parameter-list, and actual 
routine names cannot be passed to modules. 

10.6.2 Memory Management Overview (Initial State) 

The starting execution address of a Pascal program is at the 
beginning of the body of the program. At this address is an 
entry point, whose name is the same as the program label (PROG 
label); which is taken from the Pascal program-name (truncated to 
8 characters, if necessary). 

Differing from Pascal ROO, Pascal R01 and up compiled object code 
emits a load-transfer-address equated to the 8-character program 
label ENTRY (see Figure lO-'l) to cause execution to begin 
directly where the main body is in the Code and Constants area 
depicted in that figure. 

A Pascal program begins by calling P$INIT, the Pascal Initializer 
in PASRTL, passing to PSINIT the user-specified value of the 
MEMLIfIT compiler-option and the number of logical units reserved 
for external Pascal named files (in order to determine which lu 
may be used for internal Pascal named files, if any). At the 
return from P$INIT, the initial state of memory has been 
established. UTOP has been raised, as the result of a "Get 
Storage" SVC, to allot Workspace for stack variables and the 
heap. The registers called Stack Limit (SL), Local Base (LR), 
and Global Base (GB) have been initialized. Depending on the 
task options FLOAT and DFLOAT, the floating-point registers may 
be cleared. The start parameters, if any, have been moved to the 
top of the heap; (whereby a user call on START_PASMS, the Pascal 
Prefix RTL routine START_PA, can turn them into a valid heap 
item). Following the call on P$INIT is a call on P$ERR to enable 
the illegal instruction trap for Pascal's error handler. 

Figure 10-4 depicts the state of the task's memory space after 
returning from P$INIT. In the diagram, there are ten areas. 
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In order of increasing address, they are: 

• the User Dedicated Locations (UDL); 

• other absolute code; (optional) 

• code and constants; 

• impure area; (optional) 

• static data base for Pascal support; 

• FORTRAN Static Communications Area (SCA); (optional) 

• an ETL Scratch Pad; 

• space for global variables; 

• empty Workspace into which the stack and heap may 
expand; 

• space betveen UTOP and CTOP, not used by Pascal code; 
if the user specified a non-default value for MEMLIMIT 
of less than 100%. 
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variables 



LB (R2), GB (ED -> | 

I 



RTL 

Scratch 

Pad 



(UDL.EXT) ->!, 



FORTRAN 
SCA 
( optional ) 



Pascal RTL 
Static Data Area 
SDA 



Impure area 
( optional ) 



PROG label ENTPY ->| Code £ 

! constants 



PROG label ->j, 



I Other absolute 
I code(optional ) 



UDL 



<- CTOP 



<- UTOP after START <- 



KEMLIMIT % 

of (CTOP - GB) 



<- UTOP after LOAD — > 



<- UBOT + X' 100' 



-+<- UBOT 



Figure lO-t*. Initial Memory Map of Pascal Program Task 
(As a User Task in an OS/32 Environment) 
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The User Dedicated Locations (UDL) are the first X'100' bytes off 
UBOT, the bottom address of the established user task (under 
OS/32). The UDL internal structure is that defined by the 
operating system for user tasks. Under EELIANCE/ the UDL and 
other absolute code depicted, ranges from UBOT to UBOT + X'IDOO'. 

Other absolute code is usually not present. It could be 
allocated for some special purpose system code such as the 
FORTRAN trap intercept mechanism or data used by the Reliance 
system. Additional space for the absolute code area, can be 
obtained during task establishment with the OS/32 LINK OPTION 
command option "RES = nOO", for example, to obtain X'nOO' bytes, 
in place of the defp.ult X'100' bytes for the UDL. 

The Code and Constants area contains the object code of the 
Pascal compiled program and its constants (which is generated as 
a pure cede lirkable object module processable by OS/32 LINK). 
If the compiled object program code has not been linked so as to 
be sharable, the Code and Constants area is not in a separate, 
shared segment; but rather follows the task's UDL (and/or 
optional additional APSolute space) immediately. Within the Code 
and Constants area, the object code of procedure and function 
definitions come first, then the object code of the main program, 
followed by the defined values of the program constants. The 
constants are of higher addresses than those of the code; and 
follow the object of the main program. Following the constants 
area, are the object code of any run time support routines 
included by the selective editing of the PASSTL.OBJ Pascal Run 
Time Library file, which resolves the external references to the 
RTL. The Code and Constants area are in a separate, shared 
seament if the program has been linked so as to be sharable. 

The Impure Area is present only if the task includes modules, 
written in languages other than Pascal, such as in CAL, which 
have impure data segments. If the program is not linked so as to 
be sharable, then the pure segments of these modules will 
alternate with the impure segments. 

The Pascal RTL Static Data Area (SDA) contains variables needed 
by the Pascal run-time support system. The SDA does not reside 
in an impure segment and is located above the Impure Area (.if 
any) and below the FORTRAN SCA (if any). It is placed in this 
area so as to only be accessed by the Pascal RTL. This enables 
the Pascal RTL to be re-entrant. The contents of the UDL at 
X'20', UDL. EXT, points to the first word after this area (see 
Figure 10-5). Neither UDL. EXT nor the contents of this SDA data 
base should be altered by externally written user routines. 
Briefly, the Pascal RTL SDA contains nine fullwords as outlined 
below : 
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Pascal Static Data Area 

RING.HED Used by Heap Management BTL routines 

HEAP. TOP Used by Heap Management ETL routines 

CMP. FLAG Zero for user tasks 

CMP. PASS Zero for user tasks 

CMP.SLNO Zero for user tasks 

CMP. NAME Zero for user tasks 

STOR.BOT P$TEEM uses as bottom of storage space 

MAX.LU Maximum logical units 

MIN.IU Minimum logical units 



The FORTRAN Static Communications Area (SCA) is present if some 
module, or the mair program, contains a declaration of a routine 
with the directive FORTRAN (and the routine is invoked). It is 
not present in a user Pascal system, if no linkage to FORTRAN is 
directed. This FORTRAN SCA area occupies a variable number of 
fullwords, dependent on the number of logical units in the user 
system. A location in the UDL, at X'20', called UDL.EXT, points 
to the beginning of this area. For the purpose of this area, see 
the documentation of the FORTRAN USEE GUIDE, Publication Number 
48-010F00R01. Also see Section 10.8 on the Pascal-FORTRAN 
Interface. 

The RTL Scratch Pad is the area used for local storage by either 
the Pascal run-time support library routines (PASLIB, PASINIT, 
PAS. ERR, or PAS. PEL groups) or the FORTRAN RTL. This area is 
reserved as X'6C0' bytes by the Pascal Initializer routine, 
P$INIT. Portions of this area are allocated for use in a 
decreasing stack. Some run time library routines temporarily 
decrease R1, and address this area with positive displacements 
off of the new 81. PI points to the bottom of the area that is 
in use by the Pascal RTL. Upon exit from the Pascal RTL 
routines, HI is reenstated to GB to point to the Global 
Variables. 

Pointers to the Global Variables area, the top of the stack, and 
the (bottom) limit of the heap are in general registers: 

Sinister Use 

RO EL = Stack Limit (end of heap) 

R1 GB = Global Base 

R2 LB = Local Base 

The addresses in these registers are fullword aligned. Note that 
when any routine in the Pascal or FORTRAN run-time support is 
executing, GB is displaced to point to a location in the 
scratchpad; but when control returns from the run-time support to 
the main-line code, GB is brought back to the top of the 
scratchpad and the beginning of the global data area. 
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10.6.3 Memory Management Overview (Running State) 

During execution of a Pascal program task, under OS/32, the 
memory map differs from Figure 10-4 in two respects: there may 
be local variables for one or several nested/recursive routine 
activations, and there may be dynamically allocated variables on 
the heap. 

For each activation of a routine that has been entered and har, 
not yet been exited, the local variables (and some 
compilpr-generated variables) are contained in an "activation 
record" (see Section 10. 6. U.). Jictivation records are added one 
at a time and deleted in reverse order; so they are kept on a 
stack. The Local Base in ^leneral Register R2 points to the 
beqinning of the most recently created activation record. 

Dynamically allocated variables that have been created by NFW 
(see Section 10.6.5 or 3.5.2), and not yet destroyed by DISPOSE 
occupy the space between UTOP and the target of the Stack Limit. 
There may be gaps in this space where variables have been 
DISPOSEd; the details are explained in Section 10.6.5. The Stack 
Limit points to the first fullword in the lowest item on the 
heap. 

In Figure 10-5, it is assumed that UTOP has been changed to the 
value which it was given by P$INIT, based on the user-specified 
MEMLIMIT compiler-option, and the task establishment memory 
Workspace option, or the LOAD segment size increment. 

If P$INIT cannot obtain the minimally required space to organize 
memory to run Pascal code, the user is notified with the message: 

NOT ENOUGH SPACE TO RUN PASCAL 

and user-specified adjustments to task memory allocations must be 
made. If the first check for the particular program's necessary 
Global Variables area space fails, the user is notified with the 
ran time STACK OVERFLOW message displaying the line number of the 
program main body; and appropriate memory allocation adjustments 
must be made. 

If the Pascal program is linked to external modules written in 
other languages, then these modules may call on the Operating 
System to get additional storage, above the UTOP established by 
P$INIT. The requested storage would be obtained in the area 
between UTOP and CTOP. However, the Pascal program never has 
access to memory above the initial value of UTOP, established by 
P$INIT. 
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HEAP.TOP-> 
FING.HED-> 



SL {R0)-> 



Current LB (R2)-> 
n 



gaps I 



Heap 



unused 
Workspace 



Activation 
record n 



Activation 
record n-1 



Stack begins LB -> 

1 



LBo > GB (R1)-> 

I 

V 

51 During RTL Use-> 



Activation 
record 1 

first old LBo= GB 



Global 

Variables 



RTL Scratch Pad 



<- CTOP 



<- UTOP 



See Fig. 10-6 for 
more details 



I 

+- 



UDL 



■+<- UBOT 



Figure 10-5. Memory Map During Execution of a Pascal Program Task 
(As a User Task in an OS/32 Environment) 
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10. 6. U Stack Memory Management. 

Information on how the stack is managed internally is provided 
for those who wish to write an external CAL routine which will 
use the Pascal interface to external routines, and stack; or to 
understand the additional assembly-listing obtainable by 
compiling with the Pascal compiler option ASSEMBLY. The 
compiler-generated code of routine definitions and 
routine-invocations are reflected in that listing in an assembler 
level format. 

An activation record is formed on the stack for each routine 
invocation being executed at the time of its execution. A 
procedure is activated when a procedure-call statement is 
executed. A function is activated when, during an expression 
evaluation, a function reference occurs. A user-written routine 
in CAL and externally linked to a Pascal compilation-unit ( program 
or module) must observe the environment preservation techniques 
required to maintain the stack, avoid and/or warn of collision 
with the heap (if the called-routine uses/increases the stack), 
obtain any arguments passed to the routine's parameters, and 
adhere to the Pascal linkage conventions upon return. This 
desciption of the stack management is in effect for routine 
invocations in Pascal R01 and up. Also refer to Section 10.7 on 
Pascal Linkage Conventions for EXTERN routines. 

An activation record of a routine contains, in order of 
increasing address: 

• linkage data; 

• space for actual arguments which are being passed to 
parameters, (if any), within available registers; 

• actual arguments that have been passed to parameters, 
that cannot fit in registers; if any; 

• local variables; 

• compiler-generated "temporaries". 

Figure 10-6 depicts the structure of an activation record on the 
stack for an internal procedure. 




48-021 R01 5/82 10-73 



Plabel is a compiler-generated label/ such as P101, P102, P103, 
etc., both in the calling BAL instruction and on the beginning 
instruction entered in the called routine. 

Here is a typical example of the emitted code, for a procedure 
invocation. Suppose that the routine definition being called is 
on the same lexical level as the routine whose body contains the 
calling code; then the static link of the latter will be the 
static link of the former. Let "sh" denote the current height of 
the activation record of the calling code, (see Figures 10-6 and 
10-7) and Plabel is the label at the beginning of the routine 
being called. Then the emitted code looks like this; 



Optionally pass arguments to parameters, if any. 



ST 
L 

ST 
ai/AIS/AHI 
BAL 



R2,sh(R2) 

P15,8(E2) 

P15,sh+8{B2) 

R2,sh 

R15,Flabel 



Save old LB in next activation 
Get appropriate static link 
and pass a copy. 
Adjust LB to be New IB 
Pass control to routine 



Compiler-generated calling sequences will vary from the above, in 
that the instructions to find the appropriate static link and 
save it (or zero) in "sh+8(R2)" may differ. Depending on how 
deeply nested the internal routine which is being called, the 
instructions which set static link vary, such as: 



Calling a local routine from main body: 



XR R15,P15 

ST R15,sh+8(R2) 



Calling from an inner routine to an outer which is 



an outermost main program routine: 

its own local (non-nested) routine: 

an outer but nested routine (same level) 



In calling an external routine; 

EXTERN or FORTRAN, (from any level): 



XR 
ST 



L 
ST 



an outer but nested routine (many levels): L 

L 



L 

ST 

XR 
ST 



R15,R15 
R15,sh+B(R2) 

R2,sh+8(R2) 

R15,8(R2) 
R15,sh+8(R2) 

R15,8(R2) 

R15,8(R15) 

R15,8(R15) 

R15,8(R15) 
R15,sh+8(R2) 

R15,R15 
R15,sh+8(R2) 
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In the routine being called, let the current line number in the 
Pascal source program be "Lineno"/ and let the size of the local 
activation's storage requirements be "Ish", as the local stack 
height of the new current activation record. Then the code at 
the beginning of the routine looks like this: 



Lerrex EPR 
PlHbel ST 

CLI/CLHI 
BCS 



8 /Lineno 
R15,U(E2) 
R0,lsh(R2) 
Lerrex 



Error message exit 
Save return address 
Test for collision 



Optionally receive arguments, if any parameters. 



The called routine stores the contents of register 15 in the 
"Return address" field. It checks the R2 value of LP plus "Ish" 
against SL (in PO) to see if there is room for its local storage 
requirements (including any space for data it might store in the 
activation record of any routines it might call). Assuming there 
is enough room, it proceeds to receive arguments as described in 
Section 10.7. 



+ 12 -> 

+ 8 -> 

+ U -> 

(Current LB) + -> 



Temporaries 



Local 

Variables 



Parameters 
and/or 
Parameters space 

Static Link or 

Return Address 

Old LB 



Ish (local stack 
I height) 



I 



Figure 10-6. Structure of an Activation Record (Internal Routine) 
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The linkage data are three fullwords; 

Displacement Meaning Caller's Called's 

off LB Stack of Cantgiits £es£Oiis4biliti SesjEfijasiiilill 

Old LB Adjust & Store Put in P.2 on exit 

4 For Return address Send thru R15 Save it to return 
8 Static Link or Store it Available for use 

The Old LB is the value of the Local Base for the calling 
routine. The calling sequence of an external routine, similar to 
the Pascal internal routine linkages, will store its LB as the 
Old LB on the stack in the first fullword of the activation 
record of the called routine (see Section 10.7). 

The Return Address is the location in code where control should 
return after the current routine is finished. It is the 
responsibility of a called routine to save the return address 
given to it, via the "BAL R15,Plabel" instruction which has 
invoked it. Compiler-generated linkages stores R15 immediately 
upon entry into a called-routine. Just prior to the calling "BAL 
H15,Flabel", B2 has been adjusted to point to the beginning of 
the routine's activation record. Therefore, to maintain the 
stack, and have R15 available for other uses within the called 
routine, R15 may be stored at four off the new LB in R2. 
Following this, the called routine may reserve its local storage 
requirements on the stack by first checking if its needed 
allocations will not collide with the heap. 

The Static Link is the address of an activation of the routine in 
which the present routine is nested, otherwise it zero. The 
current activation uses the Static Link to reach its non-global 
environment. If the routine is directly contained in a main 
program, then it does not really need a static link (so none is 
stored). The space is allocated, however, because this makes the 
structure of memory slightly more uniform. In this case, the 
fullword reserved for use as a Static Link is zero. Also, it 
simplifies the interface of formal routines. 

Parameters 

Space for each parameter is reserved in the activation record of 
the routine on the stack in the order in which the parameters are 
listed in the parameter-list of a routine-declaration. Space for 
a parameter is represented in the activation record by either the 
space required for the value or the address of the argument that 
has been passed. Whether it is a value or an address depends on 
the type of the parameter and whether it is a value or VAR 
parameter. Whether the value or address is either actually in 
the activation record or being passed in a register depends on 
the availability of the registers. If there are more parameters, 
than can be passed in registers, then they are passed on the 
stack in the space for parameters beyond the space reserved for 
those being passed in registers; but in their respective order as 
sequentially listed in a parameter-list. 
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The type is small if it naturally fits in a register. The small 
types are the standard types BYTE, SHORTINTEGEP , INTEGER, 
SHORTREAL, REAL, CHAR, and BOOLEAN, and enumeration types, 
subrange types, and pointer types. When passed to value 
parameters, their values may be in registers (of a suitable 
kind); when passed to variable parameters, their addresses may be 
in the general registers. 

A parameter is represented by value if it is passed to a value 
parameter and is of a small type or a SET type. If it is of 
another large typp, or is a VAR parameter, then it is represented 
by address. .A formal routine is passed as two addresses, as 
described in Section 10.6.1. 

Among the other types, SET types are treated differently from 
ARRAYS, RECORDS, and EILEs. SETs are passed to value parameters 
on the stack and never in registers. ARRAYs, RECORDS, FILEs and 
SSTs are passed to variable parameters by an address; and ARPAYs 
and RECORDS are passed to value parameters by an address of a 
copy. FILES are passable to VAR parameters by address. 

Details of how arguments are passed to parameters are given in 
Section 10.7. 



Local variables 

The local variables of the activation correspond to the variables 
declared in the definition of the routine. They are allocated 
above the parameters, in the order of their declarations. The 
size and alignment of each local variable depends on its type, as 
described in Section 10. '^.1. 



Compiler -generated temporaries 

The compiler will store certain intermediate results in memory, 
above the local variables in a local activation record for a 
routine definition. These variables are created as needed, and 
are destroyed in reverse order to their creation; so this area is 
managed as a stack of elements of diverse sizes. The compiler 
always knows the height of the stack relative to the local base. 
This area is only generated for internal routines and is 
programmable in externally written CAL routines as needed for 
local storage on the stack. 



Function values 

Most addresses off the local base have non-negative 
displacements. An exception is made for function values (within 
the called function). In Pascal, function values are always of 
the small types: CHAR, BYTE, BOOLEAN, SHORTINTEGER, INTEGER, 
SHORTREAL, REAL, and enumeration types, subrange types, and 
pointer types. To receive the function value, the caller (such 



48-021 R01 5/82 10-77 



as done by the compiler-generated code which invokes an external 
routine) allocates an 8-byte temporary area before the function 
is called. This space is reserved so that the caller may fetch 
the function value in that temporary area, upon return. Refer to 
Figure 10-8. Within the called function, the function value is 
located at -n relative to the local base of the current 
activation of the function. Here n is the length in bytes of the 
type of the function value. The result of this practice is that 
when the function returns to the caller, the function value is 
available on the top of the caller's activation record on the 
stack. 

Within the called routine, when the routine is an external 
function written in CAL, for example, the user must store the 
function value result in this 8-byte temporary area by addressing 
the stack with a negative displacement off of his current LB in 
R2. 

For example, depending on the function-value data type, prior to 
returning : 

ZMBCt ion- value Tifie Passing Back the Function-value 

(One of the following:) 

CHfiE, BYTE 

or subrange thereof STB Rx, -1(R2) 

SHORTINTEGER, BOOLEAS, 

enumeration- type 

or subrange thereof STH Rx, -2(P2) 

INTEGER, or subrange thereof 

or Pointer-type ST Rx , -i;(R2) 

SHORTREAL STE Fx, -4(52) 

9EAL STD Dx, -8(R2) 

assuming the function-value was developed in one of the 

respective registers Rx, Fx, or Dx (as is done in 

compiler-generated code within function-definitions to set the 
value of the function name). 

After passing the function-value with one of the above 
mechanisms, into the space alloted for it by the calling 
sequence; the exiting code sequence is similar to that used for 
a procedure, e.g., 

L E15,U(F2) Fetch Return Address 
L R2,0(R2) Reinstate Caller's LB 
BR R15 Return to Caller 



Refer to Figure 10-7, for a depiction of the activation record on 
the stack for a function call. 
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+ 12 -> 

+ 8 -> 

+ ^ -> 

(Current LB + 0) -> 

(Current LB - 8) -> 



Temporaries 



Local 

Variables 



Parameters 
and/or 
Parameters Space 



Static Link or 
Return Address 
Old LB 
Function value 



Caller's 
Activation Record 



I 

Ish (local stack 
I height) 
I 



I 

V 



I 

sh (stack height) 



Figure 10-7. Structure of an Activation Record of a Function-call 

Upon return to the caller, the receiving sequence fetches the 
function value from this 8-byte area, as though the value were 
right justified in it (note the depictions below and sequences). 



Fun ction- value Type 



CHAR, BYTE 

or subrange thereof 

SHORTINTEGER, BOOLEAN 
enumeration type 
or subrange thereof 

INTEGER, or Pointer-type 

SKORTREAL 

REAL 



Rec ei ving Code 

After the BAL R1 5, routine-name 

(May be one of the following: ) 



LB Rx,sh-1(R2) 

LH Rx,sh-2(R2) 

L Rx,sh-4(R2) 

LK Fx,sh-(4(R2) 

LD Dx,sh-8(R2) 



The 8-byte area reserved in the caller's activation record, 
depending on the function-value type, is given in Figure 10-8. 
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(Current LB + 0) -> 



(Current LB - 8) -> 

CHAR, BYTE 

or subrange thereof 



(Current LB - 8) -> 



SHORTINTEGEF^BOOLEAF 
enumeration -type, 
or subrange thereof 



(Current LB - 8) -> 



INTEGER, 

or subrange thereof, 

or Pointer-type 



(Current LB - fi) -> 



Old LB 



Function value 



I char/ 
I byte 



I <--value-> 



•value- 



SHORTREAL 



(Current LB - 8) -> 



< ..value > 

s| exp|<--fraction > 



REAL 



(Current LB - 8) -> 



<-fractional digits-> 



s|exp]<-fractional--> 



Figure 10-8. Function-value Passed on Stack 
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10.6.5 Heap Hemory Management 
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the Ftack Limit, which is maintained in RO; 

the Head-of-Ring, RING.HED in Figure 10-5, points to a 
link on the ring of free areas (gaps of reusable dead 
space) within the heap; 



• the Top-of-Heap, HEAP. TOP in Figure 10-5, which 
to word above the topmost word in the heap. 



points 



HEAP. TOP and RING.HFD are maintained in the 
Area, see Figure 10-4. 



Pascal Static Data 



For each dynamic variable created by NEW there is an item on the 
heap. Every item on the heap is fullword aligned and contains an 
integral number of fullwords. the item contains three fullwords 
of overhead. The rest of the item is the dynamically created 
variable as seen by the Pascal program. The heap management 
procedures do not do anything with the variable itself; they only 
use the surrounding overhead words. The Pascal program code does 
not have access to these internal words. 

The heap contains valid data items and a "free ring" consisting 
of intervals of memory that had been allocated and then DISPOSEd 
of. 

Each valid item on the heap begins with a leading word and a 
length word, and ends with a trailing word. 

The leading and trailing words contain their own locations. The 
value of the leading word is used when accessing the target of a 
pointer, to check the validity of the pointer. The trailing word 
is used when an item is being DISPOSEd of, to check whether the 
adjacent data are on the free chain or not. The length word 
contains the total length of the item in bytes, counting the 
three words of overhead. 

Each valid item contains at least four fullwords: the leading, 
length, and trailing words and at least one word containing data. 

For example, see Figure 10-9. 
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I — 

location b | location b 



location a 



\ 




\ 


/ 




/ 


\ 


Data Area 


\ 


/ 




/ 


\ 




\ 



Item-length 



location a 



I trailing word 

dynamic variable 

length word 
leading word 



Figure 10-9. A Dynamic Variable Item on the Heap (location a < b) 



As the procedure NEW is called to create dynamic variables, they 
are allocated on the heap as valid items. The user writes Pascal 
code to define their data contents and their linkage to each 
other by setting pointer fields within the Data area, (see 
Chapter 5 on pointer-types). Refer to Figure 10-10. 
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Figure 10-10. Sample Linked List on the Heap 
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When an item is DITPOSEd of, it is added to the ring of free 
areas. If it is adjacent to an area that is already free, then 
it is appended to that area; otherwise it bGcomes a new link in 
the ring. 
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Note that there is no requirement for the ring of free areas to 
be ordered by address. See Figure 10-11. 

For example: 



, I 

< ■- I lasf^ free-area | 

, , 

\ \ 

/ / 

\ Reusable area \ 

/ / 

\ \ 



I , 

I lasf^ free area 



\ \ 

/ / 

\ Reusable area \ 

/ / 

\ \ 



area-length 



-> 



next" free-area |< 



area-length 
next** free-area o 



< — ' 



l-l 1 

I lasf^ free area | 
I I 

/ / 

\ \ 

/ Reusable area / 

\ \ 

/ / 



.v_ \| 

/! 



area-length 



lo nexf^ free-area 
I 



Figure 10-11. Ring of DISPOSEd Free Areas on the Heap. 
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When the procedure NEM(p) is invoked and executed, the ring of 
free areas is searched for one which is big enough to add a new 
item for p**. Heap management will use first-fit. If no free 
area is found, then space from the unused Workspace is obtained. 
If there is not enough space in the unused Workspace, then a run 
time error condition occurs. In this case, the run time error 
message HEAP OVEBFLOW occurs. If there is space, NEW sets the 
values of the leading and trailing words of the newly created 
item, and the length word of the item's data size. 

If the area remaining after the new item is at least 3 words 
long, then NFW sets it up as a new free area, spliced into the 
ring. If there is less than 3 words remaining, then the length 
of the new item is increased to absorb this remainder, and the 
two adjacent links are spliced together. 

NEW sets the HEP.D-of-RING to the successor of the item that was 
used. This has the effect that successive searches are evenly 
distributed around the ring. 

When DISPOSE(p) is called, the words immediately before and after 
the item indicated by p*", to be destroyed, are inspected. The 
values of these words determine whether the present item is 
preceded or followed by a valid item or a free area. 

If the present item is bordered on both sides by valid items, 
then this item is made into a free area and put in the ring of 
free areas. 

If the present item is adjacent to the unused Workspace, then the 
unused Workspace is expanded into, to include this item. If, on 
the other side, there is another free area, then it is also added 
to the unused Workspace and removed from the free-area ring. 

If the item to be DISPOSEd of, is adjacent to a free area on one 
side and valid item on the other, then it is annexed to the free 
area. 

If the item to be DISPOSEd of, is between two free areas, the 
following free area is removed from the ring and, together with 
the present item, is annexed to the previous free area. 

Note that the leading word of the original item should always be 
changed. If the item goes onto the ring, then the leading word 
is changed from containing its own position to a link in the 
ring. If the item is merged with a free area preceding it in 
memory, then the old leading word is wiped out. 



The value of the function STACKSPACE is the current size 
unused Workspace. 



of the 



The execution of a routine-invocation of the procedure MARK(m) 
creates a record item, big enough for a single integer, in the 
frontier of the heap; and returns that address in m. 
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The execution of a routine-invocation of the procedure RELERSE(m) 
where ui was previously established in a MARK(m) call, effectively 
destroys the item on the heap for m, and all items which were 
created on the heap with lower addresses, by moving STACK LIMIT 
back to the end of the record item of ra. RELEASE adjusts the 
chain of free preas, by removing any that that are now below the 
Stack. Limit. 

Note that a program which uses both MARK and RELEASE with DISPOSE 
may have items which were created after a use of MARK but have 
higher addresses, because they fit in gaps left by the action of 
DISPOSE. A RELEASE corresponding to that MARK will not destroy 
these items. 

10.7 Pascal LINKAGE CONVENTIONS to Internal and EXTERN Routines 

Programs, modules, procedures, and functions are the pieces from 
which Pascal software is constructed. How they are connected to 
one another, and what must happen as control enters or leaves one 
of them, are the concerns of this section, particularly for 
external Pascal MODULES or CAL written routines declared as 
external from the main program with the EXTERN directive. 

The Pascal Linkage Conventions described here apply to Pascal R01 
and up compiled code; and differ from Pascal ROC (see Appendix P 
on the functional differences between Pascal ROD and R01). 

These Pascal Linkage Conventions describing the passing of 
arguments to parameters, calling sequences, receiving sequences, 
and exits used within the routines apply to the following kinds 
of routines; 

- internal Pascal PROCEDURES and FUNCTIONS 

routines declared as external with the EXTERN directive: 

* externally compiled Pascal MODULES 

* external CAL routines, using Pascal linkage 
conventions 

* external SVC Support routines 

- Prefix routines, declared with procedure/function headings 

prior to the PROGRAM or MODULE header. 

An operative description of stack memory management for internal 
Pascal PROCEDURES and FUNCTIONS, and their calling/exit 
sequences, is detailed in Section 10.6.4. External FUNCTIONS 
written in CAL may pass back the function-value as also detailed 
in that section and not repeated here. 

The SVC support routines are detailed in Section 10.2.5 and their 
use in Section 10.4. The Prefix support routines are detailed in 
Section 10,2.4 and their use in Section 10.3. 
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The Pascal linkage conventions to routines declared in the Pascal 

code with the directive EXTERN presents to the called routine, 
the following state of registers: 

RO Contains the stack limit (to which stack may expand) 

SI Contains Global BasG(Not alterable without restoration) 

R2 Contains the Local Base (stack activation-record start) 

R3-B12 Contains parameters (if any) as per Section 10.7.1 

R13-R1U Used as temporaries, so available for use 

R15 Contains address In Pascal code to return to 

F14-F2 Contains shortreal value parameters, if any 

FO Available for use 

D14-D2 Contains real value parameters, if any 

DO Available for use 
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beina passed to the routine than can fit in available reoisters 
(or of a suitable kind of register) then they will have been 
passed on the stack as per Section 10.7.1. The calling code then 
passes control to the called routine using the instruction RAL 
15, routine; i.e.. General Register P15 contains the address to 
return to upon exit. The "Old LB" must also be restored, if R2 
is used, prior exit. 

Here is a typical example of the emitted code in the calling 
program at the place of invocation of an external module. Let 
"sh" denote the current height of the activation record of the 
calling code, and "routinex" is the ENTRY at the beginning of the 
routine being called. 

Then the emitted calling sequence code for an EXTERN external 
routine, or MODULE, looks like this: 



Load Pegisters with the arguments, if any in call 



Additionally pass arguments on stack, as necessary 

• 

ST R2,Eh(E2) Save old LB 

XR P15,F15 Zero 

ST E15,£-h + 8(R2) Store Zero in Static Link 

RHI E2,sh Put new LB in R2 

BAL F 15, routinex Pass control 

In the module being called, let the current line number of the 
main statement forming the body of the MODULE in the Pascal 
source be "Lineno", and let the size of the local activation 
record be "Ish"; i.e., the amount of storage required for use by 
the module on the stack. 

The value of "Ish" is determined so as to cover the storage 
requirements of all local data used by the routine to which it 
applies. This includes not only the activation record of the 
currently called module but also any data space needed for data 
that the called module is going to store in the activation record 
of another called routine (such as is done when more parameters 
must be passed to a routine than cannot fit in the number of 
available and suitable kind of registers). 

Then the outline of the code of a Pascal MODULE looks like this 
(in assembler-level format) : 
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routinex PROG 



Optional code for local/nested routines in module 



Lerrex ERB 8,Lineno 

PI ST S15,«(P2) 

CLHI P0,lsh(R2) 

BCS Lerrex 



Error message escape 

Save return address 

Test for collision with heap 



Store parameters passed in Registers onto stack 



Perform the operations of the MODULE body 



L 


P15,U(E2) 


L 


R2,0(R2) 


BR 


F15 



Restore Return Address 

Restore old LB 

Go back to calling code 



ENTRY routinex 
routinex EQU PI 
END 



The called module stores the contents of general register R15 in 
the "Return address" field in the linkage data area of its 
activation record. It checks the R2 value of LB plus "Ish" 
against SL (in RO) to see if there is room for its parameters, 
local variables, and local temporary storage needs. This "Ish" 
includes not only the module's activation record but space for 
any data which the module knows it must store in the activation 
record of any routine which it is calling. Assuming there is 
enough room, the module proceeds to receive arguments passed to 
its parameters as described in Section 10.7.1 

If there is not enough room on the stack to continue operating 
withour colliding vith the heap, the BCS Lerrex branch is taken, 
to an illegal instruction ERR 8,lineno. Pascal's run-time error 
handling mechanism, using the R1 field of the ERR instruction 
whose value is 8, will generate a STACK OVERFLOW run-time error 
message. 

When a module is finished and ready to return control to the 
calling code, it must find the location to return to, and restore 
tha environment of the calling code. It does this by the last 
three executable instructions shown in the example outline of a 
module above. 

The compiler-generated object code to any routine declared 
external from the main program or another module with the 
directive EXTERN, allows the user to write external routines in 
CAL, if they adhere to the Pascal Linkage Conventions described 
above by returning to the address in R15, handle P2 appropriately 
in regards to the stack and further protect the environment of 
the Pascal calling code by not destroying RO or R1; and 
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processina tho paramet^^rs passed in R3 to R12 and through R13; 
F14 downto F2 and through FO; D14 downto D2 and through DO; if 
any. 

An axample of a CAL routine, declared with EXTERN, will be 
present?>d in ^Tection 10.7.1 following a description of how 
arguments a'-e passed to parameters. 

10.7.1 Passing arguments to parameters 



In order to understand how the called routine 
parameters, we must consider these things: 



receives 



1. all of thp arguments listed in a routine-invocation's 
argument-list are passed in ordered sequence in a 
one-to-one correspondence to all of the parameters 
listed in the parameter-list of the 
routine-declaration; 

2. how the arguments are individually prepared to be 
passed; 

3. what is actually passed from the calling code to the 
called routine; 



4. 



where the argument is passed. 



How, 'rfhat, and where each individual argument is to be passed 
dapenls on the data-type of the parameter, and on whether the 
receiving parameter is a VAR parameter or a value parameter. 

For the purposes of this analysis, the type is sm§2i if it 
naturally fits in a register. The small types are the standard 
types BYTE, SHORTINTEGER , INTEGER, SHORTREAL, REAL, CHAR, and 
BOOLEAN, and enumeration types, subrange types, and pointer 
types. 

Pretjaration. For a value parameter, the argument is an 
expression; it must be evaluated by the calling code. For a VAR 
parameter, the argument is a selector; its address must be found 
by the calling code. For a formal routine, the argument is 
represented by two addresses; this is more fully explained in 
Section 10.6.1. 

Hh-§1 is Passed. For a VAR parameter of any type, the address of 
the argument is passed. For a value parameter of a small type or 
a SET type, the value of the argument is passed. For a value 
parameter of a structured type other than a SET, a copy of the 
argument is made in the activation record of the calling code, 
and the address of the copy is passed. For a formal routine, 
both addresses are passed. 

ii]l®£S it is passed. Note that except for value parameters of SET 
types, everything that is passed to the called routine can fit 
naturally in a register. An argument of a SET type is always 
copied by the calling code into the space that it will occupy in 
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the new activation record. Other values or addresses are passed 
in registers, or, when the registers of the proper kind are all 
taken, in the locations that they will occupy in the new 
activation record. 

The registers that are used to pass a routine's invocation 
arguments to a routine's parameters are as follows: 

• for REAL values, (or compatibly typed values), being passed 
to REAL value -parameters, the double-precision 
floating-point registers are used: from D14 down to D2 (for 
the first seven PEAL value parameters); and DO is used to 
pass the eighth and any subsequent REAL value parameters 
onto the stack in their alloted space. Note that PEAL 
variable parameters are passed ty address in either the 
general registers or on the stack, if the general registers 
R3 through P12 are occupied by previously listed arguments. 

• for SHOPTPFAL values, (or compatibly typed values), being 
passed to SHORTREAL value parameters, the single-precision 
floating-point registers are used: from F14 down to F2 (for 
the first seven SHORTREAL value parameters); and FO is used 
to pass the eighth and any subsequent SHORTREAL value 
parameters onto the stack in their allotted space. Note 
that SHORTREAL variable parameters are passed by address in 
either the general registers or on the stack, if the general 
registers P3 through R12 are occupied by previously listed 
arguments. 

• for all other small values, and all addresses, the general 
purpose registers are used: from R3 to R12 (for the fir.st 
ten such parameters); and H13 is used to pass the eleventh 
and any subsequent such parameters onto the stack in their 
allotted space. That is, value parameters of the following 
small types, are passed by value (the value of the actual 
argument expression) in an available general register 
(right- justified within the fullword register for values 
less than a fullword): 

BYTE 

SHORTINTFGFE 

INTEGER 

CHAR 

BOOLEAN 

user-defined enumeration types 

subrange-type 

pointer-type 

The values of small types requiring less than a fullword may 
not necessarily be right- justified in a fullword when passed 
on the stack, as depending on its predecessor and 
successor *f. alignment requirements, it may not require a 
fullword on the stack (e.g., BYTE, CHAR, BOOLEAN, 
SHORTINTEGFR, user-defined enumerations, or subranges 
thereof). Since arguments passed to structured-types for 
value parameters of the ARRAY and RECOEn types, are passed 
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by an address of a copy the actual argument, that address is 
passed in a gereral register or in a fullword on the stack. 

^11 variable parameters, no matter what the parameter type; 
all small types or structured-types (including ARP.AYs, 
RECORDS, FILES, and SSTs), are passed by address (the 
address of the actual argument variable-selector) either in 
a general register or in a fullword on the stack. 



The following example Pascal program demonstrates some of the 
argument to parameter passing for an EXTERN routine; using a 
routine requiring nine shortreal value parameters, nine real 
value parameters, twelve integer value parameters, and three 
variable parameters in its call. 

PROGRAM SHOWCAL(OUTPUT); 

VAR GSR;SHORTREAL;GFL:REAL;GIT:INTEGEH; 

PROCEDURE ARGPASS ( SR 1 , SR2 , SR3 , SR4 , SR5, SR6 ,SR7,SR8,SR9 : SHORTREAL; 

RL1,RL2,RL3,RL4,RL5,RL6,RL7,RL8,RL9:REAL; 
IT1,IT2,IT3,IT4,IT5,IT6,IT7,IT8,IT9,IT10,IT11,IT12:INTEGES; 
VAR SE:SHORTREAL;VAR RL:REAL;VAR IT:INTEGER); 
EXTERN; 
BEGIN 

ARGPASS(0. 1,0.2,0.3,0.4,0.5,0.6,0.7,0.8,0.9, 
1.0, 2. 0,3. 0,4. 0,5. 0,6. 0,7. 0,8. 0,9.0, 
1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, GSR, GRL, GIT); 

WRITELN( "SHORTREAL SUM = •,GSR); 
WRITELNCSUM OF REALS = •,GRL); 
WRITELN( 'INTEGER SUM = •,GIT); 

END. 

An external Pascal module such as the one below would be 
separately compilable and linkable to the object of the main 
program above. 




Executing an established Pascal task containing both of the 
above, produces on OUTPUT: 

SHORTREAL SUM = 4. 5000000E+00 

SUil OF REALS = 4 . 500000000000000 1 1E+0 1 

INTEGER SUM = 78 
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The above example external routine ARGPASS can be written in CAL 
as follows: (Note the use of the CAL STFUC to outline the stack) 

ARGPASS PFOG 

PUBE 

ENTRY ARGPAFS 
STACK STRUC 

* Linkage data area on stack 
OLDLB DSF 1 

RETAD DSF 1 
SLINK DSF 1 

* Parameters space on stack for routine ARGPASS 



SRI 


DSF 




SR2 


DSF 




SR3 


DSF 




SR4 


DSF 




SR5 


DSF 




SR6 


DSF 




SR7 


DSF 




S38 


DSF 




SR9 


DSF 




RL1 


DSF 


2 


RL2 


DSF 


2 


RL3 


DSF 


2 


RLU 


DSF 


2 


RL5 


DSF 


2 


RL5 


DSF 


2 


RL7 


DSF 


2 


RL8 


DSF 


2 


RL9 


DSF 


2 


IT1 


DSF 




IT2 


DSF 




IT3 


DSF 




IT4 


DSF 




IT5 


DSF 




IT6 


DSF 




IT7 


DSF 




ITS 


DSF 




IT9 


DSF 




IT10 


DSF 




IT 11 


DSF 




IT12 


DSF 




SR 


DSF 




RL 


DSF 




IT 


DSF 




TKMPS 


DS 
ENDS 


400 

> 


ERR 


EQU 


X'8804' 


LERRSX 


ERR 


8,9999 


ARGPASS 


ST 


15,RETAD(2) 




CLI 


0,STACK(2) 




BCS 


LERREX 



Reserve additional space, as desired 

Illegal instruction definition 
STACK OVERFLOW Error message trigger 
Save return address 
Room enough? 



* Store register-passed parameters on stack or use as is. 

* For example, prior to using the general registers, save the 

* parameters they hold first; 
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ST 


3,IT1(2) 


ST 


4,IT2(2) 


ST 


5,IT3(2) 


ST 


6,ITt»(?) 


ST 


7,IT5(2) 


ST 


8,IT6(2) 


3T 


9,IT7(2) 


ST 


10,IT8(2) 


ST 


11,IT9(2) 


ST 


12,IT10(2) 



R3 contains 1st non-real parameter 



* IT11 and IT12 are already on the stack. 

* R13 and Ria are available for use in EXTERN routines. 

* Process the shortrealK. 



SER 


0,0 




'■ 






AER 


o,ia 


1st 


shortreal 


value in F14 


(1st arg) 


AER 


0,12 


2nd 


shortreal 


value in F12 


(2nd arg) 


AER 


0,10 


3rd 


shortreal 


value in F10 


(3rd arg) 


AER 


0,6 


4th 


shortreal 


value in F8 


(4th arg) 


AER 


0,6 


5th 


shortreal 


value in F6 


(5th arg) 


AER 


0,4 


6th 


shortreal 


value in F4 


(6th arg) 


AER 


0,2 


7th 


shortreal 


value in F2 


(7th arg) 


AE 


0,SR8(2) 


8th 


shortreal 


val on stack(8th arg) 


AE 


0,SR9(2) 


9th 


shortreal 


val on stack(9th arg) 


L 


3,SB(2) 


Get 


address of VAR parm SR 


off .stack 


STE 


0,0(3) 


Pass computed 


shortreal sum back; 



* Process the reals, 



SDR 


0,0 




ADR 


0,14 


First real value in D14 ( 


ADR 


0,12 


Second real value in D12 ( 


ADR 


0,10 


Third real value in D10 ( 


ADR 


0,8 


Fourth real value in D8 ( 


ADR 


0,6 


Fifth real value in D6 ( 


ADR 


0,4 


Sixth real value in D4 ( 


ADR 


0,2 


Seventh real value in D2 ( 


AD 


0,RL8(2) 


8th real value on stack ( 


AD 


0,EL9(2) 


9th real value on stack ( 


L 


3,RL(2) 


Get address of VAR parm RL 


STD 


0,0(3) 


Pass computed real sum bac 



10th 
11th 
12th 
13th 
14th 
15th 
16th 
17th 
18th 
off 
k; 



arg) 
arg) 
arg) 
arg) 
arg) 
arg) 
arg) 
arg) 
arg) 
stack 



* Process the integers. 



L 


3,IT1(2) 


AP 


3,4 


AR 


3,5 


AR 


3,6 


AR 


3,7 


AR 


3,8 


AR 


3,9 


AR 


3,10 


AR 


3,11 



1st 

R3 w 

2nd 

3rd 

4th 

5th 

6th 

7th 

8th 

9th 



integer v 
as saved 
integer v 
integer v 
integer v 
integer v 
integer v 
integer v 
integer v 
integer v 



alue 

so ge 

alue 

alue 

alue 

alue 

alue 

alue 

alue 

alue 



passe 
t IT1 



m 
in 
in 
in 
in 
in 
in 
in 



R4 

R5 
R6 
R7 
R8 
R9 
R1 
R1 



d in R3 
from s 
(20th 
(21st 
(22nd 
(23rd 
(24th 
(25th 

(26th 

1 (27th 



but 
tack 
arg) 
arg) 
arg) 
arg) 
arg) 
arg) 
arg) 
arg) 
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AR 


3,12 


A 


3,IT11(2) 


A 


3,IT12(2) 


L 


4,IT(2) 


ST 


3,0(4) 



10th integer value in R12(28th arg) 
11th non-real on stack(29th arg) 
12th non-real on stack(30th arg) 
Get address of VAR parm IT off stack 
Pass back sum of integers 



* Exit. 



L 15,RETAD(2) Fetch return address 

L 2,0LDIB(2) Restore LB 

BR 15 Return 

END 

In the followinct exairple, assume a main program calls an external 
routine, passing eleven arguments to the routine's eleven 
parameters. In this case, each parameter is of structured type. 
The first argument is a string-array being passed to a value 
parameter. The second argument is a string-array being passed to 
a VAR variable parameter. The third and fourth arguments are 
unpacked records (containing an array) being passed to a value 
parameter and variable parameter, respectively. The fifth and 
sixth arguments are PACKED records being passed to a value 
parameter and VAR variable parameter, respectively. The seven 
and eighth arguments are unpacked ARRAYs being passed to a value 
and VAR variable parameter, respectively. The nineth and tenth 
arauments are PACKED ARRAYs being passed to a value and VAR 
variable parameter, respectively. The eleventh argument, of type 
STRINGS, is included to depict how it will be passed on the 
stack, at a displacement in the activation record beyond the 
displacements of those arguments being passed to parameters in 
the general registers. 

Assume the type-definitions of the Perkin-Elmer Prefix, and the 
type-definitions of Section 10.6.1 in the examples of 
unpacked/packed arrays and records are given. 

Then the procedure's external declaration in the calling Pascal 
unit defines its interface, thusly: 

PROCEDURE EXCAL(PARK1:STRING8; VAR PARM2 :STRING8 ; 

PARM3:R£CTYPEA; VAR PARMU : RECTYPEA ; 
PARKS :RECTYPEB; VAR PARM6 : RECTYPEE ; 
PARKTsAHAYTYPEA; VAR PARM8 ; ARAYTYPEA; 
PARM9:ARAYTYPEB; VAR PARM1 : ARAYTYPEB ; 
PARK11:STRING8) ; 
EXTERN; 

Then the external CAL routine may expect these parameters, and 
outline the stack, as follows: 
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EXCAL PROG 

FUSE 

SNTBY EXCAL 
STACKA STRUC 

* Linkage data area on stack 
OLDLB DSF 1 

RETAD DSF 1 
SLINK DSF 1 

* Parameters space on stack, reserved for 1st ten and actual 11th 

* Displacements reserved for: 



PARM1 DSF 1 

PARM2 DSF 1 

PAFM3 DSF 1 

PARM4 DSF 1 

PARMS DSF 1 

PAR16 DSF 1 

PARN7 DSF 1 

PARM8 DSF 1 

PARM9 DSF 1 

PARM10 DSF 1 

PARM11 DSF 1 

FO 

ERR EQU X'8804" 

LERREX ERR 8,9998 

EXCAL ST 15,RETAD(2) 

CLI 0,STACKA(2) 

BCS LEPFEX 



TEMPARHA DSF 
ENDS 



address of string copy in R3 

address of string variable in E4 
address of unpacked record copy in R5 

address of unpacked record var in P6 

address of packed record copy in R^ 

address of packed record var in R8 

address of unpacked array copy in P9 

address of unpacked array var in RIO 

address of packed array copy in E11 

address of packed array var in R12 

address of string copy on stack 

Additional working storage on stack. 

User-specified CAL mnemonic 
STACK OVERFLOW message trigger 
Save return address to Pascal code 
Room enough on stack for storage? 
Escape if not 



Fetch parameters and/or store in space on stack. 



ST 3,PREM1(2) 

ST 4,PARK2(2) 

ST 5,PAEM3(2) 

ST 6,PAPM4(2) 

ST 7,PAFH5(2) 

ST 8,PAFH6{2) 

ST 9,PAFM7(2) 

ST 10,PARM8(2) 

ST 11,PAEK9(2) 

ST 12,PARM10(2) 



1st parameter 
2nd parameter 
3rd parameter 
Uth parameter 
5th parameter 
6th parameter 
7th parameter 
8th parameter 
9th parameter 
10th parameter 



Process parameters / perform routine operations. 



L 13,PARK11(2) 
LB ia,0(13) 
STB 14,0(i*) 



11th parameter actually on stack 
Fetch character from string value 
Store character to VAR string 



;xit. 



L 
L 

BR 
END 



15,EFTAD(2) 

2,OLDLB(2) 

15 



Fetch return address 
Restore Local Base in R2 
Return 



Additional structures may be outlined in the CAL code for ease of 
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access to the contents of unpacked/packed structured type 
parameters. However/ the Pascal rules for internal data storage 
and alignment requirements as discussed in Section 10.6.1 must be 
adhered to, particularly for arrays and records. 

Another example to demonstrate an interface which mixes a variety 
of Pascal simple data-types being passed to value parameters (as 
all arguments passed to variable parameters are passed simply by 
an address) follows. 



Assume an external procedure 
calling Pascal code, thusly: 



declaration is declared in the 



PROCEDURE SIMPVALS 



(BYTEVALPARM:BYTE; 
SINTVALPARM:SHORTINTEGER; 
CHARVALPAHM:CHAR; 
INTVALPASM :INTEGER; 
BOOLVALPARM: BOOLEAN; 
REALVALPARM:REAL; 
SRELVALPARM:SHORTREAL); 
EXTERN; 



Then an external CAl routine may 
outline the stack, as follows. 



expect these parameters, and 



SIMPVALS PROG 

PURE 

ENTRY SIMPVALS 
STACKS STRUC 

* Linkage data area on stack. 
OLDLB DSF 1 

RETAD DSF 1 
SLINK DSF 1 

* Outline parameters space on 
BYTEPARM DS 1 

SINTPARH DSH 1 
CHARPARK DS 1 
INTPARM DSF 1 
BOOLPARM DSH 1 
REALPARM DSF 2 
SRELPARM DSF 1 
TE^PAREA DSF 20 
ENDS 



stack. 

1-byte for BYTE (byte aligned) 
2-byte SHORTINTEGER(align halfword) 
1-byte for CHAR (byte aligned) 
4-byte INTEGER (fullword aligned) 
2-byte BOOLEAN (halfword aligned) 
8-bytes for REAL (fullword aligned) 
U-byte SHORTREAKalign fullword) 
Temporary work storage, as desired 



* 
* 
* 
* 
* 



Although, because the parameters are few in number they will 
be passed in registers, when the registers of suitable kind 
are all filled with arguments, those passed to value-parameters 
of simple-types will passed with filler gaps on the stack 
as per Section 10.6.1 details internal data representations. 
Therefore, this example demonstrates how the CAL instructions 
to reserve displacements (DS, DSH, DSF) also provide filler 
gaps to obtain similarly displaced alignments. 
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BYTEPABM 


DS 


1 




DS 


1 


SINTPARM 


DS 


2 


CHARPARM 


DS 


1 




DS 


3 


INTPARM 


DS 


4 


BOOLPARM 


DS 


7 




DS 


2 


REALPAEM 


DS 


8 


SRELPAEM 


DS 


4 


TEMPAREA 


DSF 

ENDS 


20 



* The stack parameters space could have also been outlined, 

* with the user specifying where known filler gaps will exist. 

STACKB STRUC 

* Linkage data area on stack. 
OLDLB DSF 1 

RBTAD DSF 1 
SLINK DSF 1 

* Outline paraireters space on stack. 

1-byte filler 

3-bytes filler 

2-bytes filler 

Additional displacements on stack 

* Begin the routine. 

ERR EQU X'8804' User-specified mnemonic 

LERREX ERR 8,9997 STACK OVERFLOW message trigger 

SIMPVALS ST 15,EETAD(2) Save return address to Pascal code 

CLI 0,STACKB(2) Room enough to work? 

BCS LERREX No, take an escape. 

* Receive the parameters, and/or save on stack. 

STB 3,CHAEPAR!1(2) Save byte-value in R3 (1st arg) 

STH 4,SINTPAEM(2) Save shortinteger in Ri* (2nd arg) 

STB 5,CHARPARM(2) Save character in R5 (3rd arg) 

ST 6,INTPARM(2) Save integer in R6(4th arg) 

STH 7,E00LPARM(2) Save boolean in R7(5th arg) 

STD ia,EEALPARM(2) Save real in Dia(6th arg) 

STE 14,SEELPARM(2) Save shortreal in F14(7th arg) 

* Process the parameters / perform the routine's operations. 

* Exit. 

L 15,FETAD(2) Fetch return address 

L 2,0LDLB(2) Restore Local Base in R2 

BR 15 Return 

END 
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10.8 Pascal INTERFACE TO ROUTINES DECLARED WITH THE FORTRAN 
DIRECTIVE 



This section describes the Pascal-FORTRAN interface generated hy 

the Pascal compiler and supported also by the Pascal Runtime 

Library to routines declared as external with the FORTRAN 
directive: 

external FORTRAN subprograms: subroutines and functions 

external FORTRAN subprograms using FORTRAN I/O 

external FORTRAN Runtime Library routines (no argument 
data-type checking) 

external CAL routines, using FORTRAN linkage conventions 

Additionally discussed at the end of the section, is the case of 
an external CAL routine declared with EXTFRN, which is to 
reference a FORTRAN routine, undeclared as FORTRAN in the Pascal 
code. 

When a Pascal program calls on external subprograms that are 
written in FORTRAN, and the routine has been declared external 
with the FORTRAN directive, the Pascal program provides the 
FORTRAN subprogram with certain resources: 

• a list of addresses of actual arguments, in the form that 
the FORTRAN subprogram expects; i.e., the address of this 
list; 

• an RTL Scratchpad Space of approximately X'600' bytes, for 
the FORTRAN VII RTKwithout argument checking); and a 
pointer in General Register R1, which points to the top of 
this area; 

• a Static Communications Area; as needed for some FORTRAN I/O 
subprograms 

• the highest available MAX_LU logical unit is not used by 
Pascal so that it is left free for FORTRAN'S error handling 
mechanism. 

• and an address to return to in the Pascal code. 

The setup of the list of addresses is a cooperative effort shared 
by the Pascal compiler and RTL. The Pascal-FORTRAN interface 
provided is; 

General Register RIU contains zero if there is no 
argument-list in the routine-invocation of a FORTRAN 
subprogram. (previously declared with the Pascal "FORTRAN" 
directive. ) 

or 
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General Register ^:.^^ contains the address of the list of 
arcTuments plus ics high-order bit set. 

The number of arguments in the list to which R^H 

points, is the same number of arguments in the 

invocation (which is also the number of parameters in 
the routine-declaration). 

The arguments are passed in this list as addresses, 
with each address occupying one fullword, and the 
entire list begining on a fullword boundary. All 
arguments are passed as an address in this list to the 
external FORTRAN routine. Argument expressions are 
evaluated and a copy of the value is made. Arguments 
being passed to value parameters are sent in this list 
as an address of a copy of the value of the argument 
expression. Variable parameters have their actual 
address passed. This allows any changes made to a 
value parameter in the external routine not to be 
transmitted upon return to the caller. This also 
allows any change made to a variable parameter in the 
external routine to actually be reflected in the actual 
variable argument upon return to the caller. 

The last fullword of the address-list has its 
high-order bit set, to indicate the end of the list of 
arguments . 

General Register E15 contains the return address in P$FORT 
of Pascal, for the FORTRAN subprogram to return to. 

Pascal provides a FORTRAN interface, as documented in the FORTRAN 
VII Run Time Library Introduction and Overview Reference Wanual, 
Publication Number S29-578R02, where it known as the 
"E-interface". This portion of S29-578 has been incorporated 
also in the FORTRAN VII User Manual, Publication Number 4P-010. 
This interface is suitable for linkage to the FORTRAN VII RTL 
(without argument checking). Pascal does not provide, for 
example, the data class fields and type fields in the 
address-list of arguments, as would be used for the FORTRAN VII 
RTL (with argument checking). Also, the data class field (bits 
1-3) in General Register R14 are not set to 5 (for a function) or 
6 (for a subroutine) to differentiate the type of FORTRAN 
subprogram being linked to. 

The RTL Scratchpad space is located before (at lower addresses 
than) the Global Variables area of the Pascal main program (see 
Figures 10-4 and 10-5). When a Pascal RTL routine is entered. El 
points to the top of the RTL Scratchpad area. Each Pascal RTL 
PASLIB routine gets space for its local variables by decreasing 
R1, and reinstates R1 prior to exiting. When a routine 
invocation in Pascal calls an externally declared FORTRAN 
routine, the Pascal compiler-generated code calls PSFORT in its 
RTL to set up the FORTRAN Interface. As any external FORTRAN 
routine, is called through Pascal's P$FORT, note that R1 has been 
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decremented 12 bytes lower than GB for the local storage needed 
by P$F05T prior to linking to the external FORTRAN routine; such 
that XT.OO' - X'C bytes are available on the common RTL 
Scratchpad for the FORTRAN routine to decrement R1 by. 

If Pascal code contains a call to a routine which has been 
declared with the directive FORTRAN, then the alternate 
Pascal-FORTRAN interface version of P$INIT of the Pascal RTL will 
set aside space for the SCA and call the FORTRAN RTL routine 
.INITSCA to initialise the SCA. 

An external routine written in CAL, using FORTRAN linkage 
conventions, and declared with the directive FORTRAN, also 
receives the above interface upon its routine invocation in the 
Pascal program. The Pascal-FORTRAN linkage to the FORTRAN VII 
RTL (with no argument checking) routines is an example of CAL 
written routines effectively using FORTRAN linkage conventions 
which can be linked to, by simply declaring them as external with 
the FORTRAN directive (see Chapter 3). 

An external routine written in CAL, using Pascal linkage 
conventions, for EXTERN routines, is described above in Section 
10.7. 

It is possible to have external CAL routines, declared with the 
SXTERri directive, and also have them interface with FORTRAN 
routines. However, certain precautions must be taken in this 
case. Suppose the Pascal code calls an external routine written 
in CAL, which is declared in the Pascal code with the directive 
EXTERN. Then, if this external CAL routine calls FORTRAN, the 
need for SCA support would be invisible to the Pascal code 
generating interface system. What the programmer must do in this 
case is to put the following pseudo-op in the CAL code of any CAL 
routine using Pascal Linkage Conventions to the Pascal code but 
also refering to FORTRAN externals from itself, (and there is no 
other FORTRAN directive in the Pascal code). For example: 

INCLD FSFORT 

This forces an external reference to PSFORT to require resolution 
at task establishment linking time. Such a CAL routine should be 
included prior to the linking of the Pascal RTL file PASETL.OBJ 
so the alternate P5INIT within P$FORT is resolved correctly for 
a Pascal-FORTRAN interface. Otherwise, the Pascal code, not 
seeing the need for FORTRAN interfacing will obtain resolution of 
its external references to PSINIT for a non-FORTRAN evironment. 

When such a CAL EXTERN routine (calling FORTRAN) is linked prior 
to linking PASRTL.OBJ, the result is that the appropriate object 
code is linked in from the Pascal RTL (F$FOfiT). Also the 
alternate version of PSINIT to support the FORTRAN SCA is 
encorporated. 
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F'^AUL'^ 


FI-'AL 


PASSED I 






S 


TiTF 


STt rr 


ST."-P' 


ASSVM'-Lr 






OFF 


o«i 


YES 


3",TCi 






OFF 


C=F 


ur- 


30LrC-CHE 


CK 




■JN 


'\ 


uc 


CRCSi REF 






OK 


IN 


NO 


LIST 






OM 


nt 


N" 


LOG 






OFF 




YFS 


HiP 






OFF 


O^F 


NO 


D^THIZE 






OFF 




NO 


ranc-e;hfc 


K 




ON 


O"! 


NO 


SJM," A'Y 






OFF 


CN 


YES 



> 
>• as 
tn 

M '^ 
00 O 
H O 
M D 

5S ft 

a H- 

I/) 3 

c 



COMFILATION C0'<PL:T'^, NO "RROR" 

CODE -nZE = 752 BYTES CONST SIZE = 120 BYTES 

PEP,K!'!-EL«!ER OS/37 LINKAGE EDITOR 03-242 KOO-01 

0F1 ION FLOAT. OFLO AT, tBS = 1 00. yORKr (6 24,1)00001 

Ii\CLUO£ PRII'.S.O^J 

LI PSSSTL.OBJ 

LI '<300:F7RTL.09d/5 

HAP PRIMES. LST,i,ODRESS,XitF 

SliILO PPIWE5 



I 

tn 



I 



p:rk,i'.--:lher o?/^2 linkigz rci'OR 03-212 ■■*oo-oi 

["AGE LINKED «T 0:59:26 0'^ APRIL 16. 1 = 82 - 



ESTAaLISHKENT SUMMARY 



XT 
00 

I 

o 
to 



CO 

o 



FILL ■■(AHE: H300:PRlKrs.TSKi'p -- records: 17 

rgo .. cTOP: ISFE -- SI'E: 5.50 K? 



U',:?! : 



-- uTOP: 



T-,SK IPTIONS: 

NXSVC 

NCONTPOL 

'JACPSIVILEG^ 



NVFC 
NCOMMUNICATE 



UT'TK 
SVCP4USE 

NU'IIVlRSAL 



AFPAUSE 

DFLOAT 

KEYCHECK 



FLOA" 
ROLL 

NSEGfENTED 



NRESIDENT 
ACCOUNTING 



T-:QCAVE = iLL LJ-1S SYSSPACE^IOCO »ORK= <621* . UOOOO ) ABS1LUTE=100 lOBLOCKS^I PP I OR I TY= ( 1 28 . 1 28 ) TSU = <0,170) 



NOD" nap: 














LEVEL NAME 


LE\iGTH 




FUSE 


I"PURE 


COMMON 


TABLti 


.ROOT 


faa 







FBt 





n 


(TOTALS) 


Fgo 




c 


EBt 








VIRTUAL ACDREiS 


M4F : 












^-■<o^■ TO 


Srr-rr' 


T ^ 


it ME 


SIZE 


ACC= 3S 




OOOPOO 0015F- 


,TUC 


IRl 


") 


S.'IO 'fP. 







M W 

>• S 

nS M 
f !>< 
M 

in o 

eg o 

t/l 3 

c 



■30 



I 

o 



o 



"V 

00 



P';RKPJ-EL"!ER OS/32 LIMKAGE taT'OR C3-2U2 ^OO-OI 
-- I'lAGE LTIKCD »T '^S:59:26 C»j SP°IL 16» 19S2 -- 



modf: .root 

sywtOL 

P-PhP1ES 

P-PkS.ERR 

i-PlSENa 

E-PURITPY 

L-P3P(iGt 

--PiPUTT 

E-PJ^£WRIT 

E-P'IRFJD 

E-PiSSVCI 

£-PiPl,!TERR 



- level: 

10DRE?S 

0001C0-P 
OOOSSR-"^ 
C006CC-P 
0006FO-P 
0017FR-': 

000'5'30-F 
OOOallO-P 

oncoo-p 



CY«90L 

F-PRIHES 

£-P$£RR 

P-PMRT.INT 

P-i=SHRITS 

o-PIPURGE 

P-DSWRITLN 

°-f IlFCB 

P-^SFCBER' 

P-Pt$SVC7 

P-F$EPMES 



/ICDRES'; 

000170-P 
000598-^ 
OOOSFO-° 
000760-:^ 
000828-° 
0006=0-D 
000958-P 
OOO^EC-P 
OOOACO-P 
O00P58-P 



6D0RESS HfP 



SVIROL 

P-PtlMIT 
E-P$P4US 
E-P$JRITSi 

e-pswrits 
e:-p$purge 

-:-p$aPiTL^ 

E-P$EFCB 
E-PtFCBER'' 
E-P$JSVC7 
--PSERMES 



iCDRiSS 

00046»-° 
000996-? 
OOCiFO-P 
0007A0-P 
O00S28-P 
000390-= 
000958-P 
0009E0-P 
OOOACO-P 
O000S8-=> 



SYHBOL 

r-P$INIT 

E-P$TERM 

F-P$.-RITI 

P-P$PAGE 

F-PS^UTT 

P-P$REi/RIT 

P-P$iREWO 

F-PSHSVCI 

F-P$PUTERR 



ADDRES:^ 

000«6S-P 
00069E-= 
0006F0-P 
0007F8-P 
000858-° 
00OaE8-P 
000990-P 
OOOAUO-P 
OOOCDO-P 



> 
ITS 

in w 

> ss 
3 a 

V M 
f X 

m 

M ^ 

W O 

1-3 O 

M 3 



to 



D 

c 



3" 

I 

-J 



I 



PL:iK:V-EL«4Ef| 03/32 LIMK4SL tDTTOR OJ-242 FOO-01 
-- IIhGl LI'iK'O AT 0'':59:26 OM aPSIL 16i 1=-f2 -- 



CfOSS REFERENCE MAo 



00 

I 

o 



o 



U1 



CD 



E-P'E 

E-FI 

E-Pi 

L-P5 

E-Ft 

E-Pi 

E-PI 

E-Pl 

il-P 

E-P 

E-Ps. 

E-PI 

E-Pi 

£-F$ 

£-P$ 

£-P$ 

E-PS 

E-PS 

E-F$ 

E-PS. 



tPtWO 
SSVC1 

EfCP 



=C3ERR 

IMIT 

FiSGE 

PtJS 

"URCE 

PLTE^F; 

OJTT 

REJRIT 

SE^O 

TERM 

USITflY 

JRITI 

W';iTL\ 

T^'ES 



n E " I N E D 

°?tPE JO 
Ptisvri 
?I?3VC7 
PtE- CS 
p -r c- ;^ w £; $ 

PiS.FPH 
P5cc9^fiR 
PlINIT 
P 1 P 1 3 E 
PSS.EPR 
Pti^UF.CE 
PiDUT'ftR 
P tPOTT 
PIR-'URIT 
PAJ.EJ'P 
PAS.?'" 
"■J "=7. IN'' 
PUPT, rUT 
PtJRITLN 
P4 V'T'^S 
°JRT. I«JT 



REFE>'ENCED BY 



PIPE.R 
PSlREy 
FtFCPE 
FRIHEE 
PAS.f P 
PRIME' 
PSPE-R 
PRIf<Er 
PRIMES 
PStREW 
PtPtr-F 
PtPUTT 
FtPA'rE 
PRIwrS 
PSSPVC 
PStRMF 

pRi«:s 

P»°4GE 
PRI"ES 



IT 

D PtwRTi'L^ 

R" 



D PSERWES PtPUTERR PSREWRIT PSiVRITLN 
PRIfES 

FIURITLN PMRT.m* 

PtJRITS PURT.riT 



1 Pt$SVC7 

S PSIMT 



P$ER«E=; DtFC3ERR P$INIT 

PtPUTERR ^PIHEi 



m w 

>• as 

3 O 

hd M 

fr> X 
Pi 
> 

M -^ 

w o 

1-3 O 
W D 
c+ 
H- 

!3 
B 
(t> 






APPENDIX A (Continued) 
SAMPLE LISTINGS 



PRIMES PR or, 

* LINf 2=1 

000000 B^^O 001D L3? tPR K8f29 
000004 50F2 OOOU P101 ST R15»4<'-2) 
000008 C502 OOOC CLHI R0»12('2) 
OOOOOC 2086 PCS. L3e 

* Lir'E 30 

000001 5831 0160 L. R3»352(R1) 
000012 5031 0164 ST R3»356(P1) 

* LIWE 31 

000016 5831 0164 I. R3»356(R1) 

00001A S131 016C AM R3»352(R1) 

* LINE 3 2 

000011 5831 0160 L2 L R3»352<R1) 

000022 "=^^30 0001 °6f0 CI R3»100000 

000028 4220 8036 PP L3 

* LINE 33 

00002C 5831 0160 L R3t352(R1) 

000030 C930 OGOr CHI R3»1 

000034 2115 BMS L3"^ 

000036 F930 0001 86M CJ R3«100001 

C0003C 2113 BMS L40 

00003E P810 0021 L35 ERR R1,33 

000042 CS40 C04E L40 LHI R4»78 

000046 C540 OOP'^ CLHI R4»128 

00004A 2183 BCS L42 

00004C 3e30 0021 "RR R3f33 

000050 0241 4300 0173 L42 STP R4,371(R1»R3) 

* LI^E 34 

000056 5831 0164 L R3»356<^1) 

00005A 5131 0160 AM R3,352(R1) 

* LINE 35 
0COO5E 4300 FFRC E L2 

* LINE 36 

000062 581^2 0004 L3 L P15«4(^2) 

000066 5a22 0000 L R2fl(R2) 

0C006A 030F BR R15 

* LINE 38 

00006C 8fi80 0026 L43 ERP R8»3a 

000070 C8E0 0064 PI LHI R14.100 

000074 2401 MS P13t1 

000076 41F0 4000 0000 BAL R15»P102 

00007C 41P0 4000 0000 PAL R15»"103 

0000«2 1^502 00C1 8«20 CLI RO « 1 00384 (R 2 ) 

000088 208E BCS L43 

00008A f6E2 OOOC Li R14»12(R2) 

OOOOSE C"OQ 0100 LHI R13»256 

000092 24C0 LIS R12»0 

000094 411^0 4000 0000 ^AL R15,P104 

* LIME 39 

00009A E6E1 OOOC LA R14.12(R1) 

00009E 41F0 4000 0000 PAL R15,P105 

* LI^'E 40 

0Q00A4 E6E1 OOOC LA R14.12<R1) 

0000i8 41F0 4000 0000 BAL R15»P106 
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APPENDIX A (Continued) 
SAMPLE LISTINGS 



* LiMf ai 



OOOO.'iE 


F3D0 


8000 


0000 


000094 


E6E1 


OCOC 




0000B8 


' 6C0 


8234 




OOOOBC 


41F0 


4000 


0000 


0000C2 


0033 






oooncu 


reel 


00 cc 




OOO0C8 


41F0 


4000 


0000 


OOOOCE 


E6E1 


OOOC 




000002 


41F0 


4000 


OOCA 


oooon« 


P8D0 


POCO 


OOCO 


OOOOOE 


^6F^ 


OOOC 




0000E2 


F6C0 


823=^ 




aooc=:6 


41F0 


4000 


003F 


OOOOEC 


C03F 






OOOOEE 


E6E1 


OOOC 




0000^2 


41F0 


4000 


00"'4 


0000F8 


F6l1 


00 CC 




OOOOFC 


41F0 


4000 


00- 4 


0C0102 


2432 






000104 


5031 


0164 




000108 


^=,831 


0164 




00010C 


C ? 3 


0001 




009110 


2115 






000112 


F^30 


0001 


86-' 1 


0001 1". 


2113 






000114 


8810 


002'=' 




00011E 


:840 


0059 




000122 


C'S40 


008^ 




O';0126 


2183 






300128 


8S30 


002^ 




00012C 


0241 


4300 


0173 


000132 


5831 


0164 




000136 


2631 






000138 


*-9 30 


0001 


85^0 


00013E 


4320 


FFC? 




000142 


2432 






000144 


5031 


0160 




000148 


5022 


4001 


8814 


00014E 


50 2 2 


4001 


epic 


00C154 


FA20 


0001 


88''4 


00015A 


UIFO 


FEft6 




00015E 


2431 






000160 


C53 


C002 




000164 


218^ 






000166 


8830 


0032 




Or~016A 


4031 


015C 




00016F 


4831 


015C 




000172 


4 3 30 


80^4 





LI'JE 42 



* Ll-'ir 44 



* LT\iE 45 



♦ LIME 46 



L4 

* LIME 47 



L44 
L45 



L47 



LIM 



LI 

LA 

LA 

BAL 

DC 

LA 

RAL 

LA 
BAL 
I 

LI 
LA 
Lt 
PAL 
DC 
LA 
BAL 

LA 
BAL 

I IS 

ST 
1 

L 

CHI 

PMS 

CI 

BMS 

ERR 

LHI 

CLHI 

BCS 

FRR 

STB 

L 

A IS 

CI 

BMP 



* LINE HB 



4<5 



* LI^E 50 



L49 

* LIME 51 

L6 



LIS 
ST 

ST 

ST 
A I 
PAL 

) 

LIS 
CLHI 
BCS 
FRR 
STH 

I 

LH 
82 



R13»-2147483643 

R14»12('< 1) 

R12»752 

R15»P107 

51 

R14»12<R1) 

R15«P108 

R14»12<R1 ) 
R15»°108 

R13»-2147483648 

P 1 4 t 1 2 < R 1) 

R12»804 

R15«oi07 

63 

R14»12(R1) 

R 1 5 . P 1 6 

P14«12(K1) 
R15»P108 

R3»2 
R3»356<^1) 

R3»356<P1) 

R3»1 

L44 

R3«100001 

L4- 

PI, 47 

''4»8=> 

F 4» 128 

L47 

R3,47 

r- 4.371<R1»»3) 

R3t356(?1) 

P3,1 

F3»100000 

L4 

R3,2 
R3*352(= 1) 

R2.100372(R2) 
P2.1003«0(R2S 
R2»-'00372 
R15,P101 

P3,1 

P3,2 

L49 

"3,50 

R3»348(^v1) 

P3t348('^ 1) 
L7 
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APPENDIX A (Continued) 
SAMPLE LISTINGS 











* LIME 


52 




000176 


5831 


0164 






L 


R3»356('?1) 


00017A 


5031 


0160 




* LI^lE 


ST 
54 


R3t352('^1) 


00017E 


2431 






L8 


LIS 


R3»1 


000180 


5131 


0160 




* LIME 


AM 
55 


R3»352(=«1) 


00018U 


5831 


0160 






L 


R3»352<P1> 


000183 


F930 


0001 


86a0 




CI 


R3»100000 


000 18F: 


4 220 


8024 






BP 


L20 


000192 


5831 


0160 






L 


R3«352(R1) 


000196 


C930 


0001 






CHI 


R3»1 


00019A 


2115 








BMS 


L50 


00019C 


F930 


0001 


86A1 




CI 


R3»100001 


0001A2 


2113 








BMS 


LSI 


0001A4 


8810 


0037 




L50 


ERR 


R1»55 


0001A8 


D331 


4300 


0173 


L51 


LB 


R3»371(R1,R3) 


0001AE 


C930 


0059 






CHI 


R3»89 


0001B2 


4230 


FFC8 




* LINE 


BNZ 
56 


L8 


000186 


2431 






L20 


LIS 


R3»1 


000188 


5841 


0160 






L 


R4,352(''1> 


0001BC 


F940 


0001 


86A0 




CI 


R4»100000 


0001C2 


2322 








BNPS 


L24 


oooica 


2430 








LIS 


R3»0 


0001C6 


C530 


0002 




L24 


CLHI 


R3»2 


0001CA 


2183 








BCS 


L53 


0001CC 


8830 


0038 






FRR 


R3f56 


0001D0 


4031 


015C 




L53 

* LINE 


STH 
57 


R3»348<R1) 


000104 


5831 


0160 






I 


R3t352('1> 


0001D8 


F930 


0001 


86A0 




CI 


R3t100000 


0001DE 


212C 








BPS 


L9 


0001EO 


5022 


4001 


8814 




ST 


R2»100372(R2) 


0001E6 


5022 


4001 


881C 




ST 


R2»1003°0<32> 


0001EC 


FA20 


0001 


8814 




AI 


R2»100372 


0001F2 


41F0 


FEOE 




* LIME 


SAL 
58 


R15»P101 


0001F6 


4300 


FF74 




L9 

* LINE 


B 
59 


L6 


0001FA 


2431 






L7 


LIS 


R3»1 


0001FC 


C930 


8000 






CHI 


R3t-32768 


0002^0 


2115 








PMS 


L54 


000202 


F930 


0000 


8000 




CI 


P3»3276n 


000208 


2113 








P^!S 


L55 


00020A 


8830 


003B 




L54 


ERR 


R3»59 


00020E 


4031 


016C 




L55 

* LINE 


STH 
60 


R3.364(R1) 


000212 


2432 








LIS 


^3t2 


000214 


5031 


0160 




L10 

* LINE 


ST 

61 


R3»352<R1) 


000218 


5831 


0160 






L 


R3*352(P 1) 


00021C 


C930 


0001 






CHI 


R3»1 


000220 


2115 








PMS 


L56 


000222 


Fq30 


0001 


86M 




CT 


R3»100001 


000228 


2113 








EiMS 


L57 


00022A 


8810 


003^^ 




L56 


ERR 


R1»61 


00022E 


D331 


4300 


0173 


L57 


LP 


R3,371<R1,R3) 


000234 


CSO 


0059 






CHI 


R3.39 


000238 


4230 


807C 






BNZ 


LI? 
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APPENDIX A (Continued) 
SAMPLE LISTINGS 











* LiM":: 


62 




00023C 


4831 


016C 






LH 


R3«364<'^1) 


0002UC 


263>' 








AIS 


F3.8 


000242 


C930 


00=0 






CHI 


P3t80 


0002U6 


4320 


P042 




* LIME 


PNP 
63 


LIB 


0002a* 


E6E1 


OOOC 






Li 


P14»12('«1) 


0002a: 


aiFO 


4000 


OD-E 


* LIME 


eAL 

64 


R15»P10P 


coo25a 


2U31 








LIS 


R3,1 


000256 


5131 


0170 




* LINE 


AM 
65 


R3.368(f»1> 


00025A 


5831 


0170 






L 


R3t368(R1) 


00025E 


C930 


0036 






CHI 


P3t54 


000262 


213^ 






* LINE 


BH7.S 
66 


L14 


Q0026a 


E6E1 


OOOC 






LA 


R14.12<^1) 


000268 


aiFO 


4000 


O0A« 


* LINE 


6AL 
67 


R15»P106 


00C26r 


2430 








LIS 


R3*0 


000270 


5031 


0170 




* LINE 


ST 
69 


R3t368(R1) 


00027tt 


2431 






L14 


LIS 


R3»1 


0C0276 


C930 


8000 






CHI 


R3.-32768 


00027A 


2115 








BMS 


L58 


00027C 


F9 30 


0000 


POOO 




CI 


R3t32768 


000292 


2113 








BMS 


L59 


00028a 


9330 


0045 




L58 


ERR 


R3,69 


000288 


4031 


016C 




L59 

* LIME 


STH 
71 


R3»364<"1) 


00028C 


24D8 






L13 


LIS 


R13,8 


00023E 


E6!:i 


OOOC 






LA 


R14»12{''1) 


000292 


58C1 


0160 






L 


R12«352(R1) 


000296 


41F0 


4000 


0000 


♦ LIKE 


BAL 
72 


R15»P109 


00029C 


4831 


C16C 






LH 


R3»364<h1) 


0002A0 


2638 








AIS 


R3»8 


0002A2 


C930 


8000 






CHI 


R3»-32768 


0002A6 


2115 








BMS 


L60 


0002A8 


F930 


0000 


8000 




CI 


P3»32768 


OOO2A1 


2113 








BMS 


L61 


0002B0 


8830 


0048 




L60 


FRR 


R3.72 


0002Ba 


4031 


016C 




L61 

* LINE 


STH 
73 


R3»364("1) 


0002B8 


5831 


0160 




L12 


L 


R3t352(°1) 


0002BC 


2531 








AIS 


P3»1 


0002BF: 


f 930 


0001 


8610 




CI 


R3»100000 


ooo2ca 


4320 


FF4C 




* LIME 


PNP 
74 


L10 


0002C8 


4831 


016C 






LH 


R3t364(R1) 


ono2CC 


c:930 


0001 






CHI 


R3*1 


000200 


2326 








PNPS 


LIS 


000202 


E6E1 


OOOC 






LA 


R14t12('^1) 


0002D6 


41F0 


4000 


0250 




BAL 


R15»°10S 
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APPEIDIX A 
SAHPLE LISTINGS 









* LniE 


76 




000 20C 


E6£1 


oooc 


LIS 


LA 


R14«12(^1> 


0002EO 


41-^0 


4000 0000 




PAL 


R15,P110 


0002E6 


24L0 






LIS 


R14,0 


0002ES 


41F0 


4000 0000 




EAL 


R15,P111 


000 2F0 








ALIG^i 


8 


0002FO 


5052 


4940 




DCF 


1347569997 


0002F(t 


4553 


3A20 




DCF 


1163082272 


0002Ffl 


2050 


4153 




DCr 


542130515 


0002FC 


4341 


4C20 




DCF 


1128352800 


000300 


4445 


4D4F 




DCF 


1145392463 


000304 


4-^53 


5452 




DC^ 


1314083922 


000308 


4154 


494F 




DCF 


10^6042831 


00030C 


4'^20 


5052 




DCK 


1310740562 


000310 


4F47 


5241 




DCF 


1330074177 


000314 


40 20 


2030 




DCF 


1293951024 


000318 


3320 


3234 




DCF 


858599938 


00031C 


3852 


3030 




rcF 


944910384 


000320 


20 30 


3020 




DCF 


758132768 


000324 


5448 


4520 




DC^ 


1414022432 


000328 


464F 


4C4C 




Dcr 


1179601996 


00032C 


4F57 


494E 




DCF 


1331120462 


000330 


4720 


5441 




DCF 


1193301057 


000334 


424C 


4520 




DCF 


1112294688 


000338 


4953 


2054 




DCF 


12^0184532 


00033C 


4845 


2050 




DCF 


1212489808 


000340 


5249 


4045 




DCF 


1380535621 


000344 


204E 


5540 




DCF 


542004557 


000348 


4245 


5253 




DCF 


1111839315 


00034C 


2049 


4E20 




DCF 


541675040 


000350 


5448 


4520 




DCF 


1414022432 


000354 


5241 


4F47 




DCF 


1380011591 


000358 


4520 


312E 




DCF 


1159737646 


00035C 


2F31 


3030 




DCF 


774975536 


000360 


3030 


3020 




DCF 


808464416 


000364 


0000 


0000 




DCF 
EXTRN 



PSINIT 




0000 


0078 


P102 


EQU 
EXTRN 


PSINIT 
P$^RR 




0000 


007^ 


P103 


EQU 
EXTRN 


P$-RR 
P$EFC8 




0000 


0096 


P104 


EQU 
EXTRN 


P$EFCB 
PSREURIT 




0000 


OOAO 


P105 


EQU 
EXTRN 


PSREWRIT 
PSPAGE 




0000 


026A 


P106 


EQU 
EXTRN 


PSPAGE 
PSWRITS 




0000 


ocr8 


PI 07 


EQU 
EXTRN 


P$,IRITS 
PSWRITLN 




0000 


0208 


PI 08 


EGU 
EXTRN 


P$iJRITLN 
P$yRITI 




0000 


298 


PI 09 


EQU 
EXTRN 


PtJRITI 
P$PURGE 




0000 


021^2 


P110 


EQU 
EXTR'vl 


P$PURGE 

P$'ERM 




ocoo 


02!=:a 


P111 


EQU 
FNTRY 


PS'ERM 
PRIMES 




cooo 


0070 


PRIMES 


EOU 


PI 


000368 


0000 


007C 




END 


P1 
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APPENDIX B 
SOFTWARE CHANGE BEQUEST SUBMISSION INFORMATION 



If an unresovable problem should arise with the Pascal Compiler 
or the code it has compiled* the problem and the following 
materials should be directed to a Perkin-Elmer Software Change 
Request Coordinator: 

• A compiled-program listing of the l?ascal source with a 
cross-reference listing and an assembly listing; 

o A hard copy of the source (card deck or tape), particularly 
if the program is large; 

• A description of the problem, on an SCR form; 

• Any run time data, if applicable and possible. 

• For a compiler malfunction occurring during compilation of 
a user program, additionally supply the compiler failure 
error message listed to the log device. For example, 
compiler failure messages are of the form: 



PASS n LINE xxxxx, ADDR yyyyyy message 

COMPILING LINE zzzzz OF PROGRAM name.... 

when message is neither STACK OVERFLOW or HEAP OVERFLOW 
(which are problematic indicators of not enough memory 
allocated for the task); as detailed in Section 1.5. '♦.2 of 
Chapter 1 of this manual. 

Failure to comply with the above requirements may render the 
problem unregeneratable. 

When submitting an SCR, please label and identify clearly all 
enclosures additionally supplied with the SCR. 

Enhancements to the compiler also can be requested through the 
use of an SCR. 

A sample SCR form is included for your convenience. 
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PERKIN-ELMER 

Computer Systems Division 
Oceanpori, New Jersey 07757, U.S.A. 

INSTRUCTIONS ON REVERSE SIDE OF LAST PART 



SOFTWARE CHANGE REQUEST 



Software Name 



Revison/Update 



Q Enhancement 
D Possible Problem 



Pri. Operating System 



Rev/Upd Processor 



Date InitTalea" 



Company Name 



Phone Number 



Cust. Ref. No. 



State/Country 



MATERIAL ENCLOSED 



Dsysgan info/CUP 

Listing 
C] Modified Software LBtings 
Duist of SCR's Applied 
Gconsote Print-Out* 
CMemory Dump* 
OLibrary Loader/TET 

Map 



LJListing Input/Output 
Data 

LjUser Progrsm Listing 

D Object 

LJSource __„______.._ 



Ouser Documentation 

n 



.J_Li_± 



PmINo. 






LUJ 1 1 U 1,1 J 



G roup PMi m. F 

I ,1 I I I 



Data LoOffKl in 

I I I 



Inn. Empi. N< 

±_LJ_ 



I I Li I 



ProJ. Ldr. 



Empl. No, 

-U 



Submitted by 



Cuct. Acct. No. 



J_L 



Return to: 
D Customer 
D Analyst 



PROCESSOR OPTIONS AND PERIPHERALS 



GFIoaiing Point 

Hardware 
Dd/P Floating 

Point Hardware 
CIjMultiply-Oivlde 

Hardware 
QOynamic Control 

Storage 
□ writable Control 

Storage 
QLoader Siorage Unit 



Qhsptr/p 

QCassette 

Ocard Reader 

□ tine Printer 

□ CRT-PASLA 

□ CRT TTVInter^ece 



ntTY 

GsOOBPITape ] 
QieODBPt Tape J 
nsOO BPI Tape 
□ 2.6 MB Disc 
D1OMB Disc 



9 TK 
7TK 



□ 40 MB DISC 

□ other 



DESCRIBE ONE PROBLEM OR ENHANCEMENT ONLY 



CUSTOMil COPY 



Front Page of SCB Form 
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I. COMPLETING THE SOFTWARE CHANGE REQUEST (SCR). DO NOT FILL IN SHADED AREAS. 

The originator must document the SCR accurately and enclose the necessary supporting documentation To avoid delays 
complete the SCR as follows: ' 



Software Name 

Revision/Update Level 

Date Initiated 

Enhancement/Possible 
Problem 

Priority Code 



Operating System 

Revision/Update Level 

Processor 

Memory 

Company Name 

Customer Reference 
Number 

Initiator 

Phone Number 

Address, City, State/Country,. 
Zip Code 

'Materials Enclosed 



Processor Options 
and Peripherals 

Problem or Enhancement 



. The generic name of the program or manual the SCR pertains to e.g.. Fortran VII CAL 
COBOL, Users Manual, etc. 

. The revision/update number of the program or manual, e.g., R01, 02-01, etc. 

. Date SCR was prepared. 

_ Check which is applicable. 

. Assign code that best describes the impact of the problem or enhancement on 
your operation. 

1 = Critical. 

2 = Serious. 

3 = Moderate. 

4 = Minor. 

5 = Information only, 

. The operating system in use when problem occured. e.g., 0S/16MT, OS/32MT, etc. 

. The revision/update level of the operating system, e.g., R04, 01-02, etc. 

. The generic model name or number of the processor, e.g., 8/32, 7/16, 3220, etc. 

The amount of memory in use when problem occurred. 

. The name of the Company the initiator is with. 

Optional 6 character control number for customer's own reference. May also be used 
to cross reference materials submitted with SCR. 

. Name of person originating SCR. 

. Where initiator may be reached by telephone. 

. Address of Customer Site 

Check off materials enclosed. A console print-out and memory dump must accompany 
any problem related to compilers, assemblers, utilities, or operating systems. 

Check off hardware options and peripherals in use when problem occurred. 

Describe one problem or enhancement only, giving all details and symptoms known at 
time (please print), 



If a PERKINELMER Analyst is involved with the preparation of the SCR, the analyst is to fill in the following: 

Submitted By Print name of PERKIN-ELMER Analyst. 

Return To Check off where follow-up communication and response is to be sent. 

0"'ce Office PERKIN-ELMER Analyst is assigned to. 

Date Date submitted by Analyst. 

II. SUBMITTING THE SOFTWARE CHANGE REQUEST (SCR) 

Initiator retains last copy for his file. Remaining copies with cart>on intact along with the supporting materials are sent 
to the appropriate office: 



PERKIN-ELMER 
Attention: SCR Coordinator 
Oceanport, New Jersey 07757 
U.S.A. 

PERKIN-ELMER DATA SYSTEMS, LTD, 

Attention: SCR Coordinator 

227 Bath Road 

Slough 

Berkshire SL1 4AU 

England 



PERKIN-ELMER DATA SYSTEMS OF CANADA, LTD. 

Attention: SCR Coordinator 

6486 Viscount Road 

Mississauga, Ontario L4V 143 Canada 

PERKIN-ELMER DATA SYSTEMS, PTY. LTD. 
Attention: SCR Coordinator 
3 Byfield Street 
North Ryde, NSW 
Australia 2113 



Back Page of SCH Form 
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APPENDIX C 
PASCAL CSS's SUMMARIZED 



The Pascal product contains the following CSS procedures: 

• PASCAL. CSS to compile and link a Pascal program 

• PA3C0MP.CSS to compile a Pascal source program 

• PASLINK.CSS to link a compiled Pascal program 

The Pascal product also contains three similar CSS procedures for 
use from the OS/32 system console: 

• PASCAL. CON to compile and link a Pascal program 

• PASCOMP.CON to compile a Pascal source program 

• PASLINK.CON to link a compiled Pascal program 

The formats to invoke the CSS procedures are (where the asterisk 
indicates the OS/32 prompt): 

Format to use from a user terminal under OS/32 with HTM: 

♦PASCAL sourcename /list, opt ions, assemlist,memincr,worksize 
♦PASCO MP sourcename,list,options,assemlist,raemincr 
♦PASLINK ob3ectname,list,worksize 

Format to use from a system console under OS/32 MT: 

♦PASCAL. CON sourcename, list, options, assem lis t,memincr,worksi2e 
♦PASCOMP.CON sourcename, list, options, assemlist,raemincr 
♦PASLINK.CON ob3ectname,list,worksize 
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Argumentss 



sourcename is the name of the file containing the Pascal 

source program to be compiled. An extension 
of .PAS is Sissumed; i.e., no extension should 
be given as part of the CSS argument; but the 
source file must exist with an extension of 
.PAS. 

list is the name of the file or device to which the 

source listing, cross reference, and linkage 
map are to be written. This argument is 
optional and defaults to PB:. 



options 



is a list of one or more compiler options 
separated by spaces. Refer to Section 1.5.2 
of Chapter 1 for details on the compiler 
options. Options do not need to be specified 
to use the defaults, see Appendix E. 

assemlist is a file or device to which the assembly 

listing or map listing will be written if 
selected by appropriate options. This 
argument is optional and defaults to PR:. 

memincr is the memory segment size increment to be 
used to perform compilation or the additional 
memory space the compiler can use for stack 
and heap space to perform the compilation. 
This argument is optional and defaults to 
64kb. 

worksize is a 1- to 6-digit hexadecimal number 

indicating the number of bytes of main storage 
to be added to the end of a task for its 
maximum workspace. This argument is optional 
and defaults to that value provided by Link. 

objectname is the file containing the object of the main 
compiled program to be linked. An extension 
of .OBJ is assumed; i.e., no extension should 
be supplied as part of the CSS argument, but 
the file must exist with an extension of .OBJ 
for PASLINK. 



Invoking the CSS procedures without specifying any arguments 
causes a series of messages to be logged which will help identify 
their necessary arguments. 

The PASCAL and PASCOMP CSS's direct the object program to the 
file: sourcename. OBJ. The PASCAL CSS's direct the established 
task to the file: sourcename. TSK. The PASLINK CSS's direct the 
established task to the file; objectname. TSK. 
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APPENDIX D 
Pascal COMPILER LOGICAL UNIT ASSIGNMENTS 



1 LU 


USE 


ASSIGN- 
MENT 


DATA 
FORMAT 


LOGICAL 

RECORD 

LENGTH 


MEDIA 


1 1 


Output: 

Log information 


Always 
required 


ASCII 


64 to 

256 


device/ 
file 


1 1 


Input; 
User Pascal 
source program 


Always 
required 


ASCII 


Up to 
256 


device/ 
file 


1 2 


Output; 
List, cross, 
summary, batch 
statistics and 
program statis- 
tics 


Always 
required 
for 

program 
statis- 
tics 


ASCII 


132 


device/ 
file 


1 3 


Input/output: 
Temporary com- 
piler scratch 
information 


Always 
required 


BINARY 


512 


file 
only 


1 '* 


Input/output: 
Temporary com- 
piler scratch 
information 


Always 
required 


BINARY 


512 


file 
only 


1 5 


Input/output: 
Temporary com- 
piler scratch 
information 


Control- 
led by 
compiler 


ASCII 


256 


file 
only 


1 ^ 


Output: 

Assembly list- 
ing and Map 
listing 


Optional 
Requi- 
red for 
map and 
assem- 
1 bly 


ASCII 


132 


device/ 
file 


1 7 


Output: 
Compiled object 


1 Always 
required 


BINARY 


126 


device/ 
file 


1 8 


1 Input: 

1 $INCLUDE file 


Control- 
1 led by 
compiler 


ASCII 


Up to 
256 


device/ 
file 
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APPENDIX D (Continued) 
Pascal COMPILER LOGICAL UNIT ASSIGNMENTS 



The Pascal compiler can use any of the following logical units 
(lu): 



• logical unit Or log device or file 

• logical unit 1, source input device or file 

• logical unit 2, listing device or file 

• logical unit 3, scratch file 

• logical unit U/ scratch file 

• logical unit 5, scratch file 

• logical unit 6, map or assembly-listing device or file 

• logical unit 7, object code output device or file 

• logical unit 8, additional source input file for SINCLUDE 

All necessary logical unitS/ or those required for specified 
options, must be assigned to physical devices or files by the 
user. Logical unit 5, which is internally controlled by the 
compiler, and lu 8 which the compiler assigns from a 
user-specified $INCLUDE in-stream option are exceptions. 

If not using the CSS procedures provided, the user must directly 
assign the logical units after loading the compiler and before 
executing it. Fefer to Section 1.5.14 or Appendix C for CSS 
information. 

The above is a listing of logical units, their use, when they are 
required, data formats, logical record length requirement, and 
allowable media. 
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APPENDIX E 
PASCAL COMPILER OPTIONS 



OPTION- 
SPECIFIER 



FUNCTION 



ASSEMBLY 



BATCH 



BEND 



BOUNDSCHECK 



CROSS 



EJECT 



HEAPHARK 



INCLUDE 
(fd,arg1 , 
arg2) 



Assembly listing option prints out a listing 
on lu6, a disassembly of the compiled object 
program in an assembler-level format. 

Batch compilation option compiles batch or 

series of Pascal programs or modules from lu 

1 until an end of file (EOF) or ■C$BEND> is 
encountered on the source file or device. 

Batch end option signals end of batch to the 
compiler. Required only if BATCH is in 
effect and lu 1 is a non-random access 
device. 

Subrange bounds check option generates 
object code within the compiled program that 
will check for illegal out-of-bounds values 
assigned 'to variables with finite limits, 
such as variables of the subrange type with 
minimum and maximum limits defined. 

Cross reference option prints out a listing 
on lu 2 which is a cross reference of labels 
and identifiers used in the source program, 
relating place of definition and place of 
reference by source line number. 

Eject listing format control option causes a 
top-of-form (or page ejection) within the 
compiled-program listing output to lu 2. 

The Heapmark option enables the compiler to 
recognize references to MARK and RELEASE in 
the user's source as predefined routines. 

Include additional source option includes, 
wherever ■C$INCLUDE (fd)> is specified in- 
stream, additional source from the file 
indicated by fd. Argi or arg2 may be LIST 
or NLIST, CROSS or NCROSS. 
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APPENDIX E (Continued) 
PASCAL COMPILER OPTIOMS 



OPTION- 
SPECIFIER 



FUNCTION 



LIST 



LOG 



MAP 



MBHLIMIT=xx 



OPTIMIZE 



RANGECHECK 



RELIANCE 



SUMMARY 



List option prints out the compiled 
listing on lu 2. 



program 



Log option prints notifications (logs) on lu 
notices of compiler operations, such as: 
current Pass number and the number of errors 
encountered^ if any. 

Map option prints out a listing or a map of 
the compiled program object, giving relative 
address displacements of statements and data. 

Memory allocation option defines a percent- 
age of taskspace for Pascal system workspace 
so the remainder of the task partition can 
be available, for example, for get-storage 
requests from external CAL written routines. 

Optimization option generates optimized 
object code so object program space and exe- 
cution time are minimized. 

Rangecheck option generates additional code 
within the compiled object program to check 
at run time for illegal out-of-range values 
used for subscripts, variant-tags, pointer 
values, and constant subrange parameters. 

The Reliance option causes the appropriate 
run-time error, task pausing, and task 
termination mechanisms to be generated in 
the compiler object code as is required in a 
Reliance environment, different from OS/32. 

Summary listing option prints out a listing 
on lu 6 of internal compiler statistics 
regarding table space, file sizes used, for 
this particular compilation-unit and lists 
register usage and the number and kind of 
any optimizations that were performed in the 
object code. 



The compile-time options default states, and abbreviated start or 
in-stream formats are listed below. 
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APPENDIX E (Continued) 
PASCAL COMPILER OPTIONS 



COMPILER 


DEFAULT 

sssssssasas 


1 1 

1 1 

1 1 

PLACEMENT | 

ssssszzBszssaassxssszs 

■ 


ABBREVIATED 
START OPTION 


ABBREVIATED | 
IN-STREAM FORMAT | 


1 OPTION 

1 ====:====ss=ss: 


ON 


OFF 

sssEssss: 


ON 1 OFF 1 

EssasssBasasssBCB&ssas 1 


1 ASSEMBLY 


OFF 


START 


or In-stream 




AS 


NAS 


{$AS> 


<$NAS> 1 


1 BATCH 


OFF 


START 


or in-stream 




BA 





<:$BA> 




1 BEND 


NULL 


In-stream only 








■C$BEND> 




1 BOUNDSCHECK 


ON 


START 


or in-stream 




BO 


NBO 


<:$B0> 


<:$NBO> 1 


1 CROSS 


ON 


START 


or in-stream 




CR 


NCR 


t$CR> 


<:$NCR> 1 


1 EJECT 


NULL 


In-streara only 








<$EJ> 




1 HEAPMARK 


OFF 


START 


or in-stream 




HE 


NHE 


{$HE> 


<:$NHE> 1 


1 INCLUDE 


NULL 


In-stream only 








<:$IN(fd)> 




1 LIST 


ON 


START 


or in-stream 




LI 


NLI 


t$LI> 


<:$NLi> 1 


1 LOG 


OFF 


START 


only 




LO 


NLO 






1 MAP 


OFF 


START 


or in-stream 




HA 


NHA 


{$MA> 


■C$NMA> 1 


1 MEHLIHIT 


100% 


START 


or in-stream 




NE=xx 




<:$ME=xx> 




1 OPTIMIZE 


OFF 


START 


only 




OP 


NOP 






1 RANGECHECK 


ON 


START 


or in-stream 




RA 


NRA 


<$RA> 


•C$NRA> 1 


1 RELIANCE 


OFF 


START 


or in-stream 




BE 


NHE 


•C$RE> 


<:$HBE> 1 


I SUMMARY 


OFF 


START 


or in-stream 




SU 


NSU 


<$SU> 


<:$Nso> 1 
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APPENDIX E (Continued) 
PASCAL COMPILER OPTIONS 



An example of using the abbreviated option-specifiers as Pascal 
compiler start options in the 08/32 START Command is: 

ST ,BA AS BO CR LI LO MA OP RA SU 

An example of using the abbreviated option-specifiers as 
"options" in the invocation of the PASCAL. CSS to compile and link 
is: 

PASCAL. CSS sourcename,list,BA LI CR OP NRA,,100,100 

Specifying compiler options in the Pascal source is accomplished 
by coding option-specifier comments of the form: 

Ofitioin- specifier comment 

I > C > option-string > J >| 

— >l I > 

I- > (* > option-string > *) >! 

where option-string is of the form: 

O ption - string 

> $ > option-specifier > 



An option-specifier comment is a Pascal comment. The first 
nonblank character that follows the beginning comment delimiter 
is a dollar sign ($). Any comment so distinguished must only 
contain an option string? no intermixing of comment text and 
$option-specif iers are allowed. 

An example of an option-string is: 

$BATCH,$ASSEMBLy,$MAP,$LIST,$CROSS,$SUHMARy,$NRAKGECHECK 

Enclosed within the comment delimiters, the option-specifier 
comment would be: 

C$BATCH,$ASSEMBLY,SMAP,$LIST,$CROSS,$SUMMARY,$NRANGECHECK> 

Other examples of option-specifier comments are; 

CSINCLUDE (VOLN: FILENAME. EXT, NLIST,NCROSS)> 

t$EJECT> 

(* $NBOUNDSCHECK *) 

■C$BEND> 
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APPENDIX F 
PASCAL COMPILER END-OF-TASK CONDITIONS 
(EOT CODES) 



EOT 




CODE 


! MEANING 1 





Normal termination. No compilation | 
errors detected in either a single | 
compilation or all of the compilations | 
within a batch stream. | 


1 


Illegal start options | 


2 


Error detected in Passes 1 through 5 | 
(syntax) j 


3 


Error detected in Passes 6 through 9 | 
(semantics) | 


U 


Any error in processing one or more | 
compilation units within a batch | 
stream. j 


5 


Error in locating or reading a | 
•C$INCLUDE fdJ source file, fd. Abort. | 



NOTE 

Return codes 2 and 3 are applicable only 
when processing a single compilation 
unit; i.e., nonbatch operation. Return 
code H is applicable only when operating 
in batch mode. The appropriate return 
codes 0, 2, 3, or 5 for each individual 
compilation unit are found in the Batch 
Statistics Listing. 
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APPENDIX G 
PASCAL ERROR MESSAGES 



COMPILE-TIME DIAGNOSTIC ERRORS DISPLAYED IN LISTINGS 

The format of a compile-time diagnostic error message isj 

Format; 

****** LINE n, ERROR xyyy! message 

Parameters; 

n is the offending source line number, 

X is the pass number that detected the error, 

yyy is the error code, and 

message is the error text. 

The possible error codes xyyy and messages are listed below; 
xyyy message 

1001 EOF FOUND IN COMMENT 

1002 BAD NUMBER FORMAT; DIGIT REQUIRED 

1003 NUMBER TOO LARGE 

lOOa EXPONENT MAGNITUDE TOO LARGE 

1005 SYMBOL TABLE OVERFLOW 

100e> INVALID CONTROL CHARACTER 

1007 STRING OF LENGTH ZERO 

1008 STRING TOO LONG 

1009 BAD CHARACTER 

1010 ILLEGAL IN-LINE OPTION 

2002 DECLARATION SYNTAX 

2003 CONSTANT DECLARATION SYNTAX 

2004 TYPE DECLARATION SYNTAX 

2005 TYPE SYNTAX 

2006 ENUMERATION TYPE SYNTAX 

2007 SUBRANGE TYPE SYNTAX 

2008 SET TYPE SYNTAX 

2009 ARRAY TYPE SYNTAX 
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APPENDIX G (Continued) 
PASCAL ERBOR MESSAGES 



COMPILE-TIME DIAGNOSTIC ERRORS DISPLAYED IN LISTINGS 



2010 RECORD TYPE SYNTAX 

2011 'PACKED* NOT ALLOWED HERE 

2012 VAR DECLARATION SYNTAX 

2013 ROUTINE SYNTAX 
20m PROCEDURE SYNTAX 

2015 FUNCTION SYNTAX 

2016 WITH STATEMENT SYNTAX 

2017 PARAMETER SYNTAX 

2018 BODY SYNTAX 

2019 STATEMENT LIST SYNTAX 

2020 STATEMENT SYNTAX 

2021 ASSIGNMENT OR PROCEDURE CALL SYNTAX 

2022 ARGUMENT LIST SYNTAX 

2023 COMPOUND STATEMENT SYNTAX 
202U IF STATEMENT SYNTAX 

2025 CASE STATEMENT SYNTAX 

2027 WHILE STATEMENT SYNTAX 

2028 REPEAT STATEMENT SYNTAX 

2029 FOR STATEMENT SYNTAX 

2031 EXPRESSION SYNTAX 

2032 VARIABLE SYNTAX 

2033 CONSTANT SYNTAX 

2035 IMPROPERLY TERMINATED PROGRAM 

2037 POINTER SYNTAX 

2038 PROGRAM OR MODULE HEADER SYNTAX 
2040 SYNTAX OF PREFIX ROUTINES 

20m PREFIX SYNTAX 

2042 LABEL DECLARATION SYNTAX 

2043 STATEMENT LABEL SYNTAX 

2044 GOTO STATEMENT SYNTAX 

2045 TOO MANY EXTERNAL FILES (LIMIT = 32) 

2046 "INPUT" NOT SPECIFIED 

2047 "OUTPUT" NOT SPECIFIED 

3002 IDENTIFIER DECLARED TWICE 

3003 TOO DEEPLY NESTED, FURTHER COMPILATION ABORTED 

3004 INTERNAL OPERAND STACK OVERFLOW, FURTHER COMPILATION ABORTED 

3005 SYMBOL TABLE OVERFLOW, FURTHER COMPILATION ABORTED 

3006 UPDATE TABLE OVERFLOW, FURTHER COMPILATION ABORTED 

3007 INVALID CONSTANT 

3009 INVALID SUBRANGE BOUND 

3010 SUBRANGE HIGH BOUND < LOW BOUND 

3011 SUBRANGE TYPES INCOMPATIBLE 

3012 MISSING ARGUMFNT 

3013 NOT A ROUTINE 

3014 TOO MANY ARGUMENTS 

3015 CASE LABEL VALUE OUT OF RANGE (0..127) 

3016 ILLEGAL CASE LABEL TYPE 

3017 DUPLICATE CASE LABEL 
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APPENDIX G (Continued) 
PASCAL ERBOR MESSAGES 

COHPILE-TIME DIAGNOSTIC ERRORS DISPLAYED IN LISTINGS 

3018 WITH VARIABLE NOT RECORD 

3020 ROUTINE IS NOT A FUNCTION 

3021 UNDECLARED OR INACCESSIBLE IDENTIFIER 

3022 IDENTIFIER IS NOT OF PROPER CLASS 

3024 NOT A RECORD; CANNOT SELECT FIELD 

3025 SUBSCRIPTED VARIABLE NOT AN ARRAY 

3026 CALL TO NON-PEOCEDURE 

3027 UNRESOLVED FORWARD TYPE REFERENCE 

3028 REFERENCE MUST BE A POINTER VARIABLE 

3029 UNRESOLVED 'FORWARD* DECLARATION 

3030 VARIANTS TOO DEEPLY NESTED 

3031 DUPLICATE VARIANT LABEL 

3032 ILLEGAL VARIANT LABEL TYPE 

3033 VARIANT LABEL OUT OF RANGE (0..31) 

3035 NO TYPE ALLOWED ON 'FORWARD' FUNCTION 

3036 NO FUNCTION TYPE SPECIFIED 

3037 ARGUMENT LIST CANNOT BE REPEATED 

3038 DUPLICATE LABEL DECLARATION 

3039 UNRESOLVED LABEL DECLARATION 

3040 UNDECLARED OR INACCESSIBLE LABEL 

3041 DUPLICATE LABEL DEFINITION 

3042 ARGUMENT OF MARK/RELEASE OF WRONG TYPE 

4002 TOO MUCH DATA SPACE REQUIRED 

4007 INVALID FUNCTION TYPE 

4009 ENUMERATION CANNOT BE DEFINED IN RECORD 

4010 TOO MANY VALUES FOR ENUMERATION (LIMIT = 128) 

4011 INVALID INDEX TYPE 

4012 INVALID SET MEMBER TYPE 

4021 INTERNAL OPERAND STACK OVERFLOW, FURTHER COMPILATION ABORTED 

4022 NESTING TOO DEEP 

4024 ILLEGAL TAGFIELD TYPE 

4025 ROUTINE FORWARD DECLARED TWICE 

4028 STRUCTURES MAY NOT CONTAIN FILES 

4029 IMPROPER ROUTINE ARGUMENT 

4030 EXTERNAL ROUTINE CANNOT HAVE FORMAL ROUTINE PARAMETERS 

4031 PACKED STRUCTURE'S COMPONENT NOT PASSABLE TO VAR PARAMETER 

5001 OPERAND TYPE CONFLICT 

5002 VARIABLE REQUIRED 

5003 ILLEGAL ASSIGNMENT 
5005 ILLEGAL 'FOR' VARIABLE 

5007 MISSING/INVALID ARGUMENT IN I/O ROUTINE CALL 

5008 IMPROPER USE OF FILE VARIABLE 

5009 CONTROL VARIABLE USED IN OUTER 'FOR' 

5010 CONTROL VARIABLE MUST BE LOCAL 

5011 CONTROL VARIABLE CANNOT BE VAR ARGUMENT 

5012 ASSIGNMENT TO CONTROL VARIABLE ILLEGAL 

5013 FILE NOT DECLARED IN 'VAR' SECTION 

5014 INDEX EXPRESSION IS OF WRONG TYPE 
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APPENDIX G (Continued) 
PASCAL ERBOB HESSAGES 



COHPIIE-TIHE DIAGNOSTIC ERRORS DISPLAYED IN LISTINGS 



6000 DIVISION BY 

6001 MOD RELATIVE TO OR NEGATIVE NUMBER 

6002 INTERNAL OPERAND STACK OVERFLOW 

6003 CONSTANT OUT OF RANGE 

6004 EXPRESSION VALUE TOO LARGE 

7001 INTERNAL OPERAND STACK OVERFLOW 

7002 THIS FEATURE UNIHPLEMENTED 

7003 INTERNAL COMPILER ERROR 

7004 'D* FORMAT ILLEGAL HERE 



Receipt of any extraneous compile-time diagnostic error messages, 
not of the above documented numbers, xyyy, such as: 

****** LINE n, ERROR xyyy: ERROR UNKNOWN 

may be reported on an SCR form as detailed in Appendix B. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



COMPILER OPERATIONS MESSAGES 

The following compiler operations messages are listed to logical 
unit 0, the compiler's log device/file. 

PERKIN-ELHER PASCAL Pnn-uu 

The Pascal Compiler logs this message to identify itself and 
notify the user that compilation has started; where Rnn 
identifies the Pascal compiler revision level and uu 
identifies the update level. 

INVALID OPTION(S) 

Compiler was started with invalid Pascal compiler 
start-option(s), and compilation cannot begin. The compiler 
aborts with END-OF-TASK CODE 1. Correct the options given 
to the compiler prior to restarting. 

PASS n 

When the LOG compiler start-option has been selected, this 
message is listed to lu for each pass of compiler 
operations beginning, where n is from 1 to 10. This 
message does not appear, if the LOG option was not 
specified. 

nn ERRORS DETECTED IN PASS n 

When the LOG compiler start-option has been selected, this 
message is additionally listed when a number (nn) of errors 
are detected in Pass n, where n is the pass number from 1 to 
10. This message does not appear, if the LOG option was not 
specified; or pass n detects no errors. 

UNABLE TO OPEN FILE filename. ext 

EITHER FILE DOES NOT EXIST OR IS INACCESSIBLE 

Compiler is attempting to perform a user-specified in-stream 
SINCLUDE (filename. ext) option, but cannot assign the file; 
and aborts the compile with an END-OF-TASK CODE 5. Check 
the $INCLUDE specification, or why the intended filename. ext 
appears not to exist or is inaccessible. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



COMPILER OPERATIONS MESSAGES 



INCLUDED FILE ATTEMPTED FROM HON RANDOM I/O DEVICE 

A user-specified $INCLUDE in-stream option specified an 
argument file descriptor which is a non-random I/O device. 



COMPILATION ERRORS 

Compile-time diagnostic errors were detected in the user 
Pascal program or module source code just compiled, the 
diagnostic error messages are displayed in the listing on 
the lu 2 list device/file, and the compiler terminates a 
single compilation-unit with an END OF TASK CODE= 2 or 3. 

The diagnostic error messages are displayed in the 
compiled-program listing on the lu 2 list device/file, if 
LIST is on, and/or listed in a group in the program 
statistics at the end of the listing. If LIST is off, the 
group of diagnostic errors message are still available on lu 
2. 

In a batch job with COMPILATION ERRORS, the end-of-task code 
2 or 3 is listed in the batch statistics listing for each 
compilation-unit containing errors, and the entire batch 
terminates with an END OF TASK CODE= 4. 

Check the listings; correct the source; and recompile. 



xxxxxxxx-END OF TASK CODE= n 

where xxxxxxxx is the identifier name of the system 
user/compiler-task ending, and n is the END OF TASK CODE. 
This system message occurs under OS/32 as the compiler 
terminates with an SVC 3, End of Task; giving an EOT code of 
n = 0,1,2,3,4, or 5 as detailed in Appendix F. An EOT of 
zero indicates a correct compile, a non-zero EOT indicates 
a problem. 

The following message may occur when difficulty in performing I/O 
arises for the compiler. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



COBPILER OPERATIONS MESSAGES 

I/O ERROR xxyy, LU= nnn 

where xxyy is the non-zero hexidecimal OS/32 SVC 1 Error 
Status encountered on logical unit number, nnn. Examine the 
xxyy status, and lu to 8 to determine the cause of I/O 
trouble, e.g., if lu = 1,5, or 8 the compiler cannot read 
source input. In an OS/32 environment, if operator 
intervention can correct the problem and continues with the 
OS CONTINUE command, the SVC 1 will be retried. Users not 
familiar with the xxyy SVC 1 Status halfword definitions may 
refer to the appropriate operating system manual on SVC 1. 

As the compiler is executing as Pascal compiled-code itself, it 
too may encounter certain run time errors, described in this 
Appendix below under RUN-TIME ERRORS. If an unrecoverable error 
occurs in its own code the compiler generates the message: 

PASS n LINE xxxxx , ADDR yyyyyy message.... 
COMPILING LINE zzzzz OF PROGRAM name.... 

The compiler issues this message prior to pausing, when on 
pass n, at its own line number xxxxx, and object address 
yyyyyy, is encountering a run time error; while compiling 
user source at its source line number zzzzz of user 
program-name or module-name "name....". If the message is 
STACK OVERFLOW or HEAP OVERFLOW, not enough memory has been 
allocated for the compiler to compile this program; and the 
user should reload with greater memory. 

If the message is, during compile time: 

INDEX RANGE ERROR 
PARAM RANGE ERROR 
VALUE RANGE ERROR 
CASE LABEL ERROR 
TRUNC RANGE ERROR 
VARIANT TAG ERROR 
POINTER ERROR 

the compiler may be malfunctioning. Please report compiler 
malfunctions via an SCR as instructed in Appendix B. 



48-021 R01 5/82 G-7 



APPENDIX G (Continued) 
PASCAL ERBOB MESSAGES 



BUN-TIME ERBOBS 



Run time errors occuring during execution of user Pascal tasks 
are logged (via an SVC 2, log-message) to the console (user 
console in an MTM environment, system console in a stand alone 
OS/32 MT environment, or system journal in a RELIANCE 
environment); and are described below. 

Some errors may allow continuing execution, after pausing for 
correction by operator intervention, others may require reloading 
with more or differently arranged memory allocations, relinking 
the task, or reprogramming and recompile, to correct the problem. 



NOT ENOUGH SPACE TO RUN PASCAL 

This message occurs immediately after starting a user Pascal 
task, when the memory allocations available to the task are 
not even large enough for the basic internal workspace 
needed for the Pascal SDA, FORTRAN SCA, or the RTL Scratch 
Pad area. The user task is then terminated. 

Reload or relink with more memory, and restart? or if 
HEMLIMIT was used, check the effect of the MEMLIMIT memory 
allocation option. If upon restarting, this message does 
not appear and the STACK OVERFLOW immediately does, or it 
occurs sometime thereafter, enough memory was added/arranged 
to accomodate the basic internal tables, but not enough for 
this particular user program's Global variables or stack 
data to be run. Reload or relink with greater memory, and 
restart. 

When executing Pascal named file I/O (text file or non-text 
file), with RESET, REWRITE, READ, READLN, WRITE, WRITELN 
statements; the following runtime error messages may occur. Note 
that when the logical unit number, nnn, is an external Pascal 
named file; the position of the file-name in the PROGRAM header 
file-name-list determined its associated lu number. If the lu 
number, nnn, cannot possibly be an external file in the program 
concerned, an internal file-variable is of concern. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



RUN-TIME ERRORS 



NO LU AVAILABLE TO ASSIGN INTERNAL FILE 

The attempt was made to allocate and assign a temporary file 
for an internal Pascal file-variable, but no logical unit 
number was available. Suggested responses follow. Relink 
the program to allow a larger number of logical units. Use 
fewer internal files, or rearrange the logic of the program 
to have fewer internal files in action at one time. Examine 
critically any recursive routines that contain internal 
files, as for each recursive activation another temporary 
file is assigned to an lu for each internal file-variable in 
the routine. 

READ ATTEMPTED ON A NON-RESET FILE, LU= nnn 

A READ or READLN statement is causing an attempt to read 
from a file associated with logical unit, nnn, and the 
file-variable has not been properly RESET (i.e., not 
prepared to be in a read-only state). After this message 
the program is paused, and upon an attempt to continue with 
the OS CONTINUF command, goes to end-of-task. Check the 
program logic in the source, correct and recompile. 

READ ATTEMPTED PAST END-OF-FILE, LU= nnn 

A READ or BEADLN statement is causing an attempt to read 
beyond an end-of-file condition, on the file-variable 
associated with lu nnn. After this message the program is 
paused, and upon an attempt to continue with the OS CONTINUE 
command, goes to end-of-task. Check the program logic in 
the source, correct and recompile. Prior to any READ or 
READLN attempt, the EOF condition on text file INPUT, or any 
user-specified Pascal filenames may be queried with the 
function EOF or EOF(f ile-variable-name) , respectively. 

WRITE ATTEMPTED TO A NON-REWRITTEN FILE, LU= nnn 

A WRITE or WRITELN statement is causing the attempt to write 
to a file-variable associated with logical unit nnn, and the 
file-variable has not been properly given a REWRITE; (i.e., 
the file has not been prepared to be in a write-only state). 
After this message the program is paused, and upon an 
attempt to continue with the OS CONTINUE command, goes to 
end-of-task. Check the program logic in the source, correct 
and recompile. 
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APPEHDIX G (Continued) 
PASCAL ERROR MESSAGES 



RUN-TIME ERRORS 



INVALID CHARACTER IN NUMERIC INPUT, LU= nnn 

A READ or PEADLN statement is attempting to read an integer 
or real number as input data from a text file; and 
encountering an invalid character that does not form a 
required part of an integer or real number, mindful that 
leading blanks and end-of-lines are skipped prior to 
accessing the numbers for input. 

If the device associated with lu nnn is an interactive 
terminal, and the program is continued with the OS CONTINUE 
command, the value zero will be returned as the number being 
read. If the device is not an interactive terminal, the 
program is paused following this message, and goes to 
end-of-task upon an attempt to CONTINUE. 

Check either the intended type of arguments of the 
READ/READLN statements or the input data stream. 

Additional system file error conditions may be detected while 
performing Pascal named file I/O, as follows. 

I/O ERROR xxyy, LU= nnn 

where xxyy is the non-zero hexidecimal OS/32 SVC 1 Error 
Status encountered on logical unit number, nnn, by an SVC 1 
I/O being attempted. 

After this message occurs the program is paused. Check the 
OS/32 SVC 1 status halfword as defined in the Operating 
System manual, and the file/device assigned to lu nnn; to 
determine the source of trouble. 

In an OS/32 environment, the task is paused to allow 
operator intervention to correct the problem, and enter the 
OS/32 CONTINUE command to retry the SVC 1, and proceed. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



RUN-TIME ERRORS 



ERROR IN INITIALIZING EXTERNAL FILE FOR READ/WRITE 

SVC 7 ERROR, LIT= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 

In performing a RESET or REWRITE, either automatically to 
the textfiles INPUT or OUTPUT or to user specified 
file-variables, the attempt was made to fetch-attributes on 
the file assigned to logical unit, nnn. If the attempt 
failed, this message occurs and the program is paused. 

In an OS/32 environment, an operator entered CONTINUE 
command after the pause, causes the SVC 7 to be retried. 
Depending on the kind of SVC 7 ERROR, detailed below, 
correct the situation and continue or restart. 

ERROR IN ASSIGNING INTERNAL FILE 

SVC 7 ERROR, LU= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 

The attempt was made to allocate a temporary file on disc 
and assign it to the highest available logical unit, for an 
internal Pascal file-variable. If the attempt failed, this 
message occurs and the program is paused. 

In an OS/32 environment, an operator entered CONTINUE 
command after the pause, causes the SVC 7 to be retried. 
Depending on the kind of SVC 7 ERROR, detailed below, 
correct the situation and continue or restart. 

ERROR IN ATTEMPTING TO CLOSE INTERNAL FILE 

SVC 7 ERROR, LU= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 

At exit from a block (program, module, procedure, or 

function) which contains an internal file-variable, the 

attempt is made to close the logical unit corresponding to 
that file. 

If the attempt fails, then this message occurs and the 
program continues; i.e., the program is not paused. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 

BUN-TIME ERRORS 

The qualifier SVC 7 ERROR message of the above three messages 
identifies the logical unit number concerned, the function code 
attempted, and the error status encountered; and is of the form; 

SVC 7 ERROR, LU= nnn; FN= xxxxxxxxxxx, STATUS= yyyyyyyyyyyyyyyy 

where nnn is the logical unit upon which the SVC 7 was attempted, 
and the FN= xxxxxxxxxxx, is the function code attempted; 

FN= ASSIGN 

FN= CLOSE 

FN= ALLOCATE 

FN= RENAME 

FN= REPROTECT 

FN= DELETE 

FN= CHANGE PRIV 

FN= CHECK POINT 

FN= FETCH ATTRB 

and the STATUS= status-message encountered as an error may be; 

STATUS= ILLEGAL FUNCTION 
STATUS= ILLEGAL LU 
STATUS= VOLUME 
STATUS= NAME ERROR 
STATUS= SIZE ERROR 
STATUS= PROTECT ERROR 
STATUS= PRIVILEGE ERROR 
STATUS= BUFFER ERROR 
STATUS= LU NOT ASSIGNED 
STATUS= TYPE (DEVICE) 
STATUS= FD SYNTAX ERROR 
STATUS= SVC 6 DEVICE 
STATUS= FILE IS /S OR /G 
STATUS= I/O ERROR 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



BUN-TIME ERRORS 



Executing Pascal compiled-code enacts certain self-contained 
program logic and run-time data validation checks to detect 
exceptional circumstances that make it illogical or impossible 
for the program to continue executing. Subsequent to these run 
time error messages, the task is paused, and upon an attempt to 
continue with the OS CONTINUE command, the user task is 
terminated with END-OF-TASK, under OS/32. These run-time error 
messages may occur while executing Pascal compiled-code as 
follows, and is of the form: 



Formats 



LINE xxxxx, ADDR yyyyyy message. 



Parameters; 



xxxxx 



is indicating (when possible) the user's 
errant Pascal source line number in which the 
error was detectable, by the line's Pascal 
compiled-code; or xxxxx is zero, when the 
error was detectable by an RTL/support routine 
not having access to the user's line number. 



yyyyyy 



is the machine address in the compiled object 
code, of either the interupting ERR compiler 
generated instruction, near the detected 
error; or if line xxxxx is zero, yyyyy is the 
machine address in code which called the error 
detecting RTL routine; and 



message 



is one of the following 



INDEX RANGE ERROR 
PAEAM RANGE ERROR 
VALUE RANGE ERROR 
CASE LABEL ERROR 
TRUNC RANGE ERROR 
VARIANT TAG ERROR 
POINTER ERROR 
STACK OVERFLOW 
HEAP OVERFLOW 

Each of these "messages" is detailed below. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



RUN-TIHE ERRORS 



INDEX RANGE ERROR 

Occurs when, in referencing an ARRAY component, the value of 
the index-expression is beyond the range of values defined 
by the index-type of the ARRAY. 

Check either the index-expression used in the 
array-component-selector near line xxxxx, or once the array 
concerned is identifiable, check the array-type definition 
to investigate why the run-time value of the specified 
expression is not acceptable to the intended index-type of 
the array-type. 

This index-range checking occurs only in code compiled under 
the compiler option RANGECHECK [by default or specification 
(RA)1; and is not checked for in code compiled under 
NRANGECHECK (NRA). 



PARAM RANGE ERROR 

Occurs when executing a routine-invocation, which, in 
passing an expression to a value-parameter, contains a 
run-time value of the expression outside the subrange limits 
acceptable to the value-parameter. 

Check either the expression's value in the routine 
invocation near line xxxxx, or once the routine in question 
is identifiable check in the routine-definition the intended 
value-parameter type to investigate why a run-time value of 
the coded expression is not acceptable to the intended 
value-parameter type; and/or reprogram for this condition. 

This parameter-range checking occurs only in code compiled 
under the compiler option RANGECHECK [by default or 
specification (RA)J; and is not checked for in code compiled 
under NRANGECHECK (NRA). 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



RUN-TIME ERRORS 



VALUE RANGE ERROR 

Occurs when executing an assignment statement which is 
attempting to assign an expression value to a variable of 
subrange-type outside the range of values defined for the 
subrange-type. This message can also occur for other value 
ranges checked for under RANGECHECK. 

Check the assignment statement near line xxxxx to determine 
how the expression is producing a value unacceptable to the 
subrange or other limits defined for the variable by its 
typing. 

This value-range checking for subrange-types occurs only in 
code compiled under the compiler option BOUNDSCHECK (by 
default or specification); and is not checked for in code 
compiled under NBOUNDSCHECK (NBO). Other value-range checks 
are performed under the RANGECHECK option. 

CASE LABEL ERROR 

Occurs while executing a CASE statement and the tag-field 
identifier (case-selector) contains a value that doesn't 
match a case-constant on one of the case-labeled-statements 
and there is no OTHERWISE clause [a Perkin-Elmer Pascal 
extension] to handle non-matching values. 

Check the CASE statement near line xxxxx, to determine if 
and what value might be causing this error, what value has 
not been programmed for, or if the OTHERWISE clause can be 
used to handle it. 

The detection of this error and its message cannot be turned 
off by a compiler option. 

TRUNC RANGE ERROR 

Occurs when the integer part of a real number has a 
magnitude too large to fit in an integer. This error can 
occur if the functions TRUNC or ROUND are called and the 
integer part of their real-valued expression argument cannot 
fit into an intended integer. For example, INTEGERVARIABLE 
!= TRUNC(REALNUHBER); and REALNUMBER > HAXINT. 

The detection of this error and its error message cannot be 
turned off by a compiler option. 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



RUN-TIHE ERRORS 



VARIANT TAG ERROR 

Occurs when. In specifying or accessing a field of a record, 
a record-field-selector is referring to a variant part of a 
record which is not consistent with the current value of the 
tag field or the value of the tag-field is not consistent 
with the variant referenced. 

Check the source code near line xxxxx for the inconsistency. 

This variant-tag-error checking occurs only in code compiled 
under the compiler option RANGECHECK Iby default or 
specification (RA)]; and is not checked for in code compiled 
under NRANGECHECK (NRA). 



POINTER ERROR 

Occurs when attempting to dereference a non-existing target 
through a pointer-variable, e.g., the pointer-variable 
contains the value NIL, or is otherwise undefined, i.e., the 
target has not yet been created with NEW, or has been 
DISPOSEd of already. 

Check the program logic concerning dynamic variables, that 
pointers have been initialized correctly, and tests are made 
for NIL values prior to dereferencing targets. 

This pointer-error checking occurs only in code compiled 
under the compiler option RANGECHECK [by default or 
specification (PR)]; and is not checked for in code compiled 
under NRANGECHECK (NBA). 
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APPENDIX G (Continued) 
PASCAL ERROR MESSAGES 



RUN-TIME ERRORS 



STACK OVERFLOW 

Occurs while executing code from source line number xxxxx, 
and the program required for its routine activations and 
their data, more memory than is currently available. Both 
the stack and the heap share the task workspace, as modified 
by the MEMLIHIT compiler option. 

If the line number is the main body source statement, and 
this message occurs immediately after starting the user 
task, not enough memory for Global Variables and main 
program temporaries is available. In the user task, 
re-allocate a larger memory segment size increment for 
workspace, re-load, and restart. 

Otherwise occuring during program execution, not enough 
memory is available to accomodate the expanding stack, in 
the common task workspace used for both the heap and the 
stack, for routine-activations of the routine near line 
xxxxx. If stack overflow occurs within an RTL routine, such 
as the SVC support routines, the line number xxxxx may be 
zero. 

The detection of this error and its message cannot be turned 
off by a compiler option. 

HEAP OVERFLOW 



Occurs while executing, in order to store dynamic variables 
on the Heap, the Heap is about to collide with the stack and 
there is not enough memory to add another dynamic variable 
to the heap. The stack and the heap share the task 
workspace, as modified by the MEMLIHIT compiler option. 

Check the possibilities of either incrementing the amount of 
memory, reprogramming dynamic structures with DISPOSE, or 
identifying why the heap is running out of space; e.g., 
whether repeated calls on NEW are correctly creating the 
intended dynamic variables, such as when NEW calls are 
embeded in recursive routines. 

The detection of this error and its message cannot be turned 
off by a compiler option. As this error is detected by 
either the RTL routines, NEW or HARK, and not directly in 
Pascal compiled-code, no user line number is diplayed in the 
message, but rather the value zero. 
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THE ASCII CHARACTER SET 



ORDINAL 

NUMBER 


1 
2 

3 

4 

5 

6 

7 

8 

9 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 



CHARACTER 


1 ASCII 1 


=======:==: 


= =====: 1 


nul 


1 00 ! 


soh 


1 01 1 


stx 


1 02 1 


etx 


1 03 1 


eot 


1 04 f 


enq 


1 05 1 


ack 


! 06 1 


bel 


1 07 1 


bs 


08 1 


ht 


09 I 


If 


OA 1 


vt 


OB 1 


ff 


OC 1 


cr 


OD 1 


so 


OE 1 


si 


OF 1 


die 


10 1 


del 


11 1 


dc2 


12 1 


dc3 


13 1 


dc4 


14 1 


nak 


15 1 


syn j 


16 1 


etb ' 


17 1 


can 


18 1 


em 1 


19 1 


sub 1 


1A 1 


esc 1 


IB 1 


fs 1 


1C 1 


gs 1 


ID 1 


rs 1 


IE 1 


us 1 


IF 1 




20 1 


! 1 


21 1 


" 1 


22 1 


# 1 


23 1 


5 1 


24 1 


^ 1 


25 1 


& 1 


26 1 


1 1 


27 1 


( 1 


28 1 



lORDINAL 






1 NUMBER 


[CHARACTER 


1 ASCII 1 




= = = = = = = = = = ! 




1 64 


1 a) 


1 t^o ; 


1 65 


1 A 


1 '♦I 1 


1 66 


1 B 


1 42 1 


1 67 


1 c 


1 '*^ 1 


1 68 


1 D 


1 '*'* i 


1 69 


1 E 


1 ^5 1 


1 70 


1 F 


1 46 1 


1 71 


1 G 


1 '♦7 1 


1 72 


1 H 


1 48 1 


1 73 


I 


1 '*9 9 


1 74 


t J 


! 4A } 


1 75 


K 


I 4B 1 


1 76 


L 


4C ] 


1 77 


M 


4D j 


1 78 


N 


4E 1 


1 79 





4F I 


1 80 


P 


50 j 


1 81 


Q 


51 1 


1 82 


R 


52 ] 


1 83 


S 


53 ] 


1 84 


T 


54 1 


1 85 


U 


55 j 


1 86 


V 


56 5 


1 87 1 


w 


57 ! 


1 88 


X 


58 1 


1 89 1 


Y ! 


59 j 


1 90 1 


z 1 


5A j 


1 91 1 


[ t 


5B 1 


1 92 1 


\ 1 


5C i 


1 93 1 


} 1 


5D 1 


1 94 1 


^\ 1 


5E 1 


1 95 1 




5F f 


1 96 1 


1 1 


60 ( 


1 97 1 


a 1 


61 1 


1 98 1 


b 1 


62 i 


1 99 1 


c 1 


63 1 


1 100 1 


d 1 


64 1 


I 101 1 


e 1 


65 1 


1 102 1 


f 1 


66 1 


1 103 1 


g i 


67 1 


1 104 1 


h 1 


68 1 



48-021 R01 5/82 



H-1 



APPENDIX H (Continued) 
THE ASCII CHARACTER SET 



jORDINALI 






[NUMBER 


CHARACTER 


ASCII! 




:==: = ss===:=: 


:===== 1 


1 1*1 


) 


29 1 


1 42 


* 


2A 1 


1 43 


+ 


2B 1 


1 44 


/ 


2C 1 


1 45 


- 


2D 1 


1 46 


• 


2E 1 


1 '*7 


/ 


2F 1 


1 48 





30 1 


1 49 


1 


31 1 


1 50 


2 


32 1 


1 51 


3 


33 1 


1 52 


4 


34 1 


1 53 


5 


35 1 


1 54 


6 


36 1 


I 55 


7 


37 1 


1 56 


8 


38 1 


1 57 


9 


39 1 


1 58 


1 • 
• 


1 3A t 


1 59 


• 


3P 1 


1 60 


< 


3C 1 


1 61 


= 


! 3D 1 


1 62 


\ > 


3E 1 


1 63 


? 


i 3F 1 



1 ORDINAL 1 




1 NUMBER 


CHARACTER lASCIII 


1 s=:===:==: 


:==========:=:=: = = =: 1 


1 105 


i 1 69 1 


1 106 


j 1 6A 1 


1 107 


k 1 6B 1 


1 108 


1 1 6C 1 


1 109 


m I 6D 1 


1 110 


n 1 6E 1 


1 111 


o 1 6F 1 


1 112 


P 1 70 1 


I 113 


q 1 71 1 


i 114 


r 1 72 1 


1 115 


s 1 73 1 


1 116 


t 1 74 I 


1 117 


u 1 75 1 


I 118 


V 1 76 1 


1 119 


w 1 77 1 


1 120 


X 1 78 1 


1 121 


y 1 79 1 


1 122 


1 z 1 7A 1 


1 123 


t 1 7B 1 


1 124 


1 1 I 7C 1 


1 125 


> 1 7D 1 


1 126 


1 " 1 7E 1 


I 127 


1 del I 7F 1 
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RESERVED WORD SYMBOLS 



AND 


END 


MODULE 


REPEAT 


ARRAY 


FILE 


NIL 


SET 


BEGIN 


FOR 


NOT 


THEN 


CASE 


FUNCTION 


OF 


TO 


CONST 


GOTO 


OR 


TYPE 


DIV 


IF 


OTHERWISE 


UNIV 


DO 


IN 


PACKED 


UNTIL 


DOWNTO 


LABEL 


PROCEDURE 


VAR 


ELSE 


MOD 


PROGRAM 


WHILE 






RECORD 


WITH 



RESERVED WORD DIRECTIVES 



EXTERN 



FORTRAN 



FORWARD 



PREDEFINED CONSTANT IDENTIFIERS 



MAXINT 



MAXSHORTINT TRUE 



FALSE 



PREDEFINED TYPE IDENTIFIERS 



BOOLEAN 
BYTE 



CHAR 
INTEGER 



REAL SHORTREAL 

SHORTINTEGER TEXT 
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PREDEFINED FUNCTIONS 



ABS 


EOF 


ODD 


SHORTCONV 


STACKSPACE 


ADDRESS 


EOLN 


ORD 


SHORTEN 


SUCC 


CHR 


LENG 


PRED 


SIZE 


TRUNC 


CONV 


LINENUHBER 


ROUND 


SQR 





PREDEFINED PROCEDURES 



DISPOSE 


GET 


PAGE 


READLN 


REWRITE 




KARK 


PUT 


RELEASE 


WRITE 




NEW 


READ 


RESET 


WRITELN 



PREDEFINED EXTERNAL TEXT FILE IDENTIFIERS 
INPUT OUTPUT 



NOTE 

See Section 3.5.9 for additional raathmatical routines available 
from FORTRAN VII RTL for sine, cosine, arctangent, exponential, 
square root and natural logarithm. 

Note that the identifiers "SIN", "COS", "ARCTAN", "LN", "EXP", 
and "SQRT" are not predefined. 

See Section 10.3 (or Appendix N) for additional Prefix routines, 

See Section 10. tt (or Appendix 0) for additional SVC routines. 
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Context-free syntax is amended In some graphs to further clarify 
which kind of type, constant, expression, or identifier is 
semantically appropriate. 



Character 



I > graphic-character >| 

— >| I— > 

I > control-character >| 



grap^^ic-Character 



■> special-character 



■> letter >| 

-> digit >| 

•> space >| 



C OQ t£ oj, - Clia r a c t er 



■> (: > digit > :) 

I 
I I 

< V 



Diait 



■> 



I I 

I — > 1 ___>, 

I . t 



I I 

V > 9 >| 
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Letter 


A 

B 




-* — ——-. — — — —^ 

I 

1 > 


>| 


I 


• 


1 


-. 


• 


~ 


1 




1 


1 > 


Z 


— >| 


1 




1 


1— -> 


a 


_-_>, 


1 




1 


1 > 


b 


— >| 


1 




1 


I 


■•■' 


I 


1 


• 


1 


1 

V > 


z 


1 
>! 



Hexdigit 



— ■ 

I 

I-— 1 >l 



I I 

I > 9 >| 

I \ 

I > A — >| 

I I 



I 



V > F I 

I I 

( > a — >| 

I I 

I 



I I 

V > f I 
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Special -Ch^^racter 



■> ! 



■> " - 

-> # - 

-> $ - 

-> % - 

-> & - 

■> • - 

•> ( - 

-> ) - 

-> * - 

■> + - 

-> { - 

•> > - 

■> [ - 

■> 1 - 

> , - 
-> - - 
•> . - 
-> / - 
•> : - 

> ; - 

> < - 
■> = - 



— > 

— > 

--> 

> 

--> 

— > 
--> 
— > 
— > 
— > 
— > 

— > 
--> 

— > 
— > 
— > 

— > 
— > 
— > 



■> > - 

-> ? - 
■> 

-> a - 

■> 

•> I - 
■> 

•> \ - 

■> * - 



— >l 

I 

— >l 

I 

I 

I 
— >I 

I 



— -> 



-->l 



— >i 
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SllMl 



•> special-symbol 



i > word-symbol >| 

I I 

I > identifier >| 

I I 

V — > literal-constant — >| 



Separator 



-> space 



■> new line 



> (* — 



V > c 



> comment-sequence 
not including *) 

> comment-sequence 
not including > 



— >| 

I 
— > *) >! 



> > — ->! 



C omment -sequepce 



I > graphic-character >| 

-— >| I — 

- I > new line >| I 

I I 

V 



>l 

I 
V 



l<- 



I dentif ier 



•> letter 



I 



letter < 



digit < 



|<-- underscore < V 
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Special- Sj^mbols 



V — 



• — > - 
■ — > * 
■--> / 
— > £ 

— > <> 
.__> < 

-— > > 

— — > <= 

— > >= 
— > 

• — > 

— — > 

— > 

— — > 

— > 

— > ^ 
-> S 
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W or 4- Synibol s 







*^ 


! > 


ARRAY 


> 




1— -> 


BEGIN 


-— > 




1— -> 


CASE 


> 




j— -> 


CONST 


__-_> 




1 > 


DIV 


> 




1 > 


DO 


-— > 




j— -> 


DOWNTO 


— -> 




1— -> 


ELSE 


-— > 


'^w — — — 

1 


1 > 


END 


-— > 




1— -> 


EXTERN 


>1 


I 


i— -> 


FILE 


— -> 


1 


I-— > 


FOE 


-— > 


1 


]..__> 


FORTRAN 


— -> 


I 


1 > 


FORWARD 


>| 


I 


1 >FUNCTION 


— -> 


1 


[_-„> 


GOTO 


— -> 


I 


1— -> 


IF 


— -> 


1 


1— -> 


IN 


>| 


1 


1 > 


LABEL 


— -> 


I 


I > 


MOD 


>| 


I 


!____> 


MODULE 


— -> 


1 


1— -> 


NIL 


— -> 


I 


1 — > 


NOT 


— ->| 


1 



> OF 

> OR 


>| 


>OTHEBWISi 


:- — >| 


> PACKED - 


>l 


>PROCEDURE 


: >| 


> PROGRAM 


-_._>, 


> RECORD 


.>! 


> REPEAT 


-— >| 


> SET 


— ->| 


> THEN 


— ->| 


> TO 


— ->| 


> TYPE 


— ->i 


> UNIV 


— >i 


> UNTIL 


— ->i 


> VAR 


— >i 


> WHILE 


— >j 


> WITH 


— >] 
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Li t er a 1 - C o ij s t a n t 






> TRUE >( 

I 
> FALSE >| 

I 
> NIL >| 

I 

> unsigned integer >| > 



■> unsigned real number — >| 

I 
•> character literal >| 



■> character string 



■>l 



Constant 



■> constant-identifier 



> enumeration-constant >| 

I 
>| 

I 
>| 

I 
>! 



— > real-constant 
--> string-constant 
V > pointer-constant 



Enumeratipn - Constant 



•> user-defined-enumeration 
constant-identifier 



•> constant-identifier 
■-> character-constant 
•-> boolean-constant 
■-> integer-constant 



•>l 
I 

•>l 
I 

■>l 
I 

•>l 
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Unsigned- Integer or Digits 



-> digit 



l<- 



I 
I 

-V 



I nteq er-Constapt ( SiajasJi ) 



— > + __> 

I 
I I 

I V 



-> unsigned-integer 



I I 

V I 

~> > 



■> # > hexdigit 

I 
I 
l< 



I 
I 
V 



Unsiqned-Real-Nuint>er 



. >| — > + - 

I I I 

I V I 

> digits > . — > digits > E 

I 1 

I I 

I V 

I --> 

V 



-> 

I 
I 

V 



■> digits > 



I 

I 

— > 
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Real-Literal Consiaul (Signed) 



--> + 


— > 

1 


- >l 

1 






^\ 


-> 


+ 


— > 

1 


1 

! 


1 1 

V 1 


1 

V 

Si.«J4^w4x.4^ _ 


-> 


E 


1 
1 

1 

1 

V 


■> 


- 


1 

V 

>digits~> 

i i 
i 1 

— > 1 

>l 


1 
1 

V 

— > - 


>QlgltS > • 

1 

1 

— > 


— >aiglts-- 

1 
1 
1 
1 

V 



Character-Li tera2.-C op,! ^t^l^t 



■> character 



■> • -■ 



Character- String- Lltera l-Consjt^anfe 



■> character 



I I 

I I 

|-> (; — > digits — > : ) -> | 



B o^le^-CsB s tsu t- l!l£Eti£iS r 



•> TRUE 



I 



V > FALSE >| 



£oiii.te£-£sns£a£l 



■> NIL 
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Proarai 



> prefix >| 

I 

1 V 

> program-heading > block > 



Program - H e a d 1 na 



■>l 



I V 

> PROGRAM > identifier > file-name-list > ; > 



File- Name-List 



> ( > identifier > ) > 

I 
I i 

|<— , < V 



Prefix 



|< const definitions < I<- ; < — procedure-heading < 

V IV I 

. ~ > 

I « ~ , 

I II i 

V > type definitions >| j <- ; < — function-heading < V 
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^IQQX 



> declarations > body > 



Declarations 



■>label declarations- 



I 
I 

V- 



•>l 



, < 

I 
I 

I |< — const deflnitions< — ' 



I 

V 



I I 
i I 



I 

V 



I 
I I 

|< — type definitions< V 



■>var declarations- 



,<_- « 

I I 

V I 
< routine-declarations< -V 



Body 



> compound statement > 



48-021 E01 5/82 



J-11 



APPENDIX J 
PASCAL SYNTAX GRAPHS 



LUfeSi " Declara tioDS 



> LABEL > label > ; > 

I 
I I 

|<— , <~V 



Label 



■> digits 



C onst an t-Defii;iit ions 



> CONST > identifier > = > constant > ; > 

I 

I I 

,< V 



Ti£e- Definitions 



--> TYPE > identifier > = > type > j > 

I 

I i 

,< __V 



VAR-Declarations 



> VAB > identifiers > : > type > ; > 

I 
I I 

l< V 



Identifiers 



> identifier > 

I 

I I 

|<— — , < V 
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-> type-identifier 



— > enumeration-type --> 
(ordinal- types) 



> SEAL ---> 

-> SHORTEEAL > 

•> array-type > 

■> record-type — • — > 

— > set-type -■ > 

■> pointer-type > 

■-> file-type > 



Enameratiop-lYBe ( opd^-nal-types ) 



> CHAR 

> BOOLEAN — 

— --> BYTE — 
■> SHORTINTEGEE 
> INTEGER — 



>| 

I 
>, 

I 
>| 

I 
— >| 

I 

-> user-def ined-enumeration-type -> | 

I 



■> subrange-type 



•>l 



Use r- Defi ned Enumeratio n Tifie 



> ( > identifier > ) 

I 
i I 

|< , < V 



> 
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Subrang§~IXEg 

> constant > .. > constant > 

Array-Type 

->PACKED->| 

I 

I V 

>AREAY~> I — >in<iex-type--> ] *->0F >component— > 

I type 

I I 

|<— , <—- '-V 

Ssi-liE© 

> SET - — > OF > base-member-type > 

£oiiliS£-IXES 

> " > target-type > 

T arq et-jYpe 

> type-identifier — -> 

File-Tl£e 

> FILE > OF > component-type > 

ladSX-iXBJi o£ Baag-nieinisE-jtiEe CaraBQUgjit-iiEe 
> ordinal-type > > type > 
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SSCOEd-Tjt£e 



— >PACKED >I >| 

I -^ I 
I V I Y 
> RECORD > field-list > END > 



Field-List 



>, > , _._>, 

I -* I 

I V IV 

— > fixed-part > ; > variant-part > 



I I 

V -> I 



Fixed-Part 



> identifiers > ; > type > 

I 

I I 

l< , < V 



Variant-Part 



tag-field type 

>CASE >identifier — > : >identifier — >0F >variant > 

I - « , 

I I II 

V >| |< ; <— V 



Variant 



> constant > : > ( > field-list > ) > 

I I 
i I I I 

|< , < V V >| 
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^oal;iRe~Dgglacations 



|< ; < procedure < ** 

V I 

I 
|< ; <-• — function < V 



Function 



> function-heading > ; > 



•> EXTERN >| 

I 
•> FORTRAN >| 

I 
•> block >|- 

I 
-> FORWARD >| 



— > 



F unctio n-Head j.na 



I 

->FUNCTION->identif ier — >paranieter list->: ->type-identif ier- 



i 
V 



P arameter -List ( I nte rnal P£ocedures jjid Functions) 



/- 



-> procedure-heading 
■> function-heading - 

/ >| 



■>l 

■>l 

I 



I /— >| 

Ml II I 

I I V IV V Y 

— X >VAR >identifier~>: >UNIV >type-identif ier— >) > 

I I 

I !<___ , < V I 

I I 

|< , < V 
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P£2Cgd[u£e 



> procedure-heading > 



> 



— > EXTERN 
— > FORTRAN 
— > block 
■--> FORWARD 



— >| 

I 
>| 

I 
>|- 

1 
>| 



~> 



Procedure-Hgadjng 



> PROCEDURE 



^ >| 

I I 

I V 

■ — > identifier > parameter-list — 



Module 



> prefix > 

I 

I V 



•> module-heading ---> block > . 



]i2^]ll£-H£adj.D£i 



>1I0DULE- 



nodule- 
->identifier >paEameter-list- 



•>l 



— > : ->type-identifier > 



•>l 
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M odul e- Par ameter-|;.4s$. 



I >| >l 

III II 

I I V IV 

-->(-— >VAR >identifiers->: >UNIV >type-identif ier >) 

I 
I I 

|< . < y 



>l 
I 
I 
I 

V 

— > 



RL2£^^L&-£^11 



> identifier 



A rgumen t-List 



I 

I I 

V > argument-list >| 



•> ( 



> variable-selector >| 

I 

> procedure-argument — >| 



I 
I 

> function-argument >| 

I 
> expression >| 

, < 



•> ) 



Procedure -Argument 



£iia£liim-ii£3j]ieBJ^ 



> procedure-identifier > 



> function-identifier - — > 
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Varlablg-SgjLggj^gE < Geaecal > 



-> Identifier 

-> array-component >I 



> record-field 



>| 

I 
> pointer-tarqet >| 

I 
>| 



V > file-buffer 



Variably- Se^Lgs^gi; ( Smtimar ized in Dgtaii) 



> variable-identifier 



I I 

V— > field-identifier — >| 



index- 
— > [ — > expression — > 1 — > 

I 
|< , < V 



— > . ~> field-identifier — > 

V — > > 



iQi e^ - e X££gssi,2ii 



> expression > 
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A rray -C ompone nt ( S ^J.?ctor ) 

> variable-selector > { — -> index-expression > ] > 

I 

I I 

|< , < V 



IS£0£d-Ii£li <Select££) 



>| 

I 
I V 
> variable-selector > . > field-identifier > 



Pointer-Tar^it (Sel ecto r) 
> variable-selector — 



File- Buf fe r ( ^elector ) 
>identifier > " > 
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E xpress ion 

> simple-expression 



1 
1 


1 
I 


1 
1 


1 
1 


1 
1 


1 
1 


1 
1 


^ 

1 


=: 


<> 


< 


<= 


> 


>= 


IN 


simple- 
expression 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


V 


V 


V 


V 


V 


V 


V 


1 

S 1 



Simple-ExEressioa 



" — > + 


— >| 


















1 
1 


1 

V 


■V 


* ^^ 












-««>s 






•""> 


t e 1. Ill 












1 

I 

V — > - 


1 
~>| 








1 
1 

term 

1 
1 
1 
l< 


1 
1 
1 

+ 

1 
1 
V 


1 
1 
1 

1 

I 

V 


1 
1 
1 

OS 

1 
1 

V 




Term 

> fact 




















,or — " 






















1 




1 

1 


1 

1 


1 
1 


1 
1 




1 
1 




facte 


)r 


* 


/ ] 


DIV 


MOD 


AND 






1 

1 

1 
1 ^. 




1 

1 
V 


1 

1 
V 


1 
1 
V 


1 

1 
V 




1 
1 

V 
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F acto r 



•> unsigned constant 



> variable-selector 



function-call 



I 
■>l 



I 
> ( — > expression — > ) >| 

I 
>| 

I 
>| 



■> NOT > factor 

■> set-constructor 



Ss t "C ons t rue tor 



> 



•> expression. .expression 



t i 



I 

V 



l<- 



•> expression 
, < 



t I 

->! I 

I 
V 



] — > 



f unctio rj-C^lX 



> identifier 



V > argument-list >j 
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> label > 

I 

I 

V 



> 



I 

V-- 



•>l 



> compound-statement > 

> case-statement • — > 

> f or-statement > 

— > if-statement > 

> while-statement > 

> repeat-statement > 

> with-statement > 

— > assignment-statement --> 

> procedure-call > 

> goto-statement > 



l~Siateme|ii 



> BEGIN 



•> statement 



l<- 



I 
-V 



"> END > 



£QIO-Siaieiejii 



> GOTO 



•> label 
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CASE-Stai.ement 



>CASE >expression >0F >labeled statements >END > 



Labeled-Statements 



■> OTHERWISE 



■>l 



— > ; - 



I 

V 



>enuraeration constant > : >statement — 

I I 

I I I I 

I |<-_. , < V I 

I I 

!<,__ , < V 



FOR-Stateroent 



>FOR >identifier > := >expression1 >T0 > 

I 

I I 

V->DOWNTO->| 

< stateinent< D0< expression 2<- V 



IF-Statement 



>IF — >expression — >THEN — >stateinent >ELSE — >stateinent-- > 



■>l 



W HI L£ - S ta t e ingii t 



> WHILE > expression > DO > statement > 
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REPEAT-Statement 



> REPEAT 



■> statement 



■> UNTIL > expression > 



l<- 



i < 



I 

•V 



WITH-Statement 



> WITH > variable-selector > DO > statement > 

I 

I I 

l< , < _ V 



Assignment - S i a t em en t 



> variable-selector 



■> ;= > expression > 



I I 

V > function-identifier >| 



£i:o£S^££-£aIl Slaj^emeiit 



> identifier 



I I 

V > argument-list > | 



H£ite-Pa£aingier 



I 



I 



field-width | frac-digits V 
■>expression > ; > expression > : > expression > 



I 

I 

V- 



I 



48-021 R01 5/82 



J-25 



APPENDIX J 
PASCAL SYNTAX GRAPHS 



READ pr ocedure- call Statement 

> READ > Read-parameter-list > 



Read- Parameter- List 
(for non text files) 



> ( > file-variable > , > variable-selector > ) > 

I 

I I 

|< , < V 



Read- Parameter- Li St 
(for text files) 

> ( >variable-selector ^> ) > 

I " -^ I 

I II I 

V— >file-variable > , ->| |< , < V 



READLS Brocedure-call Statgjngfli 
> READLN 



I Readln- | 

V > parameter-list > 



READLN- Parameter- List 



I V 
■> ( >f ile-variable > , >variable-selector > ) > 



•> < , <- 
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IIIIE firocedure-cail Statsmgnt 

> WRITE > Write-parameter-list > 



W rj, te -P aramete r- List 
(for non text files) 



> ( > file-variable > , > expression > ) > 

I 
I I 

l< , < V 



W rite -£ a r ajug t e r - List 
(for text files) 



> ( >write-parameter > ) > 

i I I I 

V >file-variable-> , >| |< , < v 



WRIIELN Erocedure-cail Siaigingfli 
>WRITELN 



I I 

I Writeln- | 
V > parameter-list >j 



Writeln-Paraffigter-Lig^ 



> 

I 

I V 

> ( > file-variable > , > write-parameter > ) > 

I ** -- I 

I I I I 
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APPENDIX K 
EXTENSIONS AND EXCEPTIONS TO "STANDARD" PASCAL 



Presently, at this writing, there exists no recognized definition 
of a standard Pascal language* There are however two defacto 
language specifications upon which the Perkin-Elmer definition of 
the language is based. These are the aforementioned £as£al User 
M anual and Report by Jensen and Wirth and A Draf t: Pesposal for 
Pascal by A.M. Addyman, called the British standard, and as 
published in SIGPIAK NOTICES, Volume 15, Number 4, April 1980; is 
a proposed ISO standard Pascal, currently under review/revision. 

When a direct conflict is apparent between the two documents, the 
Addyman proposal prevailed. Only one exception to the Jensen and 
Wirth report is notable, namely the specification of procedural 
and functional formal parameters where Perkin-Elmer Pascal R01 
(and up) follows the Addyman proposal on this feature. 

There are a few exceptions and several extensions in Perkin-Elmer 
Pascal to the Addyman proposed standard of the language. 

Briefly summarized, features of "standard" Pascal which are not 
supported: 

1. Two routines: PACK and UNPACK, are not provided. 

2* Variant-tag arguments to NEW and DISPOSE, are not allowed. 

3. The construct "conformant-array-schema" as an alternative to 
type-identifier within variable-parameter-specifications is 
not provided. 

U. Introducing a user-defined enumeration type definition, 
instead of its type-identifier, in a record-type definition 
is not allowed? i.e., a previously declared "user-defined 
enumeration type" type-identifier must be used in declaring 
fields to be of a user-defined enumeration type. 

5. REWRITE does not destroy any information externally existing 
from previous WRITE/WRITELNs, on its file argument, at the 
time of the call; the file is merely rewound and EOF(f) 
becomes true. If the previously written information is not 
overwritten, it still exists. 

5. The mathematical functions for sine, cosine, arctangent, 
exponential, and natural logarithm (standard Pascal's SIN, 
COS, ARCTAN, EXP, SQRT, and LN) do not have predefined 
identifiers, but are provided via external FORTRAN function 
declarations within the Pascal compilation-unit referencing 
them, with linkage to FORTRAN RTL math routines. They have, 
especially ARCTAN and LN, have slightly different names. 
See #6.6.6.2 below. 
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In anticipation of the requirement, for a Pascal implementation 
to be accompanied by a document separately describing any 
features acceptable to the Pascal "processor" (compiler) which 
are not specified in the standard (currently limited to Paragraph 
6, entitled REQUIREMENTS, in the Addyman proposed standard)? this 
appendix summarizes both exceptions and extensions to that 
proposed standard. This appendix includes as "limitations" 
below/ certain restrictions that are imposed on the size or 
complexity of a program and as permitted by Section 1.2(a) of the 
draft standard, such limitations are not considered, herein, 
exceptions to the standard; e.g. the maximum limit of 
user-defined enumeration type values is 128. 

The exceptions and extensions are listed by the associated 

paragraph numbers of the Addyman proposed standard. The reader 

is directed into the Pascal Language Reference Hanual Chapters 2 
through 9 for further details, where appropriate. 

Note that we present the language syntax in the notation of 
syntax graphs, which may differ slightly in nomenclature from the 
Backus-Naur form used in the standard. However, no divergeance 
in meaning from the proposed standard is intended nor implied, 
unless it is explicitly mentioned in this document. 
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Perkin-Elmer Pascal contains the following exceptions, 
limitations, and extensions to the Addyman proposed standard; 

6. BEQOIREMENTS 
6.1 Lexical Tokens. 

6.1.1 General. 

In addition to letter and digit, we define hexdigit characters: 

hexdigits: 123U56789ABCDEF 

a b c d e f 

which when a digit-sequence of hexdigits is preceded by the pound 
sign (#) forms a literal integer constant (see Numbers below). 

6.1.2 Special-symbols. 

He additionally define, as special-symbols: 

& Ampersand alternative symbol for logical "AND" 

and additionally the special-characters; 

# Pound sign hexadecimal integer beginning delimiter 
_ Underscore may be a character in an identifier 

(after the first letter of the identifier: 
e.g., C0BPUTE_ITEM56_totals_AND_Print) 

He additionally define as reserved word-symbols: 

UNIV 

MODULE 

FOSTBAN 

EXTEBN 

OTHERWISE 

We additionally treat the standard directive FORWARD as a 
reserved word-symbol. 

6.1.3 Identifiers. 

Identifiers may also serve to denote module names. 

In this implementation, identifiers may be of up to 140 
characters in length. 

We permit the use of the underscore character "_" as an other 
than first character of an identifier. 

We additionally provide the predefined constant-identifier 
HAXSHORTINT to identify the value of +32767. 

6.1.4 Directives. 

In addition to providing the required directive, FORWARD, we 
provide the directives EXTERN and FORTRAN (for external linkage); 
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as allowed by 6.1.4 and ref erenceable as directives as stated in 
6.6.1 and 6.6.2 of the standard. 

6.1.5 Numbers. 

We additionally allow a hexadecimal notation (#hexdigits) to 
denote literal integer constants. 

6.1.6 Labels. 

We extend the range of statement labels/ i.e., the labels 
declared in a LABEL declaration, used to prefix 
labeled-statements for the purpose of a "GOTO label" statement. 
A statement label may be an unsigned integer in the closed 
interval to the value of MAXINT (up to ten digits in the 
digit-sequence of a label); whereas the Addyroan proposal 
restricts label to the closed interval to 9999 (up to four 
digits in the digit-sequence). 

6.1.7 Character-strings. 

We additionally define and permit the construct control-character 
within a literal character-string as a method to represent the 
non-printable characters in the ASCII character set. A 
control-character is of the form (:nn:) where nn is the ordinal 
value between and 127, thereby giving the control-characters 
with ordinal values to 31, and 127 a method of representation 
as characters within a literal character string? e.g. 
•MESSAGEC : 13; ) " is a literal 8-character string whose last 
character is the carriage-return; and as a single character 
string is considered of CHAR type, the string •(:07:)' is a 
single character, the bell. Note that the construct 
control-character is not defined syntactically as a form of 
character-literal but as noted above a single character literal 
string is of CHAR type, not a structured array of characters; 
such that the single character literal string serves as a 
character-literal. See Chapter 3, Section 3.2.2 for 
control-character definition and the last paragraph in Section 
3.3.4 for an example of explicitly writing strings meant to be 
output as the literal characters "(:nnn:)" and not meant to be a 
control-character. 

6.1.8 Token Separators. 

We allow one level of nested comments, by restricting and 
requiring the pairing of either the comment delimiters C and >, 
or the comment delimiters (* and *) to enclose the text of a 
comment. We do not allow the nesting of comments using the same 
pair of delimiters. We do not recognize the intermixed forms (* 
comment > nor -C comment *). The Addyman proposal define -C and (* 
as equivalent, and likewise > and *) as equivalent. Within the 
proposed standard, the left and right braces to define comments 
as separators in 6.1.8 have alternatives defined in the NOTE of 
6.11, such that any intermixing of (* and t to begin comments and 
*) and > to end comments is allowed, disallowing nested comments. 
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6.2 Blocks and scope. 

6.2.1 Block. 

Me extend the standard to allow several, and the Intermixing of, 
constant-declaration-parts and type-declaration-parts; to occur 
in a declarations part; e.g., prior to the 
variable-declaration-part in a block. 

6.2.2 Scope. 
6.2.2.1 - 6.2.2.11 

6.3 Constant-definitions. 

6.4 Type-definitions. 

6.4.1 General. 

6.4.2 Simple-types. 

6.4.2.1 General. 

6.4.2.2 Standard simple-types. 

We additionally define three additional predefined simple-types, 
with the predefined type-identifiers: 

BYTE 

SHORTINTEGER 

SHORTREAL 

See Chapter 5 for details. SHORTINTEGER type occupies 2 bytes 
and is implemented as a subrange of INTEGER values, BYTE type 
occupies 1 byte and is implemented as a subrange of SHORTINTEGER 
values, enabling some error checking for out-of-range values 
under appropriate compiler options. See Chapter 1 for details. 
BYTE and SHORTINTEGER data have discrete scalar values. 
SHORTREAL data have non-discrete scalar values. The range of 
values for BYTE type data is to 255 inclusively; the range of 
values for SHORTINTEGER type data is -32768 to +32767, 
inclusively. SHORTREAL is implemented with the same range of 
values as type REAL, but with less precision and half the 
internal storage requirements; i.e., SHORTREAL is a 
single-precision floating-point number internally occupying 4 
bytes requiring fullword alignment; whereas REAL is a 
double-precision floating-point number internally occupying 8 
bytes requiring fullword alignment. 

6.4.2.3 Enumerated-types. 

He deviate from standard in not allowing a user-defined 
enumeration type to be introduced in a record-type definition, 
when declaring field types. 

We impose a limitation of the number of identifiers listed in a 
user-defined enumeration type to be no more than 128. 

6.4.2.4 Subrange-types. 

6.4.3 Structured-types. 
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6.4.3.1 General. 

The optional token "PACKED" prior to the keywords SET OF, or FILE 
OF, is ignored, and has no further "packing" effect on set-types 
nor file-types. Therefore, the keyword token "PACKED" is not 
presented in the syntax graphs of set-type and file-type, as they 
are in array-type and record-type. To conform to standard, 
though, the compiler simply ignores the presence of "PACKED" in 
the syntax of set-type and file-type. PACKED array-types and 
PACKED record-types are implemented as allowed by the standard. 

6.4.3.2 Array-types. 

We extend the definition of a string-type which may be denoted 
by: as an array-type declared as ARRAY(type1] OF CHAR, where 
typel is a subrange-type-identifier of subrange-type m..n; or a 
string-type may be denoted by: ARRAY [m..n] OF CHAR where in 
either form: m <= n and m..n is a subrange-type with lower bound 
m and upper bound n. The Addyman proposal further restricts this 
definition by requiring that typel is a subrange-type where m as 
the lower bound is 1; we do not. The Addyman proposal further 
requires the token "PACKED" prior to ARRAY [Typel] OF CHAR to 
designate a string-type; we do not. 

6.4.3.3 Record-types. 

We impose the limitation that the tag-field type of a 
variant-selector must have all its ordinal values in the range 
0..31. We also limit the depth of nesting of variants to be no 
more than 16. 

6.4.3.4 Set-types. 

We impose a limitation on set-types by requiring the 
base-member-type to have its ordinal values in the range 0..127. 

6.4.3.5 File-types. 

6.4.4 Pointer-types. 

6.4.5 Compatible types. (See Chapter 6, section 6.2 on Type 
Compatibility) . 

We adhere to the standard on type-compatibility for those types 
specified in the standard where the full definition of 
type-compatibility requires the joint analysis of both 6.4.5 and 
the preceding paragraph 6.4.1 on General (Type-definitions). 

As we provide additional predefined type-identifiers (BYTE, 
SHORTINTEGER, SHORTREAL) type-compatibility is expanded to cover 
their inter-relationships amongst other types, etc. 

6.4.6 Assignment-compatibility. (See Chapter 6, Section 6.2, on 
assignment-compatibility. ) 
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Assignment compatibility rules are expanded to cover our 
additional types and their inter-relationships amongst other 
types. 

6.U.7 Example 

6.5 Declarations and denotations of variables. 

6.5.1 Variable-declarations. 

6.5.2 Entire-variables. 

6.5.3 Component-variables. 

6.5.3.1 General. 

6.5.3.2 Indexed-variables. 

6.5.3.3 Field-designators. 

6.5.4 Ref erenced-variables. 

6.5.5 Buffer-variables. 

6.6 Procedure and function declarations. 

We impose a limitation on the depth of nesting of procedures and 
functions to be no more than 16, counting the outermost program 
level as 1# an outermost routine may contain 14 nested levels of 
routines. 

6.6.1 Procedure-declarations. 

6.6.2 Function-declarations. 

6.6.3 Parameters. 

6.6.3.1 General. 

Here, we adhere to the Addyman proposed standard for declaration 
of procedural and functional formal parameters, and hence differ 
(in a positive way) from the original Jensen and Wirth 
definition. 

However, in this same paragraph, for 
variable-parameter-specifications we do not provide the construct 
"conformant-array-schema" as an alternative to type-identifier in 
para meter- lists. 

6.6.3.2 Value parameters. 

6.6.3.3 Variable parameters. 

The paragraphs pertaining to "conformant-array-schema", as this 
is not provided in our implementation, is not applicable. This 
"conformant-array-schema" essentially allows adjustably 
dimensioned arrays to be passed to routines. We do not support 
any other proposed variation of this feature either. 

6.6.3.6 Parameter-list congruity. 

(b) Again, "conformant-array-schema" rules are not applicable. 

We additionally provide a reserved word, UNIV, which partially 
defeats the compile-time verification of type-compatibility 
between parameter and argument data. UNIV only requires the 
internal storage size of both the parameter and associated 

argument to be the same. 

6.6.4 Standard procedures and functions. 
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6.6.4.1 General. 

6.6.5 Standard procedures. 

6.6.5.1 General. 

6.6.5.2 File handling procedures. 

We limit the implementation of the standard procedure REWRITE in 
that a call to that routine does not destroy any information 
existing in the file argument at the time of the call; the file 
is merely rewound, although EOF(f) is set to true. The usual 
definition in standard Pascal of REWRITE implies that not only 
does EOF(f ) become true but that the specified file is made 
empty. 

6.6.5.3 Dynamic allocation procedures. 

Pascal ROO provided NEW, MARK, and RELEASE, but not DISPOSE. 

Pascal HOI provides both NEW and DISPOSE, but not their argument 
specification variant-tag forms: NEW(p,t1, . . . ,tn) nor 
DISPOSE(p,t 1, ... ,tn). Records with variants, when created by 
NEW, occupy enough space to accomodate the largest variant. We 
additionally provide MARK and RELEASE routines to programs 
compiled under the HEAPHARK compiler option. 

6.6.5.U Transfer procedures. 

We do not provide the array restructuring transfer procedures: 

PACK 
UNPACK 

6.6.6 Standard functions 

6.6.6.1 General 

We additionally provide miscellaneous functions; 

ADDRESS 
SIZE 

LINENUMBEP 
STACKSPACE 

6.6.6.2 Arithmetic functions. 

ABS and SQR are provided as standard predefined functions, but 
SIN, COS, EXP, IN, SQRT, and ARCTAN are provided with slightly 
different names and require an external FORTRAN function 
declaration in the Pascal compilation-unit for each routine to be 
referenced as, either: 

SIN, COS, EXP, ALOG, SQRT, ATAN, respectively for SHORTREAL result; 
or: 

DSIN,DC0S,DEXP,DLOG,DSQRT,DATAN, respectively for REAL result. 
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See Chapter 3, Sections 3.5.3 and 3.5.9. 

6.6.6.3 Transfer functions. 

In addition to TEUNC and BOUND, we define four additional 
predefined standard functions for explicit type conversion of 
data: 

SHORTEN 
LENG 
CONY 
SHORTCONV 



6.6.6.4 Ordinal functions. 

He extend the function ORD by allowing it to accept 
arguments. 

6.6.6.5 Boolean functions. 

6.7 Expressions. 

6.7.1 General. 

6.7.2 Operators. 

6.7.2.1 General. 

6.7.2.2 Arithmetic operators. 

6.7.2.3 Boolean operators. 

6.7.2.4 Set operators. 

6.7.2.5 Relational operators. 



pointers as 



Comparisons can be made be 
"identically" typed st 
scalars, or a variety 
generalized summary of 
6-7. Structure comparison 
implementation of Pascal 
records) are performed 
regardless of alignment g 
such that they may only be 
alignment gaps. Also see 
Requirements. 



tween data of 
ructures/ or 
of string stru 
those that are v 
s are non-standa 
, structured c 
binarily on a 
aps imbedded in 

useful in compa 
Section 10.6.1 o 



certain types, either 
"assignment^compatible" 
ctures, and a brief 
alid is listed in Table 
rd Pascal, and in this 
omparisons (arrays and 
byte by byte basis, 
their internal storage; 
ring structures without 
n Internal Data Storage 



6.7.3 Function designators. 

6.8 Statements. 

6.8.1 General. 

6.8.2 Simple-statements. 

6.8.2.1 General. 

6.8.2.2 Assignment-statements. 

6.8.2.3 Procedure-statements. 

6.8.2.4 Goto-statements. 

6.8.3 Structured-statements. 

6.8.3.1 General. 

6.8.3.2 Compound-statements. 

Clarification: This paragraph may imply by its definition of 
"statement-sequence" and example that no semi-colon may exist 
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between the last statement of a statement-sequence and the word 
END; but may be subject to interpretation. Perkin-Elmer Pascal 
effectively allows this semi-colon at the end of a 
"statement-sequence" in both a compound-statement and 
repeat-statement/ considering the last semi-colon as introducing 
an empty-statement between the last presented statement of a 
statement-sequence within BEGIN and END, or within REPEAT and 
UNTIL. However, we adhere to the aforementioned interpretation 
of the standard, if that last semi-colon at the end of a 
statement-sequence is not present; as Perkin-Elmer Pascal does 
not "require" it to be present. 

6.8.3.3 Conditional-statements. 

6.8.3.4 If-statements. 

6.8.3.5 Case-statements. 

We extend the syntax of the CASE statement to permit an OTHERWISE 
clause which indicates its statement is to be executed if no 
match of the case-selector expression and any of the possible 
explicit case-label constants is made. There is no colon 
required nor allowed between the keyword OTHERWISE and its 
following statement, as follows the other case-label constants. 

We impose a limitation on the CASE statement by requiring that 
each case-label constant have its ordinal value in the range 
0..127. 

6.8.3.6 Repetitive-Statements. 

6.8.3.7 Repeat-statements. 

See paragraph number 6.8.3.7 above, for semi-colon allowed (but 
not required) at the end of a statement-sequence. 

6.8.3.8 While-statements. 

6.8.3.9 For-statements. 

6.8.3.10 With-statements. 

6.9 Input and Output. 

6.9.1 General. 

6.9.2 The procedure READ. 

6.9.3 The procedure READLN. 

6.9.4 The procedure WRITE. 

6.9.4.1 Multiple parameters. 

6.9.4.2 Write-parameters. 

6.9.4.3 CHAS-type. 

6.9.4.4 Integer-type. 

(also applies to our BYTE and SHORTINTEGER types) 

6.9.4.5 Real-type. 

(also applies to our SHORTREAL type) 

6.9.4.5.1 The floating-point representation. 

6.9.4.5.2 The fixed-point representation. 

6.9.4.6 Boolean-type. 
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The string 'TRUE ', not the string 'TEUE', is output 
right- justified in a field of total-width (default 5 positions) 
positions for Boolean-typed expressions in write-parameters to 
text file fields. 

6.9.4.7 String-types. 

6.9.5 The procedure WRITELN. 

6.9.6 The procedure PAGE. 

6.10 Programs. 

We permit a "prefix" to a program or module where the prefix 
contains declarations of constants, types, and routines which 
become globally visible to the compilation-unit being compiled. 

We provide a Perkin-Elmer predefined Prefix, (see Appendix N), 
which extends the Pascal language to those compilation-units 
compiled with it, to obtain OS/32 file-handling and operating 
system services. 

6.11 Hardware representation. 

Extension to NOTE of 6.11 given above in 6.1.8. 

Additional Feature: external routines: 

In addition to the standard topics outlined above, we provide a 
separately compilable unit known as MODULE which may be linked to 
the main program or other modules. We provide directives to 
declare within a compilation-unit an unlimited number of routines 
(PROCEDURES or FUNCTIONS) as external and thereby specify their 
calling sequence through their parameter-lists and choice of 
either the EXTERN or FORTRAN directive. That is, separately 
compiled Pascal modules, FORTRAN, or CAL written routines are 
linkable to a Pascal main program or module. See Chapter 9 for 
syntactical rules and Chapter 10 for internal linkage 
conventions. 

We allow the source for a compilation to be taken from one or 
several additional source files, by the $INCLUDE compiler-option. 
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APPENDIX L 
PASCAL RUN TIME LIBRARY (PASRTL.OBJ) 



The arrangement of separate object programs in the Pascal RTL R01 
is listed below in their order of appearance on PASRTL.OBJ, and 
the external references of each program. 



FORTRAN Interface routine: 

P$FORT Contains an alternate version of P$INIT 

P$INIT weak entry; alternate version 
Calls .INITSCA, PSSEND, P$TERM 

Initialization routine and error message routine: 

P$INIT strong entry; principal version 

Calls P$SEND, P$TERM 
PSERHES Calls PSSEMD, PSPAUS, PSTERM 

Error handling routine group under OS: 

PAS. ERR Object program containing these routines: 

P$ERR 

PASERROR Calls P$ERMES, P$SEND, P$PAUS 

(Internal routine, referenced by P$ERR but 

the symbol PASERROR does not appear in LINK MAP) 

PSPAUS weak entry 

P$TERM weak entry 

P$SEND weak entry 

Error handling routine group under Reliance: 

PAS.REL Object program containing these routines: 

P$PAUS weak entry 

Calls RPAUSE in the FORTRAN/RELIANCE Interface 
P$TERM weak entry 

Calls RPROG in the FORTRAN/RELIANCE Interface 
P$SEND weak entry 

Calls RPAUSE in the FORTRAN/RELIANCE Interface 
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APPENDIX L (Continued) 
PASCAL RUN TIME LIBRARY (PASRTL.OBJ) 



Prefix support routines; 



OPEN 


Calls 


PSEEMES 




CLOSE 


Calls 


PSERHES 




ALLOCATE 


Calls 


P$ERMES 




RENAME 


Calls 


P$ERMES 




REPEOTEC 


Calls 


P$ERMES 




DELETE 


Calls 


PSERMES 




CHANGE A 


Calls 


PSEEMES 




CHECKPOI 


Calls 


PSERMES 




FETCH AT 


Calls 


PSERMES 




REWIND 


Calls 


PSIOFUN, 


PSERMES 


WRITE FI 


Calls 


PSIOFUN, 


P$ERMES 


BACK_EEC 


Calls 


PSIOFUN, 


PSEEMES 


BACK FIL 


Calls 


PSIOFUN, 


PSERMES 


FORWD RE 


Calls 


PSIOFUN, 


PSERMES 


FORWD_FI 


Calls 


PSIOFUN, 


P$ERMES 


BREAKPOI 


Calls 


PSERMES 




START_PA 


Calls 


PSEEMES 




TIME 


Calls 


PSERMES 




DATE 


Calls 


PSERMES 




EXIT 


Calls 


PSERMES, 


PSTERM 


PSIOFUN 









SVC support routines: 



SVC1 


Calls 


PSERMES 


SVC3 


Calls 


PSERMES, PSTERM 


SVC5 


Calls 


PSERMES 


SVC7 


Calls 


PSERMES 


SVC2PAUS 


Calls 


PSERMES, PSPAUS 


SVC2AFLT 


Calls 


PSERMES 


SVC2FPTR 


Calls 


PSERMES 


SVC2LCGM 


Calls 


PSEEMES 


3VC2FTIM 


Calls 


PSERMES 


SVC2FDAT 


Calls 


PSERMES 


SVC2T0DW 


Calls 


PSERMES 


SVC2INTW 


Calls 


PSERMES 


SVC2PKNM 


Calls 


PSEEMES 


SVC2PKFD 


Calls 


PSEEMES 


SVC2FEEK 


Calls 


PSEEMES 


SVC2TMAD 


Calls 


PSERMES 


SVC2TMWT 


Calls 


PSEEMES 


SVC2TMRP 


Calls 


PSERMES 


SVC2TMLF 


Calls 


PSERMES 


SVC2TMCA 


Calls 


PSERMES 


SVCINITQ 


Calls 


PSERMES 


SVCTASKQ 


Calls 


PSERMES 


FROMUDL 


Calls 


PSEEMES 


TOUDL 


Calls 


PSERMES 



L-2 
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APPENDIX L (Continued) 
PASCAL RUN TIME LIBRARY (PASRTL.OBJ) 



Heap management routines: 



P$NEW 

P$DISP 

P5MASK 

P$HEL 

P$SPAC 

P$SREHV 



Calls P$ERMES, P$$REMV 

Calls P$ERMES, P$$REHV 
Calls P$ERMES 

Calls P$ESHES, P$$REHV 



Routines for Manipulation of structured variables: 

P5STCPY 

P$STCMPO 

P$STCMP1 

P$STCHP2 

P$STCMP3 

P$FILCPY 



Set operations routines: 

PSSCOMP 
P$SAND 
P$SOR 
PSSDIF 



Routines for Input, non-text; 

P$READ Calls P$GET, P$GETER1 

P$SESET Calls P$GET, P$$REWD, P$FCBERR, P$PAUS 

P$GET Calls P$$SVC1, P$GETER1, P$GETER2, P$PAUS 



Routines for Input/ texts 



P$RESETT 


Calls 


PSREADBY 


Calls 


P$READSI 


Calls 


P$READI 


Calls 


PSREADSR 


Calls 


P$READR 


Calls 


P$READCH 


Calls 


P$$RDINT 


Calls 


P$GETT 


Calls 


PSREADLN 


Calls 



P$GETT, P$PURGE, P$$REWD, P$FCBERR, PSPAUS 

P$$RDINT 

P$$RDINT 

P$$RDINT 

P$GETT, .ATOF, P$PAOS, P$TERM, P$NUMERR 

P9GETT, .ATOD, P$PAUS, P$TERM, P$NUKERR 

P$GETT 

P$GETT, P$GETER1, P$NUMERR, P$TERK, P$PAUS 

P$READLN, P$GETER1 

P$$SVC1, P$GETER1, P$GETER2, P$PAUS 
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APPENDIX L (Continued) 
PASCAL RUN TIME LIBRARY (PASHTL.OBJ) 



Houtines for Output, non-text: 

P$WRITE Calls P$PUT, P$PUTERR 

PSPUT Calls P$$SVC1, P$PUTERR, PSPAUS 



Routines for Output, text: 



PWRT.INT 



P$WRITSR 

P$WRITR 

P$WRITCH 

P3WRITB 

P$WRITS 

PSPAGE 

PSPURGE 

P$PUTT 

P$WRITLN 



Calls P$PUTT, P$PUTERR 

This program has the following entry points: 

P$WRITBY, P$WRITSI, P$WRITI 

Calls P$WRITLN, P$PUTERR, .FTOA 

Calls P$PUTERR, .DTOA, P$WRITLN 

Calls P$PUTT, P$PUTERR 

Calls P5WRITS 

Calls P$PUTT 

Calls PSPURGE, P$PUTT, PSWRITLN 

Calls P$WRITLN 

Calls P$PUTERR, P$WRITLN 

Calls P$$SVC1, P$PUTERR, PSPAUS 



I/O programs common to text and ordinary files; 



PSREWRIT 

P$IFCB 

PSEFCB 

P$CLOSE 

P$$REWD 



Calls P$$REWD, P$FCBERR, P$PAUS 

Calls PSEFCB, P$$SVC7, PSPAUS, P$SEND, P$TERM 

Calls P$$SVC7, P$SEND 
Calls P$$SVC1, P$PAUS 



I/O error servicing routines: 

P$FCBERR Calls P$$SVC7, P$SEND 

P$$SVC1 Calls PSSEND 

P$$SVC7 Calls PSSEND 

PSGETERI Calls PSPAUS, PSSEND, PSTERM 

P$GETER2 Calls PSPAUS, PSSEND, PSTERM 

PSPUTERR Calls PSPAUS, PSSEND, PSTERM 

PSNUMERR Calls PSSEND 



Duplicates on PASRTI.OBJ of object programs from FORTRAN VII RTL; 

.ATOD 

.DTOA 

.ATOF 

.FTOA 

.INITSCA 

.CPLUB 



Calls .CPLUB 
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APPENDIX M 
PASCAL-RELIANCE ENVIRONMENT INFORMATION 



Pascal R01 supports features which make it possible to write 
applications programs in Pascal to run in the environment of 
RELIANCE II. This appendix describes how a RELIANCE application 
program can be written in Pascal and prepared for running. 

N 1 • Document^ tiop 

For an overview of the RELIANCE II system, the programmer should 
read the introductory documentation in these manuals: 

- Reliance Overvi ew^ Publication Number 29-718 

- IHiSarated Traflsactiflfl SontraUsi (II£) IfitrodU£t ion , 
Publication Number 29-710 

- Data Kanaqement SlStem/32 (£MS/32) Illt£2 d U£ t Iqu , 
Publication Number 29-714. 

A RELIANCE application program written in Pascal should make use 
of the FORTRAN interfaces to the RELIANCE system. These 
interfaces are described in the following manuals: 

- Inteaisied IransaSiiSB Cfiniialifii (Il£) ZQRlRhR 
Programmers Ref ergpse flafluair Publication Number 48-044 

- Data HanasSlSni Sl£ifiJ!l/i2 (£15/22) ZQEIRM Proacammers 
R ef erence M anua ls Publication Number 48-045. 

In this appendix, these two manuals will be referred to as the 
"interface manuals. " 

Other manuals which describe the RELIANCE system include: 

Bsliance Sample Application, Publication Number 29-713 

- IHisarated TraflsasiiaH £SDt£g.ll.er (IT£) SiSlSJDS 
£Eoa£a]affiilia an^ QfiSraiians laHiial, Publication Number 
29-712 

" Data Wang emen t S2:stgjE/32 (J2l]IS/32) S^steig Eroafamjnina and 
Operations KaptiaJ., Publication Number 29-717 

Reliance Operatgr's Reference Summary, Publication Number 
29-722. 
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M 2 . Restrictions 

In the RELIANCE system, it is assumed that each application 
program is short and simple. In particular, each program deals 
with at most one message from a terminal and one message to the 
terminal. Communication with the terminal should be done only 
through the ITC system. The Pascal applications program should 
make calls to FOPTRAN external programs which in turn call the 
FORTRAN - RELIANCE interface. The details of setting this up are 
described in part M3 of this appendix. 

For communication with a shared data base, the DMS software 
should be used. Pascal applications programs should make calls 
to FORTRAN external programs which in turn call the FORTRAN - DMS 
interface. Again, the details are described in part M3. 

It is possible for the applications program to do I/O through 
files that are not managed by the RELIANCE system. Certain 
restrictions are imposed. Programs running under ITC must not 
use logical units H through 10 inclusive. If a program does use 
I/O of its own, then its logical units must be closed before the 
program terminates. 

The normal way to terminate a RELIANCE application program is a 
call to RPROG or RPUTMSG. In Pascal, these calls should be 
explicitly programmed. If the flow of control reaches the end of 
a Pascal applications program, then a call to RPEOG will be made, 
with the effect of displaying the screen-form "SYSTEM". 

Abnormal termination of a Pascal application program occurs in 
any condition where, running in an OS/32 environment, a program 
would log an error message. In a RELIANCE environment, the error 
message is written to the journal. The application program is 
terminated at once. An attribute of the screen form belonging to 
the program tells the system whether failure of this transaction 
could have corrupted the data base. If it could, then upon 
abnormal termination the system is "quiesced." 

The RTL routine SVC2PAUS has the same effect as an abnormal 
termination of the RELIANCE application program. 
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The arguments which are accepted by the routines in the FORTRAN 
RELIANCE interface are described in the "interface manuals" 
(see Ml). These routines should not be called directly from 
Pascal programs, because they take advantage of special 
properties of the FORTRAN interface. To make use of these 
routinesr the programmer can write "connector" subprograms in 
FORTRAN. The Pascal code calls the connectors, and the 
connectors call the RELIANCE software. 

In calling the ITC system, Pascal experiences difficulty with 
what, in FORTRAN, are called CHARACTER data. Under FORTRAN VII, 
a CHARACTER parameter is passed as two parameters, first the 
array of characters and then the length. To accomodate this, the 
Pascal code must pass both arguments explicitly. 

Here is an example of how a FORTRAN "connector" can be used to 
tailor the FORTRAN - RELIANCE interface to a specific 
application. As described in the "interface manual," the routine 
RGETVAR has five parameters; in FORTRAN, it is invoked thus: 

CALL RGETVAR ( name, element number, ar^a, length, ^result) 

The expected types of the parameters are 
name: CHAPACTER*12 
eljgieiliJlilffi£e£J INTEGER* 2 

area: CHARACTER{*) 
IfiBalJi: INTEGER*^ 

resvilt ; Array of three elements, each INTEGEE*2 
The parameter ).^ ng th is actually the length of a£ea? it must be 
passed explicitly to RGETVAR. 

In writing the connector, let us suppose that we want to receive 
a 24-byte data field. The Pascal program may contain the 
following declarations and invocation: 

TYPE 

CHAH12 = ARRAY [1..12] OF CHAR; 
CHAR24 = ARRAY (1..24] OF CHAR; 
RESULT_TYPE = ARRAY 11.. 3] OF SHORTINTEGER; 



VAR 

FIELD A: CKAR2U; 
RESULT: RESULT_TYPE; 



PROCEDURE CGETVAR{NAME:CHAR12; NAME_1ENGTH: INTEGER; 

ELEMENT_NUMBER; SHORTINTEGER; 
VAR AREA: CHAR2U; AREA.LENGTH: INTEGER; 
VAR RESULT: RESULT_TYPE) ; 
FORTRAN; 
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CGETVARCFIELDA *, 12, 7, FI£LD_A, 24, RESULT); 

Note that the string passed to NAHE should be 12 bytes long and 
padded with blanks. 

The connector program may be written as follows; 

SUBROUTINE CGETVAR( NAME, ELNUM, AREA, RESULT) 

CHARACTER NAHE*12, AREA*24 

INTEGER*2 RESULTO), ELNUM 

CALL RGETVAR(NAHE, ELNUM, AREA, LEN(AREA), RESULT) 

RETURN 

END 

In comparing the Pascal version of the CGETVAR with the FORTRAN 
version, we note that the FORTRAN version appears to have fewer 
parameters. In fact, the parameter NAME in the FORTRAN code 
corresponds to NAME and NAME_LENGTH in the Pascal declaration, 
and the parameter AREA in the FORTRAN code corresponds to AREA 
and AREA_LENGTH in the Pascal. In the call to RGETVAR, the 
fourth argument is the length of AREA, as found by the intrinsic 
function LEN. 

The same technique may be used to connect Pascal programs to the 
FORTRAN - DMS interface. For example, the subprogram RENDTRAN 
may be invoked thus: 

CALL RENDTRAN ( rePJ-Y) 
or 

CALL RENDTRAN ( refil^, Jiaio^). 

The obligatory parameter Ee£lx and the optional parameter fiolos 
may be INTEGER*2 or INTEGER***. 

For the connector, let us suppose that both parameters are 
desired, and both are to be INTEGER*^. Then the Pascal 
declaration may be 

PROCEDURE CENDTRANCVAR REPLY, NOIOS: INTEGER); 
FORTRAN; 

and the FORTRAN code for the connector may be 
SUBROUTINE CENDTRAN(REPLY , NOIOS) 
INTEGER*^ REPLY, NOIOS 
CALL PENDTRAN(REPLY, NOIOS) 
RETURN 
END 
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MU. Prepasijafl tg ru|v a E£LIMC|; ap plication £roa£am 

1. C ompila tion. In compiling the Pascal code for a RELIANCE 
application program* be sure to set the compile-time option 
RELIANCE, either in the start command parameter or in a comment 
in the code of the program. 

2. LinJSaas* The "interface manuals" (see section Ml) describe 
linkage~commands that must be used to give the program access to 
the RELIANCE system. For a Pascal program, the Pascal RTL 
library, PASRTL.OBJ, should be linked in with a LIB command, or 
included as a shared segment. Note that an absolute storage area 
of X'lDOO* bytes should be reserved. 

3. If tlig applications EE 02ra,m uses floating-point numbers, then 
the ITC~moniior~roiist hai© Jbgen linked wi^h j^he o£tions FLOAT and 
DFLOAT. 



48-021 R01 5/82 M-5 



APPENDIX N 
Perkin-Elmer PASCAL PREFIX LANGUAGE EXTENSIONS 



The extended Pascal Language features provided by those routines 
declared in the Perkin-Elmer Pascal Prefix allow the user to code 
Pascal procedure-call statements to: 



Open a file or device 

Close a file or device 

Allocate a file 

Rename a file 

Reprotect a file 

Delete a file 

Change access privileges to a file or device 

Checkpoint a file or device 

Fetch the attributes of an assigned file or device 

Write a file mark 

Rewind a file 

Backspace a record 

Backspace to a file mark 

Forward space a record 

Forward space to a file mark 

Breakpoint 

Obtain Start Parameters 

Obtain the time 

Obtain the date 

Exit the program with a specified return code 



The Prefix source declarations are listed collectively below and 
in Table 10-U of Chapter 10, and are available on the file 
PREFIX. PAS. 

The user may use the $INCLUDE command just prior to the PROGRAM 
or MODULE header to easily include the Prefix source prior to any 
compilation-unit(see Chapter 1). For example: 



C$INCLUDE (voln:PREFIX.PAS)> or 
PROGRAM name(file-name-list); 



•CSINCLUDE (voln:PREFlX.PAS)> 
MODULE name(module-param-list) ; 



The object routines to support the Perkin-Elmer Prefix are 
contained in the Pascal Runtime Library, on the file PASRTL.OBJ, 
which is linked to at task establishment time. 



See Section 10.3 in Chapter 10 for complete details on using 
individual Prefix routines. 



the 
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APPENDIX N (Continued) 
Perkin-Elraer Pascal PREFIX LANGUAGE EXTENSIONS 



■CPREFIX.PAS> 
CONST 



TYPE 



CR = •( :13: )• ; FF = •(:12:)'; 

LUNIT = 0..255; 

IDENTIFIER = ARRAY [1..19J OF CHAR; 

FILE_TYPE = (CONTIGUOUS, INDEXED) ; 

ACCESS_PRIVILEGE = ( SRO,ERO,SWO,EWO ,SHW,SREW,ERSW ,ERW ) ; 

ATTRIBUTE_BLOCK = PACKED RECORD 

DEVICE_CODE; SHORTINTEGER ; 

PRECL: SHORTINTEGER; 

VOLUME NAME; ARRAY [1 

FILE_NAME: ARRAY [1..8] 

EXTENSION: ARRAY I1..3] 

FILE_CLASS: CHAR; 

FILE_SIZE: INTEGER 

END; 
STRINGS = ARRAY I1..8J OF CHAR; 
PARM_POINTER = "PARM.STRING; 
PARM STRING = ARRAY 11. .1321 OF CHAR; 



^] OF CHAR; 
OF CHAR; 
OF CHAR; 



PROCEDURE OPEN (LU:LUNIT; ID: IDENTIFIER; AP: ACCESS_PRIVILEGE; 

KEYS:SHORTINTEGER; VAR STATUS;BYTE) ; 
PROCEDURE CLOSE (LU:LUNIT; VAR STATUS:BYTE ) ; 
PROCEDURE ALLOCATE (FT : FILE_TYPE; ID: IDENTIFIER; 

KEYS:SHORTINTEGER; 

SIZE, DATA_BLOCK,INDEX_BLOCK: INTEGER; 
VAR STATUS:BYTE); 
PROCEDURE RENAME (LU:LUNIT; ID; IDENTIFIER; VAR STATUS:BYTE) ; 
PROCEDURE REPROTECT (LU:LUNIT; KEYS :SHORTINTEGER ; 

VAR STATUS:BYTE); 
PROCEDURE DELETE ( ID: IDENTIFIER; KEYS :SHORTINTEGER ; 

VAR STATUS;BYTE); 
PROCEDURE CHANGE_ACCESS_PRIVILEGE (LU;LUNIT; 

AP : ACCE SS_PRIVILEGE ; 
VAR STATUS:BYTE); 
PROCEDURE CHECKPOINT (LU:LUNIT; VAR STATUS:BYTE) ; 
PROCEDURE FETCH_ATTRIBUTES (IU:LUNIT; 

VAR BLOCK:ATTRIBUTE_BLOCK; 
VAR STATUS: BYTE); 



PROCEDURE REWIND 



PROCEDURE 
PROCEDURE 
PROCEDURE 
PROCEDURE 
PROCEDURE 



WRITE_FILE_MARK 
BACK_PECORD 
BACK_FILE_MARK 
FORWD RECORD 
FORWD FILE MARK 



(LU:LUNIT 
(LU:LUNIT 
(LU: LUNIT 
(LU:LUNIT 
(LU:LUNIT 
(LU:LUNIT 



VAR STATUS:SHORTINTEGEP) 
VAR STATUS:SH0RTINTEGER) 
VAR STATUS:SHORTINTEGER) 
VAR STATUS;SHORTINTEGER) 
VAR STATUS:SHORTINTEGER) 
VAR STATUS:SHORTINTEGER) 



PROCEDURE BREAKPOINT (LN : INTEGER) ; 
PROCEDURE START_PARMS (VAR PTR : PARM.POINTER) 
PROCEDURE TIME (VAR BUFR ;STRING8 ) ; 
PROCEDURE DATE (VAR BUFR ; STRINGS ) ; 
PROCEDURE EXIT (EOT:BYTE); 



N-2 



U8-021 R01 5/82 



APPENDIX 
PASCAL SVC SUPPOBT 



Perkin-Elmer Pascal provides the user with the capability to 
perforin a basic set of operating system Supervisor Calls (SVCs) 
by coding Pascal procedure-call statements and utilizing 
predefined source interfaces for the SVC support routines, which 
are: 



£aS£Sl ^VC £211iill£ MM. 
and 

SVC1 

SVC3 

SVCS 

SVC7 

SVC2PAUS 

SVC2AFLT 

SVC2FPTR 

SVC2L0GM 

SVC2FTIM 
SVC2FDAT 
SVC2T0DW 
SVC2INTH 
SVC2PKNM 

SVC2PKFD 
SVC2PEEK 
SVC2TMAD 
SVC2TMWT 
SVC2TMRP 
SVC2TMLF 
SVC2TMCA 
SVCINITQ 
SVCTASKQ 

FROMUDL 
TOUDL 



2S/3a SV£ Sa££0£ted 

or 

Szstgl ^SLliQ^ £e^ugst 



SVC 


1 


Input/Ou 


Ends T< 


isk Execu 


SVC 


5 


Fetch Ov 


SVC 


7 


File Han 


Pauses 


Task Exe 


SVC 


2, 


Code Hi 


SVC 


2, 


Code 5 : 


SVC 


2, 


Code 7: 
Option X 


SVC 


2, 


Code 8: 


SVC 


2, 


Code 9; 


SVC 


2, 


Code 10: 


SVC 


2, 


Code 11: 


SVC 


2, 


Code 15: 


SVC 


2, 


Code 16: 


SVC 


2, 


Code 19; 


SVC 


2, 


Code 23, 


SVC 


2, 


Code 23, 


SVC 


2, 


Code 23, 


SVC 


2, 


Code 23, 


SVC 


2, 


Code 23, 


Initia: 


Lize Task 


Fetch i 


a task qu 


the 


Task Queue 


Access 


UDL 


Modify 


UDL 



tput Bequest 
tion via P$TERM 
erlay 

dling Services 
cution via P$PAUS 
Set Status 
Fetch Pointers 
Log Message 
•00' or X'80' 
Interrogate Clock 
Fetch Date 

Time of Day Wait 

Interval Wait 

Pack ASCII numeric 
to binary 

Pack File Descriptor 

Peek 

Option X'OO" 

Option X'80' 

Option X't*0' 

Option X'20' 

Option X'10' 

Queue, set TSW Z bit 
eue parameter from 



These routines are contained in the Pascal Run Time Library, on 
the file PASRTL.OBJ, which is linked to at task establishment 
time. 

The required predefined source interfaces are listed below, and 
details on invoking the SVCs are given in Section ^0^H of Chapter 
10. 
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APPENDIX (Continued) 
PASCAL SVC SUPPORT 

tPASCAL SVC SUPPORT CONSTANT AND TYPE-DEFINITIONS> 



TYPE 


CHAE2 


= PACKED 


ARRAY 


[1..21 


OF 


CHAR; 


TYPE 


CHAR3 


= PACKED 


ARRAY 


[1..3J 


OF 


CHAR; 


TYPE 


CHARS 


= PACKED 


ARRAY 


[1..8] 


OF 


CHAR; 


TYPE 


CHARU 


= PACKED 


ARRAY 


11. .U] 


OF 


CHAR; 



TYPE LINE = ARRAY 11. .132] OF CHAR; 
tSVCI PARAMETER BLOCK> 



TYPE SVC1_BL0CK = RECORD 
SVC1_FUNC: BYTE; 
SVC1_LU: BYTE; 
SVC1_STAT: BYTE; 
SVC1_DEV_STAT: BYTE; 
SVC1_BUFSTART: INTEGER; 
SVC1 BUFEND: INTEGER; 



{FUNCTION CODE> 
CLOGICAL UNIT NUMBER> 
CDEV-INDEP STATUS> 
CDEV-DEPENDENT STATUS> 
■CADDRESS(BUFFER)> 
{ADDRESSC BUFFER )+SIZE( BUFFER )-1> 



SVC1_RAND0M_ADDR: INTEGER;-CRANDOB ADDRESS FOR DASD> 
SVC1_XFER LEN: INTEGER; {TRANSFER LENGTH> 
SVC1_PESERVED: INTEGER; {RESERVED FOR ITAM USE> 

END; 

{SVC5 PARAMETER BLOCKJ 



TYPE SVC5 PARM 



RECORD 



SVC5 OVNAME ; CHARS; 



SVC5_STAT 

SVC5_0PT 

SVC5_LU 

END; 



BYTE; 
BYTE; 
SHORTINTEGER; 



{FILE DESCRIPTOR FOR SVC7 REQUESTSJ 



{VOLUME NAMEJ 

{FILE NAME> 

{EXTENSION> 

{ACCOUNT CODE: P/S/G> 



TYPE FD_TYPE = PACKED RECORD 
VOLN: CHAR4; 
FNj CHARS; 
EXTN: CHAR3; 
ACCT: CHAR; 
END; 

{SVC 7 PARAMETER BLOCK> 

TYPE SVC7_BL0CK = RECORD 

SVC7_CMD: BYTE; {COMMAND> 

SVC7_M0D: BYTE; {MODIFIER/DEVICE TYPE> 

SVC7_STAT: BYTE; {STATUS! 

SVC7_LU: BYTE; {LOGICAL UNIT NUMBERJ 

SVC7_KEYS; SHORTINTEGER; {READ/HRITE KEYSJ 
SVC7_RECLEN: SHORTINTEGER; {LOGICAL RECORD LENGTH> 

SVC7_FD: FD_TYPE; {FILE DESCRIPTOR! 

SVC7_SIZE: INTEGER; {FILE(/INDEX) SIZE> 
END; 
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APPENDIX (Continued) 
PASCAL SVC SUPPORT 

•CPASCAL SVC SUPPORT CONSTANT AND TYPE-DEFINITIONS> 

CONST TASKQ_SLOT_COUNT = Hi 

TYPE QSIZE_TY = T. . TASKQ_SLOT_COUNT; 

TYPE TASKQ_TYPE = RECORD 

QSIZE: QSIZE.TY; 

FILL1, FILL2, FILL3: SHORTINTEGER; 

TASKQ SLOTS: ARRAYIQSIZE TY] OF INTEGER; 
END; 

TYPE UDL_INDEX = 0..63; 

TYPE PACK_OPTION = (USER_VOL, SYS_VOL, SPL_VOL, NO_DEFAULT); 



TYPE PEEK_00_BLOCK 
PEEK_OPT 
PEEK.CODE 
PEEK NLU 
PEEK_MPRI 
PEEK_OSID 
PEEK_TASK_NAME 
PEEK_CTSW 
PEEK_TOPT 
RESERVED 
END; 



RECORD 



BYTE; 

BYTE; 

BYTE; 

BYTE; 

CHAS8; 

CHAR8; 

INTEGER; 

SHORTINTEGER; 

SHORTINTEGER; 



TYPE PEEK_01_BL0CK 
PEEK_OPT 
PEEK_CODE 
RESERVED_1 
PEEK OSID 
PEEK_OSUP 
PEEK_CPU 
PEEK_SOPT 
PEEK_UACT 
PEEK_GACT 
RESERVED_2 
END; 



PACKED RECORD 
BYTE; 
BYTE; 

SHORTINTEGER; 
CHARS; 
CHAR2; 

SHORTINTEGER; 
INTEGER; 
SHORTINTEGER; 
SHORTINTEGER; 
INTEGER; 



TYPE PEEK 02 BLOCK = PACKED RECORD 



PEEK_OPT 
PEEK_CODE 
RESERVED_3 
PEEK_OSID 
PEEK_LOAD VOL 
PEEK_FILENAME 
PEEK_EXT 
PEEK_FILE_CLASS 
END; 



BYTE; 

BYTE; 

SHORTINTEGER; 

CHAR8; 

CHARU; 

CHARS; 

CHARS; 

CHAR; 
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APPENDIX (Continued) 
PASCAL SVC SUPPOBT 

PROCEDURE SVCKVAR PARH:SVC1_BL0CK) ; EXTERN; 

PROCEDURE SVC3(TERM_C0DE : BYTE); EXTERN; 

PROCEDURE SVC5(VAR PARM: SVC5_PARI!); EXTERN; 

PROCEDURE SVC7(VAR PAPH :SVC7_BL0CK ) ; EXTERN; 

PROCEDURE SVC2PAUS; EXTERN; 

PROCEDURE SVC2?.FLT(ENABLE! BOOLEAN); EXTERN; 

PROCEDURE SVC2FPTR; EXTERN; 

PROCEDURE SVC2LCGM(MSG:LINE; LEN:INTEGER; IMAGE:B00LEAN) ; EXTERN; 

PROCEDURE SVC2FTIM(VAR TIME : INTEGER; VAR HHMMSS: CHARS); EXTERN; 

PROCEDURE SVC2FDAT(VAR MMDDYY :CHAR8 ) ; EXTERN; 

PROCEDURE SVC2T0DW(T0D ; INTEGER); EXTERN; 

PROCEDURE SVC2INTW(INTVL : INTEGER); EXTERN; 

PROCEDURE SVC2PKNM(VAR VALtlNTEGER; BUF:LINE; VAR POSN : INTEGER; 

OPT:INTEGER; VAR CC:INTEGER); EXTERN; 

PROCEDURE SVC2PKFD(VAR FD:UNIV FD_TYPE; BUF:LINE; 

VAR POSN:INTEGER; SKIP_BLANKS : BOOLEAN; 
OPT: PACK_OPTION; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVC2PEEK(VAR PARM:UNIV PSEK_00_BLOCK) ; EXTERN; 

PROCEDURE SVC2TMAD(INTVL: INTEGER; TASKQPAEH: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVC2TMHT(INTVL: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVC2TMRP(ITEMC0UNT; SHORTINTEGER ; ADDRESS: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVC2TMLF(VAE INTVL: INTEGER; TASKQPARM: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SCV2THCA( TASKQPARM: INTEGER; 

ELAPSED: BOOLEAN; VAR CC: INTEGER); EXTERN; 

PROCEDURE SVCINITQ(NSLOTS:QSIZE_TY;VAR TASKQ: TASKQ_TYPE) ; EXTERN; 
PROCEDURE SVCTASKQCYAR PARAM: INTEGER; WAIT :BCOLEAN) ; EXTERN; 

PROCEDURE FROMUDLd: UDL_INDEX; VAR VAL: UNIV INTEGER); EXTERN; 
PROCEDURE TOUDLd: UDL_INDEX; VAL: UNIV INTEGER); EXTERN; 
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APPEHDIX P 
PASCAL B01 FUNCTIONAL DIFFERENCES FROM ROO 



1 • I,anguage ch ange s 

Procedure and function names are accepted as parameters of other 
procedures and functions. The syntax is in accord with the 
forthcoming ANSI/ISO standard. 

The PACKED attribute affects the storage of data in arrays and 
records to which it is applied. 

Subrange-types and set-types no longer achieve identity of type 
any differently than other types. Identity of type, as required 
when passing variables to variable-parameters, is enforced. 

2» New gredef ined routlpes 

DISPOSE is introduced. When a dynamically allocated variable is 
DISPOSEd of, the space it occupied becomes available for later 
use. 

STACKSPACE is introduced, so that a program can find out how much 
space is available. 

The standard function ORD accepts pointer variables as arguments. 

The procedure KARK actually creates a valid heap item. 



3 • Man ag^meat of \S2ur£e fio^g 

The BATCH and BEND options allow several compilation units to be 
compiled together. 

The INCLUDE option allows source to be taken from several files. 



^ • Int ei;f ages 

The interface for calling EXTERN routines has been simplified. 
(NOTE: This may affect external routines which have been written 
in assembly language.) 

The interface of "prefix" routines has been made identical with 
that of EXTERN routines. In particular, prefix routines no 
longer need to be in a fixed order. New prefix routines can be 
added without changing any tables in the run time library. 
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Compilation units compiled with Pascal R01 should not be linked 
with compilation units compiled with Pascal ROO. Therefore, in 
a system of a main program and several modules, previously 
compiled with Pascal ROO, if one part is recompiled then the 
others should be recompiled as well. 

5 . Run t im e library 

The run time library for R01 has been made modular, so that each 
task need only contain the routines that it actually calls. Code 
for the run time library is pure. All position dependencies have 
been removed. 

The PASSVC package is included in the run-time library and has 
been changed by the addition of several routines to take the 
place of one routine having multiple uses. See Chapter 10 for 
details . 

In the predefined Prefix, the names of certain routines have been 
changed so as to make each name unique within the first eight 
characters. Only one file, PREFIX. PAS, containing Prefix source 
declarations without ROO's descriptive comments, is packaged. 
See Chapter 10 or Appendix L for details. 

When a routine defined with the directive FORTRAN is called, the 
run time library prepares the task's memory space to be fully 
compatible with the FORTRAN run time system. 

Compilation under the option "RELIANCE", produces compiled code 
and run time support compatible with the RELIANCE system. 

Outputting REAL/SHOFTREAL values to textfile fields have had 
their external floating-point representations' default total 
field widths changed. Pascal R01 P$WRITR/P$WRITSR default total 
field widths for REALs to 24 positions, and SHORTREALs to 14 
positions; unlike Pascal ROO which defaulted both REAL and 
SHORTREAL to 8 positions; allowing output fields up to a maximum 
field width of only 20 max for REALs or 14 max for SHORTREALs 
whenever a field-width > max was specified to produce this type 
of format. 



6 . New c om£ iler options 

BATCH and BEND are supported, as is INCLUDE (see Section 3, 
above) • 

RELIANCE renders a program compatible with the RELIANCE system 
(see Section 5, above). 
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HEAPMARK is required to use the predefined routines MARK and 
RELEASE. 

BOUNDSCHECK, MEMLIHlTr EJECT, and LOG are introduced. 

The compiler start options may be given to the R01 compiler via 
the OS START command, or through the Pascal CSS's in small 
letters, such as "ba as su ma log", not only in capital letters, 
such as was required in Pascal ROD, e.g. "AS NCR SU MA NRA". 

The source listing now incorporates line numbers showing a line's 
position in a batch compilation and on an included file. 

The assembly listing includes PROG, ENTRY, and EXTRN 
instructions. 



8» Pascal CSS's 

The Pascal R01 CSS's default minimim workspace to X'624' to allow 
X'600' (or 1536 bytes) for the RTL Scratchpad and X'2U' (or 36 
bytes) for the Pascal SDA minimum additional workspace in the 
task being established to start running Pascal R01 compiled-code. 

Also changed, is the LIBRARY command to link to PASRTL.OBJ as the 
Pascal RTL is all on one file, and only those routines requiring 
external reference resolution are obtained for the task. 
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